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MONTHLY SUMMARY MONITORING FOR Attachment 1A
SURFACE WATER TREATMENT REGULATIONS

System Name: CALIPATRIA System No. ‘ 13003
Treatment Plant Name: HOLABIRD Month:  AUGUST Year: 1998

Treatment Water Turbities Every Four Hours (NTU)

Raw Water 0000 to 0400 to 0800 to 1200 to 1600 to 2000 to
Date Turbidity 0400 0800 1200 1600 . 2000 2400 Average
1 40.70 0.12 0.20 0.13 0.17 0.14 0.17 0.16
2 23.80 0.16 0.13 0.16 0.15 0.13 0.15 0.15
3 32.80 0.21 0.16 0.18 0.13 0.11 0.12 0.15
4 25.20 0.11 0.11 0.13 0.12 0.10 0.10 0.11
3 22.30 0.12 0.13 0.12 0.10 0.09 0.10 0.11
6 32.50 0.10 0.11 0.12 0.11 0.10 0.10 Q.11
7 27.20 0.12 0.09 0.10 0.10 0.12 0.13 0.11
8 18.20 0.1 0.11 0.10 0.10 0.11 0.12 0.11
9 31.80 0.12 0.11 0.09 0.14 0.12 ~0.11 0.12
10 21.90 0.12 0.12 0.11 0.11 0.11 0.10 0.11
11 26.20 0.11 1. 0.11 0.11 0.11 0.12 0.12 0.11
12 32,70 0.13 0.14 0.16 0.14 0.11 0.12 0.13
13 22.30 0.12 0.12 0.13 0.12 0.09 0.11 0.12
14 35.70 0.09 0.10 g.11 0.10 0.09 0.16 0.11
13 29.90 0.10 0.09 0.15 0.12 0.08 0.11 0.11
16 35.60 0.13 0.10 0.11 0.10 0.10 0.10 0.11
17 36.10 0.08 0.11 0.14 0.17 0.13 0.12 0.13
18 15.80 0.11 0.10 0.11 0.08 0.11 0.11 0.10
19 28.90 0.12 0.11 0.11 0.10 0.12 0.10 0.11
20 26.20 0.10 0.12 0.11 0.10 0.09 0.10 0.10
2] 17.10 0.11 0.10 0.12 0.11 0.10 0.12 0.11
22 16.20 0.12 0.13 0.15 0.17 0.14 0.17 0.15
23 18.40 0.18 0.16 0.12 0.11 0.11 0.13 0.14
24 21.50 0.14 0.14 0.14 0.15 0.14 0.16 0.15
25 17.10 ‘ 0.17 0.14 0.12 0.16 0.14 0.14 0.15
26 23.10 0.15 0.16 0.17 0.16 0.15 0.15 0.16
27 18.70 0.15 0.15 0.20 0.16 0.15 0.16 0.16
28 24.10 0.16 0.16 0.19 0.16 0.15 0.15 0.16
29 25.40 0.16 0.16 0.18 0.15 0.15 0.17 0.16
30 21.80 0.21 0.21 0.20 0.17 0.15 0.18 0.19
31 28.60 0.15 0.15 0.20 0.19 0.19 0.18 0.18
Avg. 25.74 0.13
* If a continous monitoring turbidimeter is used, determine the discrete turbidity value during each four hour period.
Total No. of samples: 186 No. of readings < 0.5 NTU: 186
% Readings <0.5NTU = No.of readings <05 NTU X 100= 100.00%
Total No. readings
Meets Standard (i.e. More than 95% of readings are < 0.5 NTU) (Y/N) ? Y
Avg % reduction during the month = Avg. Raw NTU - Avg. Eff. NTU X 100 =
Avg. Raw NTU
Meets Standard (i.e. Avg % reduction is greater than 80 %) (Y/IN) ? Y"

Incidents of turbidity greater then 1.0 NTU:
Date of incident
Value

Duration
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——— MONTHLY SUMMARY MONITORING FOR Attachment 1A
SURFACE WATER TREATMENT REGULATIONS
System Name: CALIPATRIA System No. 13003
Treatment Plant Name: HOLABIRD Month:  Oect Year: 1998
Treatment Water Turbities Every Four Hours (NTU)
Raw Water 0000 fo 0400 to 0800 to 1200 to 1600 to 2000 to
Date Turbidity 0400 0800 1200 1600 2000 2400 Average
1 18.20 0.07 0.08 0.09 0.10 0.07 0.07 0.08
2 17.80 0.08 0.09 0.11 0.16 0.08 0.08 0.10
3 21.50 0.09 0.09 0.11 0.08 0.06 0.07 0.08
4 16.90 0.07 0.08 0.10 0.06 0.05 0.06 0.07
5 27.20 0.07 0.07 0.08 0.07 0.06 0.08 0.07
6 18.20 0.06 0.07 0.06 0.06 0.07 0.07 0.07
7 18.40 0.07 0.08 0.10 0.07 0.06 0.07 0.08
8 20.10 0.08 0.06 0.08 0.06 0.05 0.07 0.07
9 17.80 0.06 0.07 0.10 0.19 0.09 0.10 0.10
10 27.20 0.1 0.10 0.11 0.08 0.07 0.07 0.09
11 18.40 0.08 0.08 0.07 0.07 0.06 0.08 0.07
12 30.80 0.08 0.09 0.10 0.09 0.07 0.08 0.09
13 19.50 0.09 0.09 0.10 0.07 0.06 0.10 0.09
14 21.20 0.11 0.12 0.12 0.08 0.07 0.07 0.10
15 11.80 0.06 0.08 0.09 0.06 0.06 0.07 0.07
16 9.80 0.07 0.08 0.08 0.06 0.04 0.04 0.06
17 11.20 0.04 0.05 0.05 0.04 0.04 0.05 0.05
18 11.80 0.05 0.06 0.06 0.04 0.04 0.05 0.05
19 12.20 0.05 0.06 0.07 0.06 0.06 0.05 0.06
20 7.30 0.05 0.05 0.07 0.04 0.04 0.06 0.05
21 16.20 0.06 0.05 0.06 0.06 0.08 0.15 0.08
22 20.40 0.16 0.16 0.10. 0.06 0.06 0.05 0.10
23 2370 0.04 0.04 0.05 0.04 0.05 0.05 0.05
24 " 11.30 0.04 0.05 0.05 0.04 0.04 0.04 0.04
25 ©11.40 0.04 0.04 0.05 0.04 0.06 0.05 0.05
26 13.80 0.04 0.05 0.07 0.05 0.04 0.04 0.05
27 11.50 0.05 0.04 0.05 0.06 0.04 0.05 0.05
28 16.70 0.04 0.03 0.07 0.04 0.04 0.05 0.05
29 11.80 0.05 0.06 0.06 0.04 0.04 0.06 0.05
30 11.20 0.04 0.04 0.04 0.04 0.04 0.04 0.04
31 6.80 0.04 0.04 0.07 0.04 0.04 0.09 0.05
Avg. 16.52 0.07

* If a continous monitoring turbidimeter is used, determine the discrete turbidity value during each four hour period.

Total No. of samples:

% Readings <

0.5NTU =

186

No. of readings < 0.5 NTU:

No.of readings <0.5NTU X 100 =

Total No. readings

Meets Standard (i.e. More than 95% of readings are < 0.5 NTU) (Y/N) ?

Avg % reduction during the month =

Avg. Raw NTU - Avg. Eff NTU

186

100.00%

Avg. Raw NTU

Meets Standard (i.e. Avg % reduction is greater than 80 %) (Y/N) ?

Incidents of turbidity greater then 1.0 NTU:

Date of incident

Value

Duration
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o MONTHLY SUMMARY MONITORING FOR Attachment 1A

SURFACE WATER TREATMENT REGULATIONS

System Name: CALIPATRIA System No. 13003
Treatment Plant Name: HOLABIRD Month:  Nov. Year: 1998
Treatment Water Turbities Every Four Hours (NTU)
Raw Water 0000 to 0400 to 0800 to 1200 to 1600 to 2000 to

Date Turbidity 0400 0800 1200 1600 2000 2400 Average
1 6.80 0.04 0.06 0.05 0.04 0.04 0.04 0.05
2 9.80 0.04 0.05 0.06 0.03 0.04 0.04 0.04
3 18.20 0.05 0.03 0.04 0.03 0.04 0.03 0.04
4 5.40 0.04 0.03 0.04 0.03 0.03 0.06 0.04
5 9.80 0.05 0.07 0.08 0.04 0.05 0.04 0.06
6 7.80 0.03 0.04 0.05 0.03 0.03 0.04 0.04
7 10.30 0.04 0.03 0.05 0.04 0.04 0.04 0.04
8 13.40 0.04 0.04 0.05 0.04 0.04 0.05 0.04
9 7.40 0.03 0.04 0.06 0.04 0.04 0.04 0.04
10 5.80 0.05 0.04 0.03 0.05 0.04 0.03 0.04
11 10.20 0.04 0.05 0.07 0.06 0.06 0.05 0.06
12 10.40 0.04 0.05 0.08 0.07 0.04 0.03 0.05
13 6.20 - 003 0.04 0.08 0.04 0.05 0.05 0.05
14 6.90 0.05 0.05 0.05 0.06 0.04 0.06 0.05
15 7.60 0.05 0.06 0.07 0.06 0.04 0.06 0.06
16 8.20 0.05 0.06 0.08 0.06 0.05 0.05 0.06
17 7.30 0.06 0.06 0.09 0.04 0.05 0.06 0.06
18 5.10 0.06 0.07 0.08 0.08 0.07 0.07 0.07
19 5.80 0.06 0.07 0.09 0.08 0.05 0.05 0.07
20 7.40 0.07 0.06 0.05 0.04 0.05 0.05 0.05
21 5.40 0.06 0.06 0.08 0.04 0.051 0.04 0.06
22 8.10 0.04 0.04 0.09 0.07 0.04 0.04 0.05
23 9.00 0.04 0.04 0.09 0.07 0.06 0.04 0.06
24 8.00 0.04 0.05 0.07 0.04 0.04 0.03 0.03
25 6.20 0.04 0.05 0.07 0.07 0.06 0.05 0.06
26 7.50 0.05 0.06 0.08 0.05 0.04 0.04 0.05
27 10.10 0.05 0.05 0.07 0.10 0.04 0.05 0.06
28 10.90 0.05 0.05 0.06 0.07 0.05 0.04 0.05
29 12.00 0.05 0.04 0.06 0.05 0.04 0.04 0.05
30 10.10 0.04 0.05 0.08 0.09 0.06 0.08 0.07
31

Avg. 8.59 0.05

* If a continous monitoring turbidimeter is used, determine the discrete turbidity value during each four hour period.

Total No. of samples: 180 Ne. of readings < 0.5 NTU: 130 7 )

% Readings < 0.5 NTU = No.of readings <0.5NTU X 100= 100.00%
Total No. readings %
T | pEC -7 1998 )7
2

Meets Standard (i.e. More than 95% of readings are < 0.5 NTU) (Y/N) ? Y 7

Avg % reduction during the month = Avg. Raw NTU - Avg. Eff. NTU X100= 995.40% - e ,f/é/

Avg. Raw NTU ‘*\;‘,W

IS ety
Meets Standard (i.e. Avg % reduction is greater than 80 %) (Y/N) ? Y

Incidents of turbidity greater then 1.0 NTU:
Date of incident
Value

Duration
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MONTHLY SUMMARY MONITORING FOR Attachment 1A
SURFACE WATER TREATMENT REGULATIONS

System Name: CALIPATRIA System No. 13003
Treatment Plant Name: HOLABIRD Month:  Dee. Year: 1998

Treatment Water Turbities Every Four Hours (NTU)

Raw Water 0000 to 0400 to 0800 to 1200 to 1600 to 2000 to
Date Turbidity 0400 0800 1200 1600 2000 2400 Average

1 11.70 0.06 0.06 0.08 0.07 0.06 0.07 0.07

2 11.20 0.06 0.06 0.09 0.10 0.08 0.09 0.08

3 11.80 0.08 0.07 0.12 0.14 0.08 0.12 0.10
4 7.10 0.09 0.08 0.12 0.13 0.12 0.11 0.11
5 9.90 0.12 0.13 0.12 0.12 0.15 0.09 0.12
6 6.80 0.11 0.11 0.09 0.07 0.07 0.05 0.08
7 7.80 0.08 0.07 0.08 0.03 0.04 0.04 0.06

8 9.40 0.05 0.04 0.05 0.04 0.04 0.05 0.05

9 .30 0.04 0.05 0.06 0.06 0.04 0.04 0.05
10 6.30 0.05 0.04 0.06 0.08 0.08 0.08 0.07
11 9.10 0.08 0.07 0.09 0.05 0.04 | 0.05 0.06
12 13.50 0.04 0.05 0.08 0.06 0.05 0.05 0.06
13 5.90 0.05 0.05 0.10 0.07 0.05 0.06 0.06
14 13.40 0.04 0.05 0.04 0.04 0.06 0.07 0.05
15 18.80 0.06 0.06 0.07 0.07 0.09 0.06 0.07
16 8.70 0.05 0.05 0.10 0.07 0.05 0.05 0.06
17 28.70 0.05 0.06 0.08 0.07 0.05 0.05 0.06
18 11.20 0.05 0.04 0.04 0.04 0.05 0.05 0.05
19 9.70 0.05 0.05 0.06 0.07 0.05 0.08 0.06
20 8.80 0.06 Q.06 0.06 0.07 0.05 0.09 0.07
21 8.00 0.05 0.07 0.10 0.06 0.05 0.06 0.07
22 5.60 0.04 0.04 0.06 0.05 0.04 . 0.03 0.05
23 4.80 0.04 0.04 0.06 0.07 0.04 0.05 0.03
24 8.90 0.04 0.07 0.05 0.06 0.07 0.06 0.06
25 4.10 0.06 0.05 0.05 0.11 0.07 0.08 0.07
26 2.60 0.08 0.07 0.07 0.09 0.08 0.06 0.08
27 3.00 0.08 0.06 0.06 0.10 0.06 0.06 0.07
28 3.10 0.09 0.05 0.06 0.07 0.06 0.04 0.06
29 9.80 0.06 0.05 0.06 0.14 0.06 0.05 0.07
30 7.80 0.06 0.08 0.07 0.10 0.08 0.04 0.07
31 4.80 0.04 0.05 0.06 0.14 0.06 0.03 0.06
Avg, 9.07 0.07

* If a continous monitoring turbidimeter is used, determine the discrete turbidity value during each four ho
Total No. of samples: 186 No. of readings < 0.5 NTU: 2
£
% Readings < 0.5 NTU = No.of readings <0.5NTU X 100 = 100.00% {?,I

Total No. readings

ii
i
Meets Standard (1.e. More than 95% of readings are < 0.5 NTU) (Y/N) ?

Avg % reduction during the month = "~ Avg. Raw NTU - Avg. Eff. NTU
Avg. Raw NTU
Meets Standard (i.e. Avg % reduction is greater than 80 %) (Y/N) ? : Y

Incidents of turbidity greater then 1.0 NTU:
Date of incident
Value

Duration
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MONTHLY SUMMARY MONITORING FOR
SURFACE WATER TREATMENT REGULATIONS

D

Attachment 1A

System Name: CALIPATRIA System No. 13003
Treatment Plant Name: HOLABIRD Month:  Jan. Year: 1999
Treatment Water Turbities Every Four Hours (NTU)
Raw Water 0000 to 0400 to 0800 to 1200 to 1600 to 2000 to
Date Turbidity 0400 0800 1200 1600 2000 2400 Average
1 2.60 0.07 0.03 0.03 0.03 0.06 0.06 0.05
2 3.30 0.06 0.05 0.05 0.04 0.05 0.05 0.05
3 7.70 0.05 0.06 0.08 0.06 0.05 0.06 0.06
4 5.70 0.05 0.07 0.06 0.06 0.04 0.04 0.05
5 4.60 0.04 0.04 0.04 0.05 0.04 0.04 0.04
6 6.20 0.05 0.04 0.06 0.05 0.04 0.03 0.05
7 4.50 0.03 0.04 0.05 0.04 0.04 0.035 0.04
8 10.80 0.04 0.06 0.08 0.08 0.06 0.05 0.06
9 4.20 0.04 0.04 0.08 0.05 0.04 0.10 0.06
10 4,30 0.04 0.04 0.04 0.06 0.04 0.05 0.03
il 5.80 0.04 0.04 0.05 0.11 0.07 0.05 0.06
12 6.40 0.06 0.05 0.08 0.09 0.08 0.05 0.07
13 570 0.09 0.0 0.10 0.12 0.03 0.04 0.08
14 5.90 0.03 0.04 0.04 0.10 0.05 0.05 0.05
15 7.10 0.03 0.03 0.04 0.04 0.03 0.02 0.03
16 7.10 0.09 0.09 0.10 0.11 0.09 0.04 0.09
17 7.70 0.03 0.03 0.03 0.12 0.02 0.03 0.04
18 6.30 0.02 0.01 0.02 0.06 0.05 0.04 0.03
19 11.10 0.04 0.02 0.02 0.03 0.04 0.04 0.03
20 10.70 0.02 0.02 0.03 0.08 0.04 0.03 0.04
21 12.20 0.02 0.02 0.04 0.03 .0.03 0.02 0.03
22 10.20 0.04 0.04 0.03 0.03 0.03 0.01 0.03
23 4.40 0.01 0.01 0.03 0.03 0.02 0.02 0.02
24 3.90 0.02 0.02 0.03 0.03 0.02 0.03 0.03
25 5.30 0.02 0.02 0.04 0.03 1 0.03 0.02 0.03
26 7770 0.02 0.03 0.04 0.02 0.03 0.02 0.03
27 4.20 0.03 0.02 0.04 0.03 0,02 - 0.02 0.03
28 7.10 0.03 0.03 0.04 0.03 0.04 0.03 0.03
29 4,40 0.02 0.02 0.03 0.02 0.02 | 0.02 0.02
30 3.10 0.02 0.02 0.02 0.03 0.03 0.02 0.02
31 5.70 0.02 0.02 0.02 0.02 0.02 0.03 0.02
Avg, 6.32 0.04

* If a continous monitoring turbidimeter 1s used

Total No. of samples:

% Readings <

Meets Standard (i.e. More than 95% of readings are < 0.5 NTU) (Y/N) ?

05NTU=

186

Avg % reduction during the month =

No.of readings < 0.5 NTU

Total No. readings

No. of readings < 0.5 NTU:

X100=

Avg. Raw NTU - Avg. Eff. NTU

186

100.00%

Avg. Raw NTU

Meets Standard (i.e. Avg % reduction is greater than 80 %) (Y/N) ?

X 100 =

99.33%

, determine the discrete turbidity value dunng each four hour period.

Incidents of turbidity greater then 1.0 NTU; B

Date of incident

Value

Duration

bd
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MONTHLY SUMMARY MONITORING FOR Attachment 1A
SURFACE WATER TREATMENT REGULATIONS

System Name: CALIPATRIA System No. 13003
Treatment Plant Name: HOLABIRD Month:  Feb. Year: 1999

Treatment Water Turbities Every Four Hours (NTU)

Raw Water 0000 to 0400 to 0800 to 1200 to 1600 to 2000 to

Date Turbidity 0400 0800 1200 1600 2000 2400 Average
1 10.70 0.02 0.02 0.04 0.02 0.02 0.02 0.02
2 5.30 0.02 0.02 0.03 0.03 0.02 0.02 0.02
3 5.80 0.03 0.02 0.03 0.03 0.04 0.03 0.03
4 7.20 0.02 0.03 0.02 0.08 0.04 0.03 0.04
5 5.60 0.02 0.02 0.04 0.02 0.02 0.02 0.02
6 2.90 (.02 0.02 0.02 0.02 0.02 0.02 0.02
7 7.60 0.02 0.02 0.02 0.03 0.03 0.02 0.02
3 5.80 0.02 0.02 0.04 0.03 0.04 0.02 0.03
9 9.10 0.02 0.20 0.03 0.04 0.03 0.02 0.06
10 8.20 0.02 0.03 0.04 0.06 0.04 0.03 0.04
11 3.80 0.03 0.02 0.04 0.03 0.02 0.02 0.03
12 5.60 0.02 0.04 0.03 0.02 0.04 0.02 0.03
13 2.10 0.02 0.02 0.03 0.03 0.02 0.04 0.03
14 4.60 0.03 0.02 0.02 0.02 0.02 0.02 0.02
135 6.80 0.03 0.02 0.02 0.02 0.02 0.02 0.02
16 7.20 0.02 0.02 0.02 0.03 0.03 0.02 0.02
17 6.20 0.02 0.03 0.03 0.04 0.02 0.02 0.03
18 8.40 0.02 0.02 0.03 0.03 0.02 0.02 0.02
19 19.20 0.02 0.03 0.04 0.02 0.02 0.02 0.03
20 10.80 0.02 0.02 0.02 0.02 0.02 0.02 0.02
21 1.30 0.02 - 0.02 0.02 0.02 0.02 0.02 0.02
22 14.10 0.02 0.02 0.02 0.03 0.02 0.02 0.02
23 7.80 0.03 0.02 0.03 0.02 0.02 0.02 0.02
24 14.60 0.02] 0.03 0.03 0.04 0.03 0.02 0.03
25 11.40 0.02 0.02 0.03 0.02 0.02 0.02 0.02
26 10.40 0.04 0.08 0.03 0.32 0.03 0.02 0.09
27 10.40 0.02 0.02 0.03 0.03 0.03 0.02 - 0.03
28 8.70 0.02 0.02 0.02 0.02 0.03 0.03 0.02
29
30
31

Avg. 7.91 0.03

* If a continous monitoring turbidimeter is used, determine the discrete turbidity value during each four hour period.

Total No. of samples: 168 No. of readings < 0.5 NTU: 168

% Readings < 0.5 NTU = No.ofreadings < 0.5 NTU X 100 = 100.00%
Total No. readings

Meets Standard (i.e. More than 95% of readings are < 0.5 NTU) (Y/N) ? Y
Avg % reduction during the month = Avg. Raw NTU - Avg. Eff NTU X 100= 99.64%
Avg Raw NTU
Meets Standard (1.e. Avg % reduction is greater than 80 %) (Y/N) ? Y

Incidents of turbidity greater then 1.0 NTU:
Date of incident
Value

Duration
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MONTHLY SUMMARY MONITORING FOR Attachment 1A
SURFACE WATER TREATMENT REGULATIONS

System Name: CALIPATRIA ' System No. 13003
Treatment Plant Name: HOLABIRD Month:  March Year: 1999

Treatment Water Turbities Every Four Hours (NTU)

Raw Water 0000 to 0400 to 0800 to 1200 to 1600 to 2000 to
Date Turbidity 0400 0800 1200 1600 2000 2400 Average
1 8.50 0.02 0.02 0.03 0.09 0.02 0.02 0.03
2 8.90 0.02 0.02 0.04 0.03 0.03 0.02 0.03
3 15.20 0.02 0.02 0.04 0.03 0.03 0.02 0.03
4 18.40 0.02 0.02 0.03 0.02 0.03 0.03 0.03
5 20.00 0.02 0.02 0.03 0.03 0.02 0.02 0.02
6 4.60 0.02 0.02 0.02 0.02 0.04 0.02 0.02
7 19.10 0.02 0.02 0.02 0.03 0.02 0.02 0.02
8 12.70 0.02 0.04 0.05 0.02 0.04 0.04 0.04
9 19.40 0.05 0.04 0.03 0.03 0.04 0.03 0.04
10 14.80 0.03 0.03 0.03 0.04 0.03 0.03 0.03
11 20.10 0.04 0.03 | 0.03 0.03 0.04 0.03 0.03
12 13.40 0.04 0.03 0.03 0.03 0.03 0.03 0.03
13 8.00 0.03 0.03 0.03 0.03 0.03 0.03 0.03
14 7.20 0.03 0.03 0.03 0.04 0.04 0.04 0.04
15 8.40 0.03 0.03 0.03 0.04 0.04 0.04 0.04
16 7.40 0.04 0.04 0.04 0.03 0.04 0.04 0.04
17 12.20 0.03 0.03 0.04 0.03 0.03 0.03 0.03
18 9.50 0.04 0.03 0.03 0.03 0.04 0.04 0.04
19 6.70 0.03 0.03 0.04 0.03 0.03 0.03 0.03
20 12.70 0.03 0.03 0.03 0.03 0.04 0.04 0.03
21 7.70 0.03 0.03 0.04 0.04 0.03 0.03 0.03
22 11.20 0.03 0.03 0.03 0.04 0.04 0.03 0.03
23 11.80 0.03 0.03 0.03 0.03 0.03 0.03 0.03
24 7.20 0.03 0.03 0.05 0.03 0.04 0.03 0.04
25 7.20 0.03 0.04 0.04 0.03 0.03 0.03 0.03
26 12.20 0.03 0.03 0.04 . 0.04 0.04 0.03 0.04
27 20.60 0.03 0.03 0.03 0.04 0.03 0.02 0.03
28 14.70 0.03 0.03 0.03 0.03 0.03 0.04 0.03
29 11.90 0.04 0.03 0.03 0.03 0.03 0.03 0.03
30 15.40 0.03 0.05 0.04 0.04 0.03 0.04 0.04
31 24.60 0.03 0.03 0.04 0.03 0.03 0.03 0.03
Avg. 1278 0.03
* If a continous monitoring turbidimeter is used, determine the discrete turbidity value during each four hour period.
Total No. of samples: 186 No. of readings < 0.5 NTU: 186
% Readings < 0.5 NTU = No.of readings <0.5NTU X 100 = 100.00%
Total No. readings
Meets Standard (1.e. More than 95% of readings are < (0.5 NTU) (Y/N) ? Y
Avg % reduction during the month = Avg. Raw NTU - Avg. Eff. NTU X 100 = 99.75%
. Avg. Raw NTU
Meets Standard (i.e. Avg % reduction is greater than 80 %) (Y/N) 7 Y

Incidents of turbidity greater then 1.0 NTU:
Date of incident
Value

Duration
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MONTHLY SUMMARY MONITORING FOR Attachment 1A
SURFACE WATER TREATMENT REGULATIONS
System Name: CALIPATRIA Systern No. 13003
Treatment Plant Name: HOLABIRD Month: Year
Treatment Water Turbities Every Four Hours (NTU)
Raw Water 0000 to 0400 to 0800 to 1200 to 1600 to 2000 to
Date Tarbidity 0400 0800 1200 1600 2000 2400 Average

1 24.%0 0.05 Q.09 0.07 0.04 0.03 0.03 0.05

2 26.20 0.03 . 003 0.04 0.03 0.03 0.03 0.03

3 13.80 0.03 0.03 0.03 0.03 0.03 0.03 0.03

4 5.10 0.03 0.04 0.03 0.03 0.03 0.03 0.03

5 9.50 0.04 0.03 0.08 0.03 0.03 0.03 0.04

6 7.00 0.03 0.03 0.03 0.04 0.04 0.03 0.03

7 9.20 0.03 0.04 0.04 0.03 0.04 0.03 0.04

8 13.10 0.03 0.03 0.04 0.03 0.03 0.03 0.03

9 9.20 0.04 0.03 0.04 0.04 0.03 0.03 0.04

10 6.10 0.03 0.03 0.03 0.05 0.06 0.07 0.05

11 5.30 0,08 0.07 0.08 0.40 0.18 0.24 0.18

12 7.80 0.27 0.30 0.28 0.44 0.16 0.14 0.27

13 9.50 0.23 0.16 0.24 0.22 0.16 0.04 0.18

14 9.80 0.04 0.03 0.03 0.10 0.14 0.03 0.06

13 15,20 0.02 0.02 0.03 0.02 0.03 0.02 0.02

16 16.70 0.02 0.02 0.03 0.02 0.02 0.03 0.02

17 13.60 0.03 0.03 0.03 0.03 0.03 0.03 0.03

18 12.20 0.03 0.03 0.03 0.07 0.04 0.03 0.04

19 12.80 0.03 0.02 0.03 0.02 0.03 0.02 0.03

20 13.70 0.02 0.02 0.03 0.03 0.03 0.02 0.03

21 21.30 0.02 0.03 0.03 0.03 0.03 0.02 0.03

22 26.50 0.05 0.04 0.03 0.03 0.04 0.02 0.04

23 30.20 0.03 0.03 0.04 0.03 0.02 0.03 0.03

24 39.40 0.03 0.03 0.04 0.03 0.03 0.02 0.03

25 26.10 0.02 0.02 0.02 0.02 0.02 0.03- 0.02

26 48.20 0.03 0.02 0.03 0.02 0.02 0.02 0.02

27 31.40 0.03 0.03 0.02 \ 0.03 0.02 0.03 0.03

28 48.20 0.02 0.02 0.03 0.09 0.02 0.02 0.03

29 52.10 0.02 0.02 0.02 0.02 0.02 0.03 0.02

30 48.40 0.03 0.02 0.02 0.01 0.01 0.02 0.02
31

Avg, 2041 0.05

* If a continous monitoring turbidimeter is used, determine the discrete turbidity value during each four hour period.

Total No. of samples: 180 No. of readings < 0.5 NTU: 168
% Readings < 0.5 NTU = No.of readings <0.5NTU X 100 = 100.00%
Total No. readings
Meets Standard (i.e. More than 95% of readings are < 0.5 NTU) (Y/N) ? Y
Avg % reduction during the month = Avg. Raw NTU - Avg. Eff. NTU X 100= 99.76%
Avg. Raw NTU
Meets Standard (i.e. Avg % reduction is greater than 80 %) (Y/N) ? Y

Incidents of turbidity greater then 1.0 NTU:
Date of incident
Value

Duration

Page 1 of 2



A —c

MONTHLY SUMMARY MONITORING FOR

Attachment 1A
SURFACE WATER TREATMENT REGULATIONS
System Name: CALIPATRIA System No. 13003
Treatment Plant Name: HOLABIRD Month: &y JUNE  Year 1999
Treatment Water Turbities Every Four Hours (NTU)
Raw Water 0000 to 0400 to 0800 to 1200 to 1600 to 2000 to
Date Turbidity 0400 0800 1200 1600 2000 2400 Average
1 23.30 0.02 0.02 0.02 0.02 0.02 0.02 0.02
2 27.40 0.02 0.02 0.02 0.02 0.02 0.02 0.02
3 29.80 0.02 0.02 0.02 0.02 0.02 0.02 0.02
4 25.70 0.02 0.02 0.02 0.02 0.07 0.02 0.03
5 20.40 0.02 0.02 0.02 0.02 0.02 0.02 0.02
6 18.30 0.02 0.02 0.03 0.03 0.02 0.02 0.02
7 22.50 0.03 0.03 0.02 0.02 0.02 0.03 0.03
8 25.30 0.03 0.02 0.02 0.02 0.02 0.02 0.02
9 23.80 0.03 0.03 0.02 0.02 0.02 0.02 0.02
10 27.30 0.03 0.03 0.02 0.03 0.03 0.02 0.03
11 12.20 0.02 0.03 0.02 0.02 0.03 0.02 0.02
12 21.80 0.02 0.02 0.02 0.02 0.02 0.02 0.02
13 19.40 0.02 0.02 0.02 0.03 0.03 0.03 0.03
14 20.60 0.02 0.02 0.02 0.02 0.02 0.02 0.02
15 17.70 0.02 0.02 0.02 0.03 0.03 0.03 0.03
16 18.80 0.03 0.02 0.02 0.02 0.02 0.02 0.02
17 25.80 0.03 0.03 0.02 0.02 0.03 0.03 0.03
138 26.40 0.03 0.02 0.02 0.02 0.02 0.02 0.02
19 20.40 0.02 0.03 0.02 0.02 0.02 0.02 0.02
20 22.70 0.02 0.02 0.02 0.02 0.03 0.02 0.02
21 23.50 0.02 0.02 0.02 0.02 0.02 0.02 0.02
22 29.40 0.02 0.02 0.02 0.02 | 0.02 0.03 0.02
23 24.70 0.03 0.03 0.02 0.02 0.02 0.03 0.03
24 26.80 0.03 0.02 0.02 0.02 0.03 0.03 0.03
25 {1 23.60 0.03 0.02 0.02 0.02 0.02 0.02 0.02
26 18.20 0.02 0.02 0.02 0.02 0.02 0.02 0.02
27 23.10 0.02 0.02 0.02 0.03 0.03 .03 0.03
28 24.80 0.02 0.02 0.02 0.02 0.02 0.03 0.02
29 20.20 0.03 0.03 0.02 0.02 0.02 0.02 0.02
30 28.20 0.02 0.02 0.02 0.03 0.03 0.02 0.02
31
Avg. 23.07 0.02
* If a continuous monitoring turbidimeter is used, determine the discrete turbidity value during each four hour period.
Total No. of « f samples: 180 No. of readings of<0.5 NTU: TU: 180
% Readings < 0.5 NTU = 0 No of readings <) < 0.5 NTU: X100= 100
Total No. readings
Meets Standard (i.e. More than 95% of readings are < 0.5 NTU) (Y/N) ? Y
Avg % reduction during the month = Avg. Raw NTU - Avg. Eff. NTU X 100= 99.90%

Avg, Raw NTU

Meets Standard (i.e. Avg % reduction is greater than 80 %) (Y/N) ?

Incidents of turbidity greater then 1.0 NTU:

Date of incident

Value

Duration
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MONTHLY SUMMARY MONITORING FOR Attachment 1A
SURFACE WATER TREATMENT REGULATIONS
System Name: CALIPATRIA System No. 13003
Treatment Plant Name: HOLABIRD Month:  July Year: 1999
Treatment Water Turbities Every Four Hours (NTU)
Raw Water | 0000 to 0400 to 0809 to 1200 to 1606 to 2000 to
Date Turbidity 0400 0800 1200 1600 2000 2400 Average
1 26.40 0.02 0.02 0.02 0.02 0.03 0.03 0.02
2 19.80 0.03 0.02 0.03 0.03 0.03 0.03 0.03
3 15.20 0.03 0.03 0.02 0.02 0.02 0.02 0.02
4 33.20 0.02 0.02 0.02 0.02 0.02 0.02 0.02
5 29.10 0.04 0.02 0.04 0.37 0.44 0.26 0.20
6 16.50 0.49 0.16 0.19 0.03 0.03 0.03 0.16
7 18.50 0.02 0.02 0.03 0.03 0.02 0.02 0.02
3 19.70 0.02 0.02 0.02 0.05 0.03 0.03 0.03
9 17.80 0.02 0.02 0.02 0.03 0.03 0.03 0.03
10 14.80 0.02 0.02 0.02 0.07 0.07 0.11 0.05
11 15.70 0.12 0.08 0.07 0.08 0.08 0.12 0.09
12 12.80 0.13 0.15 0.16 0.07 0.08 0.10 0.12
13 18.20 0.14 0.16 0.12 0.10 0.08 0.10 0.12
i4 15.80 0.10 0.11 0.12 0.06 0.05 0.06 0.08
15 16.40 0.09 0.09 0.11 0.06 0.05 0.10 0.08
16 26.20 0.15 0.13 0.15 0.08 0.07 0.09 0.11
17 13.50 0.13 0.19 0.21 0.06 0.07 0.06 0.12
18 13.30 0.09 0.12 0.16 0.04 0.06 0.17 0.11
19 16.30 0.20 0.22 0.24 0.21 0.23 0.25 0.23
20 14.70 0.30 0.33 0.35 0.21 0.17 0.19 0.26
21 11.40 0.26 0.27 0.40 0.30 0.22 0.24 0.28
22 25.50 0.31 0.43 0.10 0.06 0.04 0.03 0.16
23 22.80 0.04 0.08 0.11 0.06 0.06 0.07 0.07
24 22.40 0.08 0.13 0.15 0.20 0.07 0.11 0.12
25 20.50 0.13 0.08 0.12 0.05 0.05 0.05 0.08
26 28.20 0.06 0.08 0.09 0.07 0.07 0.06 0.07
27 76.10 0.12 0.12 0.18 0.22 0.32 0.27 0.21
28 15.20 0.37 0.52 0.46 0.43 0.46 0.52 0.46
29 127.00 0.24 0.20 0.30 0.32 0.12 0.04 0.20
30 22.90 0.04 0.04 0.07 0.04 0.03 0.03 0.04
31 61.10 0.04 0.03 0.03 0.08 0.03 0.04 0.04
Avg 26.44 0.12

* If a continous monitoring turbidimeter is used, determine the discrete turbidity value during each four hour period.

Total No. of samples:

% Readings < 0.5 NTU=

186

No. of readings < 0.5 NTU:

No.of readings <0.5NTU X 100 =

Total No. readings

Meets Standard (i.e. More than 95% of readings are < 0.5 NTU) (Y/N) ?

Avg % reduction during the month =

Avg. Raw NTU - Avg. Eff. NTU

184

98.92%

X100=

Avg. Raw NTU

Meets Standard (i.e. Avg % reduction is greater than 80 %) (Y/N) ?

99.56%

Incidents of turbidity greater then 1.0 NTU:

Date of incident

Value

Duration
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MONTHLY SUMMARY MONITORING FOR
SURFACE WATER TREATMENT REGULATIONS

: SEP =7 18
System Name:

CALIPATRIA System No.
Treatment Plant Name: HOLABIRD Month:  August Year: /.
Treatment Water Turbities Every Four Hours (NTU):. 2 [ 7™ 7 7 | _o#
. Raw Water 0000 to 0400 to 0800 to 1200 to 16007 t622-4----2600to
Date Turbidity 0400 0800 1200 1600 2000 2400 Average

1 17.50 0.04 0.02 0.02 0.06 0.37 0.13 0.11
2 23.70 0.17 0.21 0.28 0.19 0.14 0.14 0.19
3 15.50 0.16 0.18 0.24 0.17 0.13 0.13 0.17
4 19.10 0.15 0.16 0.14 0.08 0.07 0.09 0.12
5 29.60 0.12 0.15 0.17 0.13 0.13 0.16 0.14
6 28.40 0.19 0.19 0.20 0.16 0.12 0.14 0.17
7 27.90 0.18 0.22 0.07 0.09 0.06 0.09 0.12
8 35.60 0.06 0.06 0.19 0.10 0.06 0.05 0.09
9 24.20 0.06 0.06 0.06 0.15 0.06 0.06 0.08
10 25.40 0.06 0.06 0.06 0.06 0.07 0.05 0.06
11 19.70 0.06 0.06 0.07 0.06 0.08 0.10 0.07
12 15.70 0.10 0.09 0.13 0.11 0.10 0.10 0.11
13 19,50 0.11 0.11 0.12 0.10 0.09 0.10 0.11
14 15.50 0.10 0.11 0.12 0.15 0.16 0.18 0.14
15 19.60 0.25 0.23 0.36 0.28 0.26 0.23 0.27
16 22.50 0.26 0.25 0.28 0.18 0.15 0.14 0.21
17 16.20 0.16 0.15 0.17 0.12 0.11 0.11 0.14
18 16.80 - 0.13 0.14 0.15 0.12 0.13 0.15 0.14
19 25.50 0.14 0.15 0.13 0.10 0.09 0.12 0.12
20 17.20 0.12 0.13 0.13 0.10 0.10 0.11 0.12
21 24.80 0.11 0.12 0.12 0.10 0.10 0.10 0.11
22. 22.00 0.11 0.12 0.11 0.10 0.10 0.11 0.11
23 16.30 0.12 0.13 0.13 0.12 0.11 0.12 0.12
24 32.40 0.12 0.13 0.12 0.13 0.12 0.14 0.13
25 31.20 0.14 0.13 0.13 0.12 0.13 0.13 0.13
26 23.80 0.14 0.13 0.13 0.14 0.15 0.17 0.14
27 21.60 0.16 0.17 0.16 0.15 0.12 0.13 0.15
28 21.30 0.13 0.12 0.12 0.11 0.10 0.11 0.12
25 23.50 0.12 0.13 0.12 0.11 0.11 0.12 0.12
30 28.60 0.13 0.13 0.12 0.11 0.11 0.12 0.12
31 40.60 0.13 0.13 0.22 0.16 0.15 0.16 0.16
Avg. 23.26 0.13

* It a continous monitoring turbidimeter is used, determine the discrete turbidity value during each four hour period.

No. of readings < 0.3 NTU: 186

Total No. of samples: 186
% Readings < 0.5 NTU = No.of readings < 0.3 NTU X 100= 100.00%
Total No. readings
Meets Standard (i.e. More than 95% of readings are < 0.5 NTU) (Y/N) ? Y
Avg % reduction during the month = Avg. Raw NTU - Avg. Eff. NTU X100= 99.44%
Avg. Raw NTU

Meets Standard (i.e. Avg % reduction is greater than 80 %) (Y/N) ? Y
Incidents of turbidity greater then 1.0 NTU:
Date of incident
Value
Duration
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MONTHLY SUMMARY MONITORING FOR Attachment 1A
SURFACE WATER TREATMENT REGULATIONS ‘
Systern Name: CALIPATRIA System No. 13003
Treatment Plant Name: HOLABIRD Month: September 1999
Treatment Water Turbities Every Four Hours (NTU)
Raw Water | 0000 to 0400 to 0800 to 1200 to 1600 to 2000 to
Date Turbidity 0400 0800 1200 1600 2000 2400 Average
1 26.60 0.15 0.16 0.17 0.14 0.13 0.13 0.15
2 26.80 0.14 0.16 0.18 0.15 0.14 0.15 0.15
3 2480 0.16 0.15 0.17 0.13 0.13 0.13 0.15
4 20.10 0.15 0.16 0.16 0.15 0.13 0.13 0.15
3 21.60 0.15 Q.15 0.16 0.14 0.14 0.14 0.135
6 21.90 0.15 0.17 0.17 0231 - 0.17 0.16 0.18
7 16.70 0.17 0.17 0.16 0.16 0.15 0.15 0.16
S 22.80 0.16 0.16 0.08 0.06 0.03 0.05 0.05
9 23.50 0.07 0.06 0.08 0.10 0.04 0.06 0.07
10 24.80 0.06 0.05 0.10 0.05 0.03 0.04 0.06
11 24.50 0.06 0.07 0.11 0.08 0.05 0.05 0.07
12 19.60 0.06 0.03 0.04 0.04 0.03 0.04 0.04
13 25.60 0.05 0.05 0.06 0.03 0.03 0.03 0.04
14 25.40 0.04 0.05 0.05 0.09 0.06 0.08 0.06
13 38.20 0.12 0.06 0.05 0.04 0.03 0.04 0.06
16 25.80 0.04 0.05 0.05 0.06 0.05 0.05 0.05
17 24.00 0.06 0.06 - 0.11 0.07 0.05 0.06 0.07
1% 36.60 0.06 0.07 0.07 0.05 0.04 0.05 0.06
19 41.50 0.06 0.05 0.06 0.04 0.04 0.05 0.05
20 30.40 0.05 0.05 0.06 0.13 (.04 0.10 0.07
21 29.60 0.06 0.06 0.05 0.05 0.05 0.06 0.06
22 24.60 0.07 0.08 0.14 0.14 0.12 0.11 0,11
23 28.40 0.12 0.11 0.12 0.14 0.06 0.06 0.10
24 29.20 0.07 0.06 0.08 0.09 0.06 0.06 0.07
25 18.80 0.06 0.07 0.10 0.09 0.11 0.10 0.09
26 31.60 0.10 0.11 0.06 0.08 0.07 0.08 0.08
27 19.60 0.08 0.07 0.10 0.08 0.06 0.07 0.08
28 20.30 0.08 0.08 0,09 0.06 0.06 0.07 0.07
29 25.20 0.08 0.07 0.09 0.12 0.11 0.09 0.09
30 19.20 0.08 0.09 0.07 0.09 0.08 0.10 0.09
31
Avg. - 0.09

# If a continuous monitoring turbidimeter is used, determine the diserete turbidity value during each four hour period.

Total No. of : f samples: 180 No. of readings of<0.5 NTU: TU: 180

% Readings < 0.5 NTU = No of readings <) < 0.5 NTU: X100 = 100
Total No. readings

Meets Standard (i.e. More than 95% of readings are < 0.5 NTU) (Y/N) ? Y
Avg % reduction during the month = Avg. Raw NTU - Avg. Eff. NTU X 100= 99.50%
’ Avg. Raw NTU
Meets Standard (1.e. Avg % reduction is greater than 80 %) (Y/N) ? Y

Incidents of turbidity greater then 1.0 NTU:
Date of incident
Value

Duration
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