
Chapter 4: Environmental Impacts of Domestic Programmatic Alternatives GNEP Draft PEIS 
 

4-1 
 

CHAPTER 4 
ENVIRONMENTAL IMPACTS OF 

DOMESTIC PROGRAMMATIC ALTERNATIVES 
 

Chapter 4 presents the environmental impacts of the domestic programmatic alternatives assessed in this 
Global Nuclear Energy Partnership (GNEP) Programmatic Environmental Impact Statement (PEIS). The 
potential impacts are presented for each alternative, assuming widespread implementation to achieve a 
capacity of approximately 200 gigawatts of electricity (GWe). A comparative analysis of the alternatives 
is also presented for capacities of 100 GWe, 150 GWe, and 400 GWe. This chapter also discusses 
unavoidable adverse impacts, the relationship between short-term uses of the environment and the 
maintenance and enhancement of long-term productivity, and irreversible and irretrievable commitment 
of resources. 
 
This chapter presents the potential environmental impacts of the domestic programmatic 
alternatives described in Chapter 2. Because this Global Nuclear Energy Partnership (GNEP) 
Programmatic Environmental Impact Statement (PEIS) is intended to support policy decisions 
regarding the future course of the U.S. commercial nuclear fuel cycle, the analysis is necessarily 
broad and long-term, focusing on the impacts that would result from implementing each of the 
programmatic alternatives over many decades. For widespread implementation of the 
programmatic alternatives, the impacts are presented as follows: 
 
− Section 4.1 presents the impacts that are common to all the alternatives (e.g., uranium 

mining). Differences in the magnitude of the impacts are discussed, as appropriate, for 
each alternative in Sections 4.2 through 4.7. 

− Section 4.2 presents the impacts of the No Action Alternative—Existing Once-Through 
Uranium Fuel Cycle (No Action Alternative). 

− Section 4.3 presents the impacts of the Fast Reactor Recycle Fuel Cycle Alternative (Fast 
Reactor Recycle Alternative). 

− Section 4.4 presents the impacts of the Thermal/Fast Reactor Recycle Fuel Cycle 
Alternative (Thermal/Fast Reactor Recycle Alternative). 

− Section 4.5 presents the impacts of the Thermal Reactor Recycle Fuel Cycle Alternative 
(Thermal Reactor Recycle Alternative) using Light Water Reactors (LWRs), Heavy 
Water Reactors (HWRs), or High Temperature Gas-Cooled Reactors (HTGRs). 

− Section 4.6 presents the impacts of the Once-Through Fuel Cycle Alternative using 
Thorium (Thorium Alternative).  

− Section 4.7 presents the impacts of the Once-Through Fuel Cycle using Heavy Water 
Reactors (HWR) or High Temperature Gas-Cooled Reactors (HTGR) (HWR/HTGR 
Alternative). 

 
In addition to the analyses presented in Sections 4.1 through 4.7, a comparative summary of each 
fuel cycle alternative is presented in Section 4.8. The environmental impact analysis in this 
chapter is based on a 1.3 percent growth scenario (which would equate to approximately 
200 gigawatts electric (GWe1) in approximately 2060–2070).  

                                                 
1 One GWe is equal to 1,000 megawatts electric 
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At the programmatic level, many of the environmental consequences associated with the 
alternatives vary linearly with the power capacity. For example, if the future power capacity at 
full implementation is 400 GWe instead of 200 GWe, the number of reactors associated with any 
alternative would be twice as many as in the 200 GWe scenario (assuming the same size reactors 
in both scenarios). Many other factors (such as the annual amount of spent nuclear fuel [SNF] 
generated, the annual quantities of wastes generated, and the annual radiological emissions from 
facilities) could be scaled in a similar manner. However, some factors would not vary linearly, 
such as the cumulative amounts of SNF and wastes that would be generated (see Section 4.8.8). 
 
4.1 IMPACTS COMMON TO ALL ALTERNATIVES 
 
This section presents impacts that would be common to each of the domestic programmatic 
alternatives, with a focus on the impacts from uranium mining, uranium enrichment, uranium 
fuel fabrication, disposing of SNF and high-level waste (HLW) in amounts up to the Yucca 
Mountain statutory limit (70,000 metric tons of heavy metal [MTHM]), disposing of low-level 
waste (LLW) and continuation of the Advanced Fuel Cycle Initiative (AFCI). Although these 
impacts would be common to all of the alternatives, this does not mean impacts would be the 
same for each alternative. For example, although each alternative would require uranium 
enrichment, both the quantities of uranium requiring enrichment and the percentage of 
enrichment could be different. Those differences, where notable, are discussed later in the 
chapter. This section also addresses greenhouse gas emissions associated with nuclear power 
capacity in comparison to electricity production from coal and natural gas. Those impacts would 
be the same for each alternative. Section 4.1 is organized as follows: 
 
− Section 4.1.1—Uranium Mining and Milling  
− Section 4.1.2—Uranium Enrichment  
− Section 4.1.3—Uranium Fuel Fabrication  
− Section 4.1.4—Impacts of Disposing of SNF and HLW in Yucca Mountain 
− Section 4.1.5—Impacts of Establishing a Geologic Repository Capacity for Future SNF 

and HLW  
− Section 4.1.6—Impacts of Establishing and Operating Disposal Capacity for Future LLW  
− Section 4.1.7—Impacts of the AFCI 
− Section 4.1.8—Greenhouse Gas Emissions Associated with Electricity Generation 

 
4.1.1 Uranium Mining and Milling 
 
4.1.1.1  Current Uranium Mining and Milling Capabilities in the United States 
 
Background: Although ore containing uranium was mined in the United States as early as the 
late 1800s to obtain radium, and in the early 1900s to obtain vanadium, mining to obtain large 
quantities of uranium did not begin in the United States until the 1940s. At that time, large 
quantities of uranium were needed for use in the nuclear weapons program and later for use as 
fuel for nuclear reactors. With the drop in market price of uranium, beginning in the 1980s, U.S. 
production fell and producers turned to in-situ leaching2 operations as a principal means of 
                                                 
2 In-situ leaching involves injecting solutions directly into the ground that will dissolve the uranium from the ore and then pumping out the 
uranium-containing solution. 
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extracting uranium from ore bodies. By the 1990s, uranium mining almost ceased in the United 
States as other countries increased production at a lower cost. By 2004, according to the U.S. 
Department of Energy’s (DOE) Energy Information Administration (EIA), there were only six 
uranium mines operating in the United States, half of which were in-situ operations. A database 
compiled by the U.S. Environmental Protection Agency (EPA) includes 15,000 specific mine 
locations where uranium has been mined in 14 western states. Most of these locations are in 
Colorado, Utah, New Mexico, Arizona, and Wyoming, with about 75 percent on Federal and 
tribal lands. The majority of these sites were conventional (open pit and underground) mines 
(EPA 2008c). 
 
Although the current United States production of uranium has been steadily increasing since 
2003, Canada produces the largest share of uranium from mines (23 percent of world supply 
from mines), followed by Australia (21 percent) and Kazakhstan (16 percent) (Table 4.1-1). 
Australia has the world’s largest uranium reserves with 40 percent of the Earth’s known supply 
(WNA 2008e).  
 

TABLE 4.1-1—Uranium Production from Mines (tons) 
Country 2002 2003 2004 2005 2006 2007 

Canada 11,604 10,457 11,597 11,628 9,862 9,476 
Australia 6,854 7572 8,982 9,516 7,593 8,611 
Kazakhstan 2,800 3,300 3,719 4,357 5,279 6,637 
Niger 3,075 3,143 3,282 3,093 3,434 3,413 
Russia (est.) 2,900 3,150 3,200 3,431 3,262 3,153 
Namibia  2,333 2,036 3,038 3,147 3,067 2,879 
Uzbekistan 1,860 1,598 2,016 2,300 2,260 2,320 
United States 919 779 878 1,039 1,672 1,654 
Ukraine (est.) 800 800 800 800 800 846 
China (est.) 730 750 750 750 750 712 
South Africa 824 758 755 674 534 539 
Czech Repub. 465 452 412 408 359 306 
India (est.) 230 230 230 230 177 299 
Brazil 270 310 300 110 190 270 
Romania (est.) 90 90 90 90 90 77 
Germany 212 150 150 77 50 45 
Pakistan (est.) 38 45 45 45 45 38 
France 20 0 7 7 5 4 
Total world 36,063 35,613 40,251 41,702 39,429 41,279 

Source: WNA 2008e 
 

Uranium is typically mined using one of three techniques: surface (open pit), underground, or in-
situ leaching (solution mining). The method of extraction is dependent on the grade, size, 
location, and geology of the deposit and is based on maximizing ore recovery within economic 
constraints. A low-grade cutoff point is established on a site-specific basis and depends on 
recovery costs at the site, the market price of the ore, and feed requirements at the mill 
(EPA 1995d). 
 
Open Pit Mining: Open pit mining techniques are employed to exploit ore deposits relatively 
close to the surface of the earth. Topsoil is typically removed separately and stockpiled. 
Overburden, the material under the topsoil and overlying the deposit, is removed using scrapers, 
trucks and loaders, or mechanical shovels. Depending on the extent of consolidation, the 
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overburden may be ripped with bulldozers or blasted prior to removal. Overburden may be 
stockpiled outside the pit or placed in mined-out portions of the pit once pit development has 
progressed to an acceptable point. Mining economics typically require that overburden haulage 
be minimized. Once the ore body is exposed, it is ripped, loaded into trucks, and trucked to an 
onsite stockpile. The ore can then be moved from the stockpile to the mill site as required 
(EPA 1995d).  
 
Piles of so-called waste rock, which often contain elevated concentrations of radioisotopes, are 
produced during the open pit mining of uranium when overburden is removed. A determination 
of what is waste rock and what is ore is based on the technical and economic feasibility of 
removing the uranium from the rock. These piles of waste rock pose hazards to people and the 
environment once the mining activity has been discontinued at a site (EPA 1995d).  
 
Underground Mining: A variety of techniques are employed in underground mining operations 
depending on the distribution and orientation of the ore deposit. In general, underground mining 
involves sinking a shaft near the ore body and extending levels from the main shaft at various 
depths to the ore. Entrances to the mine, shafts, drifts, and cross-cuts are developed to access and 
remove the ore body. Levels and adits often slope slightly upward away from the main shaft to 
encourage positive drainage of any water seeping into the mine. Ore and development rock (the 
non-ore bearing material generated during mining) may be removed either through shaft 
conveyances or chutes, and hoisted in elevators to the surface, or used to backfill mined out 
areas. Ore is placed in stockpiles while development rock brought to the surface is placed in 
waste rock piles (EPA 1995d).  
 
As underground mining techniques are able to leave much of the non-ore bearing material in 
place, the ratio of waste (development) rock to ore is much lower than stripping ratios in open pit 
mines. Ratios of waste rock to ore range from 1:1.5 to 1:16 (EPA 1983). In shallow underground 
mines, ore and waste rock may be brought to the surface by train or conveyor belt. As with 
surface mining operations, ores and sub-grade ores may be stockpiled on the surface. These 
materials may be treated to make them more suitable for extracting ore (or “beneficiated”) as 
market conditions allow or left with mine development rock in waste rock piles (EPA 1995d). 
 
In Situ Leaching: In situ leaching, also known as solution mining, or in situ recovery in the 
United States, involves leaving the ore in place and recovering the minerals from it by dissolving 
them and pumping the solution to the surface where the minerals can be recovered (see 
Figure 4.1-1). There is little surface disturbance and no mill-tailings or waste rock generated; 
however, the ore body needs to be permeable to the liquids used, and located so that the liquids 
do not contaminate groundwater away from the ore body (AUA 2007b). 
 
The design of in situ leaching wellfields varies greatly depending on the local geologic and 
hydraulic conditions such as permeability, sand thickness, deposit type, ore grade, and 
distribution. Whatever the type of pattern used, there is a mixture of injection wells, to introduce 
the leach solution to the ore body, and extraction wells with submersible pumps used to deliver 
solution to the processing plant. Wells are typical of normal water bores. Upon 
decommissioning, wells are sealed or capped, process facilities removed and any evaporation 
ponds revegetated so the land can revert to its previous uses (AUA 2007b).  
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Source: AUA 2007b 

FIGURE 4.1-1—In Situ Leaching Process to Mine Uranium 
 
Uranium Milling: Once the uranium ore is removed from the ground, it is crushed and then 
ground to a fine grain size. Grinding and mixing with water produces a slurry of fine ore 
particles suspended in water. This slurry is leached with either an acid or an alkali, depending on 
the metallurgical characteristics of the ore. Leaching causes the uranium to dissolve in the 
solution. Most of the other minerals in the ore remain undissolved, and these solids, called 
“tailings,” are then separated from the uranium-rich liquid, usually by allowing them to settle 
out. The uranium-rich liquid is filtered to remove any remaining solids and the uranium is then 
recovered by techniques using solvent extraction, ion exchange, or direct precipitation. The 
method used depends on the nature of the particular ore (AAMMPC 2007). 
 
Uranium is finally recovered in a chemical precipitate that is filtered and dried to produce a 
yellow powder known as “yellowcake.” The yellowcake is then heated to about 1292°F (700°C) 
to produce a dark grey-green uranium oxide powder containing more than 98 percent U3O8, and 
then packed in drums for shipment to an enrichment facility (AAMMPC 2007). 
 
Due to technical and economic limitations, not all of the uranium present in the ore can be 
extracted. As a result, uranium-containing sludge or tailings remain at the end of this process and 
are dumped in special ponds or piles. Some of these mill tailing piles in the United States and 
Canada can contain up to 30 million tons of solid material at a single mine location. These piles 
contain many contaminants, most notably high concentrations of radium-226, which 
continuously decays to the radioactive gas radon-222, the decay products of which are known to 
cause lung cancer. Tailing piles are subject to erosion, which can carry the contamination to 
much wider areas. After a rainfall, erosion gullies can form; floods can destroy the whole 
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deposit; plants and burrowing animals can penetrate into the deposit and disperse the material. 
When the surface of the pile dries out, the fine sands of the pulverized rock can be blown by the 
wind over vast areas (AAMMPC 2007). 
 
4.1.1.2 Environmental Impacts of Uranium Mining and Milling 
 
Open pit mining activities may create environmental effects typical of surface disturbances: 
increased runoff as well as increased erosion by wind and water. Dewatering operations 
conducted by surface and underground mines may create groundwater depressions that can 
persist long after the mining ceases. Potential environmental effects from in situ operations are 
primarily groundwater-related. Since surface disturbance is not extensive, the impacts of surface 
operations associated with in situ mining (e.g., drilling wastes and ponds) are not well 
documented (EPA 1995d). 
 
Mill tailings, and particularly the radionuclides contained within, appear to be a major source of 
environmental impact to air, soil, surface water, and groundwater. Findings in the Report to 
Congress: Potential Health and Environmental Hazards of Uranium Mine Wastes indicate that 
the most serious threat to human health is the use of uranium mill tailings in offsite construction 
(EPA 1983). DOE, through Title I of the Uranium Mill Tailings Radiation Control Act 
(UMTRCA), has been conducting remedial activities on tailings generated by 24 uranium mills 
throughout the western United States (with one site in New Jersey). UMTRCA’s Title II licenses 
place requirements on operations and closure at currently operating (and inactive) mills 
(EPA 1995d). The closing of uranium mines is regulated by Title II of UMTRCA. In other 
instances, the EPA and states use the Clean Air Act and Clean Water Act regulations to limit 
some mining activities (EPA 1995d). The general impacts associated with uranium mining and 
milling are presented below. 
 
Land Resources: Uranium mines and mills are typically greater than 1,000 acres (405 hectares 
[ha]) in size. However, the size of a uranium mine is very dependent upon the site-specific ore 
deposits and the type of mining used.  

Visual Resources: Visual impacts are highly dependent upon the mining method used. Deposits 
up to approximately 300 feet (ft) (91 meters [m]) below the surface are generally mined through 
open pit mining, which can create large crater-like pits (see Figure 4.1.1.2-1). Deeper reserves 
are normally accessed through underground mining or in-situ leaching, which have the potential 
to create less visual impacts. However, as shown in Figure 4.1-1, surface facilities (such as 
power stations, control rooms, and evaporation ponds) are generally needed. 
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Source: WISE 2008 

FIGURE 4.1.1.2-1—Typical Open Pit Uranium Mine 
 
Air Resources: Underground uranium mines produce exhaust, which typically contains 
measurable concentrations of radon-222 from the ore. The concentration of radon-222 in mine 
exhaust varies depending on ventilation rate, mine volume, mine age, grade of exposed ore, size 
of active working areas, moisture content and porosity of rock, barometric pressure, and mining 
practices. A previous EPA study indicates that higher radon-222 emission rates occur at older 
mines, probably because there are larger surface areas of exposed ore. By properly capping the 
exhaust vents and sealing the shaft and mine entrances with bulkheads, radon emission rates 
from inactive or closed underground mines can be dramatically reduced (EPA 1995d). 
 
Aboveground sources of radon-222 at both underground and surface extraction and beneficiation 
operations include emanation from ore, waste rock, overburden (at surface mines only), and 
tailings. The amount of radon emitted from these materials into the surrounding atmosphere can 
depend on, among other things: the exposed surface area of the units in which the materials are 
located; the grade of material; the control mechanisms used; and, in the case of tailings, the 
method of deposition (EPA 1995d). When the development drill penetrates the ore body, the ore 
and sub-ore formations in the drill hole become exposed to air. Consequently, the radon 
emanates from the ore into the drill hole and can escape into the atmosphere (EPA 1995d). 
 
A primary source of air contamination at mine sites is fugitive dust emissions from mine pits and 
underground workings, overburden, mine rock dumps, ore, sub-ore, and haul roads. Tailings may 
also be a potential source of fugitive dust when particulates are transported by wind. Dust 
emissions vary depending on factors such as moisture content, number and types of equipment 
operating, and climate. The movement of heavy-haul haul trucks can be a source of dust at most 
uranium mines. To minimize fugitive dust, haul roads are frequently sprinkled with water during 
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dry periods or dust suppressants are applied. During the active life of the mine, water may be 
applied to these piles to control dust and prevent entrainment. After mine closure, revegetation or 
other stabilizing methods may be used to control dust. Potential contaminants are heavy metals 
and other toxics (EPA 1995d). 
 
Water Resources:  
 
Surface Water: Surface, in situ, and underground mines are frequently dewatered to allow for 
the extraction of ore. Dewatering can be accomplished in two ways: 1) pumping from 
groundwater interceptor wells to lower the water table; and 2) pumping directly from the mine 
workings. At the end of a mine's active life, pumping typically is stopped and the pit or 
underground workings are allowed to fill with water. The mine water may be contaminated with 
radioactive constituents, metals, and suspended and dissolved solids (EPA 1995d). 
 
When mine water is discharged to surface waters, it can change the quality of the surface water. 
Elevated concentrations of metals and radionuclides, constituents typical of mine waters, have 
been detected in surface waters near uranium mines (EPA 1983). In arid climates, like New 
Mexico, the discharge of mine water to a receiving stream can significantly change the 
hydrologic conditions of the receiving body. Typically, mine water is discharged to ephemeral 
streams in arid climates. The mine waters have, in some instances, transformed ephemeral 
streams to perennial streams (EPA 1995d). 
 
These newly created perennial streams often lose flow to subsurface alluvial material which 
recharges shallow alluvial aquifers. Studies have documented that infiltration of uranium mine 
dewatering effluents have been accompanied by a gradual change in the overall chemistry of the 
groundwater, and the groundwater later bears a greater resemblance to the mine dewatering 
effluent (EPA 1995d). 
 
Groundwater: Potential and documented effects on groundwater from uranium mining activities 
vary with the type of activity being conducted. Operation of open pit and underground mines 
potentially influence groundwater through dewatering operations and through approved 
discharges as discussed in the surface water section above. Tailings impoundments associated 
with conventional mills have the potential to leak; while some of the liquid constituents of the 
tailings are recycled or evaporated, unlined tailings ponds may allow liquids to seep into the 
ground, eventually reaching groundwater. This is also true for evaporation and radium settling 
ponds, although some states require liners in all wastewater ponds. In situ operations inject a 
specific liquid (frequently strong acids) into what is termed the production zone, normally a 
sandstone aquifer (EPA 1995d).  
 
The potential impacts of these operations result from the increased solubility of the uranium ore 
and other compounds, which facilitates migration of these species into neighboring aquifers. As 
a result, complete restoration of mine aquifers is not necessarily a simple task. Dewatering 
operations at open pit and underground mines may impact local aquifers through drawdowns in 
the direct vicinity of the mine with (presumably) little lasting effect. However, depending on the 
transmissivity (the measure of how much groundwater can be transmitted horizontally) of the 
aquifer, the size of the dewatering operation, and the number of mines actively conducting 
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dewatering, impacts to aquifers may be significant (EPA 1995d). The degree of migration is 
related to numerous factors, including: the chemistry of the tailings material; the permeability of 
the impoundment and liner (if present); the amount of precipitation; the nature of the underlying 
soils; and the proximity to both surface water and groundwater (EPA 1995d).  
 
Socioeconomic Impacts: Uranium mining employment is highly dependent upon the size of the 
mine and the mining method used. Smaller mines can employ less than 100 workers. For 
example, a typical in situ leaching mine in the United States generally requires an operational 
labor force of 25 to 80 personnel (NRC 2008f). Large open pit uranium mines can employ 
hundreds. World-wide, there are more than 250,000 uranium miners (WISE 2008).  
 
Human Health: Uranium mine workers are exposed to radiation in three ways: 1) inhalation of 
radon, accounting for 69 percent of total dose for underground miners, and 34 percent for open 
pit miners; 2) external radiation, accounting for 28 percent of total dose for underground miners, 
and 60 percent for open pit miners; and 3) inhalation of uranium ore dust, representing 3 percent 
of the total dose for underground miners and 6 percent for open pit miners (UNSCEAR 1993).  
 
Typical individual doses vary within the range of 0.03 to 0.20 millirem per year (mrem/yr) 
(average: 0.05 mrem/yr) for underground miners, and within the range of 0.01 to 0.05 mrem/yr 
(average: 0.02 mrem/yr) for open pit miners (UNSCEAR 1993). As an example of dose to 
workers, the license renewal application for the Crow Butte in situ leaching facility in Dawes 
County, Nebraska contains the average individual dose for monitored employees for 1994–2006. 
The largest annual average dose during the time period was 700 mrem in 1997. More recently, 
the maximum total effective dose equivalents were reported for 2005 and 2006 as 675 mrem and 
713 mrem, respectively. These doses represent 12 and 14 percent, respectively, of the annual 
dose limit for workers of 5 rem (NRC 2008f). 
 
The collective dose for all underground uranium miners worldwide is estimated at 11.4 person-
rem per year, and for all 2,500 open pit uranium miners at 0.04 person-rem per year. This 
corresponds to 0.26 person-rem per 1,000 tons of uranium mined underground, and to 
0.003 person-rem per 1,000 tons of uranium mined in open pits, with an average of 
0.2 person-rem per 1,000 tons, for all uranium mined (UNSCEAR 1993). The expected number 
of fatal cancers in all uranium miners is 0.66 per year, or 0.005 per 1000 tons of uranium mined. 
 
Uranium milling workers are exposed to radiation in three ways: 1) inhalation of radon, 
accounting for 37 percent of total dose, 2) inhalation of uranium concentrate dust, accounting for 
47 percent of total dose, and 3) external radiation, accounting for 16 percent of total dose 
(UNSCEAR 2006). Typical individual doses for uranium mill workers vary within the range of 
0.001 to 0.13 mrem/yr (average: 0.06 mrem/yr). The collective dose for all 18,000 uranium mill 
workers worldwide is estimated at 1.2 person-rem per year; this corresponds to 0.02 person-rem 
per 1,000 tons of uranium extracted (UNSCEAR 1993). The expected number of increased fatal 
cancers in all uranium mill workers is 0.07 per year, or 0.0008 per 1,000 tons of uranium 
extracted. 
 
Dose to miners are maintained as low as reasonably achievable (ALARA) through radiation 
safety precautions. Employees are monitored for alpha radiation contamination and personal 
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dosimeters are worn to measure exposure to gamma radiation. Routine monitoring of air, dust 
and surface contamination is undertaken.  
 
Uranium mining and milling activities have the potential to impact public health through 
1) inhalation and ingestion of airborne radioactive particulates; 2) ingestion of contaminated 
foods (plant and animal) produced in areas contaminated by wind-blown tailings; 3) ingestion of 
surface water contaminated by tailings; 4) inhalation of radon and radon daughters; and 5) direct 
exposure to radiation emitted from the tailings. Potential impacts to the public would be highly 
site-specific and would depend upon many factors, including the amount of radionuclides 
released, site meteorology, population distribution and density relative to the radionuclides 
released, and the behavior of the population regarding ingestion of contaminated foods. Because 
of these many factors, it is not possible to predict with confidence the overall population risks 
from uranium mining and milling activities, including post-operational impacts from uranium 
tailings. One estimate of the lifetime risk of developing an excess cancer from radon and decay 
products for residents living at 1 km (0.6 mi) downwind from a typical 1970s uranium mine and 
mill in the Western United States is approximately 0.35 percent (or approximately 1 in 283). For 
this analysis, operations were assumed to occur for 12 years with an assumed annual production 
of 1,000 tons of uranium. The operations accounted for approximately 45 percent of the total 
risk, while the uranium tailings account for the remaining 55 percent (WISE 2008). 
 
Transportation: There are no unique transportation impacts associated with uranium mining 
and milling. Any mining and milling operations would require localized transportation of 
workers and materials, and would include heavy machinery transport. 
 
Waste Management: A variety of wastes and other materials are generated and managed by 
uranium mining and milling operations. Some, such as waste rock and tailings, are generally 
considered to be waste and are managed as such, in on-site management units. The definition of 
waste for mining operations, however, is not clear cut. Many mining “wastes” are not “solid 
wastes” as defined by the Resource Conservation and Recovery Act (RCRA) and therefore are 
not subject to regulation under RCRA (EPA 1995d). This would also include mine water or 
process wastewater that would be discharged pursuant to a National Pollutant Discharge 
Elimination System (NPDES) permit (EPA 1995d). Additionally, wastes and constituents of 
concern in those wastes are a site-specific and process-specific issue.  
 
The greatest volume of waste generated by conventional uranium mining (open pit and 
underground) is waste rock, which is typically disposed of in waste rock piles (EPA 1995d). 
Waste rock is quite frequently used as fill, for road beds, and in construction. Conventional 
mining also generates substantial quantities of a waste called mill tailings which are typically 
disposed of in a slurry of water, acids and other chemicals in a pile. Radium-226, thorium 230, 
and radon-222 are the principal radioactive constituents of concern in uranium waste rock and 
mill tailings (EPA 1995d).  
 
The greatest volume of waste generated by in-situ uranium mining is comprised of waste 
leaching solutions, which are typically disposed of in evaporation ponds, land applications, deep 
well disposal, or by shipment to U.S. Nuclear Regulatory Commission (NRC)-licensed waste 
disposal facilities (EPA 1995d). Waste constituents of concern include radionuclides (radium, 



Chapter 4: Environmental Impacts of Domestic Programmatic Alternatives GNEP Draft PEIS 
 

4-11 
 

radon, thorium, and to a lesser extent lead), arsenic, copper, selenium, vanadium, molybdenum, 
other heavy metals, and dissolved solids. Brines, spent ion exchange resins, acids, and other 
chemicals used in the mining process are also constituents of concern in waste leaching solutions 
(EPA 1995d). 
 
Facility Accidents: Uranium miners face similar accident risks as other miners, including the 
risks associated with mine collapses, explosions, and other industrial hazards. Because specific 
statistics related to uranium mining accidents are not available, the information in this section is 
presented for the U.S. mining industry in general, which includes coal, metal, and non-metal 
mining. In the United States, mining deaths have decreased from about 0.20 fatalities per 
200,000 hours worked by miners (or one death per million production hours) in 1970 to an 
average of 0.03 fatalities for the 2001–2005 period. The year 2004 was the safest year in modern 
mining history, with a total of 55 coal, metal, and non-metal mining fatalities in the United 
States. In 2007, there were 67 mining fatalities in the United States (DOL 2008). 
 
4.1.2 Uranium Enrichment 
 
Uranium ore contains approximately 0.711 weight percent uranium-235 (U-235), and most of the 
rest is U-238. This natural concentration is significantly less than the 3 to 5 percent U-235 
required by current U.S. nuclear power plants as fuel for electricity generation. Therefore, 
uranium must be enriched (increasing the percentage of fissile U-235) so it can be used in 
commercial nuclear power plants. Facilities in the United States have produced enriched uranium 
from a few percent U-235 to much higher levels (greater than 20 percent). The separation line 
between low and highly enriched uranium is 20 percent, where low enriched uranium is less than 
20 percent. Foreign sources currently provide approximately 84 percent of the natural uranium 
that is enriched for use in U.S. commercial nuclear reactors (EIA 2006a).  
 
The two enrichment methods used on a large scale are gaseous diffusion and gas centrifuge. In 
gaseous diffusion, natural uranium in the form of uranium hexafluoride (UF6) is heated and 
pressurized until it becomes a gas. The UF6 gas is then pumped through special filters (called 
“barriers” or “porous membranes”). The holes in the barriers are so small that there is barely 
enough room for the UF6 gas molecules to pass through. The lighter UF6 gas molecules (with the 
U-234 and U-235 atoms) pass through the barriers at a greater rate than the heavier UF6 gas 
molecules (which contain U-238), thereby slightly enriching the uranium at each barrier stage. 
However, it takes many hundreds of barriers, one after the other, before the UF6 gas contains 
enough U-235 to be used in reactors. At the end of this process, the enriched UF6 is condensed 
into a liquid and allowed to cool and solidify before it is transported to fuel fabrication facilities 
where it is turned into fuel assemblies for nuclear power reactors (NRC 2007b). 
 
The gas centrifuge uranium enrichment process also relies on the slight mass difference between 
U-235 and U-238 to concentrate the former isotope. The process uses a large number of rotating 
cylinders in series and parallel formations. In this process, UF6 gas is placed in a cylinder and 
rotated at a high speed. This rotation creates a strong centrifugal force and the heavier gas 
molecules (containing U-238) move toward the outside of the cylinder and the lighter gas 
molecules (containing U-235) collect closer to the center. The lighter gas molecules are then fed 
into higher stages, which further separate the lighter and heavier gas molecules. At the end of 
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What is a SWU? 
 
A SWU (separative work unit) is a 
measure of enrichment in the 
uranium enrichment industry; it 
represents the level of effort or 
energy required to raise the 
concentration of U-235 to a 
specified level, and is an indicator 
of the amount of enriched uranium. 
For example, if one begins with 220 
lbs (100 kg) of natural uranium, it 
takes about 60 separative work units 
to produce 22 lbs (10 kg) of 
uranium enriched in U-235 content 
to 4.5 percent. 

this process, the enriched UF6 is condensed into a liquid and allowed to cool and solidify before 
it is transported to fuel fabrication facilities where it is turned into fuel assemblies for nuclear 
power reactors. Significantly more U-235 enrichment can be obtained from a single unit gas 
centrifuge than from a single unit gaseous diffusion stage. Currently, no gas centrifuge 
commercial production plants are operating in the United 
States, however, both the United States Enrichment 
Corporation (USEC) and Louisiana Energy Services (LES) 
have recently received licenses to construct and operate 
commercial enrichment facilities using centrifuge technology 
(see Section 4.1.2.1) (NRC 2007b).  
 
Electricity requirements vary significantly between gaseous 
diffusion and gaseous centrifuge. Gas centrifuge enrichment 
requires only a fraction of the electricity that is required by 
gaseous diffusion. For example, at Paducah, the diffusion 
process consumes approximately 2200 kilowatt-hour (kWh) 
per kilogram of a separative work unit (SWU) compared to 
approximately 40 kWh per kilogram of SWU that is expected 
at the LES facility using centrifuge technology (NRC 2005b). 
 
4.1.2.1 Current Enrichment Capabilities in the United States 
 
Historically there were three locations in the United States capable of uranium enrichment. These 
were the K-25 facility in Tennessee; the Portsmouth facility in Ohio; and the Paducah facility in 
Kentucky. The K-25 facility was shut down in 1985 and the Portsmouth facility was shut down 
in 2001.  
 
Paducah: Today, the Paducah facility is the only operating enrichment facility in the United 
States. Owned by the USEC, the Paducah facility is capable of uranium enrichment up to 
5.5 percent U-235 (NRC 2007o), and has a uranium enrichment capacity of about 11 million 
separative work units (SWUs) per year (USEC 2008b). USEC plans to shut down the Paducah 
plant after it opens a new enrichment plant at Portsmouth that uses newer centrifuge enrichment 
technology (see American Centrifuge Plant below) (GAO 2008b). 

American Centrifuge Plant: In April 2007, the NRC issued a Construction and Operating 
License for the American Centrifuge Plant that will be located in Portsmouth, OH. The license, 
which is valid for 30 years, includes authorization to enrich uranium up to an assay level of  
10 percent U-235. USEC began construction on the American Centrifuge Plant in May 2007. 
USEC is working toward beginning commercial plant operations in late 2009 and having 
approximately 11,500 machines deployed in 2012, which would produce about 3.8 million 
SWUs annually (USEC 2008a). 

Louisiana Energy Services Facility: In June 2006, the NRC issued a license for the LES 
Facility in Lea County, NM. The license, which is valid for 30 years, includes authorization to 
enrich uranium up to an assay level of 5 percent U-235 for a nominal production capacity of 
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3 million SWUs per year (NRC 2006d). Construction on the LES Facility began in May 2007 
and the facility is scheduled to be operational in approximately 2009.  

In order to provide the enriched uranium required to fuel a typical light water reactor (LWR) 
with a capacity of 1 GWe, it would take approximately 100,000 SWUs per year of enrichment 
services. As such, once the American Centrifuge Plant and the LES Facility become operational, 
the U.S. capacity will be 17.8 million SWUs per year, which will be enough capacity to support 
approximately 178 GWe. However, if the Paducah plant shuts down in 2012, the U.S. capacity 
would be 6.8 million SWUs, which would only be enough capacity to support approximately 
68 GWe. 
 
In addition to the facilities discussed above, two other entities have made public statements of 
interest regarding deployment of additional enrichment facilities in the United States. On 
May 6, 2008, AREVA announced its plans to license, site, and construct a gaseous centrifuge 
uranium enrichment facility in Bonneville County, Idaho, close to the Idaho National Laboratory 
(Reuters 2008). General Electric is also working on a laser process for enriching uranium at a 
test facility in North Carolina and has indicated its intent to apply for a full-scale project 
(Herald Tribune 2008).  
 
4.1.2.2 Environmental Impacts of Enrichment Activities  
 
The environmental impacts of enriching uranium are generally well known. A recent NRC EIS 
for the American Centrifuge Plant, Piketon, OH (NRC 2006b) analyzes the potential impacts 
associated with the annual production of up to 7 million SWUs of enriched uranium.3 The 
following summary is based on that EIS.  
 
Land Resources: The facility would occupy approximately 60 acres (24.2 ha) of land. 
 
Visual Resources: The facility would not change the existing industrial setting of the site. 
Moreover, the existing and new facilities would generally not be visible from off the DOE 
reservation, because views along the property line are limited by distance, rolling terrain, and 
heavy forests and vegetation. The operations would not create any new visual impacts (e.g., they 
would not result in the release of a visible plume to the air) and would not generate much new or 
different looking activity than already exists. 
 
Air Resources: All modeled concentrations from site preparation and construction activities 
would be below the National Ambient Air Quality Standard (NAAQS) for each criteria pollutant 
with the exception of the annual average concentration of particulate matter with a mean 
diameter of 2.5 micrometers or less. The vast majority of the exceedance is the result of high 
background concentrations for particulate matter with a mean diameter of 2.5 micrometers or 
less in the area. To avoid nuisance conditions and particulate matter concerns, USEC intends to 
use dust suppression techniques (e.g., water sprays and speed limits on dirt roadways) to mitigate 
releases of dust during excavation under dry conditions.  

                                                 
3 As presented in Section 4.1.2.1, the American Centrifuge Plant is expected to produce about 3.8 million SWUs annually. The EIS evaluates a 
bounding production of 7 million SWUs annually. 
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During routine operation of the facility, principal non-radiological pollutants would come from 
the exhaust of stationary diesel generators used for emergency power if supplied power is lost. 
All air concentrations expected to result from the operation of the emergency diesel generators 
are well below the NAAQS for each criteria pollutant. The primary nonradiological air pollutant 
associated with the operation of the facility would be hydrogen fluoride (HF). When UF6 is 
released to the air, it reacts with atmospheric moisture to form particulate uranium (in the form 
of uranyl fluoride) and HF fumes. The maximum predicted HF concentration would be more 
than six orders of magnitude below the Occupational Safety and Health Administration 
Permissible Exposure Limit (as an 8-hour average) for HF. 
 
Radiological emissions would include uranium-234, uranium-235, uranium-238, and technetium-
99 (technetium-99 is a fission product that has contaminated much of the fuel cycle as a result of 
past recycling of reprocessed uranium). Experience at the gaseous diffusion plant has shown that 
these three uranium isotopes account for more than 99 percent of the public dose due to uranium 
emissions. The NRC staff estimated that the projected maximum airborne concentration of total 
uranium due to proposed operations would be less than 1 percent of the applicable concentration 
limit in 10 CFR Part 20, Appendix B, Table 2. Radiological releases to air would be routinely 
monitored to ensure that releases are at or below the expected quantities.  
 
Water Resources: The facility would require approximately 650,000 gallons (gal) of water 
(2.6 million liters [L]) per day for drinking, hygiene, and cooling tower makeup water (non-
contact cooling water). The increase in consumption would be only 10 percent higher than 
current withdrawal rates and would represent only 31 percent of the total design capacity (and 
currently permitted rate) of the well field groundwater withdrawal system.  
 
Any liquid discharges of radioactive materials would be controlled through plant design, 
operations, and monitoring. Based on historical operating experience at the Portsmouth 
reservation, USEC has established maximum effluent concentrations expected under normal 
operations of the facility. Any effluents potentially containing radioactive material would have to 
meet the NRC standards in 10 CFR Part 20 prior to being discharged. All effluents would be 
sampled prior to discharge to ensure concentrations are below standards. 

Socioeconomic Impacts: Construction activities would generate 3,362 full-time jobs (direct and 
indirect). The employment expected to be generated by construction activities represents 
3.5 percent of the total employment in the region of influence and 22.5 percent of Pike County 
employment at the year 2000 levels. Based on these figures, NRC concluded that the impacts to 
regional employment would be moderate.  

During operations, the facility would create 600 full-time jobs and 900 indirect jobs in the region 
of influence. The employment expected to be generated by the operations represents 1.6 percent 
of the total employment in the region and 10 percent of Pike County employment. Given these 
results, the NRC concluded that the impacts to regional employment would be moderate.  
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Human Health: The facility would result in small increases in the current number of 
occupational injuries and illnesses at the site, though still less than historical levels.4 
Construction and process areas would be segregated, and personnel monitoring programs would 
be implemented to minimize worker exposures and to limit annual radiation doses below limits 
outlined in 10 CFR Part 20.  
 
The maximum individual 50-year total effective dose equivalent rate at this location from air 
emissions is modeled to be 0.21 mrem/yr. This estimated dose is well below the U.S. EPA 
National Emission Standards for Hazardous Air Pollutant limit of 10 mrem/yr and the NRC total 
effective dose equivalent limit of 100 mrem/yr. Although NRC did not estimate the total dose to 
the 50-mile population, NRC concluded that all exposures are also expected to be significantly 
below the EPA limit of 25 mrem/yr, as set in 40 CFR Part 190 for uranium fuel-cycle facilities.  
 
With respect to doses for occupational workers, NRC estimated that the most significant 
contributor to occupational radiation exposure would be direct radiation from the UF6. The 
average dose to workers in 2003 at the enrichment facility that was previously operated at 

Portsmouth was 29 mrem. Based on this, NRC concluded that the impacts from occupational 
exposure at the proposed American Centrifuge Plant are expected to be small.  
 
Transportation: The transportation of materials containing radionuclides would result in some 
increased risk of cancer to both the workers transporting and handling the material and to 
members of the public driving along the roads or living along the transportation routes. The 
transport of all materials is estimated to result in approximately 0.014 latent cancer fatalities 
(LCFs) per year of operation from exposure to direct radiation during “incident-free” transport 
(i.e., shipping that does not involve the breach of a shipping container and subsequent release of 
radioactive material), and an additional 0.008 LCF per year from accidents that result in the 
release of radioactive material into the environment. The total LCFs are estimated to be 0.02 per 
year of operation, or less than one cancer fatality over 30 years of operation. 
 
Waste Management: The facility would generate approximately 41,000 cylinders of depleted 
UF6, containing approximately 500,000 metric tons (MT) of material. Enrichment of 1,000 tons 
of uranium in the form of UF6 leads to generation of around 850 tons of depleted uranium with a 
U-235 content of approximately 0.25 percent. This material may be potentially reused or 
disposed of as a waste.  

Facility Accidents: NRC regulations and USEC’s operating procedures for the proposed 
American Centrifuge Plant are designed to ensure that the high and intermediate accident 
scenarios would be highly unlikely. Based on the Safety Evaluation Report that NRC prepared, 
accidents at the proposed American Centrifuge Plant would result in small to moderate impacts 
to workers, the environment, and the public.5 The most significant accident consequences are 
those associated with the release of UF6 caused by a breach of an over-pressurized cylinder. The 
proposed American Centrifuge Plant design reduces the likelihood of this event by having 
automatic high temperature and high pressure trips.  
                                                 
4 This information was based on a comparison of the American Centrifuge Plant to the enrichment facility that was previously operated at 
Portsmouth, OH.  
5 The NRC excluded any specific information related to accidents pursuant to 10 CFR 2.390. As such, no further information related to accidents 
from the American Centrifuge Plant can be released.  
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4.1.3 Uranium Fuel Fabrication 
 
Fuel fabrication is the final step in the process used to produce uranium fuel for commercial 
reactors. The feed material for the manufacture and fabrication of fuel is UF6 enriched to about 
3 to 5 percent in uranium-235. The UF6 is converted to uranium dioxide powder (UO2) and 
inserted into a die, where it is pressed into a pellet shape. Next the pellet is sintered in a furnace 
at 2,732 to 3,272 °F (1,500 to 1,800 °C). This sintering is similar to the firing of other ceramic 
ware, and produces a dense ceramic pellet to achieve the desired density. These pellets are then 
ground to the required dimensions. Fuel pellets are loaded into tubes of zircaloy (a zirconium-tin 
alloy) or stainless steel, then filled with an inert gas, and welded at both ends to form a fuel rod. 
The fuel rods are spaced in fixed parallel arrays, and together with other necessary hardware, 
constitute a fuel assembly (IAEA 2002a).  
 
4.1.3.1  Current Fuel Fabrication Capabilities in the United States 
 
The United States currently has three NRC-licensed uranium fuel fabrication facilities capable of 
processing UF6 to UO2 powder and then fabricating LWR fuel assemblies from this UO2 powder. 
Three additional facilities, Nuclear Fuel Services, in Erwin, TN, BWX Technologies, in 
Lynchburg, VA, and AREVA NP, in Lynchburg, VA are NRC-licensed, but currently do not 
have the ability to process UF6 to UO2 powder. Table 4.1-2 shows the capacity of the three 
facilities presently able to produce commercial LWR fuel assemblies. The current LWRs require 
approximately 2,000 MT of fresh fuel assemblies annually (Wigeland 2008a). For purposes of 
this PEIS, DOE has assumed that these fuel fabrication facilities would continue to operate to 
support the nuclear electricity generating sector.  
 

TABLE 4.1-2—United States Light Water Reactor Fuel Fabrication Capacity 
Facility Location License Expiration Capacity 

(Metric Tons) 
Global Nuclear Fuel-Americas, LLC Wilmington, NC 2007a 1,200 
Westinghouse Columbia, SC 9/30/2027 1,600 
Areva NP, Inc.  Richland, WA  11/30/06a 700 
TOTAL   3,500 
Source: NRC 2007c 
a Have applied for license extension; NRC allows operations to continue pending license extension resolution. 

 
4.1.3.2 Environmental Impacts of Fuel Fabrication Activities 
 
Operations at fuel fabrication facilities could impact the environment through the release of 
radiological and nonradiological material into the air, water, and soil. Workers and the public 
could be impacted by radiation exposure, including the inhalation and ingestion of released 
materials. A fuel fabrication facility would also create socioeconomic impacts by employing 
workers and would generate wastes. Additionally, accidents at a fuel fabrication facility could 
impact worker and public health. Fuel fabrication facilities operate a comprehensive 
environmental monitoring program that collects air, groundwater, surface water, sediment, soil, 
and vegetation samples and tests them for radiological content. This program is part of the NRC 
license requirements for the facility (NRC 2007p).  
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The general impacts of fuel fabrication facilities are presented below. The analysis below 
includes specific information related to the impacts from the Westinghouse fuel fabrication 
facility near Columbia, SC, as that is the largest fuel fabrication facility in the United States and 
was recently granted a license extension for operations (NRC 2007p). 
  
Land Resources: The typical land requirements for a fuel fabrication facility range from 
hundreds of acres to several thousand acres. For example, the Westinghouse fuel fabrication 
facility is located on approximately 1,160 acres (470 ha). Of this, approximately 1,100 acres 
(445 ha) of the site remain undeveloped. No licensed activities occur on this undeveloped 
property. Only 60 acres (24 ha) (about 5 percent) have been developed to accommodate the 
licensed activities associated with the fuel fabrication facilities, holding ponds, and landscaped 
areas (WEC 2006).  
 
Visual Resources: Fuel fabrication facilities are large industrial facilities, with some portions 
that are multiple stories in height. Stacks for air emissions are generally the tallest structures. 
Visibility of a fuel fabrication facility would be highly dependent on the site and the surrounding 
area’s physical characteristics, including topography, as well as the distance of the facility to a 
site boundary.  
 
Air Resources: The radioactive and nonradioactive emissions of the fuel fabrication facilities 
represent only a small fraction (about 1 percent) of total emissions from the nuclear fuel cycle 
(IAEA 2002a). Nonradiological emissions are typically associated with heating and cooling 
systems and are generally small. For example, the nonradiological releases from the 
Westinghouse fuel fabrication facility produce concentrations in the air that are well below all 
NAAQS (NRC 2007p). 
 
Gaseous effluents from the radioactive material operations are treated and sampled prior to 
release to the environment. High Efficiency Particulate Air (HEPA) filters and scrubbers are 
commonly used pollution control equipment employed to treat gaseous effluents for both 
radiological and nonradiological constituents. Emissions from stacks that could release 
radioactive material are continuously sampled and analyzed daily for uranium levels 
(NRC 2007p). The impacts of radiological effluents on worker and public health are discussed 
under “Human Health.”  
 
Water Resources: Fuel fabrication facilities use water for operations, including process cooling 
and domestic uses, such as drinking and sanitary uses. On a typical day, the Westinghouse fuel 
fabrication facility uses more than 100,000 gal (400,000 L) (NRC 2007p). Most of this water is 
not consumed, and is discharged back to the supply source. Effluents from facility operations 
may contain radiological and nonradiological contaminants. These effluents are monitored and 
treated as necessary to comply with regulatory requirements, including NPDES permits for 
nonradiological contaminants and 10 CFR Part 20 (Standards for Protection Against Radiation) 
for radiological contaminants (NRC 2007p).  
 
Socioeconomic Impacts: Employment would be highly dependent on the capacity of the fuel 
fabrication facility, and the demand for fuel. Typical employment would be more than 500 up to 
more than 1,000. For example, approximately 1,200 people are employed at the Westinghouse 
fuel fabrication facility (NRC 2007p). 
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Human Health: The continued handling of materials and conduct of operations at a fuel 
fabrication facility pose potential impacts to public and occupational health. For normal 
operations, the potential impacts are related to the release of low levels of toxic or radioactive 
materials to the environment over extended periods of time. This section discusses both worker 
and public doses.  
 
At uranium fuel fabrication facilities, the concentration of uranium in the air and external dose 
rates are low compared to regulatory limits. This means that special hot cells6 for containment 
and shielding are not necessary. Workers are monitored for radiation exposure and generally 
receive relatively low occupational doses (IAEA 2002a). For example, for the 4-year period from 
2001 to 2004, the average annual dose to a worker at the Westinghouse fuel fabrication facility 
ranged from 337 mrem to 394 mrem (NRC 2007p). These doses are less than 10 percent of the 
5 rem annual occupational dose limit imposed by 10 CFR 20.1201. During that same time 
period, no individual radiation worker had an annual dose above this limit (NRC 2007p).  
 
Workers are also subject to occupational health and safety risks, including industrial hazards. 
Industrial hazards for fuel fabrication facilities are typical for similar industrial facilities and 
include exposure to chemicals and accidents ranging from minor cuts to industrial machinery 
accidents. As a point of reference, no serious injuries or deaths have occurred at the 
Westinghouse fuel fabrication facility since operations began in 1969. For 2005, the 
Westinghouse fuel fabrication facility Occupational Safety and Health Administration (OSHA) 
Total Recordable Incident Rate was 1.167 (NRC 2007p). The incident rate accounts for both the 
number of OSHA recordable injuries and illnesses and the total number of man-hours worked. 
The incident rate is used for measuring and comparing work injuries, illnesses, and accidents 
within and between industries. The average incident rate for manufacturing facilities like the 
Westinghouse fuel fabrication facility is 6.5 (NRC 2007p).  
 
Radiological exposures to the public from fuel fabrication facilities operations are primarily via 
air emissions results. In fact, over 99 percent of the offsite dose to the public originates from the 
airborne emissions (WEC 2006). Air emissions from fuel fabrication facilities are routinely 
monitored, the results are trended, and corrective actions are taken if necessary to ensure that 
emissions remain as low as reasonably achievable (NRC 2007p). At the Westinghouse fuel 
fabrication facility, typical cumulative stack emissions would result in a dose of less than 
0.4 mrem to a hypothetical exposed individual living at the site boundary (NRC 2007p). For the 
6-year period from 2000 to 2005, this annual dose ranged between 0.30 mrem and 0.38 mrem 
(NRC 2007p). This is approximately 4 percent of the 10 mrem annual dose limit from air 
emissions imposed by 10 CFR 20.1101.  
 
Facility Accidents: NRC regulations require that a fuel fabrication facility licensee perform an 
Integrated Safety Analysis (ISA) (10 CFR Part 70, Subpart H). An ISA is “a systematic analysis 
to identify facility and external hazards and their potential for initiating accident sequences, the 
potential accident sequences, their likelihood and consequences, and the items relied on for 
safety” (10 CFR 70.4). Generally, an ISA is not available for public review because it contains 
information that is related to the security of the facility (NRC 2007p). In the development of the 
                                                 
6 A hot cell is a heavily shielded room that is maintained at a negative pressure, supported by remote handling equipment and viewing systems 
(e.g., shielded windows or cameras) to work with radioactive material. These design features preclude exposing operating personnel to high 
levels of external or internal radiation. 
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ISA for the Westinghouse fuel fabrication facility, only one accident sequence was identified as 
having potential consequences to cause significant impacts. The licensee identified safety control 
for this accident sequence such that the consequences are unlikely to occur. NRC determined that 
the items relied on for safety are adequate to control the likelihood of the accident sequence and 
that the Westinghouse fuel fabrication facility can be operated in compliance with the 
performance requirements of 10 CFR 70.61, which is adequate to control the environmental 
consequences of accidents to a level acceptable to the NRC (NRC 2007p).7 
 
Waste Management: Fuel fabrication facilities generate solid LLW, hazardous waste, and non-
hazardous waste. The LLW is either decontaminated for free release or reuse, incinerated onsite, 
or shipped offsite for disposal. From 1996 to 2003, the annual amount of LLW shipped offsite 
from the Westinghouse Columbia, SC fuel fabrication facility varied between 2,789 cubic feet 
(ft3) (79 cubic meters [m3]) and 181,256 ft3 (5,132 m3) (NRC 2007p). Hazardous wastes such as 
degreasing solvents, lubricating and cutting oils, and spent plating solutions are typically 
disposed of offsite through permitted contractors. Nonhazardous waste is generated from routine 
office and industrial activities and is disposed of locally at an offsite state-permitted landfill. 
Typical waste generation rates for the Westinghouse fuel fabrication facility are shown in 
Table 4.1-3. 
 

TABLE 4.1-3—Waste Generation at Westinghouse  
Fuel Fabrication Facility 

Waste Type Generation Rate 
LLW 15,600 ft3/yr 
Hazardous 40,000 lbs/yr 
Non-Hazardous  
Liquid 12,000 lbs/yr 
Solid 600 tons/yr 

Source: NRC 2007p 

 
Transportation: With respect to transportation associated with fuel fabrication activities, the 
following types of radiological materials could be transported: enriched uranium feed material, 
LLW from operations, and fuel assemblies. These types of materials are unirradiated and do not 
generally require shielding. An analysis of the radiological impacts associated with transporting 
enriched uranium feed materials for fuel fabrication estimated a maximum of approximately 
0.014 LCF per year of operation from exposure to direct radiation during incident-free transport, 
and an additional 0.008 LCF per year from accidents that result in the release of radioactive 
material into the environment (NRC 2006b). The total LCFs was estimated to be 0.02 per year of 
operation or less than one cancer fatality over 30 years of operation (NRC 2006b). Unirradiated 
uranium fuel assemblies are transported in licensed and regulated packages, and do not have the 
potential to cause significant impacts (NRC 2007p).  
 

                                                 
7 The NRC excluded any specific information related to accidents pursuant to 10 CFR 2.390. As such, no further information related to accidents 
from the Westinghouse fuel fabrication facility can be released.  
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4.1.4 Impacts of Disposing of Spent Nuclear Fuel and High-Level Waste in Yucca 
Mountain 

 
The environmental impacts of transporting and disposing of SNF and HLW in Yucca Mountain 
have been assessed in a previous NEPA document (Final Environmental Impact Statement for a 
Geologic Repository for the Disposal of Spent Nuclear Fuel and High-Level Radioactive Waste 
at Yucca Mountain, Nye County, Nevada [hereafter Yucca Mountain FEIS] [DOE 2002i]) and is 
further assessed in final NEPA documents that were issued to the public in June 2008 
(Supplemental Environmental Impact Statement for a Geologic Repository for the Disposal of 
Spent Nuclear Fuel and High-Level Radioactive Waste at Yucca Mountain, Nye County, Nevada 
[hereafter, Yucca Mountain SEIS] [DOE 2008f] and Environmental Impact Statement for the 
Alignment, Construction, and Operation of a Rail Line to a Geologic Repository at Yucca 
Mountain, Nye County, Nevada [DOE 2008g]). Because none of the alternatives in this PEIS 
would affect the construction and operation of the Yucca Mountain repository, this PEIS would 
not change the environmental impacts of transporting and disposing of SNF and HLW in Yucca 
Mountain. For information regarding Yucca Mountain, the reader is directed to the two most 
recent NEPA documents (DOE 2008f and DOE 2008g).  
 
4.1.5 Impacts of Establishing a Geologic Repository for Future Spent Nuclear Fuel 

and High-Level Waste 
 
All alternatives analyzed in this PEIS, including the No Action Alternative, would require the 
establishment, construction, and operation of new repository capacity (in addition to the planned 
capacity for the Yucca Mountain geologic repository) for disposal of SNF and/or HLW. This 
capacity could be at the Yucca Mountain site (if Congress were to amend the statutory limit on 
the capacity of Yucca Mountain) or at a new site. The environmental impacts of establishing a 
geologic repository to dispose of SNF and/or HLW would be highly dependent on the ultimate 
location selected; therefore, the environmental impacts for many resources cannot be estimated 
with precision without knowing where such a repository would be located. Consequently, this 
analysis is limited. Nonetheless, previous studies for the Yucca Mountain repository provide a 
reasonable basis for estimating the potential generic impacts associated with establishing, 
constructing, and operating a future geologic repository.  
 
General Site Characteristics: Any repository site would be required to possess characteristics 
that would limit or restrict possible long-term impacts from the disposal of SNF or HLW. The 
Nuclear Waste Policy Act of 1982 provides for a multi-staged siting process including 
preliminary site screening, site characterization, DOE site recommendation to the President, and 
Presidential approval of a site for location of a nuclear waste repository (42 U.S.C. 10101 
et seq.). DOE has published general guidelines for evaluating the suitability of sites at 
10 CFR Part 960. These guidelines were based on and consistent with the repository licensing 
requirements promulgated by the NRC at 10 CFR Part 60 and applied the generally applicable 
standards for the protection of the general environment promulgated by the EPA at  
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40 CFR Part 191.8 Site suitability is evaluated on the basis of whether or not the site disposal 
system is likely to meet applicable radiation protection standards. Any potential future repository 
will first be screened in a way that “will consider large land masses that contain rock formations 
of suitable depth, thickness, and lateral extent and have structural, hydrologic, and tectonic 
features favorable for waste containment and isolation” (10 CFR 960.3-2-1). 
 
Land Resources: Any future repository could occupy a relatively large area of land. For 
example, the Yucca Mountain repository consists of 230 square miles (mi2) (596 square 
kilometers [km2]) of land currently under the control of government agencies. Surface repository 
facilities could occupy more than 2.3 mi2 (5.6 km2). The remainder of the site would be used to 
locate support facilities, and for continued performance confirmation and testing activities (e.g., 
wells) and to separate repository facilities from other human activities. 
 
Visual Resources: With respect to visual characteristics, the visibility of the repository from 
publicly accessible locations would be dependent on the future site characteristics. DOE would 
provide lighting for operation areas at the repository that might be visible from public access 
points. The use of shielded or directional lighting at a repository would limit the amount of light 
that could be seen from outside the repository area. Closure activities, such as dismantling 
facilities and reclaiming the site, would restore the visual quality of the landscape, as viewed 
from the site itself. 
 
Air Resources: During construction activities, principal nonradiological pollutants such as 
certain criteria pollutants (nitrogen dioxide, sulfur dioxide, carbon monoxide, and particulate 
matter with a diameter less than 10 micrometers [PM10]) and carbon dioxide could be emitted. 
Emission of the gases nitrogen dioxide, sulfur dioxide, carbon monoxide, and carbon dioxide 
would come primarily from fuel combustion by vehicles, construction equipment, generators, 
and boilers. PM10 would be released mainly as a component of fugitive dust from land and 
excavation activities, as well as in smaller quantities from fuel combustion. 
 
Radiological air quality impacts (radiation doses) could occur from airborne releases of 
radionuclides caused by accidents and equipment failures during operations. Measures would be 
taken to prevent such accidents and to mitigate their consequences in the unlikely event they 
should occur (off-normal event planning). Releases of very small quantities of manmade 
radionuclides (krypton-85 and other noble gases) could occur only during the operations period, 
when a small percentage of SNF assemblies, with small failures in their cladding, could be 
removed from transportation casks in a waste handling facility. 
 
Water Resources: Construction and operation and monitoring activities could disturb more than 
1,000 acres (405 ha). The amount of newly disturbed land would vary depending on the 
operating mode used and the specific site selected. Disturbing the land surface probably would 
alter the rate at which water would infiltrate the surface. However, assuming a large enough area 
is withdrawn for the repository, DOE would expect relatively minor changes in the amount of 

                                                 
8 In 1987 the Nuclear Waste Policy Act of 1982 was amended and Congress directed DOE to consider only one site—Yucca Mountain—and 
DOE and NRC subsequently adopted site-specific criteria for Yucca Mountain (DOE—10 CFR Part 963; NRC—10 CFR Part 63). In 1992, the 
EPA was directed to provide public health and safety standards for protection of the public from releases from radioactive materials from Yucca 
Mountain and subsequently published those standards for Yucca Mountain (40 CFR Part 197). This set of guidelines and regulations establish 
requirements applicable only to Yucca Mountain and would not necessarily apply to a future repository.  
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runoff actually reaching the drainage channels so long as repository activities disturb a relatively 
small amount of the natural drainage area. The eventual removal of structures and impermeable 
surfaces, with mitigation (soil reclamation) and rehabilitation of natural plants in disturbed areas, 
would decrease runoff from these areas. 
 
Facilities at which DOE would manage radioactive materials should be able to withstand the 
probable maximum flood (the most severe flood that is reasonably foreseeable). The foundations 
should be built up as necessary so the facilities would be above the flood level. It is unlikely that 
naturally occurring wetlands would exist on any future repository site, so no impacts to such 
areas would be expected as a result of repository construction, operation and monitoring, or 
closure.  
 
Socioeconomic Impacts: Impacts to the socioeconomic environment in communities in the 
vicinity of any future repository would occur. Employment, population, economic measures, 
housing, and public services could all be affected by construction and operation. Peak 
construction employment would likely be several thousand workers. Operational employment 
would be expected to be more than 1,000.  
 
Human Health: Occupational and public health and safety impacts would result from routine 
operations: 1) to workers from hazards that are common to similar industrial settings and 
excavation operations, such as falling or tripping (referred to as industrial hazards); 2) to workers 
and the public from naturally occurring nonradiological materials in the geologic media; 3) to 
workers as a result of radiation exposure during their work activities; and 4) to the public from 
airborne releases of radionuclides.  
 
Workers would be subject to industrial hazards during construction and operation. Examples of 
the types of industrial hazards that could present themselves include tripping, being cut on 
equipment or material, dropping heavy objects, and catching clothing in moving machine parts. 
Most impacts would result from fuel handling during the operations period and industrial hazards 
resulting from any subsurface excavation. Workers and the public would also be subject to 
radiological impacts. A summary of the human health impacts estimated for the Yucca Mountain 
repository, which could be representative of the impacts for any future repository, are presented 
in the Yucca Mountain SEIS (DOE 2008f).  
 
Facility Accidents: With respect to accidents, the maximum reasonably foreseeable accident 
(i.e., a credible accident scenario with the highest foreseeable consequences) impacts would be 
dependent on the specific site characteristics of any future repository. For the Yucca Mountain 
SEIS, DOE estimated that the maximum reasonably foreseeable accident scenarios would result 
in less than one additional LCF to the surrounding population and workers (DOE 2008f). 
 
Waste Management: Repository construction, operations, monitoring, and closure would 
generate waste and entail the use of hazardous materials. The types include construction and 
demolition debris, industrial wastewater, LLW, sanitary sewage, sanitary and industrial waste, 
hazardous waste, and mixed waste. DOE could build onsite solid waste facilities to 
accommodate non-hazardous waste or dispose of such waste at offsite facilities. DOE would 
manage industrial wastewater with onsite evaporation ponds. DOE would dispose of 
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construction and demolition debris and sanitary and industrial waste either at an onsite landfill or 
at offsite facilities. Hazardous waste and LLW would be disposed of in offsite facilities 
(DOE 2008f).  
 
Transportation: SNF and HLW are packaged for transportation in specially designed containers 
to meet stringent NRC and U.S. Department of Transportation (DOT) standards. Appendix E 
presents information on these containers. The impacts of transporting future SNF and HLW to a 
geologic repository are included in Sections 4.2 through 4.7 for each of the domestic 
programmatic alternatives. (See also the Yucca Mountain SEIS [DOE 2008f] for more 
discussion of potential transportation impacts, including transportation for any expanded 
capacity.)  
 
4.1.6 Impacts of Establishing and Operating Disposal Capacity for Future Low-

Level Waste  
 
4.1.6.1  Current Low-Level Waste Disposal Capabilities in the United States 
 
All alternatives analyzed in this PEIS, including the No Action Alternative, would require 
additional LLW disposal capacity. This capacity could be at either existing LLW disposal 
facilities (if existing licenses and/or policies were to be revised) or at new facilities. Currently 
there are three sites in the United States licensed to dispose of commercial LLW. 
 
− EnergySolutions Barnwell Operations, located in Barnwell, South Carolina 

Currently, EnergySolutions/Barnwell accepts waste only from generators in the Atlantic 
compact9 states (Connecticut, New Jersey, and South Carolina). The Barnwell disposal 
facility was closed to out-of-compact waste generators in July 2008.  

− United States Ecology, located in Richland, Washington U.S. Ecology is licensed by 
the State of Washington to accept waste from the Northwest and Rocky Mountain 
Compacts.  

− EnergySolutions Clive Operations, located in Clive, Utah EnergySolutions/Clive 
accepts waste from all regions of the United States. The disposal site has the capacity for 
more than 20 years of disposal under its current license. 

 
4.1.6.2  Environmental Impacts of Low-Level Waste Disposal 
 
The environmental impacts of establishing LLW disposal capacity would be highly dependent on 
the location; therefore, the environmental impacts for many resources cannot be estimated with 
precision without knowing where these facilities would be located. Consequently, this analysis is 
limited. Nonetheless, previous studies of the impacts of LLW disposal provide a reasonable basis 
for estimating the potential generic impacts associated with establishing, constructing, and 
operating future facilities for the disposal of LLW. 
 
General Site Characteristics: The different types of near-surface disposal facilities that are 
being used to dispose LLW include: trench facilities, trench facilities with disposal vaults, and 
above-grade disposal vaults. In 1994, the NRC issued NUREG 1200, Standard Review Plan for a 

                                                 
9 States may enter into “compacts” to provide for the establishment and operation of regional disposal facilities for LLW.  
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review of a license application for a low-level radioactive waste disposal facility (NRC 1994b). 
The NRC regulations applicable to commercial LLW disposal facilities are in 10 CFR Part 61. 
The NRC regulations contain procedural requirements and performance objectives applicable to 
any method of land disposal. The regulations contain specific technical requirements for near-
surface disposal of radioactive waste, a subset of land disposal, which involves disposal in the 
uppermost portion of the earth, approximately 100 ft (30 m). Near-surface disposal includes 
disposal in engineered facilities which may be built totally or partially above-grade provided that 
such facilities have protective earthen covers. Near-surface disposal of radioactive waste takes 
place at a near-surface disposal facility, which includes all of the land and buildings necessary to 
carry out the disposal and consists of disposal units and a buffer zone. A disposal unit is a 
discrete portion of the disposal site into which waste is placed for disposal. For near-surface 
disposal, the disposal unit is usually a trench. A buffer zone is a portion of the disposal site that 
is controlled by the licensee and that lies under the site and between the boundary of the disposal 
site and any disposal unit. It provides controlled space to establish monitoring locations which 
are intended to provide an early warning of radionuclide movement, and to take mitigative 
measures if needed.  
 
In choosing a disposal site, site characteristics should be considered in terms of the indefinite 
future and evaluated for at least a 500-year timeframe. The NRC regulations provide that 
disposal of radioactive waste in near-surface disposal facilities must have the following safety 
objectives: 1) protection of the general population from releases of radioactivity; 2) protection of 
individuals from inadvertent intrusion; and 3) protection of individuals during operations 
(10 CFR 61.7). A fourth objective is to ensure stability of the site after closure (10 CFR 61.7). A 
cornerstone of the system is stability—stability of the waste and the disposal site so that once 
emplaced and covered, the access of water to the waste can be minimized. Interstate Compacts 
established under the Low-Level Radioactive Waste Policy Amendments Act of 1985 may enact 
regulations for LLW disposal that are more stringent than those established by NRC, provided 
that those regulations are not incompatible with NRC regulations or inconsistent with 
Department of Transportation regulations (42 U.S.C. 2021d). 
 
The EnergySolutions/Barnwell site disposes of LLW in concrete vaults located in trenches. The 
bottom of each trench is located a minimum of 5 ft (1.5 m) above the site’s maximum 
historically measured water table elevation. When a vault is full, the space between the vaults is 
backfilled with clay. Engineered covers are constructed over the backfilled vaults as the trenches 
fill. The engineered cover consists of a minimum 1-foot (0.3-m) thick clay layer, a geosynthetic 
clay liner, a high density polyethylene liner, a sand drain layer, and a vegetated topsoil cover 
(SCDHEC 2007). The U.S. Ecology LLW disposal facility is also a trench design. The trenches 
are typically 45 ft (14 m) deep, 850 ft (258 m) long, and 150 ft (45 m) wide. An engineered 
cover is placed on the trenches as they are filled (WSDH 2008). 
 
Land Resources: Construction and operation and monitoring activities could disturb hundreds 
of acres of land. The amount of land required would be linked to the amount of waste that would 
be disposed of as allowed under a license. The land would be disturbed in a phased approach 
with disposal capacity (e.g., trenches and vaults) constructed to match pace with waste receipt. 
For example, when full, the EnergySolutions/Barnwell site will cover over 200 acres (81 ha), the 
U.S. Ecology site approximately 100 acres (40 ha), and the EnergySolutions/Clive site 



Chapter 4: Environmental Impacts of Domestic Programmatic Alternatives GNEP Draft PEIS 
 

4-25 
 

approximately 500 acres (203 ha). Additional engineered barriers, in particular earthen covers, 
would be constructed to enhance the isolation of waste from the environment as disposal 
capacity is filled. Institutional control over the land would be needed until the facility meets the 
post-closure performance objectives established at 10 CFR Part 61 or an equivalent state 
regulation.  
 
Visual Resources: With respect to visual characteristics, the visibility of a LLW disposal facility 
from publicly accessible locations would be dependent on the location of the site, site 
characteristics, and the design of the facility. During construction and operations, the aesthetics 
would be similar to those of a municipal solid waste landfill or an operating LLW disposal 
facility. Construction and waste emplacement activities would be ongoing and involve the use of 
heavy equipment and trucks to transport the LLW packages. Lighting for operation areas at the 
facility may all be visible from public access points. However, the use of shielded or directional 
lighting at a facility would limit the amount of light that could be seen from outside the facility 
area. Closure activities, in particular the construction of the final closure covers, would restore 
the visual quality of the landscape. 
 
Air Resources: During construction activities, principal nonradiological pollutants such as 
certain criteria pollutants (nitrogen dioxide, sulfur dioxide, carbon monoxide, and particulate 
matter with a diameter less than 10 micrometers [PM10]) and carbon dioxide could be emitted. 
Emission of the gases nitrogen dioxide, sulfur dioxide, and carbon monoxide would come 
primarily from fuel combustion by vehicles and construction equipment. PM10 would be released 
mainly as a component of fugitive dust from trench excavation, waste disposal, vehicular traffic, 
and earthen cover construction. Sites located in arid climates with windy conditions could add to 
the generation of fugitive dust. Routine dust abatement measures (e.g., watering roads, covering 
loose soils, and re-vegetation) could help minimize impacts. 
 
Airborne releases during normal operations are expected to be low. For example, data from 
regular airborne radioactivity monitoring at the U.S. Ecology LLW site shows that a maximally 
exposed person would receive less than 0.1 mrem/yr, significantly lower than the 10 mrem/yr 
ambient air standard (WSDH 2004).  
 
Radiological air quality impacts (radiation doses) could occur from airborne releases of 
radionuclides caused by accidents and equipment failures during operations. Measures would be 
taken to prevent such accidents and to mitigate their consequences in the unlikely event they 
should occur (off-normal event planning).  
 
Water Resources: LLW disposal facilities are designed to use engineered barriers to isolate the 
LLW from water. Standard construction techniques would be applied during construction to 
minimize effects to water quality. The waste packages and any temporary barriers installed 
during the construction and operations phase would preclude radionuclide release. A leachate 
collection system would likely be included in the design of the facility to capture any 
radionuclides that would potentially be released during this period. Closure of the facility would 
include the installation of additional engineered barriers and an earthen cover. The cover further 
isolates the waste by diverting water off of the facility to minimize the amount of water that 
could infiltrate. The leaching of radionuclides and their subsequent release to the groundwater 
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system is expected to be minimal, as the engineered barriers would not begin to degrade until 
hundreds of years after closure. The safety analysis submitted to the regulator would demonstrate 
that the facility would meet the post-closure performance objectives established at 
10 CFR Part 61 or an equivalent state regulation.  
 
Mitigation activities could be implemented such as directing runoff to a permanent infiltration 
pond where it would not leave the site as surface flow. Erosion and sedimentation impacts are 
expected to be minimal. Discharge of stormwater during construction and/or operations would 
also have to meet applicable water quality regulations. 
 
In accordance with 10 CFR 61.50, LLW disposal facilities must be sited in locations that are 
generally well drained and must not be sited in a 100-year floodplain, a coastal high-hazard area, 
or a wetland. Upstream drainage must be minimized to decrease the amount of runoff that could 
erode or inundate disposal units.  
 
Socioeconomic Impacts: Impacts to the socioeconomic environment in communities in the 
vicinity of any LLW disposal facility would occur. Employment, population, economic 
measures, housing, and public services could all be affected by construction and operation. Peak 
employment during the construction and operation phase would likely be several hundred 
workers. The specific impacts of workers would depend on the site-specific location of any LLW 
disposal facility. 
 
Human Health: Occupational and public health and safety impacts would result from routine 
operations: 1) to workers from hazards that are common to similar industrial settings and 
excavation operations, such as falling or tripping (referred to as industrial hazards); 2) to workers 
as a result of radiation exposure during their work activities; and 3) to the public from airborne 
releases of radionuclides.  
 
Workers would be subject to industrial hazards during construction and operation. Examples of 
the types of industrial hazards that could present themselves include tripping, being cut on 
equipment or material, dropping heavy objects, and catching clothing in moving machine parts. 
Most impacts would result from waste handling during the operations period and industrial 
hazards encountered during facility construction and closure. Based on previous experience, 
adverse occupational impacts are expected to be low (WSDH 2004).  
 
Workers and the public would also be subject to radiological impacts. The general population 
must be protected from releases of radioactivity. Concentrations of any radioactive materials 
released from the facility into groundwater, surface water, air, soil, plants, or animals must not 
result in an annual dose exceeding the equivalent of 25 mrem to the whole body, 75 mrem to the 
thyroid, and 25 mrem to any other organ to any member of the public (10 CFR Part 61). Annual 
occupational dose limits are established as the more limiting of 5 rem total effective dose 
equivalent or the sum of deep dose equivalent and the committed dose equivalent to any 
individual organ or tissue other than the lens of the eye being equal of 50 rem. The annual limit 
to the lens of the eye is 15 rem and to the skin is 50 rem (10 CFR 20.1201). Radiological doses 
are expected to remain well below these limits. For example, the U.S. Ecology LLW facility has 
historically been significantly below occupational dose limits (WSDH 2004).  
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Facility Accidents: No significant impacts from accidents are expected from LLW disposal 
facilities. For example, for the U.S. Ecology LLW facility, many potential accidents were 
analyzed, including extreme weather, volcanic activity, earthquakes, fire, and human-caused 
accidents. In all scenarios, no significant impacts were expected (WSDH 2004). 
 
Waste Management: LLW disposal facilities do not generate any significant quantities of 
wastes. 
 
Transportation: LLW may be packaged for transportation in containers designed to meet NRC 
and DOT standards. Materials with very low radiation levels may be transported in what the 
regulations refer to as a “strong, tight container.” An example of a strong, tight container is a 
plywood box secured with steel bands. Materials with higher radiation levels must be shipped in 
Type A or Type B containers. Type A containers, used to transport most LLW, are typically steel 
drums or steel boxes. Type B containers, used in transporting waste with high radiation levels, 
are heavy engineered metal casks (Fentiman et al. 2008). No injuries or deaths have ever been 
caused by a release from LLW in a transportation accident (NEI 2008). The impacts of 
transporting future LLW to a waste disposal site is included in Sections 4.2 through 4.7 for each 
of the domestic programmatic alternatives.  
 
4.1.7 Impacts of the Advanced Fuel Cycle Initiative  
 
The AFCI program evolved from DOE’s Accelerator Transmutation of Waste (ATW) program, 
initiated in 1999, which outlined the use of high-powered accelerators for destruction of actinides 
from spent fuel and conducted research to explore transmutation technology. In 2001, the 
Advanced Accelerator Applications (AAA) Program was launched which combined ATW with 
the Accelerator Production of Tritium (APT) program to optimize use of resources. The AAA 
program was subsequently subsumed by the AFCI program which Congress appropriated funds 
for beginning in Fiscal Year 2003. Initial activities were directed at potential use of reactor based 
systems for transmutation, accelerator transmutation focused on a “burning” role to minimize 
toxicity, and support for Generation IV reactor system fuel cycle development. Section 953 of 
the Energy Policy Act of 2005 (42 U.S.C. 15801), entitled “Advanced Fuel Cycle Initiative,” 
directed the Secretary of Energy to “conduct an advanced fuel recycling technology research, 
development, and demonstration program…to evaluate proliferation-resistant fuel recycling and 
transmutation technologies that minimize environmental and public health and safety impacts as 
an alternative to aqueous reprocessing technologies deployed as of the date of enactment of this 
Act in support of evaluation of alternative national strategies for spent nuclear fuel and the 
Generation IV advanced reactor concepts.” With the announcement of the vision for the GNEP 
Program in February 2006, AFCI efforts were refocused on GNEP technology development 
needs, with early emphasis applied to advanced separations of LWR SNF and fast reactors for 
transmutation, followed by studies and research on additional technology options conducted by 
industry and national laboratories. The AFCI is now the main domestic component of the GNEP 
Program and includes early planning for the development of U.S. fuel cycle capabilities which 
may be pursued in support of the GNEP Program. AFCI activities are conducted as part of the 
existing R&D mission of DOE’s Office of Nuclear Energy and work is generally performed 
using existing infrastructure capabilities at multiple DOE sites. The program also includes 
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international collaborations to support these R&D efforts. Additional information on AFCI R&D 
activities and sites and facilities is provided in Appendix A.  
 
4.1.7.1 Current Advanced Fuel Cycle Initiative Capabilities 
 
As discussed in Chapter 2, Section 2.2, the AFCI program performs research to provide 
technology options that would enable long-term growth of nuclear power, to improve 
environmental sustainability, and to improve energy security. Typical AFCI activities consist of 
data analysis, document preparation, bench scale research projects, and small-scale research and 
development projects. The initiative relies on a series of existing facilities, located mostly within 
U.S. national laboratories, including facilities at Argonne National Laboratory (ANL), Idaho 
National Laboratory (INL), Los Alamos National Laboratory (LANL), Oak Ridge National 
Laboratory (ORNL), Pacific Northwest National Laboratory (PNNL), Sandia National 
Laboratories (SNL), and Savannah River National Laboratory (SRNL). Appendix A, Section A.8 
discusses the major facilities at these sites used for the AFCI. Laboratories, hot cells, and 
research reactors are all used in support of the AFCI.  
 
See Appendix A for a more detailed discussion of current AFCI capabilities. 
 
4.1.7.2 Environmental Impacts of the Advanced Fuel Cycle Initiative at DOE Sites 
 
The environmental impacts of AFCI contribute to the environmental baseline for ANL, INL, 
LANL, ORNL, PNNL, SNL, and SRNL. In general, AFCI operations are relatively small in 
scale and their impacts do not appreciably add to overall impacts from normal DOE Site 
operations. AFCI operations use existing infrastructure, contribute to waste generation, and cause 
personnel exposures and human health impacts at all sites where these activities occur. The 
following is a summary of the compilation of environmental impacts at all of the AFCI facilities: 
 
Land and Visual Resources: Because AFCI projects are hosted in existing facilities, AFCI 
activities do not impact land resources or change the visual landscape.  
 
Air Resources: The majority of the multi-purpose facilities utilized by the AFCI program are 
large laboratory or nuclear materials production facilities which have controlled air ventilation 
systems. Radiological air quality impacts (radiation doses) could occur from airborne releases of 
radionuclides caused by normal operations and accidents. All of these facilities are monitored for 
air releases and regulated through permit systems. All multipurpose facilities hosting AFCI 
operations are in compliance with their regulatory emissions limits, which are reported to the 
public, on an annual basis, in the Annual Site Environmental Reports. 
 
Water Resources: None of the activities conducted in support of the AFCI program are large 
users of water. For the most part, water use is limited to the personal consumption and sanitary 
needs of the workers. Since the number of workers is small in relation to other DOE programs, 
water consumption is small and not a factor in the total water consumption at the DOE facilities 
where AFCI projects are conducted. 
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Socioeconomic Impacts: Because the number of workers involved in AFCI program is small, 
the socioeconomic impacts attributable to the operation of the AFCI program are small. AFCI 
employees account for a small percentage (less than 10 percent) of the total workers at each of 
the DOE sites. Employment, population, economic measures, housing, and public services are 
not adversely affected by the operation of the AFCI Program and it is not expected that 
continued operation would place unreasonable demands upon these resource areas. 
 
Human Health: Occupational and public health and safety impacts result from routine 
operations in support of the AFCI Program: 1) to workers from hazards that are common to 
similar industrial settings, such as falling or tripping (referred to as industrial hazards); 2) to 
workers and the public from naturally occurring radiological materials; 3) to workers as a result 
of radiation exposure during their work activities; and 4) to the public from airborne releases of 
radionuclides.  
 
Examples of the types of industrial hazards that could present themselves include tripping, being 
cut on equipment or material, dropping heavy objects, and catching clothing in moving machine 
parts. Workers and the public would also have the potential to be subject to radiological impacts. 
DOE has a strong health and safety program which has been successful in minimizing such 
accidents. DOE Orders require training, review procedures, assessments and a number of other 
requirements which have proven successful in giving DOE one of the better industrial safety 
records. 
 
Estimated radiological doses to workers associated with AFCI activities are generally small, 
ranging from 0 mrem/year at ANL and SNL to less than 15 mrem/year at Hanford, INL, LANL, 
ORNL, and SRNL. Radiological doses to AFCI workers at the specific DOE Sites may be found 
in Appendix A. Doses to the public from AFCI operations are also small and are included in the 
overall does to the public as reported in Annual Site Environmental Reports.  
 
Transportation: Radiological materials (such as small fuel specimens) used in support of the 
AFCI Program are packaged for transportation in specially designed containers to meet stringent 
NRC and DOT standards. Appendix E presents information on these containers. Because DOE 
must comply with stringent transportation requirements and the limited quantities of material 
transported, the impacts of transporting these materials are small, and pose little threat to the 
public.  
 
Waste Management: Waste generation from operation of the AFCI program is small. The 
estimated quantities of waste generated at each of the AFCI facilities in support of the AFCI 
Program are included in Appendix A. None of the AFCI activities at these multi-program 
facilities generate a significant amount of waste in relation to the total waste generated by the 
other activities at these DOE sites. The types of wastes which are generated are similar to the 
wastes generated by other DOE programs, in much greater quantities, and can readily be handled 
by existing waste management resources both at the DOE sites and at near-by commercial waste 
management facilities.  
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4.1.7.3 Environmental Impacts of the Advanced Fuel Cycle Initiative at Non-DOE 
Sites  

 
AFCI is also supported by a University Research Program. The University Research Alliance, 
located in Canyon, TX and sponsored by Texas A&M University, manages a fellowship program 
of more than 40 students. Students and faculty at the University of Nevada-Las Vegas 
transmutation research program have been directly involved in collaborative research supporting 
the broader AFCI transmutation research effort for a number of years. During the 2004 to 2005 
academic year, 23 faculty-supervised graduate student projects performed research in 
collaboration with the AFCI transmutation program utilizing 42 graduate students in 5 academic 
departments. The Idaho Accelerator Center at Idaho State University also provides research 
facilities for the AFCI program. 
 
International collaborations are also an important component of the AFCI program and include 
joint research programs with facilities in Switzerland, Japan, and France. The United States no 
longer has an operating fast reactor. DOE is exploring options with Japan and France that would 
allow transmutation test fuels to be irradiated in fast reactors now operating in those countries.  
 
In the future, AFCI plans include developing more types of fuels and irradiating these fuels in 
fast reactors, as well as test reactors at the national laboratories, and potentially in foreign 
reactors. Wastes generated from these activities would be of the same categories as those wastes 
DOE currently manages. Such wastes would continue to be managed by DOE in the same 
manner as its other wastes. 
 
4.1.8 Greenhouse Gas Emissions Associated with Electricity Generation  
 
This section presents the potential reductions in emissions of carbon dioxide (CO2), which is a 
major greenhouse gas, which would be associated with displacing approximately 100 GWe of 
non-nuclear electricity capacity with nuclear generating capacity. Because coal and natural gas 
plants account for approximately 70 percent of electricity production and are the largest emitters 
of greenhouse gases in the electricity production sector, the analysis focuses on displacing these 
two sources.10 Renewable energy sources, which do not emit significant quantities of greenhouse 
gases, are not assessed. Greenhouse gas reductions are presented for two cases: 1) displacing 
100 GWe from coal; and 2) displacing 100 GWe from natural gas.  
 
As shown in Table 4.1-4, the typical coal plant would emit approximately 2,000,000 MT of CO2 
yearly to produce the same amount of electricity as a typical 1 GWe nuclear plant, assuming no 
carbon sequestration (EIA 2001). Similarly, the typical natural gas plant would emit 
approximately 1,000,000 MT of CO2 yearly to produce the same amount of electricity as a 
typical 1 GWe nuclear plant (EIA 2001).  

 

                                                 
10 For non-nuclear market shares, coal is approximately 62 percent, natural gas is approximately 24 percent, renewable sources are approximately 
10 percent, and other fuels are approximately 4 percent.  
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TABLE 4.1-4—Annual Carbon Dioxide Emissions Displaced by 1,000 Megawatts  
Electric Nuclear Plant Operating at 90 Percent Capacity Factor 

Alternative Fuel Carbon Dioxide Displaced (Metric Tons) 
Coal  2,098,580 
Natural Gas 1,041,401 

Source: EIA 2001 
 
U.S. carbon dioxide emissions in 2006 were approximately 5,935 million MT, which was 
110 million MT below the 2005 level of 6,045 million MT.11 Carbon dioxide emissions in 2006 
from power generation were approximately 2,344 million MT. Approximately 83 percent 
(1,938 million MT) was due to electricity generation from coal and 15 percent (340 million MT) 
was due to electricity generation from natural gas. By displacing approximately 100 GWe of coal 
burning plants with nuclear, approximately 200 million MT of CO2 would not be emitted to the 
air. This would reduce CO2 emissions by 8.5 percent compared to the 2,344 million MT emitted 
by electric utilities in 2006. Compared to the total U.S. CO2 emissions from all sources 
(5,935 million MT in 2006), CO2 emissions would be reduced by approximately 3.4 percent 
(EIA 2007l).  
 
By displacing approximately 100 GWe of natural gas burning plants with nuclear power plants, 
approximately 100 million MT of CO2 would not be emitted into the air. This would reduce CO2 
emissions by 4.2 percent compared to the 2,344 million MT emitted by electric utilities in 2006. 
Compared to the total U.S. CO2 emissions from all sources (5,935 million MT in 2006), CO2 
emissions would be reduced by approximately 1.7 percent (EIA 2007l).  
 
4.2 NO ACTION ALTERNATIVE—EXISTING ONCE-THROUGH URANIUM FUEL 

CYCLE  
 
The No Action Alternative is described in Chapter 2, Section 2.2. Under the No Action 
Alternative, the United States would continue to rely on a once-through uranium fuel cycle. The 
Yucca Mountain repository would dispose of 63,000 MTHM of commercial SNF and 7,000 
MTHM of DOE SNF and HLW. DOE estimates that the Yucca Mountain statutory capacity limit 
will be reached by approximately 2010. Quantities of commercial SNF generated beyond 63,000 
MTHM would be stored at commercial LWR sites until they can be disposed of in a geologic 
repository. Based on the 1.3 percent growth rate assessed, nuclear electricity capacity would 
grow to approximately 200 GWe under the No Action Alternative by about 2060–2070.  
 
This PEIS presents the environmental impacts of the No Action Alternative as follows:  
 
− SNF generated beyond the Yucca Mountain statutory limit: This PEIS assesses the 

impacts of interim SNF storage at commercial reactor sites, as well as the impacts of 
transporting the SNF to a geologic repository. These impacts are presented in Section 
4.2.1.1 and Section 4.2.1.2, respectively. 

− Nuclear electricity generation from 2010 to approximately 2060–2070: The 
environmental impacts of constructing and operating commercial LWRs with a capacity 

                                                 
11 Total U.S. greenhouse gas emissions in 2006 were approximately 1.5 percent below the 2005 total—the first annual drop since 2001 and only 
the third since 1990. This decrease was attributed to favorable weather conditions; higher energy prices; a decline in the carbon intensity of 
electric power generation that resulted from increased use of natural gas and greater reliance on non-fossil energy sources (EIA 2007l). 
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of 200 GWe is presented in Section 4.2.2. This analysis includes the replacement of 
approximately 100 GWe in capacity from existing LWRs that reach end-of-life, and the 
construction and operation of approximately 100 GWe of capacity in new advanced light 
water reactors (ALWRs).  

 
4.2.1 Spent Nuclear Fuel Generated Beyond the Yucca Mountain Statutory Limit 
 
Under the No Action Alternative, quantities of commercial SNF generated beyond 
63,000 MTHM would be stored at commercial LWR sites until they can be disposed of in a 
geologic repository. Under the No Action Alternative, nuclear electricity capacity would increase 
from approximately 100 GWe in 2010 to approximately 200 GWe in 2060-2070. Over this time 
period, this would be equivalent to constructing approximately 100 GWe of new capacity, as 
well as replacing the existing 100 GWe of LWR capacity with new advanced LWRs. The 
amount of SNF generated by these plants, which would be a function of the amount of electricity 
produced and the burnup of the fuel (assumed to be approximately 51 gigawatt-days per metric 
ton of heavy metal (GWd/MTHM), would be approximately 158,000 MTHM.12 Interim storage 
of approximately 158,000 MTHM of SNF represents more than twice the storage that is 
currently required for SNF destined for Yucca Mountain. The PEIS assesses such interim storage 
and presents the impacts of transporting this SNF to a geologic repository. 
 
4.2.1.1 Interim Spent Nuclear Fuel Storage 
 
Most commercial reactor operators currently store their SNF in water-filled basins (fuel pools) at 
the reactor sites. Because of inadequate pool storage space, some commercial sites have built 
what are called independent spent fuel storage installations, in which they store dry SNF above 
ground in metal casks or in welded canisters inside reinforced concrete storage modules. The 
canisters use an inert gas, such as helium, to reduce corrosion rates and extend the lifetime of the 
canisters. Other commercial sites plan to build independent SNF storage installations so they can 
proceed with the decommissioning of their nuclear plants and termination of their operating 
licenses (e.g., the Rancho Seco plant in California and the Trojan plant in Oregon).  
 
The No Action Alternative assumes that the commercial nuclear power industry would continue 
to manage SNF onsite. Dry storage is expected to be used for SNF at commercial sites for the 
following reasons: 
 
− Dry storage is a safe, economical method of storage. 
− Fuel rods in dry storage are likely to be environmentally secure for long periods. 
− Dry storage generates minimal, if any, LLW. 
− Dry storage units are simpler and easier to maintain (NRC 1996). 

 
 

                                                 
12 Calculation of SNF generated assumes the first new LWR is added in 2015, and other LWRs are added over the 2015 to 2060-2070 time period 
to achieve a capacity of 200 GWe. Existing LWRs are assumed to be replaced as they reach end-of-life (assuming approximately 60 years of 
operation for all LWRs, regardless of current license expiration date) between 2020 and 2060-2070. This PEIS assesses widespread 
implementation of the alternatives until approximately 2060-2070. The PEIS acknowledges that any decisions made based on this PEIS could 
result in actions/impacts beyond this time period. Because of the existing statutory limit for the Yucca Mountain repository (i.e., the repository 
has a statutory capacity of 70,000 MTHM of SNF and HLW), this PEIS focuses on SNF in excess of this amount. 
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Accordingly, this PEIS assumes that all commercial SNF would be stored in dry configurations 
in concrete storage modules on a concrete pad at the ground surface (see Figure 4.2-1). The 
design of the canister and concrete storage modules would enable outside air to circulate and 
remove the heat of radioactive decay. For purposes of analysis, the PEIS analyzes the potential 
impacts of long-term storage with institutional controls followed by transportation to and 
emplacement in a geologic repository.  
 
The combination of the dry storage canister and the concrete storage module would provide safe 
storage of SNF as long as the fuel and storage facilities were maintained properly. The reinforced 
concrete storage module would provide shielding against the radiation emitted by the SNF. In 
addition, the concrete storage module would provide protection from damage resulting from 
accidents such as aircraft crashes, from natural hazard phenomena such as earthquakes or 
tornadoes, and from malevolent acts (NRC 1996).  
 

 
Source: DOE 2002i 

FIGURE 4.2-1—Dry Spent Nuclear Fuel Storage Modules on a Concrete Pad  
 

Release of contaminants to the ground, air, or water would not be expected during routine 
operations of a spent nuclear fuel dry storage facility (NRC 1996). The results of the analysis 
described in this section are consistent with the NRC’s findings in its Generic Environmental 
Impact Statement for License Renewal of Nuclear Plants (NRC 1996). The NRC stated: 
 

The Commission’s regulatory requirements and the experience with onsite 
storage of spent fuel in fuel pools and dry storage has been reviewed. Within the 
context of a license renewal review and determination, the Commission finds that 
there is ample basis to conclude that continued storage of existing spent fuel and 
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storage of spent fuel generated during the license renewal period can be 
accomplished safely and without significant environmental impacts. Radiological 
impacts will be well within regulatory limits; thus radiological impacts of onsite 
storage meet the standard for a conclusion of small impact. The nonradiological 
environmental impacts have been shown to be not significant; thus they are 
classified as small. The overall conclusion for onsite storage of spent fuel during 
the term of a renewed license is that the environmental impacts will be small for 
each plant. The need for the consideration of mitigation alternatives within the 
context of renewal of a power reactor license has been considered, and the 
Commission concludes that its regulatory requirements already in place provide 
adequate mitigation incentives for onsite storage of spent fuel. 

 
The land required for dry storage facilities is typically a few acres at each reactor site. These 
storage facilities would be on land currently owned by a utility and, therefore, would be unlikely 
to affect land ownership. SNF storage requirements for 158,000 MTHM would increase land 
usage associated with storage by about 200 percent over current storage requirements. Impacts to 
aesthetic or scenic resources from storage facilities would be unlikely. Further, as SNF begins to 
be disposed of in a geologic repository, additional storage space would become available.  
 
Best management practices and effective monitoring procedures would ensure that contaminant 
releases to the air would be minimal and would not exceed current regulatory limits  
(40 CFR Part 61 for hazardous air pollutants emissions and Part 50 for air quality standards). 
Therefore, air quality would not be adversely affected during routine operations. Under  
long-term institutional control13, best management practices such as stormwater pollution 
prevention plans and stormwater holding ponds would ensure that, in the unlikely event of an 
inadvertent release, contaminants would not reach surface-water systems. Therefore,  
surface-water quality would not be adversely affected by routine operations. 
 
Under long-term institutional control, impacts to biological resources or soils would be minimal. 
The facilities necessary to store SNF would be fenced to keep wildlife out. In addition, spills 
would be contained and cleaned up immediately, thus minimizing the area of soil affected and 
the likelihood of any groundwater contamination. 
 
The size of the additional facilities and supporting infrastructure would be small enough to 
probably avoid known cultural resources. In addition, if previously unknown archaeological sites 
were uncovered during construction, the commercial utility would comply with Executive Orders 
and Federal and state regulations for the protection of cultural resources. Thus, construction and 
operations should not significantly affect cultural resources. 
 
Routine repairs and maintenance of the facilities and storage containers, routine radiological 
surveys, and overpacking of failed containers would generate sanitary waste, industrial solid 
waste, and LLW. Because there would not be a large, dedicated workforce at the storage 
facilities, only small amounts of sanitary wastes, from the guard force and maintenance workers 
would be generated, except during periods of construction. 
 
                                                 
13 In the context of a on-site SNF storage, long-term institutional control is generally considered to be 100 years. 
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Maximally Exposed Individual 
(MEI)  

 
A hypothetical member of the 
public at a fixed location who, over 
an entire year, receives the 
maximum effective dose equivalent 
(summed over all pathways) from a 
given source of radionuclide 
releases to air.  

With respect to employees required to safely manage SNF, the total staff required at existing 
commercial sites and any new commercial sites would increase from about 700 for the existing 
inventory of SNF to approximately 2,100 for the storage of 158,000 MTHM (derived from 
DOE 2002i).14 This increase would be approximately equivalent to adding no more than six 
individuals at each of the existing sites, and staffing the new commercial sites with an equivalent 
complement of employees to manage their SNF. Additional storage requirements would be 
unlikely to have a significant effect on socioeconomic factors such as infrastructure and regional 
economy.  
 
During the approximately 50 years of operation, about 105,000 full-time equivalent work years 
would be required to maintain the SNF storage facilities at the commercial reactor sites and new 
reactor sites (derived from DOE 2002i). Radiation exposures to offsite populations, involved 
workers, and noninvolved workers would increase because of the construction of additional 
facilities required to store the SNF. The analysis assumes that radiation exposures would increase 
proportionately by the increase in SNF stored. Table 4.2-1 presents the radiological human 
health impacts resulting from storing an accumulation of 158,000 MTHM over approximately 
50 years. The analysis assumes that the LWR SNF would be stored among the different reactors 
sites rather than consolidated at a single storage site. 
 
As shown in Table 4.2-1, the estimated dose to the 
hypothetical Maximally Exposed Individual (MEI) would 
be about 0.34 mrem/yr. During the approximate 50 years of 
operation, this dose could result in an increase in the lifetime 
risk of contracting fatal cancer by 0.01 (statistically, there 
would be a 1 chance in 98 of an LCF). For the short-term 
impacts, the offsite exposed population would be likely to 
receive a total collective dose of 2,100 person-rem. This dose 
could result in 1.2 LCFs.  
 
The analysis assumes the MEI in the involved worker populations would be a worker involved 
with construction and loading of replacement facilities. Assuming a maximum dose rate of 
0.11 mrem/hour and an average exposure time of 1,500 hours/yr, this worker would receive 
about 170 mrem/yr. During the 50 years, this dose could result in an increase in the lifetime risk 
of contracting a fatal cancer by 2.0x10-5, an increase of 0.09 percent over the natural fatal cancer 
incidence rate.15  
 
In the involved worker populations (approximately 2,100 storage facility workers over 50 years), 
the collective dose over 50 years would be 7,050 person-rem, which would result in an estimated 
increase of approximately 4.2 LCFs. The non-involved workforces would receive a total dose of 
approximately 120,000 person-rem over 50 years of operation, which would result in an 
estimated increase of approximately 72 LCFs.  
 

                                                 
14 Assumes increases in employment would be linear relative to increases in the mass of SNF to be stored.  
15 Analysis is presented for one worker over a 50-year exposure period. For two workers (one the first 25 years and a second the next 25 years), 
each worker’s risk would be half the total risk; the total risk for the two workers would be the same as for a single worker over a 50-year 
exposure period.  
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TABLE 4.2-1—Cumulative Radiological Impacts for Storing 158,000  
Metric Tons Heavy Metal of Spent Nuclear Fuel 

Receptor Construction and Operationa 
Populationb 

MEIc (mrem/yr) 
Dosed (person-rem) 
LCFse 

0.34 
2,100 
1.2 

Involved workersf 
MEIg (mrem/yr) 
Doseh (person-rem) 
LCFs 

170 
7,050 
4.2 

Noninvolved workersi 
MEI (mrem/yr) 
Dosej (person-rem) 
LCFs 

23 
120,000 

72 
Source: Derived from DOE 2002i. Analysis conservatively assumes 158,000 MTHM of SNF would be stored for 50 
years. MEI doses unaffected compared to DOE 2002i. Total dose to population, workers, and non-involved workers 
would increase compared to DOE 2002i due to approximately 3 times as much SNF storage, but impacts over 50 
years rather than 100 years. The 158,000 MTHM of LWR SNF is assumed to be stored among the different reactors 
sites rather than consolidated at a single storage site Assumes construction of 22,000 additional concrete storage 
modules. 
b Members of the general public living within 2 mi (3 km) of the facilities; estimated to be 210,000 over the 50-year 
analysis period. 
c MEI – maximally exposed individual: assumed to be approximately 0.8 mi (1.3 km) from the center of the storage 
facility.  
d Derived from DOE 2002i based on three times as much SNF storage, 50 years of operation (rather than 100 years 
analyzed in DOE 2002i), and dose to 210,000 persons (rather than 140,000 persons analyzed in DOE 2002i).  
e LCF – latent cancer fatalities: expected number of cancer fatalities for populations. Based on a risk of 0.0006 LCF 
per rem for workers and members of the public, and a life expectancy of 70 years for a member of the public. 
f Involved workers would be those directly associated with construction and operation activities. For this analysis, the 
involved worker population would be 2,100 individuals over 50 years.  
g Based on maximum construction dose rate of 0.11 mrem/ hour and 1,500 hours/yr. 
h Derived from DOE 2002i based on three times as many involved workers, but only 50 years of operation (rather 
than 100 years analyzed in DOE 2002i).  
i Noninvolved workers would be employed at the power plant but would not be associated with facility construction 
or operation. 
j Per DOE 2002i, noninvolved worker population assumed to receive an annual dose of 16 person-rem/site. Total non-
involved worker dose calculated for growth to 200 GWe over 50 years. 
 

The accident scenarios consider drops and collisions involving shipping casks, bare fuel 
assemblies, low-level radioactive waste drums, and the waste package transporter. The maximum 
reasonably foreseeable accident (i.e., a credible accident scenario with the highest foreseeable 
consequences) was determined to be a beyond-design-basis seismic event. For this accident, 
using unfavorable weather conditions, the impacts to the MEI would be 38 mrem (NRC 1996). 
 
With respect to externally initiated events, the National Academy of Sciences (NAS) released a 
report in April 2005 that found that “successful terrorist attacks on SNF pools, though difficult, 
are possible,” and that “if an attack leads to a propagating zirconium cladding fire, it could result 
in the release of large amounts of radioactive material”(NAP 2005). NAS recommended that the 
hottest SNF be interspersed with cooler SNF to reduce the likelihood of fire, and that water-spray 
systems be installed to cool SNF if pool water were lost. The report also called for NRC to 
conduct more analysis of the issue and consider earlier movement of SNF from pools into dry 
storage (NAP 2005). The potential impacts of an airplane crash into a SNF storage pool were 
considered in the Yucca Mountain SEIS but eliminated from detailed study because the pool 
water would limit the potential for a fire to affect the fuel directly and would limit releases from 
damaged fuel assemblies (DOE 2008f).  
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With respect to dry storage facilities, such analysis has been performed by the NRC in a 
supplemental environmental assessment that was prepared in 2007 for the Diablo Canyon spent 
fuel storage facility (NRC 2007q). That assessment concludes that the probability of a successful 
terrorist attack resulting in a significant radiation release is very low. This conclusion is based on 
the NRC’s continual evaluation of the threat environment and coordination with other Federal, 
state and local agencies; protective measures currently in place that reduce the chances of any 
terrorist attack being successful; the robust design of dry cask storage systems, which provide 
substantial resistance to penetration; and NRC’s security assessments of potential consequences 
of terrorist attacks at these facilities (NRC 2007q). 

Although the NRC concludes the likelihood of a terrorist attack on the facility resulting in a 
substantial radiological release is very low, the supplement describes the potential impacts of 
such an event at Diablo Canyon. It concludes that any radiation dose to members of the public 
near the plant from a successful terrorist attack on the facility would likely be well below 
5 rem16, even in the most severe plausible threat scenarios. In many scenarios, the hypothetical 
dose could be substantially less than 5 rem, or none at all (NRC 2007q).  

4.2.1.2 Transporting Future Spent Nuclear Fuel to a Geologic Repository 
 
Once generated at a commercial reactor, SNF would eventually need to be transported to a 
geologic repository for disposal under the No Action Alternative. The environmental impacts of 
transporting future SNF from commercial sites to a geologic repository were estimated using the 
methodology described in Appendix E. Because it is unknown whether future SNF would be 
transported via rail or truck, the PEIS assesses both means of transport. Table 4.2-2 presents the 
number of radiological shipments (broken down by material to be transported) that would be 
required for the No Action Alternative for: 1) all truck and 2) a combination of truck and rail. 
Because all shipments of fresh nuclear fuel are assumed to occur via truck transport, there is no 
transportation scenario in which all transportation would occur via rail only. Consequently, the 
PEIS presents transportation impacts for a combined truck and rail scenario (in tables this 
scenario is designated as “truck/rail”).  
 

TABLE 4.2-2—Total Number of Radiological Shipments for 50 Years of  
Implementation, No Action Alternative 

Material/Waste  
Truck Transport 

(Number of 
Shipments) 

Truck/Rail 
Transport (Number 

of Shipments) 
Fresh LWR fuel 26,300 26,300a  
LWR SNF 79,000 6,300 
GTCC LLW 3,200 630 
LLW 19,000 3,800 

Source: Appendix E 
a All shipment of fresh nuclear fuel is assumed to be via truck transport. 

 
The results of the transportation analysis are presented in two sets of tables. The first set of tables 
(Tables 4.2-3 and 4.2-4) present the impacts associated with handling (loading and inspection) 
radiological material for the 200 GWe scenario. Impacts are presented in terms of radiological 
                                                 
16 Five rem is the maximum annual occupational dose limit for workers in the nuclear industry and the regulatory dose limit for persons outside 
the boundary of a spent fuel storage facility to receive from accidents (NRC 2007q). 
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impacts (expressed in person-rem and converted to LCFs using a dose-to-risk conversion factor 
of 6×10-4 LCF per person-rem). Table 4.2-3 presents the handling impacts for truck transport and 
Table 4.2-4 presents the handling impacts for combined truck and rail transport. Handling 
operations (loadings and inspections) would not affect the public.  
 
The impacts of handling radiological materials are independent of the distance that the material 
would be transported. As such, the handling impacts would be the same whether the material is 
transported, for example, 500 mi (805 km), 2,100 mi (3,380 km), or any other distance. For this 
reason, these impacts are presented separately from the in-transit impacts (which are presented in 
the second set of tables).  

 
TABLE 4.2-3—Handling Impacts for 50 Years of Implementation,  

No Action Alternative (Truck Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total 
 

person-rem LCFs person-rem LCFs person-rem  LCFs 
No Action 36,700 22 6,430 4 43,200 26 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number.  

 
TABLE 4.2-4—Handling Impacts for 50 Years of Implementation,  

No Action Alternative (Truck and Rail Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total 
 

person-rem LCFs person-rem LCFs person-rem  LCFs 
No Action 22,800 14 647 0 23,400 14 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number.  

 
The in-transit impacts are shown in Tables 4.2-5 (truck transit) and 4.2-6 (truck and rail transit). 
These impact estimates would vary based on a variety of factors, including the distance that the 
radiological material would be transported, the specific routes that would be utilized, the 
population densities along those routes, and others. Of these factors, transport distance is the 
most significant. Because the locations of future reactors and future disposal facilities are 
unknown, DOE analyzed transportation impacts over five distances: 150 mi (241 km), 500 mi 
(805 km), 1,500 mi (2,414 km), 2,100 mi (3,380 km), and 3,000 mi (4,828 km). In-transit 
impacts presented in Tables 4.2-5 and 4.2-6 are based on 2,100 mi (3,380 km) of transport. This 
distance was selected as a reference distance because it represents the average distance for all 
SNF shipments analyzed in the Yucca Mountain FEIS (DOE 2002i). Impacts associated with the 
other four distances are presented, on a per shipment basis, in Appendix E, which describes the 
transportation methodology and assumptions. Although the in-transit impacts are not exactly 
“linear” (i.e., twice the impacts for twice the distance transported), that is a close approximation. 
Consequently, if the radiological material were transported 500 mi (805 km), all of the in-transit 
impacts presented in Tables 4.2-5 and 4.2-6 could be estimated by multiplying the values in 
those tables by 0.24 (500/2,100). 
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TABLE 4.2-5—In-Transit Transportation Impacts for 50 Years of Implementation,  
No Action Alternative (Truck Transit)—200 Gigawatts Electric 

In Transit Impacts  
Crew Public Accident Impacts  

person-
rem 

LCFs person-
rem 

LCFs 

Total 
Incident-

Free 
LCFs 

person-
rem 

LCFs Collision 
Fatalities 

No 
Action 14,900 9 71,300 42 52 1.37 0 11 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number. 

 
TABLE 4.2-6—In-Transit Transportation Impacts for 50 Years of Implementation,  

No Action Alternative (Truck and Rail Transit)—200 Gigawatts Electric 
In Transit Impacts  

Crew Public Accident Impacts  

person-
rem 

LCFs person-
rem 

LCFs 

Total 
Incident-

Free 
LCFs 

person-
rem 

LCFs Collision 
Fatalities 

No 
Action 456 0 1,430 1 1 0.0828 0 3 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number. 

 
There are potentially significant differences in impacts depending upon whether transportation 
occurs via truck or a combination of truck and rail. For all alternatives, truck and rail transport 
would result in smaller impacts than truck transport. This is due to the fact that there would be 
many fewer transportation shipments for truck and rail compared to truck only. This would 
directly affect the distance traveled and exposures to both crews and the public. Additionally, the 
number of accident fatalities (collisions) would be smaller for the truck and rail transport.  
 
4.2.2 Construction and Operation of New Nuclear Electricity Capacity from 2010 

to Approximately 2060–2070 
 
This section discusses the environmental impacts of constructing and operating approximately 
200 GWe of commercial LWR capacity, including the construction and operation of 
approximately 100 GWe of new ALWR capacity and the replacement of approximately 
100 GWe of capacity once existing LWRs reach their end-of-life.17 Because the environmental 
impacts of constructing and operating 200 GWe of reactor capacity cannot be estimated with 
precision, without knowing the location of these reactors, that analysis is limited. Nonetheless, at 
a national level, the impacts can be estimated.  
 
Construction: Completing construction of up to 200 GWe of new and replacement LWR 
capacity over a minimum 45-year period18 would amount to completion of an average of 
approximately 4.5 GWe of new LWR (or other reactor types that may be licensed by the NRC) 
capacity every year. While this would be a significant amount of new construction, on a national 
level, it would not be unprecedented. In comparable terms, all of the 104 existing commercial 
LWRs (which represent approximately 100 GWe of capacity) began construction over 

                                                 
17 Appendix A, Section A.8, provides more details regarding the replacement of existing LWRs that reach end-of-life.  
18 Although the period of analysis in this PEIS is generally 2010 to approximately 2060–2070, the construction period is based on an assumption 
that no new LWRs are expected to be completed prior to about 2015; hence, the minimum 45-year period of construction (2015-2060).  
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approximately 12 years (1966–1977), and almost every one of these reactors began operations 
within a 20-year period (1970–1990).19 Consequently, constructing up to 200 GWe of new and 
replacement LWR capacity over a 45-year period would be similar in scope to the nuclear power 
construction that took place in the United States in the 20th century.  
 
The 104 existing commercial LWRs are located on 65 commercial sites in 31 states. Many sites 
contain multiple reactors. Most commercial reactor sites (whether supporting one or more 
LWRs) are approximately 3,000 acres (1200 ha) in size (NRC 1996). If 200 GWe of new LWR 
capacity were constructed nationally, it is expected that not more than 600,000 acres 
(243,000 ha) of land would be disturbed. Indeed, it is likely that new LWRs would be colocated, 
to the extent economical and practical, with existing LWRs. Depending on the specific sites, 
construction activities would disturb land and have the potential to impact stormwater runoff, 
cause erosion, affect cultural resources, and disturb plant and animal habitats. 
 
Construction impacts would be typical of major projects and would involve similar risks of any 
large industrial activity. During construction activities, principal nonradiological pollutants such 
as certain criteria pollutants (nitrogen dioxide, sulfur dioxide, carbon monoxide, and particulate 
matter) and carbon dioxide could be emitted. Emission of the gases nitrogen dioxide, sulfur 
dioxide, and carbon monoxide would come primarily from fuel combustion by vehicles, 
construction equipment, and boilers. Particulate matter would be released mainly as a component 
of fugitive dust from land and excavation activities, as well as in smaller quantities from fuel 
combustion. 
 
Socioeconomic impacts would occur in communities in the vicinity of any future LWR. 
Employment, population, economic measures, housing, and public services could all be affected 
by construction. Peak construction employment would likely be several thousand workers, and 
construction duration for a typical LWR would likely span 5 to 10 years.  
 
Workers would be subject to industrial hazards during construction. Examples of the types of 
industrial hazards that could present themselves include tripping, being cut on equipment or 
material, dropping heavy objects, and catching clothing in moving machine parts. 
 
Operation: Operation of LWRs would require natural uranium, enriched uranium, fuel 
fabrication, and affect water resources, impact the visual environment, produce socioeconomic 
impacts, impact human health and safety, and produce wastes. These topics are addressed below. 
 
Uranium Requirements: The quantity of natural uranium needed to support a capacity of 
200 GWe, assuming an average enrichment of 4.4 percent, would be approximately 
39,200 MT/yr (see Table 4.8-1). The 39,200 MT of natural uranium would represent 
approximately the amount of uranium that was mined in the world in 2006 and would be 
24 times more than the quantities currently mined in the United States annually (see  
Table 4.1-1). From this 39,200 MT, approximately 4,340 MT of enriched uranium (assuming 
4.4 percent enrichment) would be required annually. Approximately 26 million SWUs would be 
required annually to support a capacity of 200 GWe. The licensed capacity of the enrichment 
facility at Paducah, the American Centrifuge Plant, and the LES Facility is 17.8 million SWUs. 
                                                 
19 See http://www.eia.doe.gov/cneaf/nuclear/page/nuc_reactors/operational.xls for more details (EIA 2007j).  
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Consequently, enrichment facilities in the United States would need to be expanded by 
approximately 47 percent or larger quantities of enriched uranium would need to be imported. 
Additionally, if Paducah shuts down in 2012, the U.S. enrichment capacity would be reduced to 
approximately 6.8 million SWUs. To support a 200 GWe capacity, enrichment capacities in the 
United States would need to be expanded by approximately 300 percent or larger quantities of 
enriched uranium would need to be imported.  
 
Fuel Fabrication Requirements: The United States currently has three operational LWR 
uranium fuel fabrication facilities with a capacity to produce approximately 3,500 MT of LWR 
fuel assemblies (Table 4.1-2). The current LWRs require approximately 2,000 MT of fresh LWR 
fuel assemblies annually. For 200 GWe, approximately 4,340 MT of fresh LWR fuel assemblies 
would need to be produced annually. Consequently, the fuel fabrication facilities in the United 
States would need to be expanded by approximately 25 percent or fresh LWR fuel assemblies 
would need to be imported.  
 
Land Resources: Once operational, a total of approximately 600,000 acres (243,000 ha) of land 
could be occupied by facilities, paved areas, and buffer zones. Most of this area would not be 
disturbed but would serve as a buffer between the actual facility and the outer facility boundary. 
The total site area would be determined by accident analyses and regulatory requirements, 
including safeguards and security.  
 
Visual Resources: With respect to visual characteristics, the visibility of any LWR from 
publicly accessible locations would be dependent on the future site characteristics. For sites that 
use “wet” cooling tower systems, the water vapor plume from cooling tower operations may be 
visible for many miles from the plant.  
 
Air Resources: LWRs generate both nonradiological and radiological emissions. Non-
radiological emissions, which are predominantly associated with vehicle emissions and 
emergency diesel generator testing and operations, are generally small. With respect to 
radiological emissions, all nuclear power plant operators are required to monitor radioactive 
airborne emissions from the plant and to file a report of these emissions annually with the NRC 
with a list of the radioactive isotopes released, the quantity released, and the radiation dose to the 
public. The concentrations of radionuclides released into the environment from a nuclear facility 
are generally too low to be measurable outside the plant’s boundary (NRC 2008c). The potential 
impacts to human health are presented in the “Human Health” section below. 
 
Water Resources: Every operating LWR would use significant quantities of water. A typical 
GWe of LWR capacity requires approximately 3 to 6 billion gal (11 to 23 billion L) of water 
yearly, mainly for heat dissipation20 (EPRI 2002). As a result, most LWRs are located near major 
sources of water, such as natural lakes, man-made lakes, rivers, or the ocean. Water can also be 
supplied from groundwater. In arid environments, “dry” cooling towers can be utilized to reduce 
water requirements.21 The heat dissipation system selected would be dependent on site 

                                                 
20 A typical 1 GWe reactor would withdraw 3 to 6 billion gal/yr (11 to 23 billion L/yr) for cooling (using “wet cooling”). Water consumption 
would be less than 60 million gallons/yr (227 million L/yr). 
21 There are two main types of cooling technology, the air system (“dry cooling”) and the wet system. An air-cooled system operates like a very 
large automobile radiator. These systems use a flow of air to cool water flowing inside finned tubes. It is essentially a closed-loop system where 
air is passed over large heat exchange surfaces. While air cooling is a reliable and proven technology, it has some technical and economic 
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characteristics. Although LWRs withdraw large quantities of water from a source body, virtually 
all of that water is returned to its source at a quality similar to that removed, albeit a bit warmer 
and sometimes with a trace of residual chlorine. Only a small quantity (about 1 percent) is 
consumed via increased evaporation to the atmosphere from the warm discharge water plume 
(EPRI 2002). 
 
Socioeconomic Impacts: Similar to construction, socioeconomic impacts would occur in 
communities in the vicinity of any future LWR. Although operations would generally employ 
fewer workers than peak construction, employment, population, economic measures, housing, 
and public services could all be affected. A typical LWR employs approximately 500 to 
1,000 workers. 
 
Human Health: In addition to nonradiological hazards, workers would be subject to radiological 
hazards, including radiation exposure. In 2006, approximately 116,000 individuals working in 
commercial nuclear plants in the United States were monitored, and approximately 
59,000 received a measurable dose (hereafter, workers who received a measurable dose will be 
referred to as “radiation workers”). During 2006, these radiation workers incurred a collective 
dose of approximately 11,000 person-rem; this represents a 4 percent decrease from the 2005 
value. The average dose to radiation workers was approximately 190 mrem (NRC 2007l). 
Assuming these doses would be similar for LWRs in the future, the average LWR worker would 
have a 1.0 x10-5 risk of developing an LCF (a 1 in 9,000 chance of an LCF).  
 
The public would also be subject to radiation exposure, primarily from airborne releases of 
radionuclides. To estimate radionuclide releases from normal operations, DOE obtained actual 
radiological emission data from the South Texas Project Electric Generating Station. This 
generating station operates two of the newest LWRs (operations began in 1988 for Unit 1 and 
1989 for Unit 2). In terms of electrical output, these LWRs are also relatively large (more than 
1,250 megawatts electric (MWe) each), which provides a measure of conservatism regarding 
radiological emissions. Because these reactors are relatively new and large, their radiological 
emissions are assumed to be representative of future LWRs.  
 
DOE developed six hypothetical sites to assess the impacts of various scenarios (see  
Appendix D, Section D.1.6.1). These sites provide a range of values for two parameters: offsite 
(50-mi [80-km]) population and meteorological conditions that would directly affect the offsite 
consequences of any release. The 50-mi (80-km) population has a direct effect on the collective 
dose received in the area surrounding the site. The environmental concentrations which would 
result from a hypothetical release depend on the meteorological mechanisms of advection and 
dispersion that a release would experience as it is transported downwind. An additional 
parameter, the distance to the site boundary, was also considered as a site differentiator. This 
distance affects the dose to the MEI. In general, the greater the distance to the site boundary is, 
the smaller the dose to the MEI will be. There are no current regulatory minimum distances 
which apply to facility siting. In order to keep the number of permutations of analyzed site 
conditions reasonable and still represent a range of conditions, this distance was held constant for 

                                                                                                                                                             
drawbacks in comparison to a wet mechanical cooling system, which requires the use of significant amounts of water. The principal drawbacks of 
air cooling are increased noise levels, higher capital costs, and larger physical dimensions. There are currently no existing LWR facilities in the 
United States using the “dry cooling system.”  
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each generic site at 3,020 ft (920 m) based on the average distance to the site boundary at 
existing reactors.  
 
Based on modeling results, the impacts from normal operations of future LWRs are shown in 
Table 4.2-7.  
 

TABLE 4.2-7—Normal Operation Radiological Impacts to the Public from 
the No Action Alternative at Six Hypothetical Sites in the United States 

LWR (1,264 MWe)a 
 Maximally 

Exposed 
Individual 
(MEI) dose 
(mrem/yr) 

MEI LCFs 
50-Mile 

Population dose 
(person-rem/yr) 

50-Mile Population 
LCFs 

Site 1 0.02 1.1x10-5  0.05 3.0x10-5 
Site 2 0.02 1.1x10-5 0.06 3.8x10-5 
Site 3 0.01 8.6x10-6 0.46 2.7x10-4 
Site 4 0.04 2.4x10-5 0.22 1.3x10-4 
Site 5 0.04 2.4x10-5 0.27 1.6x10-4 
Site 6 0.03 2.0x10-5 2.04 0.001 

Source: Annett 2008 
a Radiological emission data from 2005 for a single 1,264 MWe pressurized water reactor (PWR).  
 

As shown in Table 4.2-7, MEI doses for the LWR would be well below the 10 mrem/yr standard 
at each of the six hypothetical sites.  
 
Facility Accidents: With respect to accidents, impacts would be dependent on many factors, 
including the type of accident, site characteristics, and the distribution of population in the 
surrounding environment; therefore, a traditional accident analysis is not meaningful. Any LWR 
would need to meet NRC regulatory licensing limits which would limit the dose to the MEI at 
the site boundary to 25 rem for extremely unlikely events (i.e., those with a frequency between 
1×10-4/yr to 1×10-6/yr) (see 10 CFR 100.11). It would be expected that any severe accidents may 
result in the deaths of some involved workers. As a point of reference, however, the accident at 
the Three Mile Island Unit 2 nuclear power plant near Middletown, PA, on March 28, 1979, was 
the most serious in U.S. commercial nuclear power plant operating history,22 even though it led 
to no deaths or injuries to plant workers or members of the nearby community (NRC 2007f).  
 
Appendix D presents the impacts for a range of accidents, at a variety of sites, which are 
expected to be representative of the types of accidents that could occur in existing LWRs and 
future ALWRs. For the No Action Alternative, it is assumed that LWRs and ALWRs would be 
fueled with conventional low-enriched uranium (LEU).23 This section summarizes the accident 
impacts associated with LEU fueled LWRs and ALWRs. 
 
                                                 
22 The catastrophic Chernobyl accident in the former Soviet Union, in 1986, is generally considered the most severe nuclear reactor accident to 
occur in any country. It is widely believed an accident of that type could not occur in U.S.-designed plants. The NRC evaluated the Chernobyl 
accident and “concluded that no immediate changes were needed in the NRC's regulations regarding the design or operation of U.S. commercial 
nuclear reactors as a result of lessons learned from Chernobyl. U.S. reactors have different plant designs, broader shutdown margins, robust 
containment structures, and operational controls to protect them against the combination of lapses that led to the accident at Chernobyl” 
(NRC 2007n).  
23 DOE acknowledges that a limited use of mixed-oxide (MOX) fuel, fabricated from surplus plutonium from the defense program, could be used 
in certain LWRs and ALWRs. Section 4.4 summarizes accident impacts associated with use of MOX-fueled LWRs and ALWRs. 
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Probability and Frequency 
 
The probability of an accident 
occurring is expressed as a number 
between 0 (no chance of occurring) 
and 1 (certain to occur). 
Alternatively, instead of probability 
of occurrence, one can specify the 
frequency of occurrence (e.g., once 
in 200 years, which also can be 
expressed as 0.005 times per year) 
(DOE 2006p). 

With respect to existing LEU fueled LWRs, the internally initiated accident with the highest 
consequence to the onsite and offsite populations would be the “Interfacing System Loss of 
Coolant Accident (Interfacing System LOCA)” scenario (see Appendix D, Section D.2.1 for 
more information on this accident and others analyzed for the No Action Alternative). Using the 
dose-to-risk conversion factor of 6×10-4 LCF per person-rem, the collective population doses are  

estimated to result in 900 to 40,000 additional LCFs in the surrounding population. These 
consequences are consistent with the results of the NRC’s Severe Accident Risks: An Assessment 
for Five U.S. Nuclear Power Plants, NUREG-1150 (NRC 1990) and the SPD EIS (DOE 1999d) 
when the high population and unfavorable meteorology are considered. The higher consequences 
for this accident are not the result of differences in the fuels relative to other reactors, but are 
instead the result of the use of high release parameters and an assumption that all containment 
and filter systems would fail. For the MEI, this scenario would result in an increased likelihood 
of an LCF of 1. These noninvolved worker doses would likely result in prompt radiation health 
effects, up to death. 
 
Consequences do not account for the probability (or 
frequency) of an accident, and thus represent the impacts 
that could result if an accident were to occur. Another useful 
metric to consider in an accident analysis is risk. Risk takes 
into account the probability of an accident and is determined 
by multiplying the consequences of an accident by the 
probability of occurrence.  
 
For existing LEU fueled LWRs, the internally initiated 
accident with the highest risk to the onsite and offsite 
populations is the “Interfacing System LOCA” scenario (see 
Appendix D, Section D.2.1 for more information on this 
accident and others analyzed for the No Action Alternative). The collective risk to the offsite 
population for this scenario would range from 6×10-5 expected LCF per year of operation in the 
Site 1 offsite population to 0.002 expected LCF per year of operation in the Site 6 offsite 
population. For the MEI, the same scenario would result in an increased risk of an LCF of 6×10-8 
per year of operation at all sites. For the noninvolved worker, this scenario would result in an 
increased risk of an LCF of 7×10-8 per year of operation. 

Internally, Externally, and Natural Phenomena Initiated Accidents  
 

This PEIS considers accidents that are internally, externally, and natural phenomena initiated. Internally initiated 
accidents are associated with a specific reactor design. These accidents could include events like failure of a 
reactor coolant pump, operator error, or loss of coolant. Externally initiated accidents are location-dependent and 
could be caused by an event such as an aircraft crash. Natural phenomena are typically location-dependent and 
include events such as earthquakes and tornadoes. Externally and natural phenomena initiated events are 
analyzed by the use of consistent release parameters regardless of the reactor design or generic location in order 
to provide a common basis for comparison. 
  
Externally and natural phenomena initiated accidents, which are described and the results presented in Appendix 
D, are generally the highest consequence accidents. Externally and natural phenomena accidents have the 
potential to mask any differences between reactor technologies and are most useful in providing a basis of 
comparison for core inventory (i.e., ultimate consequences).  
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With respect to future LEU fueled ALWRs, the internally initiated event with the highest 
consequence to the onsite and offsite populations would be the “Low Pressure Core Melt with 
Loss of Long-Term Coolant Makeup and Containment Vessel” scenario, which has a frequency 
of 1.1×10-8/yr (see Appendix D, Section D.2.1 for more information on this accident and others 
analyzed for the No Action Alternative). Using the dose-to-risk conversion factor of 6×10-4 LCF 
per person-rem, the collective population doses would result in 5 to 200 additional LCFs in the 
surrounding population. For the MEI, this scenario would result in an increased likelihood of 
LCF of 0.1 to 0.9. The noninvolved worker doses would likely result in prompt radiation health 
effects, up to death.  
 
Consequences do not account for the probability of an accident, and thus represent the impacts 
that could result if an accident were to occur. Another useful metric to consider in an accident 
analysis is risk. Risk takes into account the probability of an accident and is determined by 
multiplying the consequences of an accident by the probability of occurrence. 
 
The internally initiated LEU fueled ALWR accident with the highest risk to the onsite and offsite 
populations is the “Failure of Small Primary Coolant Line Outside the Containment” scenario 
(see Appendix D, Section D.2.1 for more information on this accident and others analyzed for 
the No Action Alternative). The collective risk to the offsite population for this scenario would 
range from 2×10-7 expected LCF per year of operation in the Site 1 offsite population to 6x10-6 
expected LCF per year of operation in the Site 6 offsite population. For the MEI, the internally 
initiated accident with the greatest risk is also the “Failure of Small Primary Coolant Line 
Outside Containment” scenario, which would result in an increased risk of an LCF of 2×10-9 per 
year (at Sites 1-3) to 1×10-8 per year of operation (at Sites 4-6). For the noninvolved worker, the 
“Failure of Small Primary Coolant Line Outside Containment” scenario would result in an 
increased risk of an LCF ranging from 2×10-8 per year of operation (at Sites 1-3) to 1×10-7 per 
year of operation (at Sites 4-6). 
 
Spent Nuclear Fuel and Radioactive Wastes: Typical nuclear power plants generate SNF and 
LLW, including Greater-than-Class-C (GTCC) LLW. Interim SNF storage is addressed in 
Section 4.2.1.1. LLW consists of items that have come in contact with radioactive materials, 
such as gloves, personal protective clothing, tools, water purification filters and resins, plant 
hardware, and wastes from reactor cooling-water cleanup systems. It generally has levels of 
radioactivity that decay to background radioactivity levels in less than 500 years. About 
95 percent of such radioactivity decays to background levels within 100 years or less. A typical 
LWR generates approximately 740 to 2,790 ft3 (21 to 79 m3) of LLW annually (NEI 2007). The 
LLW generated at nuclear power plants is transferred to a domestic licensed commercial 
treatment and/or disposal facility. Over a 50-year implementation period24, the No Action 
Alternative would generate the SNF and radioactive wastes shown in Table 4.2-8.  
 

                                                 
24 The 50-year implementation period is used to reflect the period of time from 2010 to approximately 2060–2070, during which any of the 
alternatives would be implemented to support the growth in nuclear electricity generating capacity from approximately 100 GWe to 200 GWe. 
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TABLE 4.2-8—Total Spent Nuclear Fuel and Wastes Generated by  
the No Action Alternative (50 Years of Implementation) 

Waste Category LWRs  
(200 GWe in 2060-2070) 

LWR SNF (MTHM) 158,000 a 

LLW (solid) (cubic meters) LB: 150,000 
UB:585,000 b 

GTCC LLW (cubic meters) 2,500 c 
 LB = lower bound; UB = upper bound. 
 a Calculation of SNF generated assumes new LWRs are added at a uniform rate over the 2015 to  
2060–2070 time period to achieve 200 GWe capacity. Existing LWRs are assumed to be replaced as they 
reach end-of-life between 2020 and 2060-2070. PEIS assumes that LWR would generate 21.7 MTHM of 
SNF/GWe-yr.  
b Derived from data for a typical LWR which would generate approximately 21 to 79 m3 of LLW annually 
(NEI 2007). Based on growth from approximately 100 GWe in 2010 to 200 GWe by approximately  
2060–2070.  
c GTCC LLW from nuclear reactors is produced as a result of normal operations and becomes available 
for disposal during facility decommissioning. The majority of GTCC LLW generated by nuclear reactors 
is activated metal. It has been estimated that approximately 813 m3 of GTCC LLW would be generated 
when the existing 104 commercial LWRs undergo decontamination and decommissioning (D&D) 
(SNL 2007). Scaling those results to account for production of 200 GWe of electricity via nuclear 
reactors, it is estimated that approximately 2,500 m3 (3,270 yd3) of GTCC LLW could result from D&D 
(including D&D of existing LWRs). See Section 4.9 for a discussion of GTCC LLW from reactor 
decommissioning.  
Note: all values except GTCC LLW rounded to nearest thousand. 

 
Treatment facilities process the LLW by various methods to reduce toxicity, reduce volume, and 
immobilize the waste prior to transferring the waste to a licensed disposal facility. Currently, the 
Nation is served by three commercial disposal facilities which are located in South Carolina, 
Utah, and Washington (see Section 4.1.6). The volume and radioactivity of LLW processed 
varies from year to year based on the types and quantities of waste. In 2005, these facilities 
collectively disposed of 113,000 m3 and 530,000 Curies (Ci) of LLW (NRC 2007g). Disposal 
capacity of these facilities is established in licenses with the NRC. For the 200 GWe capacity, 
the annual LLW volumes could grow from 4,200 to 15,800 m3, which would represent 
approximately 3.5 to 14 percent of the 2005 LLW quantities. GTCC LLW from nuclear reactors 
is produced as a result of normal operations and becomes available for disposal during facility 
decommissioning. The majority of GTCC LLW generated by nuclear reactors is activated metal. 
Disposal of GTCC LLW would occur pursuant to the Low-Level Radioactive Waste Policy 
Amendments Act of 1985, at facilities to be determined by the DOE.  
 
Transportation: The transportation impacts for the No Action Alternative are presented in 
Section 4.2.1.2. 
 
4.3 FAST REACTOR RECYCLE FUEL CYCLE ALTERNATIVE (FAST REACTOR 

RECYCLE ALTERNATIVE) 
 
The Fast Reactor Recycle Alternative is described in Chapter 2, Section 2.3. Under the Fast 
Reactor Recycle Alternative, the United States would pursue a closed fuel cycle and recycle SNF 
in a system that includes LWRs, nuclear fuel recycling centers25, and fast reactors (advanced 

                                                 
25 Each nuclear fuel recycling center could be made up of one, two, or three facilities that may or may not be colocated with each other: 1) an 
LWR SNF separations facility (800 MTHM/yr capacity); 2) a fast reactor transmutation fuel fabrication facility (100 MTHM/yr capacity); and  
3) a fast reactor SNF separations facility (100 MTHM/yr capacity). For this PEIS, it is assumed that these facilities would not be collocated; 
consequently, the nuclear fuel recycling center presented in this PEIS is made up of three facilities. 
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recycling reactors) that would utilize recycled constituents (uranium and transuranics) as fuel to 
produce electricity. At the programmatic level, this PEIS assesses the potential environmental 
impacts associated with broad implementation of the Reactor Recycle Alternative with a capacity 
of approximately 200 GWe, based on a 1.3 percent growth rate for nuclear power. The PEIS also 
provides information for a growth scenario of 2.5 percent, which would result in a capacity of 
approximately 400 GWe (see Table 4.8-2), a 0.7 percent growth rate (see Table 4.8-3), and a 
zero growth scenario, which would result in a capacity of approximately 100 GWe (see 
Table 4.8-4).  
 
This PEIS presents the environmental impacts of the Fast Reactor Recycle Alternative as 
follows: 
 
Construction and Operation of Fast Reactor Recycle Alternative Facilities: The impacts of 
establishing and implementing the Fast Reactor Recycle Alternative with a capacity of 
approximately 200 GWe are presented. This analysis includes the construction of Fast Reactor 
Recycle Alternative facilities, transportation of LWR SNF from commercial reactors to SNF 
recycling facilities, operations to recycle SNF and produce fuel for advanced recycling reactors, 
transportation of fuel to/from advanced recycling reactors, and waste management impacts 
(which would include the impacts of establishing additional geologic repository capacity for 
HLW, and the transport of HLW to a geologic repository). The analysis includes the 
environmental impacts of operating up to 200 GWe of capacity in LWRs and fast reactors, 
including the replacement of approximately 100 GWe of LWR capacity that reaches end-of life, 
and the construction and operation of approximately 100 GWe of new reactor capacity using 
both LWRs and fast reactors. These impacts are presented in Section 4.3.1. 
 
The following assumptions are relevant to the analysis of the Fast Reactor Recycle Alternative.  
 
Destruction of Transuranics in Advanced Recycling Reactor(s): The advanced recycling 
reactors in the PEIS alternatives provide for the net destruction of transuranic elements in 
transmutation fuel in each advanced recycling reactor cycle. The amount of transuranic 
destruction is usually expressed by the “conversion ratio” (CR)26. The PEIS assumes a CR of 0.5 
and discusses less efficient and more efficient transuranic destruction.  
 
Percent of Electricity Generation from Advanced Recycling Reactors: In simple terms, a 
balance would be achieved when the mass of transuranics produced and recovered from LWR 
SNF during processing equals the mass of transuranics consumed in advanced recycling reactors 
per unit time. This balance would depend on a number of factors, including advanced recycling 
reactor size, transuranic destruction efficiency, and the number of operating LWRs (which, in 
turn is based on estimated future electricity growth and the nuclear power share of the electricity 
generation market). For this PEIS, a balance of 60 percent LWRs and 40 percent advanced 
recycling reactors is presented.  
 

                                                 
26 As used in this PEIS, the “conversion ratio” (CR) of a fast reactor is the ratio of the amount of transuranic elements that are produced to the 
amounts that are consumed in the reactor during the time the fuel is in the reactor. The CR determines the number of fast reactors required to 
consume transuranics separated from the LWR SNF. At a CR of 0.5, approximately 20 percent of the transuranics would be destroyed per fast 
reactor recycle pass. This PEIS also includes a sensitivity analysis of changing the CR in Section 4.3.2.  
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4.3.1 Construction and Operation of Fast Reactor Recycle Alternative Facilities  
 
Appendix A (Sections A.4.2 and A.6, respectively) describes an advanced recycling reactor and 
a nuclear fuel recycling center, which would be the two major types of facilities required to 
implement the Fast Reactor Recycle Alternative. This PEIS acknowledges that implementation 
of the Fast Reactor Recycle Alternative to achieve a capacity of 200 GWe would be a long-term 
process carried out over many decades. Initially, implementation of the Fast Reactor Recycle 
Alternative could begin at demonstration capacity (on the order of a 100 MTHM per year SNF 
recycling center and a 250-megawatts thermal (MWth) advanced recycling reactor) before 
ramping-up to commercial capacities.  
 
Construction: For the Fast Reactor Recycle Alternative with a capacity of 200 GWe, the 
following facilities could be built: 
  

– 120 GWe of LWR capacity (which would include the replacement of approximately 
100 GWe of LWR capacity when existing LWRs reach their end-of-life).  

– 80 GWe of fast reactor capacity. 
– Three LWR separation facilities (each with a capacity of approximately 

800 MTHM/yr).27  
– Up to eight transmutation fuel fabrication facilities (each with a capacity to fabricate 

100 MTHM/yr of transmutation fuel).28  
– Up to eight fast reactor SNF separations facilities (each with a capacity to separate 

100 MTHM/yr of fast reactor SNF).29 
 

Although some facilities could be colocated, the construction of this much capacity would 
necessitate that many sites in the United States be utilized. For this analysis, it is assumed that 
none of the facilities would be colocated, which would necessitate transportation of material 
between the facilities during operations. If facilities were colocated, transportation impacts 
would decrease compared to the results presented. With respect to health and safety impacts,  
co-locating facilities would produce additive impacts comprised of the individual facility 
impacts. The impacts of accidents from each individual facility would not change due to 
colocation. That is, an accident in one facility would not cause an accident in another facility. 
Some external events, such as a large seismic event, could cause multiple accidents in colocated 
facilities. However, even in those cases, the total accident impacts would be comprised of the 
additive impacts from the individual facilities. 
 
On a national level, constructing up to 200 GWe of reactor capacity over approximately 45-years 
(assuming the first LWR comes on-line in approximately 2015, fast reactors begin coming  
on-line in approximately 2020, and construction continues at a relatively steady pace thereafter 
                                                 
27 As shown in Table 2.10-1, the 200 GWe scenario would require approximately 2,600 MTHM/yr of LWR separations capacity. The PEIS 
analysis is based on a LWR separation facility sized at 800 MTHM/yr. Therefore, three to four 800 MTHM/yr facilities would be required to treat 
this amount of SNF. For the purposes of this analysis, three facilities were assumed having a capacity to separate 2,400 MTHM/yr. 
Approximately 200 MTHM/yr would need to be stored (see Section 4.3.3) until additional capacity is made available.  
28 As shown in Table 2.10-1, the 200 GWe scenario would require approximately 720 MTHM/yr of transmutation fuel fabrication capacity. The 
PEIS analysis is based on a transmutation fuel fabrication facility sized at 100 MTHM/yr. Because eight facilities would have a capacity to 
fabricate 800 MTHM/yr, there would be an excess capacity of approximately 80 MTHM/yr.  
29 As shown in Table 2.10-1, the 200 GWe scenario would require approximately 720 MTHM/yr of fast reactors SNF separation capacity. The 
PEIS analysis is based on a fast reactor SNF separation facility sized at 100 MTHM/yr. Because eight facilities would have a capacity to separate 
800 MTHM/yr, there would be an excess capacity of approximately 80 MTHM/yr.  
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until 2060–2070) is assumed. Assuming an average of 3,000 acres (1,200 ha) per GWe of reactor 
capacity (see Chapter 3, Section 3.2.2), the amount of land disturbed by construction of the 
reactor facilities could be up to 600,000 acres (243,000 ha) of land (assuming none of the 
reactors are colocated, which is a conservative assumption because it is likely that a reactor site 
would include multiple reactors, as is common in the commercial nuclear power industry).  
 
Construction of 3 LWR separation facilities would require a total of approximately 1,500 acres 
(600 ha) (based on 500 acres [200 ha] per facility, see Appendix A, Section A.6.1.2). 
Construction of 8 fast reactor SNF separations facilities would require a total of approximately 
2,000 acres (800 ha) (based on 250 acres [100 ha] per facility, see Appendix A, Section A.6.3.2). 
Construction of 8 transmutation fuel fabrication facilities would require a total of approximately 
800 acres (320 ha) (based on 100 acres [40 ha] per facility, see Appendix A, Section A.6.2.2). 
The total land required for the Fast Reactor Recycle Alternative with a capacity of 200 GWe 
would be approximately 604,000 acres (244,000 ha).  
 
Construction of any of these nuclear facilities could produce peak employments of several 
thousand workers. Because construction impacts would be highly localized and dependent on 
specific sites proposed for facilities, any further discussion of construction impacts would not 
provide meaningful information relative to the programmatic construction impacts.  
 
Operation: Operation of the facilities would predominantly affect land resources, water 
resources, impact the visual environment, produce socioeconomic impacts, impact human health 
and safety, produce wastes, and require transportation of nuclear materials. These topics are 
addressed below. 
 
Uranium Requirements: The quantity of natural uranium needed to support a capacity of 
200 GWe, assuming an average enrichment of 4.4 percent, would be approximately 24,400 MT 
per year (see Table 4.8-1). The 24,400 MT of natural uranium would represent approximately 
62 percent of uranium that was mined in the world in 2006 and would be 14 times more than the 
quantities currently mined in the United States annually (see Table 4.1-1). From this 24,400 MT, 
approximately 2,700 MT of enriched uranium (assuming 4.4 percent enrichment) would be 
required annually. Approximately 16 million SWUs would be required annually to support a 
capacity of 200 GWe. The licensed capacity of Paducah, the American Centrifuge Plant, and the 
LES Facility is 17.8 million SWUs. Consequently, enrichment facilities in the United States 
could meet this demand. However, if Paducah shuts down in 2012, the United States enrichment 
capacity would be reduced to approximately 6.8 million SWUs. To support a 200 GWe capacity, 
enrichment capacities in the United States would need to be expanded by more than 100 percent 
or larger quantities of enriched uranium would need to be imported.  
 
Fuel Fabrication Requirements: The United States currently has three operational LWR 
uranium fuel fabrication facilities with a capacity to produce approximately 3,500 MT of LWR 
fuel assemblies (Table 4.1-2). For the Fast Reactor Recycle Alternative, approximately 
2,700 MT of fresh LWR fuel assemblies would need to be produced annually to support the 
200 GWe scenario. Consequently, the fuel fabrication facilities in the United States would be 
able to provide this capacity. The fast reactor fuel fabrication requirements would be met by  
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constructing and operating the eight fast reactor SNF separations facilities with an associated 
transmutation fuel fabrication capability.  
 
Land Resources: Once operational, a total of approximately 605,000 acres (245,000 ha) of land 
could be occupied by facilities, paved areas, and buffer zones. Most of this area would not be 
disturbed but would serve as a buffer between the actual facility and the outer facility boundary. 
The total site area would be determined by accident analyses and regulatory requirements, 
including safeguards and security. 
 
Visual Resources: With respect to visual characteristics, the visibility of any facility from 
publicly accessible locations would be dependent on the future site characteristics. For sites that 
use “wet” cooling tower systems, the water vapor plume from cooling tower operations may be 
visible for many miles from the plant.  
 
Air Resources: The facilities associated with the Fast Reactor Recycle Alternative would 
generate both nonradiological and radiological emissions. Nonradiological emissions, which are 
predominantly associated with vehicle emissions and emergency diesel generator testing and 
operations, would be small. With respect to radiological emissions, all facility operators would 
be required to monitor radioactive airborne emissions discharges and file a report of these 
discharges annually with the NRC with a list of the radioactive isotopes released, the quantity 
released, and the radiation dose to the public (NRC 2008c). The potential impacts to human 
health are presented in the “Human Health” section below. 
 
Water Resources: Every operating reactor would use significant quantities of water. A typical 
GWe of reactor capacity requires approximately 3 to 6 billion gal (11 to 23 billion L) of water 
yearly, mainly for heat dissipation30 (EPRI 2002). As a result, most reactors are located near 
major sources of water, such as natural lakes, man-made lakes, rivers, or the ocean. Water can 
also be supplied from groundwater. In arid environments, “dry” cooling towers can be utilized to 
reduce water requirements.31 The heat dissipation system selected would be dependent on site 
characteristics. Although reactors withdraw large quantities of water from a source body, 
virtually all of that water is returned to its source at a quality similar to that removed, albeit a bit 
warmer and sometimes with a trace of residual chlorine. Only a small quantity (about 1 percent) 
is consumed via increased evaporation to the atmosphere from the warm discharge water plume 
(EPRI 2002). 
 
A nuclear fuel recycling center would use significant quantities of water. Each LWR SNF 
separation facility would require approximately 330 million gal/yr (1.3 billion L/yr) 
(WSRC 2008a). Three facilities would require approximately 1 billion gal/yr (3.8 billion L/yr). A 
fast reactor SNF separation facility with an associated transmutation fuel fabrication capability  
 

                                                 
30 A typical 1 GWe reactor would withdraw 3 to 6 billion gal/yr (11 to 23 billion L/yr) for cooling (using “wet cooling”). Water consumption 
would be less than 60 million gal/yr (230 million L/yr). 
31 There are two main types of cooling technology, the air system (“dry cooling”) and the wet system. An air-cooled system operates like a very 
large automobile radiator. These systems use a flow of air to cool water flowing inside finned tubes. It is essentially a closed-loop system where 
air is passed over large heat exchange surfaces. While air cooling is a reliable and proven technology, it has some technical and economic 
drawbacks in comparison to a wet mechanical cooling system, which requires the use of significant amounts of water. The principal drawbacks of 
air cooling are increased noise levels, higher capital costs, and larger physical dimensions. There are currently no existing LWR facilities in the 
United States using the “dry cooling system.” 
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would require approximately 125 million gal/yr (470 million L/yr) (WSRC 2008b, 
WSRC 2008c). Eight facilities would require approximately 1 billion gal/yr (3.8 billion L/yr). 
 
Socioeconomic Impacts: Socioeconomic impacts would occur in communities in the vicinity of 
any future facility. For each GWe of capacity, an LWR and advanced recycling reactor would 
require approximately 500 to 1,000 workers. Employment estimates for the recycling facilities 
are: approximately 3,000 workers for each LWR SNF separation facility; approximately 
2,000 workers associated with a fast reactor SNF separation facility; and approximately 1,000 
workers associated with a transmutation fuel fabrication facility (WSRC 2008a, WSRC 2008b).  
 
Human Health: In addition to nonradiological hazards, workers at each of the facilities would 
be subject to radiological hazards, including radiation exposure, as discussed below.  
 

– The total annual dose to workers associated with the nuclear fuel recycling centers would 
be approximately 4,600 person-rem (LWR separation: 3 facilities x 2,226 radiation 
workers/facility x 250 mrem/yr average dose [WSRC 2008a]; fast reactor SNF 
separation/fuel fabrication: 8 facilities x 1,456 radiation workers/facility x 250 mrem/yr 
average dose [WSRC 2008b, WSRC 2008c]).  

– The total annual dose to workers at the advanced recycling reactors (80 GWe of capacity) 
would be approximately 8,360 person-rem (assumes 550 radiation workers/GWe x 
190 mrem/yr average dose32).  

– At the LWRs (120 GWe of capacity), the total annual dose to workers would be 
approximately 12,500 person-rem (assumes 550 radiation workers/GWe x 190 mrem/yr 
average dose).  

 
The total annual dose to workers associated with the 200 GWe Fast Reactor Recycle Alternative 
would be approximately 25,500 person-rem, which equates to an annual LCF risk of 
approximately 15. Statistically, this means that 15 LCFs could occur for every year of operation 
of a Fast Reactor Recycle Alternative at the capacities assumed at the end of the implementation 
period (i.e., that separates 2,400 MTHM/yr of LWR SNF and 800 MTHM/yr of fast reactor SNF, 
produces 800 MTHM/yr of fast reactor transmutation fuel, and operates 200 GWe of LWR and 
advanced recycling reactor capacity. 
 
The public would also be subject to radiation exposure, primarily from airborne releases of 
radionuclides. As described in Appendix D, Section D.1.6, DOE developed six hypothetical sites 
to assess the impacts of potential radiological releases associated with normal operations of 
facilities. Potential doses from LWRs are shown in Table 4.2-6 for the six hypothetical sites. For 
the nuclear fuel recycling center and the advanced recycling reactor, public exposures would 
vary depending on many factors, but would predominantly be affected by prevailing weather 
patterns and the proximity of the facilities to local population centers. Based on modeling results, 
the impacts from normal operations of the nuclear fuel recycling center33 and the advanced 
                                                 
32 550 radiation workers/GWe x 190 mrem/yr average dose is based on data for the actual average operating LWR. The “Advanced Burner 
Reactor” report (Briggs et al. 2007), estimated 385 workers with an average annual worker dose of 210 mrem per GWe of capacity. This would 
equate to a total dose of 6,468 person-rem for the 80 GWe capacity. For purposes of this dose estimate, the PEIS uses the actual LWR data. These 
data represented the best available information and were used to facilitate the comparison of programmatic alternatives. 
33 For recycling facilities, radiological releases associated with the LWR SNF separation facility were modeled. This facility would have a much 
higher throughput than the fast reactor SNF separation facility and the transmutation fuel fabrication facility, and would be expected to have the 
highest releases and potential impacts.  
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recycling reactor are shown in Table 4.3-1. As shown in that table, MEI doses for the nuclear 
fuel recycling center and the advanced recycling reactor would be below the 10 mrem/yr 
standard (40 CFR Part 61) for each of the six hypothetical sites. The results presented in 
Table 4.3-1 are based on releases from a single facility. If two nuclear fuel recycling centers 
(each with an 800 MTHM capacity) or two advanced recycling reactors were located at the same 
site, the MEI and 50-mi (80-km) population doses would be expected to double.  

 
TABLE 4.3-1—Normal Operation Radiological Impacts to the Public from Fast Reactor 

Recycle Alternative Facilities at Six Hypothetical Locations in the United States 
Nuclear Fuel Recycling Center 

(800 MTHM/yr)a 
Advanced Recycling Reactor 

(per 1 GWth) 
 

MEI dose 
(mrem/yr) 

50-Mile 
Population dose 
(person-rem/yr) 

MEI dose 
(mrem/yr) 

50-Mile Population dose 
(person-rem/yr) 

Site 1 3.5 6.0  7.4 × 10-4 1.8 × 10-3 
Site 2 3.4 7.6 7.4 × 10-4 2.9 × 10-3 
Site 3 2.6 53.3 6.1 × 10-4 0.02 
Site 4 7.2 21.6 1.6 × 10-3 7.3 × 10-3 
Site 5 7.1 28 1.6 × 10-3 9.8 × 10-3 
Site 6 6.0 194 1.4 × 10-3 0.07 
Source: Annett 2008 

a Data is presented for 800 MTHM/yr LWR SNF separations facility. If a smaller or larger facility were constructed and operated, results 
would be expected to scale linearly.  

 
Facility Accidents: Appendix D presents the impacts for a range of accidents, at the six 
hypothetical sites, which are expected to be representative of the types of accidents that could 
occur in a future nuclear fuel recycling center, an advanced recycling reactor, and future LWRs 
and ALWRs.34  
 
Nuclear Fuel Recycling Center Accidents: With respect to a future nuclear fuel recycling 
center, the internally initiated accident with the highest consequence to the onsite and offsite 
populations would be the “Explosion and Fire in Aqueous Separations” scenario for a facility 
throughput of 800 MTHM/yr (see Appendix D, Section D.2.2 for more information on this 
accident and others analyzed for the nuclear fuel recycling center). Using the dose-to-risk 
conversion factor of 6×10-4 LCF per person-rem the collective population dose is estimated to 
result in 0.02 to 0.9 additional LCFs. For the MEI, this scenario would result in a probability of 
2×10-4 (or approximately one chances in 5,000) to 8x10-4 (approximately one chance in 1,200) of 
a LCF should this scenario occur. For the noninvolved worker, this scenario would result in an 
increased likelihood of an LCF of 2×10-4 to 9×10-5. 
 
Consequences do not account for the probability of an accident, and thus represent the impacts 
that could result if an accident were to occur. Another useful metric to consider in an accident 
analysis is risk. Risk takes into account the probability of an accident and is determined by 
multiplying the consequences of an accident by the probability of occurrence. 
 
The internally initiated accident with the highest risk to the onsite and offsite populations is also 
the “Explosion and Fire in Aqueous Separations” scenario (see Appendix D, Section D.2.2). The 

                                                 
34 The accident impacts of future LWRs are presented in Section 4.2.2 and are not repeated in this section.  
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risk to the offsite population for this scenario would range from 2×10-5 expected LCF per year of 
operation in the Site 1 offsite population to 9×10-4 expected LCF per year of operation in the Site 
6 offsite population. For the MEI, the same scenario would result in an increased risk of an LCF 
of 2×10-7 per year of operation (at Sites 1-3) to 8×10-7 per year of operation (at Sites 4-6). For the 
onsite noninvolved worker, this scenario would result in an increased LCF risk of 9×10-8 per year 
of operation (at Sites 4-6) to 2×10-7 per year of operation (at Sites 1-3). 
 
Advanced Recycling Reactor Accidents: The highest consequence, and highest risk, internally 
initiated accident involving advanced recycling reactors is based on the published Clinch River 
Breeder Reactor analysis and is a “Radioactive Argon Processing System Cold Box Rupture.” 
The radioactive argon processing system extracts radioactive argon from the reactor cover gas 
and a rupture can release radioactive gases to the reactor building and the atmosphere if the 
airtight cell leaks and the automatic controls do not shut off the ventilation system (PMC 1982). 
The Clinch River Breeder Reactor information assigned this accident a probability of occurrence 
of about 1 in 1,000 per year (1×10-3/yr), and it would result in an estimated 0.004 additional 
latent cancer fatalities to the surrounding population. The collective risk to the offsite population 
is about 4×10-6 latent cancer fatalities per year of operation. For the maximally exposed 
individual, this accident would result in an increased risk of contracting a fatal cancer of 
8×10-9 per year of reactor operation. Accident analysis without a reactor design and specific site 
location gives results that could be misleading. The use of these results should be interpreted as 
providing a general range of impacts. Any reactor that would be proposed would be required to 
meet current Nuclear Regulatory Commission licensing and safety requirements regardless of the 
technology proposed. 
 
Spent Nuclear Fuel and Radioactive Wastes: The amount of SNF generated between 2010 and 
2060–2070 would be approximately 132,000 MTHM (approximately 118,000 MTHM for the 
LWRs and 14,000 MTHM for the advanced recycling reactors)35. By 2060–2070, approximately 
2,600 MTHM of SNF would be generated annually from commercial LWRs. This SNF would go 
to a recycling center or would be stored temporarily, depending upon available separations 
capacity. By approximately 2060–2070, the advanced recycling reactors would generate 
approximately an additional 720 MTHM of fast reactor SNF annually. This SNF would also be 
recycled or stored pending recycling.  
 
Based on the assumption that the Fast Reactor Recycle Alternative would recycle all of the SNF 
generated by commercial LWRs and advanced recycling reactors, over approximately a 50-year 
implementation period, the Fast Reactor Recycle Alternative would generate the quantities of 
spent nuclear fuel and radioactive wastes shown in Table 4.3-2. HLW would be disposed of in a 
geologic repository (see Section 4.1.5). LLW would be disposed of in commercial disposal 
facilities (see Section 4.1.6). Disposal of GTCC LLW would occur pursuant to the Low-Level 
Radioactive Waste Policy Amendments Act of 1985, at facilities to be determined by the DOE. 
For the 200 GWe capacity, annual LLW volumes could grow to 68,500 to 80,000 m3. By 
approximately 2060-2070, the annual quantity of LLW generated by the Fast Reactor Recycle 
Alternative would be 61 to 71 percent as much as the total LLW disposed of in 2005 

                                                 
35 Based on the following assumptions: the first new LWR is constructed in 2015; each LWR produces approximately 21.7 MTHM of 
SNF/GWe-yr; in 2020, fast reactors begin to come on-line; from 2020 to 2060–2070, total nuclear generating capacity (LWRs + fast reactors) 
grows until 200 GWe is achieved; and fast reactors produce approximately 9 MTHM of SNF/GWe-yr. 
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(113,000 m3). Cesium (Cs) and strontium (Sr) could be stored at the recycling center for 
300 years (see Section 4.3.3) or transported to a HLW storage or disposal facility. Because any 
recovered uranium could be reused, the quantities in Table 4.3-2 do not include recovered 
uranium. 

 
TABLE 4.3-2—Total Spent Nuclear Fuel and Wastes Generated by the  

Fast Reactor Recycle Alternative (50 Years of Implementation) 

Waste Category 

Nuclear Fuel 
Recycling Centers 
(for 200 GWe in 

2060–2070) 

Advanced 
Recycling 
Reactors 

(80 GWe in 
2060–2070) 

LWRs 
(120 GWe 
in 2060–

2070) 

Total 
(Nuclear Fuel 

Recycling Centers + 
Advanced Recycling 
Reactors + LWRs) 

SNF (MTHM)a 0 14,000 118,000 132,000 
LLW (solid)  
(cubic meters) 2,310,000b LB: 34,000 

UB: 126,000 c 
LB: 116,000 
UB: 459,000d

LB:2,460,000 
UB:2,895,000 

HLW 
(cubic meters) 55,000e 0 0 55,000 

GTCC LLW 
(cubic meters) 414,000f 650g 1,850g 416,500 

Cesium/Strontiumh  
(cubic meters) 

LB: 510-3,600  
UB: 9,000 0 0 LB: 510-3,600  

UB: 9,000 
LB = lower bound; UB = upper bound 

a All SNF would be recycled. 
bDerived from Table 4.8-1, based on implementing 200 GWe for Fast Reactor Recycle Alternative from 2020 to 2060-2070.  
c Based on growth from 0 GWe to 80 GWe by approximately 2060–2070. Assumes same quantity of LLW/GWe from advanced recycling 
reactor as commercial LWR.  
d Based on growth from approximately 100 GWe to 120 GWe by approximately 2060–2070, using average LLW generated from 
commercial LWRs (Section 4.2.2).  
e Derived from Table 4.8-1, based on implementing 200 GWe for Fast Reactor Recycle Alternative by 2060–2070.  
f Derived from Table 4.8-1.  
g GTCC LLW from nuclear reactors is produced as a result of normal operations and becomes available for disposal during facility 
decommissioning. The majority of GTCC LLW generated by nuclear reactors is activated metal. It has been estimated that approximately 
813 m3 (1,060 yd3) of GTCC LLW would be generated when the existing 104 commercial LWRs undergo D&D (SNL 2007). Scaling those 
results to account for production of 200 GWe of electricity via nuclear reactors (and accounting for the D&D of existing LWRs), it is 
estimated that approximately 2,500 m3 (3,270 yd3) of GTCC LLW could result from D&D. See Section 4.9 for a discussion of GTCC LLW 
from reactor decommissioning. 
h Derived from Table 4.8-1.  
Note: All quantities except GTCC LLW and Cs/Sr rounded to nearest thousand. 

 
This PEIS assumes that wastes (i.e., HLW, GTCC LLW, and LLW) would be transported to 
disposal sites annually to prevent accumulation on-site. In the event these wastes are not 
transported off-site, on-site storage facilities would be needed. These storage facilities would be 
designed to address the required shielding, security, heat loading, inventory, storage duration, 
and other requirements. Although the capacity of these storage facilities would depend on many 
factors, the throughput of the recycling facilities would be most important. The more SNF that is 
recycled, the more wastes that would need to be managed. Potential storage capacities for HLW, 
GTCC LLW, and LLW have not been estimated for the programmatic alternatives. However, 
estimates for storing the HLW, GTCC LLW36, and cesium/strontium (Cs/Sr) wastes for the 
previously-proposed Advanced Fuel Cycle Facility (AFCF) have been made. Based on that 
analysis, approximately 230,000 square feet (ft2) (21,400 square meters [m2]) of waste storage 
facilities would be required for a facility that separates a total of approximately 1,700 MTHM of 
SNF and performs limited fuel fabrication. Based on the amount of SNF that would be recycled 
over the implementation period for the Fast Reactor Recycle Alternative (132,000 MTHM total), 
                                                 
36 GTCC LLW is referred to as “TRU waste” for the previously-proposed Advanced Fuel Cycle Facility. 
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the on-site waste storage capacity requirements would be significant if wastes accumulate. For 
information related to storing transuranics and Cs/Sr wastes, see Section 4.3.3.  
 
Transportation: A transportation analysis was prepared to determine the potential impacts 
associated with the Fast Reactor Recycle Alternative (see Appendix E for a discussion of the 
methodology and modeling results). The transportation analysis considered all radiological 
material that could be transported (i.e., LWR SNF, spent fast reactor fuel wastes from the 
recycling center, etc.). Table 4.3-3 presents the number of radiological shipments (broken down 
by material to be transported) that would be required for the Fast Reactor Recycle Alternative 
for: 1) all truck and 2) a combination of truck and rail. Because all shipments of fresh nuclear 
fuel are assumed to occur via truck transport, there is no transportation scenario in which all 
transportation would occur via rail only. Consequently, the PEIS presents transportation impacts 
for a combined truck and rail scenario (in tables this scenario is designated as “truck/rail”). As 
shown in that table, truck transport would require significantly more shipments than truck and 
rail.  

 
TABLE 4.3-3—Total Number of Radiological Shipments for 50 Years of  

Implementation, Fast Reactor Recycle Alternative  

Material/Waste  
Truck Transport 

(Number of 
Shipments) 

Truck/Rail 
Transport (Number 

of Shipments) 
Fresh LWR fuel 
Fresh Transmutation fuel 
LWR SNF 

19,700 
35,000 
59,000 

19,700 c 
35,000 c 
4,720 

Fast Reactor SNF 35,000 7,000 
Cs/Sr waste 10,800 2,150 
HLW 53,600 10,700 
GTCC LLWa 524,000 103,000 
LLWb 93,400 18,900 
Recovered Uranium (Aqueous) 16,400 3,200 
Recovered Uranium (Metal) 7,580 1,520 
Source: Appendix E 
a Includes mixed GTCC LLW. 
b Includes mixed LLW. 
c All shipment of fresh nuclear fuel is assumed to be via truck transport. 
 

The results of the transportation analysis are presented in two sets of tables. The first set of tables 
(Tables 4.3-4 and 4.3-5) present the impacts associated with handling (loading and inspection) 
radiological materials for the 200 GWe scenario. Impacts are presented in terms of radiological 
impacts (expressed in person-rem and converted to LCFs using a dose-to-risk conversion factor 
of 6×10-4 LCF per person-rem). Table 4.3-4 presents the handling impacts for truck transport and 
Table 4.3-5 presents the handling impacts for truck and rail transport. Handling operations 
(loadings and inspections) would not affect the public.  
 
The impacts of handling radiological material are independent of the distance that the material 
would be transported. As such, the handling impacts would be the same whether the radiological 
material is transported, for example, 500 mi (805 km), 2,100 mi (3,380 km), or any other 
distance. For this reason, these impacts are presented separately from the in-transit impacts 
(which are presented in the second set of tables).  
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TABLE 4.3-4—Handling Impacts for 50 Years of Implementation,  
Fast Reactor Recycle Alternative (Truck Transit)—200 Gigawatts Electric 

Handling Impacts 
Loading Inspection Total 

 

person-rem LCFs Person-rem LCFs person-rem  LCFs 
Fast Reactor Recycle 160,000 96 17,900 11 177,000 106 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number.  

 
TABLE 4.3-5—Handling Impacts for 50 Years of Implementation,  

Fast Reactor Recycle Alternative (Truck and Rail Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total  
person-rem LCFs person-rem LCFs person-rem  LCFs 

Fast Reactor Recycle 213,000 128 13,300 8 226,000 136 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number.  

 
The in-transit impacts are shown in Tables 4.3-6 (truck transit) and 4.3-7 (truck and rail transit) 
for the Fast Reactor Recycle Alternative. These impact estimates would vary based on a variety 
of factors, including the distance that the radiological material would be transported, the specific 
routes that would be utilized, the population densities along those routes, and others. Of these 
factors, transport distance is the most significant. Because the locations of future reactors, 
nuclear fuel recycling facilities, and future disposal facilities are unknown, DOE analyzed 
transportation impacts over five distances: 150 mi (241 km), 500 mi (805 km), 1,500 mi (2,414 
km), 2,100 mi (3,380 km), and 3,000 mi (4,828 km). In-transit impacts presented in Tables 4.3-6 
and 4.3-7 are based on 2,100 mi (3,380 km) of transport. This distance was selected as a 
reference distance because it represents the average distance for all SNF shipments analyzed in 
the Yucca Mountain FEIS (DOE 2002i). Impacts associated with the other four distances are 
presented, on a per shipment basis, in Appendix E, which describes the transportation 
methodology and assumptions. Although the in-transit impacts are not exactly “linear” (i.e., 
twice the impacts for twice the distance transported), that is a close approximation. 
Consequently, if the radiological material were transported 500 mi (805 km), all of the in-transit 
impacts presented in Tables 4.3-6 and 4.3-7 could be estimated by multiplying the values in 
those tables by 0.24 (500/2,100). 

 
TABLE 4.3-6—In-Transit Transportation Impacts for 50 Years of Implementation,  

Fast Reactor Recycle Alternative (Truck Transit)—200 Gigawatts Electric 
In Transit Impacts 

Crew Public Accident Impacts  

person-
rem 

LCFs 
 

person-
rem 

LCFs
 

Total 
Incident-Free 

LCFs person-
rem 

LCFs 
 

Collision 
Fatalities 

Fast Reactor Recycle 151,000 90 371,000 222 313 51.6 0 73 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number. 
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TABLE 4.3-7—In-Transit Transportation Impacts for 50 Years of Implementation,  
Fast Reactor Recycle Alternative (Truck and Rail Transit)—200 Gigawatts Electric 

In Transit Impacts (Note 1) 
Crew Public Accident Impacts  

person-
rem LCFs person-

rem LCFs 

Total 
Incident-

Free LCFs person-
rem LCFs Collision 

Fatalities 
Fast Reactor Recycle 10,600 6 54,100 32 39 10.9 0 15 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number. 
 
There are potentially significant differences in impacts depending upon whether transportation is 
by truck or a combination of truck and rail. For all alternatives, truck and rail transport would 
result in smaller impacts than truck transport. This is due to the fact that there would be many 
fewer transportation shipments by truck and rail than by truck only. This would directly affect 
the distance traveled and exposures to both crews and the public. Additionally, the number of 
accident fatalities (collisions) would be smaller for the truck and rail transport. 
 
4.3.2 Sensitivity Analysis of the Fast Reactor Conversion Ratio 
 
The number of fast reactors that would ultimately need to be deployed, to achieve a balanced 
system in which the amount of transuranics consumed (in fast reactors) equals the amount of 
transuranics produced (in LWRs), would be largely affected by the Conversion Ratio (CR) of the 
fast reactors. Because the CR is essentially a measure of the efficiency by which a fast reactor 
consumes transuranics, it could directly affect how many fast reactors would ultimately be 
deployed, how much transuranic material would be consumed, and how much SNF and HLW 
must ultimately be disposed of in a geologic repository. This PEIS analysis is based on a CR of 
0.5, which means that a fast reactor would consume approximately 20 percent of the transuranics 
per fast reactor recycle pass. The lower the CR, the faster that transuranics can be consumed with 
fewer fast reactors required. In programmatic terms, a lower CR means this alternative would be 
less sensitive to fast reactor deployment. As shown on Figure 4.3-1, for a CR of 0.5, 
approximately 35 to 40 percent of the reactors in the United States would need to be fast reactors 
in order for the system to be in equilibrium (i.e., a balanced system in which the quantity of 
transuranics produced and recovered from LWR SNF equals the transuranics consumed in fast 
reactors).  
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Source: DOE 2007dd 

FIGURE 4.3-1—Equilibrium Fraction of Fast Reactors in the United States 
 
At a CR of 0.25 (which means greater consumption of transuranics in each fast reactor), this 
percentage would drop to approximately 30 percent. Conversely, a CR of 0.75 (indicating less 
efficient transuranic consumption) would require that the percentage of fast reactors be increased 
to more than 50 percent. Assuming the same nuclear power growth rates as described in 
Chapter 2, the CR would affect the mix of thermal reactors to fast reactors. In terms of 
environmental impacts, at the programmatic level, the differences between building and 
operating fast reactors compared to thermal reactors would not be significant.  
 
4.3.3 Transuranic Storage and Cesium and Strontium Storage at the Recycling 

Center  
 
The recycling center might need to store a variety of radiological material pending ultimate 
disposition. For example, if fast reactors are delayed, it might be necessary to store the TRU that 
is separated from LWR SNF. As discussed below, the impacts of storing TRU would not be 
expected to be significantly different from the storage of LWR SNF (which is described in 
Section 4.2.1.1).37 Although TRU storage at the scale that might be needed is beyond current (or 
past) practice, experience with other radioactive material storage provides a useful basis for 
planning. The technical challenge includes simultaneously coping with heat output, radiation

                                                 
37 Although this section discusses TRU and cesium/strontium storage, the considerations in this section could also be applicable to mixed oxide 
(MOX) SNF that might be stored under the Thermal/Fast Recycle Alternative (see Section 4.4).  
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emissions, criticality limits and security requirements. TRU would be managed with the 
following considerations: 
 
− Quantities per package must be limited for criticality and decay heat limits. Limits are 

likely to be in the kg/package range. 
− This material would require secure and monitored storage. 
− The TRU product can be stored in a metal form, loose oxide, or pressed oxide. 
− A custom storage facility would be needed, probably inside the separations plant or the 

fuel fabrication plant (Halsey 2007). 
 
To support an 800 MTHM/yr separation process, approximately 94,000 lbs/yr (43,000 kg/yr) of 
TRU oxide would be generated. This material could be stored in approximately 3,000 cans 
(assuming approximately 37.5 lbs/can [14 kg/can]). To support 10 years of storage, a facility 
capacity of approximately 250,000 ft2 (23,200 m2) would be required (Bayer 2007).  
 
Initial facilities could make use of past experience related to the storage of nuclear materials, 
including plutonium and other transuranics, and concentrated fission products (e.g., Cs and Sr). 
Existing packages, methods and protocols could be modified to cover these materials. Existing 
security methods would be reviewed to determine adequacy. Finally, to enable such storage as a 
commercial activity, a regulatory framework would need to be developed. 
 
Cs-137 and Sr-90 are relatively short-lived fission product radionuclides contained in SNF that 
generate significant radioactive decay heat within 10 half-lives of their formation (approximately 
300 years). The Fast Reactor Recycle Alternative may separate the Cs and Sr into a separate 
waste stream at the nuclear fuel recycling center. The Cs/Sr stream would then be contained in 
sufficiently robust waste/storage forms and packaged in NRC-licensed transportation, storage, 
and/or disposal casks, as required by the chosen disposition path (see discussion below). Such an 
approach would lead to a range of potential disposition options for Cs/Sr. One approach assumes 
storage of the Cs/Sr form for approximately 300 years in a surface or near-surface facility. The 
specific impacts of such a facility, including any design alternatives, would be assessed in a 
tiered NEPA document.  
 
The storage facility would contain the necessary institutional controls to safeguard the material 
for approximately 300 years, after which time the original Cs/Sr form might be disposed of as 
LLW. However, there is some uncertainty as to whether such a Cs/Sr form would be classified as 
LLW after approximately 300 years under the current regulatory framework. This uncertainty 
leads to alternatives that could involve: 1) disposal of a Cs/Sr waste form as HLW in a repository 
soon after generation; 2) disposal of a Cs/Sr waste form as HLW in a repository after 
approximately 300 years of storage; and 3) disposal of a Cs/Sr waste form in a LLW disposal 
facility after approximately 300 years of storage. Finally, alternative separations and processing 
that would not produce a separate Cs/Sr stream must also be considered. The cost and benefit of 
separate Cs/Sr management versus inclusion of Cs/Sr with other waste streams requires further 
analysis. If Cs/Sr is combined with other waste streams, another set of options for disposition 
(similar in many ways to 1 through 3 described above) could be envisioned. Further regulatory 
and technical analyses are required to narrow the range of options for Cs/Sr management. 
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If Cs/Sr were stored at the nuclear fuel recycling center, the impacts of storing Cs and Sr fission 
products for approximately 300 years would be as follows. An 800-MTHM recycling facility 
would produce approximately 4.4 MT of Cs and Sr annually.38 Over a 40-year operating life, the 
nuclear fuel recycling center would generate approximately 177 MT of Cs and Sr. These fission 
products could be solidified and stored in a ceramic waste form that would be contained in robust 
storage canisters until it has sufficiently decayed for disposal. These canisters would provide safe 
storage of the Cs and Sr and shielding against radiation as long as the storage facilities were 
maintained properly. Similar to the storage of SNF, release of contaminants to the ground, air, or 
water would not be expected during routine operations. Depending on waste form and package 
size, this 4.4 MT would likely require approximately 100 to 300 canisters (Geddes 2008). For 
177 MT, approximately 4,000 to 12,000 canisters would be required. Cooling of these canisters 
would be accomplished using either a forced air-cooling system or a passive cooling system. For 
most scenarios, it is likely an engineering analysis would conclude that natural draft (passive) 
cooling is preferred. To store approximately 4,000 to 12,000 canisters, the building would have a 
footprint of about 80,000 to 240,000 ft2 (7,400 to 22,300 m2) (Geddes 2008). A building of this 
size would likely require approximately 10 to 20 acres (4 to 8 ha) of land, depending upon the 
facility design.  
 
Operations at the Cs and Sr storage facility would consist primarily of security and surveillance 
activities. Routine repairs and maintenance to the facilities and storage containers, and routine 
radiological surveys would generate sanitary and industrial solid waste and LLW. Approximately 
100 staff would be required to support operations at the facility, with half of these workers 
considered to be “radiation workers.” Typical doses to radiation workers would be 
approximately 100 mrem/yr, and maximum individual exposure should not exceed 500 mrem 
(Geddes 2008). Assuming that all radiation workers received a dose of 100 mrem, the total 
annual dose would be 5 person-rem. Statistically, an annual worker dose of 5 person-rem would 
result in an annual risk of 0.003 LCF. After the facility stops receiving additional Cs and Sr, the 
doses to workers would be expected to decrease over time as the Cs and Sr decays. Assuming 
that radiation doses would decrease at the same rate as the Cs and Sr decays, doses to workers 
would decrease by half every 30 years. Consequently, after 30 years of operation, the total 
annual worker dose would decrease to 2.5 person-rem. After 60 years, this dose would decrease 
to 1.25 person-rem and would continue to decrease by half every 30 years. In the final 30 years 
of storage, the total annual worker dose would be 0.005 person-rem, which would statistically 
translate to an annual risk of 3.0×10-6 LCF (see Figure 4.3-2).  
 

                                                 
38 Derived from Table 4.8-3. Approximately 12 MT of Cs and Sr are generated for each 2,170 MTHM of LWR spent fuel recycled.  
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FIGURE 4.3-2—Annual Worker Dose for Cesium/Strontium Storage over 300 Years 
 
Accidents associated with Cs and Sr storage were considered, but determined to be bounded by 
other accidents associated with the nuclear fuel recycling center (see Appendix D,  
Section D.2.2.1). Consequently, the impacts from Cs and Sr storage accidents would not exceed 
the consequences and risks presented for other processes in the nuclear fuel recycling center. 
Additionally, after the facility stops receiving additional Cs and Sr, any potential impacts from 
Cs and Sr storage accidents would decrease over time as the materials decay.  
 
Some of the fission products (such as Cs/Sr) separated in a nuclear fuel recycling center could 
have beneficial uses, including direct production of energy in thermionic generators or for other 
uses such as gamma sterilization of medical equipment or food products. The consideration of 
beneficial uses of fission products is outside the scope of the proposed actions and their 
alternatives and accordingly the analysis in this PEIS is limited to storage onsite and/or disposal. 
If there are proposals to utilize these fission products in the future, appropriate NEPA review 
would be conducted at that time. 
 
4.3.4 Analysis of Separations Process Options and Target Fabrication 
 
There are several different separation technologies that could be used to recycle SNF. The 
current operating reprocessing facilities in the United Kingdom and France are using the PUREX 
process. PUREX is an acronym standing for Plutonium and Uranium Recovery by Extraction. 
The PUREX process is a proven technology that has been used by DOE and commercial industry 
since the 1950s. However, it does not meet the GNEP strategic goals of not producing a 
separated plutonium stream.  
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Under the AFCI program, the United States has been developing alternative separation processes 
that would not separate out a pure plutonium stream. The United States research and 
development (R&D) programs have primarily centered on the UREX+ suite of processes, or 
Uranium Recovery by Extraction. UREX+ variations also have the capability to separate other 
radionuclides from the SNF such as cesium, strontium, and technetium, as well as individual 
transuranics such as americium and curium. Plutonium would not be separated out as a separate 
stream. In addition to the UREX+ processes, the international nuclear community has also been 
developing alternatives to the PUREX process, such as COEX® which produces a U-Pu blended 
product and NUEX®, a process yielding a U-Pu-Np blend. Additionally, non-aqueous processes 
(e.g., electrochemical-based approaches) have also been considered for the separations and 
recovery of various constituents of SNF. Additional details on the various separations processes 
including UREX+ and electrochemical are provided in Appendix A. 
 
The data provided in Appendix A are based on the UREX+1a process, consistent with past U.S. 
policy, which would not result in a civilian nuclear fuel cycle involving separated plutonium. 
UREX+1a was chosen as the baseline for developing the data in this PEIS since it was assumed 
to be the most likely process for future deployment and to bound the environmental impacts 
among the most likely recycle options Table 4.3.4-1 provides a summary of various UREX+ 
processes. The waste products from UREX+1a are technetium, cesium, and strontium, and the 
remainder of the fission products. Off-gases from the UREX+ separation processes include 
various volatile fission products such as iodine, tritium, and carbon. These volatile fission 
products would be produced regardless of the separation process used. 
 

TABLE 4.3.4-1—Aqueous Separation Processes 
Process Product 1 Product 2 Product 3 Product 4 Product 5 Product 6 Product 7 

UREX+1 U Tc Cs/Sr TRU+Ln F.P.   
UREX+1a U Tc Cs/Sr TRU All F.P.   
UREX+2 U Tc Cs/Sr Pu+Np Am+Cm+Ln F.P.  
UREX+3 U Tc Cs/Sr Pu+Np Am+Cm All F.P.  
UREX+4 U Tc Cs/Sr Pu+Np Am Cm All F.P. 
Source: WSRC 2008a  
Notes: U = uranium; Tc = technetium; Cs/Sr = cesium/strontium; TRU = transuranics; Pu = plutonium; Np = neptunium; F.P. = fission 
products; Am = americium; Cm = curium; Ln = lanthanides. 

 
The differences in facility size, resources, and other environmental impacts for the various 
UREX+ processes are relatively minor (WSRC 2008d). The main differences would be in the 
waste and products produced. The separation of americium and curium from the TRU leads to 
increased impacts on waste volumes, worker exposure, transportation, and impacts on fuel 
fabrication. These impacts have only been evaluated qualitatively (WSRC 2008d). 
 
The additional products (americium and curium) under UREX+3 and UREX+4 separation 
processes would be extremely radioactive and thermally hot. There is no mature technology to 
solidify, package, store, transport, or further process this material in significant quantities. 
Solidification, packaging, and storage would have to be developed. This would be a difficult and 
challenging task. A specially designed hot cell facility would be required. Due to the 
concentration and handling of these highly radioactive products, an increase in the dose to 
workers and those affected by transport of the products would be expected, although design 
features would be in place to maintain ALARA (WSRC 2008d).  
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The separation of americium and curium from the major transuranics, as well as potentially from 
each other into separate product streams, would require more facilities and equipment and result 
in more containers to be stored and transported. Fabrication of qualified reactor targets would be 
a complex process. Fabricating americium and curium targets in addition to a uranium/plutonium 
fuel (or uranium/plutonium/neptunium fuel) would require a larger facility with larger 
environmental impacts than the homogeneous fuel of the UREX+1a approach (WSRC 2008d). 
The additional separations would be required for the UREX+3 or +4 approaches would make the 
americium and curium available for targets in a heterogeneous reactor concept. The amount of 
americium and curium recovered by the separation processes is relatively small when compared 
to the remaining uranium, plutonium and neptunium product. Fabrication of americium and 
curium targets would require the use of hot cells and remote equipment. By performing this 
additional separation, the complex remote process using hot cells and remote fabrication 
techniques would be confined to the small quantity of Am/Cm targets. The bulk Pu-Np fuel 
could be made more efficiently in gloveboxes. In addition, the targets could potentially be used 
in both fast reactors and LWRs. Targets used in LWRs would need to be left in the core over 
several fuel cycles to obtain the same amount of transmutation as in a fast reactor.  
 
The other main aqueous separation technologies being considered are COEX® and NUEX®. The 
French have developed the uranium-plutonium co-extraction process, COEX®. The COEX® 
process, described in Appendix A, does not produce a separated plutonium stream anywhere in 
the process line. This process would meet the GNEP goal of not separating out pure plutonium. 
The front end (e.g., fuel receipt, storage, chopping, voloxidation, dissolving, hull disposal, etc.) 
of a COEX® plant would be similar to the front end of a UREX+ based facility. Based on the 
best information available, the overall plant size would be smaller than the UREX+1a baseline 
discussed in Appendix A. This would be due to fewer extraction processes and support systems, 
in addition to fewer product and waste solidification, packaging and storage operations. The 
uranium-plutonium product stream is suitable as feedstock for conventional MOX technology 
(WSRC 2008d). 
 
NUEX® is a proprietary co-extraction technology developed by the British, and licensed to 
Energy Solutions, Inc. NUEX® produces a plutonium-neptunium product stream and has no 
separated pure plutonium anywhere in the process line. Uranium can also be solidified with the 
Pu-Np product to further dilute the plutonium. There are currently no facilities in operation using 
the NUEX® separations process. The separations chemistry uses relatively new complexants and 
process reagents (Energy Solutions 2007). Additional testing and development of the NUEX® 
process is required (Energy Solutions 2007). 
 
All aqueous processes under consideration for future deployment would include design features 
to preclude separating pure plutonium in a surreptitious manner. While all aqueous processes 
under consideration could be modified to have this capability, physical changes in the highly 
radioactive process cells and process piping networks would be required and could not be 
accomplished surreptitiously. 
 
A recycling facility using a non-aqueous electrochemical separations process would be slightly 
smaller than a UREX+ facility for any given throughput. Electrochemical separation does not 
require solvent systems and the multiple stages of separation like its aqueous counterparts. 
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However, while the main process facility is likely to be slightly smaller in an electrochemical 
plant than an aqueous operation, most of the plant is identical (e.g., fuel receipt/storage, product 
and waste handling, utilities, support, etc.); therefore, only a very minor reduction in total 
facilities or resources would be expected. Electrochemical processing employs an electrorefiner, 
chloride salt, and liquid metals to separate SNF. Additional information on electrochemical 
processing is provided in Appendix A. Electrochemical processing is widely used in metal 
processing and refining, but application at the scale considered in this PEIS has not been 
attempted for nuclear processes. Additional R&D would be required to support potential 
deployment of this technology for commercial application. 
 
The UREX+1a baseline was used to provide the bounding risks and environmental impacts. The 
risk to workers and the public for a UREX+1a separations operation is expected to be essentially 
the same as with any other aqueous process, including UREX+ variations, COEX®, and NUEX®. 
Risk is a function of source terms and accident scenarios, and all aqueous separations processes 
handle the same radionuclide inventories and have similar equipment and chemical inventories. 
Environmental impacts of the UREX+1a baseline would bound the impacts of simpler processes 
like COEX® and NUEX®, and be similar to those of the more complex UREX+ variations like 
UREX+3 and UREX+4. 
 
In a 2006 comparison study (Chandler 2006), COEX® was chosen as the technology of choice if 
operating temperature, proliferation, or equal ranking of attributes was the guiding factor. If the 
guiding factor was more effluent streams, the choice was UREX+2 (Chandler 2006). The 
NUEX® process was not one of the separation processes evaluated in the study. The attributes 
used in the study were number of steps, operating temperature, operating pressure, use of 
corrosive materials, maximum credible accident, explosiveness, secondary waste, separate 
plutonium stream, decontamination factor, and number of effluent streams. Another study 
concluded that the Attractiveness Level, which is analogous to proliferation resistance, for 
UREX+1a and COEX® are nominally the same (Bathke et al. 2008).  
 
The data provided in Appendix A assumes that the transmutation fuel fabrication facility would 
produce a U/TRU ceramic oxide fuel. Due to the high radioactivity and thermal output of a 
mixed TRU fuel containing Am and Cm, operations would take place in hot cells instead of 
gloveboxes typical for a Pu-based mixed-oxide (MOX) fuel fabrication facility. A fuel 
fabrication facility using U/Pu or U/Pu/Np product from a COEX® or NUEX® separations 
process, would have similar processing steps to the fuel fabrication facility described in 
Appendix A, however; the operations generally could be conducted in gloveboxes. The fuel 
fabrication facility would be smaller and less costly due to the reduced shielding requirements 
and elimination of the remote operation and maintenance features required for U/TRU fuel 
fabrication (WSRC 2008d).  
 
4.4  THERMAL/FAST REACTOR RECYCLE FUEL CYCLE ALTERNATIVE 

(THERMAL/FAST REACTOR RECYCLE ALTERNATIVE) 
 
As described in Chapter 2, Section 2.4, for the Thermal/Fast Reactor Recycle Alternative, this 
PEIS considers recycling transuranics in MOX-U-Pu fuel in commercial LWRs (thermal recycle) 
prior to recycling in fast reactors. The use of thermal recycle prior to fast recycle has the 
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potential to allow the United States to begin recycling SNF sooner. Additionally, thermal recycle 
could reduce the number of fast reactors that may need to be deployed. This section describes the 
major environmental impacts associated with initial thermal recycling followed by fast reactor 
recycle. Under the Thermal/Fast Reactor Recycle Alternative, DOE could decide to recycle the 
transuranics multiple times in LWRs (similar to the approach described in Chapter 2,  
Section 2.5.1). Eventually, however, fast reactor transmutation would ultimately be employed.  
 
The use of thermal recycling could be affected by many factors, including nuclear power growth 
rates, conversion ratios, and the SNF separations capacity deployed. The use of thermal recycle 
would reduce the required number of fast reactors by approximately 25 percent (from a balanced 
system that includes 60 percent LWR capacity and 40 percent fast reactor capacity to one of 
70 percent LWR capacity and 30 percent fast reactor capacity) (see Table 4.8-1 and contrast the 
Fast Reactor Recycle Alternative and the Thermal/Fast Reactor Recycle Alternative).  
 
Construction: If a Thermal/Fast Reactor Recycle Alternative with a capacity of 200 GWe is 
pursued, the following facilities could be built:  
 

– 140 GWe of LWR capacity, consisting of approximately 126 GWe using a traditional 
uranium dioxide (UO2) fuel and 14 GWe using a MOX-U-Pu fuel (the 140 GWe also 
includes the replacement of approximately 100 GWe of LWR capacity when existing 
LWRs reach their end-of-life).  

– 60 GWe of fast reactor capacity. 
– Four LWR separation facilities (each with a capacity of approximately 800 MTHM/yr, 

and the capability to separate both LEU fuel and MOX-U-Pu fuel).39 
– Up to six transmutation fuel fabrication facilities (each with a capacity to fabricate 

100 MTHM/yr of fuel).40  
– Up to six fast reactor SNF separations facilities (each with a capacity to separate 

100 MTHM/yr of SNF).41 
– Internal modifications to LEU fuel fabrication capabilities, or a new fuel fabrication 

facility, to fabricate MOX-U-Pu fuel to support 14 GWe of LWR capacity.  
 
Although some facilities could be colocated, the construction of this much capacity would 
necessitate that many sites in the United States be utilized. For this analysis, it is assumed that 
the nuclear fuel recycling center(s) and the reactors would not be colocated, which would 
necessitate transportation of material between the facilities during operations.  
 
From a construction standpoint, the use of thermal recycling would have similar construction 
impacts compared to the Fast Reactor Recycle Alternative. For example, for a 200 GWe 
capacity, the Thermal/Fast Reactor Recycle Alternative would still require the construction of 

                                                 
39As shown in Table 2.10-1, the 200 GWe scenario would require approximately 3,080 MTHM/yr of LWR separations capacity. The PEIS 
analysis is based on a LWR separation facility sized at 800 MTHM/yr. Because four facilities would have a capacity to separate 3,200 MTHM/yr, 
there would be approximately 120 MTHM/yr of excess LWR separation capacity.  
40As shown in Table 2.10-1, the 200 GWe scenario would require approximately 540 MTHM/yr of transmutation fuel fabrication capacity. The 
PEIS analysis is based on a transmutation fuel fabrication facility sized at 100 MTHM/ yr. Because six facilities would have a capacity to 
fabricate 600 MTHM/yr, there would be an excess capacity of approximately 60 MTHM/yr.  
41As shown in Table 2.10-1, the 200 GWe scenario would require approximately 540 MTHM/yr of fast reactors SNF separation capacity. The 
PEIS analysis is based on a fast reactor SNF separation facility sized at 100 MTHM/yr. Because six facilities would have a capacity to separate 
600 MTHM/yr, there would be an excess capacity of approximately 60 MTHM/yr. 
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multiple nuclear fuel recycling centers with a total capacity of approximately 3,080 MTHM/yr 
(see Table 2.10-1). Construction of 4 LWR separation facilities would require a total of 
approximately 2,000 acres (810 ha) (based on 500 acres [200 ha] per facility; see Appendix A, 
Section A.6.1.2). Construction of 6 fast reactor SNF separations facilities would require a total of 
approximately 1,500 acres (600 ha) (based on 250 acres [100 ha] per facility, see Appendix A, 
Section A.6.3.2). Construction of 6 transmutation fuel fabrication facilities would require a total 
of approximately 600 acres (240 ha) (based on 100 acres [40 ha] per facility, see Appendix A, 
Section A.6.2.2). The total land required for the Thermal/ Fast Reactor Recycle Alternative with 
a capacity of 200 GWe would be approximately 604,000 acres (244,000 ha).  
 
If a new fuel fabrication facility to fabricate MOX-U-Pu fuel were constructed, it could add to 
the land required, but would be expected to be smaller than 350 acres. Alternatively, existing or 
future LEU fuel fabrication facilities could be modified to fabricate MOX-U-Pu fuel. As 
explained in Appendix A, Section A.3.1.4, because MOX-U-Pu fuel fabrication is similar to 
LEU fuel fabrication, these modifications are expected to be minor, and could include additional 
shielding within the facility. These modifications are expected to be accomplished within the 
footprint of existing facilities.  
 
Relative to fast reactor construction impacts, thermal recycle could reduce the number of fast 
reactors ultimately constructed. However, because the total reactor capacity would be 200 GWe, 
the overall impacts (600,000 acres [243,000 ha] for reactors) would not change significantly 
compared to the Fast Reactor Recycle Alternative. The total land required for the Thermal/Fast 
Reactor Recycle Alternative with a capacity of 200 GWe would be approximately 604,000 acres 
(244,000 ha). 
 
No new construction would be needed to support the irradiation of MOX-U-Pu fuel, rather than 
LEU fuel, at commercial reactor sites. As a result, the following resource areas would be 
unaffected by MOX-U-Pu fuel use: land use; visual resources; cultural and paleontological 
resources; geology and soils; site infrastructure; air quality and noise; ecological resources; water 
resources; and socioeconomics. 
 
Operation: The environmental impacts described in this section were largely developed from 
data in the Surplus Plutonium Disposition Final Environmental Impact Statement (hereafter 
SPD EIS) (DOE 1999d), which assessed the impacts of using a partial MOX-U-Pu core (i.e., up 
to 40 percent MOX-U-Pu fuel) instead of an LEU core in existing, commercial LWRs, for 
operations over approximately 15 years. The potential impacts had been analyzed for the 
following nuclear power plants: Catawba Nuclear Station near York, SC; the McGuire Nuclear 
Station near Huntersville, NC; and the North Anna Power Station near Mineral, VA. Under the 
thermal recycle approach, both MOX-U-Pu and LEU fuel assemblies would be loaded into the 
reactor. The MOX-U-Pu assemblies would remain in the core for two 18-month cycles and the 
LEU assemblies for either two or three 18-month cycles, in accordance with the plant’s operating 
schedule. When the MOX-U-Pu fuel completes a normal cycle, it would be withdrawn from the 
reactor in accordance with the plant’s standard refueling procedures and placed in the plant’s 
SNF pool for cooling alongside other SNF. No changes are expected in the plant’s SNF storage 
plans to accommodate the MOX-U-Pu SNF. Although the amount of fissile material would be 
higher in MOX-U-Pu SNF rods than in LEU SNF, rod numbers and spacing in the SNF pool and 
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dry storage casks could be adjusted as necessary to maintain safety margins. When sufficiently 
cooled, the SNF would be shipped to the nuclear fuel recycling center for recycling.  
 
Operationally, the use of thermal/fast recycle would result in similar impacts to those presented 
in Section 4.3.1 (Fast Reactor Recycle Alternative), along with the impacts associated with the 
use of MOX-U-Pu in LWRs.  
 
Uranium Requirements: The quantity of natural uranium needed to support a capacity of 
200 GWe, assuming an average enrichment of 4.4 percent, would be approximately 
25,400 MT/yr (see Table 4.8-1). The 25,400 MT of natural uranium would represent 
approximately 64 percent of uranium that was mined in the world in 2006 and would be 15 times 
more than the quantities currently mined in the United States annually (see Table 4.1-1). From 
this 25,400 MT, approximately 2,800 MT of enriched uranium (assuming 4.4 percent 
enrichment) would be required. Approximately 17 million SWUs would be required annually to 
support a capacity of 200 GWe. The licensed capacity of Paducah, the American Centrifuge 
Plant, and the LES Facility is 17.8 million SWUs. Consequently, enrichment facilities in the 
United States could meet this demand. However, if Paducah shuts down in 2012, as planned, the 
United States enrichment capacity would be reduced to approximately 6.8 million SWUs. To 
support a 200 GWe capacity, enrichment capacities in the United States would need to be 
expanded by more than 100 percent, or larger quantities of enriched uranium would need to be 
imported. 
 
Fuel Fabrication Requirements: The United States currently has three operational LWR 
uranium fuel fabrication facilities with a capacity to produce approximately 3,500 MT of LWR 
fuel assemblies (Table 4.1-2). For the Thermal/Fast Recycle Alternative, approximately 
2,800 MT of fresh fuel assemblies (90 percent would use a traditional UO2 fuel and 10 percent 
would use a MOX-U-Pu fuel) would need to be produced annually to support the 200 GWe 
scenario. Consequently, the existing fuel fabrication facilities in the United States would be able 
to provide this capacity, although internal modifications could be required for MOX-U-Pu fuel 
fabrication. Fabrication of MOX-U-Pu42 fuel is described below. The fast reactor fuel fabrication 
requirements would be met by constructing and operating the six fast reactor SNF separations 
facilities with an associated transmutation fuel fabrication capability.  
 
MOX-U-Pu Fuel Fabrication Requirements: Appendix A, Section A.3.1.4 contains a brief 
description of the MOX-U-Pu fuel fabrication process. Viewed from the outside, MOX-U-Pu 
fuel for PWRs or boiling water reactors (BWRs) would be identical to the enriched-uranium fuel 
it replaces—same assembly structure, spacing, rods, claddings, grids, and springs. The pellets 
enclosed in the claddings are of the same size—the only difference is their composition. A 
MOX-U-Pu assembly would be made in the same way as a standard assembly, except for the 
manufacture of the pellets, which are made from a mixture of uranium and plutonium oxide. In 
the core of a LWR, because of non-fissile plutonium isotopes, among other things, twice the 
amount of plutonium would be needed to obtain the energy equivalence of a fuel enriched in 
U-235. This would impose additional constraints on the fuel fabrication plant but would not 
result in major physical changes. Design features would be in place to maintain ALARA 

                                                 
42 This section discusses MOX-U-Pu fuel, as that is the most extensively used MOX fuel. However, a MOX-TRU fuel could also be used. 
Section 4.5.1.1 discusses the issues associated with the use of MOX-TRU fuel.  
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exposures. Public risk is unlikely to result in significant impacts (see, for example, NRC 2005c, 
which concluded that operations from a MOX fuel fabrication facility at the Savannah River 
Site, SC would result in an annual collective population dose of 0.073 person-rem/yr and the 
MEI would receive an estimated annual dose of 5.1x10-4 mrem/yr.)  
 
Land Resources: Once operational, a total of approximately 604,000 acres (244,000 ha) of land 
could be occupied by facilities, paved areas, and buffer zones. Most of this area would not be 
disturbed but would be provided as a buffer between the actual facility and the outer facility 
boundary. The total site area would be determined by accident analysis and regulatory 
requirements, including safeguards and security. 
 
Visual Resources: With respect to visual characteristics, the visibility of any reactor from 
publicly accessible locations would be dependent on the future site characteristics. For sites that 
use “wet” cooling tower systems, the water vapor plume from cooling tower operations may be 
visible for many miles from the plant.  
 
Air Resources: The estimated air pollutants resulting from operation of the reactors would not 
be expected to increase due to the use of MOX-U-Pu fuel in reactors.  
 
Water Resources: Impacts to water would be similar to the Fast Reactor Recycle Alternative 
presented in Section 4.3. 
 
Socioeconomic Impacts: The reactor sites would not need to employ any additional workers to 
support the use of MOX-U-Pu fuel in the reactors. As such, the overall socioeconomic impacts 
would be similar to those presented for the Fast Reactor Recycle Alternative. 
 
Human Health: There should be no change in the radiation dose to the public from normal 
operation of the reactors with a partial MOX-U-Pu fuel core versus a full LEU fuel core. The 
dose to workers at an LWR fueled with MOX-U-Pu would be the same as an LWR fueled with 
uranium (190 mrem/yr). Doses to workers at the recycling centers would be similar to those 
presented in Section 4.3.1. Overall, the total dose to workers for the Thermal/Fast Reactor 

Recycle Alternative would be as follows:  
 

– The total annual dose to workers associated with the nuclear fuel recycling centers would 
be approximately 4,400 person-rem (LWR separation: 4 facilities x 2,226 radiation 
workers/facility x 250 mrem/yr average dose [WSRC 2008a]; fast reactor SNF 
separation/fuel fabrication: 6 facilities x 1,456 radiation workers/facility x 250 mrem/yr 
average dose [WSRC 2008b, WSRC 2008c]).  

– The total annual dose to workers at the advanced recycling reactors (60 GWe of capacity) 
would be approximately 6,270 person-rem (assumes 550 radiation workers/GWe x 
190 mrem/yr average dose).  

– At the LWRs (140 GWe of capacity), the total annual dose to workers would be 
approximately 14,600 person-rem (assumes 550 radiation workers/GWe x 190 mrem/yr 
average dose).  
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The total annual dose to workers associated with the 200 GWe Thermal/Fast Reactor Recycle 
Alternative would be approximately 25,300 person-rem, which equates to an annual LCF risk of 
approximately 15. Statistically, this means that 15 LCFs could occur for every year of operation 
of a Thermal/Fast Reactor Recycle Alternative at the capacities assumed at the end of the 
implementation period (i.e., that separates 3,080 MTHM/yr of LWR SNF (UO2 and MOX-U-Pu) 
and 540 MTHM/yr of fast reactor SNF, produces 540 MTHM/yr of fast reactor transmutation 
fuel, and operates 200 GWe of LWR and advanced recycling reactor capacity).  
 
Facility Accidents: The Thermal/Fast Reactor Recycle Alternative would utilize LWRs and 
ALWRs with uranium fuel, LWRs and ALWRs with MOX-U-Pu fuel, a nuclear fuel recycling 
center, and advanced recycling reactors. The potential accident impacts of LWRs with uranium 
fuel are presented in Section 4.2.2; the potential accident impacts at a nuclear fuel recycling 
center and an advanced recycling reactor are presented in Section 4.3.1. This section presents the 
potential accident impacts of an LWR and ALWR using a MOX-U-Pu fuel. ALWRs and LWRs 
using MOX-U-Pu fuel are part of other alternatives as well. 
 
The impact of potential accidents at LWRs utilizing recycled MOX-U-Pu fuel was evaluated for 
the SPD EIS (DOE 1999d). The SPD EIS evaluated accidents at three existing LWR sites 
utilizing conventional LWR (LEU) cores, as well as cores consisting of 40 percent MOX-U-Pu 
fuel and 60 percent conventional LWR fuel. The SPD EIS considered both design basis and 
beyond design basis events, both of which are included here. In this PEIS, DOE has re-analyzed 
the consequences of the accident scenarios presented in the SPD EIS at the six generic sites 
described in Appendix D.  
 
With respect to MOX-U-Pu fueled LWRs, the internally initiated accident with the highest 
consequence to the onsite and offsite populations would be the “Interfacing System LOCA.” 
Using the dose-to-risk conversion factor of 6×10-4 LCF per person-rem, the collective population 
doses are estimated to result in 1,000 to 40,000 additional LCFs in the surrounding population. 
For the MEI, this scenario would result in prompt fatality. For the noninvolved worker this 
scenario would also result in a prompt fatality.  
 
Consequences do not account for the probability of an accident, and thus represent the impacts 
that could result if an accident were to occur. Another useful metric to consider in an accident 
analysis is risk. Risk takes into account the probability of an accident and is determined by 
multiplying the consequences of an accident by the probability of occurrence.  
 
With respect to MOX-U-Pu fueled LWRs, the accident with the highest risk to the onsite and 
offsite populations is also an “Interfacing System LOCA.” The risk to the offsite population for 
this scenario would range from 7×10-5 expected LCF per year of operation in the Site 1 offsite 
population to 3×10-3 expected LCF per year of operation in the Site 6 offsite population. For the 
MEI, the same scenario would result in an increased risk of an LCF of 7×10-8 per year of 
operation; that risk corresponds with the probability that the accident would occur. For the onsite 
noninvolved worker, this scenario would result in an increased LCF risk of 7×10-8; that risk 
corresponds with the probability that the accident would occur. 
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The LWR (both LEU fueled and MOX-U-Pu fueled) internally initiated accident population 
consequences are two or more orders of magnitude greater than the corresponding values for the 
other reactors. The higher consequence for the MOX-U-Pu case is not the result of differences in 
the fuels, but is instead the result of differences in the assumed designs of the reactors. The SPD 
EIS found that the MOX-U-Pu fuel increased risk an average of 5 percent with a maximum 
increase of 22 percent (DOE 1999d, pages 68 to 74). The ALWR design used as the basis for this 
PEIS includes advanced active safety features that are not present on the existing LWR design 
used as the basis for the MOX-U-Pu analysis. The internally initiated accident with the greatest 
consequence and risk for the LWR is an “Interfacing System LOCA,” as shown in Appendix D, 
Section D.2.3. This scenario could result in a direct release of radioactive material from 
containment (see page K-62 of DOE 1999d). The internally initiated accident with the greatest 
consequence and risk for the ALWR is a “Low Pressure Core Melt with Loss of Long-Term 
Coolant Makeup and Containment Vessel” (DOE 1995b). This accident involves containment 
venting through a scrubber, which is expected to reduce particulate releases by roughly two 
orders of magnitude.  
 
If the MOX-U-Pu analysis were based on use of an ALWR rather than an LWR, the internally 
initiated event results would have been approximately the same as those for the ALWR. As with 
the ALWR, the other advanced reactor designs considered in this PEIS include inherent passive 
and/or advanced active safety features that prevent releases. The conclusion, that the difference 
between the LWR internally initiated accident results and the results for the other reactors is due 
to differences in the assumed reactor designs, is supported by the results for the externally 
initiated and natural phenomena accidents. For these accidents (i.e., the “Beyond Design Basis 
Earthquake” and “Aircraft Crash”), the reactor designs were ignored and common release 
parameters were applied to the core inventories for all reactors. These results (see Appendix D) 
show the LWR and ALWR results are nearly identical. The difference in the assumed power 
levels for the other reactors, ranging from roughly 3,400 MWth for the largest MOX-U-Pu LWR 
(see Section K-7 of DOE 1999d) to 350 MWth for the HTGR (Bowman 1991) accounts for 
much of the differences between reactors for the externally initiated and natural phenomena 
events. 
 
With respect to MOX-U-Pu fueled ALWRs, the bounding scenarios, consequences, and risks are 
expected to be the same as those for the LEU fueled ALWRs. This expectation is based on the 
SPD EIS (DOE 1999d), which concluded that use of MOX-U-Pu fuel in an LWR rather than 
LEU would result in an average of about a 5 percent increase in consequences. Therefore, the 
bounding scenarios, consequences, and risks for the MOX-U-Pu fueled ALWR would be 
approximately the same as the consequences and risks for the LEU fueled ALWR presented in 
Section 4.2.  
 
Spent Nuclear Fuel and Radioactive Wastes: The amount of SNF generated over the period 
between 2010 and 2060-2070 would be approximately 143,000 MTHM (approximately 
132,000 MTHM for the LWRs [of this, 126,000 MTHM would be from LEU fuel and 6,000 
would be from MOX-U-Pu fuel] and 11,000 MTHM from the advanced recycling reactors).43 By 
                                                 
43 Based on the following assumptions: the first new LWR is constructed in 2015; each LWR produces approximately 21.7 MTHM of SNF/GWe-
yr; in 2020, implementation begins and approximately 10 percent of LWRs transition to MOX-U-Pu fuel. Each LWR with MOX-U-Pu fuel 
produces approximately 22 MTHM of SNF/GWe-yr. Fast reactors begin to come on-line; from 2020 to 2060–2070, total nuclear generating 
capacity (i.e., LWRs and fast reactors) grows until 200 GWe is achieved. Fast reactors produce approximately 9 MTHM of SNF/GWe-yr . 
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2060–2070, approximately 3,000 MTHM of SNF would be generated annually from commercial 
LWRs. This SNF would go to a recycling center. The advanced recycling reactors would 
generate an additional 540 MTHM of fast reactor SNF annually. This SNF would also be 
recycled.  
 
The Thermal/Fast Reactor Recycle Alternative would produce wastes similar to the Fast Reactor 

Recycle Alternative, with some minor changes. Table 4.4-1 presents the wastes associated with 
the Thermal/Fast Reactor Recycle Alternative. As shown in Table 4.4-1, the LLW, HLW, and 
GTCC LLW generated by the recycling centers for the Thermal/Fast Reactor Recycle Alternative 
would be approximately 10 percent lower than the wastes from the recycling centers for the Fast 
Reactor Recycle Alternative (Wigeland 2008a). Overall, however, the total quantities of wastes 
generated by the Thermal/Fast Reactor Recycle Alternative would be similar to the total 
quantities of wastes generated by the Fast Reactor Recycle Alternative (see Table 4.4-1 versus 
Table 4.3-2). The cesium and strontium wastes generated would be the same as the Fast Reactor 

Recycle Alternative and could be stored at the recycling center for 300 years (see Section 4.3.3), 
or transported to a HLW storage or disposal facility. Because any recovered uranium could be 
reused, the quantities in Table 4.4-1 do not include recovered uranium.  
 

TABLE 4.4-1—Total Spent Nuclear Fuel and Wastes Generated by the  
Thermal/Fast Reactor Recycle Alternative (50 Years of Implementation) 

Waste Category 

Nuclear Fuel 
Recycling 

Centers (for 
200 GWe in 
2060–2070) 

Advanced 
Recycling 
Reactors 

(60 GWe in 
2060-2070) 

LWRs 
(140 GWe in 2060–2070) 

Total 
(Nuclear Fuel 

Recycling Centers 
+ Advanced 

Recycling Reactors 
+ LWRs) 

SNF (MTHM) a 0 11,000 
132,000  

(126,000 of LEU SNF; 
6,000 of MOX-U-Pu SNF) 

143,000 

LLW (solid) 
(cubic meters) 2,082,000b LB: 32,000 

UB:119,000c 
LB: 118,000 
UB: 466,000d 

LB: 2,232,000 
UB: 2,667,000 

HLW (cubic 
meters) 54,000e 0 0 54,000 

GTCC LLW 
(cubic meters ) 398,000f 500g 2,000g 400,500 

Cesium/Strontiumh 
(cubic meters) 

LB: 510-3,600  
UB: 9,000 0 0 LB: 510-3,600  

UB: 9,000 
LB = lower bound; UB = upper bound. 
a All SNF would be recycled. 
b Derived from Table 4.8-1, based on implementing 200 GWe for Thermal/Fast Reactor Recycle Alternative from 2020 to 2060–2070.  
c Based on growth from 0 GWe to 60 GWe by approximately 2060–2070. Assumes the same quantity of LLW/GWe from advanced 
recycling reactor as commercial LWR and that the advanced recycling reactor LLW/GWe would be same as commercial LWR 
LLW/GWe.  
d Based on growth from approximately 100 GWe to 140 GWe by approximately 2060–2070, using average LLW generated from 
commercial LWRs (Section 4.2.2). 
e Derived from Table 4.8-1, based on implementing 200 GWe for Thermal/Fast Reactor Recycle Alternative by 2060–2070.  
f Derived from Table 4.8-1.  
g GTCC LLW from nuclear reactors is produced as a result of normal operations and becomes available for disposal during facility 
decommissioning. The majority of GTCC LLW generated by nuclear reactors is activated metal. It has been estimated that approximately 
813 m3 (1,060 yd3) of GTCC LLW would be generated when the existing 104 commercial LWRs undergo D&D (SNL 2007). Scaling 
those results to account for production of 200 GWe of electricity via nuclear reactors (and accounting for the D&D of existing LWRs), it 
is estimated that approximately 2,500 m3 (3,270 yd3) of GTCC LLW could result from D&D. See Section 4.9 for a discussion of GTCC 
LLW from reactor decommissioning. 
h Derived from Table 4.8-1. 
Note: All quantities except GTCC LLW and Cs/Sr rounded to nearest thousand.  
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Transportation: A transportation analysis was prepared to determine the potential impacts 
associated with the Thermal/Fast Reactor Recycle Alternative (see Appendix E for a discussion 
of the methodology and modeling results). The transportation analysis considered all radiological 
material that could be transported (i.e., LWR SNF, MOX-U-Pu SNF, spent transmutation fuel 
from fast reactors, wastes from the recycling center, etc.). Table 4.4-2 presents the number of 
radiological shipments (broken down by material to be transported) that would be required for 
the Thermal/Fast Reactor Recycle Alternative for 1) all truck and 2) a combination of truck and 
rail. Because all shipments of fresh nuclear fuel are assumed to occur via truck transport, there is 
no transportation scenario in which all transportation would occur via rail only. Consequently, 
the PEIS presents transportation impacts for a combined truck and rail scenario (in tables this 
scenario is designated as “truck/rail”). As shown in that table, transport by truck would require 
significantly more shipments than by truck and rail.  
 

TABLE 4.4-2—Total Number of Radiological Shipments for 50 Years of Operation, 
Thermal/Fast Reactor Recycle Alternative  

Material/Waste Truck Transport 
(Number of Shipments) 

Truck/Rail Transport (Number 
of Shipments) 

Fresh LWR fuel 
Fresh Transmutation fuel 
Fresh MOX fuela 
LWR SNF 

21,000 
27,500 
4,380 
63,000 

21,000d 
27,500d 
4,380d 
5,280 

Spent Fast Reactor Fuel 27,500 5,500 
Cs/Sr waste 10,800 2,150 
HLW 52,700 10,540 
GTCC LLWb 504,000 101,000 
LLWc 83,200 16,600 
Recovered Uranium (Aqueous) 18,300 3,660 
Recovered Uranium (Metal) 5,960 1,190 
MOX SNF 8,000 178 

Source: Appendix E 
a The MOX spent fuel was assumed to be transported in DOE spent fuel canisters, with a capacity of 0.75 MTHM per 
container. Fresh MOX fuel was assumed to be transported in Class B containers as described in NRC 2005c. These containers 
have a capacity of 1.37 MTHM per shipment and are not appropriate for the shipment of spent fuel. Considering this, there 
would be approximately 83 percent more spent fuel shipments than fresh for the same amount of fuel. 
b Includes mixed GTCC LLW. 
c Includes mixed LLW. 
d All shipment of fresh nuclear fuel is assumed to be via truck transport.  

 
The results of the transportation analysis are presented in two sets of tables. The first set of tables 
(Tables 4.4-3 and 4.4-4) present the impacts associated with handling (loading and inspection) 
radiological material for the 200 GWe scenario. Impacts are presented in terms of radiological 
impacts (expressed in person-rem and converted to LCFs using a dose-to-risk conversion factor 
of 6×10-4 LCF per person-rem). Table 4.4-3 presents the handling impacts for truck transport and 
Table 4.4-4 presents the handling impacts for truck and rail transport. Handling operations 
(loadings and inspections) would not affect the public.  
 
The impacts of handling radiological material are independent of the distance that the material 
would be transported. As such, the handling impacts would be the same whether the radiological 
material is transported, for example, 500 mi (805 km), 2,100 mi (3,380 km), or any other  
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distance. For this reason, these impacts are presented separately from the in-transit impacts 
(which are presented in the second set of tables).  
 

TABLE 4.4-3—Handling Impacts for 50 Years of Operation, Thermal/Fast Reactor Recycle 
Alternative (Truck Transit)—200 Gigawatts Electric 

Handling Impacts 
Loading Inspection Total 

 

person-rem LCFs person-rem LCFs person-rem  LCFs
Thermal/Fast Reactor Recycle 155,000 93 17,200 10 172,000 103 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number.  

 
TABLE 4.4-4—Handling Impacts for 50 Years of Operation, Thermal/Fast Reactor Recycle 

Alternative (Truck and Rail Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total 
 

person-rem LCFs person-rem LCFs person-rem  LCFs
Thermal/Fast Reactor Recycle 205,000 123 12,700 8 217,000 131 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number.  

 
The in-transit impacts are shown in Tables 4.4-5 (truck transit) and 4.4-6 (truck and rail transit) 
for the Thermal/Fast Reactor Recycle Alternative. These impact estimates would vary based on a 
variety of factors, including the distance that the radiological material would be transported, the 
specific routes that would be utilized, the population densities along those routes, and others. Of 
these factors, transport distance is the most significant. Because the locations of future reactors, 
nuclear fuel recycling facilities, and future disposal facilities are unknown, DOE analyzed 
transportation impacts over five distances: 150 mi (241 km), 500 mi (805 km), 1,500 mi 
(2,414 km), 2,100 mi (3,380 km), and 3,000 mi (4,828 km). In-transit impacts presented in 
Tables 4.4-5 and 4.4-6 are based on 2,100 mi (3,380 km) of transport. This distance was selected 
as a reference distance because it represents the average distance for all SNF shipments analyzed 
in the Yucca Mountain FEIS (DOE 2002i). Impacts associated with the other four distances are 
presented, on a per shipment basis, in Appendix E, which describes the transportation 
methodology and assumptions. Although the in-transit impacts are not exactly “linear” (i.e., 
twice the impacts for twice the distance transported), that is a close approximation. 
Consequently, if the radiological material were transported 500 mi (805 km), all of the in-transit 
impacts presented in Tables 4.4-5 and 4.4-6 could be estimated by multiplying the values in 
those tables by 0.24 (500/2,100). 
 

TABLE 4.4-5—In-Transit Transportation Impacts for 50 Years of Operation, Thermal/Fast 
Reactor Recycle Alternative (Truck Transit)—200 Gigawatts Electric 

In Transit Impacts  
Crew Public 

Accident Impacts  

person-
rem 

LCFs person-
rem 

LCFs 

Total 
Incident-Free 

LCFs person-
rem 

LCFs Collision 
Fatalities 

Thermal/Fast 
Reactor Recycle 146,000 87 360,000 216 303 41.0 0 71 
Source: Appendix E  
Note: All LCFs rounded to nearest whole number. 



GNEP Draft PEIS Chapter 4: Environmental Impacts of the Domestic Programmatic Alternatives 
 

4-74 
 

TABLE 4.4-6—In-Transit Transportation Impacts for 50 Years of Operation, Thermal/Fast 
Reactor Recycle Alternative (Rail Transit)—200 Gigawatts Electric 

In Transit Impacts  
Crew Public 

Accident Impacts  

person-
rem 

LCFs person-
rem 

LCFs 

Total 
Incident-Free 

LCFs person-
rem 

LCFs Collision 
Fatalities 

Thermal/Fast 
Reactor Recycle 9,250 6 42,300 25 34 8.64 0 15 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number. 
 
There are potentially significant differences in impacts depending upon whether transportation 
occurs via truck or a combination of truck and rail. For all alternatives, rail transport would result 
in smaller impacts than truck transport. This is due to the fact that there would be many fewer 
transportation shipments for truck and rail compared to truck only. This would directly affect the 
distance traveled and exposures to both crews and the public. Additionally, the number of 
accident fatalities (collisions) would be smaller for the truck and rail transport.  
 
4.5 THERMAL REACTOR RECYCLE FUEL CYCLE ALTERNATIVE (THERMAL 

REACTOR RECYCLE ALTERNATIVE) 
 
The Thermal Reactor Recycle Alternative is described in Chapter 2, Section 2.5. Under this 
alternative, the United States would pursue a domestic closed fuel cycle that recycles LWR SNF 
in one or more recycling facilities and uses the recycled fuel in thermal reactors. Unlike the Fast 
Reactor Recycle Alternative, which would require comparably more R&D (related to 
transmutation fuel development and fast reactor fuel separation), existing thermal reactor 
technologies and fuel fabrication technologies could be utilized for this alternative. 
Consequently, this alternative may be implemented more quickly.  
 
Three options are assessed for the Thermal Reactor Recycle Alternative: Option 1—recycle 
LWR SNF to produce a MOX-U-Pu fuel for use in LWRs; Option 2—recycle LWR SNF to 
produce fuel for use in HWRs; and Option 3—recycle LWR SNF to produce a transuranic fuel 
for use in HTGRs.  
 
At the programmatic level, this PEIS assesses the potential environmental impacts associated 
with broad implementation of the Thermal Reactor Recycle Alternative to achieve a capacity of 
200 GWe based on a 1.3 percent growth rate for nuclear power. The analysis of this broad 
implementation assumes that the United States commercial reactors begin to recycle LWR SNF 
by approximately 2020. Thereafter, the recycled fuel would be utilized in LWRs (Option 1), in 
new HWRs (Option 2), or in new HTGRs (for Option 3). The PEIS also provides information for 
a growth scenario of 2.5 percent, which would result in a capacity of approximately 400 GWe 
(see Table 4.8-2), a 0.7 percent growth rate, which would result in a capacity of approximately 
150 GWe (see Table 4.8-3), and a zero growth scenario, which would result in a capacity of 
approximately 100 GWe (see Table 4.8-4).  
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This PEIS presents the environmental impacts of the Thermal Reactor Recycle Alternative as 
follows:  
 
− Construction and Operation of Thermal Recycle Facilities: The impacts of 

establishing and implementing the Thermal Reactor Recycle Alternative for Options 1, 2, 
and 3 are presented. This analysis includes the construction of multiple SNF recycling 
centers, transportation of LWR SNF from commercial reactors to the recycling centers, 
operations to recycle SNF and produce MOX-U-Pu fuel (Option 1), or HWR fuel 
(Option 2), or HTGR fuel (Option 3), transportation of fuel to reactors, and waste 
management impacts (which would include the impacts of establishing additional 
geologic repository capacity for generated HLW and any SNF), and the transport and 
emplacement of HLW and SNF in a geologic repository. The impacts of Option 1 are 
presented in Section 4.5.1, Option 2 are presented in Section 4.5.2, and Option 3 are 
presented in Section 4.5.3. 

− New nuclear electricity generation between 2010 and 2060-2070: For Option 1, the 
environmental impacts of constructing and operating approximately 200 GWe in LWR 
capacity (including the replacement LWRs that reach end-of-life), would be the same as 
those presented in Section 4.2.2 and are not repeated. For options 2 and 3, the 
construction and operation of new LWRs and replacement LWRs is bounded by the 
analysis presented in Section 4.2.2. For new HWRs (Option 2), this PEIS includes an 
assessment of constructing and operating approximately 54 GWe in new HWR capacity 
in Section 4.5.2. The impacts of constructing and operating approximately 146 GWe in 
LWR capacity (including the replacement LWRs that reach end-of-life) would be 
bounded by the analysis presented in Section 4.2.2 and are not repeated. For new HTGRs 
(Option 3), this PEIS includes an assessment of constructing and operating approximately 
34 GWe in new HTGR capacity in Section 4.5.3. The impacts of constructing and 
operating approximately 166 GWe in LWR capacity (including the replacement LWRs 
that reach end-of-life) would be bounded by the analysis presented in Section 4.2.2 and 
are not repeated.  

 
4.5.1 Construction and Operation of Thermal Recycle Facilities—Option 1 
 
The PEIS analysis in this section focuses on the 200 GWe end-state (approximately 200 GWe of 
LWR capacity, approximately 5,000 MTHM/yr of LWR SNF separation capacity, and fuel 
fabrication capacity to support the fabrication of MOX-U-Pu fuel for 200 GWe of LWR 
capacity).  
 
Construction: If a Thermal Reactor Recycle Alternative (Option 1) with a capacity of 200 GWe 
is pursued, the following facilities could be built:  
 

– 200 GWe of LWR capacity (which would include the replacement of approximately 
100 GWe of LWR capacity when existing LWRs reach their end-of-life). 

– Six nuclear fuel recycling centers (LWR separation facilities [based on a capacity of 
800 MTHM/yr]). 

– Internal modifications to LEU fuel fabrication capabilities and/or new fuel fabrication 
facilities to fabricate MOX-U-Pu fuel to support 200 GWe of LWR capacity. 
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Although some facilities could be colocated, the construction of this much capacity would 
necessitate that many sites in the United States be utilized. For this analysis, it is assumed that 
the nuclear fuel recycling center(s) and the reactors would not be colocated, which would 
necessitate transportation of material between the facilities during operations.  
 
From a construction standpoint, the Thermal Reactor Recycle Alternative (Option 1) would have 
similar impacts to the overall construction impacts presented in Section 4.3 for the Fast Reactor 

Recycle Alternative. Construction of six LWR separation facilities would require a total of 
approximately 1,500 acres (600 ha) (based on 250 acres [100 ha] per facility, see Appendix A, 
Section A.6.3.2). Because the total reactor capacity would be 200 GWe, relative to reactor 
construction impacts, the overall reactor impacts to land would be approximately 602,000 acres 
(244,000 ha). Because LWRs would transition from LEU fuel to MOX-U-Pu fuel, modifications 
to LEU fuel fabrication facilities and/or new fuel fabrication facilities to fabricate MOX-U-Pu 
fuel could be required. As explained in Appendix A, Section A.3.1.4, because MOX-U-Pu fuel 
fabrication is similar to LEU fuel fabrication, any modifications are expected to be minor, and 
could include additional shielding within the facility. These modifications are expected to be 
accomplished within the footprint of existing facilities. If new fuel fabrication facilities to 
fabricate MOX-U-Pu fuel were constructed, it could add to the land required, but would be small 
relative to land requirements for reactor facilities.  
 
Operation: Operation of the facilities associated with the Thermal Reactor Recycle Alternative 
(Option 1) would be similar to the Fast Reactor Recycling Alternative. This section discusses 
potential impacts related to uranium requirements, fuel fabrication, land, visual, water, 
socioeconomics, human health and safety, waste generation, and transportation of nuclear 
materials.  
 
Option to Use Mixed Oxide-Transuranic Fuel and/or Targets  
 
The Thermal Reactor Recycle Alternative (Option 1) could also use a MOX-TRU fuel, although 
there is no commercial experience with MOX-TRU fuel (ANL 2002a). Compared to a uranium-
oxide fuel cycle, the same reactor cycle length could be maintained by adjusting the MOX-U-Pu 
(or MOX-TRU) and uranium enrichments. For MOX-TRU, a MOX-TRU pin loading of 
7.48 percent TRU would be used in the first recycle. To meet the end-of-life burnup of 
45 GWd/MT, it would be necessary to increase the enrichment of the uranium-oxide pins in the 
interior of the fuel assembly to 4.85 percent U-235. With each successive recycle, the TRU 
content in the MOX-TRU pins would increase as more TRU is produced in the uranium-oxide 
pins than is consumed in the MOX-TRU pins (although the rate of increase slows as the 
equilibrium state is approached). By the seventh recycle, the MOX-TRU pin loading would 
reach 11.0 percent and the uranium-oxide fuel pin enrichment would need to be increased to 
slightly more than 5.0 percent to meet the cycle length requirements (ANL 2002a).  
 
Multi-recycling of the TRU would lead to a significant increase in the higher actinide content of 
the fuel assembly, which would complicate fresh fuel handling compared to standard UO2 or 
MOX-U-Pu assemblies (ANL 2004). One estimate suggests that the radiation of MOX-TRU 
SNF could be approximately 1,000 to 6,000 times as great as typical LWR SNF, and the decay 
heat could be 1 to 6 times as great (Wigeland 2008a). If MOX-TRU fuel were pursued, potential 
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modifications to existing fuel fabrication facilities could be major, and could include remote 
operations. Potential modifications to LWRs would primarily necessitate modifications to fuel 
loading processes (i.e., the use of a shielded cask). There are also mitigation measures that could 
reduce the neutron source. For example, if the SNF were stored for approximately 40 years prior 
to recycle in an LWR, curium would significantly decay and reduce the radiation and decay heat. 
However, this would require significant storage capabilities.  
 
Consideration has also been given as to what transuranics should be in the target pins. In one 
option, both Pu and Np could be in the driver MOX fuel and Am could be in the target fuel. The 
presence of both Am and Cm in the target leads to the production of higher actinides that are 
intense producers of spontaneous fission neutrons (Finck 2007c). 
 
The intermixing of driver and target pins in the same assembly, however, negates the potential 
benefit of heterogeneous recycle, which is the confinement of the higher radiotoxic and heating 
target to a fraction of the reactor core to reduce handling and other dose-related issues. Previous 
evaluations indicated that a large fraction of the assemblies in the reactor core might be required 
to contain target pins to successfully use the heterogeneous approach (as much as 30 percent to 
100 percent). Stabilization of the minor actinide inventory would require a higher fraction (up to 
100 percent) of the core to contain target pins, and higher burn-down would require a lower 
fraction of the core to contain target pins. There are also fuel performance issues pertaining to 
helium production in the target pins that would have to be addressed in detailed design and fuel 
development studies. Consequently, the perceived benefits of using targets would have to be 
properly quantified to justify their utilization (Finck 2007c). Further R&D regarding the 
heterogeneous approach could be pursued if DOE announces a decision to pursue the Thermal 
Reactor Recycle Alternative in a future Record of Decision.  
 
Uranium Requirements: The quantity of natural uranium needed to support a capacity of 
200 GWe, assuming an average enrichment of 4.6 percent, would be approximately 
33,000 MT/yr (see Table 4.8-1). The 33,000 MT of natural uranium would represent 
approximately 84 percent of uranium that was mined in the world in 2006 and would be 20 times 
more than the quantities currently mined in the United States annually (see Table 4.1-1). From 
this 33,000 MT, approximately 3,320 MT of enriched uranium (assuming 4.6 percent 
enrichment) would be required annually. Approximately 21 million SWUs would be required 
annually to support a capacity of 200 GWe. The licensed capacity of Paducah, the American 
Centrifuge Plant, and the LES Facility is 17.8 million SWUs. Consequently, enrichment facilities 
in the United States could not meet this demand. Additionally, if Paducah shuts down in 2012, as 
planned, the United States enrichment capacity would be reduced to approximately 6.8 million 
SWUs. To support a 200 GWe capacity, enrichment capacities in the United States would need 
to be expanded by approximately 200 percent, or larger quantities of enriched uranium would 
need to be imported. 
 
Fuel Fabrication Requirements: The United States currently has three operational LWR 
uranium fuel fabrication facilities with a capacity to produce approximately 3,500 MT of LWR 
fuel assemblies (Table 4.1-2). For 200 GWe, approximately 5,000 MT of MOX-U-Pu fuel 
assemblies would need to be produced annually. Consequently, the existing fuel fabrication 
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facilities in the United States would need to be expanded and modified for MOX-U-Pu fuel 
fabrication to be able to meet this demand.  
 
Land Resources: Once operational, a total of approximately 603,000 acres (244,000 ha) of land 
could be occupied by facilities, paved areas, and buffer zones. Most of this area would not be 
disturbed but would serve as a buffer between the actual facility and the outer facility boundary. 
The total site area would be determined by accident analyses and regulatory requirements, 
including safeguards and security. 
 
Visual Resources: With respect to visual characteristics, the visibility of any facility from 
publicly accessible locations would be dependent on the future site characteristics. For sites that 
use “wet” cooling tower systems, the water vapor plume from cooling tower operations may be 
visible for many miles from the plant.  
 
Air Resources: Impacts to air resources would be similar to the Fast Reactor Recycle 
Alternative presented in Section 4.3.  
 
Water Resources: Every operating reactor would use significant quantities of water. A typical 
GWe of reactor capacity requires approximately 3 to 6 billion gal (11 to 23 billion L) of water 
yearly, mainly for heat dissipation44 (EPRI 2002). A nuclear fuel recycling center would also use 
significant quantities of water. Each nuclear fuel recycling center would require approximately 
330 million gal/yr (1.3 billion L/yr) (WSRC 2008a). Five facilities would require approximately 
1.7 billion gal/yr (6.5 billion L/yr).  
 
Socioeconomic Impacts: Socioeconomic impacts would occur in communities in the vicinity of 
any future facility. These impacts would be similar to those discussed for the Fast Reactor 

Recycle Alternative. For each GWe of capacity, an LWR would require approximately 500 to 
1,000 workers. The employment estimate for each LWR SNF separations facility is 
approximately 3,000 workers. 
 
Human Health: As the MOX-U-Pu is multi-recycled, there would be a gradual buildup of 
higher-mass transuranics in the discharged fuel, causing an increase in the radioactive properties 
(e.g., decay heat and radiotoxicity) of the SNF (ANL 2002b). These higher heat loads can have a 
negative impact on aqueous fuel processing efficiencies and the increased neutron source may 
require specific measures to maintain the safety of fuel-handling workers (ANL 2002b). This 
PEIS assumes that design features would be in place to maintain exposures at ALARA levels. 
For analysis purposes, it is expected that worker doses would be similar to those of the Fast 
Reactor Recycling Alternative.  
 
In addition to nonradiological hazards, workers at each of the facilities would be subject to 
radiological hazards, including radiation exposure, as discussed below.  

                                                 
44 A typical 1 GWe reactor would withdraw 3 to 6 billion gal/yr (11 to 23 billion L/yr) for cooling (using “wet cooling”). Water consumption 
would be less than 60 million gal/yr (230 million L/yr). 
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– The total annual dose to workers associated with the nuclear fuel recycling centers would 
be approximately 3,300 person-rem (LWR MOX-U-Pu separation: 6 facilities x 2,226 
radiation workers/facility x 250 mrem/yr average dose [WSRC 2008a]).  

– At the LWRs (200 GWe of capacity), the total annual dose to workers would be 
approximately 20,900 person-rem (assumes 550 radiation workers/GWe x 190 mrem/yr 
average dose).  

 
The total annual dose to workers associated with the 200 GWe Thermal Reactor Recycle 
Alternative (Option 1) would be approximately 24,200 person-rem, which equates to an annual 
LCF risk of approximately 14. Statistically, this means that 14 LCFs could occur for every year 
of operation of a Thermal Reactor Recycle Alternative (Option 1) at the capacities assumed at the 
end of the implementation period (i.e., that separates 5,000 MTHM/yr of LWR SNF and operates 
200 GWe of LWRs fueled with MOX-U-Pu).  
 
The public would also be subject to radiation exposure, primarily from airborne releases of 
radionuclides. Potential doses from LWRs are expected to be similar to those shown in 
Table 4.2-7 for the six hypothetical sites. For the nuclear fuel recycling centers, public exposures 
would vary depending on many factors, but would predominantly be affected by prevailing 
weather patterns and the proximity of the facilities to local population centers. The impacts 
presented in Table 4.3-1 are representative of the impacts that could result. 
 
Facility Accidents: The accidents analysis for LWRs using a MOX-U-Pu fuel is presented in 
Section 4.4 and is not repeated here.  
 
Spent Nuclear Fuel and Radioactive Wastes: This PEIS assesses the wastes associated with 
recycling of all LWR SNF that would be generated over the period 2010 to 2060–2070. For 
Option 1, this would be approximately 168,000 MTHM45, of which 22,000 MTHM would be 
from LEU fuel and 146,000 MTHM would be from MOX-U-Pu fuel. In this situation, no SNF 
would require repository disposal, and only HLW from recycling (which would contain TRU 
from processing losses) would require repository disposal. With respect to the amount of HLW 
that would be generated, it is expected that 0.1 percent of the Pu, plus all the minor actinides 
(Np, Am, and Cm), and fission products, with the possible exception of cesium and strontium, 
would require disposal in a repository. Because any recovered uranium could be reused, the 
quantities in Table 4.5-1 do not include recovered uranium.  
 
Over a 50-year operational period (2010 to 2060–2070), the Thermal Reactor Recycle 
Alternative (Option 1) would generate the radioactive wastes shown in Table 4.5-1. HLW would 
be disposed of in a geologic repository (Section 4.1.5). LLW would be disposed of in 
commercial disposal facilities (Section 4.1.6). Disposal of GTCC LLW would occur, pursuant to 
the Low-Level Radioactive Waste Policy Amendments Act of 1985, at facilities to be determined 
by the DOE. Cesium and strontium wastes could be stored at the recycling centers for 300 years 
(see Section 4.3.3) or transported to a HLW storage or disposal facility. 

                                                 
45 Based on the following: first new LWR is constructed in 2015; each LWR produces approximately 21.7 MTHM of SNF/GWe-yr; in 2020, 
LWRs transition to MOX-U-Pu fuel and produce approximately 25 MTHM of SNF/GWe-yr; LWR capacity grows to 200 GWe by approximately 
2060–2070. Existing LWRs are assumed to be replaced as they reach end-of-life between 2020 and 2060–2070. 
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TABLE 4.5-1—Total Spent Nuclear Fuel and Wastes Generated by the Thermal Reactor 

Recycle Alternative (Option 1) (50 Years of Implementation) 

Waste Category 

Nuclear Fuel 
Recycling Centers 
(for 200 GWe in 

2060–2070) 

LWRs  
(200 GWe in 2060–2070) 

 

Total 
(Nuclear Fuel 

Recycling Centers + 
LWRs) 

SNF (MTHM)a 0 
168,000 

(22,000 of LEU SNF; 146,000 
of MOX-U-Pu SNF) 

168,000 

LLW (solid) 
(cubic meters) 1,590,000b LB: 150,000 

UB: 585,000c 
LB: 1,740,000 
UB: 2,175,000 

HLW (cubic meters) 52,000d 0 52,000 
GTCC LLW 
(cubic meters) 405,000e 2,500f 407,500 

Cesium/Strontiumg 
(cubic meters) 

LB: 510-3,600  
UB: 10,800 0 LB: 510-3,600  

UB: 10,800 
LB = lower bound; UB = upper bound. 
a All SNF would be recycled. 
b Derived from Table 4.8-1, based on implementing 200 GWe for Thermal Reactor Recycle Alternative (Option 1) from 2020 to  
2060–2070.  
c Based on growth from approximately 100 GWe to 200 GWe by approximately 2060-2070, using average LLW generated from 
commercial LWRs (Section 4.2.2). 
d Derived from Table 4.8-1, based on implementing 200 GWe for Thermal Reactor Recycle Alternative (Option 1) by 2060–2070  
e Derived from Table 4.8-1.  
f GTCC LLW from nuclear reactors is produced as a result of normal operations and becomes available for disposal during facility 
decommissioning. The majority of GTCC LLW generated by nuclear reactors is activated metal. It has been estimated that 
approximately 813 m3 (1,060 yd3) of GTCC LLW would be generated when the existing 104 commercial LWRs undergo D&D 
(SNL 2007). Scaling those results to account for production of 200 GWe of electricity via nuclear reactors (and accounting for the 
D&D of existing LWRs), it is estimated that approximately 2,500 m3 (3,270 yd3) of GTCC LLW could result from D&D. See Section 
4.9 for a discussion of GTCC LLW from reactor decommissioning. 
g Derived from Table 4.8-1. 
Note: All quantities except GTCC LLW and Cs/Sr rounded to nearest thousand. 

 
Transportation: A transportation analysis was prepared to determine the potential impacts 
associated with the Thermal Reactor Recycle Alternative (Option 1) (see Appendix E for a 
discussion of the methodology and modeling results). The transportation analysis considered all 
radiological material that could be transported (i.e., LWR SNF, spent MOX-U-Pu fuel, wastes 
from the recycling center, etc.). Table 4.5-2 presents the number of radiological shipments 
(broken down by material to be transported) that would be required for the Thermal Reactor 

Recycle Alternative (Option 1) for 1) all truck and 2) a combination of truck and rail. Because all 
shipments of fresh nuclear fuel are assumed to occur via truck transport, there is no 
transportation scenario in which all transportation would occur via rail only. Consequently, the 
PEIS presents transportation impacts for a combined truck and rail scenario (in tables this 
scenario is designated as “truck/rail”). As shown in that table, truck transport would require 
significantly more shipments than rail.  
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TABLE 4.5-2—Total Number of Radiological Shipments for 50 Years of Implementation, 
Thermal Reactor Alternative, Option 1  

Material/Waste Truck Transport 
(Number of Shipments) 

Truck/Rail Transport 
(Number of Shipments) 

Fresh LWR fuel 
Fresh MOX fuela 
LWR SNF 

3,670 
107,000 
11,000 

3,670d  
107,000d 

880 
Cs/Sr waste 10,800 2,150 
HLW 50,700 10,100 
GTCC LLWb 513,000 101,000 
LLW c 84,000 17,000 
Recovered Uranium (Aqueous) 2,920 584 
MOX SNF 195,000 4,330 

Source: Appendix E  
a The MOX spent fuel was assumed to be transported in DOE spent fuel canisters, with a capacity of 0.75 MTHM per container. 
Fresh MOX fuel was assumed to be transported in Class B containers as described in NRC 2005c. These containers have a capacity 
of 1.37 MTHM per shipment and are not appropriate for the shipment of spent fuel. Considering this, there would be approximately 
83 percent more spent fuel shipments than fresh for the same amount of fuel. 
b Includes mixed GTCC LLW. 
c Includes mixed LLW. 
d All shipment of fresh nuclear fuel is assumed to be via truck transport. 

 
The results of the transportation analysis are presented in two sets of tables. The first set of tables 
(Tables 4.5-3 and 4.5-4) present the impacts associated with handling (loading and inspection) 
radiological material for the 200 GWe scenario. Impacts are presented in terms of radiological 
impacts (expressed in person-rem and converted to LCFs using a dose-to-risk conversion factor 
of 6×10-4 LCF per person-rem). Table 4.5-3 presents the handling impacts for truck transport and 
Table 4.5-4 presents the handling impacts for truck and rail transport. Handling operations 
(loadings and inspections) would not affect the public.  
 
The impacts of handling radiological material are independent of the distance that the material 
would be transported. As such, the handling impacts would be the same whether the radiological 
material is transported, for example, 500 mi (805 km), 2,100 mi (3,380 km), or any other 
distance. For this reason, these impacts are presented separately from the in-transit impacts 
(which are presented in the second set of tables). 

 
TABLE 4.5-3—Handling Impacts for 50 Years of Implementation,  

Thermal Reactor Alternative, Option 1 (Truck Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total 
 

person-rem LCFs person-rem LCFs person-rem  LCFs
Thermal Reactor Recycle, Option 1 198,000 119 23,800 14 222,000 133 

Source: Appendix E  
Note: All LCFs rounded to nearest whole number.  
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TABLE 4.5-4—Handling Impacts for 50 Years of Implementation,  
Thermal Reactor Alternative, Option 1 (Truck and Rail Transit)—200 Gigawatts Electric 

Handling Impacts 
Loading Inspection Total 

 

person-rem LCFs person-rem LCFs person-rem  LCFs
Thermal Reactor Recycle, Option 1 181,000 109 10,700 6 192,000 116 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number.  

 
The in-transit impacts are shown in Tables 4.5-5 (truck transit) and 4.5-6 (truck and rail transit) 
for the Thermal Reactor Recycle Alternative (Option 1). These impact estimates would vary 
based on a variety of factors, including the distance that the radiological material would be 
transported, the specific routes that would be utilized, the population densities along those routes, 
and others. Of these factors, transport distance is the most significant. Because the locations of 
future reactors, nuclear fuel recycling facilities, and future disposal facilities are unknown, DOE 
analyzed transportation impacts over five distances: 150 mi (241 km), 500 mi (805 km), 
1,500 mi (2,414 km), 2,100 mi (3,380 km), and 3,000 mi (4,828 km). In-transit impacts 
presented in Tables 4.5-5 and 4.5-6 are based on 2,100 mi (3,380 km) of transport. This distance 
was selected as a reference distance because it represents the average distance for all SNF 
shipments analyzed in the Yucca Mountain FEIS (DOE 2002i). Impacts associated with the other 
four distances are presented, on a per shipment basis, in Appendix E, which describes the 
transportation methodology and assumptions. Although the in-transit impacts are not exactly 
“linear” (i.e., twice the impacts for twice the distance transported), that is a close approximation. 
Consequently, if the radiological material were transported 500 mi (805 km), all of the in-transit 
impacts presented in Tables 4.5-5 and 4.5-6 could be estimated by multiplying the values in 
those tables by 0.24 (500/2,100). 

 
TABLE 4.5-5—In-Transit Transportation Impacts for 50 Years of Implementation,  

Thermal Reactor Alternative, Option 1 (Truck Transit)—200 Gigawatts Electric 
In Transit Impacts 

Crew Public Accident Impacts 
 person-

rem 
LCFs person-

rem 
LCFs 

Total Incident-
Free LCFs person-

rem 
LCFs Collision 

Fatalities 
Thermal Reactor 
Recycle, Option 1 157,000 94 441,000 265 359 2.97 0 84 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number 

 
TABLE 4.5-6—In-Transit Transportation Impacts for 50 Years of Implementation,  

Thermal Reactor Alternative, Option 1 (Truck and Rail Transit)—200 Gigawatts Electric 
In Transit Impacts 

Crew Public Accident Impacts 
 person-

rem LCFs person-
rem LCFs 

Total Incident-
Free LCFs person-

rem LCFs Collision 
Fatalities 

Thermal Reactor 
Recycle, Option 1 4,920 3 42,300 25 28 0.345 0 19 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number 
 
There are potentially significant differences in impacts depending upon whether transportation 
occurs via truck or a combination of truck and rail. For all alternatives, truck and rail transport 
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would result in smaller impacts than truck transport. This is due to the fact that there would be 
many fewer transportation shipments for truck and rail compared to truck only. This would 
directly affect the distance traveled and exposures to both crews and the public. Additionally, the 
number of accident fatalities (collisions) would be smaller for the truck and rail transport.  
 
4.5.2 Construction and Operation of Thermal Recycle Facilities—Option 2 
 
The PEIS analysis in this section focuses on the 200 GWe end-state (approximately 200 GWe of 
LWR and HWR capacity, approximately 3,200 MTHM/yr of LWR SNF separation capacity, and 
fuel fabrication capacity to support the fabrication of fuel for 54 GWe of HWR capacity).  
 
Construction: If a Thermal Reactor Recycle Alternative (Option 2) with a capacity of 200 GWe 
is pursued, the following facilities could be built: 
 
− 4 DUPIC46 recycling and fuel fabrication facilities (to recycle LWR SNF and produce 

HWR fresh fuel (based on a capacity of 800 MTHM/yr for each recycling center) with a 
total capacity to separate approximately 3,200 MTHM/yr of LWR SNF and to fabricate 
HWR fuel to support 54 GWe of HWR capacity.  

– 146 GWe of LWR capacity (which would include the replacement of approximately 
100 GWe of LWR capacity when existing LWRs reach their end-of-life). 

– 54 GWe of HWR capacity. 
 
Although some facilities could be colocated, the construction of this much capacity would 
necessitate that many sites in the United States be utilized. For this analysis, it is assumed that 
the nuclear fuel recycling center(s) and the reactors would not be colocated, which would 
necessitate transportation of material between the facilities during operations. From a 
construction standpoint, the Thermal Reactor Recycle Alternative (Option 2) would have similar 
impacts to the overall construction impacts presented in Section 4.3 for the Fast Reactor Recycle 
Alternative.  
 
Operation: The DUPIC recycling and fuel fabrication facilities would operate differently than 
the recycling facilities described for the Fast Reactor Recycle Alternative. For example, the 
DUPIC facilities would not employ any chemical processes to extract fissile materials. Rather, 
the LWR SNF rods would be mechanically removed from the LWR fuel assembly, chopped into 
an appropriate size by a mechanical and/or laser cutting method, and the fuel material and 
cladding would be separated. This section discusses potential differences in the operation of 
facilities associated with the Thermal Reactor Recycle Alternative (Option 2) compared to the 
Fast Reactor Recycle Alternative.  
 
Uranium Requirements: The quantity of natural uranium needed to support a capacity of 
200 GWe, assuming an average enrichment of 3.5 percent would be approximately 
25,600 MT/yr (see Table 4.8-1). The 25,600 MT of natural uranium would represent 
approximately 65 percent of uranium that was mined in the world in 2006 and would be 15 times 
more than the quantities currently mined in the United States annually (see Table 4.1-1). From 
this 25,600 MT, approximately 3,600 MT of enriched uranium (assuming 3.5 percent 
                                                 
46 DUPIC = direct use of spent PWR fuel in CANDU. 
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enrichment) would be required. Approximately 16 million SWUs would be required annually to 
support a capacity of 200 GWe. The licensed capacity of Paducah, the American Centrifuge 
Plant, and the LES Facility is 17.8 million SWUs. Consequently, enrichment facilities in the 
United States could meet this demand. However, if Paducah shuts down in 2012, as planned, the 
United States enrichment capacity would be reduced to approximately 6.8 million SWUs. To 
support a 200 GWe capacity, enrichment capacities in the United States would need to be 
expanded by more than 200 percent, or larger quantities of enriched uranium would need to be 
imported. 
 
Fuel Fabrication Requirements: The United States currently has three operational LWR 
uranium fuel fabrication facilities with a capacity to produce approximately 3,500 MT of LWR 
fuel assemblies (Table 4.1-2). For 146 GWe of LWR capacity, approximately 3,600 MT of fresh 
LWR fuel assemblies would need to be produced annually. Consequently, the existing fuel 
fabrication facilities in the United States could likely meet this demand with minor changes. 
HWR fuel fabrication demands would be met by the construction and operation of the 4 DUPIC 
recycling and fuel fabrication facilities. 
 
Land Resources: Assuming that a DUPIC recycling and fuel fabrication facility would be 
similar in size (approximately 500 acres [200 ha]) to a nuclear fuel recycling center discussed in 
Section 4.3.2, once operational, a total of approximately 602,000 acres (244,000 ha) of land 
could be occupied by facilities, paved areas, and buffer zones. Most of this area would not be 
disturbed but would serve as a buffer between the actual facility and the outer facility boundary. 
The total site area would be determined by accident analyses and regulatory requirements, 
including safeguards and security. 
 
Visual Resources: With respect to visual characteristics, the visibility of any facility from 
publicly accessible locations would be dependent on the future site characteristics. For sites that 
use “wet” cooling tower systems, the water vapor plume from cooling tower operations may be 
visible for many miles from the plant.  
 
Air Resources: Impacts to air resources would be similar to the Fast Reactor Recycle 
Alternative presented in Section 4.3.  
 
Water Resources: Every operating reactor would use significant quantities of water. A typical 
GWe of reactor capacity requires approximately 3 to 6 billion gal (11 to 23 billion L) of water 
yearly, mainly for heat dissipation47 (EPRI 2002). Assuming that water use in a DUPIC 
recycling and fuel fabrication facility would be similar to a nuclear fuel recycling center 
discussed in Section 4.3.2, approximately 330 million gal/yr (1.3 billion L/yr) would be used 
annually. Four facilities would require approximately 1.3 billion gal/yr (5.2 billion L/yr).  
 
Socioeconomic Impacts: Socioeconomic impacts would occur in communities in the vicinity of 
any future facility. These impacts are expected to be similar to those discussed for the Fast 
Reactor Recycle Alternative. For each GWe of capacity, an LWR and HWR would employ 
approximately 500 to 1,000 workers and each DUPIC recycling and fuel fabrication facility 

                                                 
47 A typical 1 GWe reactor would withdraw 3 to 6 billion gal/yr (11 to 23 billion L/yr) for cooling (using “wet cooling”). Water consumption 
would be less than 60 million gal/yr (230 million L/yr). 



Chapter 4: Environmental Impacts of Domestic Programmatic Alternatives GNEP Draft PEIS 
 

4-85 
 

would employ approximately 4,000 workers (assuming approximately 3,000 workers for each 
LWR SNF separation facility and approximately 1,000 workers associated with fuel fabrication).  
 
Human Health: In addition to nonradiological hazards, workers at a DUPIC recycling and fuel 
fabrication facility would be subject to radiological hazards, including radiation exposure. 
Because of the simplicity of operations compared to other SNF separation techniques, the total 
annual dose to workers at the DUPIC recycling and fuel fabrication facilities should be bounded 
by those at the nuclear fuel recycling center discussed in Section 4.3.1.48  
 
Similar to the nuclear fuel recycling center discussed in Section 4.3.1, the public could also be 
subject to radiation exposure, primarily from airborne releases of radionuclides. Because the 
DUPIC recycling and fuel fabrication facilities would employ mechanical and thermal processes 
only, it is expected that airborne radionuclide emissions would be bounded by those for the 
nuclear fuel recycling center49 (see Table 4.3-1). The fission gases released in this process would 
be sent to the off-gas treatment system and would be stored after going through the separation, 
treatment, and packaging processes before ultimate disposal in a repository. The cladding 
material would be cleaned and decontaminated for more than a 99 percent recovery of the fuel 
material and then transferred to the solid waste treatment area before ultimate disposal.  
 

Facility Accidents: The DUPIC fuel cycle would utilize LWRs, HWRs, and DUPIC recycling 
and fuel fabrication facilities. Accidents associated with LWRs would be the same as presented 
in Section 4.2.2. The impacts of HWR accidents are presented in Section 4.7.1. The accident 
impacts of a DUPIC recycling and fuel fabrication facility would be expected to be bounded by 
those presented in Section 4.3.1 for the Fast Reactor Recycle Alternative recycling center, due to 
simpler operations and less material separations.  
 
Spent Nuclear Fuel and Radioactive Wastes: By 2060–2070, the 146 GWe of LWR capacity 
would generate SNF that would be recycled in the DUPIC recycling and fuel fabrication 
facilities. A total of 212,000 MTHM of SNF (141,000 MTHM of LWR SNF and 71,000 MTHM 
of HWR SNF) would be generated.50 The LWR SNF would be recycled to provide fresh fuel for 
the HWRs. In 2060-2070, approximately 3,600 MTHM/yr of LWR SNF would be recycled to 
fuel approximately 54 GWe of HWR capacity. By 2060-2070, the DUPIC fuel cycle would 

                                                 
48 Because the DUPIC fuel cycle is part of a South Korean program, in a research stage, only open literature publications are available. 
Consequently, there is less information available for this technology than many of the other technologies presented in this PEIS. In the OREOX 
process (Oxidation and Reduction of Oxide Fuel; OREOX is the name of the DUPIC separation and fuel fabrication process) the actinide and 
fission inventories coming from LWR SNF would be similar. Additionally, because the OREOX process only uses mechanical and thermal 
processes (which are similar to the front end step used in both the aqueous and electrochemical separation processes), it is expected that the 
environmental impacts (e.g., emissions, radiation dose to workers, and wastes) would be no greater than those other processes. 
49 Based on the literature reviewed (IAEA 2005b, Parent 2003), the emissions from the OREOX process are similar to the process used at the 
front end of the UREX and electrochemical separation processes, in that the volatile fission products are released. In the OREOX process, PWR 
cladding is removed and the fuel is subjected to a series of high-temperature oxidation and reduction reactions. During the chemical changes, 
volatile fission products including xenon, krypton, iodine, technetium, and some molybdenum and ruthenium are removed. The volatile fission 
products would be captured to comply with environmental regulations. The product is then fabricated into DUPIC fuel. If a pellet DUPIC fuel is 
used, it can be assumed that the radiological emissions for the fuel fabrication would be similar to the potential emission from U/TRU fuel 
fabrication since the fuel making process is the same (i.e., sintering). Overall, normal radiological emissions should be less than the values 
provided for a UREX+1a recycling plant and fast reactor fuel fabrication plant. 
50 Based on the following assumptions: the first new LWR is constructed in 2015 and LWR capacity grows to 146 GWe by approximately  
2060–2070; existing LWRs are assumed to be replaced as they reach end-of-life between 2020 and 2060–2070; each LWR produces 
approximately 25 MTHM of SNF/GWe-yr (Note: normally, an LWR produces approximately 21.7 MTHM of SNF/GWe-yr; however, in the 
DUPIC fuel cycle, an LWR would produce 25 MTHM/GWe-yr. This is because the burnup of LWR SNF at discharge for the DUPIC fuel cycle 
is only 35 GWd/MTHM compared to 51 GWd/MTHM for the burnup assumed for other fuel cycles that utilize LWRs). HWR construction 
begins in 2020 and grows to 54 GWe by 2060–2070; and each HWR produces approximately 66 MTHM of SNF/GWe-yr.  
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generate approximately 3,600 MTHM of HWR SNF annually that would need to be disposed of 
in a geologic repository. Although this alternative would generate a high volume and mass of 
SNF, the HWR SNF would have a lower radiotoxicity than LWR SNF (see Section 4.8 for a 
discussion of the radiotoxicity of HWR SNF relative to other SNF).  
 
The LWR SNF would be treated by the OREOX process to form fuel powder that satisfies the 
powder characteristics requirements. The DUPIC fuel pellets would be produced from the LWR 
SNF powder through the pre-compaction, granulation, final compaction, sintering, and the 
grinding processes. The fuel pellets would be loaded into the cladding tube manufactured outside 
the hot cell and the end cap would be welded to form a fuel element. These fuel elements would 
then be bundled into fuel bundles and the fresh DUPIC fuel would be transported to a HWR 
reactor. The wastes from a DUPIC recycling and fuel fabrication facility are shown in 
Table 4.5-7.  

 
TABLE 4.5-7—Total Spent Nuclear Fuel and Wastes Generated by the Thermal Reactor 

Recycle Alternative (Option 2) (50 Years of Implementation) 

Waste Category 

DUPIC Recycling 
and  

Fuel Fabrication 
Facilities (for 200 

GWe in  
2060–2070) 

LWRs 
(146 GWe in 
2060–2070) 

HWRs 
(54 GWe in 
2060–2070) 

Total 

SNF (MTHM) 0 141,000a 71,000a 212,000 
LLW (solid) (cubic 
meters) NDb LB: 127,000 

UB: 500,000c 
LB: 23,000 
UB: 85,000d 

LB: 150,000 
UB: 585,000 

HLW (cubic meters) LB: 18,000 
UB: 48,000e 0 0 LB: 18,000 

UB: 48,000e 
GTCC LLW (cubic 
meters) 7,200f 1,200g 500g 8,900 

Cesium/Strontium  
(cubic meters)  0 0 0 0 

LB = lower bound; UB = upper bound. 
a LWR SNF would be recycled. HWR SNF would be disposed of in a geologic repository. 
b Per Table 4.8-1, no data exists for LLW for DUPIC fuel fabrication facility. 
c Based on growth from approximately 100 GWe to 146 GWe by approximately 2060-2070, using average LLW generated from commercial 
LWRs (Section 4.2.2). 
d Based on growth from 0 GWe to 54 GWe by approximately 2060-2070, using average LLW generated from commercial LWRs 
(Section 4.2.2). 
e Derived from Table 4.8-1. 
f Derived from Table 4.8-1. Reflects minimum amount of GTCC LLW. No data exists for the upper bound value. 
gGTCC LLW from nuclear reactors is produced as a result of normal operations and becomes available for disposal during facility 
decommissioning. The majority of GTCC LLW generated by nuclear reactors is activated metal. It has been estimated that approximately 
813 m3 (1,060 yd3) of GTCC LLW would be generated when the existing 104 commercial LWRs undergo D&D (SNL 2007). Scaling those 
results to account for production of 200 GWe of electricity via nuclear reactors (and accounting for the D&D of existing LWRs), it is estimated 
that approximately 2,500 m3 (3,270 yd3) of GTCC LLW could result from D&D. See Section 4.9 for a discussion of GTCC LLW from reactor 
decommissioning  
Note: All quantities except GTCC LLW rounded to nearest thousand.  

 
Transportation: A transportation analysis was prepared to determine the potential impacts 
associated with the Thermal Reactor Recycle Alternative (Option 2) (see Appendix E for a 
discussion of the methodology and modeling results). The transportation analysis considered all 
radiological material that could be transported (i.e., LWR SNF, HWR SNF, wastes from the 
recycling center, etc.). Table 4.5-8 presents the number of radiological shipments, broken down 
by material to be transported, that would be required for the Thermal Reactor Recycle 
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Alternative (Option 2) for 1) all truck and 2) a combination of truck and rail. Because all 
shipments of fresh nuclear fuel are assumed to occur via truck transport, there is no 
transportation scenario in which all transportation would occur via rail only. Consequently, the 
PEIS presents transportation impacts for a combined truck and rail scenario (in tables this 
scenario is designated as “truck/rail”). As shown in that table, truck transport would require 
significantly more shipments than rail.  

 
TABLE 4.5-8—Total Number of Radiological Shipments for 50 Years of  

Implementation, Thermal Reactor Alternative, Option 2  

Material/Waste  
Truck Transport 

(Number of Shipments) 
Truck/Rail Transport  

(Number of Shipments) 
Fresh LWR fuel 23,500 23,500 c 
Fresh HWR fuel 21,900 21,900 c 
LWR SNF 70,500 5,640 
HWR SNF 44,840 996 
HLW 31,000 6,200 
GTCC LLW a 10,000 2,000 
LLW b 23,000 4,500 
Recovered Uranium (Aqueous) 19,000 3,800 
Source: Appendix E 
a Includes mixed GTCC LLW. 
b Includes mixed LLW. 
c All shipment of fresh nuclear fuel is assumed to be via truck transport.  
 

The results of the transportation analysis are presented in two sets of tables. The first set of tables 
(Tables 4.5-9 and 4.5-10) present the impacts associated with handling (loading and inspection) 
radiological material for the 200 GWe scenario. Impacts are presented in terms of radiological 
impacts (expressed in person-rem and converted to LCFs using a dose-to-risk conversion factor 
of 6×10-4 LCF per person-rem). Table 4.5-9 presents the handling impacts for truck transport and 
Table 4.5-10 presents the handling impacts for rail transport. Handling operations (loadings and 
inspections) would not affect the public.  
 
The impacts of handling radiological material are independent of the distance that the material 
would be transported. As such, the handling impacts would be the same whether the radiological 
material is transported, for example, 500 mi (805 km), 2,100 mi (3,380 km), or any other 
distance. For this reason, these impacts are presented separately from the in-transit impacts 
(which are presented in the second set of tables).  

 
TABLE 4.5-9—Handling Impacts for 50 Years of Implementation, Thermal Reactor 

Alternative, Option 2 (Truck Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total 
 

person-rem LCFs person-rem LCFs person-rem  LCFs
Thermal Reactor Recycle, Option 2 67,100 40 11,100 7 78,100 47 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number.  
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TABLE 4.5-10—Handling Impacts for 50 Years of Implementation, Thermal Reactor 
Alternative, Option 2 (Truck and Rail Transit)—200 Gigawatts Electric 

Handling Impacts 
Loading Inspection Total 

 

person-rem LCFs person-rem LCFs person-rem  LCFs
Thermal Reactor Recycle, Option 2 37,900 23 2,950 2 40,900 25 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number. 

 
The in-transit impacts are shown in Tables 4.5-11 (truck transit) and 4.5-12 (truck and rail 
transit) for the Thermal Reactor Recycle Alternative (Option 2). These impact estimates would 
vary based on a variety of factors, including the distance that the radiological material would be 
transported, the specific routes that would be utilized, the population densities along those routes, 
and others. Of these factors, transport distance is the most significant. Because the locations of 
future reactors, nuclear fuel recycling facilities, and future disposal facilities are unknown, DOE 
analyzed transportation impacts over five distances: 150 mi (241 km), 500 mi (805 km), 
1,500 mi (2,414 km), 2,100 mi (3,380 km), and 3,000 mi (4,828 km). In-transit impacts 
presented in Tables 4.5-11 and 4.5-12 are based on 2,100 mi (3,380 km) of transport. This 
distance was selected as a reference distance because it represents the average distance for all 
SNF shipments analyzed in the Yucca Mountain FEIS (DOE 2002i). Impacts associated with the 
other four distances are presented, on a per shipment basis, in Appendix E, which describes the 
transportation methodology and assumptions. Although the in-transit impacts are not exactly 
“linear” (i.e., twice the impacts for twice the distance transported), that is a close approximation. 
Consequently, if the radiological material were transported 500 mi (805 km), all of the in-transit 
impacts presented in Tables 4.5-11 and 4.5-12 could be calculated by multiplying the values in 
those tables by 0.24 (500/2,100). 

 
TABLE 4.5-11—In-Transit Transportation Impacts for 50 Years of Implementation, Thermal 

Reactor Alternative, Option 2 (Truck Transit)—200 Gigawatts Electric 
In Transit Impacts 

Crew Public Accident Impacts 
 person-

rem LCFs person-
rem LCFs 

Total Incident-
Free LCFs person-

rem LCFs Collision 
Fatalities 

Thermal Reactor 
Recycle, Option 2 31,000 19 137,000 82 101 1.23 0 21 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number 

 
TABLE 4.5-12—In-Transit Transportation Impacts for 50 Years of Implementation,  

Thermal Reactor Alternative, Option 2 (Truck and Rail Transit)—200 Gigawatts Electric 
In Transit Impacts 

Crew Public Accident Impacts 
 person-

rem LCFs person-
rem LCFs 

Total  
Incident-

Free LCFs person-
rem LCFs Collision 

Fatalities 
Thermal Reactor 
Recycle, Option 2 1,010 1 5,260 3 4 0 0 6 
Source: Appendix E  
Note: All LCFs rounded to nearest whole number 
 
There are potentially significant differences in impacts depending upon whether transportation 
occurs via truck or a combination of truck and rail. For all alternatives, truck and rail transport 
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would result in smaller impacts than truck transport. This is due to the fact that there would be 
many fewer transportation shipments for truck and rail compared to truck only. This would 
directly affect the distance traveled and exposures to both crews and the public. Additionally, the 
number of accident fatalities (collisions) would be smaller for the truck and rail transport.  
 
4.5.3 Construction and Operation of Thermal Recycle Facilities—Option 3 
 
The Thermal Reactor Recycle Alternative (Option 3—Transuranic Consumption in HTGRs) is 
the least developed domestic programmatic alternative, with only limited data available. Any 
quantifications presented in this section are only preliminary estimates, and do not have the same 
level of accuracy as the data for other alternatives. The Generation IV sponsored work, which is 
ongoing, will result in information that will increase DOE’s knowledge base of this concept, but 
this work will be long term and not available for use in this PEIS. In preparing the environmental 
analysis of this option, DOE utilized the best available information, including reports prepared 
under the AFCI, industry reports, and publicly-available documents. Based on this information, 
DOE has concluded that the environmental impacts of this option would be similar to other 
alternatives in the following respects: 1) construction and operation impacts for nuclear fuel 
recycling centers would be similar to other closed fuel cycle alternatives; 2) construction 
activities and impacts for HTGRs would be the same as the HWR/HTGR Alternative (all-HTGR 
option); and 3) operations of the deep-burn HTGRs would be similar to the HWR/HTGR 
Alternative (all-HTGR option), with minor differences related to increased fuel burnup and the 
use of transuranic fuel. These differences are discussed in this section.  
 
The PEIS analysis in this section focuses on the 200 GWe end-state (approximately 200 GWe of 
LWR and HTGR capacity, approximately 3,200 MTHM/yr of LWR SNF separation capacity, 
and fuel fabrication capacity to support the fabrication of fuel for 36 GWe of HTGR capacity).  
 
Construction: If a Thermal Reactor Recycle Alternative (Option 3) with a capacity of 200 GWe 
is pursued, the following facilities could be built:  
 

– 164 GWe of LWR capacity (which would include the replacement of approximately 
100 GWe of LWR capacity when existing LWRs reach their end-of-life).  

– 36 GWe of HTGR capacity. 
– Four recycling and fuel fabrication facilities to recycle LWR SNF and produce HTGR 

transmutation fuel (based on a capacity of 800 MTHM/yr for each recycling center) with 
a total capacity to separate approximately 3,200 MTHM/yr of LWR SNF and fabricate 
HTGR fuel to support 36 GWe of HTGR capacity.  

 
Although some facilities could be colocated, the construction of this much capacity would 
necessitate that many sites in the United States be utilized. For this analysis, it is assumed that 
the nuclear fuel recycling centers and the reactors would not be colocated, which would 
necessitate transportation of material between the facilities during operations.  
 
Under Option 3, multiple recycling facilities would be constructed to recycle LWR SNF and 
fabricate HTGR fuel. These facilities would operate similarly to the recycling facilities described 
for the Fast Reactor Recycle Alternative, and would have similar impacts to those presented in 
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Section 4.3.1. As such, the environmental impacts of this facility are not repeated. With respect 
to the reactor capacity that would be required for Option 3, for the 200 GWe scenario, 
approximately 164 GWe in LWR capacity and 36 GWe in HTGR capacity would be required. 
The environmental impacts of constructing and operating approximately 164 GWe in LWR 
capacity (including the replacement LWRs that reach end-of-life) and 36 GWe of HTGR 
capacity would be similar to the impacts presented in Section 4.2.2 and are not repeated. 
 
Operation: This section discusses potential differences in the operation of HTGRs with 
transuranic fuel compared to the HTGR discussed in Section 4.7.2. The discussion focuses on 
human health and safety, waste generation, and transportation of nuclear materials. 
 
Uranium Requirements: The Thermal Reactor Recycle Alternative (Option 3) would utilize a 
combination of LWRs using enriched uranium fuel and HTGRs using a transuranic fuel with no 
uranium in the fuel, possibly using an inert matrix if needed. Preliminary estimates indicate that 
the reactor fleet would have about 82 percent of the power being generated by the LWRs, while 
the other 18 percent would be generated by the deep-burn HTGRs. (Schwartz 2008). 
 
Fuel Fabrication Requirements: The transuranics recovered from processing all of the LWR 
SNF would be used for fabrication of the HTGR fuel. The amount of LWR SNF to be processed 
and the amount of transuranics that would be recovered is not known accurately at this time. 
Given that the recovered transuranics would be radioactive, the fuel fabrication would need to be 
done remotely, as in the other alternatives where spent LWR fuel is processed to recover the 
transuranics for recycle. At this time, it is expected that the same fuel fabrication technologies 
that have been developed for enriched uranium HTGR fuel would be applicable to the HTGR 
transuranic fuel, although modifications would be needed for remote fuel fabrication. However, 
since the deep-burn TRU fuel composition has not yet been determined, the amount of deep-burn 
fuel fabrication cannot be determined, and it is not known if additional modifications to the fuel 
fabrication technologies will be required, or if a new technology would be needed 
(Schwartz 2008).  
 
Infrastructure Requirements: The Thermal Reactor Recycle Alternative (Option 3) would 
utilize large quantities of nuclear grade graphite in the HTGR reactor cores. Graphite production 
is a basic industrial operation and the capability to produce nuclear grade graphite would be 
driven by the demand. Although there is currently little demand for this today, it is expected that 
the commercial industry would readily respond to meet an identified need without significant 
issues. 
 
Helium is the coolant of choice for HTGRs, due to its favorable neutronic and heat exchange 
properties, and also due to its chemical stability in the temperature range of interest. A typical 
HTGR requires an initial inventory of 5 to 10 tons of helium. The annual make-up, due to system 
losses, would be a small percent of that inventory. Natural gas contains trace amounts of helium 
which is extracted during natural gas refining. The United States is the largest producer of 
helium in the world, with an annual production exceeding 20,000 tons, and geological resources 
of more than 1 million tons (Finck 2007a). Consequently, there should be no adverse impacts 
associated with providing the required quantities of helium to support HTGRs. 
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Land Resources: Impacts to land resources are expected to be similar to the Reactor Recycle 
Alternative presented in Section 4.3.  
 
Visual Resources: Impacts to visual resources are expected to be similar to the Fast Reactor 

Recycle Alternative presented in Section 4.3.  
 
Air Resources: Impacts to air resources are expected to be similar to the Fast Reactor Recycle 
Alternative presented in Section 4.3.  
 
Water Resources: Impacts to water resources are expected to be similar to the Fast Reactor 

Recycle Alternative presented in Section 4.3.  
 
Socioeconomic Impacts: Impacts to socioeconomic resources are expected to be similar to the 
Fast Reactor Recycle Alternative presented in Section 4.3.  
 
Human Health: The public would be subject to radiation exposure, primarily from airborne 
releases of radionuclides from HTGRs. Based on similar design requirements that would need to 
be met for either HTGR transuranic fuel or uranium-fuel, the doses to the public should be 
similar. Although HTGR worker impacts should also be similar, the higher burnup associated 
with thermal recycle in an HTGR has the potential to produce SNF with higher radiation doses. 
Data does not exist to quantify these potential increased impacts. Operating procedures could 
likely be designed to mitigate any potential increased doses. 
 
Facility Accidents: The thermal recycle in HTGRs fuel cycle would utilize LWRs, HTGRs, and 
nuclear fuel recycling centers. Accidents associated with LWRs would be the same as presented 
in Section 4.2.2. The impacts of HTGR accidents are presented in Section 4.7.2. The accident 
impacts of a nuclear fuel recycling center would be the same as those presented in Section 4.3.1 
for the Fast Reactor Recycle Alternative recycling center. 
 
The use of a TRU fuel instead of an enriched uranium fuel in the HTGR may have some impact 
on reactor response mainly due to differences in neutron characteristics with the transuranic fuel. 
However, for the spectrum of accidents typically considered for the HTGR, past experience with 
other reactor types has shown that these differences in neutron characteristics would not result in 
a significant difference in reactor response for accident conditions. Consequently, the use of a 
transuranic fuel instead of a uranium fuel should not significantly change the impacts of 
accidents (Schwartz 2008).  
 
Spent Nuclear Fuel and Radioactive Wastes: By 2060–2070, the 164 GWe of LWR capacity 
would generate SNF that would be recycled. A total of 140,000 MTHM of LWR SNF and an 
unknown quantity of HTGR SNF would be generated.51 The higher burnup of HTGRs would 
result in a larger quantity of fission products in the HTGR SNF, which would increase the 
radiotoxicity and thermal loading relative to the HTGR SNF discussed in Section 4.7.2. 
Approximately 3,200 MTHM/yr of LWR SNF would be recycled, and the recycled fuel would 
                                                 
51 Based on the following: first new LWR is constructed in 2015 and LWR capacity grows to 164 GWe by approximately 2060–2070. Existing 
LWRs are assumed to be replaced as they reach end-of-life between 2020 and 2060–2070. Each LWR produces approximately 21.7 MTHM of 
SNF/GWe-yr. HTGR construction begins in 2020 and grows to 36 GWe by 2060–2070. The amount of SNF generated by a deep-burn HTGR is 
not known, but is expected to be less than 7.7 MTHM of SNF/GWe-yr. These quantities represent values at system equilibrium.  
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be used to fuel 36 GWe of HTGR capacity. The HTGR SNF would be disposed of in a geologic 
repository.  
 
The wastes from this alternative would be from several sources. For the processing of the LWR 
SNF, HLW, GTCC LLW, and LLW would be generated, similar to that generated for the other 
recycle alternatives. Fabrication of the HTGR fuel would generate GTCC LLW and LLW, but 
there are no estimates for the amounts at this time given that there is no relevant remote fuel 
fabrication experience for this HTGR fuel. After irradiation, the deep-burn HTGR fuel would be 
sent for disposal in a geologic repository. Preliminary estimates indicate that the transuranic 
content of the HTGR SNF would be approximately 30 percent of that for the No Action 
Alternative. As a result, with such a large amount of transuranics being placed in a geologic 
repository, it is estimated that the reduction in decay heat load would be about a factor of 2 to 3 
as compared to the No Action Alternative. There are no estimates for the change in radiotoxicity, 
but given that the transuranic content of the disposed SNF would be 30 of that for the No Action 
Alternative, there would be a corresponding reduction in radiotoxicity since radiotoxicity is 
primarily a result of the higher actinide content in the wastes. It is estimated that the HTGR SNF 
would drop to that of the natural uranium approximately in the time period of  
50,000–100,000 years (Schwartz 2008).  
 
The amount of HTGR SNF is not known at this time since the fuel composition is undetermined, 
but the amount would be affected by the ability to remove the fuel compacts from the graphite 
blocks as in the HWR/HTGR Alternative (all-HTGR option—see Section 2.7.2). While the 
amount of SNF compacts can be relatively smaller with the HTGR fuel, if the compacts are not 
removed from the graphite blocks, the volume of SNF can be substantial. The intact spent fuel 
compacts would be SNF, while if removed, the graphite blocks may be GTCC LLW 
(Schwartz 2008).  
 
Transportation: Although the radionuclide inventories are different for the HTGR and deep 
burn HTGR SNF, the “per-shipment” incident-free transportation impacts of the deep-burn 
HTGR are expected to be similar to the incident-free HTGR handling impacts and in-transit 
impacts discussed in Section 4.7.2. This is due to the fact that the transportation analysis assumes 
that packages would have the regulatory maximum exposure rate of 10 mrem/hour at a distance 
of 6.6 ft (2 m) from the source. The number of SNF shipments for the deep-burn HTGR are 
unknown, therefore the incident-free transportation impacts of the deep-burn HTGR SNF cannot 
be further quantified. Due to the lack of a radionuclide inventory in the SNF, transportation 
accident impacts of the deep-burn HTGR SNF cannot be quantified. 
 
The impacts associated with the transportation of 140,000 MTHM of LWR SNF would be 
similar to (approximately 90 percent as much as) the impacts presented in Section 4.2.1.2, which 
are based on transporting 158,000 MTHM of LWR SNF.  
 
4.6 ONCE-THROUGH FUEL CYCLE ALTERNATIVE USING THORIUM (THORIUM 

ALTERNATIVE) 
 
The Thorium Alternative, described in Chapter 2, Section 2.6, would represent a fundamental 
shift in the fuel used for U.S. commercial reactors. Rather than being fueled solely by enriched  
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(3 to 5 percent) uranium, U.S. commercial reactors would transition to a fuel composed of 
thorium and enriched uranium (less than 20 percent), but would continue to operate using a  
once-through fuel cycle to produce electricity. Of the possible implementation options, the most 
attractive approach is a heterogeneous, seed-blanket configuration along the lines of the seed-
blanket-unit or whole-assembly-seed-blanket concepts described in Chapter 2, Section 2.6. These 
concepts involve two distinct zones in a reactor: a seed region containing uranium oxide fuel 
with the uranium enriched up to approximately 19.9 percent enrichment, and a blanket region 
containing thorium oxide and uranium oxide, where the uranium enrichment could also range up 
to approximately 19.9 percent enrichment. These concepts therefore include characteristics of 
both conventional uranium fuels, albeit with a significantly higher enrichment than in current 
commercial reactors, and thorium based fuels.  
 
At the programmatic level, this PEIS assesses the potential environmental impacts associated 
with broad implementation of the Thorium Alternative to achieve a capacity of approximately 
200 GWe, based on a 1.3 percent growth rate for nuclear power. The analysis of this broad 
implementation assumes that the U.S. commercial reactors begin to shift to thorium-based fuel 
alternatives by approximately 2020, and that by approximately 2060–2070 all commercial 
reactors would operate using thorium-based fuels. The PEIS also provides information for a 
growth scenario of 2.5 percent, which would result in a capacity of approximately 400 GWe (see 
Table 4.8-2), a 0.7 percent growth rate, which would result in a capacity of approximately 
150 GWe (see Table 4.8-3), and a zero growth scenario, which would result in a capacity of 
approximately 100 GWe (see Table 4.8-4).  
 
This PEIS presents the environmental impacts of the Thorium Alternative as follows:  
 
− Thorium-Based Facility Operations: Existing facilities would operate differently using 

a thorium fuel cycle. At the front end of the fuel cycle, thorium would need to be mined 
and there would be a minor reduction in natural uranium requirements. With respect to 
uranium enrichment and fuel fabrication, a thorium fuel cycle would also operate 
differently than the uranium fuel cycle. The impacts of producing higher enriched 
uranium fuel (up to approximately 19.9 percent) are presented. Reactor operations using 
thorium-based fuel are also discussed, including the transport and emplacement of SNF 
in a geologic repository.  

− New nuclear electricity generation between 2010 and 2060–2070: The environmental 
impacts of constructing and operating 200 GWe of capacity in nuclear reactors, including 
the construction and operation of new LWRs and replacement LWRs, would be the same 
as those presented in Section 4.2.2 and are not repeated. 

 
Widespread implementation of the Thorium Alternative would result in the following domestic 
impacts: 
 
− Thorium-specific mining (as opposed to by-product mining) would be required. 
− Natural uranium needs would be approximately the same as the uranium-based fuel 

cycle. 
− Facilities capable of enriching uranium to 19.9 percent would be required, which could 

necessitate construction and operation of one or more dedicated enrichment facilities. 



GNEP Draft PEIS Chapter 4: Environmental Impacts of the Domestic Programmatic Alternatives 
 

4-94 
 

− One or more dedicated thorium-uranium fuel fabrication facilities would be required.  
− Some reactor-related facilities and operations may need to be modified to use thorium-

based fuel, which could necessitate construction and operation of additional SNF pools 
and SNF dry storage facilities with more shielding. 

− Additional geologic repository capacity would be required for ultimate disposition of 
thorium SNF. This would also be required for all of the alternatives to accommodate the 
postulated growth in nuclear power.  

 
Each of these impacts is discussed below. The seed-and-blanket concept is a mixture of uranium 
and thorium-based fuels and therefore exhibits the characteristics of both. 
 
Thorium Requirements: 
 
Thorium-specific mining: The Thorium Alternative would require both uranium mining 
(discussed in Section 4.1.1) and thorium mining (discussed in this section). In general, the 
impacts of thorium mining would be less than uranium mining. There would be less overburden, 
less radioactive waste produced, less radiological impact to miners, and simpler tailings 
management than in the case of uranium. However, because the uranium requirements would not 
be significantly reduced, the thorium-specific mining impacts would be additive. Thorium 
mining impacts would be site-dependent.  
 
Thorium is relatively abundant and easily mined. Monazite, a mixed thorium rare earth uranium-
phosphate, is the most popular source of thorium and is available in many countries (particularly 
Brazil [600,000 MT of thorium metal], Turkey [380,000 MT], and India [320,000 MT]) in beach 
or river sands along with heavy minerals—ilmenite, rutile, zircon, sillimenite and garnet. In the 
United States, there are an estimated 137,000 MT of thorium metal in reasonably assured 
reserves (IAEA 2005a). 
 
The present production of thorium is almost entirely as a by-product of rare earth extraction from 
monazite sand. The mining and extraction of thorium from monazite is relatively easy and 
significantly different from that of obtaining uranium from its ores. For example, the overburden 
(the soil and rock above the deposit) during mining is much smaller than in the case of uranium 
and the total radioactive waste production in mining operation is about two orders of magnitude 
lower than that of uranium. The potential radiological impact to miners is also much smaller than 
in the uranium case due to the short lifetime of thoron (predominant radon in the thorium, 
Rn-220 with a half-life of 56 seconds) as compared with the predominant radon in the uranium 
ore (Rn-222 with a half-life of 3.8 days), and therefore, needs much simpler tailings management 
than in the case of uranium to prevent long term public doses (see Figure 4.6-1). External gamma 
exposure is not a major concern because thorium emits only a small amount of gamma radiation. 
Consequently, thorium is generally a health hazard only if it is taken into the body. If inhaled, 
however, thorium can have approximately 8 times greater health risk than natural uranium. The 
main health concern for environmental exposures is generally bone cancer (IAEA 2005a).  
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Time (years) 

 
Source: Gruppelaar et al. 2000 

FIGURE 4.6-1—Radiotoxicity of Uranium Ore versus Thorium Ore 
 

Thorium Availability: A thorium fuel cycle producing 200 GWe would require approximately 
1,070 MT of thorium annually (see Table 4.8-1). With approximately 137,000 MT of thorium in 
United States reliable reserves, the United States could supply its thorium needs for more than 
100 years without importing any thorium from foreign sources.  
 
Uranium Requirements: Assuming that nuclear electricity generating capacity would grow to 
approximately 200 GWe by approximately 2060-2070, the quantity of natural uranium needed to 
support 200 GWe of capacity in a thorium fuel cycle would be approximately the same as for the 
uranium-based fuel cycle, approximately 39,200 MT/yr.  
 
Enrichment and Fuel Fabrication Facilities for 12.2 and 19.9 Percent Uranium: The 
environmental impacts of enriching uranium to 12.2 percent and 19.9 percent and fabricating 
fuel for thorium-fueled reactors would be similar to the impacts described in Section 4.1. More 
details regarding uranium enrichment and thorium fuel fabrication are contained in Appendix A. 
The thorium fuel cycle would require uranium enrichments of approximately 12.2 percent and 
19.9 percent versus the 3 to 5 percent for the uranium fuel cycle.52 Enrichment facilities to 
support a thorium fuel cycle would be large industrial facilities, similar in size to those discussed 
in Section 4.1.2, with the same types of environmental impacts (see NRC 2005b and 
NRC 2006b). In general, enriching uranium to higher than 5 percent does not produce different 
types of impacts, but requires more steps. Supporting a typical thorium-fueled LWR (1 GWe) on 
an annual basis would require:  
 

                                                 
52 In theory, U-233 or Pu-239 could be used instead of U-235 enriched to 19.9 percent for the fissile material in the seed fuel. However, there is 
no identified source for these isotopes for this purpose, so U-233 and Pu-239 are not analyzed. 



GNEP Draft PEIS Chapter 4: Environmental Impacts of the Domestic Programmatic Alternatives 
 

4-96 
 

− Natural uranium requirements normalized to GWe-year would be 196 MT for the 
thorium-fueled reactor; 

− Approximately 5 MT of low enriched uranium (19.9 percent enrichment and below) 
would be required annually; and  

− Approximately 5.3 MT of thorium would be required annually (Todosow 2007b). 
 
Currently, there is no capacity in the United States to enrich uranium to 12.2 percent and 
19.9 percent. The American Centrifuge Plant, once operational, would be capable of enriching 
uranium up to 10 percent. While the technology exists and has been utilized in the past to 
produce uranium with enrichments of 19.9 percent (and higher), an existing enrichment facility 
would need to be retrofitted (with additional centrifuges connected in series or additional 
gaseous diffusion stages) or a new facility constructed. In the past, these facilities (such as the 
existing Paducah facility) required hundreds of acres, used significant quantities of electricity, 
and employed thousands of workers. Modern enrichment facilities would likely be more 
compact, and more efficient in terms of electricity and staffing. The size of an enrichment 
facility is generally a compromise among criticality concerns (which govern the size of 
components), and desired enrichment and throughput. For example, multiple passes through 
enrichment stages can be used to increase the enrichment, subject to criticality constraints. The 
option of obtaining these enrichments by down-blending surplus highly enriched uranium (HEU) 
from the weapons complex may be available to satisfy some of the requirement.  
 
There are only two existing fuel fabrication facilities in the United States that are operational and 
have licenses to fabricate reactor fuels with uranium enrichments greater than 5 percent. These 
facilities produce fuels for the Naval Reactors Program, as well as research reactor fuels. 
Because the capacity of these fuel fabrication facilities would not be sufficient to produce all of 
the 12.2 percent and 19.9 percent enriched uranium fuel for the commercial industry, it is likely 
that one or more new fuel fabrication facilities would be constructed.  
 
Thorium Fuel Fabrication Requirements: Thorium fuels have been made in the past (see 
Appendix A, Section A.3.2). Thorium fuels would likely be fabricated in a manner similar to 
uranium oxide and MOX fuels, which are formed from pellets in tubular cladding. A separate 
plant may be needed to avoid cross contamination (or dedicated lines in existing facilities may be 
adequate), and the optimum conditions could well be rather different, but no serious difficulties 
seem likely for once-through applications. If interest develops in nitride or other less familiar 
fuel forms, then commercialization of the fuel production would likely require an appropriate 
development program. No special problems are expected in the manufacturing technology for 
MOX thorium-uranium pelletized fuel (IAEA 2002b). 
 
Fuels containing naturally occurring “fissile” U-235 in combination with “fertile” U-238 or 
Th-232, emitting only alpha particles of relatively low specific activity, can be manufactured by 
the so-called “contact operations” where the operator has direct contact with the fuel material. 
However, process operations that involve generation and handling of fine powders of U-235, 
U-238, or Th-232 bearing fuels are carried out in ventilated enclosures, such as gloveboxes, for 
minimizing radioactive aerosol (IAEA 2002b).  
 
Thorium-specific hazards (such as greater risks from inhalation) would need to be 
accommodated in the design of the fuel fabrication facility. These would likely not be present in 
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a facility designed for HEU fuels, and retrofitting would likely be undesirable due to cost and 
other considerations. 
 
Reactor Facilities and Operations: Although there would be changes in reactor operations for 
the thorium fuel cycle, it is expected that the design would ensure that all safety and operational 
parameters of existing nuclear plants would be preserved with the seed-blanket options 
(IAEA 2002b). Reactor-specific designs and operating procedures could also be employed to 
ensure margins are maintained. For example, the seed material could be replaced more often 
and/or reshuffled more frequently, similar to conventionally-fueled uranium reactors. Issues 
associated with the increased reactivity due to continuing production of U-233 from the decay of 
protactinium-233 (Pa-233) following shutdown need to be taken into consideration but should 
not be a practical concern. However, the additional U-233 that would be produced as Pa-233 
decays needs to be accounted for in satisfying potential nonproliferation concerns. In theory, 
longer refueling cycles and higher plant capacity factors could be achieved with thorium fuel 
because thorium fuel has a significantly higher thermal conductivity at LWR operating 
temperatures and a lower rate of fission gas release. Therefore, thorium fuel can be operated to 
higher burnup with less difficulty than uranium fuel (Todosow 2007b). This PEIS assumes that 
the thorium-fueled reactor would achieve higher burnups (149 GWd/MT for UO2 and 
75 GWd/MT for the ThO2) (Todosow 2003).  
 
In general, for a concept employing thorium-based fuel, the following plant parameters could 
change compared to conventionally-fueled uranium reactors; statements related to advantages 
due to the properties of thorium oxide, however, are only applicable to the blanket portion of 
seed-blanket configurations: 
 
Land Resources: Overall land use would not change appreciably, with the possible exception of 
expanded pool storage, which might be required to accommodate the longer cooling times of 
thorium fuels. Because SNF storage pools are a relatively small portion of a nuclear power 
plant’s total land area, this impact is not expected to be major. Once operational, a total of 
approximately 600,000 acres (243,000 ha) of land could be occupied by facilities, paved areas, 
and buffer zones. Most of this area would not be disturbed but would serve as a buffer between 
the actual facility and the outer facility boundary. The total site area would be determined by 
accident analyses and regulatory requirements, including safeguards and security. 
 
Visual Resources: With respect to visual characteristics, the visibility of any LWR (using 
thorium fuel) from publicly accessible locations would be dependent on the future site 
characteristics. For sites that use “wet” cooling tower systems, the water vapor plume from 
cooling tower operations may be visible for many miles from the plant.  
 
Air Resources: Impacts to air resources would be similar to the No Action Alternative presented 
in Section 4.2. 
 
Water Resources: Cooling water requirements are largely a function of reactor power and thus 
would not be affected by the thorium fuel cycle. Every operating reactor would use significant 
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quantities of water. A typical GWe of reactor capacity requires approximately 3 to 6 billion gal 
(11 to 23 billion L) of water yearly, mainly for heat dissipation53 (EPRI 2002).  
 
Socioeconomic Impacts: Socioeconomic impacts would occur in communities in the vicinity of 
any future facility. For each GWe of capacity, an LWR using thorium fuel would require 
approximately 500 to 1,000 workers. 
 
Human Health: Irradiated thorium-based fuels contain a significant amount of U-232, which 
has a half-life of 73.6 years and is associated with strong gamma emitting daughter products. As 
a result, there is significant buildup of radiation dose with the storage of spent thorium-based 
fuels. Therefore, operational doses could be higher for storage workers for the thorium fuel 
cycle. However, it is expected that operational procedures and ALARA exposure principles 
could be employed such that impacts to workers at an LWR fueled with thorium would not be 
expected to differ significantly from the impacts presented in Section 4.2.2 for a uranium-fueled 
LWR. 
 
With respect to potential doses to the public, because thorium-based fuels are expected to have 
superior thermo-physical properties, such as higher melting point and better thermal 
conductivity, they could be expected to release less fission gases as compared to uranium-based 
fuels. However, assuming no changes in the integrity of the fuel assembly cladding, radiation 
exposures to the public would be expected to be similar to those of uranium-fueled LWRs (see 
Section 4.2.2).  
 
Facility Accidents: Accident analyses for two heterogeneous “seed-blanket” implementation 
schemes for thorium fueled LWRs have been performed by Brookhaven National Laboratory and 
the Massachusetts Institute of Technology (see Todosow and Kazimi 2004). The two concepts 
are the seed-blanket-unit where the seed and blanket occupy the same space as a conventional 
assembly, and the whole-assembly-seed-blanket where the seed and blanket rods are located in 
distinct assemblies. Several “bounding” accidents were evaluated, for each concept: 1) large 
break loss-of-coolant; 2) loss of primary flow; and 3) loss of offsite power. The results for 
safety-related parameters were comparable to those for a conventional uranium-fueled LWR, and 
were well below limits (Todosow and Kazimi 2004). 
 
Spent Nuclear Fuel and Radioactive Wastes: As discussed in Section 4.2.2, typical nuclear 
power plants generate SNF and LLW, including GTCC LLW. SNF management is addressed 
below. Use of thorium fuel would not change the amount of LLW generated by a typical LWR. 
Because GTCC LLW from nuclear reactors is produced as a result of normal operations and 
becomes available for disposal during facility decommissioning, the use of thorium fuel would 
not change the amount of GTCC LLW generated by a typical LWR. Over a 50-year 
implementation period (2010 to 2060–2070), the Thorium Alternative would generate the 
radioactive wastes shown in Table 4.6-1.  
 

                                                 
53 A typical 1 GWe reactor would withdraw 3 to 6 billion gal/yr (11 to 23 billion L/yr) for cooling (using “wet cooling”). Water consumption 
would be less than 60 million gal/yr (230 million L/yr). 
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TABLE 4.6-1—Total Spent Nuclear Fuel and Wastes Generated by  
the Thorium Alternative (50 Years of Implementation) 

Waste Category LWRs  
(200 GWe in 2060-2070) 

SNF (MTHM) 109,000 
LLW (solid) (cubic meters) LB: 150,000 

UB: 585,000a 
GTCC LLW (cubic meters) 2,500b 

LB = lower bound; UB = upper bound. 
a Derived from data for a typical LWR which would generate approximately 27 to 103 yd3 (21 to 79 m3) of 
LLW annually (NEI 2007). Based on constant growth from approximately 100 GWe in 2010 to 200 GWe 
by approximately 2060–2070.  
b GTCC LLW from nuclear reactors is produced as a result of normal operations and becomes available 
for disposal during facility decommissioning. The majority of GTCC LLW generated by nuclear reactors 
is activated metal. It has been estimated that approximately 813 m3 (1,060 yd3) of GTCC LLW would be 
generated when the existing 104 commercial LWRs undergo D&D (SNL 2007). Scaling those results to 
account for production of 200 GWe of electricity via nuclear reactors (and accounting for the D&D of 
existing LWRs), it is estimated that approximately 2,500 m3 (3,270 yd3) of GTCC LLW could result from 
D&D. See Section 4.9 for a discussion of GTCC LLW from reactor decommissioning  
Note: all values except GTCC LLW rounded to nearest thousand. 

 
Spent Nuclear Fuel: The most noteworthy change associated with a thorium open fuel cycle 
would involve the management of SNF. Because both the discharged volume and mass of SNF 
would be reduced (by approximately 50 percent), there would be less SNF to be managed. For a 
nuclear electricity generating capacity of approximately 200 GWe in 2060–2070, the annual 
discharged SNF mass would be approximately 2,050 MTHM (see Table 4.8-1). Of this quantity, 
approximately 820 MTHM would be UO2 SNF and 1,230 MTHM would be ThO2 SNF 
(Schwartz 2008). Based on the assumption that all commercial reactors would transition to a 
thorium-based fuel cycle by approximately 2060–2070, the total amount of SNF generated by 
commercial LWRs by 2060–2070 would be approximately 109,000 MTHM.54  
 
The thorium fuel cycle offers several potential advantages relative to the conventional uranium 
fuel cycle, including: 1) reducing the quantity and quality of plutonium produced; 2) producing 
less transuranics, and 3) improving the long-term SNF waste characteristics (IAEA 2005a). 
These advantages are further explained below.  
 
Plutonium Produced: Table 4.6-2 presents the characteristics of the plutonium produced by a 
thorium-fuel reactor (assuming 149 GWd/MT for UO2 and 75 GWd/MT for the ThO2) versus a 
typical uranium-fueled PWR (51 GWd/MT). As can be seen from that table:  
 
− Total plutonium production is a factor of 3 to 4 less in thorium fuel than in uranium fuel 

due to the higher enrichment in the seed and the thorium in the blanket.  
− Pu-239 production is a factor of 4.2 less in thorium fuel than in uranium fuel.  
− The plutonium produced in the thorium fuel and in the seed is high in Pu-238, leading to 

a decay heat rate 3.7 times greater than that from plutonium derived from uranium fuel 
and 29 times greater than that from weapons grade plutonium.  

                                                 
54 Based on the following: first new LWR is constructed in 2015 and LWR capacity grows to 200 GWe by approximately 2060–2070. Each LWR 
fueled with uranium-oxide produces approximately 21.7 MTHM of SNF/GWe-yr. Use of thorium-based fuel begins in 2020 and all new LWRs 
use a thorium-based fuel. Existing LWRs are assumed to be replaced as they reach end-of-life between 2020 and 2060–2070. When replaced, 
these LWRs begin to use thorium-based fuel. Each LWR fueled with thorium-based fuel produces approximately 10 MTHM of SNF/GWe-yr. 
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TABLE 4.6-2—Plutonium Produced in Uranium-Fueled Light Water Reactor Versus 
Thorium-Fueled 

 Typical Present-Day 
Uranium-Fueled LWR 

Typical Thorium-Fueled 
LWR 

(SBU Seed + Blanket) 

Typical Thorium-Fueled 
LWR 

(WASB Seed + Blanket) 
Plutonium 

Isotope kg/GWe-yr Fraction of 
Pu (%) kg/GWe-yr Fraction of 

Pu (%) kg/GWe-yr Fraction of 
Pu (%) 

238 7.2 3 5 7 6 8 
239 148.8 55 38 47 42 49 
240 56.4 21 17 20.5 15 17 
241 40.8 15 12 15.5 14 17 
242 16.8 6 8 10 8 9 

Total 270 100 80 100 85 100 
Source: Todosow 2003 
Note: SBU = Seed blanket unit; WASB = whole-assembly-seed-blanket 

 
The higher burnups (149 GWd/MT for UO2 and 75 GWd/MT for the ThO2) of the Thorium 
Alternative would result in a reduction in the discharged SNF mass (about a 50 percent 
reduction) (IAEA 2002b, Todosow 2003). 
 
Producing Fewer Transuranics: Being a lighter element than uranium, thorium fuels produce 
fewer transuranics. The level of radiotoxicity of spent thorium fuel is initially lower than that of 
spent uranium fuel for the first 1,000 years where the radiotoxicity is dominated by Pu-238 and 
U-232. From 1,000 years to 50,000 years, the dominant isotopes are U-233, Am-241, and 
Th-229. At 50,000 years the dominant isotopes are Th-229 and Ra-225 and the radiotoxicity of 
spent thorium fuel is higher than that of spent uranium fuel (IAEA 2002b).  

 
Improving Long-Term Spent Nuclear Fuel Waste Characteristics: ThO2 is the highest oxide of 
thorium and does not depart significantly from its stoichiometric composition when exposed to 
air or water at temperatures up to 3140 °F (1,727 °C). Thus, the stability of the oxide form of 
thorium may help retard the migration of actinides in a geologic repository in case of failure of 
the clad and other engineered barriers (IAEA 2005a). By contrast, in case of exposure to water, 
uranium-based SNF fragments react and disintegrate relatively rapidly (about 1 percent per year) 
(IAEA 2002b). 
 
Transportation: Once generated at a commercial reactor, SNF from a thorium open fuel cycle 
would eventually need to be transported to a future geologic repository for disposal. The 
environmental impacts of transporting future SNF from commercial sites to a geologic repository 
were estimated using the methodology described in Appendix E. Table 4.6-3 presents the 
number of radiological shipments (broken down by material to be transported) that would be 
required for the Thorium Alternative for 1) all truck and 2) a combination of truck and rail. 
Because all shipments of fresh nuclear fuel are assumed to occur via truck transport, there is no 
transportation scenario in which all transportation would occur via rail only. Consequently, the 
PEIS presents transportation impacts for a combined truck and rail scenario (in tables this 
scenario is designated as “truck/rail”). As shown in that table, truck transport would require 
significantly more shipments than truck and rail.  
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TABLE 4.6-3—Total Number of Radiological Shipments for 50 Years of Operation,  
Thorium Alternative 

Material/Waste  
Truck Transport 

(Number of 
Shipments) 

Truck/Rail Transport 
(Number of 
Shipments) 

Fresh LWR fuel 22,800 22,800a 
Fresh Thorium fuel 155,000 155,000a 
LWR SNF [UO2] 50,500 4,040 
LWR Thorium SNF 
[ThO2] 

155,000 3,450 

GTCC LLW 3,200 630 
LLW 19,000 3,800 

Source: Appendix E 
a All shipment of fresh nuclear fuel is assumed to be via truck transport. 

 
The results of the transportation analysis are presented in two sets of tables. The first set of tables 
(Tables 4.6-4 and 4.6-5) present the impacts associated with handling (loading and inspection) 
radiological material for the 200 GWe scenario. Impacts are presented in terms of radiological 
impacts (expressed in person-rem and converted to LCFs using a dose-to-risk conversion factor 
of 6×10-4 LCF per person-rem). Table 4.6-4 presents the handling impacts for truck transport and 
Table 4.6-5 presents the handling impacts for truck and rail transport. Handling operations 
(loadings and inspections) would not affect the public.  
 
The impacts of handling radiological material are independent of the distance that the material 
would be transported. As such, the handling impacts would be the same whether the radiological 
material is transported, for example, 500 mi (805 km), 2,100 mi (3,380 km), or any other 
distance. For this reason, these impacts are presented separately from the in-transit impacts 
(which are presented in the second set of tables).  

 
TABLE 4.6-4—Handling Impacts for 50 Years of Implementation,  

Thorium Alternative (Truck Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total 
 

person-rem LCFs person-rem LCFs person-rem  LCFs 
Thorium 91,700 55 15,800 9 107,000 64 
Source: Appendix E 
Note: LCFs rounded to nearest whole number.  

 
TABLE 4.6-5—Handling Impacts for 50 Years of Implementation,  

Thorium Alternative (Truck and Rail Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total 
 

person-rem LCFs person-rem LCFs person-rem  LCFs 
Thorium 27,000 16 784 0 27,700 17 
Source: Appendix E 
Note: LCFs rounded to nearest whole number.  

 
The in-transit impacts are shown in Tables 4.6-6 (truck transit) and 4.6-7 (truck and rail transit) 
for the Thorium Alternative. These impact estimates would vary based on a variety of factors, 
including the distance that the radiological material would be transported, the specific routes that 
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would be utilized, the population densities along those routes, and others. Of these factors, 
transport distance is the most significant. Because the locations of future reactors and future 
disposal facilities are unknown, DOE analyzed transportation impacts over five distances: 
150 mi (241 km), 500 mi (805 km), 1,500 mi (2,414 km), 2,100 mi (3,380 km), and 3,000 mi 
(4,828 km). In-transit impacts presented in Tables 4.6-6 and 4.6-7 are based on 2,100 mi 
(3,380 km) of transport. This distance was selected as a reference distance because it represents 
the average distance for all SNF shipments analyzed in the Yucca Mountain FEIS (DOE 2002i). 
Impacts associated with the other four distances are presented, on a per shipment basis, in 
Appendix E, which describes the transportation methodology and assumptions. Although the in-
transit impacts are not exactly “linear” (i.e., twice the impacts for twice the distance transported), 
that is a close approximation. Consequently, if the radiological material were transported 500 mi 
(805 km), all of the in-transit impacts presented in Tables 4.6-6 and 4.6-7 could be estimated by 
multiplying the values in those tables by 0.24 (500/2,100). 
 

TABLE 4.6-6—In-Transit Transportation Impacts for 50 Years of Implementation,  
Thorium Alternative (Truck Transit)—200 Gigawatts Electric 

In Transit Impacts  
Crew Public 

Accident Impacts  

person-
rem 

LCFs person-
rem 

LCFs 

Total 
Incident-

Free 
LCFs 

person-
rem 

LCFs Collision 
Fatalities 

Thorium 36,300 22 179,000 107 129 0.881 0 23 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number 

 
TABLE 4.6-7—In-Transit Transportation Impacts for 50 Years of Implementation,  

Thorium Alternative (Truck and Rail Transit)—200 Gigawatts Electric 
In Transit Impacts  

Crew Public 
Accident Impacts  

person-
rem 

LCFs person-
rem 

LCFs 

Total 
Incident-

Free 
LCFs 

person-
rem 

LCFs Collision 
Fatalities 

Thorium 550 0 1,740 1 1 0.0561 0 4 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number 

 
There are potentially significant differences in impacts depending upon whether transportation 
occurs via truck or a combination of truck and rail. For all alternatives, truck and rail transport 
would result in smaller impacts than truck transport. This is due to the fact that there would be 
many fewer transportation shipments for truck and rail compared to truck only. This would 
directly affect the distance traveled and exposures to both crews and the public. Additionally, the 
number of accident fatalities (collisions) would be smaller for the truck and rail transport.  
 
4.7 ONCE-THROUGH FUEL CYCLE ALTERNATIVE USING HEAVY WATER REACTORS 

OR HIGH TEMPERATURE GAS-COOLED REACTORS (HEAVY WATER 
REACTOR/HIGH TEMPERATURE GAS-COOLED REACTOR ALTERNATIVE) 

 
At the programmatic level, this PEIS assesses the potential environmental impacts associated 
with broad implementation of the HWR/HTGR Alternative to achieve a capacity of 200 GWe, 
based on a 1.3 percent growth rate for nuclear power. The analysis of this broad implementation 
assumes that the United States commercial reactors begin to transition to either all-HWRs 
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(Option 1) or all-HTGRs (Option 2) in approximately 2020, with full implementation 
accomplished by approximately 2060–2070. The analysis assesses the replacement of existing 
LWRs that reach end-of-life with either HWRs or HTGRs. The PEIS also provides information 
for a growth scenario of 2.5 percent, which would result in a capacity of approximately 400 GWe 
(see Table 4.8-2), a 0.7 percent growth rate, which would result in a capacity of approximately 
150 GWe (see Table 4.8-3), and a zero growth scenario, which would result in a capacity of 
approximately 100 GWe (see Table 4.8-4).  
 
4.7.1 All-Heavy Water Reactors (Option 1) 
 
Comparison of Light Water Reactor and Heavy Water Reactor Fuel Cycles 
 
The HWR has some significant differences from the commercial LWRs used extensively 
elsewhere in the world. Beginning at the front end of the fuel cycle, HWRs do not necessarily 
require enrichment of fuel, which could eliminate the environmental impacts discussed in 
Section 4.1.2. However, HWRs can also use slightly enriched uranium (SEU), which is enriched 
in U-235 to between approximately 0.9 and 1.2 percent. The benefits of using SEU fuel cycle in 
a HWR can be significant. With SEU, fuel cycle costs can be reduced by 20 to 30 percent 
relative to the natural uranium fuel cycle. This is due largely to the reduction in uranium 
feedstock requirements. SNF costs can potentially be reduced as well due to the higher burnups 
that can be achieved with SEU relative to natural uranium. This PEIS assesses the use of SEU in 
HWRs (see Table 4.8-1). At the back end of the HWR fuel cycle, the lower burnup of HWR fuel 
relative to LWR fuel translates to a lower heat load for a repository.  
 
Canada has significant experience with SNF handling and short term (pool) and medium term 
(dry canister) storage of SNF from HWRs. They also have performed over two decades of R&D 
on the permanent disposal of HWR SNF in a geologic repository. HWRs produce SNF that 
contains depleted uranium roughly equivalent to the depleted uranium tails from enrichment 
plants (approximately 0.2 percent). There is therefore no incentive to recycle uranium from 
HWR SNF. Plutonium produced in the HWR fuel cycle is also dilute—typically 2.6 grams of 
fissile plutonium per initial kilogram of uranium. LWR SNF has roughly twice that 
concentration. However, because the HWR fuel cycle would generate more than twice as much 
volume and mass of SNF, the quantities of SNF requiring geologic disposal would be 
significantly greater than for other fuel cycle alternatives.  
 
Implementation of All-Heavy Water Reactors (Option 1)  
 
Under this option, the U.S. nuclear fuel cycle would transition to an all-HWR once-through fuel 
cycle. It is acknowledged that such transition would take many decades to accomplish (as 
existing LWRs would continue operations until reaching end-of-life). This PEIS assesses 
transition to an all-HWR commercial fleet by approximately 2060–2070. This PEIS presents the 
environmental impacts of the all-HWR option of the HWR/HTGR Alternative as follows:  
 
Construction: The PEIS analysis in this section focuses on the 200 GWe end-state 
(approximately 200 GWe of HWR capacity and supporting infrastructure). From a construction 
standpoint, the all-HWR option would have similar impacts to the overall construction impacts 
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presented in Section 4.3 for the Fast Reactor Recycle Alternative, with the exception that no 
nuclear fuel recycling facilities would be required. Relative to reactor construction impacts, 
because the total reactor capacity would be 200 GWe, the overall impacts would be similar to the 
Fast Reactor Recycle Alternative.  
 
Supporting Infrastructure: Transition to an all-HWR commercial fleet would require one or 
more heavy water production facilities. Any such facility would be a large industrial facility with 
a capacity of producing thousand of tons of heavy water annually. Because a typical HWR 
requires at least 450 tons of heavy water (Miller 2001), tens of thousands of tons of heavy water 
would need to be produced to support approximately 200 HWRs. Historically, the world's largest 
heavy water production plant had a capacity of 700 tons/yr and required 340,000 tons 
(85 million gal [322 million L] based on 8 lbs/gal) of feed water to produce one ton of heavy 
water (FAS 1998). Consequently, any heavy water production plant would need to be sited in an 
area with significant water availability. A commercial fleet of 200 GWe of HWRs would require 
approximately 150,000 tons of heavy water (approximately 37 million gal [142 million L]) over 
the time period analyzed. To produce this much heavy water, approximately 12.5 trillion gal 
(47.5 trillion L) of water would be needed as feed. 
 
Operation: Most HWR operations would be similar to LWR operations previously discussed. 
Potential impacts are addressed below. 
 
Uranium Requirements: The quantity of natural uranium needed to support a capacity of 
200 GWe, assuming an average enrichment of 2.1 percent, would be approximately 
42,800 MT/yr (see Table 4.8-1). The 42,800 MT of natural uranium would represent 
approximately 109 percent of the uranium that was mined in the world in 2006 and would be 
25 times more than the quantities currently mined in the United States annually (see  
Table 4.1-1). From this 42,800 MT, approximately 10,600 MT of slightly enriched uranium 
(2.1 percent) would be required. Approximately 20 million SWUs would be required annually to 
support a capacity of 200 GWe. The licensed capacity of Paducah, the American Centrifuge 
Plant, and the LES Facility is 17.8 million SWUs. Consequently, enrichment facilities in the 
United States could not meet this demand. Additionally, if Paducah shuts down in 2012, as 
planned, the United States enrichment capacity would be reduced to approximately 6.8 million 
SWUs. To support a 200 GWe capacity, enrichment capacities in the United States would need 
to be expanded by approximately 200 percent, or larger quantities of enriched uranium would 
need to be imported. 
 
Fuel Fabrication Requirements: The United States does not have any HWR fuel fabrication 
facilities. However, existing LWR fuel fabrication facilities could be modified to produce HWR 
fuel with minimal changes. For 200 GWe, approximately 10,600 MT of fresh HWR fuel 
assemblies would need to be produced annually. This would exceed the current LWR fuel 
fabrication capability (3,500 MT) by approximately 200 percent. Consequently, the fuel 
fabrication facilities in the United States would need to be expanded or fresh HWR fuel 
assemblies would need to be imported. 
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Land Resources: Once operational, a total of approximately 600,000 acres (243,000 ha) of land 
could be occupied by facilities, paved areas, and buffer zones. Most of this area would not be 
disturbed but would serve as a buffer between the actual facility and the outer facility boundary.  
 
The total site area would be determined by accident analyses and regulatory requirements, 
including safeguards and security. 
 
Visual: With respect to visual characteristics, the visibility of any HWR from publicly accessible 
locations would be dependent on the future site characteristics. For sites that use “wet” cooling 
tower systems, the water vapor plume from cooling tower operations may be visible for many 
miles from the plant.  
 
Air Resources: Impacts to air resources would be similar to the No Action Alternative presented 
in Section 4.2. 
 
Water Resources: Every operating HWR would use significant quantities of water. A typical 
GWe of LWR capacity requires approximately 3 to 6 billion gal (11 to 23 billion L) of water 
yearly, mainly for heat dissipation55 (EPRI 2002). Because the amount of water required for heat 
dissipation is largely a function of the thermal output of a reactor, a typical GWe of HWR 
capacity would also require approximately 3 to 6 billion gal (11 to 23 billion L) of water yearly. 
 
Socioeconomic Impacts: Similar to construction, socioeconomic impacts would occur in 
communities in the vicinity of any future HWR. Although operations would generally employ 
fewer workers than peak construction, employment, population, economic measures, housing, 
and public services could all be affected. For each GWe of capacity, an HWR would require 
approximately 500 to 1,000 workers. 
 
Human Health: In addition to nonradiological hazards, workers would be subject to radiological 
hazards, including radiation exposure. These doses would not be expected to be significantly 
different than the doses workers receive from LWRs (see Section 4.2.2).56 
 
The public would also be subject to radiation exposure, primarily from airborne releases of 
radionuclides. Because HWRs use heavy water as both the moderator and coolant, more tritium 
is produced in a HWR than a typical LWR (IAEA 2004b). Nuclear power plants routinely and 
safely release dilute concentrations of tritiated water. These authorized releases are closely 
monitored by the utility, reported to the NRC, and information on releases is made available to 
the public (see www.reirs.com/effluent/). Most of the tritium released from an HWR occurs via 
gaseous emissions (see IAEA 2004b, Table 23). Because of the higher potential for HWRs to 
produce and release tritium, this PEIS assesses these potential impacts to the public. Doses were 
modeled for gaseous tritium releases at the six hypothetical sites (see Appendix D,  
Section D.1.6) and the results are presented in Table 4.7-1.  

                                                 
55 A typical 1 GWe reactor would withdraw 3 to 6 billion gal/yr (11 to 23 billion L/yr) for cooling (using “wet cooling”). Water consumption 
would be less than 60 million gallons/yr (227 million gal/yr. 
56 According to a 2008 report from the Canadian Minister of Health, the average dose to the 18,922 workers/visitors monitored at Canadian 
nuclear power plants in 2007 was 114 mrem (Health Canada 2008). Annual doses for employees at power plants varied from 14 mrem for 
administrative personnel to 233-261 mrem for fuel handling and industrial radiographer personnel. The average dose to reactor operators used in 
this PEIS (190 mrem/year) falls within this range.  
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TABLE 4.7-1—Normal Operation Radiological Impacts to the Public from Tritium Releases 
for a Typical Heavy Water Reactor at Six Hypothetical Sites in the United States 

HWR (600 MWe) a  
MEI dose  
(mrem/yr) 

MEI  
LCFs 

50-Mile Population dose 
(person-rem/yr) 

50-Mile Population  
LCFs 

Site 1 1.0 5.8x10-7 3.3 2.0x10-3 
Site 2 0.3 1.9x10-7 4.0 2.4x10-3 
Site 3 0.2 1.1x10-7 29.2 1.8x10-2 
Site 4 1.7 1.0x10-6 14.9 8.9x10-3 
Site 5 0.6 3.8x10-7 17.3 1.0x10-2 
Site 6 0.5 2.7x10-7 135 8.1x10-2 

Source: IAEA 2004b 
a Based on average annual airborne tritium emissions (7.24 x103 Ci/yr) from a CANDU 600 MW(e) reactor (Point Lepreau 
nuclear power plant, Canada, 1984 to 1994). Doses are presented for a 600-MWe HWR.  

 
With respect to all radionuclide releases, any new commercial HWR would need to comply with 
NRC regulations. Under 10 CFR Part 20, each licensee is required to conduct operations so that 
the total effective dose equivalent to individual members of the public from the licensed 
operations does not exceed 100 mrem/yr. Furthermore, 10 CFR Part 20 requires that power 
reactor licensees comply with EPA’s environmental radiation standards contained in  
40 CFR Part 190 (i.e., 25 mrem to the whole body, 75 mrem to the thyroid, and 25 mrem to any 
other organ of any member of the public from the uranium fuel cycle).  
 
Facility Accidents: DOE has previously analyzed accidents associated with HWRs at a variety 
of locations (DOE 1995b). In this PEIS, DOE has re-analyzed the consequences of the accident 
scenarios presented in DOE 1995b (see Appendix D, Section D.2.5.1) at the six generic sites 
described in Appendix D, Section D.1.6.1.  
 
The internally initiated accident with the highest consequence to the onsite and offsite 
populations would be the “Core Melt with Early Containment Spray System and Containment 
Failure” scenario (see Appendix D, Section D.2.5.1 for information on this accident and others 
analyzed for the HWR). Using the dose-to-risk conversion factor of 6×10-4 per person-rem, these 
collective population doses would result in 5 to 100 additional LCFs in the surrounding 
population. For the MEI, this scenario would result in an increased likelihood of an LCF of 0.1 to 
0.8. For the noninvolved worker this scenario would result in an increased likelihood of an LCF 
of 1 and would result in prompt radiation health effects, up to death.  
 
Consequences do not account for the probability of an accident, and thus represent the impacts 
that could result if an accident were to occur. Another useful metric to consider in an accident 
analysis is risk. Risk takes into account the probability of an accident and is determined by 
multiplying the consequences of an accident by the probability of occurrence.  
 
The internally initiated accident with the highest risk to the onsite and offsite populations is the 
“Core Melt with Containment Spray System and Containment Functioning” scenario. The 
collective risk to the offsite population for this scenario would range from 2×10-6 in the Site 1 
offsite population to 7×10-5 expected in the Site 6 offsite population. For the MEI, that same 
scenario would result in an increased risk of an LCF of 2×10-8 per year of operation to 3×10-7 per 
year of operation. For the onsite noninvolved worker, this scenario would result in an increased 
risk of an LCF ranging from 5×10-7 to 3×10-6. 
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Spent Nuclear Fuel and Radioactive Wastes: HWRs generate significantly more SNF (both 
volume and mass) than LWRs. If the United States transitions to an all-HWR commercial fleet, 
the amount of SNF generated by LWRs (prior to the replacement by HWRs) would be 
approximately 68,000 MTHM.57 The amount of SNF generated by HWRs by approximately 
2060–2070 would be approximately 212,000 MTHM.58 By 2060–2070, approximately 
10,600 MTHM of SNF would be generated annually from HWRs, which would require disposal 
in a repository.  
 
The only wastes generated for the HWR option would be associated with HWR operations. As 
discussed in Section 4.2.2, typical nuclear power plants generate SNF and LLW, including 
GTCC LLW. SNF management is addressed below. For this analysis, it is assumed that HWRs 
would generate the same types and quantities of wastes as typical LWRs. Over a 50-year 
implementation period, the HWR option would generate the radioactive wastes shown in 
Table 4.7-2.  
 

TABLE 4.7-2—Total Spent Nuclear Fuel and Wastes Generated by the All-Heavy Water 
Reactors Option (50 Years of Implementation) 

Waste Category LWRs 
(prior to replacement) 

HWRs 
(200 GWe in 2060–2070) Total 

SNF (MTHM) 68,000 212,000 280,000 

LLW (solid) (cubic meters) LB: 65,000 
UB: 150,000 a 

LB: 85,000 
UB: 435,000a 

LB: 150,000 
UB: 585,000 

GTCC LLW (cubic meters) 800 b 1,700b 2,500b  
LB = lower bound, UB = upper bound. 
a Derived from data for a typical LWR which would generate approximately 27 to 103 yd3 (21 to 79 m3) of LLW annually (NEI 2007). 
Based on constant growth from approximately 100 GWe in 2010 to 200 GWe by approximately 2060–2070.  
b GTCC LLW from nuclear reactors is produced as a result of normal operations and becomes available for disposal during facility 
decommissioning. The majority of GTCC LLW generated by nuclear reactors is activated metal. It has been estimated that 
approximately 1,060 yd3 (813 m3) of GTCC LLW would be generated when the existing 104 commercial LWRs undergo D&D 
(SNL 2007). Scaling those results to account for production of 200 GWe of electricity via nuclear reactors (and the D&D of existing 
LWRs), it is estimated that approximately 2,500 m3 (3,270 yd3) of GTCC LLW could result from D&D. See Section 4.9 for a 
discussion of GTCC LLW from reactor decommissioning. 
Note: All quantities except GTCC LLW rounded to nearest thousand.  
 

Transportation: Once generated at a commercial reactor, SNF from the HWR open fuel cycle 
would eventually need to be transported to a geologic repository for disposal. Table 4.7-3 
presents the number of radiological shipments (broken down by material to be transported) that 
would be required for the all-HWR option for 1) all truck and 2) a combination of truck and rail. 
Because all shipments of fresh nuclear fuel are assumed to occur via truck transport, there is no 
transportation scenario in which all transportation would occur via rail only. Consequently, the 
PEIS presents transportation impacts for a combined truck and rail scenario (in tables this 

                                                 
57 Based on the following assumptions: New LWRs would be constructed at a growth rate of 1.3 percent from 2015 to 2020; beginning in 2020, 
all new reactors are HWRs and total reactor capacity grows to 200 GWe by approximately 2060-2070; each HWR capacity produces 
approximately 53 MTHM of SNF/GWe-yr (note: in the HWR fuel cycle, HWRs produce approximately 53 MTHM/GWe-yr, based on a burnup 
of 21GWd/MTHM at discharge; this is higher than the 66 MTHM/GWe-yr for the HWRs that would be used for the DUPIC fuel cycle, which is 
based on a burnup of 15GWd/MTHM at discharge). LWRs are assumed to be replaced by HWRs as they reach end-of-life between 2020 and 
2060–2070; and by approximately 2060–2070, all LWRs would be replaced by HWRs. The full implementation scenario (complete transition to 
all HWRs) is described in this analysis. However, any new LWRs constructed between 2015-2020 would likely operate a full 60 years (40-year 
initial life with a 20-year life extension). In this case, in the 2060-2070 timeframe, there could be approximately 7 GWe of LWR capacity. In this 
case, the total SNF quantities presented in this section would decrease slightly (less than 1 percent) due to the fact that LWRs produce less SNF 
than HWRs.  
58 Assumes all new reactors are HWRs, beginning in approximately 2020, and added at a rate to keep pace with the 1.3 percent growth in nuclear 
electricity production until approximately 200 GWe is achieved. A total of 200 GWe of HWRs are built and each GWe from an HWR results in 
approximately 53 MTHM of SNF.  
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scenario is designated as “truck/rail”). As shown in that table, truck transport would require 
significantly more shipments than truck and rail.  

 
TABLE 4.7-3—Total Number of Radiological Shipments for 50 Years of Implementation, 

All-Heavy Water Reactors Option  

Material/Waste Truck Transport 
(Number of Shipments) 

Truck/Rail Transport  
(Number of Shipments) 

Fresh LWR fuel 11,300 11,300a 
Fresh HWR fuel 55,600 55,600a 
LWR SNF 34,000 2,720 
HWR SNF 110,000 2,500 
GTCC LLW 3,200 630 
LLW 19,000 3,800 

Source: Appendix E 
a All shipment of fresh nuclear fuel is assumed to be via truck transport 

 
The results of the transportation analysis are presented in two sets of tables. The first set of tables 
(Tables 4.7-4 and 4.7-5) present the impacts associated with handling (loading and inspection) 
radiological material for the 200 GWe scenario. Impacts are presented in terms of radiological 
impacts (expressed in person-rem and converted to LCFs using a dose-to-risk conversion factor 
of 6×10-4 LCF per person-rem). Table 4.7-4 presents the handling impacts for truck transport and 
Table 4.7-5 presents the handling impacts for truck and rail transport. Handling operations 
(loadings and inspections) would not affect the public.  
 
The impacts of handling radiological material are independent of the distance that the material 
would be transported. As such, the handling impacts would be the same whether the radiological 
material is transported, for example, 500 mi (805 km), 2,100 mi (3,380 km), or any other 
distance. For this reason, these impacts are presented separately from the in-transit impacts 
(which are presented in the second set of tables). 

 
TABLE 4.7-4—Handling Impacts for 50 Years of Implementation,  

All-Heavy Water Reactors Option (Truck Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total 
 

person-rem LCFs person-rem LCFs person-rem  LCFs 
HWR 67,500 40 11,700 7 79,100 47 
Source: Appendix E 
Note: LCFs rounded to nearest whole number.  

 
TABLE 4.7-5—Handling Impacts for 50 Years of Implementation, 

All-Heavy Water Reactors Option (Truck and Rail Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total 
 

person-rem LCFs person-rem LCFs person-rem  LCFs 
HWR 20,000 12 722 0 20,700 12 
Source: Appendix E 
Note: LCFs rounded to nearest whole number.  

 
The in-transit impacts are shown in Tables 4.7-6 (truck transit) and 4.7-7 (truck and rail transit) 
for the HWR/HTGR Alternative (Option 1—HWR). These impact estimates would vary based 
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on a variety of factors, including the distance that the radiological material would be transported, 
the specific routes that would be utilized, the population densities along those routes, and others. 
Of these factors, transport distance is the most significant. Because the locations of future 
reactors and future disposal facilities are unknown, DOE analyzed transportation impacts over 
five distances: 150 mi (241 km), 500 mi (805 km), 1,500 mi (2,414 km), 2,100 mi (3,380 km), 
and 3,000 mi (4,828 km). In-transit impacts presented in Tables 4.7-6 and 4.7-7 are based on 
2,100 mi (3,380 km) of transport. This distance was selected as a reference distance because it 
represents the average distance for all SNF shipments analyzed in the Yucca Mountain FEIS 
(DOE 2002i). Impacts associated with the other four distances are presented, on a per shipment 
basis, in Appendix E, which describes the transportation methodology and assumptions. 
Although the in-transit impacts are not exactly “linear” (i.e., twice the impacts for twice the 
distance transported), that is a close approximation. Consequently, if the radiological material 
were transported 500 mi (805 km), all of the in-transit impacts presented in Tables 4.7-6 and 
4.7-7 could be estimated by multiplying the values in those tables by 0.24 (500/2,100). 

 
TABLE 4.7-6—In-Transit Transportation Impacts for 50 Years of Implementation,  

All-Heavy Water Reactors Option (Truck Transit)—200 Gigawatts Electric 
In Transit Impacts  

Crew Public Accident Impacts  

person-
rem 

LCFs person-
rem 

LCFs 

Total 
Incident-

Free 
LCFs 

person-
rem 

LCFs Collision 
Fatalities 

HWR 26,600 16 130,000 78 94 0.597 0 20 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number 

 
TABLE 4.7-7—In-Transit Transportation Impacts for 50 Years of Implementation,  

All-Heavy Water Reactors Option (Truck and Rail Transit)—200 Gigawatts Electric 
In Transit Impacts  

Crew Public Accident Impacts  

person-
rem 

LCFs person-
rem 

LCFs 

Total 
Incident-

Free 
LCFs 

person-
rem 

LCFs Collision 
Fatalities 

HWR 450 0 1,540 1 1 0.0407 0 6 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number 

 
There are potentially significant differences in impacts depending upon whether transportation 
occurs via truck or a combination of truck and rail. For all alternatives, truck and rail transport 
would result in smaller impacts than truck transport. This is due to the fact that there would be 
many fewer transportation shipments for truck and rail compared to truck only. This would 
directly affect the distance traveled and exposures to both crews and the public. Additionally, the 
number of accident fatalities (collisions) would be smaller for the truck and rail transport. 
 
4.7.2 All-High Temperature Gas-Cooled Reactors (Option 2) 
 
Comparison of Light Water Reactor and High Temperature Gas-Cooled Reactor Fuel 
Cycles 
 
Current HTGR technology with high fuel burnups (approximately 100 GWd/MT) could produce 
SNF with substantially less transuranic waste than existing LWRs. In general, on an equivalent 
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electricity production basis (see Table 4.8-1), the HTGR once-through fuel cycle and the existing 
LWR once-through fuel cycle compare as follows: 
 
− HTGRs require approximately 14 percent greater quantities of natural uranium. 
− HTGRs produce approximately one-half as much transuranics in SNF as LWRs. 
− HTGRs produce SNF with approximately one-third the thermal load on a repository as an 

LWR. 
− HTGRs generate approximately 35 percent as much SNF as LWRs in terms of heavy 

metal mass (Wigeland 2008a). 
 
Implementation of All-High Temperature Gas-Cooled Reactors (Option 2)  
 
Under this option, the United States would transition to an all-HTGR once-through fuel cycle. It 
is acknowledged that such transition would take many decades to accomplish (as existing LWRs 
would continue operations until reaching end-of-life). This PEIS assesses transition to an  
all-HTGR commercial fleet by approximately 2060-2070. This PEIS presents the environmental 
impacts of the all-HTGR option of the HWR/HTGR Alternative as follows:  
 
Construction: The PEIS analysis in this section focuses on the 200 GWe end-state 
(approximately 200 GWe of HTGR capacity and supporting infrastructure). From a construction 
standpoint, the all-HTGR option would have similar impacts to the overall construction impacts 
presented in Section 4.3 for the Fast Reactor Recycle Alternative, with the exception that no 
nuclear fuel recycling facilities would be required. Relative to reactor construction impacts, 
because the total reactor capacity would be 200 GWe, the overall impacts would not change 
compared to the Fast Reactor Recycle Alternative.  
 
Supporting Infrastructure: This alternative would utilize large quantities of nuclear grade 
graphite in the HTGR reactor cores. Graphite production is a basic industrial operation and the 
capability to produce nuclear grade graphite would be driven by the demand. Although there is 
currently little demand for this today, it is expected that the commercial industry would readily 
respond to meet an identified need without significant issues.  
 
Helium is the coolant of choice for HTGRs, due to its favorable neutronic and heat exchange 
properties, and also due to its chemical stability in the temperature range of interest. A typical 
HTGR requires an initial inventory of 5 to 10 tons of helium. The annual make-up, due to system 
losses, would be a small percent of that inventory. Natural gas contains trace amounts of helium 
which is extracted during natural gas refining. The United States is the largest producer of 
helium in the world, with an annual production exceeding 20,000 tons, and geological resources 
of more than 1 million tons (Finck 2007a). Consequently, there should be no adverse impacts 
associated with providing the required quantities of helium to support HTGRs. 
 
Operation: Most HTGR operations would be similar to LWR operations previously discussed. 
Potential impacts are addressed below. 
 
Uranium Requirements: The quantity of natural uranium needed to support a capacity of 
200 GWe, assuming an average enrichment of 14 percent would be approximately 45,600 MT/yr 



Chapter 4: Environmental Impacts of Domestic Programmatic Alternatives GNEP Draft PEIS 
 

4-111 
 

(see Table 4.8-1). The 45,600 MT of natural uranium would represent approximately 116 percent 
of uranium that was mined in the world in 2006 and would be 28 times more than the quantities 
currently mined in the United States annually (see Table 4.1-1). From this 45,600 MT, 
approximately 1,540 MT of enriched uranium (14 percent) would be required. Approximately 
39 million SWUs would be required annually to support a capacity of 200 GWe. The licensed 
capacity of Paducah, the American Centrifuge Plant, and the LES Facility is 17.8 million SWUs. 
Consequently, enrichment facilities in the United States could not meet this demand. 
Additionally, if Paducah shuts down in 2012, as planned, the United States enrichment capacity 
would be reduced to approximately 6.8 million SWUs. To support a 200 GWe capacity, 
enrichment capacities in the United States would need to be expanded by more than 500 percent, 
or larger quantities of enriched uranium would need to be imported.  
 
The HTGR fuel cycle would require uranium enrichments of approximately 14 percent versus 
the 3 to 5 percent for the LWR fuel cycle. Enrichment facilities to support an HTGR fuel cycle 
would be large industrial facilities, similar in size to those discussed in Section 4.1.2, with the 
same types of environmental impacts (see NRC 2005b and NRC 2006b). In general, enriching 
uranium to higher than 5 percent does not produce different types of impacts, but requires more 
steps.  
 
Currently, there is no capacity in the United States to enrich uranium to 14 percent. The 
American Centrifuge Plant, once operational, would be capable of enriching uranium up to 
10 percent. While the technology exists and has been utilized in the past to produce uranium with 
enrichments of 14 percent (and higher), an existing enrichment facility would need to be 
retrofitted (with additional centrifuges connected in series or additional gaseous diffusion stages) 
or a new facility constructed. In the past, these facilities (such as the existing Paducah facility) 
required hundreds of acres, used significant quantities of electricity, and employed thousands of 
workers. Modern enrichment facilities would likely be more compact, and more efficient in 
terms of electricity and staffing. The size of an enrichment facility is generally a compromise 
among criticality concerns (which govern the size of components), and desired enrichment and 
throughput. For example, multiple passes through enrichment stages can be used to increase the 
enrichment, subject to criticality constraints. The option of obtaining these enrichments by  
down-blending surplus HEU from the weapons complex may be available to satisfy some of the 
requirement.  
 
Fuel Fabrication Requirements: The United States does not have any HTGR fuel fabrication 
facilities. There are only two existing fuel fabrication facilities in the United States that are 
operational and have licenses to fabricate reactor fuels with uranium enrichments greater than 
5 percent. These facilities produce fuels for the Naval Reactors Program, as well as research 
reactor fuels. Because the capacity of these fuel fabrication facilities would not be sufficient to 
produce all of the 14 percent enriched uranium fuel for the commercial industry, it is likely that 
one or more new fuel fabrication facilities would be constructed. For 200 GWe, approximately 
1,540 MT of fresh HTGR fuel assemblies would need to be produced annually.  
 
Land Resources: Once operational, a total of approximately 600,000 acres (243,000 ha) of land 
could be occupied by facilities, paved areas, and buffer zones. Most of this area would not be 
disturbed but would serve as a buffer between the actual facility and the outer facility boundary.  
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The total site area would be determined by accident analyses and regulatory requirements, 
including safeguards and security. 
 
Visual Resources: With respect to visual characteristics, the visibility of any HTGR from 
publicly accessible locations would be dependent on the future site characteristics. For sites that 
use “wet” cooling tower systems, the water vapor plume from cooling tower operations may be 
visible for many miles from the plant.  
 
Air Resources: Impacts would be similar to the No Action Alternative presented in Section 4.2. 
 
Water Resources: Every operating HTGR would use significant quantities of water. A typical 
GWe of HTGR capacity would require approximately 3 to 6 billion gal (11 to 23 billion L) of 
water yearly, mainly for heat dissipation59 (EPRI 2002).  
 
Socioeconomic Impacts: Similar to construction, socioeconomic impacts would occur in 
communities in the vicinity of any future HTGR. Although operations would generally employ 
fewer workers than peak construction, employment, population, economic measures, housing, 
and public services could all be affected. For each GWe of capacity, an HTGR would require 
approximately 500 to 1,000 workers. 
 
Human Health: In addition to nonradiological hazards, workers would be subject to radiological 
hazards, including radiation exposure. These doses would not be expected to be significantly 
different than the doses workers receive from LWRs. The public would also be subject to 
radiation exposure, primarily from airborne releases of radionuclides. Any new commercial 
HTGR would need to comply with NRC regulations. Under 10 CFR Part 20, each licensee is 
required to conduct operations so that the total effective dose equivalent to individual members 
of the public from the licensed operations does not exceed 100 mrem in a year. Furthermore, 
10 CFR Part 20 requires that power reactor licensees comply with EPA’s environmental 
radiation standards contained in 40 CFR Part 190 (i.e., 25 mrem to the whole body, 75 mrem to 
the thyroid, and 25 mrem to any other organ of any member of the public from the uranium fuel 
cycle). 
 
Facility Accidents: DOE has previously analyzed accidents associated with HTGRs at a variety 
of locations (DOE 1995b). In this PEIS, DOE has re-analyzed the consequences of the accident 
scenarios presented in DOE 1995b at the six generic sites described in Appendix D,  
Section D.1.6. The internally initiated accidents with the highest consequence to the onsite and 
offsite populations would be the “Depressurized Conduction Cooldown with Reactor Cavity 
Cooling System Functioning” and the “Air Ingress” scenario (see Appendix D, Section D.2.5 for 
information on this accident and others analyzed for the HTGR). Using the dose-to-risk 
conversion factor of 6×10-4 per person-rem, these collective population doses would result in 
0.05 to 2 additional LCFs in the surrounding population. For the MEI, these scenarios would 
result in a probability of 5×10-4 to 0.003 of an LCF. As described in Appendix D, Section D.1.6, 
the MEI would likely be further from the boundary than is assumed for this analysis and thus the 

                                                 
59 A typical 1 GWe reactor would withdraw 3 to 6 billion gal/yr (11 to 23 billion L/yr) for cooling (using “wet cooling”). Water consumption 
would be less than 60 million gallons/yr (227 million gal/yr. 
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consequences to the MEI likely would be less. For the noninvolved worker, these scenarios 
would result in a probability of 0.006 to 0.07 of an LCF. 

 
Consequences do not account for the probability of an accident, and thus represent the impacts 
that could result if an accident were to occur. Another useful metric to consider in an accident 
analysis is risk. Risk takes into account the probability of an accident and is determined by 
multiplying the consequences of an accident by the probability of occurrence.  
 
The internally initiated accident with the highest risk to the onsite and offsite populations is the 
“Depressurized Conduction Cooldown with Reactor Cavity Cooling System Functioning” 
scenario (see Appendix D, Section D.2.5). The collective risk to the offsite population for this 
scenario would range from 3×10-7 expected LCF per year of operation in the Site 1 offsite 
population to 1×10-5 expected LCF per year of operation in the Site 6 offsite population. For the 
MEI, this scenario would result in an increased risk of an LCF of 3×10-9 to 2×10-8 per year of 
operation. For the onsite noninvolved worker, this scenario would result in an increased risk of 
an LCF ranging from 4×10-8 to 4×10-7. 
 
Spent Nuclear Fuel and Radioactive Wastes: Due to their higher burnups, HTGRs generate 
significantly less mass of SNF than LWRs (approximately 35 percent as much). By 
approximately 2060–2070, the amount of SNF generated by LWRs (prior to the conversion to 
HTGRs) would be approximately 68,000 MTHM.60 The amount of SNF generated by HTGRs by 
approximately 2060–2070 would be approximately 31,000 MTHM.61 By 2060–2070, 
approximately 1,500 MTHM of SNF would be generated annually from HTGRs. However, 
compared to LWRs, HTGRs generate relatively high volumes of SNF. As shown in Table 4.8-1, 
for the same electrical production, HTGRs could generate up to 15 times more volume of SNF 
than LWRs, primarily due to the fuel compacts that are attached to the hexagonal prismatic 
blocks (Wigeland 2008a). 
 
The only wastes generated for the all-HTGR option would be associated with HTGR operations. 
As discussed in Section 4.2.2, typical nuclear power plants generate SNF and LLW, including 
GTCC LLW. SNF management is addressed below. For this analysis, it is assumed that HTGRs 
would generate the same types and quantities of LLW (from annual operations) and GTCC LLW 
(from D&D) as typical LWRs. Over a 50-year operational period, the HTGR option would 
generate the radioactive wastes shown in Table 4.7-8.  
 

                                                 
60 Based on the following: new LWRs are constructed at a growth rate of 1.3 percent from 2015 to 2020; beginning in 2020, all new reactors are 
HTGRs and total reactor capacity grows to 200 GWe by approximately 2060–2070; each HTGR produces approximately 7.7 MTHM of 
SNF/GWe-yr; LWRs are assumed to be replaced by HTGRs as they reach end-of-life; and by 2060-2070, this PEIS assumes that all LWRs would 
be replaced by HTGRs. The full implementation scenario (complete transition to all HWRs) is described in this analysis. However, any new 
LWRs constructed between 2015–2020 would likely operate a full 60 years (40-year initial life with a 20-year life extension). In this case, in the 
2060–2070 timeframe, there could be approximately 7 GWe of LWR capacity. In this case, the total SNF quantities presented in this section 
would increase slightly (less than 1 percent) due to the fact that LWRs produce more SNF than HTGRs. 
61 Assumes all new reactors are HTGRs, beginning in approximately 2020, and added at a rate to keep pace with the 1.3 percent growth in nuclear 
electricity production until approximately 200 GWe is achieved. A total of 200 GWe of HTGRs are built and each GWe from an HTGR results in 
approximately 7.7 MTHM of SNF.  
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TABLE 4.7-8—Total Spent Nuclear Fuel and Wastes Generated by the All-High Temperature 
Gas-Cooled Reactors Option (50 Years of Implementation) 

Waste Category 
LWRs 

(prior to 
replacement) 

HTGRs 
(200 GWe in 
2060–2070) 

Total 

SNF (MTHM) 68,000 31,000 99,000 

LLW (solid) (cubic meters) LB: 65,000 
UB: 150,000a 

LB: 85,000 
UB: 435,000a 

LB: 150,000 
UB: 585,000 

GTCC LLW (cubic meters) 800b 1,700b 2,500b 
LB = lower bound, UB = upper bound. 
a Derived from data for a typical LWR which would generate approximately 27 to 103 yd3 (21 to 79 m3) of LLW annually 
(NEI 2007). Based on constant growth from approximately 100 GWe in 2010 to 200 GWe by approximately 2060–2070.  
b GTCC LLW from nuclear reactors is produced as a result of normal operations and becomes available for disposal during 
facility decommissioning. The majority of GTCC LLW generated by nuclear reactors is activated metal. It has been 
estimated that approximately 813 m3 (1,060 yd3) of GTCC LLW would be generated when the existing 104 commercial 
LWRs undergo D&D (SNL 2007). Scaling those results to account for production of 200 GWe of electricity via nuclear 
reactors (and accounting for the D&D of existing LWRs), it is estimated that approximately 2,500 m3 (3,270 yd3) of GTCC 
LLW could result from D&D. See Section 4.9 for a discussion of GTCC LLW from reactor decommissioning 
Note: all values except GTCC LLW rounded to nearest thousand. 

 
Transportation: Once generated at a commercial reactor, SNF from the HTGR open fuel cycle 
would eventually need to be transported to a future geologic repository for disposal. Table 4.7-9 
presents the number of radiological shipments (broken down by material to be transported) that 
would be required for the all-HTGR option for 1) all truck and 2) a combination of truck and rail. 
Because all shipments of fresh nuclear fuel are assumed to occur via truck transport, there is no 
transportation scenario in which all transportation would occur via rail only. Consequently, the 
PEIS presents transportation impacts for a combined truck and rail scenario (in tables this 
scenario is designated as “truck/rail”). As shown in that table, truck transport would require 
significantly more shipments than truck and rail. The reason why the number of shipments for 
the all-HTGR option is so high relative to other fuel cycle alternatives is due to the large volume 
of SNF generated by the all-HTGR option (see Table 4.8-1).  
 

TABLE 4.7-9—Total Number of Radiological Shipments for 50 Years of Implementation, 
All-High Temperature Gas-Cooled Reactors Option  

Material/Waste  
Truck Transport 

(Number of 
Shipments) 

Truck/Rail Transport 
(Number of 
Shipments) 

Fresh LWR fuel 11,300 11,300 a 
Fresh HTGR fuel 105,000 105,000 a 
LWR SNF 34,000 2,720 
HTGR SNF 1,560,000 33,000 
GTCC LLW 3,200 630 
LLW 19,000 3,800 

Source: Appendix E 
a All shipment of fresh nuclear fuel is assumed to be via truck transport. 
 

The results of the transportation analysis are presented in two sets of tables. The first set of tables 
(Tables 4.7-10 and 4.7-11) present the impacts associated with handling (loading and inspection) 
radiological material for the 200 GWe scenario. Impacts are presented in terms of radiological 
impacts (expressed in person-rem and converted to LCFs using a dose-to-risk conversion factor 
of 6×10-4 LCF per person-rem). Table 4.7-10 presents the handling impacts for truck transport 
and Table 4.7-11 presents the handling impacts for rail transport. Handling operations (loadings 
and inspections) would not affect the public.  
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The impacts of handling radiological material are independent of the distance that the material 
would be transported. As such, the handling impacts would be the same whether the radiological 
material is transported, for example, 500 mi (805 km), 2,100 mi (3,380 km), or any other 
distance. For this reason, these impacts are presented separately from the in-transit impacts 
(which are presented in the second set of tables). 
 

Table 4.7-10—Handling Impacts for 50 Years of Implementation,  
All-High Temperature Gas-Cooled Reactors Option (Truck Transit)—200 Gigawatts Electric 

Handling Impacts 
Loading Inspection Total 

 

person-rem LCFs person-rem LCFs person-rem  LCFs 
HTGR 693,000 416 119,000 71 812,000 487 

Source: Appendix E 
Note: All LCFs rounded to nearest whole number.  

 
Table 4.7-11—Handling Impacts for 50 Years of Implementation, All-High Temperature Gas-

Cooled Reactors Option (Truck and Rail Transit)—200 Gigawatts Electric 
Handling Impacts 

Loading Inspection Total 
 

person-rem LCFs person-rem LCFs person-rem  LCFs 
HTGR 122,000 73 3,160 2 126,000 75 

Source: Appendix E 
Note: LCFs rounded to nearest whole number.  

 
The in-transit impacts are shown in Tables 4.7-12 (truck transit) and 4.7-13 (truck and rail 
transit) for the HWR/HTGR Alternative (Option 2—HTGR). These impact estimates would vary 
based on a variety of factors, including the distance that the radiological material would be 
transported, the specific routes that would be utilized, the population densities along those routes, 
and others. Of these factors, transport distance is the most significant. Because the locations of 
future reactors and future disposal facilities are unknown, DOE analyzed transportation impacts 
over five distances: 150 mi (241 km), 500 mi (805 km), 1,500 mi (2,414 km), 2,100 mi 
(3,380 km), and 3,000 mi (4,828 km). In-transit impacts presented in Tables 4.3-6 and 4.3-7 are 
based on 2,100 mi (3,380 km) of transport. This distance was selected as a reference distance 
because it represents the average distance for all SNF shipments analyzed in the Yucca Mountain 
FEIS (DOE 2002i). Impacts associated with the other four distances are presented, on a per 
shipment basis, in Appendix E, which describes the transportation methodology and 
assumptions. Although the in-transit impacts are not exactly “linear” (i.e., twice the impacts for 
twice the distance transported), that is a close approximation. Consequently, if the radiological 
material were transported 500 mi (805 km), all of the in-transit impacts presented in  
Tables 4.7-12 and 4.7-13 could be estimated by multiplying the values in those tables by 0.24 
(500/2,100). 
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TABLE 4.7-12—In-Transit Transportation Impacts for 50 Years of Implementation,  
All-High Temperature Gas-Cooled Reactors Option (Truck Transit)—200 Gigawatts Electric 

In Transit Impacts  
Crew Public Accident Impacts  

person-
rem 

LCFs person-
rem 

LCFs 

Total 
Incident-

Free 
LCFs 

person-
rem 

LCFs Collision 
Fatalities 

HTGR 271,000 162 1,360,000 816 979 0.592 0 149 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number 

 
TABLE 4.7-13—In-Transit Transportation Impacts for 50 Years of Implementation, All-High 
Temperature Gas-Cooled Reactors Option (Truck and Rail Transit)—200 Gigawatts Electric 

In Transit Impacts  
Crew Public Accident Impacts  

person-
rem 

LCFs person-
rem 

LCFs 

Total 
Incident-

Free 
LCFs 

person-
rem 

LCFs Collision 
Fatalities 

HTGR 2,250 1 6,470 4 5 0.0361 0 13 
Source: Appendix E 
Note: All LCFs rounded to nearest whole number 

 
There are potentially significant differences in impacts depending upon whether transportation 
occurs via truck or a combination of truck and rail. For all alternatives, truck and rail transport 
would result in smaller impacts than truck transport. This is due to the fact that there would be 
many fewer transportation shipments for truck and rail compared to truck only. This would 
directly affect the distance traveled and exposures to both crews and the public. Additionally, the 
number of accident fatalities (collisions) would be smaller for the truck and rail transport.  
 
4.8 COMPARATIVE SUMMARY OF DOMESTIC PROGRAMMATIC ALTERNATIVES 
 
This section presents a summary comparison of the domestic programmatic alternatives. The 
alternatives are compared and contrasted in the following areas: R&D needs; issues associated 
with transition and implementation; facility and resource requirements; quantities of SNF and 
wastes generated; transportation impacts; potential impacts on the development of a future 
repository; and decontamination and decommissioning. Table 4.8-1 (200 GWe, 1.3 percent 
annual growth rate in nuclear electricity production), Table 4.8-2 (400 GWe, 2.5 percent annual 
growth rate), Table 4.8-3 (150 GWe, 0.7 percent annual growth rate), and Table 4.8-4 (100 GWe, 
zero growth rate) are presented to support discussions related to: facility and resource 
requirements; quantities of SNF and wastes generated; transportation impacts; and potential 
impacts on development of a future repository. Tables 4.8-5 and 4.8-6 present a comparative 
summary of the impacts of the domestic fuel cycle alternatives. Table 4.8-5 presents the annual 
impacts once implementation is achieved in approximately 2060–2070. Table S.4.8-6 presents 
the cumulative impacts over the entire implementation period (2010 to approximately  
2060–2070).  
 
4.8.1  Research and Development Needs for the Alternatives  
 
Many of the alternatives require that additional R&D be completed before wide-scale 
deployment of the alternative could be accomplished. The R&D needs vary significantly among 
alternatives. All alternatives, including the no-action alternative, would benefit from R&D for 
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improvements to waste form processing and fuel fabrication. For the action alternatives, the 
R&D is necessary for successful demonstration of the fuel cycle selected. In the following 
discussion, the R&D needs are grouped by technical area for comparison among the alternatives. 
In preparing this section, DOE considered issues that were raised in reports prepared by external 
organizations (see Chapter 1, Section 1.4.6). 
 

− Fuel Development and Fabrication. The need for R&D of fuel fabrication technologies is 
considered from two perspectives, first, whether a fabrication technology exists, and 
second, whether the existing technology has been developed sufficiently to allow an 
alternative to be implemented. Most of the alternatives have candidate processes for 
fabrication of fuel; however, all but the No Action Alternative and the HWR/HTGR 
Alternative (Option 1—all-HWR) would require additional R&D to apply these 
technologies. The time frame to complete the necessary R&D would be similar among 
the alternatives and is estimated to require about 5 to 10 years. 

 
− Fuel Performance. R&D would be required to develop and demonstrate fuel performance 

in the reactor and in storage after discharge from the reactor (whether destined for 
processing or not) for each of the alternatives, except for the No Action Alternative and 
the HWR/HTGR Alternative (Option 1—all-HWR), which utilize proven fuel 
technologies. For most alternatives, relevant fuel performance experience is available, 
although for some of the reactor types this experience may be limited to experimental or 
testing conditions only. Even for reactor types for which there may be prior commercial 
experience, it is likely that testing and verification of fuel performance would be required 
as one of the licensing conditions, regardless of the alternative, prior to widespread use 
(with the exceptions of LWRs and HWRs). In contrast, however, it is also likely that each 
reactor type, whether commercially available or not, could begin operations using nuclear 
fuel that is within the existing experience base, and then move toward the required fuel 
composition as new experience is gained. 

 
Some of the alternatives would use reactor types that are not available in the United 
States, although either they have existed in the United States in the past as experimental 
or first-of-a-kind commercial plants, or they exist outside of the United States. For 
example, HWRs are used extensively in Canada, which would likely facilitate licensing 
in the United States. For alternatives involving fast reactors and HTGRs, no facility exists 
in the United States where fuel performance experience sufficient for licensing can be 
acquired. Even for those alternatives where LWRs would be used, it is likely that the 
licenses of existing LWRs would need to be amended to allow fuel performance tests, 
and this may not be possible. The time frame for achieving the required fuel performance 
information would depend on the availability of the appropriate irradiation facilities, but 
such development could be done as part of the ongoing operation of the facility.  
 

– Reactor Technology. Each of the reactor technologies associated with the domestic 
programmatic alternatives have different operating experience, which could affect the 
amount of R&D needed to implement that technology. For example, LWRs and HWRs 
are used throughout the world and would not necessarily require any new R&D. Other 
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reactor technologies (thorium-fueled reactors,62 fast reactors, and HTGRs) have been 
operated on much smaller scales than LWRs and HWRs, and therefore these reactor 
technologies would benefit the most from R&D. The HTGR, in particular, would require 
the most R&D, as the operating experience with this reactor technology at industry-scale 
(greater than 250 megawatts) has been limited.  

 
− Spent Fuel Reprocessing. Only the closed fuel cycle alternatives require reprocessing of 

spent nuclear fuel. For these alternatives, reprocessing technologies have been developed 
and tested that would meet separations requirements. Some of the new technologies are 
evolutions of technologies operated at commercial scale, and for those, implementation 
would expedite the required scale-up. There are many subsidiary issues associated with 
each new technology that would require R&D, especially with final treatment and 
consolidation of the wastes, and with ensuring that the new technologies are capable of 
limiting releases of radioactive materials from the reprocessing plant to allowable limits. 
The time frame for completing the required R&D is estimated to be 5 to 10 years for each 
of the closed fuel cycle alternatives.  

 
− Spent Fuel and High-Level Radioactive Waste Disposal. All fuel cycle alternatives would 

require disposal of spent nuclear fuel and/or high-level radioactive waste in a geologic 
repository. DOE has already conducted significant R&D related to such disposal at the 
proposed Yucca Mountain repository and has submitted a license application for 
construction authorization with the NRC. The need for R&D related to geologic disposal 
in any future geologic repository would depend on the characteristics of the future 
geologic repository as determined by a site-specific assessment of repository performance 
(i.e., how well the repository would contain radionuclides). Such a performance 
assessment would consider: the form of the materials to be disposed of; barriers to release 
(e.g., waste packages and engineered repository systems); characteristics of the geologic 
environment (e.g., presence of water, chemistry of water, temperature, rock stability); and 
exposure pathways. DOE estimates that it would take 5 to 10 years or longer to complete 
such a R&D review. Testing of the waste forms under accelerated repository-relevant 
conditions could be accomplished more quickly. However, experimenting with changes 
to the formulation of proposed waste forms to enhance performance, if deemed necessary 
for a particular repository concept, could add years to such an effort.  

 
The No Action Alternative and the HWR/HTGR Alternative (Option 1—all-HWR) would 
require the least amount of R&D. This conclusion is consistent with the fact that the technologies 
associated with these two alternatives are currently widely used around the world for electricity 
generation. The closed fuel cycle alternatives (particularly Fast Reactor Recycle and 
Thermal/Fast Reactor Recycle alternatives) would generally require the highest amount of R&D, 
especially in the area of fuel development, fuel fabrication, and fuel performance associated with 
fast reactor operations.  
 

                                                 
62 With respect to the use of thorium-fuel in LWRs, although the Thorium Alternative is characterized as a “new fuel design” rather than as a new 
reactor concept in this PEIS, the insertion of thorium fuel into an LWR may not be as simple as, for example, the substitution of MOX-U-Pu fuel 
assemblies for uranium fuel assemblies in an LWR.  
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4.8.2 Transition and Implementation 
 
All alternatives except the No Action Alternative would involve an evolution from the current 
system to one involving a new system. The environmental consequences during transition to the 
new system would be a mix of the No Action Alternative effects and the effects of the new 
system. 
 
The alternatives can be grouped into three types for transition analysis: 
 

– Alternatives that require new fuels with current reactor types—this includes the Thorium 
Fuel Cycle Alternative and the Thermal Reactor Recycle Alternative (Option 1). 

– Alternatives that require transition from the current reactor type (LWRs) to a single new 
reactor type (homogeneous system)—this includes both the HWR option and the HTGR 
option for the HWR/HTGR Alternative. 

– Alternatives that require transition to a system involving more than one reactor type in a 
balanced heterogeneous system—this includes the Fast Reactor Recycle Alternative, the 
Thermal/Fast Reactor Recycle Alternative, the Thermal Reactor Recycle Alternative 
(Option 2), and the Thermal Reactor Recycle Alternative (Option 3). 

 
For purposes of consistency in analysis, it has been assumed for all alternatives that there would 
be a gradual transition period beginning around 2020 from the current LWR uranium oxide 
(UOX) once-through nuclear energy system to an alternative system that would be fully 
implemented in the 2060–2070 timeframe. This approach was used because the future is too 
uncertain to predict the actual transition time for any alternative and using the same transition 
schedule facilitates comparisons among the alternatives. This section provides qualitative 
information on the constraints which may impact actual transition timing. 
 
Initially, only the current system would be in deployment while development and licensing is 
completed for the technologies and infrastructure necessary for a new system. Once the  
pre-transition activities are in place, the new system can be deployed. The minimum time to start 
the transition for each alternative depends on the amount of development required. The transition 
rate for each alternative would depend on a number of constraints, as discussed below. The 
impact during transition would depend on both the time to transition and the transition rate. 
 
Transition for the first group of alternatives (the Thorium Alternative and the Thermal Reactor 

Recycle Alternative (Option 1)) would be less complex and could start sooner than other 
alternatives because it would primarily require development and licensing of a new fuel type and 
development of facilities to provide feedstock63 for the fuel. For the Thermal Reactor Recycle 
Alternative (Option 1), the MOX-U-Pu fuel has already been developed and is in use in Europe. 
Thorium fuel has been used in the past but larger scale use of thorium would require some 
reactor R&D and new data for licensing. The Thermal Reactor Recycle Alternative (Option 1) 
would require separations of UOX SNF to provide feedstock material for the new fuel. The same 
separations technology (likely with different equipment) could then support the recycle of  
MOX-U-Pu SNF as it becomes available. Complete transition for the Thermal Reactor Recycle 

                                                 
63 Feedstock refers to the materials used to fuel a reactor.  
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Alternative (Option 1) would require adequate separations facilities in order to support the 
equilibrium level of recycling. 
 
Thorium fuel would obtain its feedstock of uranium and thorium from mining and from 
stockpiles; adequate uranium mining exists and reliable reserves of thorium are available both in 
the United States and around the world. The level of enrichment of the uranium for the thorium 
fuel is also much higher, and would require new or modified enrichment facilities that are 
appropriately designed, for increased levels of enrichment, and licensed. Both alternatives would 
require construction or modification of fuel fabrication facilities.  
 
All of the needed technologies and facilities are straightforward and transition from the current 
system could begin within approximately 10 to 15 years. During such a transition, the new fuel 
could be used as a replacement during refueling and any specific reactor could switch over to the 
new system during a period of 5 to 6 years. Equilibrium for the Thermal Reactor Recycle 
Alternative (Option 1) would also require recycle of the MOX-U-Pu SNF, which could begin 
roughly 5 years after it is discharged from the reactors. Thus, transition from the current LWR 
uranium oxide system to the new system could be completed in 20 to 25 years from a decision to 
proceed for both alternatives. Actual transition may occur at a much slower pace due to 
economics or other factors. The major constraint for the Thermal Reactor Recycle Alternative 
(Option 1) would be separations capacity, while the major constraint for the Thorium Alternative 
would be fresh fuel infrastructure, including facilities to enrich uranium to 19.9 percent.  
 
The second group of alternatives (the HWR/HTGR Alternative (Options 1 and 2) could be 
deployed once these reactor types were developed and licensed by the NRC. HWRs are available 
commercially internationally and would only require U.S. licensing, while HTGRs would require 
development of both the reactor and the fuel, which could take 10 to 15 years or longer. 
Feedstock would not be a constraint, because both options would depend on the existing uranium 
fuel infrastructure. Complete transition would require early construction of production facilities, 
including heavy water production plants for HWRs and reactor-grade graphite production plants 
for HTGRs. The completion of transition would occur once all current (legacy) reactors were 
retired. Based on licensing and license extension considerations, DOE expects that reactors in the 
existing LWR fleet would be operated for 60 years, with retirements beginning in 2029 and 
completing in 2053. Construction of new LWRs now under consideration could extend the 
transition period.  
 
Transition for the final group of alternatives (the Fast Reactor Recycle Alternative, the 
Thermal/Fast Reactor Recycle Alternative, the Thermal Reactor Recycle Alternative (Option 2), 
and the Thermal Reactor Recycle Alternative (Option 3)) would be more complex. The start of 
transition would involve both new reactors and fuels, and the new fuels would require 
separations to provide feedstock. Transition could begin in 15-20 years, but the rate of transition 
would be slower than the other groups of alternatives. This would be due to the feedstock 
required for startup of the new reactors—a full core of fuel would be needed to start each new 
reactor. The feedstock would initially come from LWR SNF separations, and therefore, would be 
tied to the separations capacity. While this would not affect deployment of HWRs associated 
with the Thermal Reactor Recycle Alternative (Option 2)64, it could significantly constrain the 
                                                 
64 The HWR fresh fuel does not depend on dissolving and separating LWR spent fuel but only on dry thermal/mechanical processes. 
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rate of fast reactor or HTGR deployment, each of which would require a significant quantity of 
transuranics in the transmutation fuel (more than 5 MT/GWe, based on a thermal efficiency of 
approximately 40 percent). The amount of transuranics needed to start up a new fast reactor 
would also depend on whether the fast reactor spent nuclear fuel would be recycled on-site or at 
a central facility. Centralized recycling would require longer storage of the fast reactor spent 
nuclear fuel so it could cool prior to transport. This could result in greater delay before any of the 
residual transuranics from the fast reactor spent fuel could become available, so more 
transuranics would be required from separated uranium oxide before any would be available 
from the fast reactor spent fuel. The result would be that transition would not be completed for 
several decades. The Thermal/Fast Reactor Recycle Alternative could have an additional delay of 
10 or more years because of the potential time required to accumulate feedstock for the fast 
reactor fuel from spent MOX-U-Pu fuel or spent LWR fuel. The MOX-U-Pu fuel would spend 
approximately 5 years in the reactor, then would have to cool for at least 5 years before it could 
be separated, and the transuranics extracted and made available for fast reactor fuel fabrication.  
 
For the closed fuel cycle alternatives, the analysis in this PEIS assumes that implementation 
would be “highly successful” (e.g., no delays would be encountered in developing advanced 
fuels or new reactors; reactors would become operational “on-schedule”; and reactor capacities 
would be optimally matched to the availability of transuranic product from LWR SNF 
separations). This section addresses some of the potential implementation challenges.  
 
For example, for the Fast Reactor Recycle Alternative, it is possible that the separation capacity 
of LWR SNF would not expand as needed to support the desired percentage of fast reactors 
(40 percent of production) compared to LWRs (60 percent of production). If not enough LWR 
separations capacity were constructed, only a limited number of “second tier” reactors could be 
constructed due to the limited availability of feed material (e.g., transuranic radionuclides) that 
would be needed.65 This would result in a high percentage of total reactors being LWRs. In such 
a situation, LWR separations capacity would be insufficient to keep up with LWR SNF 
discharges, and excess LWR SNF would require storage. These impacts would be similar to 
those presented for the No Action Alternative.  
 
It is also possible that fast reactor capacity could be delayed. For example, the process of lead 
test assembly irradiation, post-irradiation examination, and fuel certification could take longer 
than expected. If this were to occur, there could be an excess of separations capacity. Until 
additional fast reactor capacity could be brought on-line, there would be an excess of transuranic 
radionuclides that would require storage (see Section 4.3.3) or disposal. Any stored transuranic 
radionuclides would be used when fast reactors were brought on-line. 
 
4.8.3  Facility and Resource Requirements 
 
This PEIS assumes that all reactor fuel cycles could be implemented to achieve a capacity of 
approximately 200 GWe. As shown on Table 4.8-1, the reactor types would be different for each 
of the programmatic alternatives. For example, the No Action Alternative would produce 

                                                 
65 For example, the amount of fuel required to support 1 GWe (based on a thermal efficiency of 40 percent) of fast reactor capacity is 
approximately 28 MT of uranium and 5 MT of transuranics (TRU) in start-up fuel and approximately 5.0 to 6.8 MT of uranium and 1.9 MT of 
TRU as make-up fuel over the 4- to 5-year cycle. 
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electricity using LWRs in a once-through fuel cycle, while the Fast Reactor Recycle Alternative 
would produce electricity using a mix of LWRs and fast reactors in a closed fuel cycle in which 
the separated LWR SNF provides the transmutation fuel for the fast reactors.  
 
The number of reactors that would ultimately be required to support any fuel cycle alternative 
would be a function of reactor size, thermal efficiency, and capacity factor. This PEIS assumes 
that approximately 1 GWe of capacity would be located at any future site.66 Consequently, each 
fuel cycle alternative would require approximately 200 reactor sites. Based on an average size of 
approximately 3,000 acres (1200 ha) per site, the total land occupied by the 200 nuclear power 
plant sites would be about 600,000 acres (243,000 ha). Other potential support facilities (such as 
fuel fabrication facilities, nuclear fuel recycling centers, heavy water production facilities) would 
not significantly change this land requirement for any of the alternatives).  
 
Although material requirements for nuclear power plants and recycling centers would vary by 
design and site location, the requirements for a major nuclear facility (i.e., a 1,000 MWe LWR) 
would include approximately 150,000 MT of steel and 850,000 MT of concrete 
(CEEDATA 2006). Constructing 200 major new nuclear facilities over approximately 50 years 
would result in an average of 4 new major nuclear facilities, annually. On an annual basis, these 
new nuclear facilities would use approximately 0.6 million MT of steel and 3.4 million MT of 
concrete.  
 
All fuel cycle alternatives would require significant quantities of natural uranium feed. In all 
cases, the open fuel cycle alternatives (No Action Alternative, Thorium Alternative, 
HWR/HTGR Alternative) would require the highest quantities of natural uranium feed. At the 
upper end of the requirement, the HTGR Option (for the HWR/HTGR Alternative) would 
require the highest natural uranium feed (approximately 45,600 MT/yr), which would be 
16 percent higher than the No Action Alternative. This amount of natural uranium feed is 
approximately four times higher than current domestic uranium feed requirements. The closed 
fuel cycle alternatives would require natural uranium feed quantities that could be approximately 
one-half as much as the open fuel cycle alternatives. This illustrates one of the benefits of 
recycling SNF—to recover usable materials. The closed fuel cycle alternatives would recover 
significant quantities of uranium (2,460 to 4,500 MT/yr) and transuranics (approximately 26 to 
56 MT/yr, depending upon the closed fuel cycle alternative) for potential future use. In terms of 
using the least amount of natural uranium feed, the Fast Reactor Recycle Alternative would be 
the most efficient fuel cycle, requiring approximately 24,400 MT/yr to produce 200 GWe.  
 
All alternatives would require various types of new facilities, including fuel enrichment and fuel 
fabrication facilities to support a capacity of 200 GWe. In addition to increased uranium fuel 
fabrication capacity, the Thorium Alternative would also require a fuel fabrication facility for 
thorium. The closed fuel cycle alternatives (Fast Reactor Recycle Alternative, Thermal/Fast 
Reactor Recycle Alternative, and the Thermal Reactor Recycle Alternative [all options]) would 
require LWR separation facilities/fuel fabrication facilities. The Thermal Reactor Recycle 
Alternative (Option 2) and the HWR/HTGR Alternative (Option 1—all-HWR) would require 
                                                 
66 This assumption is conservative, as the existing nuclear infrastructure in the United States consists of approximately 100 GWe of capacity at 
approximately 64 sites, or approximately 1.5 GWe/site. If the PEIS assumed 1.5 GWe/site, each fuel cycle alternative would require 
approximately 133 reactor sites. Based on an average size of approximately 3,000 acres per site, the total land occupied by the 133 nuclear power 
plant sites would be about 400,000 acres. 
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one or more facilities to produce heavy water. Finally, the Thermal Reactor Recycle Alternative 
(Option 3) and the HWR/HTGR Alternative (Option 2—all-HTGR) would significantly affect 
the demand for graphite and helium.  
 
During operations, the facilities could use significant quantities of water for domestic needs, 
process support, and to cool the reactor (primary and secondary cooling). Most of this water 
would not be consumed but would be used for cooling and then discharged. Each LWR 
separation facility with an approximate 800 MTHM/yr capacity would require approximately 
330 million gal/yr (1.3 billion L/yr). Each GWe of reactor output could use approximately 3 to 
6 billion gal/yr (11 to 23 billion L/yr), mainly for heat dissipation. In arid environments, “dry” 
cooling towers could be utilized to reduce water requirements to approximately 
195 million gal/yr (740 million L/yr). The heat dissipation system selected would be dependent 
on site characteristics and regulatory requirements. 
 
4.8.4  Spent Nuclear Fuel and Radioactive Wastes  
 
All fuel cycle alternatives would generate SNF and/or HLW that would ultimately require 
disposal in a geologic repository. The most radiotoxic contents of SNF and HLW are generally 
the actinide elements (heavy metals, especially the transuranic elements) and to a lesser extent 
certain fission products. The amount of SNF and HLW created per year would vary from one 
alternative to another. In addition, all fuel cycle alternatives would generate LLW during 
operations and LLW and GTCC LLW during decontamination and decommissioning (D&D) 
following plant shutdown. The Fast Reactor Recycle Alternative, Thermal/Fast Reactor Recycle 
Alternative, and Thermal Reactor Recycle Alternative (Options 1 and 3) would generate GTCC 
LLW during SNF recycling operations. Under the closed fuel cycle alternatives, it is also 
possible that cesium and strontium could be separated from other fission products, creating an 
additional waste stream.  
 
The following SNF and waste streams do not have a clear path to disposal at this point:  
 

– SNF quantities generated beyond the Yucca Mountain statutory limit 
– HLW generated under any of the alternatives 
– GTCC LLW generated under any of the alternatives 
– LLW that exceeds disposal capacities 
– Separated cesium and strontium (if applicable) 
 

The impact on SNF and HLW management for each alternative is evaluated by assessing the 
mass/volume of SNF and/or HLW that would be sent to geologic disposal, the amount of fission 
product and transuranic elements requiring consolidation in waste forms that would be sent to 
geologic disposal, the radiotoxicity of the emplaced SNF and/or HLW, and the decay heat that 
would have to be accommodated by the repository design.  
 
The relative importance of the waste management metrics (e.g., volume, radiotoxicity, and heat 
load) would be affected by the repository environment and the design of the engineered 
emplacement system. This has the potential to decrease the regulatory uncertainty involved in 
predicting the long-term performance of such a repository, or to increase the public acceptability 
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of geologic disposal for these waste management measures, so that adequate disposal capacity 
can be found for future commercial nuclear waste inventories. Because no repository has yet 
been licensed for the disposal of either SNF or HLW, all of the metrics have been included in 
Table 4.8-1 for comparison of the alternatives. 
 
Amount of Spent Nuclear Fuel Requiring Repository Disposal: All alternatives would require 
a geologic repository. Even if nuclear electricity generation continues throughout this century at 
a zero growth rate, the cumulative amount of SNF created between the years 2010 and 
approximately 2060–2070 (approximately 110,000 MTHM) would require a repository more 
than 1.5 times larger than the statutory capacity limit of 
the Yucca Mountain repository, which would have 
reached its statutory capacity limit.67 This increase would 
need to be met by physical expansion of the first 
repository or by siting an additional repository. For the 
1.3 percent growth rate, the No Action Alternative would 
generate approximately 158,000 MTHM of SNF from 
2010 to approximately 2060–2070, which would be 
approximately 2.2 times that of the Yucca Mountain 
statutory capacity limit. 
 
For alternatives other than the No Action Alternative, which also assume a nuclear energy 
growth rate of 1.3 percent for the 200 GWe scenario, the cumulative amount of SNF generated 
between 2010 and approximately 2060–2070 requiring geologic disposal would be as shown on 
Figure 4.8-1. As shown on that figure, only the Fast Reactor Recycle Alternative, Thermal/Fast 
Reactor Recycle Alternative, and the Thermal Reactor Recycle Alternative (Option 1) would 
avoid this SNF accumulation; however, these alternatives would produce HLW as part of the 
recycling of SNF.  
 
On an annual basis, at the state of full implementation (approximately 2060–2070), the 
HWR/HTGR Alternative (Option 1—all HWR) would generate the highest mass of SNF 
requiring geologic disposal (10,600 MTHM/yr for 200 GWe), while the Fast Reactor Recycle 
Alternative, Thermal/Fast Reactor Recycle Alternative, and Thermal Reactor Recycle 
Alternative—Option 1 would generate no SNF requiring geologic disposal. For the once-through 
fuel cycles, the HWR/HTGR Alternative (Option 2—all HTGR) could generate the least mass of 
SNF requiring geologic disposal (1,540 MTHM/yr for 200 GWe). This reflects the higher burnup 
of HTGRs compared to the lower burnup of HWRs. However, while the mass of SNF can be 
relatively smaller with the HTGR fuel, if the compacts are not removed from the graphite blocks, 
the volume of SNF can be substantial. The Thorium Alternative would generate approximately 
2,050 MTHM/yr of SNF. As a point of comparison, the No Action Alternative would generate 
approximately 4,340 MTHM/yr for 200 GWe. The total quantities generated between 2010 and 
approximately 2060–2070 for each alternative, as shown in Table 4.8-1, reflect the time-phased 
implementation of the alternative. For example, the all-HWR option would generate no HWR 
SNF until after the initial facilities begin operation in the early 2020s, and the annual HWR SNF 
generation then gradually increases up to 10,600 MTHM/yr when full implementation is reached 
(approximately 2060–2070). 
                                                 
67 These numbers relate to the status quo - current types of fuel, current uranium enrichment, and current burnup.  

Yucca Mountain Statutory Capacity 
Limit 

 
Under Section 114(d) of the Nuclear 
Waste Policy Act of 1982, as amended, 
the Yucca Mountain repository can not 
accept more than 70,000 metric tons of 
heavy metal of spent nuclear fuel and 
high-level radioactive waste until such 
time as a second repository is in 
operation. 
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Source: Table 4.8-6 
Note: Thermal Reactor Recycle Alternative (Option 3) not included due to unavailability of data 
 

FIGURE 4.8-1—Cumulative Spent Nuclear Fuel Quantities Requiring Geologic Disposal for 
the 200 Gigawatts Electric Scenario (2010 to 2060–2070) 

 
Amount of Processing Wastes Classified as High-Level Radioactive Waste Requiring 
Repository Disposal. The Fast Reactor Recycle Alternative, Thermal/Fast Reactor Recycle 
Alternative, and the Thermal Reactor Recycle Alternatives (all options) would be the only 
alternatives that generate processing wastes that would be classified as HLW. For a capacity of 
200 GWe, the amount of HLW generated by these alternatives would be approximately 50 to 
1,840 m3/yr (65 to 2400 yd3/yr). From the SNF generated from 2010 to approximately 
2060-2070, these alternatives could generate more than 50,000 m3 (71,500 yd3) of HLW between 
2010 and approximately 2060-2070 (Figure 4.8-2). There are several existing options for 
encapsulating these materials in waste forms suitable for geologic disposal, including 
borosilicate glass, as is planned for some DOE defense-related wastes.  
 
The volume of the HLW would depend on the loading density of the waste form(s), with higher 
loading densities resulting in lower total volumes of waste. Whether this volume is relevant for 
geologic disposal would depend on the constraints that may exist for repository design, such as 
the space available within the repository and thermal limits, and the potential for mitigation of 
HLW volumes that are larger than desired by the repository design changes. Such considerations 
are beyond the scope of these comparisons and are not considered in this PEIS. The values listed 
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in Table 4.8-1 are estimates based on existing technology and the best available information for 
encapsulating both transuranics and fission products for the purposes of comparison 
(Wigeland 2008a). 
 

 
 

Source: Table 4.8-6 
Notes: Thermal Reactor Recycle Alternative (Option 3) not included due to unavailability of data. 
A range, represented by the dark green band, is presented for the Thermal Recycle Alternative (Option 2) due to the uncertainty related to 
the upper bound data for HLW associated with this alternative. This alternative is a South Korean program, in a research stage, with only 
open literature publications available. 

 
FIGURE 4.8-2—Cumulative Quantities of High-Level Waste Requiring Geologic Disposal for 

the 200 Gigawatts Electric Scenario (Based on Recycling Spent Nuclear Fuel Generated 
Between 2010 and 2060–2070) 

 
The amount of transuranic radionuclides in the HLW and SNF varies from one alternative to 
another. The mass of transuranic radionuclides in the HLW or SNF, or both, is a measure of the 
amount of the potentially hazardous material that would be accommodated in a repository, 
although not all isotopes of the transuranic radionuclides are equally hazardous (the hazard is 
expressed by the radiotoxicity, which is covered in Section 4.8.6). In general, the potential 
hazard from the repository grows as the amount of transuranic radionuclides grows. As shown on 
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Table 4.8-1, for 200 GWe, the Fast Reactor Recycle Alternative and Thermal/Fast Reactor 

Recycle Alternative would generate the least amount of transuranic radionuclides which would 
have to be sent to a geologic repository (0.2 to 0.22 MT/yr). These transuranic radionuclides 
would result from process losses during recycling, with the transuranic radionuclides contained 
in a waste form for processing wastes. The Thorium Alternative (15.6 MT/yr), Thermal Reactor 

Recycle Alternative (Option 1) (16.6 MT/yr), Thermal Reactor Recycle Alternative (Option 2) 
(30 MT/yr), and the HWR/HTGR Alternative (Option 2—all-HTGR) (32 MT/yr) are the next 
lowest generators of transuranic radionuclides (either in HLW and/or in SNF) that would have to 
be sent to a geologic repository The No Action Alternative and the HWR/HTGR Alternative 
(Option 1—all-HWR) produce relatively large quantities of transuranic radionuclides (56 and 
76 MT/yr, respectively) in spent fuel that would have to be sent to a geologic repository.  
 
Other Wastes: Compared to the open fuel cycle alternatives, recycling SNF creates much higher 
quantities of other wastes that would require management. For example, as shown in Table 4.8-1, 
the closed fuel cycle alternatives would create separate wastes streams consisting of GTCC LLW 
and, potentially, cesium and strontium. If cesium and strontium wastes are stored for 
approximately 300 years, their radioactivity levels would have decayed sufficiently so that these 
wastes potentially could be disposed of as LLW. Another option would be to send these wastes 
to an off-site HLW storage or disposal facility after they are separated from the SNF. About 
24 metric tons per year of cesium and strontium wastes could be generated for the Fast Reactor 
Recycle Alternative, Thermal/Fast Reactor Recycle Alternative, and Thermal Reactor Recycle 
Alternative (Options 1 and 3) in the peak year of operation for 200 GWe. The Fast Reactor 
Recycle Alternative, Thermal/Fast Reactor Recycle Alternative, and Thermal Reactor Recycle 
Alternative (Option 1) would generate (considering the upper bound estimates) relatively large 
quantities of GTCC LLW (more than 13,000 m3/yr of GTCC LLW in the peak year of operation) 
that would also need to be managed annually for the 200 GWe capacity. From reprocessing the 
SNF generated between 2010 and approximately 2060–2070, each of these alternatives would 
cumulatively generate more than approximately 400,000 m3 (520,000 yd3) of GTCC LLW 
(Figure 4.8-3). The cladding and assembly hardware recovered at the separations facility have 
been included in the estimated quantity of GTCC LLW. Non-radioactive wastes (e.g., hazardous, 
sanitary, and industrial) would also be generated, but should be similar for all programmatic 
domestic alternatives.  
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Source: Table 4.8-6 
Note: Thermal Reactor Recycle Alternative (Option 3) not included due to unavailability of data.  
 

FIGURE 4.8-3—Cumulative Quantities of Greater-Than-Class-C Low-Level Radioactive Waste 
Generated for the 200 Gigawatts Electric Scenario (Based on Recycling Spent Nuclear Fuel 

Generated Between 2010 and 2060–2070)  
 
The Low-Level Radioactive Waste Policy Amendments Act of 1985 assigns the responsibility for 
the disposal of GTCC LLW from activities licensed by the NRC to the Federal government 
(DOE), and specifies that such GTCC LLW must be disposed of in a facility licensed by the 
NRC. There are no facilities currently licensed by the NRC for the disposal of GTCC LLW, and 
therefore this waste would remain in storage until a disposal facility can be developed.68  
 
The programmatic alternatives that recycle SNF would also generate relatively large quantities of 
LLW compared to open fuel cycle alternatives. As shown on Figure 4.8-4, the Fast Reactor 
Recycle Alternative, Thermal/Fast Reactor Recycle Alternative, and Thermal Reactor Recycle 
Alternative (Option 1) would cumulatively generate approximately 1.7 million to 2.9 million m3 
(2.2 to 3.8 million yd3) of LLW from 2010 to approximately 2060–2070.  
 
 

                                                 
68 DOE is currently preparing an Environmental Impact Statement to evaluate a range of reasonable alternatives for disposal of Greater-than-
Class-C low-level radioactive waste (see Section 1.3.7). 
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Source: Table 4.8-6 
Note: Thermal Reactor Recycle Alternative (Option 3) not included due to unavailability of data 

 

FIGURE 4.8-4—Cumulative Quantities of Low-Level Waste Generated for the 200 Gigawatts 
Electric Scenario (Based on Recycling Spent Nuclear Fuel Generated Between 2010 and  

2060–2070) 
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4.8.5  Human Health 
 
In this PEIS, DOE estimates the health and safety impacts to workers and the public that could 
occur during construction and operation of facilities under each domestic alternative. These 
impacts include those that could occur: 1) to workers from hazards common to similar industrial 
settings and excavation operations, such as falling or tripping (referred to as industrial hazards); 
2) to workers as a result of radiation exposure during their work activities; and 3) to the public 
from airborne releases of radionuclides. Based on previous experience, DOE concluded that 
adverse occupational impacts from industrial hazards would be expected to be low, do not offer a 
means to discriminate among the alternatives, and therefore are not discussed further in this 
section. 
 
To estimate potential radiological impacts, DOE used actual information from commercial 
nuclear plants and preliminary design information for other reactors and SNF recycling facilities. 
Using this data, DOE was able to estimate the total dose to workers and calculate the potential 
health impacts (expressed in terms of LCFs). For public exposures, DOE used the CAP-88 
computer program to model the radiological releases from the facilities and estimate impacts. 
Because the location of any new facility is unknown, DOE developed six hypothetical sites, 
based on existing commercial reactor facilities, that provide a range of values for two key 
parameters—offsite (50-mi [80-km]) population and meteorological conditions—that directly 
affect the offsite consequences of any release. The health effects identified in this PEIS analysis 
are for the operational period (2010 through approximately 2060–2070) only. By reducing the 
volume, thermal output, or radiotoxicity of SNF and HLW requiring geologic disposal, there is 
also a potential to reduce long-term health impacts from such disposal. The potential magnitude 
of the reduction in health impacts would be dependent upon site-specific factors and facility 
design. 

4.8.5.1  Impacts to Workers 

All domestic programmatic alternatives could affect worker health through direct radiation 
exposure. Table 4.8-7 presents annual impacts to the involved workers for each of the domestic 
programmatic alternatives. As shown in that table, reactor operation doses were assumed to not 
vary among reactor technologies.69 As shown, there would be slightly higher impacts to workers 
for the closed fuel cycle alternatives than the open fuel cycle alternatives. These higher impacts 
are due to the additional worker doses associated with recycling. Additionally, the closed fuel 
cycle alternatives that recycle the highest quantities of spent fuel would result in the highest 
worker doses.  
 
There also would be impacts to workers due to the storage of spent fuel and/or radioactive 
wastes. For the No Action Alternative, doses from storing the cumulative quantity of spent fuel 
that would be generated during the implementation period (approximately 158,000 MTHM of 
spent fuel) for 50 years at the reactor sites prior to geologic disposal was estimated at 
140 person-rem, or less than 3 person-rem per year. Doses from the other open fuel cycle 

                                                 
69 In 2006, the average dose to a radiation worker at a Light Water Reactor in the United States was approximately 190 mrem (NRC 2007l). This 
average dose to a radiation worker falls within the range of doses to radiation workers at Heavy Water Reactors in Canada (Health Canada 2008). 
This average dose represents the best estimate of the dose to a radiation worker for the other reactor technologies. 
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alternatives would be expected to vary according to the quantity of spent fuel in storage, and to 
range from approximately 90 person-rem to 250 person-rem. For the closed fuel cycle 
alternatives, the doses from the recycling facilities would include storage of radioactive wastes. 
Doses from such storage were not estimated for the cumulative quantities of wastes that would 
be generated, but these impacts are expected to be less than or similar to the spent fuel storage 
impacts, as these wastes would generally produce smaller radiation doses. Therefore, worker 
doses due to storage are not expected to vary significantly among alternatives, and are expected 
to be much lower than doses due to reactor operations or recycling facility operations. 
 

TABLE 4.8-7—Annual Impacts to Workers for Domestic Programmatic Alternatives 

a Doses from recycling facility operations differ because of worker differences among the closed fuel cycle alternatives.  

4.8.5.2  Impacts to the Public 

All domestic programmatic alternatives could affect public health through the release of 
radiological materials to the environment. These radiological materials, which could be ingested 
through air, water, and food, could cause radiation exposures to the public. The PEIS analyzes 
the impacts to both the maximally exposed individual (MEI), as well as the 50-mile population 
surrounding a facility. The PEIS analysis indicates that all of the facilities associated with the 
programmatic alternatives would be expected to meet all regulatory dose requirements. The 
analysis indicates that the doses from nuclear fuel recycling facilities would generally cause the 
highest doses. As a result, the alternatives that involve SNF recycling would be expected to 
result in the highest doses to the public. However, the PEIS analysis indicates that all alternatives 
would result in less than 1 LCF per year to the population surrounding the six hypothetical sites. 
 

Alternative Annual Dose from Reactor 
Operations (person-rem) 

Annual Dose from Recycling 
Facility Operations a  

(person-rem) 

Annual Latent 
Cancer Fatalities 
from All Facility 

Operations 
No Action  20,900 0 13 
Fast Reactor Recycle  20,900 4,600 15 
Thermal/Fast Reactor 
Recycle  20,900 4,400 15 
Thermal Reactor Recycle 
(Option 1) 20,900 3,300 14 
Thermal Reactor Recycle 
(Option 2)  20,900 4,600 15 
Thermal Reactor Recycle 
(Option 3)  No Data No Data No Data 
Thorium  20,900 0 13 
All-Heavy Water 
Reactor Option 20,900 0 13 
All-High Temperature 
Gas-Cooled Reactor 
Option  

20,900 0 13 
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Accident 
An unplanned event or sequence of events 
that results in undesirable consequences. 

4.8.6  Facility Accident Impacts  
 
Each of the domestic programmatic alternatives could impact public and worker health in the 
event of an accident. An accident can be initiated by 
external or internal events. External initiators originate 
outside a facility and affect the facility’s ability to 
confine radioactive material. The PEIS presents the 
impacts for a range of accidents, at six hypothetical sites, which are expected to be representative 
of the types of accidents that could occur in future domestic fuel cycle facilities. Analyses of 
accidents associated with different reactor types (e.g., LWRs, advanced LWRs, advanced 
recycling reactors, HWRs and HTGRs), different fuel sources (e.g., uranium-oxide, MOX-U-Pu, 
and thorium-uranium-oxide), and at nuclear fuel recycling facilities are included. For each 
accident scenario, the PEIS includes the likelihood (frequency) of that accident occurring during 
each year of reactor or facility operation, the potential consequences to the population and a MEI 
if the accident were to occur (expressed as LCFs), and the increased risk (frequency multiplied 
by consequences) of those LCFs. 
 
Table 4.8-8 presents a summary comparison of the estimated frequencies, consequences, and 
risks for internally initiated accidents for the various fuel cycle facilities. That table includes 
facility internally initiated accidents with both the highest consequences and the highest risks.  
 
For existing LEU fueled LWRs, the internally initiated accident with the highest consequences to 
the onsite and offsite populations is the “Interfacing System LOCA” scenario, which is also the 
highest risk internally initiated accident.  
 
For the MOX-U-Pu LWR, the highest consequence internally initiated accident is the 
“Interfacing System LOCA,” which is also the highest risk internally initiated accident.  
 
For the LEU or MOX-U-Pu fueled ALWR, the highest consequence internally initiated accident 
is the “Low Pressure Core Melt with Loss of Long-Term Coolant Makeup and Containment 
Vessel” and the highest risk internally initiated accident is the “Failure of Small Primary Coolant 
Line Outside Containment.” 
 
For the advanced recycling reactor, the highest consequence internally initiated accident is the 
“Radioactive Argon Processing System Cold Box Rupture,” which is also the highest risk 
internally initiated accident.  
 
For the HWR, the highest consequence internally initiated accident is the “Core Melt with Early 
Containment Spray System and Containment Failure.” The internally initiated HWR accident 
with the highest risk is the “Core Melt with Containment Spray System and Containment 
Functioning.”  
 
For the HTGR, the highest consequence internally initiated accident is the “Depressurized 
Conduction Cooldown with Reactor Cavity Cooling System Functioning,” which is also the 
highest risk accident. 
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For the nuclear fuel recycling center, the highest consequence internally initiated accident is the 
“Explosion and Fire in Aqueous Separations,” which is also the highest risk internally initiated 
accident. 
 
Risk values shown in Table 4.8-8 are roughly comparable for most facilities evaluated. However, 
the off-site population risk for the LEU fueled and MOX-U-Pu fueled LWR facility is relatively 
high. This is because the risk-dominant event for an LWR facility (as compared to an advanced 
LWR) is an “Interfacing System LOCA” that has a high consequence because of the unmitigated 
release. DOE estimates that this accident, which has a probability of occurrence of about 7 in 
100 million per year (i.e., frequency of about 7×10-8/yr), would result in an estimated 40,000 
additional latent cancer fatalities to the surrounding population of 8.2 million. These 
consequences are consistent with the results of the NRC’s Severe Accident Risks: An Assessment 
for Five U.S. Nuclear Power Plants, NUREG-1150 (NRC 1990) and the Surplus Plutonium 
Disposition Final Environmental Impact Statement, DOE/EIS-0283 (DOE 1999d) when the high 
population and least favorable meteorological conditions used in this analysis are considered. 
The higher consequences for this accident are not the result of differences in the fuels relative to 
other reactors, but are instead the result of the use of high release parameters and an assumption 
that all containment and filter systems would fail. Therefore, although the consequences of such 
an accident could be large, to put such an accident into perspective, the probability of the 
accident should be considered. When probability is taken into account, the collective risk to the 
offsite population from this accident is about 2×10-3 to 3×10-3 latent cancer fatalities per year of 
operation. For the maximally exposed individual, this accident would result in an increased risk 
of contracting a fatal cancer of about 7×10-8 per year of reactor operation. 
 
The highest consequence, internally-initiated accident involving advanced light water (MOX-U-
Pu or LEU fueled) reactors is a scenario in which a relief value is opened inadvertently, thereby 
allowing the reactor to depressurize and the nuclear fuel rods to melt causing a release of 
radionuclides to the environment. DOE estimated that this accident would result in 
approximately 200 additional latent cancer fatalities in a population of about 8.2 million. The 
probability that such an accident would occur is about 1 in 100 million per year (i.e., frequency 
of 1.1×10-8/yr). Another useful metric is risk, which takes into account the probability of an 
accident, and is determined by multiplying the consequences of an accident by the probability of 
occurrence. The internally-initiated advanced light water reactor accident with the highest risk to 
the public is a small loss of coolant that would occur outside of the containment structure and 
would be released into the reactor building. The collective risk to the offsite population for this 
accident is 6×10-6 latent cancer fatalities per year of operation. For the maximally exposed 
individual, this accident would result in an increased risk of contracting a fatal cancer of 1×10-8 
per year of reactor operation. 
 
The accident impacts for the thorium fueled LWR and ALWR are estimated to be the same as 
the low enriched uranium fueled LWR and ALWR, respectively. 
 
This GNEP PEIS also includes an assessment of externally initiated events and natural 
phenomena events (see Appendix D). For these accidents, the reactor accident with the highest 
risk is always the “Unmitigated Beyond Design Basis Earthquake” and the events with the 
highest consequence are generally the “Unmitigated Beyond Design Basis Earthquake” and 
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“Unmitigated Aircraft Crash”, which have the same consequences. However, for the LWR, both 
LEU fueled and MOX-U-Pu fueled, the “Interfacing System Loss of Coolant Accident” 
consequences are greater than the “Unmitigated Beyond Design Basis Earthquake” or 
“Unmitigated Aircraft Crash” event consequences. Compared to internal events, risk values 
shown for external events are relatively high. This reflects the conservative analysis used for this 
type of event that posits large source terms with no credit for holdup by the containment. 
Appendix D contains details of the consequence and risk analysis performed for each facility. 
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Intentional Destructive Acts 
 
Whether acts of sabotage or terrorism would occur, and the exact nature and location of the 
events or the magnitude of the consequences of such acts if they were to occur, are inherently 
uncertain. Nevertheless, DOE estimated the consequences of intentional destructive acts, such as 
terrorism events. The analysis of intentional destructive acts differs from the accident analysis 
presented above in that this analysis is intended to provide an estimate of the consequences of 
such events, without attempting to determine a frequency associated with intentional destructive 
acts (DOE assumes an intentional destructive act would occur; i.e., with a probability of 1.0). 
Table 4.8-8a summarizes the results of the analysis. 
 

Table 4.8-8a—Summary of Bounding Intentional Destructive Acts Scenarios 

a Increased number of Latent Cancer Fatalities.  
b Increased likelihood of a Latent Cancer Fatality.  
Note: MEI = maximally exposed individual 
 
The offsite population impacts in Table 4.8-8a differ among the various reactors due in part to 
the differences in the amount of electricity produced (power levels) by the reactors. For example, 
the power level of an LWR is nearly ten times greater than the power level of an HTGR. When 
power level is considered, offsite population impacts are consistent among the reactors, with the 
exception of the LWR. 
 
Even after considering differences in power levels, the low enriched uranium and MOX-U-Pu 
fueled LWR offsite population impacts are still greater than the offsite population impacts for the 
other reactors. This is because the LWR results are based on an internally-initiated, intentional 
event in which coolant is lost, whereas the impacts for all other reactors are based on an aircraft 
crash event. The advanced LWR design includes safety features that make the probability of 
internal events, such as a catastrophic loss of coolant, remote, but the LWR analyzed does not 
include these safety features. As a result of the different events and higher release parameters, 
the LWR offsite population impacts are greater than the impacts for the ALWR. All future 
reactors are expected to have advanced designs that would make scenarios, such as the 
catastrophic loss of coolant, remote. 
 

Facility Offsite Populationa  MEIb Noninvolved 
Workerb  

 Dose  
(person-rem)

Latent 
Cancer 
Fatality 

Dose  
(rem) 

Latent 
Cancer 
Fatality 

Dose 
(rem) 

Latent 
Cancer 
Fatality

Light Water Reactor– Low Enriched 
Uranium, MOX-U-Pu, thorium 6x107 4x104 1x105 1 5x105 1 

Advanced Light Water Reactor– Low 
Enriched Uranium or MOX-U-Pu, thorium 8x106 5,000 

2x104 1 
2x105 1 

Advanced Recycling Reactor 2x107 1x104 5x104 1 4x105 1 
Heavy Water Reactor 3x106 2,000 7,000 1 6x104 1 
High Temperature Gas-Cooled Reactor 1x106 800 3,000 1 3x104 1 
       
Nuclear Fuel Recycling Center 2x105 100 70 0.09 500 0.6 
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4.8.7 Transportation Impacts 
 
Transportation of SNF and/or HLW and other radiological materials would be required for all 
alternatives. Once generated at a commercial reactor, SNF would eventually need to be 
transported to a repository (for the open fuel cycle alternatives) or to a recycling facility (for the 
closed fuel cycle alternatives). Reusable materials from recycling would be fabricated into new 
reactor fuel for further use, and non-reusable materials would be transported for disposal as 
appropriate. Tables 4.8-9 and 4.8-10 identify the number of shipments associated with the 
programmatic domestic alternatives for 1) all truck and 2) a combination of truck and rail. 
Because all shipments of fresh nuclear fuel are assumed to occur via truck transport, there is no 
transportation scenario in which all transportation would occur via rail only. Consequently, the 
PEIS presents transportation impacts for a combined truck and rail scenario (in tables this 
scenario is designated as “truck/rail”) for the 200 GWe scenario. As shown on those tables, the 
number of shipments would vary significantly among the alternatives depending upon whether 
shipments are made via truck (highest number of shipments) or a combination of truck and rail 
(lowest number of shipments). 
 
The results of the transportation analysis are presented in two sets of tables. The first set of tables 
(Tables 4.8-11 and 4.8-12) present the impacts associated with handling (loading and inspection) 
SNF and/or HLW and other radiological materials for the 200 GWe scenario. Impacts are 
presented in terms of radiological impacts (expressed in person-rem and converted to LCFs using 
a dose-to-risk conversion factor of 6×10-4 LCF per person-rem). Table 4.8-11 presents the 
handling impacts for truck transport and Table 4.8-12 present the handling impacts for truck and 
rail transport. The impacts of handling radiological material are independent of the distance that 
the material would be transported. As such, the handling impacts would be the same whether the 
material is transported 500 mi (805 km), 2,100 mi (3,380 km), or any other distance. For this 
reason, these impacts are presented separately from the in-transit impacts (which are presented in 
the second set of tables).  
 
The handling of spent fuel and other radiological materials at the various facilities could result in 
health and safety impacts to workers. The estimated latent cancer fatalities from the handling of 
truck casks (under the open fuel cycle alternatives) would range from about 26 (No Action 
Alternative) to 487 (HWR/HTGR Alternative [Option 2—all HTGR]); under the closed fuel 
cycle alternatives from about 47 (Thermal Reactor Recycle [Option 2]) to about 133 (Thermal 
Reactor Recycle [Option 1]) (Table 4.8-11). The estimated LCFs from the handling of casks for 
the combination of truck and rail transport under the open fuel cycle alternatives would range 
from about 12 (HWR/HTGR Alternative [Option 1—all HWR]) to 75 (HWR/HTGR Alternative 
[Option 2—all HTGR]), and under the closed fuel cycle alternatives would range from about 25 
(Thermal Reactor Recycle [Option 2]) to 136 (Fast Reactor Recycle Alternative) (Table 4.8-12). 
The estimated number of LCFs would occur in a worker population of several hundred thousand 
who would be involved in these operations every year.  
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TABLE 4.8-9—Total Number of Shipments (50 Years of Implementation),  
Truck Transit (200 Gigawatts Electric) 

Material/Waste No 
Action 

Fast 
Reactor 
Recycle 

Thermal/ 
Fast 

Reactor 
Recycle 

Thermal 
Reactor 
Recycle 
Option 1 

Thermal 
Reactor 
Recycle 
Option 2 

Thorium 
Cycle 

All-
HWR All-HTGR 

LWR SNF 79,000 59,000 63,000 11,000 70,500 50,500 34,000 34,000 
Fast Reactor SNF  35,000 27,500      
Cs/Sr waste  10,800 10,800 10,800     
HLW  53,600 52,700 50,700 31,000    
GTCC LLW 3,200 524,000 504,000 513,000 10,000 3,200 3,200 3,200 
LLW 19,000 93,400 83,200 84,000 23,000 19,000 19,000 19,000 
Recovered 
Uranium 
(Aqueous) 

 16,400 18,300 2,920 19,000    

Recovered 
Uranium (Metal)  7,580 5,960      

MOX SNF   8,000 195,000     
Thorium SNF      155,000   
HWR SNF     44,840  114,000  
HTGR SNF        1,560,000 
Fresh LWR fuel 26,300 19,700 21,000 3,670 23,500 16,800 11,300 11,300 
Transmutation 
fuel  35,000 27,500      

Fresh MOX fuel a   4,380 107,000     
Fresh Thorium 
fuel      22,800   

Fresh HWR fuel     21,900  55,600  
Fresh HTGR fuel        105,000 
Total Shipments 
(Note 2) 

128,000 854,000 826,000 978,000 244,000 267,000 237,000 1,730,000 

Source: Appendix E 
a The MOX spent fuel was assumed to be transported in DOE spent fuel canisters, with a capacity of 0.75 MTHM per container. Fresh MOX fuel was 
assumed to be transported in Class B containers as described in NRC 2005c. These containers have a capacity of 1.37 MTHM per shipment and are not 
appropriate for the shipment of spent fuel. Considering this, there would be approximately 83 percent more spent fuel shipments than fresh for the 
same amount of fuel. 
Note 1: Thermal Reactor Recycle Alternative (Option 3) not included due to unavailability of data.  
Note 2: Total shipments rounded to nearest thousand.  
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TABLE 4.8-10—Total Number of Shipments (50 Years of Implementation),  
Truck and Rail Transporta (200 Gigawatts Electric) 

Material/Waste No 
Action 

Fast 
Reactor 
Recycle 

Thermal/F
ast 

Reactor 
Recycle 

Thermal 
Reactor 
Recycle 
Option 1 

Thermal 
Reactor 
Recycle 
Option 2 

Thorium 
Cycle 

All-
HWR 

All-
HTGR 

LWR SNF 6,320 4,720 5,280 880 5,640 4,040 2,720 2,720 
Fast Reactor SNF  7,000 5,500      
Cs/Sr waste  2,150 2,150 2,150     
HLW  10,700 10,540 10,100 6,200    
GTCC LLW 630 103,000 101,000 101,000 2,000 630 630 630 
LLW 3,800 18,900 16,600 17,000 4,500 3,800 3,800 3,800 
Recovered 
Uranium 
(Aqueous) 

 3,200 3,660 584 3,800    

Recovered 
Uranium (Metal)  1,520 1,190      

MOX SNF   178 4,330     
Thorium SNF      3,450   
HWR SNF     996  2,500  
HTGR SNF        33,000 
Total Rail 
Shipments 10,800 151,000 146,000 136,000 23,000 11,900 9,650 40,200 

Fresh LWR  
fuel a 

26,300 19,700 21,000 3,670 23,500 16,800 11,300 11,300 

Transmutation 
fuel a  35,000 27,500      

Fresh MOX fuel a   4,380 107,000     
Fresh Thorium 
fuel a      22,800   

Fresh HWR fuel a     21,900  55,600  
Fresh HTGR fuel a        105,000 
Total Truck 
Shipments 26,300 54,700 52,900 110,000 45,400 39,600 66,900 116,000 

Total Shipments 
(Rail + Truck)  
(Note 2) 

37,000 206,000 199,000 246,000 68,500 51,500 76,600 156,000 

Source: Appendix E 
a All shipment of fresh nuclear fuel is assumed to be via truck transport. 
Note 1: Thermal Reactor Recycle Alternative (Option 3) not included due to unavailability of data 
Note 2: Total shipments rounded to three significant figures. 
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TABLE 4.8-11—Summary of Handling Impacts for 50 Years of Implementation,  
All Programmatic Domestic Alternatives (Truck Transit)—200 Gigawatts Electric 

 Handling Impacts 
 Loading Inspection Total 
 person-rem LCFs person-rem  LCFs person-rem  LCFs 
No Action 36,700 22 6,430 4 43,200 26 
Fast Reactor Recycle 160,000 96 17,900 11 177,000 106 
Thermal/Fast Reactor 
Recycle 155,000 93 17,200 10 172,000 103 

Thermal Reactor 
Recycle, Option 1 198,000 119 23,800 14 222,000 133 

Thermal Reactor 
Recycle, Option 2 67,100 40 11,100 7 78,100 47 

Thorium 91,700 55 15,800 9 107,000 64 
HWR 67,500 40 11,700 7 79,100 47 
HTGR 693,000 416 119,000 71 812,000 487 
Source: Appendix E  
Note 1: LCFs rounded to nearest whole number.  
Note 2: Thermal Reactor Recycle Alternative (Option 3) not included due to unavailability of data. 
 

TABLE 4.8-12—Summary of Handling Impacts for 50 Years of Implementation,  
All Programmatic Domestic Alternatives (Truck and Rail Transit)—200 Gigawatts Electric 

Source: Appendix E  
Note 1: All LCFs rounded to nearest whole number.  
Note 2: Thermal Reactor Recycle Alternative (Option 3) not included due to unavailability of data  

  Handling Impacts 
  Loading Inspection Total 
  person-rem LCFs person-rem  LCFs person-rem  LCFs 

Rail 22,200 13 546 0 22,700 14 
Truck 592 0 101 0 693 0 No Action 

Total 22,800 14 647 0 23,400 14 
Rail 197,000 119 10,600 6 208,000 125 
Truck 15,600 9 2,660 2 18,200 11 Fast Recycle  
Total 213,000 128 13,300 8 226,000 136 
Rail 192,000 116 10,500 6 202,000 122 
Truck 12,800 8 2,190 1 15,000 9 Thermal/Fast Recycle  
Total 205,000 123 12,700 8 217,000 131 
Rail 169,000 102 8,700 5 178,000 107 
Truck 11,700 7 2,000 1 13,700 8 Thermal Recycle, 

Option 1 
Total 181,000 109 10,700 6 192,000 116 
Rail 36,900 22 2,780 2 39,700 24 
Truck 1,020 1 175 0 1,200 1 Thermal Recycle, 

Option 2 
Total 37,900 23 2,950 2 40,900 25 
Rail 26,100 16 632 0 26,700 16 
Truck 891 1 152 0 1,040 1 Thorium 
Total 27,000 16 784 0 27,700 17 
Rail 18,500 11 464 0 19,000 11 
Truck 1,500 1 257 0 1,760 1 HWR 
Total 20,000 12 722 0 20,700 12 
Rail 120,000 72 2,700 2 122,000 73 
Truck 2,620 2 447 0 3,060 2 HTGR 
Total 122,000 73 3,160 2 126,000 75 



Chapter 4: Environmental Impacts of the Domestic Programmatic Alternatives  GNEP Draft PEIS 
 

4-151 
 

The in-transit impacts are shown in Tables 4.8-13 (truck transit) and 4.8-14 (truck and rail 
transit) for the programmatic domestic fuel cycle alternatives. Unlike handling impacts, the in-
transit impacts are dependent on the distance that material would be transported. For each 
radiological shipment, the in-transit impacts presented in Tables 4.8-13 and 4.8-14 are assumed 
to be 2,100 mi (3,380 km) of transport. The impacts presented in Tables 4.8-13 and 4.8-14 would 
vary based on a variety of factors, including the distance that the radiological material would be 
transported, the specific routes that would be utilized, the population densities along those routes, 
and others. Of these factors, the transport distance is considered to be the most significant factor. 
DOE has analyzed how the impacts would change as a function of distance traveled. Although 
the in-transit impacts are not exactly “linear” (i.e., twice the impacts for twice the distance 
transported), that is a close approximation. Consequently, if the radiological material were 
transported 500 mi (805 km), all of the in-transit impacts presented in Tables 4.8-13 and 4.8-14 
could be estimated by multiplying the values in those tables by 0.24 (500/2,100). 
 

TABLE 4.8-13—Summary of In-Transit Transportation Impacts for 50 Years of 
Implementation, All Programmatic Domestic Alternatives (Truck Transit)— 

200 Gigawatts Electric 
In Transit Impacts (Note 1) Accident Impacts 
Crew Public  person-

rem LCFs person-
rem LCFs 

Total 
Incident-Free 

LCFs 
person-

rem LCFs Collision 
Fatalities 

No Action 14,900 9 71,300 42 52 1.37 0 11 
Fast Reactor 
Recycle  151,000 90 371,000 222 313 51.6 0 73 
Thermal/Fast 
Reactor Recycle  146,000 87 360,000 216 303 41.0 0 71 
Thermal Reactor 
Recycle, Option 1 157,000 94 441,000 265 359 2.97 0 84 
Thermal Reactor 
Recycle, Option 2 31,000 19 137,000 82 101 1.23 0 21 
Thorium 36,300 22 179,000 107 129 0.881 0 23 
HWR 26,600 16 130,000 78 94 0.597 0 20 
HTGR 271,000 162 1,360,000 816 979 0.592 0 149 
Source: Appendix E 
Note 1: LCFs rounded to nearest whole number.  
Note 2: Thermal Reactor Recycle Alternative (Option 3) not included due to unavailability of data  
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TABLE 4.8-14—Summary of In-Transit Transportation Impacts for 50 Years of 
Implementation, All Programmatic Domestic Alternatives (Truck and Rail Transit)— 

200 Gigawatts Electric 
In Transit Impacts (Note 1) Accident Impacts 
Crew Public 

 

person-
rem LCFs person-

rem LCFs 

Total 
Incident-

Free 
LCFs 

person-
rem LCFs Collision 

Fatalities 

Rail 420 0 1,240 1 1 0.0828 0 1 
Truck 36.3 0 183 0 0 0 0 2 No Action 
Total 456 0 1,430 1 1 0.0828 0 3 
Rail 4,670 3 24,100 14 17 10.4 0 10 
Truck 5,940 4 29,990 18 22 0.487 0 5 Fast Recycle 
Total 10,600 6 54,100 32 39 10.9 0 15 
Rail 4,540 3 23,500 14 17 8.26 0 10 
Truck 4,710 3 24,400 15 17 0.382 0 5 Thermal/Fast 

Recycle 
Total 9,250 6 42,300 25 34 8.64 0 15 
Rail 4,070 2 22,200 13 16 0.345 0 10 
Truck 855 1 20,100 12 13 0 0 9 

Thermal 
Recycle, 
Option 1 Total 4,920 3 42,300 25 28 0.345 0 19 

Rail 940 1 4,950 3 4 0.130 0 2 
Truck 62.7 0 316 0 0 0 0 4 

Thermal 
Recycle, 
Option 2 Total 1,010 1 5,260 3 4 0 0 6 

Rail 487 0 1,420 1 1 0.0561 0 1 
Truck 62.9 0 317 0 0 0 0 3 Thorium 
Total 550 0 1,740 1 1 0.0561 0 4 
Rail 358 0 1,080 1 1 0.0407 0 0 
Truck 92.3 0 466 0 0 0 0 6 HWR 
Total 450 0 1,540 1 1 0.0407 0 6 
Rail 2,090 1 5,660 3 5 0.0361 0 3 
Truck 160 0 809 0 1 0 0 10 HTGR 
Total 2,250 1 6,470 4 5 0.0361 0 13 

Source: Appendix E 
Note 1) LCFs rounded to nearest whole number.  
Note 2) Thermal Reactor Recycle Alternative (Option 3) not included due to unavailability of data.  

 
As shown on Tables 4.8-13 and 4.8-14, there are potentially significant differences in impacts 
depending upon whether transportation occurs via truck or a combination of truck and rail. For 
all alternatives, truck and rail transport would result in smaller impacts than truck transport. This 
is due to the fact that there would be many fewer transportation shipments for truck and rail 
compared to truck only. This would directly affect the distance traveled and exposures to both 
crews and the public. Additionally, the number of accident fatalities (collisions) would be 
smaller for the truck and rail transport.  
 
For truck transport, the HWR/HTGR Alternative (Option 2—all HTGR) would have the highest 
transportation impacts (incident-free and traffic fatalities), primarily due to the large number of 
shipments of spent fuel (more than 1.7 million shipments, as shown in Table 4.8-9). This 
relatively large number of shipments is caused primarily by the large volume of spent fuel 
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associated with the graphite blocks in HTGRs. The Fast Reactor Recycle Alternative, 
Thermal/Fast Reactor Recycle Alternative and Thermal Reactor Recycle Alternative (Option 1) 
would have the next highest impacts. 
 
As shown on Table 4.8-14, for truck and rail transport, the Fast Reactor Recycle Alternative, 
Thermal/Fast Reactor Recycle Alternative, and Thermal Reactor Recycle Alternative (Option 1) 
would have the highest expected transportation impacts. For truck and rail transport, these closed 
fuel cycle alternatives would have the most shipments, the highest handling impacts, and the 
highest in-transit impacts.  
 
The reason why the HWR/HTGR Alternative (Option 2—all HTGR) would not have the highest 
transportation impacts for truck and rail transport is because the packaging of spent nuclear fuel 
potentially could allow for a reduction in the number of spent fuel shipments by a factor of 
approximately 45 (from 1,560,000 truck shipments of spent fuel to 33,000 rail shipments of 
spent fuel). By contrast, the transportation impacts of the closed fuel cycle alternatives (with the 
exception of the Thermal Reactor Recycle Alternative—Option 2) are dominated by Greater-
than-Class-C low-level radioactive waste shipments. When packaged for rail transportation, 
these waste shipments, while reduced compared to truck transport, would remain large. 
 
4.8.8 Potential Impacts on Design or Operation of a Future Geologic Repository 
 
The GNEP PEIS alternatives could have an impact on the design or operation of a future 
geologic repository by reducing the radiotoxicity, heat load, or volume of SNF and HLW. These 
reductions have the potential to decrease the regulatory uncertainty involved in predicting the 
long-term performance of such a repository, or to increase the public acceptability of geologic 
disposal, so that adequate disposal capacity can be found for future commercial nuclear waste 
inventories. These three areas are discussed below.  
 
Potential Reduction in Radiotoxicity: SNF and HLW are toxic, primarily due to the presence 
of radioactive isotopes. A common way to describe the hazard of SNF and HLW is through the 
concept of “radiotoxicity,” which is a measure of the adverse health effects caused by a 
radionuclide due to its radioactivity. Radiotoxicity varies greatly from one isotope to another 
because radiotoxicity is determined by the type and energy of radiation emitted during 
radioactive decay. In general, the radiotoxicity from a given isotope is a function of the nature of 
its radioactive decay and the amount (mass) of the isotope present in the SNF or HLW. 
Radiotoxicity is a function of time, in part, because the radiotoxicity from any isotope will be 
reduced to negligible levels as radioactive materials decay over time, although the decay process 
can require millions of years for some isotopes. One measure of the potential hazard of SNF and 
HLW is to compare the time required for the radiotoxicity of these radioactive materials to be 
reduced to that of the natural uranium ore70 used as the source material for the nuclear fuel. Such 
comparisons should not be construed to indicate that such wastes would not need to continue to 
be isolated in a geologic repository once the radiotoxicity of the wastes is comparable to natural 
uranium ore. Although such a comparison is informative, it should be noted that radiotoxicity is 
not a regulatory standard relevant to the disposal of SNF and HLW. Current U.S. regulatory 

                                                 
70 Natural uranium is not without its own health hazards (see Section 4.1.1). 
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standards that apply to SNF and HLW disposal are based on the estimated peak dose rate for the 
maximally reasonably exposed individual for the applicable time period. This estimated peak 
dose rate is based upon a site-specific performance assessment that takes into account the 
characteristics of the materials to be disposed, the repository characteristics, and the geologic 
setting. 
 
Figure 4.8-5 shows the radiotoxicity of the various types of spent nuclear fuel and/or high-level 
radioactive waste relative to uranium ore as a function of time. Table 4.8-1 includes the time 
required for the spent nuclear fuel and high-level radioactive waste to decay to the radiotoxicity 
of natural uranium ore for each programmatic alternative.  
 

 
Source: Modified from Wigeland 2008a 
FIGURE 4.8-5—Radiotoxicity of Spent Nuclear Fuel and/or High-Level Waste Over Time 

 
As shown, SNF from LWRs remains more radiotoxic than uranium ore for about 240,000 years. 
Alternatives that do not recycle SNF and transmute the long-lived actinides (with either fast 
reactors or thermal reactors) would generate waste that would remain more radiotoxic than the 
original natural uranium ore for approximately 85,000 to 525,000 years (Wigeland 2008a). 
Implementation of the Thermal Reactor Recycle Alternative (Option 1) could reduce the time 
period for which the radiotoxicity of the radioactive materials exceeds that of uranium ore to 
approximately 55,000 years, while implementation of the Fast Reactor Recycle Alternative or the 
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Thermal/Fast Reactor Recycle Alternative could further reduce the longer-lived transuranic 
isotopes remaining in the radioactive wastes. Removal of uranium and transuranic elements via 
recycling could reduce the time period for which the radiotoxicity of the waste exceeds that of 
uranium ore from between approximately 85,000 and 525,000 years to perhaps less than one 
thousand years, depending on the amount of uranium and transuranic loss from all processes that 
eventually becomes part of the wastes destined for disposal.  
 
Potential Reduction in Thermal Load: The thermal load from the SNF and HLW is caused by 
decay heat. Thermal load is a potentially relevant measure for geologic disposal because a 
repository would have thermal limits on both the engineered structures and the repository 
environment. For purposes of analysis in the PEIS, the thermal load reduction factor on a 
repository is 1.0 for the No Action Alternative, and the relative thermal load reduction of the 
action alternatives is compared to this value. For example, the high-level radioactive waste 
associated with the Fast Reactor Recycle Alternative and the Thermal/Fast Reactor Recycle 
Alternative would reduce the thermal loading on a repository by a factor of approximately 235 
for the same total electricity generation (i.e., these alternatives could generate 235 times as much 
electricity as the No Action Alternative before producing the same thermal loading on a 
repository) (Table 4.8-1). However, other factors, including the specific geologic conditions of 
the repository, could affect the total amount of SNF and/or HLW that could be disposed of in the 
repository. With respect to the other action alternatives, DOE estimates that thermal load 
reduction factors would range between 0.9 and 2.0. While most alternatives show an 
improvement compared to the No Action Alternative, recycling light water reactor and fast 
reactor spent fuel would achieve the most significant improvements in repository thermal 
loading. 
 
Potential Reduction in Volume: The volume of radioactive materials requiring geologic 
disposal can be determined by the mass of material to be disposed, times the concentration of 
waste in the final waste form, adjusted to reflect the volume of surrounding waste packaging. For 
example, one potential waste form is borosilicate glass, for which there is a maximum 
radionuclide concentration that would dissolve into the glass, which in turn would determine the 
maximum waste loading. The glass would then be put into a waste package, the design of which 
is yet to be determined for a future geologic repository.  
 
As shown in Table 4.8-1, the annual volume of spent nuclear fuel generated by the open fuel 
cycle alternatives (e.g., No Action Alternative, HWR/HTGR Alternative) is much greater than 
that of the closed fuel cycle alternatives (e.g., Fast Recycle Alternative, Thermal/Fast Recycle 
Alternative) in which the spent fuel is recycled. In contrast, the closed fuel cycle alternatives 
would generate HLW requiring geologic disposal, and GTCC LLW, neither of which is 
generated by operations related to the open fuel cycle alternatives. The Department recognizes 
that the volume of high-level radioactive waste could be reduced by employing advanced 
methods to separate long-lived fission products (such as technetium and iodine) from potentially 
useful products (such as uranium and transuranic elements) and potentially from cesium and 
strontium.  
 
Sensitivity of Analysis to Assumptions Related to Separations and Recovery Efficiency: In 
this PEIS analysis, the assumption has been made that for cases where SNF is recycled, the loss 
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of desired materials into the waste streams is 0.1 percent. The losses can occur in a separations 
plant or during fuel fabrication. The sensitivity of the waste management metrics to a higher loss 
rate was evaluated (see Wigeland 2008b for details on this evaluation). A summary of that 
analysis is as follows: 
 

– The volume of HLW is dominated by the fission products. The addition of a small 
amount of plutonium, such as would occur if the loss rate were 1 percent instead of 
0.1 percent, would make little difference. This would also be true for GTCC LLW, as this 
is dominated by the cladding and assembly hardware from the SNF, along with other 
wastes from processing and operations. If the loss of transuranics was included in waste 
streams that would be designated LLW, such loss could increase the volume and/or 
activity of LLW, and could also increase the volume of GTCC LLW. This is because 
LLW requires very low concentrations of alpha radiation emitters, including plutonium 
(10 CFR 61.55). Higher concentrations of alpha radiation emitters would result in the 
waste being reclassified as GTCC LLW. 

– Additional transuranic loss to the waste stream would increase the decay heat and have a 
negative impact on the thermal load.  

– Higher losses to the HLW would significantly affect the radiotoxicity, since the reduction 
in radiotoxicity is mainly due to the much lower transuranic content. It can be estimated 
that if the loss of transuranics to the HLW were 1.0 percent instead of 0.1 percent, the 
increased radiotoxicity would delay the time at which the waste would decay to natural 
uranium ore (Wigeland 2008b). 

 
4.8.9 Major Differences in Impacts for Other Growth Scenarios  
 
For purposes of assessing environmental impacts, a 1.3 percent growth rate (approximately 
200 GWe of nuclear electricity capacity in approximately 2060–2070) was used as the reference 
scenario for this PEIS. This section discusses the major differences in environmental impacts for 
other growth rates (zero, 0.7, and 2.5 percent), which are included in this PEIS. Both 
construction and operation impacts are discussed below compared to the reference scenario.  
 
Construction: Construction impacts would vary in direct proportion to any change in growth 
rate compared to the reference scenario. For example, in order to achieve a capacity of 400 GWe, 
twice as much capacity would need to be constructed for all fuel cycle alternatives. This would 
disturb twice as much land, produce twice the socioeconomic impacts, and use twice the amount 
of water. For the closed fuel cycle alternatives, twice as much recycling capacity would be 
required. 
 
Operation: On a strictly annual basis, operational impacts would also vary in direct proportion 
to any change in the growth rate. At steady-state, operating twice as much capacity would 
produce twice as much electricity; would generate twice as much SNF; produce twice as much 
waste; and use twice as much water. However, cumulative, non-linear differences would occur 
over time as each alternative is implemented. This is due to the fact that the alternatives would 
all ramp-up from the same starting point (approximately 100 GWe in 2010). Consequently, the 
cumulative impacts of growth annualized at 2.5 percent annually until 2060–2070 would be less 
than twice as much.  
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4.9 DECONTAMINATION AND DECOMMISSIONING IMPACTS 
 
Following the ROD for this PEIS, any facilities that might be constructed and operated would 
undergo decontamination and decommissioning (D&D) at the end of their useful life. Because 
such D&D is not likely to occur for many decades, there are many external factors (such as 
regulatory requirements and technology developments) that could affect the ultimate impacts 
associated with D&D. The analysis that follows is based on an extrapolation of the 
environmental impacts that resulted from the recent D&D of the 900-MWe Maine Yankee PWR 
plant. That nuclear power plant underwent a successful decommissioning from 1997 to 2005 
with all plant structures removed to 3 feet below grade and the site restored to stringent clean-up 
standards. Maine Yankee was one of the first large U.S. commercial power reactors to complete 
decommissioning.  
 
4.9.1   Decontamination and Decommissioning of the Maine Yankee Reactor Plant 
 
As a point of reference, this section presents a summary of the impacts that resulted from the 
D&D of the Maine Yankee reactor plant. This information was summarized from the Maine 
Yankee Decommissioning Experience Report, prepared by New Horizon Scientific, LLC for the 
Electric Power Research Institute and Maine Yankee in 2005 (Maine Yankee 2005). 
 
Cleanup Level: Release criteria of 10 mrem/yr through all pathways and 4 mrem/yr through the 
groundwater pathway were the required clean-up levels. At these levels, the equipment, 
structures and portions of the facility and site containing radioactive contaminants would be 
removed or decontaminated to a level that would permit the property to be released for 
unrestricted use once the removal/cleanup work was finished. The site was cleaned-up to a level 
significantly lower than these criteria.  

Area: Yankee Maine was located on an 820-acre (332-ha) site in Wiscasset, Maine. 
Approximately 179 acres (72 ha) were licensed by the NRC. Following D&D, 200 acres (80 ha) 
of plant property were donated for conservation and environmental education, and 400 acres 
(160 ha) of plant property were transferred for economic development. Following D&D, the 
NRC amended Maine Yankee's license, reducing the land under the license from approximately 
179 acres (72ha) to the 12-acre (5-ha) Independent Spent Fuel Storage Installation, located on 
Bailey Point Peninsula.  

Employment: Peak employment during D&D was approximately 300 persons. 

Radiological impacts to workers: The total radiation dose was estimated to be approximately 
525 person-rem, which is less than 50 percent of the exposure limit in the decommissioning 
Generic EIS.  

Nonradiological impacts to workers: The project completed over 2 million safe work hours 
without a lost time accident. Overall, the project completed approximately 5.4 million hours with 
a recordable incident rate of approximately 2.3 per 200,000 hours worked. 
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Wastes: Approximately 198 tons of waste total. 
 

– Approximately 75 tons of non-radioactive waste were generated as a result of the D&D 
process. The largest component of this waste stream was concrete, with the remaining 
waste in the form of metals, recyclables, and construction and demolition debris. These 
non-radioactive wastes were shipped to appropriate state landfill site for disposal, in a 
manner similar to any other industrial site demolition. Approximately 80,000 cubic feet 
of asbestos waste was also removed.  

– Approximately 123 tons of LLW were generated as a result of the D&D of this facility. 
LLW at Maine Yankee included contaminated metal, concrete, dry active waste, soil and 
components of the Nuclear Steam Supply System (reactor vessel, steam generators, 
pressurizer, and reactor coolant pumps). This waste was packaged on-site and then 
shipped out-of-state to the EnergySolutions/Barnwell disposal site, a waste processor, for 
sorting and ultimate disposition. Of this, approximately 72 tons was concrete, 36 tons was 
soil, and 15 tons was components and commodities. Approximately 90 percent of the 
LLW was classified as “Class A,” which has the lowest amount of radioactivity. Class C 
includes irradiated metal and some of the reactor vessel internals. Class C is the highest 
classification that can go into a licensed near-surface disposal facility. Maine Yankee has 
a small amount of GTCC LLW. This waste mainly consists of internal parts of the reactor 
vessel that will be segmented and removed. The plant’s SNF, as well as its GTCC 
LLW (irradiated steel removed from the plant’s reactor vessel), are stored in dry cask 
storage units at Maine Yankee’s Independent Spent Fuel Storage Installation (ISFSI). The 
ISFSI was constructed during the decommissioning project.  

 
Transportation: 
 

– Number of truck shipments (nonradiological): 1,900 
– Number of truck shipments (radiological): 330 
– Number of train shipments (nonradiological): 80 
– Number of train shipments (radiological): 160 
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Source: Maine Yankee 2005 

FIGURE 4.9-1—Maine Yankee Before Decontamination and Decommissioning 
 

 
Source: Maine Yankee 2005 

FIGURE 4.9-2—Maine Yankee After Decontamination and Decommissioning 
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4.9.2 Decontamination and Decommissioning Impacts Related to the 
Programmatic Environmental Impact Statement Alternatives  

 
D&D is not expected to be a major discriminator among the PEIS alternatives because, on a 
national level, each of the alternatives would require similar resource commitments to achieve 
D&D. This conclusion is based on the fact that D&D impacts would largely be a function of the 
size of the facility associated with each alternative. In determining square footages of these 
facilities, the reactor facilities needed to produce 200 GWe are expected to dominate the 
outcome. Although there are likely to be differences in the various reactor designs (i.e., LWRs, 
HWRs, advanced recycling reactors, and HTGRs), producing 200 GWe with any of the reactor 
technologies should not significantly change the total square footage requirements for D&D. 
Moreover, the fact that several of the alternatives (namely the Thermal/Fast Reactor Recycle 
Alternative and the Thermal Reactor Recycle Alternative [Options 1, 2, and 3]) would require 
SNF separation facilities should not change the overall conclusion, as the square footage of these 
facilities would be insignificant compared to the total square footage associated with reactor 
plant electricity production. This section presents a broad analysis of the D&D impacts that 
would be applicable to each of the alternatives.  
 
Land Use: D&D activities should result in clean-up to applicable regulatory limits.  

Employment: Peak employment during each D&D job71 would be localized and could employ 
approximately 300 persons. On a national level, the D&D employment would be less than 
construction employment and would be insignificant.  

Radiological impacts to workers: The total radiation dose is estimated to be less than 
1,000 person-rem for each D&D job. Statistically, this worker dose would translate into an LCF 
risk of 0.6 for each D&D job, meaning that 1 LCF would be incurred for every 1.6 D&D jobs. 
Assuming approximately 200 D&D jobs, approximately 120 LCFs could result from all D&D 
jobs.  

Wastes: Assuming approximately 198 tons of waste would be generated from each D&D job, 
approximately 59,400 tons of waste would be generated from all D&D activities (for D&D of 
200 GWe of new capacity and 100 GWe of existing capacity). Of this, approximately 
36,000 tons would be LLW. Most of this waste could likely be disposed of in a licensed shallow 
land burial facility. A small percentage of the LLW could be GTCC LLW. GTCC LLW from 
nuclear reactors is produced as a result of normal operations and becomes available for disposal 
during facility decommissioning. The majority of GTCC LLW generated by nuclear reactors is 
activated metal. This waste consists of components internal to the reactor that have become 
radioactive from exposure to a neutron flux, resulting in neutron absorption. It has been 
estimated that approximately 28,711 ft3 (813 m3) of GTCC LLW would be generated when the 
existing 104 commercial LWRs undergo D&D (SNL 2007). Scaling those results to account for 
production of 200 GWe of electricity via nuclear reactors, it is estimated that approximately 
88,287 ft3 (2,500 m3) of GTCC LLW could result from D&D of new and existing reactors. 
Disposal of GTCC LLW would occur at a facility yet to be determined by the DOE.  

                                                 
71 As a point of reference and for purposes of the discussions in this section, a “D&D job” is assumed to be similar in size, scope, and complexity 
to the D&D of the Maine Yankee Reactor Plant (Section 4.9.1). D&D of any major nuclear facility is considered a D&D job. 
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In addition to the wastes discussed above for reactors, D&D of the facilities associated with a 
nuclear fuel recycling center would produce the following wastes: 

 
− Demolition debris/Sanitary Waste (concrete, asphalt, wood, etc.) 
− Recoverable Metals (steel, iron, etc.) 
− LLW  
− GTCC LLW  
− Hazardous Waste 
− Mixed Waste (small amounts) 

 
HLW would not be anticipated unless a SNF separation facility could not successfully remove 
the HLW from equipment and other items used in the treatment and packaging of HLW or had 
not shipped all packaged HLW. Fuel fabrication facilities would not generate any HLW. These 
waste types are based on the assumption that all product and waste material would have been 
removed (e.g., SNF, product, packaged HLW wastes, etc.). With this assumption, there is no 
obvious difference in the types of waste that would result from D&D of an LWR SNF separation 
facility, fuel fabrication facility, or fast reactor SNF separation facility (NRC 2008d, NEA 2002).  
 
Transportation: Transportation activities could range from approximately 300 radiological 
material truck shipments per D&D job to almost 2,000 non-radioactive material truck shipments. 
Train shipment would be less. On a national level, these shipments would be insignificant.  
 
4.10  UNAVOIDABLE ADVERSE IMPACTS 
 
As presented earlier in this chapter, all of the alternatives would result in unavoidable adverse 
impacts. Based on the continued use, and potential growth, of nuclear power, all alternatives 
would impact land (approximately 600,000 acres [243,000 ha] could be disturbed to support new 
facilities for 200 GWe); use water (approximately 3 to 6 billion gal [12 to 24 billion L] annually 
per GWe of capacity); impact human health through normal releases of radiation, direct exposure 
to radiation, and potential accidents; cause visual impacts from facility construction and 
operation (e.g., cooling tower plumes); and generate SNF and radioactive and nonradioactive 
wastes that could require transportation and could necessitate continued management for 
thousands of years, including the construction and operation of additional geologic repositories 
for ultimate disposal. 
 
4.11 RELATIONSHIP BETWEEN SHORT-TERM USES OF THE ENVIRONMENT AND THE 

MAINTENANCE AND ENHANCEMENT OF LONG-TERM PRODUCTIVITY 
 
Each of the domestic programmatic alternatives would require additional land for the 
construction and operation of new reactors and the disposal of wastes. The closed fuel cycle 
alternatives would also require land for nuclear fuel recycling facilities. This land would no 
longer be available for other activities. However, based on the assumption that new electricity 
generating capacity would be needed in the United States in the future, whether via nuclear 
power or other means, land use would generally be required regardless of the means by which 
electricity is generated. The use of nuclear power to produce electricity would avoid the 
production of significant quantities of greenhouse gases, such as carbon dioxide, that would be 
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produced by many other electricity generating technologies. However, the domestic 
programmatic alternatives would also increase the amount of radioactive wastes that would need 
to be managed. Some of these wastes would require management for thousands of years, and 
would need to have land devoted to this purpose. Each of the domestic programmatic alternatives 
would also commit resources such as concrete, steel, water, uranium, and thorium (for the 
Thorium Alternative) to produce electricity. Other technologies used to produce electricity would 
require many of these same types of resources, but would use a different energy source than 
uranium or thorium. The domestic programmatic closed fuel cycle alternatives would recycle 
SNF and improve the use of uranium, which would extend the supply of this resource.  
 
4.12 IRREVERSIBLE AND IRRETRIEVABLE RESOURCE COMMITMENTS  
 
Under all alternatives there would be construction and operation of new facilities that would 
cause short-term commitments of resources (e.g., concrete, steel, and water) and would 
permanently commit certain other resources such as land. Losses of terrestrial and aquatic 
habitats from natural productivity to accommodate new facilities and temporary disturbances 
required during construction would occur. Land clearing and construction activities resulting in 
large numbers of personnel and equipment moving about an area would disperse wildlife and 
temporarily eliminate habitats. Although some destruction would be inevitable during and after 
construction, these losses would be minimized by selection of mitigation measures developed 
through environmental reviews at the site-specific level.  
 
4.12.1 Land 
 
Any land, once committed to host a facility, would be irretrievable for the lifetime of the project. 
At the end of useful life of each facility, the land could be returned to open space uses once the 
buildings, roads, and other structures were removed, areas cleaned up, and the land re-vegetated. 
Section 4.9 discusses D&D. Alternatively, the facilities could be modified for use in other 
nuclear programs. Therefore, the commitment of this land may not be completely irreversible for 
all sites. Land would also be committed for the construction of one or more geologic repositories 
to dispose of SNF and HLW. 
 
4.12.2 Energy 
 
Energy expended would generally be in the form of fuel for equipment and vehicles, electricity 
for facility operations, and either coal or natural gas for steam generation used for heating. 
However, because the facilities constructed would be net electricity producers, all alternatives 
would expand energy resources. 
 
4.12.3 Material 
 
The irreversible and irretrievable commitment of material resources during the entire lifecycle of 
the alternatives includes construction materials that cannot be recovered or recycled, materials 
that are rendered radioactive but cannot be decontaminated, and materials consumed or reduced 
to unrecoverable forms of waste. Significant quantities of steel, concrete and other building 
materials would be committed by expanding nuclear electricity production (see Chapter 5 for a 
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discussion of these cumulative quantities). Materials such as uranium that would be consumed or 
reduced to unrecoverable forms of waste would also be irretrievably lost. The quantity of natural 
uranium needed to support a capacity of 200 GWe would be a maximum of approximately 
45,600 MT/yr (see Table 4.8-1). The 45,600 MT of natural uranium would represent 
approximately the amount of uranium that was mined in the world in 2006, and would be 
28 times more than the quantities currently mined in the United States annually. The closed fuel 
cycle alternatives involve recycling certain materials (uranium and certain transuranic elements) 
that would extend the use of material resources. 
 
4.12.4 Water 
 
Water is a scarce resource in many parts of the United States. New construction and new 
electricity production would have large water requirements, even though they would use existing 
conservation technology and production practices to minimize water needs. The quantity of 
water needed to support a capacity of 200 GWe would be approximately 600 to 1,200 billion 
gal/yr (2,400 to 4,800 billion L/yr), based on the use of approximately 3 to 6 billion gal/yr (12 to 
24 billion L/yr) for each GWe of energy capacity. Cooling water technologies would be selected 
based on the local water availability and regulatory requirements. To the extent water could be 
recycled, this would be designed into the facility during the planning process. 
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CHAPTER 5 
CUMULATIVE ENVIRONMENTAL IMPACTS 

OF THE DOMESTIC PROGRAMMATIC 
ALTERNATIVES 

 
Chapter 5 presents the cumulative environmental impacts of the domestic programmatic alternatives 
assessed in this Global Nuclear Energy Partnership (GNEP) Programmatic Environmental Impact 
Statement (PEIS). The potential cumulative impacts are based on the potential environmental 
impacts of the GNEP PEIS alternatives together with those of other past, present, and 
reasonably foreseeable future actions.  
 
5.1 INTRODUCTION 
 
The Global Nuclear Energy Partnership (GNEP) program is proposing to make decisions that 
would support new nuclear power generation in the United States. This Chapter assesses the 
potential cumulative environmental impacts in the United States of such new nuclear capacity. 
Chapter 4 of this Programmatic Environmental Impact Statement (PEIS) analyzes four growth 
scenarios for nuclear electricity capacity: zero growth (100 gigawatt-electric [GWe]); 1.3 percent 
annual growth (200 GWe); 0.7 percent annual growth (150 GWe); and 2.5 percent annual growth 
(400 GWe), including the construction and operation of new facilities, the replacement of 
existing plants, and the infrastructure necessary to support those plants, including mining, 
uranium enrichment and fuel fabrication facilities, and waste storage and disposal. This section 
describes the potential cumulative impacts associated with the programmatic alternatives when 
added to the impacts of other past, present, and reasonably foreseeable future actions. The 
analysis focuses on cumulative impacts to water, electricity supply and demand, radiological 
wastes, transportation, land use, air quality and greenhouse gases, and construction materials.  
 
The approach to cumulative impacts analysis in this chapter is influenced by the nature of the 
programmatic alternatives. Implementation of any programmatic alternative would take several 
decades and impacts would be experienced over a long period of time (well beyond 50 years). 
Implementation could involve hundreds of new facilities. The U.S. Department of Energy 
(DOE), however, is not proposing to site, construct, or operate any particular facility; thus, 
impacts can not be analyzed for any specific location and, as Chapter 3 describes, the affected 
environment includes the entire United States, with emphasis on the contiguous 48 states1.  
 
The Council on Environmental Quality guidance for cumulative impacts analysis states that an 
EIS should identify cause-and-effect relationships for specific resources, ecosystems and 
communities (CEQ 1997a). The analysis in this chapter provides the reader a view of reasonably 
foreseeable actions within the United States over approximately the next 50 years. It is therefore 
not possible to identify the cumulative impacts on some specific locations, resources, 
ecosystems, or communities for actions associated with the domestic programmatic fuel cycle 
alternatives discussed in Chapter 4. By necessity, this analysis is of a broader context, and takes 

                                                 
1 Separately, Chapter 7 provides a qualitative analysis of the potential environmental impacts on the global commons and potential cumulative 
impacts in the United States of GNEP international initiatives, including a Reliable Fuel Services Program.  
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into account the impacts of actions taking place within the entire United States in the foreseeable 
future (typically about 50 years—consistent with the analysis in Chapter 4). Potential cumulative 
impacts from the incremental contribution of the alternatives are assessed according to their 
potential locations, time frame of occurrence, and impact intensity when added to other 
reasonably foreseeable activities, projects, or plans.  
 
5.1.1   Methodology for Assessing Cumulative Impacts 
 
The methodology adopted to determine the potential cumulative impacts is as follows: 
 
The region of influence is the geographic area of affected resources and the distances at which 
impacts associated with the alternatives may occur. Because this PEIS does not assess specific 
locations for any of the alternatives, the region of influence for the cumulative impacts analysis 
is the United States. Use of the entire United States is required because the specific locations of 
future nuclear power generating facilities and other potential facilities associated with any of the 
domestic programmatic alternatives is unknown. The geographic boundaries of areas of concern 
within the United States may vary based on the distance at which an impact may occur.  
 

1. The time frame for this analysis generally extends through the next 50 years 
approximately. However, impacts on some resources, such as those affected by longer 
term storage or additional geologic repository capacity, could continue far beyond 
50 years. To the extent practicable, this PEIS considers these longer-term cumulative 
impacts.  

 
2. Reasonably foreseeable future actions are identified. These include trends that could 

affect environmental impacts within the United States over the next 50 years 
approximately. Reasonably foreseeable future actions are identified and listed in 
Table 5.1.2-1 and are described in Section 5.1.2.  

 
3. Baseline conditions of natural resources and human receptors are characterized in 

Chapter 3. 
 

4. Cumulative impacts on the resources and receptors are analyzed by considering the 
impacting factors due to the alternatives and their incremental contribution in the 
foreseeable future. The potential cumulative impacts on resources are described in 
Section 5.2. 

 
5.1.2 Reasonably Foreseeable Future Actions 
 
Reasonably foreseeable future actions include all the probable impacts of the activities, projects, 
or trends on the human and environmental resources within the defined time frame. As a part of 
the cumulative impact analysis, Table 5.1.2-1 presents the types of future actions that have been 
identified as reasonably foreseeable in the United States over approximately the next 50 years 
(until approximately 2060). 
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TABLE 5.1.2-1—Reasonably Foreseeable Future Actions in the United States  
Types of Actions Associated Activities and Facilities 

Population Growth 

− Increased water demand 
− Increased electricity demand 
− Increased transportation demand 
− Increased land use 
− Increased air quality impacts 
− Increased use of construction materials  

Technology Development 

− Changes in water demand, use, and supply 
− Changes in electricity demand, use, and supply 
− Changes in transportation demand, use, and 

infrastructure 
− Changes in land use 
− Changes in air quality impacts 
− Changes in construction materials  

 
Technology developments in the foreseeable future are expected to change the way citizens in 
the United States (and around the world) live and work. These changes could, in turn, affect 
impacts to the environment. New technologies and devices would likely transform 
manufacturing, computing, human health, transportation, and energy infrastructure. Technology 
changes in the next 50 years would ultimately depend on how new technologies are managed, 
adopted, and implemented. Economics and regulatory requirements would be expected to weigh 
heavily on these issues. While acknowledging that future changes could be significant, this PEIS 
does not identify or assess any specific technology developments that could produce these 
changes. Rather, this PEIS discusses general technology development and correlates reasonably 
foreseeable future changes based on past changes and trends. Technology development could 
affect water, electricity supply and demand, transportation, land use, and air quality as explained 
in the sub-sections below. 
 
5.1.3  Population Growth 
 
According to the U.S. Census Bureau, the current population in the United States is 
approximately 303 million people (USCB 2008a). The U.S. Census Bureau projects that the 
United States population would increase by approximately 0.9 percent annually until 2014. 
Between 2015 and 2035, the U.S. Census Bureau expects the United States population to 
increase by approximately 0.8 percent annually, and then to increase by 0.7 percent annually 
between 2036 and 2050 (USCB 2008b). For this cumulative impact analysis, a 0.7 percent 
growth rate is assumed to continue after 2050 until approximately 2060, which is the 
approximate end point analyzed in this PEIS. Based on those increases, the total population in 
the United States would increase from approximately 303 million to approximately 450 million 
by the year 2060 (see Table 5.1.3-1). This PEIS notes that the forecast future population would 
be highly subject to behavioral decisions by individuals, possible unexpected developments in 
health and morbidity, and policy decisions by governments nationally and internationally. 
Population growth would cause impacts to water, electricity, transportation, land use, air quality, 
and the use of construction materials as explained in the sub-sections below.  
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TABLE 5.1.3-1—Projected Future United States Population  
Year Number 

(1,000) 
Percent 
Change Year Number 

(1,000) 
Percent 
Change Year Number 

(1,000) 
Percent 
Change 

2004 292,801 0.9 2023 343,921 0.8 2042 397,519 0.7 
2005 295,507 0.9 2024 346,669 0.8 2043 400,301 0.7 
2006 298,217 0.9 2025 349,439 0.8 2044 403,081 0.7 
2007 300,913 0.9 2026 352,229 0.8 2045 405,862 0.7 
2008 303,598 0.9 2027 355,035 0.8 2046 408,646 0.7 
2009 306,272 0.9 2028 357,862 0.8 2047 411,435 0.7 
2010 308,936 0.9 2029 360,711 0.8 2048 414,230 0.7 
2011 311,601 0.9 2030 363,584 0.8 2049 417,035 0.7 
2012 314,281 0.9 2031 366,466 0.8 2050 419,854 0.7 
2013 316,971 0.9 2032 369,336 0.8 2051 422,793 0.7 
2014 319,668 0.9 2033 372,196 0.8 2052 425,752 0.7 
2015 322,366 0.8 2034 375,046 0.8 2053 428,733 0.7 
2016 325,063 0.8 2035 377,886 0.8 2054 431,734 0.7 
2017 327,756 0.8 2036 380,716 0.7 2055 434,756 0.7 
2018 330,444 0.8 2037 383,537 0.7 2056 437,799 0.7 
2019 333,127 0.8 2038 386,348 0.7 2057 440,864 0.7 
2020 335,805 0.8 2039 389,151 0.7 2058 443,950 0.7 
2021 338,490 0.8 2040 391,946 0.7 2059 447,058 0.7 
2022 341,195 0.8 2041 394,734 0.7 2060 450,187 0.7 

Source: USCB 2008b for data through 2050, data from 2050 to 2060 derived from USCB 2008b 
 
5.2  CUMULATIVE IMPACTS 
 
5.2.1 Water 
 
Population increases would be expected to increase the demands on water resources. Water use 
estimates in the United States indicate that about 408 billion gallons per day (gal/day) 
(1.5 trillion liters per day [L/day]) were withdrawn for all uses during 2000. This total is about 
3 percent more than 1985, as withdrawals have stabilized for the two largest uses (i.e., irrigation 
and thermoelectric power) since the year 1990. Fresh groundwater withdrawals during 2000 
were 83.3 billion gal/day (315 billion L/day), which is about 14 percent more than during 1985. 
Fresh surface water withdrawals for 2000 were 262 billion gal/day (992 billion L/day), varying 
less than 2 percent since 1985 (USGS 2004a).  
 
Total household water consumption in the United States was approximately 6.3 billion gal 
(23 billion L) in 1995, and is projected to be approximately 10 billion gal (38 billion L) by 2025. 
The United States will be responsible for more than 10 percent of the global household water 
consumption in 2025 (IFPRI 2002). Water problems in the foreseeable future could include 
contamination of ground water, depletion of underground aquifers, salinization of irrigation 
water, siltation of impoundments, prolonged drought, and frequent flooding.  
 
The amount of water consumption in the United States is projected to rise both due to population 
growth and greater per capita use. For purposes of this PEIS cumulative impact analysis, it is 
assumed that future increases in water use would be similar to the increases that have occurred 
since 1985 (3 percent increase over approximately 15 years, which equates to an annual growth  
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rate of approximately 0.2 percent). Based on this growth rate, the United States water 
consumption is projected to increase to approximately 460 billion gal/day (1.7 trillion L/day) by 
approximately 2060. 
 
Technology development could affect water use in the United States. According to data from the 
U.S. Geological Survey (USGS), agriculture is the largest user of fresh water, followed by 
electricity generation (NETL 2004). Because agriculture needs are largely driven by population 
demands, water use for agricultural use should grow commensurate with the population. While 
technology developments could improve the efficiency of agricultural use of water, it would be 
speculative to assign a specific value to such improvement. 
 
For the 200 GWe scenario, the alternatives in this PEIS would use approximately 3.3 billion 
gal/day (12.2 billion L/day), based on the use of approximately 6 billion gal/year (24 billion 
L/year) for each GWe of energy produced. Compared to the 460 billion gal (1.7 trillion L) of 
water that would be used daily by other sources in 2060, the alternatives in this PEIS would use 
approximately 0.7 percent of the water used in the United States. Approximately 99 percent of 
the water withdrawn for cooling would be returned to its source. The U.S. Census Bureau 
projections recognize increased growth rates in the southern and western United States, relative 
to the other regions. This would accentuate the demand for water in these two regions. Water 
resources are regionally sensitive in that not all regions have the same water availability. This is 
further complicated by other, larger water resources which are shared by several regions.  
 
With respect to electricity generation, power plants’ water requirements would likely rise as 
demand for electricity grows over the next five decades. However, the amount of water needed 
to generate each unit of electricity would likely decrease because companies are expected to 
install new technologies that require less water (e.g., the use of dry cooling technologies can 
reduce water use requirements by more than 90 percent for a typical 1 GWe electrical-generating 
facility). Power plants consume only about 3 percent of the water they draw from a particular 
source while generating electricity. To generate electricity, most power plants burn a fuel to heat 
water and create steam. It is estimated that by 2020 power plants would need between 94 billion 
gal (356 billion L) less water (a reduction of 3 percent) per year and 576 billion gal 
(2.2 trillion L) more water (an increase of 17 percent) to meet future electricity demand 
(GAO 2002). The lower estimate assumes that all the additional demand would be met with dry 
cooling technology, while the higher number assumes that it would be met with wet cooling 
systems. Plants will likely use a combination of the two systems. Regardless, newer technologies 
will allow plants to consume less water per unit of electricity produced than they currently do, 
having less of an impact on the environment in the foreseeable future (GAO 2002).  
 
5.2.2  Electricity 
 
Electricity demands are a function of both population increases and economic growth. Electricity 
use in the United States is expected to continue to grow. In its most recent Energy Outlook 
Report, issued in June 2008, the Energy Information Administration (EIA), an independent 
organization within DOE, estimates that demand for electricity will increase by approximately 
1.1 percent annually through 2030 (EIA 2008a). An early release of that report, issued in 
December 2007, estimated United States electricity growth at 1.3 percent annually through 2030 
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(EIA 2007a). This Draft PEIS utilizes the higher 1.3 percent growth rate; however, in the Final 
PEIS, DOE will consider whether any changes to the document are warranted to account for the 
1.1 percent growth rate or other relevant information that becomes available. Based on an annual 
growth rate of 1.3 percent, electricity use could increase by approximately 40 percent by 2030, 
and if that annual rate were to continue, electricity use could double (relative to use in 2004) by 
approximately 2060.  
 
Currently, there is approximately 487 GWe of installed electrical generating capacity in the 
United States. Of this, nuclear power accounts for approximately 19 percent of the total 
electricity supply, while 70 percent comes from fossil burning fuels (coal, natural gas, and oil) 
(EIA 2008a). Assuming that future electricity demands would increase by approximately 
1.3 percent annually, by approximately 2060 the United States would need to have an installed 
capacity of approximately 929 GWe. This would equate to a need for approximately 442 GWe of 
new electrical-generating capacity. Depending upon the energy sources used to supply this 
capacity, new electrical-generating capacity would affect land use, water use, air quality, 
biological resources, the visual environment, wastes generated, the transportation infrastructure, 
human health, global climate, and socioeconomics. The specific impacts associated with 
increased electrical supply and impacts to the electrical distribution network would be highly 
dependent upon the locations for any new electrical generating capacity, which are unknown.  
 
Technology improvements could affect both electrical production and demand. Either of these 
could result in improvements in electricity generation. On the production side, the efficiency of 
electricity production is expected to continue to improve over time, as it has in the past. This is 
illustrated by the fact that plant capacity factors have risen in the past and will likely continue to 
increase. This is primarily due to improved technologies and improved maintenance practices. 
There is, however, a theoretical limit as to how high capacity factors can rise, and in the future it 
is expected that improvements in capacity factors will not be as great as in the past as the 
theoretical limit is approached. Future improvements in capacity factors would result in less need 
for new electrical-generating plants. Technology improvements could have a more meaningful 
affect on the electricity demand side. For example, by 2020, all light bulbs sold in the United 
States must be 70 percent more efficient than current bulbs (42 U.S.C. 6291). However, even 
with these technology improvements, electrical demand will be primarily driven by population 
increases and economic growth.  
 

5.2.3 Spent Nuclear Fuel and Radioactive Waste 
 
The alternatives in this PEIS would contribute to cumulative amounts of spent nuclear fuel 
(SNF) and radioactive wastes that would require management and disposal. This section 
discusses the following materials: 1) spent nuclear fuel and high-level radioactive waste; 2) 
Greater-than-Class-C low-level radioactive waste; and 3) low-level radioactive waste.  
 
The Nuclear Waste Policy Act of 1982, as amended, provides for the disposal of commercial 
spent nuclear fuel and DOE spent nuclear fuel and high-level radioactive waste in the Nation’s 
first proposed geologic repository to be located at Yucca Mountain, Nevada. The Nuclear Waste 
Policy Act limits the initial capacity of Yucca Mountain to 70,000 MTHM of spent nuclear fuel 
and high-level radioactive waste until such time as a second repository is in operation (42 U.S.C. 
10101 et seq.). DOE has allocated this capacity between 63,000 MTHM of commercial spent 
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nuclear fuel and 7,000 MTHM of DOE spent nuclear fuel and high-level radioactive waste. 
Disposal of more than 70,000 MTHM of spent nuclear fuel and high-level radioactive waste at 
the Yucca Mountain site prior to completion of a second repository would require a legislative 
change. 
 
In its cumulative impacts analysis, the Yucca Mountain Supplemental Environmental Impact 
Statement (SEIS) (DOE 2008f), issued in June 2008, evaluated the disposal of up to 
approximately 130,000 MTHM of commercial spent nuclear fuel,2 equivalent to the amount 
projected from all existing commercial power reactors during all of their projected lifetimes. The 
Yucca Mountain SEIS also evaluated an alternative disposal case in which DOE would dispose 
of 63,000 MTHM of commercial spent nuclear fuel as spent fuel, as in the Yucca Mountain SEIS 
proposed action, but the balance of this commercial spent nuclear fuel inventory (approximately 
67,000 MTHM) would be recycled and the resultant high-level radioactive waste would be 
transported to and disposed of at the Yucca Mountain geologic repository. This amount of 
commercial spent nuclear fuel (i.e., approximately 67,000 MTHM) also is a part of the 
commercial spent nuclear fuel inventory evaluated in the GNEP programmatic alternatives.  

For the 200 GWe scenario, the GNEP closed fuel cycle alternatives could generate between 
18,000 and 55,000 cubic meters of high-level radioactive waste that would require disposal in a 
geologic repository. (In addition, the Thermal Reactor Recycle Alternative (Option 2), while 
considered a closed fuel cycle alternative, could generate approximately 71,000 MTHM spent 
nuclear fuel.)3 For the 200 GWe scenario, the GNEP open fuel cycle alternatives could generate 
between 99,000 and 280,000 MTHM spent nuclear fuel that would require disposal in a geologic 
repository.  

Independent of the domestic programmatic alternatives, DOE is preparing an Environmental 
Impact Statement for the Disposal of Greater-than-Class-C Low-Level Radioactive Waste 
(DOE/EIS-0375) (72 FR 40135). DOE estimates that approximately 2,600 cubic meters of 
Greater-than-Class-C low-level radioactive waste will require management nationwide 
(72 FR 40135). In addition, DOE estimates that there will be certain wastes that will be 
generated from DOE activities which may not have an identified disposal path and will have 
characteristics similar to Greater-than-Class-C low-level radioactive waste. This DOE waste is 
estimated to be 3,000 cubic meters (72 FR 40135). Thus, the total Greater-than-Class-C  
low-level radioactive waste that will require management is projected to be 5,600 cubic meters. 
For the 200 GWe scenario, the GNEP closed fuel cycle alternatives could generate 9,700 to 
416,500 cubic meters of Greater-than-Class-C low-level radioactive waste, while the open fuel 
cycle alternatives (including the No Action Alternative) could generate approximately 
2,500 cubic meters. (The estimates DOE has developed for the GTCC EIS, as well as the 
estimates developed for the GNEP programmatic alternatives, include the quantities of  
Greater-than-Class-C low-level radioactive waste that would be generated from the 
decontamination and decommissioning of existing light water reactors.) Consequently, the closed 
fuel cycle alternatives would account for approximately 64 to 99 percent of the total  
 

                                                 
2 The Yucca Mountain SEIS cumulative impacts analysis also evaluated the disposal of all DOE spent nuclear fuel (approximately 2,500 MTHM) 
and all DOE high-level radioactive waste (approximately 36,000 canisters).  
3 Insufficient data exists to estimate the amount of spent nuclear fuel from the Thermal Reactor Recycle Alternative (Option 3).  
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Greater-than-Class-C low-level radioactive waste, while the open fuel cycle alternatives would 
account for approximately 31 percent of the total Greater-than-Class-C low-level radioactive 
waste (see Table 5.2.3-1).  

In 2005 and 2006, the total amount of low-level radioactive waste disposed of at the three 
commercial disposal facilities in the United States was approximately 113,000–115,000 cubic 
meters annually (NRC 2007g, MIMS 2008). Of this low-level radioactive waste, in 2006, 
approximately 52,500 cubic meters was related to nuclear-generated electricity and 62,000 cubic 
meters was unrelated to nuclear-generated electricity (MIMS 2008). Assuming that low-level 
radioactive wastes unrelated to nuclear-generated electricity would continue at this rate, over the 
next 50 years, approximately 3,100,000 cubic meters of low-level radioactive waste would 
require disposal. For the 200 GWe scenario, the GNEP closed fuel cycle alternatives4 could 
generate approximately 1,740,000–2,895,000 cubic meters of low-level radioactive waste, or 
approximately 36–48 percent of the total low-level radioactive waste that would require disposal 
(see Table 5.2.3-1). The open fuel cycle alternatives would generate approximately  
150,000–585,000 cubic meters of low-level radioactive waste, or approximately 516 percent of 
the total low-level radioactive waste that would require disposal (see Table 5.2.3-1). As a result 
of recycling spent fuel, the closed fuel cycle alternatives generate much higher quantities of  
low-level radioactive waste. All of the estimates of low-level radioactive waste quantities assume 
that future reactors would generate low-level radioactive waste in quantities similar to existing 
commercial reactors.  

Table 5.2.3-1—Cumulative Impacts of Radioactive Waste Generation 
 Greater-Than Class-C  

Radioactive Waste 
(cubic meters) 

Low-Level Radioactive Waste 
(cubic meters) 

Closed Nuclear Fuel Cycle Alternatives 
Non-GNEP Inventory 5,600 3,100,000 
GNEPa 9,700 to 416,500 1,740,000 to 2,895,000 
TOTAL 15,300 to 422,100 4,840,000 to 5,995,000 
Percent of Total Waste 
Attributed to GNEP 64 to 99 36 to 48 

Open Nuclear Fuel Cycle Alternatives 
Non-GNEP Inventory 5,600 3,100,000 
GNEPa 2,500 150,000 to 585,000 
TOTAL 8,100 3,250,000 to 3,685,000 
Percent of Total Waste 
Attributed to GNEP 31 5 to 16 

a Data from Table 4.8-6, Comparison of Domestic Programmatic Alternatives for 200 GWe (Cumulative Impacts, 50 years of implementation). 
The waste volumes represent the range among the highest and lowest estimated amounts for the various alternatives within the closed and open 
fuel cycles. 

 
5.2.4  Transportation 
 
Nonradiological. Given the trends in population growth and related trends of increased 
industrial, commercial, and residential development, incremental increases in road traffic are 
likely for the United States in the foreseeable future. Demand for transportation is expected to be 
proportional to urban activities, economic growth, and population growth. For purposes of this 
                                                 
4 Thermal Reactor Recycle Alternative (Option 2) not included due to lack of data for DUPIC fuel fabrication facility. 
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PEIS cumulative impact analysis, it is assumed that future demands on the transportation 
infrastructure would be directly proportionate to population growth and could be expected to 
grow by approximately 48 percent by the year 2060. These increased demands would require 
expansion of the U.S. transportation system, including the building of new roads, expansion of 
existing roads, and new interstate systems, airports, and other transportation systems. This would 
affect land use, water use, air quality, biological resources, the visual environment, human 
health, and socioeconomics. The specific impacts associated with expanding the U.S. 
transportation system would be highly dependent upon demographics and the associated 
localized demands, which are unknown. This PEIS acknowledges that improvements in, and 
expansions of, mass transit systems could mitigate impacts, but without specific proposals it is 
not possible to quantify how these initiatives could change the overall demands on the U.S. 
transportation infrastructure.  

Development of more efficient transportation systems (e.g., cars, trains, airplanes, and mass 
transit) is expected to continue in the foreseeable future. Research and development could make 
possible the availability of drastic advancements in transportation technology. These new 
transportation technologies may lead to improvements in transportation efficiency, safety, and 
emissions, such as lightweight recyclable materials and catalysts for reducing exhaust pollution 
in the future. Increased research could also lead to the development of vehicles capable of up to 
three times greater fuel efficiency.  

The alternatives in this PEIS would not have any meaningful effect on nonradiological 
transportation activities in the United States and would not contribute to cumulative impacts. In 
addition, funding for transportation projects is a political issue occurring at many levels and 
resulting in disproportionate regional expenditures regardless of growth. This would be expected 
to accentuate regional disparities in transportation infrastructure investment, over time. 
 
Radiological. The Final Supplemental Environmental Impact Statement for a Geologic 
Repository for the Disposal of Spent Nuclear Fuel and High-Level Radioactive Waste at Yucca 
Mountain, Nye County, Nevada (hereafter The Yucca Mountain Final SEIS) (DOE 2008f) 
includes a detailed analysis of the cumulative transportation impacts associated with past, 
present, and future radiological shipments (including SNF and high-level radioactive waste to be 
disposed of at the Yucca Mountain repository). That analysis includes consideration of impacts 
from 1943 through 2073 (which falls within the approximate endpoint for implementation [2060-
2070] in this GNEP PEIS). Based on the Yucca Mountain Final SEIS cumulative impact 
analysis, DOE estimated the cumulative transportation impacts shown in Table 5.2.4-1. 
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TABLE 5.2.4-1—Potential Cumulative Transportation Impacts 

 Worker Dose General Population Dose Traffic 
Fatalitiesa  

 person-rem LCF person-rem LCF  
Collective dose and traffic fatalities of non-GNEP transportation  
Historical DOE shipments and 
reasonably foreseeable actionsb 28,000 17 49,000 29 94 

General radioactive material 
transportation (1943 to 2073)c 350,000 210 300,000 180 28 

Yucca Mountain estimated 
impactsd 5,600–5,900 3 1,100–1,200 1 3 

Subtotal of non-GNEP 
transportation impacts 380,000 230 350,000 210 130 

GNEP Alternatives  
(Low values are for No Action 
Alternative, Truck and Rail 
Scenario f; High values are for 
All-HTGR Alternative, Truck 
Scenarioe 

450–270,000 0–160 1,540–1,400,000 1–820 3–150 

Total Collective 
Transportation Impacts 

380,000–
650,000 230–390 350,000–

1,800,000 
210–
1,000 130-280 

Source: DOE 2008f, Table 8-14 
a The values provided in this column represent the number of expected vehicular accident fatalities. Additional fatalities due to release of 
radioactive materials are less than one percent of these impacts; therefore, these are not included. For comparison, there could be 28 expected 
fatalities over the 131-year period (1943–2073) based on the NRC traffic fatality rate of 0.213 traffic fatalities per year from radioactive material 
shipments (NRC 1977b). 
b The values provided in this row represent all known historical DOE shipments, starting in 1943 (the year operations began at the Hanford Site 
and Oak Ridge Reservation) and all reasonably foreseeable actions involving transportation of radioactive materials through 2073 (the assumed 
end date for Yucca Mountain shipments) provided in other NEPA documents. The values are based on in-transit impacts only. Table 8-14 of 
DOE 2008f is the source of the data provided. 
c This row represents an estimated collective dose due to transport of eight categories of radioactive materials [1) industrial, 2) radiography, 
3) medical, 4) fuel cycle, 5) research and development, 6) unknown, 7) waste, and 8) other]. The values are based on in-transit impacts only.  
d Values provided represent the Yucca Mountain Supplemental EIS proposed action. The values are based on in-transit impacts only. Source: 
DOE 2008f, Table 8-14. 
e The All-High Temperature Gas-Cooled Option, Truck Scenario represents the maximum estimated transportation impacts of the programmatic 
alternatives analyzed in the GNEP PEIS. The values are based on in-transit impacts only. Source: Table 4.8-13. 
f The No Action Alternative, Truck and Rail Scenario represents the minimum estimated transportation impacts of the programmatic alternatives 
analyzed in the GNEP PEIS. The values are based on in-transit impacts only. Source: Table 4.8-14. 
Note: Numbers are rounded to two significant figures; therefore, totals may differ from sums. 
 
5.2.5 Land Use 
 
The U.S. population growth would lead to increased land development. This would disturb land 
that is currently undisturbed or used for other activities such as ranching and agriculture. As 
discussed in Chapter 3, land area of the continental United States covers about 1.94 billion acres 
(785 million hectares [ha]). Of this, developed land accounts for approximately 108 million acres 
(44 million ha) (approximately 5.6 percent of the total land area). Assuming that future land use 
requirements would be proportionate to population increases, the amount of developed land 
could increase to approximately 160 million acres (64 million ha) by approximately 2060. 
Increased land development could affect air quality, the visual environment, biological resources, 
human health, and socioeconomics. The specific impacts associated with increased use would be 
highly dependent upon the locations disturbed, which are unknown.  
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Urban land use in the United States continues to increase as the population increases and the 
economy expands. This trend is expected to continue in the foreseeable future. Besides providing 
many social and economic benefits, changes in land use patterns would continue to have impact 
on the natural environment. The role of technology as a potential cause of past and prospective 
changes in land use can be significant. Technological development can alter the usefulness and 
demand for different natural resources. The extension of basic transport infrastructure such as 
roads, railways, and airports, is estimated to open up previously inaccessible resources and lead 
to their exploitation and degradation in the future. Technological developments and their 
application such as improvements in methods of converting biomass into energy, use of 
information-processing technologies in crop and pest management, and the development of new 
plant and animal strains through research in biotechnology may lead to major shifts in land use in 
the foreseeable future (Brouwer et al. 1991). 
 
The alternatives in this PEIS could result in land disturbances of approximately 600,000 acres 
(243,000 ha) for the 200 GWe scenario. Future land use requirements associated with population 
growth are projected to result in the development of approximately 52 million acres 
(21 million ha) by approximately 2060 (from 108 million acres to 160 million acres 
[44 million to 65 million ha]). Consequently, the land use impacts from the PEIS alternatives 
would account for less than a 1.5 percent increase compared to the land use associated with 
population growth. 
 
5.2.6 Air Quality and Greenhouse Gases 
 
Regional air quality is primarily a function of pollutant emission levels in the nearby area. Air 
quality is generally much lower in urban and highly industrialized areas where a large number of 
pollutant emission sources are present in a relatively small area. To a lesser extent, weather 
patterns, topography, vegetation cover, and state air quality standards can affect regional air 
quality. As shown on Figure 3.2.1-1, most regions of the United States currently satisfy the 
National Ambient Air Quality Standards (NAAQS). Increased population would lead to 
increased impacts on air quality. Increased urban sprawl and industrialization would change 
visibility, and increase impairment in Class I areas, trace metal deposition, mercury dispersion 
and bioaccumulation, and atmospheric greenhouse gas levels. Adverse air quality impacts would 
result from a large number of mobile and stationary sources across a wide geographic domain. 
 
Operation of some energy sources would generate greenhouse gas emissions and thus 
incrementally contribute to global atmospheric levels of these gases. Increased traffic and 
transportation demands would also contribute to incremental impacts on air quality. In 2006, the 
total U.S. carbon dioxide (CO2) emissions from all sources were 5,935 million metric tons (MT). 
Carbon dioxide emissions in 2006 from power generation were approximately 2,344 million MT. 
Approximately 83 percent of this (1,938 million MT) was due to electricity generation from coal, 
and 15 percent (340 million MT) was due to electricity generation from natural gas 
(EIA 2007m). 
 
Technology development could improve air quality by reducing the emissions from power plants 
and transportation systems. Most recent data shows that the United States produces about 
22 percent of global carbon dioxide emissions, primarily because the United States economy is 
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the largest in the world and the United States meets most of its energy needs through burning 
fossil fuels. While technology developments (e.g., low- and zero-emission vehicles and carbon 
sequestration for coal plants) could reduce the emissions in both the transportation and energy 
sectors, CO2 emissions in the United States are projected to continue rising (EIA 2007m). 
 
The alternatives in this PEIS could have a positive impact on air quality and greenhouse gas 
emissions as nuclear power generation of electricity could replace a similar amount of fossil fuel 
generation of electricity. For every GWe produced by nuclear power, approximately 
2,000,000 MT of CO2 (typical coal plant) or 1,000,000 MT of CO2 (typical natural gas plant—
see Section 4.1.8) would not be emitted (assuming such plants were not engaging in carbon 
sequestration) (EIA 2001).  
 
5.2.7 Construction Materials 
 
Population increases would directly affect the use of construction materials such as steel and 
concrete. As shown in Chapter 3, the United States annually uses about 120 million MT of steel 
and 120 million MT of concrete. Population increases would require more housing, roads, office 
buildings, and other infrastructure. Assuming that the annual use of steel and concrete would be 
proportionate to increases in population, the United States could expect that the use of both steel 
and concrete would grow to approximately 178 million MT, each, in about 2060.  
 
Although technology development could affect the use of construction materials such as steel 
and concrete, through the wider use of composite materials and new products, any effects would 
be difficult to quantify without understanding the nature of the technological development. As 
such, this PEIS does not estimate any changes in steel or concrete use due to technology 
developments but recognizes the potential to diminish requirements based on current 
construction material technology. 
  
The alternatives in this PEIS could result in the construction of more than 200 major nuclear 
facilities for the 200 GWe scenario over the approximate 50-year time period assessed. As 
described in Chapter 3, material requirements for a nuclear power plant would vary by design 
and site location, but requirements for a typical 1 GWe nuclear plant would include 
approximately 150,000 MT of steel and 850,000 MT of concrete. Constructing approximately 
200 major new nuclear facilities over approximately 50 years would result in an average of 
4 new major nuclear facilities annually. On an annual basis, these new nuclear facilities would 
use approximately 600,000 MT of steel and 3.4 million MT of concrete. Compared to the current 
usage of steel and concrete, these increases would amount to less than 1 percent (steel) and 
2.8 percent (concrete).  
  
5.2.8  Impacts Beyond 50 Years  
 
Actions taken based on this PEIS would result in impacts that would extend well beyond a 
50-year implementation period. For example, all alternatives would generate SNF and/or  
high-level waste (HLW) which would need to be managed for hundreds and potentially 
thousands of years. The PEIS assesses the impacts of disposing of this SNF and/or HLW in a 
future geologic repository. In addition the closed fuel cycle alternatives could result in a 
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disposition option to store cesium and strontium for more than 50 years. The PEIS analyzes the 
impacts for such storage in Chapter 4, Section 4.3.3. The PEIS recognizes that for each 
additional year of operation beyond the 50-year implementation period, SNF and/or HLW would 
be generated and require management. The potential impacts associated with such operations 
would be similar in nature to the impacts presented for the 50-year implementation period.  
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CHAPTER 6 
COMPLIANCE, REGULATORY 

REQUIREMENTS, AND PERMITS FOR 
DOMESTIC PROGRAMMATIC ALTERNATIVES 

 
 
 
 
 
 
 
6.1 INTRODUCTION 
 
This chapter provides information concerning the environmental standards that could impact 
proposed plans for the domestic programmatic alternatives presented in the Global Nuclear 
Energy Partnership (GNEP) Programmatic Environmental Impact Statement (PEIS). This section 
presents primary environment, health and safety compliance, licensing and other permit 
requirements that could affect the implementation of the alternatives. These requirements are 
found in Federal and state statutes, regulations, permits, approvals, and consultations, in 
Executive Orders, and in U.S. Department of Energy (DOE) Directives. The citations identify 
the standards to be used for evaluating the ability of the potential future actions to implement 
alternatives to meet environmental, safety, and health requirements and for obtaining required 
Federal permits and licenses. 
 
6.2 BACKGROUND 
 
In general, Federal statutes establish national policies, create legal requirements, and authorize 
Federal agencies to create regulations that conform to statutes. These statutes are administered by 
various Federal agencies including: DOE, Nuclear Regulatory Commission (NRC), 
Environmental Protection Agency (EPA), Department of Transportation (DOT), and Department 
of Labor (DOL). Executive Orders (EOs) are issued by the President and establish policies and 
requirements for Federal Executive Branch agencies. Some regulatory programs under EPA or 
NRC jurisdiction are administrated by state agencies in states having programs at least as 
stringent as the Federal program; however, both NRC and EPA retain oversight of the respective 
programs. 
 
6.3 ENVIRONMENTAL STATUTES, ORDERS, AND AGREEMENTS 
 
The National Environmental Policy Act (NEPA) requires that agencies analyze and consider the 
potential environmental impacts of proposed major Federal actions and alternatives before 
decisions are made and before actions are taken. The analysis also identifies measures that could 
be taken to avoid or mitigate potential impacts. Regulatory environmental protection 
requirements are designed to protect human health and the environment, including the air, water, 
and land. Identification of environmental protection statutes, regulations, and orders with 

Chapter 6 describes the environment, health and safety statutes and regulations, U.S. Department of 
Energy (DOE) Directives, and Executive Orders that potentially apply to the domestic programmatic 
alternatives in the Global Nuclear Energy Partnership (GNEP) Programmatic Environmental Impact 
Statement (PEIS). Concluding this chapter is a discussion of consultations relevant to the PEIS. 
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requirements that would be triggered by the alternatives is one means for examining actions that 
may harm the environment before making a decision to carry out an action. Principal 
requirements are identified by the applicable environmental statutes and regulations. 
 
The Atomic Energy Act of 1954 (42 U.S.C. §2011 et seq.) (the “Act”), provides a framework for 
regulatory authority over the production, possession, use, and disposal of source, special nuclear, 
and byproduct material as those terms are defined in the Act. DOE and the NRC are successor 
agencies to the Atomic Energy Commission established by the Act. DOE retained regulatory 
authority over activities conducted by or on its behalf, except where NRC is specifically 
authorized by statute to regulate DOE activities. DOE is authorized to establish standards that 
protect health and minimize danger to life or property from activities under DOE’s jurisdiction 
(Section 161(b) of the Act). NRC was granted regulatory authority over commercial nuclear 
materials, facilities and activities. The NRC, or Agreement States to which NRC has transferred 
its regulatory authority, license commercial nuclear fuel facilities involved in the processing and 
fabrication of uranium ore into reactor fuel. Licenses for commercial nuclear power plants and 
their operators are also issued by the NRC and Agreement States. Licenses for other commercial 
activities involving radioactive materials, including waste management, are issued either by the 
NRC or by state governments under NRC-approved regulatory programs. The NRC focuses on 
protecting public health and safety, security, and the environment. Any new commercial nuclear 
facility (e.g., enrichment facility, fuel fabrication facility, spent nuclear fuel separations facility, 
or reactor) or technology addressed in the programmatic alternatives would be subject to 
permitting or licensing decisions by a number of different government agencies. Changes to the 
regulatory framework may be needed to enable the licensing of these nuclear facilities, some of 
which would be first-of-a-kind facilities.  
 
The Federal Compliance with Pollution Control Standards, EO 12088 (43 FR 47707, October 13, 
1978), requires Federal agencies, including DOE, to comply with applicable administrative and 
procedural pollution control standards established by, but not limited to, the Clean Air Act 
(CAA), Noise Control Act, Clean Water Act (CWA), Safe Drinking Water Act (SDWA), Toxic 
Substances Control Act (TSCA), and Resource Conservation and Recovery Act (RCRA). DOE 
Order 450.1B, the General Environmental Protection Program, establishes the environmental 
protection program requirements, authorities, and responsibilities for DOE operations. The 
Federal Facility Compliance Act waived sovereign immunity of the Federal government at 
Federal facilities under RCRA. 
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6.3.1 Federal Environmental Statutes and Regulations 
 
Applicable environmental statutes and regulations can be categorized by environmental 
pathways: air, water, and land (which includes waste management and pollution prevention), and 
the subsequent impacts to worker safety and health, the public, and the natural environment. 
Table 6.3.1-1 lists Federal statutes and EOs that pertain to the control, remediation, and/or 
regulation of the environment and worker safety, grouped by resources to which each 
requirement pertains. For most requirements identified, the statute and corresponding regulatory 
citations are listed. Description of the basic environmental actions subject to each Federal statute 
and EO is also provided. DOE is committed to comply with all applicable environmental 
statutes, regulatory requirements, and Executive and internal orders. Table 6.3.1-2 lists the most 
pertinent DOE directives (orders, manuals, and notices) for the implementation of 
environmental, safety and health requirements. 
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TABLE 6.3.1-2—Selected Department of Energy Directives 
DOE Directive Directive Title 

5400.5 Radiation Protection of the Public and the Environment 
5480.19 Chg. 2 Conduct of Operations Requirements for DOE Facilities 

5480.20A Chg 1 Personnel Selection, Qualification and Training Requirements for DOE Nuclear 
Facilities 

5530.3 Chg 1 Radiological Assistance Program 
5530.4 Aerial Measuring System 
5530.5 Chg 1 Federal Radiological Monitoring and Assessment Center 
5660.1B Management of Nuclear Materials 
141.1 Management of Cultural Resources 
141.2 Public Participation and Community Relations 
151.1C Comprehensive Energy Management System 
153.1 Departmental Radiological Emergency Response Assets 
225.1A Accident Investigations 
M 231.1 Chg 2 Environment, Safety and Health Reporting Manual 
231.1A Chg 1 Environment, Safety and Health Reporting 
231.1-2 Occurrence Reporting and Processing of Operations Information Manual 
413.3A Program and Project Management for the Acquisition of Capital Assets 
414.1C Quality Assurance 
420.1B Facility Safety 

420.1-2 Guide for the Mitigation of Natural Phenomena Hazards for DOE Nuclear Facilities 
and Nonnuclear Facilities 

425.1C Start-up and Restart of Nuclear Facilities 
430.1 Land Use and Facility Planning 
430.1B Chg 1 Real Property Asset Management 
430.2B Departmental Energy, Renewable Energy and Transportation Management 
435.1 Chg 1 Radioactive Waste Management 

440.1B Worker Protection Program for DOE (Including the National Nuclear Security 
Administration) Federal Employees 

441.1 Radiological Health and Safety Policy 

441.1-1C Radiation Protection Programs Guide for Use with Title 10, Code of Federal 
Regulations, Part 835, Occupational Radiation Protection 

450.1A Environmental Protection Program 
450.4 Safety Management System Policy 
451.1B Chg 1 National Environmental Policy Act Compliance Program 
460.1B Packaging and Transportation Safety 
460.2A Departmental Materials Transportation and Packaging Management 
470.2B Independent Oversight and Performance Assurance Program 
470.4A Safeguards and Security Program 
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6.4 CONSULTATION 
 
Some environmental laws and EOs are integrated into the NEPA process and establish guidelines 
for review. Pursuant to NEPA and DOE Regulations (10 CFR Part 1021), consultations are 
conducted with outside Federal, state, and tribal agencies having jurisdiction or special expertise. 
Agencies involved include those responsible for protecting significant resources, such as 
endangered species, critical habitats, historic resources, or tribal agreements.  
 
6.5 WASTE CLASSIFICATION 
 
Under the GNEP programmatic alternatives, regulatory issues relating to classification of waste 
streams would be taken into account, and future NEPA analyses would be required prior to 
determining the final disposition paths. For example, the separated cesium (Cs) and strontium 
(Sr) waste stream would need to be evaluated to determine whether the Cs and Sr, when decayed, 
would be considered HLW or LLW. Also, certain wastes generated by reprocessing activities, 
such as fuel assembly components and gases, would need to be evaluated for determination as 
HLW requiring disposition in a repository, or another waste categorization based upon hazard 
and disposal requirements. These waste streams are considered further in Chapter 4. 
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CHAPTER 7 
INTERNATIONAL INITIATIVES 

AND IMPACTS OF THE 
PROGRAMMATIC ALTERNATIVES 

 
Chapter 7 describes the U.S. Department of Energy’s (DOE)’s vision for two international elements of 
the Global Nuclear Energy Partnership initiative—Grid-Appropriate Reactors and Reliable Fuel 
Services. It also addresses how the selection of a domestic programmatic alternative (as discussed in 
Chapters 2 through 6 of this PEIS) could affect implementation of a Reliable Fuel Services Program. 
 
7.1 INTRODUCTION AND BACKGROUND 
 
At this time, the U.S. Department of Energy (DOE) has no specific proposals for the 
international component of the Global Nuclear Energy Partnership (GNEP). Rather, DOE is 
considering several potential international initiatives, none of which has risen to the level of a 
specific proposed action sufficiently advanced to require review in this programmatic 
environmental impact statement (PEIS). In this section, DOE describes the steps it has taken to 
initiate an international dialogue on GNEP principles and describes the various initiatives that it 
is considering. DOE also identifies the domestic resource areas that could be impacted by such 
international initiatives and discusses how such initiatives could also affect the global commons. 
As defined by Executive Order (EO) 12114, the term “global commons” refers to the 
environment outside the jurisdiction of any nation (e.g., the oceans or Antarctica) (EO 12114).  
 
The international component of the GNEP Program is a cooperative program of those States that 
share the common vision of the necessity of the expansion of nuclear energy for peaceful 
purposes worldwide in a safe and secure manner. States participating in this cooperation do not 
give up any rights, and voluntarily engage to share the effort and gain the benefit of economical, 
peaceful nuclear energy. GNEP international engagement has built on existing U.S. Government 
programs in nonproliferation and international security, as well as advanced fuel cycle research 
and development (R&D). DOE envisions the international goals embodied within GNEP, as the 
potential means to accomplish the following objectives: 
 

– Expand nuclear power to help meet growing energy demand in a safe and sustainable 
manner. 

– Establish international supply frameworks to enhance reliable, cost-effective fuel supplies 
to the world market while reducing the risk of nuclear proliferation by creating a viable 
alternative to the acquisition of sensitive fuel cycle technologies. 

– Develop, demonstrate, and in due course deploy advanced fast reactors that consume 
transuranic elements from recycled spent nuclear fuel (SNF). 

– Develop and demonstrate advanced technologies for recycling SNF with a long-term goal 
of ceasing separation of plutonium and eventually eliminating stocks of separated civilian 
plutonium.  

– Promote the development of advanced, more proliferation-resistant nuclear power 
reactors appropriate for the power grids of developing countries and regions. 
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– Continue, in cooperation with the International Atomic Energy Agency (IAEA), the 
development of enhanced nuclear safeguards and ensure nuclear energy systems are used 
only for peaceful purposes. 

 
These objectives are laid out in a “Statement of Principles,” which may be found by accessing 
the DOE GNEP website at: http://www.gnep.energy.gov/. As of June 2008, 21 nations have 
signed the Statement of Principles and agreed to be “partner nations.” A partner nation is defined 
as a nation that has agreed to, and signed the GNEP Statement of Principles. 
 
In support of the Statement of Principles, the United States has signed “Civil Nuclear Energy 
Bilateral Action Plans” with Japan, Russia, and China. One is currently pending with France and 
is expected to be signed by the end of 2008. These countries are referred to as “Fuel Cycle 
GNEP Partners.” These Action Plans outline cooperative R&D on advanced reactors, exportable 
small and medium power reactors, nuclear fuel cycle technologies, and nonproliferation, with the 
focus on achieving the long-term GNEP vision of the expansion of nuclear power in a manner 
that reduces proliferation risks. The most significant agreed upon areas of international 
cooperation are:  
 

– Development of technologies for recycling SNF that do not separate pure plutonium, and  
– Development of advanced burner reactors. 

 
Through the multi-lateral GNEP program (referring to all 21 partner nations), two international 
working groups have been established: 
 

- Reliable Fuel Services Working Group, to investigate nuclear fuel supply and take-back 
schemes that would eliminate the need for countries to establish their own enrichment 
and reprocessing capability. 

- Infrastructure Working Group, to assist in the development of the requisite infrastructure 
(regulatory, technical, and administrative) for developing countries (as they acquire 
responsibility for operating civil nuclear power stations safely, securely, and in 
compliance with international agreements). 

 
Specific environmental impacts to the United States and the global commons would be addressed 
at such time as specific international proposals are brought forward. With respect to potential 
international initiatives, DOE would consider actions to promote safe, secure nuclear power 
reactors appropriate for developing countries and to support nuclear fuel services for countries 
that refrain from pursuing enrichment or reprocessing technologies. This, in turn, could affect the 
types of international programs that would develop and the associated environmental impacts 
within the United States and the global commons resulting from such programs. The private 
sector in the United States currently supplies nuclear fuel, both domestically and internationally. 
Those activities are outside of the alternatives considered by this PEIS and may continue in the 
future, independent of any Federal actions made as a result of decisions based on this PEIS. 
 
In support of international nonproliferation goals, the United States is considering a policy that 
promotes an alternative for countries that might otherwise consider developing uranium 
enrichment or SNF reprocessing capabilities, referred to in this PEIS as the Reliable Fuel 
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Services Program. The Reliable Fuel Services concept envisions a group of fuel cycle GNEP 
partner nations (“supplier nations”) that would supply fresh nuclear fuel, either through a fuel 
lease or other arrangement for supply, to recipients (“user nations”) that agree not to pursue their 
own indigenous enrichment and reprocessing capabilities. The Reliable Fuel Services concept 
also contemplates return of the spent fuel from the user nations to one of the supplier nations for 
reprocessing or disposal.  
 
All international cooperation activities are and will be subject to established international 
standards for safety, safeguards, physical protection, and export control. The domestic 
programmatic alternatives in this PEIS could influence the types of future international actions 
that might affect either the international supply of nuclear fuel and/or the reactor technologies 
used to produce electricity. Either of these could have secondary impacts on the United States. 
As background, this chapter begins with a discussion of the international energy demands 
projected over the next several decades. It then looks at some hypothetical activities resulting 
from actions that could be taken based on this GNEP PEIS, and then gives the reader a 
perspective on the impacts such actions could have on the United States and the global 
commons. 
 
7.1.1 International Energy Demand 
 
The Energy Information Administration projects that world electricity generation will nearly 
double from 16,424 billion kilowatt-hours (KWh) in 2004, to more than 30,364 billion KWh in 
2030 (See Figure 7.1.1-1). 
 

 
Source: EIA 2007b 

FIGURE 7.1.1-1—World Electric Power Generation  
 
The Energy Information Administration projects that electricity generation from nuclear power 
will increase by around 40 percent, from 2,619 billion KWh in 2004 to 3,619 billion KWh in 
2030. Higher fossil fuel prices, energy security concerns, improved reactor designs, and 
environmental considerations are expected to improve the prospects for new nuclear power 
plants in many parts of the world, and a number of countries are expected to build new nuclear 
power plants. In the International Energy Outlook 2007 reference case, the world’s installed 
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nuclear capacity is projected to grow from 368 gigawatts electric (GWe) in 2004, to 481 GWe in 
2030, a 31 percent increase (EIA 2007b). Declines in nuclear capacity are projected only among 
Organization for Economic Cooperation and Development1 (OECD) European nations, where 
several countries (such as Germany and Belgium) have either plans or mandates to phase out 
nuclear power, and some older reactors are expected to be retired and not replaced (EIA 2007b). 
 
From 2004 to 2030, nuclear power generation in non-OECD countries is projected to increase by 
4 percent per year. The largest increase in installed nuclear generating capacity is expected for 
non-OECD Asia, where annual increases in nuclear capacity are projected to average 6.3 percent 
and account for 68 percent of the total projected increase in nuclear power capacity for the  
non-OECD region as a whole. Of the 58 GWe of additional installed nuclear generating capacity 
projected for non-OECD Asia between 2004 and 2030, 36 GWe is projected for China and 
17 GWe for India. Russia is also expected to add substantial nuclear generating capacity over the 
mid-term, increasing capacity by 20 GWe by 2030 (EIA 2007b). 
 
Even with these increases, nuclear energy will only fulfill a portion of the projected need for 
electrical power. Fossil fuels, especially coal, will continue to provide the largest portion of new 
electrical power supply. Accordingly, world carbon dioxide (CO2) emissions are expected to 
grow. High growth is expected from the non-OECD nations, mainly China and India 
(EIA 2007b). As the United States and Fuel Cycle GNEP Partners develop the technologies to 
support a Reliable Fuel Services Program, the United States would work with those Fuel Cycle 
GNEP Partners to provide user nations with reactor technologies, reactor fuel, and potentially 
fuel recycling services. This assistance would support the expansion of nuclear energy among 
developing countries. 
 
7.1.2 Grid-Appropriate Reactors 
 
DOE supports the development of grid-appropriate reactors, which are well suited to the 
capabilities and needs of developing countries. These reactors would be designed to achieve high 
standards of safety and security and would be sized to suit those countries with smaller and less 
developed power grids. The successful deployment of these reactors, coupled with reliable fuel 
services, would provide an attractive energy solution to many countries and reduce the incentive 
for them to develop the more proliferation-vulnerable parts of the nuclear fuel cycle (e.g., 
uranium enrichment facilities). 
 
Smaller power plants (less than 500 MWe) are particularly suitable for expansion into less 
developed countries because they would match grid capacities better, offer simplified operations 
with greater margins of safety, require less capital outlay, allow countries to add capacity in 
smaller increments to better match demand growth, and be better suited to provide important 
non-electrical products such as process heat and fresh water through desalination. 
 

                                                 
1 The Organization for Economic Cooperation and Development (OECD), established in 1961, is an international organization composed of the 
industrialized market economy countries, as well as some developing countries, which provides a forum to establish and coordinate policies. The 
OECD's 30 members are: Australia, Austria, Belgium, Canada, Czech Republic, Denmark, Finland, France, Germany, Greece, Hungary, Iceland, 
Ireland, Italy, Japan, Korea, Luxembourg, Mexico, the Netherlands, New Zealand, Norway, Poland, Portugal, Slovak Republic, Spain, Sweden, 
Switzerland, Turkey, the United Kingdom, and the United States (EIA 2007b). 
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Besides the United States, several countries, including France, Russia, Japan, South Korea, South 
Africa, India, and Argentina, have already recognized the global market need for smaller-sized 
nuclear power plants and are moving forward with the development of small and medium-sized 
reactors. Because it is ultimately the responsibility of private industry to develop and market 
commercial nuclear power plants, one role of DOE could be to assist U.S. industry efforts to 
standardize reactor design and obtain U.S. Nuclear Regulatory Commission (NRC) licensing of 
one or more new small- and medium-sized reactors for export. Two examples of grid-appropriate 
reactors are: 1) the International Reactor Innovative and Secure (IRIS): a smaller-scale advanced 
light water reactor, being developed for near-term deployment (within the next decade) and, 
2) the Pebble Bed Modular Reactor (PBMR): a high temperature gas-cooled reactor (HTGR) 
with a closed-cycle, gas turbine power conversion system.  
 
A GNEP international working group is developing a Grid-Appropriate Reactors Program. Such 
a program would facilitate the international development, demonstration, licensing, and 
deployment of these simpler nuclear technologies and would facilitate the introduction of nuclear 
electricity generation through numerous features such as smaller, modular-type designs, fuel 
designs that could last the entire life of the reactor, effective and inexpensive safeguard 
approaches, standardized modular designs, and fully passive safety systems. Such a program 
would not propose to build or operate such reactors for another country, but instead would assist 
in developing the technologies, develop construction and operational plan packages, and 
demonstrate how such grid-appropriate reactors could satisfy energy needs while reducing 
electricity generation costs, CO2 emissions, and nuclear weapons proliferation concerns. 
 
International safeguards are of paramount importance in developing new reactor technologies. 
The United States and other developed nations work closely with the IAEA in developing 
technologies that would help enable the IAEA to better assure nonproliferation compliance. 
Ensuring that such technologies are included in new reactor designs is a primary goal of the 
contemplated international Grid-Appropriate Reactors Program. 
 
7.1.3 Reliable Fuel Services 
 
The United States and other nuclear fuel supplier nations are cooperating to develop mechanisms 
to provide other countries pursuing nuclear power programs with an assured supply of fresh fuel 
for nuclear power plants. This effort builds on initiatives already underway to provide assurances 
of nuclear fuel supply, including the six-country proposal on Reliable Access to Nuclear Fuel at 
the IAEA and the established National Nuclear Security Administration program to blend down 
excess highly enriched uranium to create a fuel reserve to support a reliable fuel supply. In 
addition, a Reliable Fuel Services Program could help other countries manage the resulting SNF 
generated as described below.  
 
The objective of a Reliable Fuel Services Program is to limit the spread of enrichment and 
reprocessing by offering countries an alternative to developing such facilities indigenously. 
Countries using such services would receive the benefit of having reliable access to nuclear fuel 
services without having to make the significant infrastructure investments required for 
enrichment and reprocessing. Figure 7.1.3-1 shows one potential concept for the Reliable Fuel 
Services Program. At this point in time, the Reliable Fuel Services Program is focused primarily 
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on fuel for light water reactors (LWRs); however, once the program has been implemented it 
could be expanded to other types of reactors.  
 

 
Source: Derived from DOE 2008e 

FIGURE 7.1.3-1—One International Reliable Fuel Services Program Concept 
 
7.1.3.1 Spent Nuclear Fuel Disposition 
 
Under a Reliable Fuel Services Program, SNF could be returned to the country that supplied it or 
to another supplier nation. If the supplier nation taking the SNF had a closed fuel cycle, and if 
the SNF was suitable for recycling, then it could recycle that SNF. Uranium and usable 
transuranics could be separated and used for additional fuel fabrication. Wastes resulting from 
the recycling of the SNF would be packaged for transport and disposal, as discussed below. If the 
country accepting the SNF had a once-through fuel cycle, or if the SNF was not suitable for 
recycling, then it could store the SNF pending disposal in a geologic repository.  
 
7.1.3.2 Wastes from Spent Nuclear Fuel Recycling and Disposition 
 
The recycling of foreign reactor SNF from a Reliable Fuel Services Program would generate the 
same types of waste as the recycling of domestic SNF and could include hazardous wastes, low-
level radioactive waste (LLW), Greater-than-Class-C (GTCC) LLW, and high-level radioactive 
waste (HLW). Just as these wastes must be responsibly managed within the United States, it is 
equally important that these wastes be managed responsibly by other countries, in accordance 
with the Joint Convention on the Safety of Spent Fuel Management and on the Safety of 
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Radioactive Waste Management (IAEA 2001a). The radioactive wastes from recycling would be 
stored or disposed of either by the supplier nation (the nation that provided the fresh fuel), 
returned to the user nation (the nation that generated the SNF), or sent to a third-party supplier 
nation (a nation that neither supplied the fresh fuel nor generated the SNF but has facilities to 
responsibly manage the SNF). Additional information on the wastes generated by SNF 
separation processes and the management of such wastes may be found in Section 7.2.1.8, 
Section 7.2.1.9, and Appendix A. 
 
7.2 POTENTIAL ENVIRONMENTAL IMPACTS IN THE UNITED STATES AND GLOBAL 

COMMONS FROM INTERNATIONAL ACTIONS 
 
DOE’s underlying purpose and need is to support expansion of domestic and international 
nuclear energy production while reducing the risks of nuclear proliferation and to reduce the 
impacts associated with disposal of future SNF (e.g., by reducing the volume, thermal output, 
and/or radiotoxicity of waste requiring geologic disposal). The programmatic alternatives 
evaluated in this PEIS would have differing implications for the international initiatives of the 
GNEP Program. Since the international portion of the GNEP Program is still in its formative 
stage and no specific proposal exists, it is not possible to prepare a detailed analysis of the 
potential environmental consequences of each of these alternatives. Instead, this analysis is 
intended to provide a perspective of how each of the alternatives being considered by the GNEP 
PEIS could have implications for the international aspects of the GNEP Program which in turn 
could have environmental impacts within the United States or in the global commons. 
 
Methodology and Assumptions 
 
To standardize the impact of GNEP (relative to international nuclear power expansion), this 
chapter of the PEIS assesses the domestic environmental impacts and environmental impacts to 
the global commons associated with supporting SNF reprocessing, waste disposal requirements, 
and transportation requirements for 1 GWe of foreign nuclear power production. It is expected 
that more than 1 GWe would be supported by a Reliable Fuel Services Program. Impacts 
associated with additional production would be multiples of the impact estimates presented in 
this chapter. Once operational, these foreign reactors would need to be supplied with fuel on a 
regular basis. 
 
7.2.1 Fast Reactor Recycle Alternative 
 
The following analysis presents the environmental impacts in the United States and the global 
commons that could result from an international Reliable Fuel Services Program based on the 
Fast Reactor Recycle Alternative. For purposes of this analysis, a future Reliable Fuel Services 
Program would support the nuclear fuel requirements for 1 GWe foreign LWR production. 
Although these foreign reactors would likely be smaller, 1 GWe production provides a good 
scaling factor which may be used for comparing alternatives and for computing impacts 
associated with varying numbers of foreign reactors.  
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Supporting a 1 GWe LWR production would require sufficient fresh fuel for initial start-up and 
steady-state operations.2 This could entail the manufacture of uranium-based reactor fuel in U.S. 
commercial fuel fabrication facilities. This fuel would be shipped to the foreign reactor where it 
would be used to power a LWR to generate electricity. The SNF resulting from reactor 
operations could then be returned to the United States or a partner nation, where it would be 
recycled in a nuclear fuel recycling center and separated into useful constituents and waste 
material. The useful constituents would be used again in the fuel fabrication process to provide 
fuel for advanced recycle reactors, and the waste material would be stabilized and packaged 
appropriately for storage or disposal. 
 
Although fuel assemblies could be fabricated in any of the supplier nations, fuel fabrication is 
assumed to occur at any one or all of the U.S. commercial fuel fabrication facilities, since this 
analysis presents environmental impacts which could result within the United States or global 
commons. Once fabricated, the fuel assemblies would be placed into approved fuel shipping 
casks. For this analysis, several different NRC-certified and U.S. Department of Transportation 
(DOT) approved casks were analyzed, depending on the mode of transportation and the material 
being transported. These fuel assemblies would then be transported by truck to a U.S. port of 
exit. Information on U.S. fuel fabrication facilities may be found in Appendix A. 
 
Previous environmental impact studies related to the global transportation of nuclear materials 
identified 10 ports in the United States with the capability and experience in handling the 
shipment of radioactive materials: Charleston, SC; Galveston, TX; Norfolk, VA; Jacksonville, 
FL; Military Ocean Terminal at Sunny Point, NC; Naval Weapon Station (NWS) at Concord, 
CA; Portland, OR; Savannah, GA; Tacoma, WA; and Wilmington, NC (DOE 1996c). In all 
likelihood, one of the east coast ports would be utilized for shipments to Europe, Central or 
South America, and Africa and one of the west coast ports utilized for shipments to Asia and the 
South Pacific. 
 
Once the fuel assemblies expend their useful energy in the reactor (generally after about 3 years 
of full power operation), the SNF would be removed from the foreign reactor and stored for a 
period of time until cool enough to be placed in a specially designed container for shipment back 
to the United States or another supplier nation. For the receipt of the SNF returning to the United 
States from foreign reactors, the same ports used for shipment of the fresh fuel assemblies would 
probably be used as the ports of entry.  
 
Although SNF could be transported to any supplier nation, it is assumed that the SNF would be 
returned to a U.S. port, since this analysis is intended to present the environmental impacts that 
could result within the United States or global commons. The SNF would then be loaded onto 
trucks, barges, or railcars and transported to a nuclear fuel recycling center. Here, the SNF would 
be recycled, the usable materials removed, and the waste products packaged and placed in the 
appropriate containers. The waste would either be retained by the United States, returned to the 
user nation, or be transported to a supplier nation for disposal or storage. 
 

                                                 
2 DOE analyzed the steady-state impacts associated with annual operations; the initial start-up of a foreign reactor would require approximately  
3-4 times as much start-up fuel as were analyzed for steady-state annual operations. 
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7.2.1.1 Transportation of Reactor Fuel to and from Foreign Reactors 
 
Transportation of reactor fuel would involve the delivery by truck or barge from the fuel 
fabrication facility to a port of exit where the fuel assemblies, already packed in special 
NRC/DOT/IAEA-approved casks, would be loaded onto a ship for transport to a foreign port. 
Once in the foreign nation, the casks would be taken off of the ship and transported to a foreign 
reactor, where it would be placed into the reactor core.  
 
Affected Environment 
 
U.S. interstate highways, federal and state highways, local roads, rail routes, barge routes, U.S. 
ports, and both the Atlantic and Pacific Oceans, are areas that could potentially be impacted by 
the potential international initiatives being considered by DOE. Because specific foreign 
participants, sites of the recycling centers, and designated ports have not been identified, it is not 
possible, at this time, to perform site-specific analysis. Generic routing parameters were utilized 
consistent with the methodology described in Appendix E.  
 
Domestic 
 
Within the United States, the affected environment would be determined by the location of any 
fuel fabrication facility(ies), the specific port of exit for the uranium or fuel assemblies, the 
specific port of entry for the SNF, the location of the SNF recycling center utilized, any domestic 
storage or disposal facilities for the waste, and the specific port of exit for any waste returning to 
a user nation or a supplier nation. Once these facilities are identified, transportation routes 
between them could be determined and specific environmental impacts identified. Areas 
impacted would include these transportation routes, the ports, and the areas around these routes 
and ports. 
 
Global Commons 
 
The Atlantic Ocean is the second largest of the world's oceans. The surface of the Atlantic Ocean 
is usually covered with sea ice in Labrador Sea, Denmark Strait, and coastal portions of the 
Baltic Sea from October to June. The Atlantic Ocean exhibits a clockwise warm-water gyre 
(broad, circular system of currents) in the northern Atlantic, and a counterclockwise warm-water 
gyre in the southern Atlantic. The ocean floor is dominated by the Mid-Atlantic Ridge, a rugged 
north-south centerline for the entire length of the Atlantic basin (CIA 2008a). Figure 7.2.1.1-1 
shows the location of the Atlantic Ocean. 
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Source: CIA 2008a 

FIGURE 7.2.1.1-1—The Atlantic Ocean 
 

The Pacific Ocean is the largest of the world's oceans. Surface currents in the northern Pacific 
are dominated by a clockwise, warm-water gyre (broad circular system of currents) and in the 
southern Pacific by a counterclockwise, cool-water gyre. In the northern Pacific, sea ice forms in 
the Bering Sea and Sea of Okhotsk in the winter. In the southern Pacific, sea ice from Antarctica 
reaches its northernmost extent in October. The ocean floor in the eastern Pacific is dominated 
by the East Pacific Rise, while the western Pacific is dissected by deep trenches, including the 
Mariana Trench, which is the world’s deepest (CIA 2008b). Figure 7.2.1.1-2 shows the location 
of the Pacific Ocean. 

 
Source: CIA 2008b 

FIGURE 7.2.1.1-2—The Pacific Ocean 
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The North Atlantic Right Whale (Eubalaena glacialis) is on the Federal endangered species list 
and is also protected internationally under the Convention for the Regulation of Whaling. There 
are currently about 300 right whales in the North Atlantic, with ship strikes accounting for about 
50 percent of their known deaths. Calving right whales usually winter in the waters between 
Savannah, GA, and West Palm Beach, FL, with an area of high density between Brunswick, GA, 
and St. Augustine, FL (NOAA 2008). The Maritime Safety Committee of the International 
Maritime Organization adopted a mandatory ship reporting system that became effective in 
1999. This system requires ships to report whale sightings in the major shipping lanes from 
November 15 to April 15 off the southeastern coast of the United States so as to include the 
calving season for the right whales in this area, and operates throughout the year on the 
northeastern coast, where the whales have been sighted year-round. The sperm whale and all six 
species of sea turtles are on the Federal endangered species list and are found throughout the 
central and northern Pacific Ocean and the equatorial region of the Atlantic Ocean. Sperm 
whales migrate between mating and calving grounds near the equator and feeding areas in higher 
latitudes. Generally, however, females and their young stay in latitudes less than 40, and only the 
males venture into the polar waters. The total number of sperm whales in the world is not well 
known, with estimates ranging from 200,000 to 2,000,000. The sea turtle is found throughout 
both the Atlantic Ocean and the Pacific Ocean but is usually only vulnerable to harm on coastal 
shores. In the United States, it is most prevalent on and just off the central Florida coast 
(USFWS 2007a). Endangered marine species in the Pacific Ocean also include the dugong, sea 
lion, sea otter, and seals (CIA 2008b). 
 
7.2.1.2 Transportation of Reactor Fuel Assemblies 
 
Route options for ground transportation to the ports of exit for any reactor fuel going to foreign 
reactors would depend on the location of the fuel assembly fabrication facility and the marine 
port to be used. As described in 10 CFR 51.52, it was assumed that all fresh fuel shipments 
would be conducted via truck transport. For purposes of this analysis a distance of 500 miles 
(mi) (805 kilometers [km]) was assumed. Routing for shipments by truck would comply with all 
applicable DOT, NRC, and state regulatory requirements. The U.S. interstate highway system 
would be used to the extent possible, utilizing bypasses or beltways around cities. The selection 
of routes would be consistent with specific state requirements and declared preferences. All pre-
shipment notifications and consultation requirements would also be met.  
 
The analysis below addresses the shipment of 24 metric tons of heavy metal (MTHM) fresh fuel 
assemblies, which would be used to support the production of 1 GWe in LWRs annually. The 
24 MTHM quantity represents the fewest number of full shipments (four shipments of 6 MTHM 
each) needed to provide 21.7 MTHM of fresh fuel annually for refueling. Shipment of these 
fresh fuel assemblies was analyzed as being shipped in a fuel cask capable of holding 
12 assemblies, as described in NRC 2006c.  
 
It is assumed that loading operations would be conducted by a crew of 13 persons during a  
10-hour period. The external dose rate for the casks and containers containing the fresh fuel 
assemblies is assumed to be 0.1 millirem per hour (mrem/hr) at a distance of 3.3 feet (ft) 
(1 meter [m]) (NRC 2006c). Inspection would require one person at a distance of 6.6 ft (2 m) 
from the source for 1 hour (DOE 1996c). Table 7.2.1.2-1 shows the potential impacts from 
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loading and transporting 24 metric tons of heavy metal (MTHM) of fresh fuel assemblies by 
truck from a fuel fabrication facility to a port, as expressed in person-rem and latent cancer 
fatalities (LCFs).  
 

TABLE 7.2.1.2-1—Impacts of Shipping Fresh Fuel Assemblies  
from Manufacturer to a Port by Truck  

 Transportation Impacts for 24 MTHM Fresh Fuel via Truck Transport 
Fuel Fabrication Facility to Port (500 miles)  

(Note 1) 
 Person-rem LCFs 

Crew 1.24×10-4 7.44×10-8 
Population 7.75×10-4 4.65×10-7 
Stops 8.92×10-7 5.35×10-10 
Loading 0.0900 5.40×10-5 
Inspection 0.0154 9.23×10-6 
Accident Riska -- -- 

Source: Tetra Tech 2008f 
a Accident impacts are not provided for fresh fuel transportation, as information for nuclide inventory is not readily available. As 
stated in the Environmental Impact Statement for an Early Site Permit (ESP) at the Exelon ESP Site (NRC 2006c), potential 
impacts from the transportation of fresh fuels for contemporary reactor technologies tends to be orders of magnitude lower than 
the impacts provided for SNF in 10 CFR 51.52. Additionally, accident impacts would be bounded by the impacts presented in 
Table 7.2.1.7-1. 
Note 1: No specific locations are assessed for the fuel fabrication facility or the port.  

 
It is assumed that shipments by truck would require approximately one hour of stop time for rests 
and walk-around inspections per eight-hour driving shift. This assumption is more stringent than 
the Federal Motor Carrier Safety Administration requirement (49 CFR Part 395) and most state 
requirements. Transportation of fresh nuclear fuel across large distances by truck would result in 
greenhouse gas emissions that would have an impact on air quality. Though likely to be 
relatively small, the environmental impact of such emissions would be evaluated prior to making 
any decision on implementation of international elements of the GNEP Program. 
 
7.2.1.3 Marine Transport of Reactor Fuel Assemblies 
 
Information in this section was taken from the Final Environmental Impact Statement on a 
Proposed Nuclear Weapons Nonproliferation Policy Concerning Foreign Research Reactor 
Spent Nuclear Fuel, DOE/EIS-0218F (DOE 1996c). The information from that EIS is considered 
to be the best available information with respect to the marine transport of radiological materials. 
There are several types of ships that could be used to transport reactor fuel assemblies to foreign 
ports, as listed below. 
 
Container vessels: These vessels are typically large ships specifically intended to transport 
containerized cargo. Some modern container ships can transport up to 5,000 containers, although 
a more typical capacity is in the range of from 800 to 1,000 containers. Container vessels usually 
transport containers between the larger, more widely-used ports of the world. Containers can be 
loaded or off-loaded from a container vessel at an average rate of about 45 containers per hour 
(DOE 1996c).  
 
General cargo ships: General cargo ships are smaller vessels that typically transport cargo 
between the lesser used ports of the world. They usually have on-board cranes that can be used to  
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load or off-load the vessel, should the dock not have any cranes. Cargo is usually stowed in 
separate cargo hold compartments (DOE 1996c). 
 
Purpose-built ships: Purpose-built ships are specially designed ships for the purposes of 
transporting reactor fuel assemblies or SNF. They are designed to hold casks below decks in 
specially designed hold compartments. These vessels have double bottoms and hulls and 
collision-damage-resisting structures built into the hull. The crews are specifically trained in the 
handling of the transport casks and in emergency response (DOE 1996c). 
 
The fuel assemblies would be shipped by chartered and/or regularly scheduled commercial ships 
from U.S. ports to foreign ports. Chartered shipments would be on purpose-built ships or general 
purpose commercial cargo ships that meet all appropriate International Maritime Organization 
regulations. Regularly scheduled commercial shipments would be on general purpose 
commercial ships carrying other cargo at the same time. Marine transport, as well as ground 
transport, would be conducted in approved and certified nuclear fuel casks. One ship could easily 
accommodate 5 NLI-10/24, 11 GA-4/9 casks, or 4 fresh fuel casks needed to transport 
21.7 MTHM of fuel. Vessels for charter are available from several steamship lines (DOE 1996c). 
 
All ships entering U.S. territorial waters are required to comply with the U.S. Coast Guard safety 
regulations and are subject to U.S. Coast Guard inspection. In addition, international 
transportation of hazardous material is governed by the International Movement of Dangerous 
Goods Code, which is one of a series of safety codes associated with the International Maritime 
Organization (DOE 1996c). These requirements remain in effect today. As stated in 
Section 7.2.1, it is assumed that the reactor fuel could go to practically any country in the world. 
Once loaded, environmental impacts are a function of the miles traveled. For purposes of this 
analysis, a hypothetical maximal distance for a remote location was selected requiring a voyage 
duration of 31 days. A voyage of this duration would enable shipment between most foreign 
locations and U.S. ports. 
 
The primary impact of incident-free marine transport of fuel assemblies is to the crew of the 
ships used to carry the casks. Due to the protective qualities of the transport cask, members of 
the general public and marine life would not receive any measurable dose from the fuel 
assemblies during incident-free marine transport. In addition to the protection provided by the 
transportation casks, further protection of the public and marine life would be provided by the 
ship’s structure. Under incident-free conditions of transport, public exposure would be limited to 
the ship’s crew, and their exposure would be limited to only those crew members exposed during 
the loading and off-loading of the casks and to crew members who, on a daily basis, are required 
to inspect cargo (to ensure secure stowage) and the vessel (DOE 1996c). 
 
While loading the fuel assemblies onboard ships, inspectors, dockworkers, longshoremen, and 
crane operators would be exposed to radiation. This exposure would primarily be a function of 
the integrity of the regulatory design limits of the NRC/DOT-certified cask. It is assumed that 
loading operations would be conducted during an 8-hour period, and that five handlers would be 
involved in the loading operation at a distance of 16 ft (5 m) from the source. Four staging 
workers would be involved at a distance of 33 ft (10 m) from the source. One crane operator 
would be involved at a distance of 82 ft (25 m) from the source. After loading, it is assumed that 
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one inspector would be at a distance of 6 ft (2 m) for a period of 4 hours. In transit, it is assumed 
that inspections would be made daily, amounting to 6 total hours of exposure for a 31-day 
voyage at a distance of 6 ft (2 m). In addition, it is assumed that a chief mate would be at a 
distance of 82 ft (25 m) and a bosun (an assistant to the chief mate) at a distance of 33 ft (10 m) 
during the loading and for brief periods during each day of the voyage (DOE 1996c). 
 
While the reactor fuel was onboard the ship, individuals coming into close proximity of the 
casks, such as sailors on watch or sailors performing routine inspections, would receive minimal 
doses of radiation. Since these individuals would be performing required routine functions, the 
doses they would receive would be a function of the time of transportation. The expected 
incident-free maritime transport impacts associated with loading the fuel casks onto a ship and 
the transport of the fuel assemblies to port requiring a voyage duration of 31 days are shown in 
Tables 7.2.1.3-1 and 7.2.1.3-2. 
 

TABLE 7.2.1.3-1—Impacts During Loading and Inspection  
at the Ports for 24 MTHM of Fresh Fuel 

 Person-rem LCFs 
Handler 0.00110 6.6x10-7 
Staging 4.32×10-5 2.6x10-8 
Crane 2.70×10-6 1.6x10-9 
Inspector 0.0154 9.2×10-6 

Source: Tetra Tech 2008f 
 

TABLE 7.2.1.3-2—Impacts During Voyage Between the Ports 
for 24 MTHM of Fresh Fuel—31-Day Voyage  

 Total Voyage (31 days) 
 Person-rem LCFs 
Crew  1.05×10-5 6.3×10-9 
Population  0.00103 6.2×10-7 
Chief Mate 1.24×10-4 7.4×10-8 
Bosun 7.75×10-4 4.6×10-7 
Engineer 0.0192 1.2×10-5 
Accident Riska -- -- 

Source: Tetra Tech 2008f 
a Accident impacts are not provided for fresh fuel transportation, as information for nuclide 
inventory is not readily available. As stated in the Environmental Impact Statement for an 
Early Site Permit (ESP) at the Exelon ESP Site (NRC 2006c), potential impacts from the 
transportation of fresh fuels for contemporary reactor technologies tends to be orders of 
magnitude lower than the impacts provided for SNF in 10 CFR 51.52, and shown in  
Table S.4-1. Additionally, accident impacts would be bounded by the impacts presented 
Table 7.2.1.7-1. 

 
7.2.1.4 Return of Spent Nuclear Fuel 
 
The production of 1 GWe in LWRs would generate approximately 21.7 MT of SNF annually. 
After removing the SNF from the reactor, it would be stored, onsite, until cool enough for 
shipment. This SNF would then be placed in certified transport casks and taken to a foreign port 
of exit where it would be shipped back to the United States or to a supplier nation. Because this 
analysis assesses the potential impacts on the United States and the global commons, it is 
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assumed these shipments would go to the United States. Once in the U.S. port of entry, the SNF 
would be off-loaded from the ship and placed on a truck, barge, or railcar for shipment to a 
recycling center. The fewest full cask loads for truck, barge, and rail shipments needed to 
transport 21.7 MTHM of spent fuel would represent 22 MTHM and 25 MTHM, respectively. 
The maritime shipment analysis assumed 22 MTHM, stored in 11 truck spent fuel casks  
(GA-4/9 casks).  
 
7.2.1.5 Marine Transport of Spent Nuclear Fuel 
 
The truck cask scenario was chosen to assess marine transport impacts because it represents the 
largest loading, unloading, and inspection impacts. The SNF would be shipped in the same types 
of ships as those that shipped the fuel assemblies to the foreign reactors, as detailed in Section 
7.2.1.3. Once again, GA-4/9 and NLI-10/24 casks would be utilized for the SNF and 1 ship could 
easily accommodate the required truck casks and rail/barge casks. Although the composition of 
the SNF would be different from the fresh fuel, the volume of the fuel rod assemblies would 
remain the same and the same number of casks would be used for the return voyage. The 
external dose rate for the casks and containers containing the SNF is assumed to be 10 millirem 
per hour (mrem/hr) at a distance of 6.6 ft (2 m). While the SNF was onboard the ship, individuals 
coming into close proximity of the casks, such as sailors on watch or sailors performing routine 
inspections, would receive minimal doses of radiation. Exposure would be a function of the time 
of transport. Table 7.2.1.5-1 shows the impacts of transporting the SNF from a foreign nation 
back to a port in the United States. 

 
TABLE 7.2.1.5-1—Impacts of Transporting Spent Nuclear Fuel Casks  
from Foreign Nation Back to a United States Port—31-Day Voyage  

Total Voyage (31 days) 
 Person-rem LCFs 

Crewa 0.00201 1.2x10-6 
Populationb 0.198 1.2x10-4 
Chief Mate 0.0239 1.4x10-5 
Bosun 0.146 8.7x10-5 
Engineer 3.72 0.0022 
Accident Risk 0.00225 1.4x10-6 

Source: Tetra Tech 2008f 

a The values provided represent the daily and total voyage doses due to daily inspection processes. 
b The accident risk is for the total voyage. 

 
Transportation of SNF across large distances by ship would result in greenhouse gas emissions 
that would have an impact on air quality. Though likely to be relatively small, the environmental 
impact of such emissions would be evaluated before making any decision on implementation of 
international elements of the GNEP Program. 
 
7.2.1.6 United States Ports 
 
Once the returning ship carrying the SNF arrived at a United States port of entry, the SNF casks 
would be off-loaded onto the dock. While the casks were in port and during the time they were 
off-loaded, port workers would be exposed to small levels of radiation. Table 7.2.1.6-1 shows the 
impacts of off-loading the SNF at a United States port. Once the casks, containing the SNF, were  
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loaded onto a truck, barge, or railcar they would be shipped to a recycling center. No specific 
locations for a port or recycling center are assessed. 

 
TABLE 7.2.1.6-1—Impacts During Loading and Inspection  

at a United States Port for 22 MTHM of Spent Nuclear Fuel  
Off-loading Impacts of 22 MT SNF at United States Port of Entry 

 Person-rem LCFs 
Handler 0.605 3.6x10-4 
Staging 0.136 8.2x10-5 
Crane 0.00572 3.4x10-6 
Inspector 0.812 4.9×10-4 

Source: Tetra Tech 2008f 
 
7.2.1.7 Ground Transportation of Spent Nuclear Fuel 
 
The SNF would be loaded onto trucks, railcars, or barges, and transported to a SNF recycling 
center for processing. Once again, the GA-4/9 casks would be used for truck transport and the 
NLI-10/24 casks used for shipment by rail or barge. It is estimated that 11 truck shipments or 
5 railcars (1 shipment with 5 freight cars and 4 spacer cars) would be required to transport the 
SNF. Route options for the potential ground transportation of the SNF would depend on the 
marine port to be used and the location of the yet-to-be proposed recycling center. For purposes 
of this analysis a distance of 500 miles was assumed. 
 
Routing for shipments by truck would comply with all applicable DOT, NRC, and state 
regulatory requirements. The U.S. Interstate highway system would be used to the extent 
possible, utilizing bypasses or beltways around cities. The selection of routes would be 
consistent with specific state, local, and tribal requirements and declared preferences. All  
pre-shipment notifications and consultation requirements would be met. Table 7.2.1.7-1 shows 
the expected impacts of transporting the SNF from the U.S. port of entry to a recycling center by 
truck, barge, or rail. 

 
TABLE 7.2.1.7-1—Impacts of Shipping Spent Nuclear Fuel from a  

United States Port of Entry to a Recycling Center by Truck, Rail, or Barge 
Transportation Impacts: 

Spent Nuclear Fuel from United States Port of Entry to a Recycling Center (500 mi) 
(Note 1) 

 Truck (22 MTHM) Rail (25 MTHM) Barge (25 MTHM) 
 Person-rem LCFs Person-rem LCFs Person-rem LCFs 

Crewa 0.446 2.7x10-4 0.0135 8.1x10-6 0.00173 1.0 x10-6 
Populationa 2.23 0.0013 0.0421 2.5x10-5 1.38 x10-4 8.3 x10-8 
Stops  1.12x10-5 6.7x10-9 1.78x10-5 1.1x10-8 0 0 
Loading 4.75 0.0028 3.32 0.0020 3.32 0.0020 
Inspection 0.812 4.9x10-4 0.0738 4.4x10-5 0.0738 4.4x10-5 
Accident 4.54x10-6 2.7x10-8 3.13x10-6 1.9x10-9 1.10x10-4 6.6x10-8 

Source: Tetra Tech 2008f 
a The impacts to crew and general population are based on unit risk factors for barge transportation provided in Table J-28 of DOE 2002i. 
Note 1: No specific locations are assessed for the port or recycling center. 
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Transportation of SNF across large distances by ship, truck, and/or rail would result in 
greenhouse gas emissions that would have an impact on air quality. Though likely to be 
relatively small, the environmental impact of such emissions would need to be evaluated before 
making any future decisions on implementation of international elements of the GNEP Program. 
 
7.2.1.8 Disposition of Reusable Materials from Spent Nuclear Fuel 
 
Once at a SNF recycling center, the SNF returned from the foreign reactor would be separated 
into reusable and non-reusable constituents. This process would separate the undesirable wastes 
from the material suitable for fabricating reactor fuel. Table 4.8-4 provides estimates of the 
wastes and products for the various programmatic alternatives (note: Table 4.8-4 is based on 
100 GWe of production; for 1 GWe of production, the waste and product numbers in Table 4.8-4 
need to be divided by 100). The reusable material would be packaged in the appropriate 
NRC/DOT casks and shipped by truck, barge, or rail to a fuel fabrication center, unless the 
facilities were colocated. 
 
7.2.1.9 Disposition of Waste 
 
The recycling process for the SNF received from production of 1 GWe in LWRs would be 
expected to generate the following annual wastes: 0.25–9.2 cubic meters (m3) of HLW;  
1.9–68.5 m3 of GTCC LLW; and 0.6–382 m3 of LLW. The HLW would produce 235 times less 
thermal load on a repository compared to spent fuel. The radiotoxicity of the HLW would decay 
to the radiotoxicity of natural uranium ore in 375 years (Wigeland 2008a). This waste would be 
processed and made ready for disposal. This waste could be returned to the user nation that 
generated the SNF, remain in the United States for storage or disposal, or be sent to a supplier 
nation. If this waste were to be returned to the country that generated the SNF or to a supplier 
nation, it would be placed in the appropriate NRC/DOT-approved casks and transported by rail 
or truck to a port. Here, it would be loaded onto a ship and transported back to the country of 
origin, or to another country, for storage or disposal. The international transport of the waste 
would utilize the appropriate NRC/DOT/IAEA-approved transport casks, transport routes, and 
undergo a similar handling and inspection regimen as the SNF shipments to the United States. 
Due to the integrity of the NRC/DOT/IAEA-approved casks (both the GA-4/9 and the  
NLI-10/24) and the reduced inventory of radionuclides in the materials being transported3, 
emissions and corresponding environmental impacts from the international transport of waste 
returned to the user nation or to a supplier nation are expected to be similar to, or smaller than, 
the emissions and corresponding environmental impacts from the transport of the SNF, as 
discussed in Sections 7.2.1.5 through 7.2.1.7. 
 
7.2.1.10 Accidents 
 
7.2.1.10.1 Ground Transportation Accident  
 
Vehicular, rail, and barge accident impact estimates are included in the impact table for ground 
transportation of SNF, only, as shown in Table 7.2.1.7-1. Accident impacts are not provided for 
fresh fuel transportation, as information for nuclide inventory is not readily available. As stated 
                                                 
3 The removal of uranium and transuranic elements during recycling reduces the inventory of radionuclides requiring transport.  
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in the Environmental Impact Statement for an Early Site Permit (ESP) at the Exelon ESP Site 
(NRC 2006c), potential impacts from the transportation of fresh fuels for contemporary reactor 
technologies tend to be orders of magnitude lower than the impact estimates provided in 
10 CFR 51.52. Additionally, accident impacts would be bounded by the impacts presented in 
Table 7.2.1.7-1. The transportation route between a U.S. port that handles radioactive materials 
and a SNF recycling center (yet to be proposed) was estimated to be a distance of 500 miles, for 
modeling purposes. The population densities used in this analysis are derived from the 
WebTRAGIS model (see Appendix E for a discussion of the population densities).  
 
7.2.1.10.2 Marine Accident 
 
Information in this section was taken from the Final Environmental Impact Statement on a 
Proposed Nuclear Weapons Nonproliferation Policy Concerning Foreign Research Reactor 
Spent Nuclear Fuel (DOE 1996c). The information from that EIS is considered to be the best 
available information with respect to accidents associated with the marine transport of 
radiological materials. The maximum reasonably foreseeable accident involving marine 
transportation of nuclear materials would involve the sinking of the ship with casks containing 
SNF. If the casks were to sink anywhere in U.S. coastal waters, under the provisions of the 
Marine Protection, Research, and Sanctuaries Act, Title I (MPRSA) they would be recovered, 
regardless of depth (33 U.S.C. 1401). U.S. coastal waters, in this case, refer to waters within the 
12 mi (19 km) territorial limit. Elsewhere in the world, if the casks were to sink in coastal water 
(i.e., in water up to 660 ft. [201 m]), every effort would be made to recover them. In deeper 
waters, the recovery would be more problematic and recovery could not be guaranteed. The same 
casks loaded with about 5 MTHM of SNF were used for this analysis. The probability of a 
marine accident was estimated to be 5x10-10 (DOE 1996c). The consequence of this analysis is 
shown in Table 7.2.1.10.2-1. The analysis in Table 7.2.1.10.2-1 is based on the loss of a single 
cask. If more than one cask were lost at sea, the impacts would be expected to increase linearly 
as a function of the number of casks lost (i.e., loss of 2 casks would double the impacts). For the 
annual transport of 21.7 MTHM, a total loss of these casks at sea would be expected to increase 
the impacts shown in Table 7.2.1.10.2-1 by approximately five times.  
 

TABLE 7.2.1.10.2-1—Consequences Resulting from the Loss at Sea of a Rail  
Transportation Cask Containing Spent Nuclear Fuel 
 Coastal Waters Deep Ocean 
 Undamaged Cask Damaged Cask Damaged Cask 

Peak Individual Dose (Man) rem/yr 0.0003 0.019 1.5 x 10-8 
Peak Biota Dose (Fish) rad/yr 0.0001 0.0008 0.9 
Peak Biota Dose (Crustaceans) rad/yr 0.0001 0.0009 1.2 
Peak Biota Dose (Mollusks) rad/yr 0.0003 0.019 41 

Source: Tetra Tech 2008f 
 
7.2.1.10.3 Port Accident 
 
The only port accident considered is one in which the ship carrying the SNF is struck by another 
ship. For accidents where ships ram a fixed structure or another ship, the damage would be 
limited to the prow and to the forward-most hold, and the forces exerted on cargo in the forward 
hold would not be expected to be sufficient to damage the shipping cask. Such forces would be 
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substantially less than the forces exerted on cargo in the case where a striking ship impacts the 
cargo hold. For ships that might run aground in port, their keel structure is sufficient to limit 
damage to the cargo. Although a ship could sink, immersion to the depths of a harbor would not 
damage the integrity of the SNF cask or pose significant retrieval problems (DOE 1996c).  
 
7.2.2 Other Domestic Programmatic Alternatives 
 
This section discusses the potential environmental impacts in the United States and the global 
commons that could result from an international Reliable Fuel Services Program based on the 
domestic programmatic alternatives, other than the Fast Reactor Recycle Alternative. Under each 
of the domestic programmatic alternatives, an international Reliable Fuel Services Program 
would produce the following impacts: 
 

– Transporting Fresh Fuel from the United States to a Foreign Reactor—these impacts 
would be the same as those presented in Sections 7.2.1.1, 7.2.1.2, and 7.2.1.3 

– Transporting Spent Nuclear Fuel from a Foreign Reactor to a United States Port—these 
impacts would be the same as those presented in Sections 7.2.1.4, 7.2.1.5, and 7.2.1.6 

– Potential Accidents—these potential impacts would be the same as those presented in 
Section 7.2.1.10 

 
In addition, there are potential differences among the domestic programmatic alternatives for the 
impacts from disposition of foreign reactor SNF. These differences are shown in Table 7.2.2-1. 
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TABLE 7.2.2-1—Potential Differences Among the Domestic Programmatic Alternatives 
Related to Disposition of Foreign Reactor Spent Nuclear Fuel 

 
Disposition of 

Foreign Reactor 
SNF 

Impacts of Foreign Reactor SNF Disposition 

Fast Reactor Recycle 
Alternative 

Recycle at recycling 
center 

The recycling process for the SNF received from production of 1 GWe in LWRs 
would be expected to generate the following annual wastes: 

HLW: 0.25 – 9.2 m3 
GTCC LLW: 1.9 - 68.5 m3 
LLW: 0.6 – 382 m3 

The HLW would produce 235 times less thermal load on a repository compared to 
spent fuel. 
The radiotoxicity of the HLW would decay to the radiotoxicity of natural uranium 
ore in 375 years. 

No Action Alternative Disposal in geologic 
repository 

Approximately 25 MT of SNF (annual maximum per 1 GWe) would require 
disposal in a geologic repository. Impacts from transporting the SNF to a 
geologic repository would depend upon the distance from the United States 
port to the geologic repository (note 1).  

Thermal/Fast Reactor 
Recycle Alternative 

Recycle at recycling 
center 

The recycling process for the SNF received from production of 1 GWe in LWRs 
would be expected to generate the following annual wastes: 

HLW: 0.25 – 9.0 m3 
GTCC LLW: 1.9 - 66 m3 
LLW: 0.5 – 344 m3 

The HLW would produce 235 times less thermal load on a repository compared to 
spent fuel. 
The radiotoxicity of the HLW would decay to the radiotoxicity of natural uranium 
ore in 400 years. 

Thermal Reactor Recycle 
Alternative (option 1) 

Recycle at recycling 
center 

The recycling process for the SNF received from production of 1 GWe fin LWRs 
would be expected to generate the following annual wastes: 

HLW: 0.3 – 17.4 m3 
GTCC LLW: 3.4 – 8.7 m3 
LLW: 0.2 – 260 m3 

The HLW would produce 1.8 times less thermal load on a repository compared to 
spent fuel. 
The radiotoxicity of the HLW would decay to the radiotoxicity of natural uranium 
ore in 55,000 years. 

Thermal Reactor Recycle 
Alternative (option 2) 

Recycle at recycling 
center 

The recycling process for the SNF received from production of 1 GWe in LWRs 
would be expected to generate the following annual wastes: 

HLW: maximum of 8.0 m3 
GTCC LLW: minimum of 1.2 m3 
LLW: no data 

The HLW would produce 1.6 times less thermal load on a repository compared to 
spent fuel. 
The radiotoxicity of the HLW would decay to the radiotoxicity of natural uranium 
ore in an unknown period.  

Thermal Reactor Recycle 
Alternative (option 3) 

Recycle at recycling 
center 

There are no data to estimate the quantities of wastes produced, the thermal load 
reduction, or the radiotoxicity reduction for this option.  

Thorium Alternative Disposal in geologic 
repository 

Approximately 25 MT of SNF (annual maximum per 1 GWe) would require 
disposal in a geologic repository. Impacts from transporting the SNF to a 
geologic repository would depend upon the distance from the United States 
port to the geologic repository (note 1).  

HWR/HTGR Alternative 
(option 1—All HWR) 

Disposal in geologic 
repository 

Approximately 25 MT of SNF (annual maximum per 1 GWe) would require 
disposal in a geologic repository. Impacts from transporting the SNF to a 
geologic repository would depend upon the distance from the United States 
port to the geologic repository (note 1).  

HWR/HTGR Alternative 
(option 2—All HTGR) 

Disposal in geologic 
repository 

Approximately 25 MT of SNF (annual maximum per 1 GWe) would require 
disposal in a geologic repository. Impacts from transporting the SNF to a 
geologic repository would depend upon the distance from the United States 
port to the geologic repository (note 1).  

Note 1: If a repository were 500 miles (804 km) away from the port (which was the distance assumed for transporting the SNF from port to a 
recycling center for the Fast Reactor Recycle Alternative), the impacts would be the same as those presented in Table 7.2.1.7-1. For other 
distances, the impacts would generally vary linearly with distance. That is, if the distance from a port to a geologic repository were 1,000 miles 
(1,608 km), the impacts would be twice as much as those presented in Table 7.2.1.7-1. 
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CHAPTER 9 
GLOSSARY 

 
 
 
 
Absorbed dose: The amount of energy imparted to matter by ionizing radiation per unit mass of 
irradiated material (e.g., biological tissue), in which the absorbed dose is expressed in units of 
rad or gray (1 rad = 0.01 gray). 
 
Accelerator: An apparatus for imparting high velocities to charged particles (such as electrons, 
protons, and atomic nuclei). 
 
Actinide: One of 15 elements that lie between actinium and lawrencium on the periodic table 
(atomic numbers 89-103). Both uranium and plutonium are actinides. 
 
Activation products: Radionuclides formed by bombardment and adsorption in material with 
neutrons, protons, or other nuclear particles. For example, cobalt-60 is an activation product 
resulting from neutron activation of cobalt-59. 
 
Action level: Defined by regulatory agencies, the level of pollutants which, if exceeded, requires 
regulatory action. 
 
Acute exposure: A single, short-term exposure to radiation, a toxic substance, or other stressors 
that may result in biological harm. 
 
Activity: In regard to radioactivity, the number of nuclear transformations occurring in a given 
quantity of material per unit time. 
 
Administrative limit: A limit imposed by procedure on the quantity of a radionuclide permitted 
in a building or part of a building. This also refers to the limit allowed for radiation worker dose 
as well as accumulative radioactive material. 
  
Air Quality Control Region (AQCR): An interstate or intrastate area designated by the U.S. 
Environmental Protection Agency (EPA) for the attainment and maintenance of National 
Ambient Air Quality Standards (NAAQS). 
 
Air quality: Measure of the health-related and visual characteristics of the air, often derived 
from quantitative measurements of the concentrations of specific injurious or contaminating 
substances. Air quality standards are the prescribed level of constituents in the outside air that 
cannot be exceeded during a specific time in a specified area. 
 

Chapter 9 provides definitions of technical terms used in the Global Nuclear Energy Partnership 
(GNEP) Programmatic Environmental Impact Statement (PEIS).  
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Airborne Release Fraction (ARF): The coefficient used to estimate the amount of radioactive 
material that can be suspended in air and made available for airborne transport under a specific 
set of induced physical stresses. ARF is used, along with other factors, to determine the source 
term for an accident or event. 
 
Alpha particle: A positively charged particle ejected spontaneously from the nucleus of an atom 
during radioactive decay, having mass and charge equal to those of a helium nucleus 
(two protons and two neutrons). 
 
Ambient air: The surrounding atmosphere, usually the outside air, as it exists around people, 
plants, and structures; not considered for monitoring purposes when immediately adjacent to 
emission sources.  
 
Americium: An artificial radioactive element (atomic number 95) produced by the beta decay of 
plutonium-241. 
 
Aquifer: A body of permeable rock, rock fragments, or soil through which groundwater moves 
and is capable of yielding quantities of water to wells and/or springs. 
 
As low as reasonably achievable (ALARA): An approach to radiation protection to manage 
and control worker and public exposures (both individual and collective) and releases of 
radioactive material to the environment to as far below applicable limits as social, technical, 
economic, practical, and public policy considerations permit. ALARA is not a specific dose 
limit, but a process for minimizing doses to as far below limits as reasonable.  
 
Atmospheric dispersion: The spreading downwind of airborne material due to wind speed and 
atmospheric turbulence; the greater the spread, the greater the dilution and the smaller the 
airborne material concentrations. 
 
Attainment area: An area that the EPA has designated as being in compliance with one or more 
of the NAAQS for sulfur dioxide, nitrogen dioxide, carbon monoxide, ozone, lead, and 
particulate matter. An area may be in attainment for some pollutants but not for others.  
 
Atomic number: The number of positively charged protons in the nucleus of an atom. In an 
electrically neutral atom, the atomic number is the number of electrons.  
 
Background radiation: Radiation from: 1) cosmic sources; 2) naturally occurring radioactive 
materials, including radon (except as a decay product of source, by-product or special nuclear 
material [SNM]); and 3) global fallout as it exists in the environment (e.g., from the testing of 
nuclear explosive devices).  
 
Beryllium (Be): A toxic and extremely lightweight metallic element with the atomic number 4. 
It is sometimes used in reactors as a neutron reflector. 
 
Beta particle: A negatively charged electron or a positively charged positron emitted from a 
nucleus during radioactive decay. 
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Beyond-design-basis accident: A beyond-design-basis accident is a hypothetical postulated 
scenario more severe than a design-basis accident. It generally assumes multiple failures of 
engineered safety systems and would be expected to occur less than once in a million years. 
 
Bioassay: Measurement of the amount or concentration of radioactive material in the body or in 
biological material excreted from or removed from the body and analyzed for the purposes of 
estimating the quantity of radioactive material in the body. This typically includes analysis of 
urine samples, fecal samples, and whole-body scans or lung counts. 
 
Biota: The plant and animal life of a region. 
 
Blowdown: Water discharged from cooling towers in order to control total dissolved solids 
concentrations by allowing make-up water to replenish cooling apparatuses. 
 
Bounding analysis: A bounding analysis is an analysis designed to identify the range of 
potential impacts or risks, both upper and lower. 
 
Breed: The process of producing more fissile material than is consumed. 
 
Breeder Reactor: A nuclear reactor that produces more fissile material than it burns. 
 
Burnup: Measurement of the fissile material consumed via fissioning during fuel irradiation. 
 
By-product material: As defined in the Atomic Energy Act of 1954 (AEA), as amended, any 
radioactive material (except SNM) yielded in or made radioactive by exposure to the radiation 
incident to the process of producing or utilizing special nuclear material, and the tailings or 
wastes produced by the extraction or concentration of uranium or thorium from any ore 
processed primarily for its source material content. 
 
Cadmium (Cd): A soft, bluish-white metallic element (atomic number 48) occurring primarily 
in zinc, copper, and lead ores, that is easily cut with a knife and is used in low-friction, fatigue-
resistant alloys, solders, dental amalgams, nickel-cadmium storage batteries, nuclear reactors 
shields, and in rustproof electroplating.  
 
Cancer: A group of diseases characterized by uncontrolled cellular growth. Increased incidence 
of cancer can be caused by exposure to radiation or to certain chemicals at sufficient 
concentrations and exposure durations. 
 
Candidate species: Species for which the U.S. Fish and Wildlife Service has enough substantive 
information on biological status and threats to support proposals to list them as threatened or 
endangered under the Endangered Species Act. Listing is anticipated but has been precluded 
temporarily by other listing activities. 
 
CANDU: Canada Deuterium Uranium reactor, a pressurized heavy water-cooled power reactor 
that uses natural uranium or slightly enriched uranium fuel. 
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Canister: A stainless-steel container used for the storage, transport, and/or disposal of nuclear 
materials. 
 
Capacity factor: A power production performance measure that compares the amount of power 
actually produced per year to the maximum power output possible. This measure is typically 
expressed as a fraction or percentage of the megawatt hours (MWh) produced relative to the 
possible MWh that would have been produced had the unit or system operated every hour of the 
year. 
 
Carbon dioxide (CO2): A colorless, odorless, atmospheric gas generated primarily through the 
combustion of fossil fuels and the most common of gases generally attributed to creating “global 
warming.” 
 
Carbon monoxide (CO): A colorless, odorless gas that is toxic if breathed in high 
concentrations over a period of time. 
 
Carcinogen: A substance that directly or indirectly causes cancer.  
 
Cask: A specially designed container used for shipping, storage, or disposal of radioactive 
material that affords protection from accidents and provides shielding for radioactive material. 
The design includes special shielding, handling, and sealing features to provide positive 
containment and minimize personnel exposure. 
 
Cesium (Cs): A chemical element with the atomic number 55. A radioactive isotope of cesium, 
cesium-137, is a common fission product.  
 
Chronic exposure: The absorption of radiation or intake of radioactive and/or chemical 
materials over a long period of time. 
 
Cladding: The metal tube that forms the outer jacket of a nuclear fuel rod. It protects the fuel 
elements, provides structural support, and prevents the release of radioactive material into the 
coolant. Stainless steel and zirconium alloys are commonly used cladding materials.  
 
Code of Federal Regulations (CFR): A codification of all regulations promulgated by Federal 
agencies. 
 
Collective dose equivalent and collective committed effective dose equivalent: The sums of 
the dose equivalents or effective dose equivalents to all individuals in an exposed population 
within 50 miles (mi) (80 kilometers [km]) of the radiation source. These are evaluated by 
multiplying the dose received by an individual at each location by the number of individuals 
receiving that dose, and summing over all such products for locations within 50 mi (80 km) of 
the source. They are expressed in units of person-rem or person-sievert. The collective effective 
dose equivalent (EDE) is also referred to as the “population dose.” 
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Committed effective dose equivalent (CEDE): The calculated effective dose to an individual 
after exposure to radiation summed over the life of the individual. CEDE assumes a 70-year 
exposure period for the general population and a 50-year exposure period for the worker 
population.  
 
Confined aquifer: An aquifer bounded above and below by impermeable beds, or beds of 
distinctly lower permeability than that of the aquifer itself. 
 
Consumptive water use: The difference in the volume of water withdrawn from a body of water 
and the amount released back into the body of water. 
 
Containment barrier: In the context of a Spent Nuclear Fuel (SNF) shipment or a high-level 
waste repository, a barrier to release of radioactivity made by man, such as a corrosion-resistant 
container. 
 
Control rod: A rod containing material such as boron that is used to modulate and control the 
power of the fuel of a nuclear reactor. By absorbing excess neutrons, a control rod prevents the 
neutrons from causing further fissions; i.e., increasing power. 
 
Conversion ratio: A measure of the efficiency by which a fast reactor consumes transuranics. 
 
Cooling water: Water pumped into a nuclear reactor or accelerator to cool components and 
prevents damage from the intense heat generated when the reactor or accelerator is operating. 
 
Copper (Cu): A ductile, malleable, reddish-brown metallic element (atomic number 29) that is 
an excellent conductor of heat and electricity and is widely used for electrical wiring, water 
piping, and corrosion-resistant parts, either pure or in alloys such as brass and bronze. 
 
Cosmic radiation: Radiation with very high energies originating outside the Earth’s atmosphere 
which is one source contributing to natural background radiation. 
 
Criteria Air Pollutants: In 40 CFR Part 50, the EPA has identified seven specific pollutants that 
have well-known adverse affects on human health and welfare. These seven pollutants are called 
criteria pollutants, and they include CO, nitrogen dioxide (NO2), various oxides of sulfur (SOx), 
ozone (O3), lead (Pb), and two categories of particulate matter (PM), PM10 and PM2.5.  
 
Critical habitat: “Specific area within the geographical area occupied by [an endangered or 
threatened] species…, essential to the conservation of the species and which may require special 
management considerations or protection; and specific areas outside the geographical area 
occupied by the species…that are essential for the conservation of the species” (Endangered 
Species Act, Section 3). 
 
Criticality: A nuclear chain reaction that is self-sustaining. This occurs in a nuclear reactor as a 
controlled reaction to produce energy.  
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Cultural resources (historic): Material remains, such as trash dumps and architectural features, 
including structures, foundations, basements, and wells; any other physical alteration of the 
landscape, such as ponds, roads, landscaping, and fences. 
 
Cultural resources (prehistoric): Any material remains of items used or modified by people, 
such as artifacts of stone, bone, shellfish, or wood. Animal bone, fish remains, bird bone, or 
shellfish remains used for foods are included. Physical alteration of the landscape, such as 
hunting blinds, remains of structures, excavated house pits, and caches of artifacts or 
concentrations of stones (such as cooking stones) are also prehistoric cultural resources. 
 
Curie (Ci): A unit of measurement of radioactivity defined as the amount of radioactive material 
in which the decay rate is 3.7×1010 disintegrations per second or 2.22×1012 disintegrations per 
minute: 1 curie is approximately equal to the decay rate of 1 gram of pure radium.  
 
Damage Ratio (DR): The fraction of the material-at-risk impacted by accident-generated 
conditions. 
 
Decay heat: The heat produced by the decay of certain radionuclides. 
 
Decay, radioactive: The decrease in the amount of radioactive material with the passage of time, 
due to the spontaneous emission of either alpha or beta particles from the atomic nuclei, often 
accompanied by gamma radiation. 
 
Decommissioning: The process of removing a facility from operation, followed by 
decontamination, entombment, dismantlement, or conversion to another use. 
 
Decontamination: The actions taken to reduce or remove substances that pose a substantial 
present or potential hazard to human health or the environment—such as radioactive or chemical 
contamination of facilities, soil, or equipment—by washing, chemical action, mechanical 
cleaning, or other techniques. 
 
Depleted uranium: Uranium which has a lower proportion of the fissile isotope U-235 than is 
found in naturally occurring uranium, i.e., less than approximately 0.711 percent by weight 
U-235.  
 
Deposition: A comprehensive term used for the various ways that compounds precipitate from 
the atmosphere and deposit onto surfaces.  
 
Derived Concentration Guide: Concentrations of radionuclides in water and air that could be 
continuously consumed or inhaled for one year and not exceed the U.S. Department of Energy 
(DOE) primary radiation standard to the public (100 mrem/year EDE). 
 
Deterministic: With results determined by input assumptions and data, but without the 
probability of occurrence. 
 
Deuterium: A hydrogen isotope that is twice the mass of ordinary hydrogen and that occurs 
naturally in water; also called heavy hydrogen. 
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Dose: The energy imparted to matter by ionizing radiation; the unit of absorbed dose is the rad, 
equal to 0.01 joules per kilogram for irradiated material in any medium. Various technical 
terms—such as dose equivalent, effective dose equivalent, and collective dose—are used to 
evaluate the amount of radiation an exposed individual or population receives. 
 
Dose equivalent: The product of absorbed dose in rad (or gray) in tissue and a quality factor 
representing the relative damage caused to living tissue by different kinds of radiation, and 
perhaps other modifying factors representing the distribution of radiation, etc., expressed in units 
of rem or sievert (1 rem = 0.01 sievert). 
 
Dosimeter: A portable detection device for measuring the total accumulated exposure to 
ionizing radiation. 
 
Dosimetry: The theory and application of the principles and techniques of measuring and 
recording radiation doses. 
 
DUPIC (direct use of spent PWR fuel in CANDU): Fuel cycle that fabricates heavy water 
reactor fuel from pressurized water reactor (PWR) spent fuel by using dry thermal/mechanical 
processes without separating stable fission products. 
 
Effective dose equivalent: An estimate of the total risk of potential effects from radiation 
exposure, it is the summation of the products of the dose equivalent and weighting factor for 
each tissue. The weighting factor is the decimal fraction of the risk arising from irradiation of a 
selected tissue to the total risk when the whole body is irradiated uniformly to the same dose 
equivalent. These factors permit dose equivalents from nonuniform exposure of the body to be 
expressed in terms of an effective dose equivalent that is numerically equal to the dose from a 
uniform exposure of the whole body that entails the same risk as the internal exposure.  
 
Effluent: A waste stream flowing into the atmosphere, surface water, ground water, or soil. Most 
frequently the term applies to wastes discharged to surface waters. 
 
Emergency Response Planning Guidelines: Estimates of concentration ranges at which 
adverse effects can be expected if exposure to a specific chemical lasts more than 1 hour. 
 
Emergency Response Planning Guidelines-1 (ERPG-1): The maximum airborne 
concentration below which it is believed that nearly all individuals could be exposed for up to 
1 hour without experiencing other than mild transient and adverse health effects or perceiving a 
clearly defined, objectionable odor. 
 
Emergency Response Planning Guidelines-2 (ERPG-2): The maximum airborne 
concentration below which it is believed that nearly all individuals could be exposed for up to 
1 hour without experiencing or developing irreversible or other serious health effects or 
symptoms which could impair an individual’s ability to take protective action. 
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Emergency Response Planning Guidelines-3 (ERPG-3): The maximum airborne 
concentration below which it is believed that nearly all individuals could be exposed for up to 
1 hour without experiencing or developing life-threatening health effects. 
 
Emission sources: Based on the criteria pollutant emission potential, a stationary emission 
source is designated as either a minor source or a major source. This designation (minor or 
major) determines the applicable state and federal permit requirements, as well as the 
requirements for an impact analysis. A large emission source is generally required to apply for 
both a preconstruction permit and an operations permit. The major source emission thresholds 
for a preconstruction permit are not the same as major source emission thresholds for an 
operations permit. Therefore, a new source can be designated as minor with respect to 
preconstruction permit, but major with respect to the operations permit. In addition, a source can 
be designated as minor or major with respect to Hazardous Air Pollutants (HAPs) emissions. 
This designation determines the applicable National Emissions Standards for Hazardous Air 
Pollutants (NESHAP) requirements for the source. 
 
Endangered species: Species of plants and animals that are threatened with either extinction or 
serious depletion in their range and that are formally listed as such by the U.S. Fish and Wildlife 
Service and that are legally protected. 
 
Engineered barriers: Manmade components of a system designed to prevent the release of 
radionuclides into the environment. These barriers include the radioactive waste form, 
radioactive waste canisters, and other materials placed over and around such canisters. 
 
Enriched uranium: Uranium, in which the proportion of U-235 to U-238 has been increased 
above the natural approximately 0.711 percent U-235. Reactor-grade uranium is usually  
3 to 5 percent U-235.  
 
Enrichment: The physical process of increasing the proportion (or ratio) of U-235 to U-238 to 
make the mixture more usable as nuclear fuel. 
 
Environmental Impact Statement (EIS): The detailed written statement that is required by 
section 102(2)(C) of the National Environmental Policy Act (NEPA) for a proposed major 
Federal action significantly affecting the quality of the human environment. A DOE EIS is 
prepared in accordance with applicable requirements of the Council on Environmental Quality 
NEPA regulations in 40 CFR Parts 1500-1508, and the DOE NEPA regulations in 10 CFR Part 
1021. The statement includes, among other information, discussions of the environmental 
impacts of the proposed action and all reasonable alternatives, adverse environmental effects that 
can not be avoided should the proposal be implemented, the relationship between short-term uses 
of the human environment and enhancement of long-term productivity, and any irreversible and 
irretrievable commitments of resources. 
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Environmental justice: The fair treatment of people of all races, cultures, national origins, 
incomes, and educational levels with respect to the development, implementation, and 
enforcement of environmental laws, regulations, and policies. Fair treatment implies that no 
population of people should be forced to shoulder a disproportionate share of the negative 
environmental impacts of pollution or environmental hazards due to a lack of political or 
economic strength. 
 
Exponential notation: A means of expressing large or small numbers in powers of 10. For 
example, 4.3×106 = 4,300,000 and 4.3×10-5 = 0.000043. This relationship is also sometimes 
expressed in the form 4.3E+6 = 4,300,000, and 4.3E-5 = 0.000043. 
 
Exposure: The condition of being made subject to the action of radiation or toxic material. 
Sometimes also used as a generic term to refer to the dose of radiation absorbed by an individual 
or population. Each exposure pathway includes a source or a release from a source, an exposure, 
and an exposure pathway or route. 
 
Exposure assessment: The determination of the magnitude, frequency, duration, and route of 
exposure. 
 
Exposure pathway: The course a chemical or physical agent takes from the source to the 
exposed organism. An exposure pathway describes a unique mechanism by which an individual 
or population is exposed to chemicals or physical agents at or originating from a release site.  
 
Expression of Interest (EOI): An offer made by a supplier; usually in response to a publicly 
advertised invitation, for the supply of a specific requirement. 
 
External exposure: Radiation exposure from sources outside of the body, e.g., from cloud 
passage, material deposited on the ground, and nearby surfaces. 
 
Fast neutrons: A free neutron with a kinetic energy level close to 1 megaelectron-volt (MeV) 
(10 TJ/kg), hence a speed of 14,000 km/s. The fast neutrons are distinguished from lower-energy 
thermal neutrons, and high-energy neutrons produced in cosmic showers or accelerators, in that 
they are produced by nuclear processes such as nuclear fission. 
 
Fault (faultline): A fracture in the Earth’s crust accompanied by displacement of one side of the 
fracture with respect to the other and in a direction parallel to the fracture. 
 
Federal facility: A facility that is owned or operated by the Federal Government. 
 
Federal Facility Agreement (FFA): A negotiated agreement that specifies required actions at a 
Federal facility as agreed upon by various agencies (e.g., EPA, a relevant state agency and 
DOE). 
 
Federal Register: A document published daily by the Federal Government containing 
notification of government agency actions, including notification of EPA and DOE decisions 
concerning permit applications, NEPA actions, and rulemaking. 
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Federally listed species: A species, which pursuant to the Endangered Species Act of 1973, has 
been determined by the U.S. Fish and Wildlife Service to be of concern. See “Threatened, 
endangered, candidate, or rare species.” 
 
Fertile material: A term used to describe nuclides which generally themselves do not undergo 
induced fissions (fissionable by thermal neutrons) but from which fissile material is generated by 
neutron absorption and subsequent nuclei conversions. 
 
Fissile material/fissile isotope: An isotope that readily fissions after absorbing a neutron of any 
energy, either slow or fast. 
 
Fission: The splitting of a heavy atomic nucleus into two or more nuclei of lighter elements, 
accompanied by the release of energy and the release of one or more neutrons. It can occur 
spontaneously or be induced by neutron bombardment. It is the fundamental principle by which 
nuclear power reactors work. 
 
Fission Product: The atoms formed by the fission of heavy elements such as uranium. 
 
Fissionable material: Material that will undergo nuclear fission when exposed to neutrons.  
 
Floodplain: The valley floor adjacent to the incised channel of a stream, which may be flooded 
during high water.  
 
Footprint: The area of ground covered or taken up by the layout of a facility on the ground; 
refers also to an area affected by release of radioactive materials. 
 
Fuel assembly: A cluster of fuel rods that are inserted into a reactor core. Also called a fuel 
element.  
 
Fuel Cycle: The progression of nuclear fuel through a series of differing stages. It consists of 
steps in the front end, which are the preparation of the fuel, steps in the service period in which 
the fuel is used during reactor operation, and steps in the back end, which are necessary to safely 
manage, contain, and either reprocess or dispose of SNF. If SNF is not reprocessed, the fuel 
cycle is referred to as an open fuel cycle (or a once-through fuel cycle). If the SNF is reprocessed, 
it is referred to as a closed fuel cycle. 
 
Fuel rod: Nuclear reactor component that includes the fissile material, which combined with 
other fuel rods form the fuel assembly. 
 
Fugitive dust: The dust released from activities such as construction, manufacturing, or 
transportation. 
 
Fugitive emissions: Uncontrolled emissions to the atmosphere from pumps, valves, flanges, 
seals, and other process points not vented through a stack. Also includes emissions from area 
sources such as ponds, lagoons, landfills, and piles of stored material. 
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Funding Opportunity Announcement (FOA): A publicly available document by which a 
Federal agency makes known its intentions to award discretionary grants or cooperative 
agreements, usually as a result of competition for funds. Funding opportunity announcements 
may be known as program announcements, requests for applications, notices of funding 
availability, solicitations, or other names depending on the agency and type of program.  
 
Gamma radiation: Short-wavelength electromagnetic radiation emitted from the atomic nucleus 
with typical energies ranging from 10 kiloelectron-volts (keV) to 9 MeV. Individual gammas 
considered as particles are also called photons. Gamma radiation frequently accompanies alpha 
and beta emissions and always accompanies fission. Gamma rays are very penetrating and are 
best stopped or shielded against by dense materials such as lead or uranium. Gamma rays are 
similar to x-rays, but are usually more energetic.  
 
Gaussian plume: The distribution of material (a plume) in the atmosphere resulting from the 
release of pollutants from a stack or other source. The distribution of concentrations about the 
centerline of the plume, which is assumed to decrease as a function of its distance from the 
source and centerline (Gaussian distribution), depends on the mean wind speed and atmospheric 
stability. 
 
Geologic repository: See “Repository.” 
 
Global commons: The environment outside the jurisdiction of any nation (e.g., the oceans or 
Antarctica). 
 
Global warming: The theory that increasing concentrations of certain gases such as carbon 
dioxide, methane, and other gases in the Earth's atmosphere are effectively reducing radiant 
cooling, thus elevating the Earth's ambient temperatures. 
 
Glovebox: A sealed box in which workers, while remaining outside and using gloves attached to 
and passing through openings in the box, can safely handle and work with radioactive materials, 
other hazardous materials, and non-hazardous air-sensitive compounds. 
 
Gram (g): The standard metric measure of weight approximately equal to 0.035 ounce. 
 
Greater-Than-Class-C low-level radioactive waste (GTCC LLW): As defined by the Nuclear 
Regulatory Commission in 10 CFR 72.3, low-level radioactive waste that exceeds the 
concentration limits of radionuclides established for Class C waste in 10 CFR 61.55. 
GTCC LLW is generated by U.S. Nuclear Regulatory Commission (NRC) or Agreement State-
licensed activities.  
 
Greenhouse gases: Thermal gases in the earth’s atmosphere, which absorb heat radiation form 
the earth’s surface and re-radiate it, thereby warming the earth. CO2, water vapor (H2O), and 
methane (CH4) are the most important greenhouse gases. A higher level of greenhouse gases in 
the environment, i.e. due to the combustion of fossil fuels, can enhance the greenhouse effect and 
generally is considered to contribute to global warming.  
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Grid-appropriate reactor: Small electricity producing reactor that could be used in countries 
with limited infrastructures. 
 
Gross alpha: The concentration of all alpha-emitting radionuclides in a sample. 
 
Gross beta: The concentration of all beta-emitting radionuclides in a sample. 
 
Groundwater: Water below the ground surface in the saturated zone. 
 
Habitat: Area in which a plant or an animal lives. 
 
Half-life (biological): The time required for the body to eliminate one-half of an administered 
dosage of any substance by regular processes of elimination. 
 
Half-life (ecological): The time required for the removal of one-half of the amount of a material 
deposited in the local environment. 
 
Half-life (radiological): The time required for one-half the radioactive atoms in a given amount 
of material to decay; for example, after one half-life, half of the atoms will have decayed; after 
two half-lives, three-fourths; after three half-lives, seven-eighths; and so on, exponentially. 
 
Hazardous Air Pollutants (HAPs): HAPs are any of the pollutants listed in or pursuant to 
Section 112(b) of the Clean Air Act.  
 
Hazardous chemical: Any chemical that is a physical and/or a health hazard as defined by the 
Occupational Safety and Health Administration (29 CFR 1910.1201). For Superfund 
Amendments and Reauthorization Act (SARA) Title III, Section 311, the term is defined the 
same with certain named exceptions. 
 
Hazardous material: A substance or material, including hazardous substances, which have been 
determined by the U.S. Secretary of Transportation to be capable of posing an unreasonable risk 
to health, safety, and property.  
 
Hazardous waste: Waste regulated under the Resource Conservation and Recovery Act that, if 
managed improperly, could pose a threat to human health and the environment.  
 
Heavy Water Reactor (HWR): Nuclear reactors using heavy water as a neutron moderator. 
Heavy water is deuterium oxide, D2O. Deuterium is an isotope of hydrogen. 
 
High-efficiency particulate air (HEPA) filter: An extended-media, dry type filter used to 
capture particulates from an air stream. HEPA collection efficiencies are at least 99.97 percent 
for 0.3 micrometer diameter particles. 
 
High (or Highly) enriched uranium: Uranium whose content of the fissile isotope uranium-235 
has been increased through enrichment to 20 percent or more (by weight). 
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High-level radioactive waste (HLW): As defined by the Nuclear Waste Policy Act of 1982, as 
amended, means the highly radioactive material resulting from the reprocessing of spent nuclear 
fuel, including liquid waste produced directly in reprocessing and any solid material derived 
from such liquid waste that contains fission products in sufficient concentrations; and other 
highly radioactive material that NRC, consistent with existing law, determines by rule requires 
permanent isolation.  
 
High temperature gas-cooled reactor (HTGR): A nuclear reactor that is cooled by gas 
(usually helium) and is able to achieve relatively high operating temperatures compared to other 
reactor types.  
 
Historic resources: The sites, districts, structures, and objects considered limited and 
nonrenewable because of their association with historic events, persons, social, or historic 
movements. 
 
Hot cell: A heavily shielded room that is maintained at a negative pressure and contains remote 
handling equipment and viewing systems to support work with radioactive material. 
 
Impact: The positive or negative effect, influence, or imprint of an activity on the environment 
including direct or primary effects, caused by the project and occurring at the same time and 
place, including indirect or secondary effects, and caused by the project and occurring later in 
time or farther removed in distance, but still reasonably foreseeable. Indirect or secondary effects 
may include growth-inducing or other effects related to the changes in the pattern of land use, 
population density, growth rate, and related effects on air and water and other natural systems, 
including ecosystems. 
 
Infrastructure: Physical support systems needed to operate a facility including electric 
distribution systems, water supply systems, sewage disposal systems, roads, etc. 
 
Ingestion dose: An internal dose resulting from the oral intake of food, water, soil, or other 
media contaminated with radioactive material. 
 
Input parameters: Variables needed to run a mathematical model. 
 
In-situ: Refers to conducting an activity in place without excavation, as in-place (in-situ) mining 
of uranium ore by leaching. 
 
Internal exposure: Radiation exposure from sources inside the body from materials ingested, 
inhaled, or (in the case of tritium) absorbed through the skin. 
 
International Atomic Energy Agency (IAEA): The world’s center of cooperation in the 
nuclear field. It was set up as the world’s “Atoms for Peace” organization in 1957 within the 
United Nations family. The Agency works with its Member States and multiple partners 
worldwide to promote safe, secure and peaceful nuclear technologies. 
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International Commission on Radiological Protection (ICRP): An international organization 
that studies radiation, including its measurement and effects. 
 
Inventory: The amount of a radioactive or hazardous material present in a building or a facility. 
 
Involved worker: Worker who would participate in a proposed action. 
 
Isoconcentration map: A map showing contours of equal concentration of a contaminant. 
 
Isotopes: Forms of an element having the same number of protons in their nuclei, but with 
differing numbers of neutrons. 
 
Joule: The basic Système International d’Unités (SI) unit of work or energy. The amount of 
energy exerted when a force of one Newton is applied over a displacement of one meter. 
 
Laboratories, heavy: Laboratories characterized by high-bay construction, overhead cranes, and 
in some cases, shielding. Heavy laboratories are typically used for large research apparatus or 
large mechanical test equipment. 
 
Laboratories, light: Laboratories characterized by small equipment and apparatus, typically 
used for direct bench-scale research. 
 
Land use: The purpose or activity for which a piece of land and/or its buildings is designed, 
arranged, or intended, or for which it is occupied or maintained. 
 
Laser: A device for producing monochromic (single-color) “light” in a coherent beam. This 
condition creates a beam with little scattering having a high concentration of energy per unit area 
of the beam. 
 
Latent cancer fatality (LCF): The excess cancer fatalities in a population due to exposure to a 
carcinogen or ionizing radiation. 
 
Lead (Pb): A soft, malleable, ductile, bluish-white, dense metallic element (atomic number 82) 
extracted chiefly from galena and used in containers and pipes for corrosives, solder and type 
metal, bullets, radiation shielding, paints and antiknock compounds. It is very resistant to 
corrosion but tarnishes upon exposure to air. 
 
Leak Path Factor (LPF): The fraction of airborne materials transported from containment or 
confinement deposition or filtration mechanism (e.g., fraction of airborne material in a glovebox 
leaving the glovebox under static conditions, fraction of material passing through a HEPA filter). 
LPF is one of the factors used to calculate the source term for an accident or event. 
 
Level of concern: The concentration of an extremely hazardous substance (EHS) in air above 
which there may be serious irreversible health effects or death as a result of a single exposure for 
a relatively short period of time. 
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Light Water Reactor (LWR): A nuclear power reactor using water to cool the reactor and to 
moderate (slow down) neutrons. It belongs to the class of nuclear power plants called “thermal 
reactors.”  
 
Loss-of-coolant accident: An accident that results from the loss of reactor coolant because of a 
break in the reactor coolant system. 
 
Low-enriched uranium (LEU): Uranium with uranium-235 enriched above the natural 
concentration (approximately 0.711 percent) but below 20 percent; highly enriched uranium 
(HEU) is enriched to 20 percent or higher U-235. 
 
Low-income status: Based on Census Bureau data definitions of individuals below the poverty 
line. For the 2000 Census, for example, low-income status included individuals in 4-person 
families with 1999 income at or below $17,029. Other poverty thresholds are provided by the 
Census Bureau for larger and smaller family sizes. 
 
Low-level radioactive waste (LLW): As defined in the Low-Level Radioactive Waste Policy 
Amendments Act (LLRWPAA) of 1985, as amended, means radioactive material that is not high-
level radioactive waste, spent nuclear fuel, or byproduct material, as defined in section 11e.(2) of 
the Atomic Energy Act of 1954; and radioactive material that NRC, consistent with existing law 
and in accordance with paragraph (A) of section 2(9) of the LLRWPAA, classifies as low-level 
radioactive waste. The term “low-level radioactive waste” does not include byproduct material as 
defined in paragraphs (3) and (4) of section 11e. of the Atomic Energy Act of 1954. 
 
Magnitude: A measure of the strength of an earthquake or the strain energy released by it; the 
logarithm of the amplitude of motion recorded on a seismograph. 
 
Material-at-risk: The maximum amount of the referenced material that is involved in the 
process and thus at risk in the event of a postulated accident. Material locked in a secure storage 
is not considered to be material-at-risk.  
 
Maximally exposed individual (MEI): A hypothetical member of the public at a fixed location 
who, over an entire year, receives the maximum effective dose equivalent (summed over all 
pathways) from a given source of radionuclide releases to air. Generally, the MEI is different for 
each source at a site. 
 
Maximum credible accident: An accident that has the greatest offsite consequences from 
hazardous material release and that has a frequency of occurrence greater than 10-6 per year, 
when credit for mitigation is allowed. Such an accident is one of the set of reasonably 
foreseeable accidents. 
 
Mercury (Hg): A metallic element primarily obtained by reduction from cinnabar, one of its 
ores. It is a heavy, opaque, glistening liquid (commonly called quicksilver), and is used in 
barometers, thermometers, etc., (atomic number 80).  
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Meteorology: The science dealing with the atmosphere and its phenomena, especially as it 
relates to weather. 
 
Metric tons of heavy metal (MTHM): Quantities of spent nuclear fuel are traditionally 
expressed in terms of metric tons of heavy metal (typically uranium), without the inclusion of 
other materials, such as cladding, alloy materials, and structural materials. A metric ton is 
1,000 kilograms, which is equal to about 2,200 pounds.  
 
Millirem (mrem): One-one-thousandth of a rem (see “Rem”). 
 
Minority populations: Includes individuals who report themselves as belonging to any of the 
following racial groups: Black (reported their race as “Black or Negro,” or reported entries such 
as “African American, Afro-American, Black Puerto Rican, Jamaican, Nigerian, West Indian, or 
Haitian”); American Indian; Eskimo or Aleut; Asian or Pacific Islander; or “Other Race.” In 
addition, individuals identifying themselves as Hispanic origin are also included in the minority 
category. Hispanics can be of any race, however. To avoid double-counting minority Hispanic 
individuals, only white Hispanics were included in the number of racially based minorities in a 
tabulation, since nonwhite Hispanics had already been counted under their minority racial 
classification. Minority populations exist where either: (a) the minority population of the affected 
area exceeds 50 percent or (b) the minority population percentage of the affected area is 
meaningfully greater than in the general population or other appropriate unit of geographic 
analysis (such as a governing body's jurisdiction, a neighborhood, census tract, or other similar 
unit). Minority populations include either a single minority group or the total of all minority 
persons in the affected area. They may consist of groups of individuals living in geographic 
proximity to one another or a geographically dispersed/transient set of individuals (such as 
migrant workers or Native Americans), where either type of group experiences common 
conditions of environmental exposure or effect. (See “environmental justice” and “low-income 
status”.) 
 
Mitigate: 1) To avoid an impact altogether by not taking a certain action or parts of an action;  
2) to minimize impacts by limiting the degree or magnitude of an action and its implementation; 
3) to rectify an impact by repairing, rehabilitating, or restoring the affected environment; 4) to 
reduce or eliminate the impact over time by preservation and maintenance operations during the 
life of an action; or 5) to compensate for an impact by replacing or providing substitute resources 
or environments. 
 
Mixed fission products: The ensemble of fission products resulting from the fission of a heavy 
element such as uranium. See “Fission.” 
 
Mixed Oxide (MOX) Fuel: Reactor fuel made with a physical blend of oxides of different 
elements, such as uranium and plutonium. 
 
Mixed waste: Radioactive waste that contains both (a) source, special nuclear, or by-product 
material subject to the Atomic Energy Act of 1954, as amended, and (b) a hazardous component 
subject to the Resource Conservation and Recovery Act (RCRA), as amended. 
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Model: A conceptual, mathematical, or physical system obeying certain specified conditions, 
whose behavior is used to understand the physical system to which it is analogous. 
 
Modular Helium-cooled Reactor (MHR): The MHR is a type of gas-cooled reactor that is a 
candidate for hydrogen production using either thermochemical or high temperature electrolysis 
(HTE) processes. The overall efficiencies of these processes depend strongly on their process 
temperatures. The MHR has the capability of delivering coolant at very high temperature.  
 
Mutagen: A substance that causes genetic or inheritable defects. 
 
National Ambient Air Quality Standards (NAAQS): Air quality standards established by the 
Clean Air Act, as amended. The primary NAAQS are intended to protect the public health with 
an adequate margin of safety, and the secondary NAAQS are intended to protect the public 
welfare from any known or anticipated adverse effects of a pollutant. 
 
National Emission Standards for Hazardous Air Pollutants (NESHAP): A set of national 
emission standards for listed hazardous pollutants emitted from specific classes or categories of 
new and existing sources. These were implemented in the Clean Air Act Amendments of 1977. 
 
National Environmental Policy Act (NEPA): NEPA is the basic national charter for protection 
of the environment. It establishes policy, sets goals (in Section 101), and provides means (in 
Section 102) for carrying out the policy. Section 102(2) contains “action-forcing” provisions to 
ensure that Federal agencies follow the letter and spirit of the Act. For major Federal actions 
significantly affecting the quality of the human environment, Section 102(2)(C) of NEPA 
requires Federal agencies to prepare a detailed statement that includes the environmental impacts 
of the proposed action and other specified information. 
 
National Pollutant Discharge Elimination System (NPDES): Federal regulation under the 
Clean Water Act that requires permits for discharges into surface waterways. 
 
National Register of Historic Places (NRHP): A register of districts, sites, buildings, 
structures, and objects significant in American history, architecture, archaeology, engineering, 
and culture. It is maintained by the Department of Interior and was established pursuant to the 
National Historic Preservation Act of 1966, as amended. 
 
Natural uranium: Uranium as it occurs in nature. The natural substance is approximately 
99.28 percent U-238, 0.711 percent U-235, and 0.0055 percent U-234.  
 
Neutron: An uncharged elementary particle with a mass slightly greater than that of the proton, 
found in the nucleus of every atom heavier than hydrogen-1; a free neutron is unstable and 
decays with a half-life of about 13 minutes into an electron and a proton. 
 
Nonattainment area: An air quality control region (or portion thereof) in which the EPA has 
determined that ambient air concentrations exceed national ambient air quality standards for one 
or more criteria pollutants. 
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Nonhazardous wastes: Routinely generated, nonhazardous solid wastes include general facility 
refuse such as paper, cardboard, glass, wood, plastics, scrap, metal containers, dirt, and rubble.  
 
Noninvolved worker: Worker who would be on the site of an action but would not participate in 
the action. 
 
Non-ionizing radiation: Non-ionizing radiation includes the spectrum of ultraviolet (main 
sources are the sun and some industrial equipment such as welding arcs), visible light, infrared 
(sources are emitters of heat–for example, furnaces and heat lamps), microwave and radio 
frequency (sources include microwave ovens, radio emitters and cell phones), and extremely low 
frequency radiation (produced by power lines, electrical wiring, and electrical equipment).  
 
Nonpoint source: Any nonconfined area from which pollutants are discharged into a body of 
water (e.g., agricultural runoff, construction runoff, and parking lot drainage), or into air (e.g., 
fugitive dust from construction sites). 
 
Normal operations: All conditions that frequency estimation techniques indicate occur with a 
frequency of more than 0.1 event per year. 
 
Nonproliferation: To prevent or impede proliferation. In the context of nuclear weapons, to 
limit the spread of nuclear weapons and related technology and capabilities. 
 
Nuclear reaction: A process in which an element’s atomic nucleus is transformed into another 
isotope of the same element or into another element altogether. The process always is 
accompanied by the release of particles or energy.  
 
Nuclide: A species of atom characterized by the constitution of its nucleus. The nuclear 
constitution is specified by the number of protons, number of neutrons, and energy content; or, 
alternatively, by the atomic number, mass number, and atomic mass. To be regarded as a distinct 
nuclide, the atom must be capable of existing for a measurable length of time. 
 
Numerical simulation: The use of mathematical formulas and models of physical processes to 
simulate through calculations the behavior or performance of a device or complex system.  
 
Order of magnitude: A factor of 10. When a measurement is made with a result such as 3×107, 
the exponent of 10 (here, 7) is the order of magnitude of that measurement. To say that this result 
is known to within an order of magnitude is to say that the true value lies (in this example) 
between 3×106 and 3×108. 
 
Ozone (O3): The triatomic form of oxygen. In the stratosphere, ozone protects the Earth from the 
sun’s ultraviolet rays; in the lower levels of the atmosphere, ozone is considered an air pollutant. 
 
Packaging: In the NRC regulations governing the transportation of radioactive materials  
(10 CFR Part 71), the term “packaging” is used to mean the shipping container together with its 
radioactive contents. 
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Particulate (airborne): Small particles that are emitted from fixed or mobile sources and 
dispersed in the atmosphere. 
 
Parts per billion (ppb): A unit of measure for the concentration of a substance in its 
surrounding medium; for example, 1 billion grams of water containing 1 gram of salt has a salt 
concentration of 1 part per billion. 
 
Parts per million (ppm): A unit of measure for the concentration of a substance in its 
surrounding medium; for example, 1 million grams of water containing 1 gram of salt has a salt 
concentration of 1 part per million. 
 
Pasquill stability categories: Classification scheme that describes the degree of atmospheric 
turbulence. Categories range from extremely unstable (A) to extremely stable (F). Unstable 
conditions promote the rapid dispersion of atmospheric contaminants and result in lower air 
concentrations as compared with stable conditions. 
 
Perennial stream: A surface water body that has constant flow. 
 
Permeability: The degree of ease with which fluids and gases can pass through rock, sediment, 
soil, or other material. 
 
Permissible Exposure Limit (PEL): Occupational exposure limit regulations endorsed by 
OSHA. A permissible exposure limit may be for short-term or 8-hour duration exposure. 
 
Person-rem: A unit of collective dose commitment to a given population; it is the product of the 
average dose equivalent (in rem) to a given organ or tissue multiplied by the number of persons 
in the population of interest. 
 
Plume: The spatial distribution of a release of airborne or waterborne material as it disperses in 
the environment. 
 
Plutonium (Pu): A fissile element of atomic number 94. Defined as a heavy, radioactive, 
metallic element, that produces ionizing radiation in the form of alpha particles. Produced in a 
reactor by bombarding uranium with neutrons, plutonium is used in nuclear weapons and also 
can be used as fuel in fission reactors. The 15 radioactive plutonium isotopes have half-lives 
ranging from less than a second to thousands of years. 
 
PM2.5: Fine particulate matter with an aerodynamic diameter of 2.5 micrometers or less. A 
micrometer, also known as a micron, is a length equal to one-millionth of a meter. To put this in 
perspective, the diameter of human hair is generally between 20 and 180 micrometers. 
 
PM10: Fine particulate matter with an aerodynamic diameter of 10 micrometers or less. A 
micrometer, also known as a micron, is a length equal to one-millionth of a meter. To put this in 
perspective, the diameter of human hair is generally between 20 and 180 micrometers. 
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Point source: As used in this PEIS, a single point of either industrial air emissions or water 
discharge, regulated under the Clean Air Act and Clean Water Act, respectively. 
 
Population dose (population exposure): Summation of individual radiation doses received by 
all those exposed to the source or event being considered. The collective radiation dose received 
by a population group, and usually measured in units of person-rem. 
 
Prehistoric resources: See “Cultural resources (prehistoric).” 
 
Pressurized water reactors (PWRs): (also VVER if of Russian design): Generation II nuclear 
power reactors that use ordinary water under high pressure as coolant and neutron moderator. 
The primary coolant loop is kept under high pressure to prevent the water from reaching film 
boiling, hence the name. PWRs are the most common type of power producing reactor and are 
widely used all over the world. 
 
Primary and secondary containment: Primary containment is that set of engineered safety 
features immediately around a radioactive or hazardous material designed to prevent its release; 
secondary containment is the set of backup features outside the primary containment. 
 
Probabilistic: With results taking into account the probability of occurrence. Probabilistic 
calculations sometimes combine the results of several deterministic calculations, weighting their 
results by their probabilities. See “Deterministic.” 
 
Proliferation: To increase in number. In the context of nuclear weapons, any increase in the 
number of countries or persons possessing such weapons. 
 
Prompt radiation: Gamma or neutron radiation emitted during the fission process is said to be 
prompt (within microseconds) as distinguished from delayed (as much as seconds). 
 
Protective (Preventive) Action Guide: FDA-recommended levels of radiation exposure above 
which action should be taken to prevent or reduce the radioactive contamination of human food 
or animal feeds. 
 
Quality assurance (QA): A system of activities whose purpose is to provide the assurance that 
standards of quality are attained with a stated level of confidence. 
 
Quality factor: The factor by which the absorbed dose (rad) is multiplied to obtain a quantity 
that expresses (on a common scale for all ionizing radiation) the biological damage to exposed 
persons; usually used because some types of radiation, such as alpha particles, are biologically 
more damaging than others. Quality factors for alpha, beta, and gamma radiation are in the 
ratio 20:1:1. 
 
Rad: The unit of absorbed dose and the quantity of energy imparted by ionizing radiation to a 
unit mass of matter such as tissue, and equal to 0.01 joule per kilogram, or 0.01 gray. 
 



Chapter 9: Glossary   GNEP Draft PEIS  

9-21 
 

Radiation: The emitted particles or photons from the nuclei of radioactive atoms; including 
alpha, beta, gamma, and neutrons. Some elements are naturally radioactive; others are induced to 
become radioactive by bombardment in a reactor. Naturally occurring radiation is 
indistinguishable from induced radiation. 
 
Radioactive decay: The spontaneous transformation of one radionuclide into a different nuclide 
(which may or may not be radioactive), or de-excitation to a lower energy state of the nucleus by 
emission of nuclear radiation, primarily alpha or beta particles, or gamma rays (photons). 
 
Radioactive material: Any material having a specific activity greater than 0.002 microcuries 
per gram, as defined by 49 CFR 173.403(y). 
 
Radioactive waste: Any waste that must be managed for its radioactive content.  
 
Radioactivity: The spontaneous emission of nuclear radiation, generally alpha or beta particles, 
or gamma rays, from the nucleus of an unstable isotope. 
 
Radiological risk: The magnitude (severity) of the adverse consequence (dose) and the 
probability of the occurrence; calculated by considering a wide range of occurrences, from high-
probability, low-consequence events to low-probability, high-consequence events. 
 
Radionuclide: An unstable nuclide. See “Nuclide” and “Radioactivity.” One standard practice 
for naming a radionuclide is to use the name or atomic symbol of an element followed by its 
atomic weight (e.g., cobalt-60, a radionuclide of cobalt).  
 
Radiotoxicity: A measure of the hazard to human health posed by radioactive material. It 
represents the potential biological damage to humans if they are exposed to a material (such 
as by proximity or breathing in air or drinking water contaminated with radionuclides). Because 
different radionuclides have different biological effects, the total radiotoxicity from a group of 
radionuclides is the sum of the radiotoxicity of each radionuclide.  
 
Radon: A colorless, tasteless, and chemically inert radioactive gas (atomic number 86). 
 
RADTRAN 5: An NRC-approved code for estimating the radiological impacts of transportation 
of radioactive materials. 
 
Rare species: Populations and/or individuals occurring in very low numbers relative to other 
similar taxa in the state, although common or regularly occurring throughout much of their 
range. They may be found in a restricted geographic region or occur sparsely over a wider area. 
Although rare, populations are apparently stable. 
 
RCRA Part B permit: A permit issued by EPA or an authorized state under the Resource 
Conservation and Recovery Act (RCRA), for a hazardous waste treatment, storage or disposal 
facility. 
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Reactor: A device or apparatus in which a chain reaction of fissionable material is initiated and 
controlled; a nuclear reactor. 
 
Reactor coolant system: The system used to modulate temperature through the transfer of 
energy from the reactor core either directly or indirectly to the heat rejection system.  
 
Reactor core: The fuel assemblies including the fuel rods, control assemblies, blanket 
assemblies, safety rods, and coolant/moderator.  
 
Reasonably foreseeable: An accident or action whose impacts “may have large or catastrophic 
consequences, even if their probability of occurrence is low, provided that the analysis of the 
impacts is supported by credible scientific evidence, is not based on pure conjecture, and is 
within the rule of reason” (40 CFR 1502.22(b)(4)). 
 
Region of influence (ROI): A geographic area within which activities may affect a particular 
resource. 
 
Release fraction: The fraction of the material-at-risk that is released in an accident. 
 
Rem: A unit of radiation dose equivalent and effective dose equivalent describing the 
effectiveness of a type of radiation to produce biological effects; coined from the phrase 
“roentgen equivalent man.” The product of the absorbed dose (rad) and a quality factor (Q). 
 
Repository: As defined in the Nuclear Waste Policy Act of 1982, as amended, any system 
licensed by NRC that is intended to be used for, or may be used for, the permanent deep geologic 
disposal of high-level radioactive waste and spent nuclear fuel, whether or not, such system is 
designed to permit the recovery, for a limited period during initial operation, of any materials 
placed in such system. Includes both surface and subsurface areas at which high-level radioactive 
waste and spent nuclear fuel handling activities are conducted. 
 
Request for an Expression of Interest (EOI): An advertisement or letter requesting responses 
from suitably qualified firms or individuals, usually by a set date and usually in response to an 
information package containing the Terms of Reference. The term is usually used in regards to 
the supply of professional services. 
 
Respirable Fraction (RF): The fraction of airborne radionuclides, as particles, that can be 
transported through air and inhaled into the human respiratory system. This term is commonly 
assumed to include particles 10-µm (micron) Aerodynamic Equivalent Diameter and less. 
 
Retention tanks: Tanks in which liquid wastes are held pending determination of what, if any, 
treatment they require before disposal. 
 
Risk assessment: The use of established methods to measure the risks posed by an activity or 
exposure by evaluating the relationship between exposure to substances and the subsequent 
occurrence of health effects and the likelihood for that exposure to occur. 
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Risk estimator: A number used to convert the measured or calculated effective dose equivalent 
to estimates of latent fatal cancers that can be attributed to the exposure. 
 
Risk factor: Numerical estimate of the severity of harm associated with exposure to a particular 
risk agent. 
 
Roentgen: A unit of exposure to ionizing x-rays or gamma radiation equal to or producing 
1 electrostatic unit per cubic centimeter of air. It is approximately equal to 1 rad. 
 
Sanitary waste: Most simply, waste generated by routine operations that is not regulated as 
hazardous or radioactive by state or Federal agencies. 
 
Scenario: A particular chain of hypothetical circumstances that could, in principle, release 
radioactivity or hazardous chemicals from a storage and handling site, or during a transportation 
accident. 
 
Scope: In a document prepared pursuant to the National Environmental Policy Act (NEPA), the 
range of actions, alternatives, and impacts to be considered. 
 
Scoping: An early and open process for determining the scope of issues to be addressed in an 
EIS and for identifying the significant issues related to a Proposed Action. The scoping period 
begins after publication in the Federal Register of a Notice of Intent (NOI) to prepare an EIS. 
The public scoping process is that portion of the process where the public is invited to 
participate. DOE also conducts an early internal scoping process for environmental assessments 
or EISs. For EISs, this internal scoping process precedes the public scooping process. DOE’s 
scoping procedures are found in 10 CFR 1021.311. 
 
Seismicity: The phenomenon of earth movements; seismic activity. Seismicity is related to the 
location, size, and rate of occurrence of earthquakes. 
 
Separative Work Unit: A measurement of the work expended during the uranium enrichment 
process. 
 
Severity: Function of the magnitudes of the mechanical forces (impact) and thermal forces (fire) 
to which a package may be subjected during an accident; any sequence of events that results in 
an accident in which a transport package is subjected to forces within a certain range of values is 
assigned to the accident severity category associated with that range.  
 
Shielding: Any material or obstruction (bulkheads, walls, or other constructions) that absorbs 
radiation in order to protect personnel or equipment. 
 
Slightly enriched uranium: Nuclear fuel which has a U-235 concentration of from 0.9 percent 
to 2 percent. 
 
Slow neutrons: Neutrons in thermal equilibrium with the surrounding medium, especially those 
produced by fission and slowed by a moderator. Also called thermal neutrons. 
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Sludge: Precipitated solid matter produced by the use of a liquid in a treatment process.  
 
Socioeconomics (analyses): Analyses of those parts of the human environment in a particular 
location that are related to existing and potential future economic and social conditions. The 
welfare of human beings as related to the production, distribution, and consumption of goods and 
services. 
 
Solid waste: Any nonhazardous garbage, refuse, or sludge that is primarily solid, but may also 
include semisolid or contained gaseous material, resulting from residential, industrial, 
commercial, agricultural, or mining operations, and community activities. 
 
Source: Any physical entity that may cause radiation or chemical exposure, for example by 
emitting ionizing radiation or releasing radioactive or hazardous material. 
 
Source material: As defined in the Atomic Energy Act of 1954 (AEA), as amended, means 
uranium, thorium, or any other material which is determined by NRC pursuant to the provision 
of section 61 of the AEA to be source material; or ores containing one or more of the foregoing 
materials, in such concentration as NRC may by regulation determine from time to time. 
 
Source term: In a calculation of contaminant dispersion, the amount of that contaminant 
assumed available to be dispersed. Source term is calculated as the product of material-at-risk 
(MAR), damage ratio (DR), respirable fraction (RF), airborne release fraction (ARF), and leak 
path factor (LPF). 
 
Special nuclear material (SNM): As defined in the Atomic Energy Act of 1954 (AEA), as 
amended, means plutonium, uranium enriched in the isotope 233 or in the isotope 235, and any 
other material which NRC, pursuant to the provisions of section 51 of the AEA, determines to be 
special nuclear material, but does not include source material; or any material artificially 
enriched by any of the foregoing, but does not include source material. 
 
Species of concern: Plants and animals whose conservation status may be of concern to the U.S. 
Fish and Wildlife Service, but do not have official or legal protection status under the provisions 
of the Endangered Species Act of 1973, as amended. 
 
Specific activity: The amount of radioactivity per unit volume or mass. 
 
Specific conductance: The measure of the ability of a material to conduct electricity; also called 
conductivity. 
 
Spent Nuclear Fuel (SNF): As defined in the Nuclear Waste Policy Act of 1982, as amended, 
fuel that has been withdrawn from a nuclear reactor following irradiation, the constituent 
elements of which have not been separated by reprocessing.  
 
Stability class: See “Pasquill stability categories.” 
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Standard deviation: A measure of dispersion used in statistical theory for the average variation 
of a random quantity, the root-mean-square deviation from an average value. 
 
Stoichiometric: Pertaining to or involving substances that are in the exact proportions required 
for a given reaction. 
 
Storage: As defined by the Nuclear Waste Policy Act of 1982, as amended, retention of 
radioactive waste, spent nuclear fuel, or transuranic waste with the intent to recover such waste 
or fuel for subsequent use, processing or disposal. 
 
Stormwater Pollution Prevention Plan: A plan required by an NPDES permit for controlling 
stormwater pollution resulting from construction or industrial activities. 
 
Strontium (Sr): Naturally occurring element with 38 protons in its nucleus. Some manmade 
isotopes of strontium are radioactive (e.g., strontium-89, strontium-90). Strontium-90 is a 
common fission product from a nuclear reactor.  
 
Sulfur oxides: Chemical compounds containing sulfur and oxygen. Sulfur dioxide is a regulated 
criteria air pollutant under the NAAQS.  
 
Système International d’Unités/International System of Units (SI): An international system 
of physical units which include meter (length), kilogram (mass), Kelvin (temperature), becquerel 
(radioactivity), gray (radioactive dose), and sievert (dose equivalent). 
 
Tailings: Ground rock remaining after particular ore minerals, such as uranium oxides, are 
extracted.  
 
Target: As used in this PEIS, refers to the non-uniform positioning of radioactive elements in a 
reactor core for the purpose of transmuting those elements.  
 
Temporary Emergency Exposure Limits: The Temporary Emergency Exposure Limits were 
developed by the DOE Subcommittee on Consequences Assessment and Protective Actions 
(SCAPA) for chemicals where Emergency Response Planning Guidelines (ERPG) values are not 
available and serve as a temporary guidance until ERPGs can be developed.  
 
Thermal neutron: A neutron in thermal equilibrium with the surrounding medium, especially 
one produced by fission and slowed by a moderator. Also called a slow neutron. 
 
Thermoluminescent dosimeter (TLD): A device used to measure external beta or gamma 
radiation levels, and which contains a material that, after exposure to beta or gamma radiation, 
emits light when processed and heated. 
 
Thorium: A silvery metallic element (atomic number 90). 
 
Threatened species: A species that is likely to become an endangered species within the 
foreseeable future throughout all or a significant portion of its range that is legally protected. 
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Threshold Limits Values/Time-Weighted Average (TLV®/TWA): Guidelines or 
recommendations that refer to airborne concentrations of potentially hazardous substances. A 
time-weighted average TLV® is an average for a normal 8-hour workday or 40-hour workweek, 
to which it is believed all workers may be repeatedly exposed, day after day, without adverse 
effect. 
 
Time-weighted average (TWA): The average exposure to a substance which can be expected 
during 8 or 10 hours of work per day during a 40-hour work week. 
 
Topography: Topography refers to the shape of the land with respect to hills and valleys. 
Topography can have a strong influence on transport and dispersion of pollutant emissions. To 
accurately assess the impacts of a new emission source, computer models must include 
topographical data to identify the presence of buildings, large hills, mountains, or valleys near 
the source.  
 
Toxicity assessment: Identification of the types of adverse health effects associated with 
exposures and the relationship between the magnitude of the exposure and of the adverse effects. 
 
Transmutation: The conversion of one element to another by changing its atomic structure.  
 
Transmutation fuel: Transmutation fuel is a mixture of uranium and various transuranic 
elements recovered from the reprocessing of spent nuclear fuel. These transuranic elements can 
consist of various isotopes of plutonium, neptunium, curium, and americium. In addition, various 
lanthanide elements may also be included in the transmutation fuel depending upon the LWR 
spent fuel recovery process. The physical form of the transmutation fuel is expected to be metal 
or oxide, near term. Other physical forms may be developed longer term. 
 
Transportation Aging and Disposal Canister (TAD): SNF and HLW would arrive at the 
planned Yucca Mountain geologic repository in canisters, TADs, contained within transportation 
casks. The TADs would be removed from the transportation cask and placed into waste 
packages. The waste packages would then be sealed and prepared for emplacement in the 
geologic repository. 
 
Transuranics: Any element with an atomic number greater that 92 (uranium). 
 
Transuranic waste: As defined in the Waste Isolation Pilot Plant Land Withdrawal Act, as 
amended, transuranic waste means waste that contains more than 100 nanocuries 
(3700 becquerels) of alpha-emitting transuranic isotopes per gram of waste, with half-lives 
greater than 20 years, except for: high-level radioactive waste; waste that the Secretary of Energy 
has determined, with the concurrence of the Administrator of the Environmental Protection 
Agency, does not need the degree of isolation required by the 40 CFR Part 191 disposal 
regulations; or waste that the Nuclear Regulatory Commission has approved for disposal on a 
case-by case basis in accordance with 10 CFR Part 61. Transuranic waste is a radioactive waste 
category that applies to waste owned or generated by DOE. 
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Tritiated water: Water in which one of the hydrogen atoms has been replaced by a tritium atom; 
sometimes shown as HTO. 
 
Tritium: The radioactive isotope of hydrogen, containing one proton and two neutrons in its 
nucleus, which decays at a half-life of 12.3 years by emitting a low-energy beta particle. 
Common symbols for this isotope are H-3 and T. 
 
Type A packaging: Designed to retain the integrity of containment of the enclosed substances 
and shielding containers or canisters under normal conditions of transport as demonstrated by a 
water spray test, a free-drop test, a compression test, and a penetration test as defined by 
49 CFR 173.403, 173.465. 
 
Type B packaging: A DOE, U.S. Department of Transportation (DOT), and NRC certified 
container that must be used for the transport of transuranic waste containing more than 20 curies 
of plutonium per package. Type B packaging must be able to withstand both normal and accident 
conditions without releasing its radioactive contents. These containers are tested under severe, 
hypothetical accident conditions that demonstrate resistance to impact, puncture, fire, and 
submersion in water (49 CFR Part 173). 
 
Uranium: A naturally occurring, heavy metallic element. Designated atomic number 
92, uranium has many radioactive isotopes. Enriched uranium is most commonly used as a fuel 
for nuclear fission, while U-238 is the most abundant isotope in nature. See “Natural uranium.” 
 
Vitrification: A method of immobilizing waste (e.g., radioactive, hazardous, and mixed). This 
involves combining other materials and waste and melting the mixture into glass. The purpose of 
this process is to immobilize the waste so it can be isolated from the environment.  
 
Volatile organic compound (VOC): Liquid or solid organic compounds that have a high vapor 
pressure at normal pressures and temperatures and thus tend to spontaneously pass into the vapor 
state. 
 
Waste Isolation Pilot Plant (WIPP): A facility in southeastern New Mexico which was 
authorized under section 213 of the DOE National Security and Military Applications of Nuclear 
Energy Authorization Act of 1980 to demonstrate the safe disposal of radioactive waste materials 
generated by atomic energy defense activities. WIPP began accepting wastes on March 26, 1999. 
 
Waste management: The planning, coordination, and direction of those functions related to the 
generation, handling, treatment, storage, transport, and disposal of waste, as well as associated 
surveillance and maintenance activities. 
 
Waste minimization: Actions that economically avoid or reduce the generation of waste by 
source reduction, reducing the toxicity of hazardous waste, improving energy usage, or 
recycling. These actions will be consistent with the general goal of minimizing current and future 
threats to human health, safety, and the environment. 
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Wastewater treatment plant: A collection of treatment processes and facilities designed and 
built to reduce the amount of suspended solids, bacteria, oxygen-demanding materials, and 
chemical constituents in wastewater. 
 
Water table: The water-level surface below the ground at which the unsaturated zone ends and 
the saturated zone begins, and the level to which a well that is screened in the unconfined aquifer 
would fill with water. 
 
Weapons grade: Refers to a substance that is pure enough to use in a weapon. Commonly used 
in reference to plutonium or uranium used in nuclear weapons, but also used for biological and 
chemical weapons. 
 
Weapons of mass destruction: Umbrella term that includes nuclear, chemical, and biological 
weapons. 
 
Wetland: An area that has water at or near the surface of the ground during normal 
circumstances (wetland hydrology). It supports or is capable of supporting plants that are adapted 
to wet habitats (hydrophytic vegetation) and has soils that have developed under wet conditions 
(hydric soils). 
 
Whole-body radiation: The dose resulting from the uniform exposure of all organs and tissues 
in the human body. 
 
X-rays: Penetrating electromagnetic radiations with wavelengths shorter than those of visible 
light, usually produced by irradiating a metallic target with large numbers of high-energy 
electrons. In nuclear reactions, it is customary to refer to photons originating outside the nucleus 
as x-rays and those originating in the nucleus as gamma rays, even though they are the same. 
 
Zoning: The division of city or county by legislative regulations into areas, or zones, that specify 
allowable uses for real property and size restrictions for buildings within these areas. 
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Nora Espinoza, New Mexico 
Candy Ezzell, New Mexico 
Daniel Foley, New Mexico 
Keith Gardner, New Mexico 
Jim Gooch, Kentucky 
William Gray, New Mexico 
Larry Haler, Washington 

Shirley Hankins, Washington 
John A. Heaton, New Mexico 
Lonnie Hosey, South Carolina 
Russ Mathews, Idaho 
Janice McGeachin, Idaho 
Robert S. Perry, Jr., South Carolina 
Dell Raybould, Idaho 
Thomas Rhoad, South Carolina 
Jerry Shively, Idaho 
Roland Smith, South Carolina 
Donald Smith, South Carolina 
John A. Stevenson, Idaho 
James Steward, South Carolina 
Shirley Tyler, New Mexico 
Jeannette O. Wallace, New Mexico 

 
Mayors 
Brad Andersen, City of Iona, ID 
Bruce Ard, City of Ammon, ID  
James R. Beaver, City of Kennewick, WA 
Tom Beehan, City of Oak Ridge, TN 
David Blain, City of Ucon, ID 
Bill Beck, City of St. Anthony, ID 
Fred Cavanaugh, City of Aiken, SC 
Roger W. Chase, City of Pocatello, ID 
Eric R. Christensen, City of Shelley, ID 
Moses L. Cohen, Jr., Town of Fairfax, SC 
Deke Copenhaver, City of Augusta, GA 
Glenn W. Dalling, Sugar City, ID 
John Miller, City of Salmon, ID 
Vernon Dunbar, City of New Ellenton, SC 
Steven M. England, City of Chubbuck, ID 
Todd Etheredge, Town of Jackson, SC 

Jared Fuhriman, City of Idaho Falls, ID 
Bob Forrest, City of Carlsbad, NM 
Dale Jackson, City of West Richland, WA 
Carol Jardine, City of Arco, ID 
Lark Jones, City of North Augusta, SC 
Jim Kalb, City of Portsmouth, OH 
Alton McCollum, City of Bamberg, SC 
James Micetich, Village of Coal City, IL 
Gary Don Reagan, City of Hobbs, NM 
Joyce Olson, City of Pasco, WA 
Walter G. O'Rear, City of Olar, SC 
William F. Paxton, III, City of Paducah, KY 
John Rhoden, Town of Hampton, SC 
Kathleen Moesle Weaver, City of Darien, IL 
John Fox, City of Richland, WA 
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Native American Tribes and Organizations 
 

Joe Garcia, Chairman, National Congress of American Indians 
Amadeo Shije, Vice Chairman, All Indian Pueblo Council 
James Roger Madalena, Director, Five Sandoval Indian Pueblos 
John Gonzales, Director, Eight Northern Indian Pueblos Council 
Levi Pesata, President, Jicarilla Apache Nation 
Tyron Vicenti, Vice President, Jicarilla Apache Nation 
Mark Chino, President, Mescalero Apache Tribe 
Thora Padilla, Tribal Historic Preservation Officer, Mescalero Apache Tribe 
Frederick Chino, Sr., Vice President, Mescalero Apache Tribe 
David Conrad, National Tribal Environmental Council 
Robert Gruenig, National Tribal Environmental Council 
Ben Shelly, Vice President, Navajo Nation 
Lawrence Morgan, Speaker of the House, Navajo Nation Council 
Joe Shirley, Jr., President, Navajo Nation 
Herman Shorty, Director, Commission on Emergency Management, Navajo Nation 
Hope MacDonald Lone Tree, Chair, Public Safety Committee, 21st Navajo Nation Council 
Gabe Bohnee, Nez Perce 
Chandler Sanchez, Governor, Pueblo of Acoma 
Mark Thompson, 1st Lieutenant Governor, Pueblo of Acoma 
Ron Charlie, 2nd Lieutenant Governor, Pueblo of Acoma 
Stanley Paytiamo, EPA Office, Pueblo of Acoma 
Ernest Suina, Governor, Pueblo of Cochiti 
Mike Pecos, Lieutenant Governor, Pueblo of Cochiti 
Robert Benavidez, Governor, Pueblo of Isleta 
Max Zuni, 1st Lieutenant Governor, Pueblo of Isleta 
Frank Lujan, 2nd Lieutenant Governor, Pueblo of Isleta 
Paul Chinana, Governor, Pueblo of Jemez 
Joshua Madalena, 1st Lieutenant Governor, Pueblo of Jemez 
Delbert Tafoya, 2nd Lieutenant Governor, Pueblo of Jemez 
John Antonio, Sr., Governor, Pueblo of Laguna 
Richard Luarkie, 1st Lieutenant Governor, Pueblo of Laguna 
Pete Kasero, 2nd Lieutenant Governor, Pueblo of Laguna 
Ernest Mirabel, Governor, Pueblo of Nambe 
Arnold Garcia, Lieutenant Governor, Pueblo of Nambe 
Craig Quanchello, Governor, Pueblo of Picuris 
Richard Mermejo, Lieutenant Governor, Pueblo of Picuris 
George Rivera, Governor, Pueblo of Pojoaque 
Linda Diaz, Lieutenant Governor, Pueblo of Pojoaque 
Robert Montoya, Governor, Pueblo of Sandia 
Ryan Paisano, Lieutenant Governor, Pueblo of Sandia 
Martin W. Aguilar, Governor, Pueblo of San Ildefonso 
Erik Fender, 2nd Lieutenant Governor, Pueblo of San Ildefonso 
Neil Weber, Director, Environmental and Cultural Preservation, Pueblo of San Ildefonso 
Earl Salazar, Governor, Ohkay Owingeh 
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Johnny Abeyta, 1st Lieutenant Governor, Ohkay Owingeh 
Larry Phillips, Jr., 2nd Lieutenant Governor, Ohkay Owingeh 
Ronald L. Tenorio, Governor, Pueblo of San Felipe 
Bernie L. Chavez, Lieutenant Governor, Pueblo of San Felipe 
Ulysses Leon, Governor, Pueblo of Santa Ana 
Fred Armijo, Lieutenant Governor, Pueblo of Santa Ana 
Michael Chavarria, Governor, Pueblo of Santa Clara 
Stanley Tafoya, Lieutenant Governor, Pueblo of Santa Clara 
Sisto Quintana, Governor, Pueblo Santo Domingo 
David Garcia, Lieutenant Governor, Pueblo Santo Domingo 
Paul T. Martinez, Sr., Governor, Pueblo of Taos 
Robert Mora, Governor, Pueblo of Tesuque 
Anthony Dorame, Lieutenant Governor, Pueblo of Tesuque 
Ivan Pino, Governor, Pueblo of Zia 
Fred Medina, Lieutenant Governor, Pueblo of Zia 
Norman Cooeyate, Governor, Pueblo of Zuni 
Dancy Simplicio, Lieutenant Governor, Pueblo of Zuni 
Alonzo Coby, Chair, Tribal Business Council, Shoshone-Bannock Tribes 
Willie Preacher, Tribal DOE Director, Shoshone-Bannock Tribes 
Reginald Thorpe, Emergency Manager, Shoshone-Bannock Tribes 
Stuart Harris, Confederated Tribes of the Umatilla Indian Reservation 
Clifford Casseseka, Yakama Nation 
Russel Jim, Yakama Nation 
 
Public Reading Rooms and Libraries 

 
U.S. Department of Energy 
1000 Independence Avenue, SW, IE-90 
Washington, D.C. 20585-0001 
Phone: (202) 586-5955 
 
Albuquerque Operations Office 
FOIA Reading Room and DOE Reading 
Rooms, Government Information 
Department 
Zimmerman Library 
University of New Mexico 
Albuquerque, New Mexico 87131-1466 
Contact: Dan Barkley 
Phone: (505) 277-7180 
Fax: (505) 277-4097 
 
 
 
 
 

Carlsbad Field Office 
U.S. Department of Energy 
WIPP Information Center 
4021 National Parks Highway,  
P.O. Box 2078 
Carlsbad, New Mexico 88220 
Phone: (800) 336-WIPP(9477) 
 
Chicago Operations Office  
U.S. Department of Energy, Office of 
Science  
Public Reading Room  
Document Department, University Library  
The University of Illinois at Chicago  
801 South Morgan Street, 3rd Floor Center  
Chicago, Illinois 60607  
DOE Contact: Mr. John Schuler  
Phone: (312) 413-2594  
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Idaho Operations Office  
U.S. Department of Energy  
Public Reading Room  
1776 Science Center Drive  
Idaho Falls, Idaho 83402  
Reading Room Contact: Mr. Brad Bugger  
Phone: (208) 526-0833 
 
Los Alamos Site Office 
LANL Public Reading Room 
Technical Area 3, Building 207 
P.O. Box 1663, M/S P 362 
Los Alamos, New Mexico 87545 
Phone: (505) 667-5809 
 
Oak Ridge Operations Office  
DOE Oak Ridge Information Center  
475 Oak Ridge Turnpike  
Oak Ridge, Tennessee 37830  
Phone: (865) 241-4780  
or (toll-free) 1(800) 382-6938, option 6  
FAX: (865) 574-3521  
 
Paducah Gaseous Diffusion Plant 
DOE Environmental Information Center  
115 Memorial Drive 
Barkley Centre 
Paducah, Kentucky 42001 
Phone: (270) 554-6979 

Portsmouth Gaseous Diffusion Plant 
DOE Environmental Information Center 
Ohio State University Endeavor Center 
1862 Shyville Rd, Room 220 
Piketon, Ohio 45661 
Phone: (740) 289-8898 
 
Richland Operations Office 
U.S. Department of Energy  
Public Reading Room  
P.O. Box 999, MSIN H2-53 
Richland, Washington 99352  
Contact: Terri Traub  
Phone: (509) 372-7443  
FAX: (509) 372-7444  
 
Savannah River Operations Office 
Gregg-Graniteville Library 
171 University Parkway  
University of South Carolina-Aiken 
Aiken, South Carolina 29801  
Contact: Paul Lewis  
Phone: (803) 641-3320  
FAX: (803) 641-3302  
 
 
 
 

 
Federal Agencies 

James Hester, U.S. Agency for International 
Development 

John Benjamin, Carlsbad Caverns National 
Park 

John Contardi, Defense Nuclear Facilities 
Safety Board 

Andrew Thibadeau, Defense Nuclear 
Facilities Safety Board 

Camille Mittelholtz, Dept. of Transportation 
Heinz Mueller, EPA Region IV 
Ken Westlake, EPA Region V 
Michael P. Jansky, EPA Region VI 
Nova Blazej, EPA Region IX 
Teena Reichgott, EPA Region X 
William Straw, FEMA R4 

Jeanne Millin, FEMA R5 
Donald Fairley, FEMA R6 
Alessandro Amaglio, FEMA R9 
Mark Eberlein, FEMA R10 
Alexander Newcomer, Federal Railroad 

Administration 
Joseph Cook, General Accounting Office 
Chris Kunitz, General Accounting Office 
Cynthia Norris, General Accounting Office 
Chris Steffen, NASA 
Matthew Blevins, Nuclear Regulatory 

Commission/Office of Nuclear Material 
Security and Safeguards 

Brent Clayton, Nuclear Regulatory 
Commission 
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Allen Croff, Nuclear Regulatory 
Comission/Advisory Committee on 
Nuclear Waste 

Sam Hernandez, Nuclear Regulatory 
Commission 

Stewart Magruder, Nuclear Regulatory 
Commission 

Jeffrey Rikhoff, Nuclear Regulatory 
Commission 

Priya Yadow, Nuclear Regulatory 
Commission 

Laura Anderson, Plutonium Finishing Plant 
Closure Project, DOE-Hanford

 
State Departments and Agencies 

Ann Alexander, Environmental Council, 
Office of the Illinois Attorney General 

Sharon Braswell, Washington Dept. of 
Ecology 

Susan Burke, Idaho Div. of INL Oversight 
& Radiation Control 

Nicole Burpo, Kentucky Dept. of 
Environmental Protection 

Rick Caldwell, South Carolina Dept. of 
Health & Environmental Control 

Ron Curry, New Mexico Environment 
Department 

Nolan Curtis, Washington Dept. of Ecology 
Ken Dewey, Ohio Environmental Protection 

Agency 
Trent A. Dougherty, Ohio Environmental 

Council 
Dirk A. Dunning, P.E., Oregon Dept. of 

Nuclear Safety & Energy Siting Div. 
Maria Galanti, Ohio Environmental 

Protection Agency 
Susan Gawarecki, Oak Ridge Reservation 

Local Oversight Committee 
James C. Hardeman, Georgia Dept. of 

Natural Resources 
Jane A. Hedges, Washington Dept. of 

Ecology Nuclear Waste Program  
Stephen Helmer, Ohio Dept. of Health 
Abigail Johnson, Eureka County Yucca 

Mountain Information Office 
Glenn A. Kellen, State of Tennessee 
MarJean Kennedy, Ohio Dept. of 

Development 
Tim Kreher, Kentucky Dept. of Fish & 

Wildlife Resources 
David Lipp, Ohio Dept. of Health 

Robert Loux, Office of the Governor, 
Nevada Agency for Nuclear Projects 

Graham Mitchell, Ohio Environmental 
Protection Agency 

Norman Mulvenon, Oak Ridge Reservation 
Local Oversight Committee 

Ken Niles, Oregon Dept. of Energy 
John Owsley, Tennessee Dept. of 

Environment & Conservation 
Willie Preacher, Idaho Air Quality Program 
Barbara Ritchie, Washington Dept. of 

Ecology 
Ben Rusche, South Carolina Governor's 

Nuclear Advisory Council 
Mark Shanahan, Office of the Governor, 

Ohio 
Jack Shaner, Ohio Environmental Council 
Shelly Sherritt, South Carolina Dept. of 

Health & Environmental Control 
Ron Skinnarland, Washington Dept of 

Ecology 
Melody Stewart, Ohio Environmental 

Protection Agency 
Zofia Targosz, Nevada Department of 

Administration 
Larry Taylor, Kentucky Dept. of 

Environmental Protection 
Tim Thomas, Kentucky Environmental & 

Public Protection Cabinet 
Judy Treichel, Nevada Nuclear Waste Task 

Force 
Boyce Wells, Kentucky Department for 

Environmental Protection 
David Wilson, South Carolina Dept. of 

Health & Environmental Control 
 



GNEP Draft PEIS   Chapter 11: Distribution List 

11-8 
 

Environmental Organizations 
 

Loraine McCosker, Appalachian Ohio 
Group of the Sierra Club 

J. Cerami, Chicago Environmental Legal 
Clinic 

Corinne and Ernest Whitehead, Coalition for 
Health Concern, Inc. 

Jill Arens, Columbia River Gorge 
Commission 

Tom Ascher, Columbia River Gorge 
Commission 

Mary Jane and Walter Loehrke, Columbia 
River Gorge Commission 

Greg DeBruler, Columbia Riverkeeper 
Don Garringer, Committee for Pecos River 

Improvement 
Kalliroi Matsakis, Concerned Citizens for 

Nuclear Safety 
Lloyd Marbet, Don't Waste Oregon 
Shannon Fisk, Environmental Law and 

Policy Center 
Louisa Hamachek, Eugenians for a Safe 

Columbia River 
Wolf Naegeli, Foundation for Global 

Substainability 
Kate and Rich McBride, Friends of the 

Columbia Gorge 
Jim Riccio, Greenpeace 
Pam Larsen, Hanford Communities 
Doug Riggs, Hanford Information Network 
Sabine Hilding, Hanford Watch 
Paige Knight, Hanford Watch 
Gerald Pollet, Heart of America Northwest 
Natalie Troyer, Heart of America Northwest 
Greg Mello, Los Alamos Study Group 
Norman and Karen Meadow, Maryland 

Conservation Council 
Geoff Fettus, Natural Resources Defense 

Council 
Alyssa Go, Natural Resources Defense 

Council 
Christopher Paine, Natural Resources 

Defense Council 

Diane D'Arrigo, NIRS 
Olivern Hannan, NRF 
Nickolas Roth, Nuclear Age Peace 

Foundation 
Claude Kimball, Nuclear Material 

Disposition 
Thomas Cochran, Nuclear Program, Natural 

Resources Defense Council 
Scott Kovac, Nuclear Watch of New Mexico 
John Witham, Nuclear Watch of New 

Mexico 
Glenn Carroll, Nuclear Watch South 
Emma Ogley-Oliver, Nuke Watch 

South/WAND 
Therese Ann Brink, Peoria Area Peace 

Network 
Robynne McWayne, Physicians for Social 

Responsibility 
Jim Trombold, Physicians for Social 

Responsibility 
Mary Pat Holtschlag, Prairie Streams 

Initiative 
Elizabeth Dixon, Sierra Club 
Robert Guld, Sierra Club 
Beatrice Brailsford, Snake River Alliance 
David Kipping, Snake River Alliance 
Don Hancock, Southwest Research and 

Information Center 
Maureen Headington, Stand UP Save Lives 

Campaign 
John Ritter, Surfrider Foundation, Sierra 

Club 
Don Safer, Tennessee Environmental 

Council 
Edwin Lyman, Union of Concerned 

Scientists 
Peter Chumbark, Veterans for Peace 
Gordon Sturrock, Veterans for Peace 
Susan Cundiff, WAND 
Bobbie Paul, WAND 
Caroline Rivard, WAND 
Judith Stocker, WAND 
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Other Organizations 
 

Achilles Adamantiades, Infrastructure 
Capital Group 

Rodney Adams, Adams Atomic Engines, 
Inc. 

Lisa Aldrich, Portage Environmental 
Ken Allen, Idaho National Laboratory 
David Alley, Anna, Inc 
Lane Allgood, PST 
Jim Allred, Idaho National Laboratory 
John Anderson, PADD 
Tom Anderson, Battelle 
Shane Andeson, C&H Construction 
Phelps Andrew, SunValley Energy 
Ben Andrews, Oak Ridge Utility District 
Jimmy Angelicos, Washington Savannah 

River Co. 
Jessica Armendariz, Chaves County 
Lisa Armijo, Greater Pocatello Chamber of 

Commerce 
Edmund Armstrong, Office of Jackson 

County Commissioners 
Keith Arteburn, Idaho National Laboratory 
Holly M. Ashley, Battelle Energy Alliance 
Edward Askew, Carlsbad Environmental 

Monitoring Center 
J. T. Atkinson, City Council of Barnwell 
John N. Bach, John N. Bach & Targhee 

Powder Emporium, Inc. 
Kathy Bahochek, Idaho National Laboratory 
Frederic Bailly, OSEO 
Sydney Baiman, NEIS 
Char Baim-Poirier, Battelle Energy Alliance 
Patricia Baker, CWI 
Cari Baldwin, C-21 Home Planning 
Kim W. Baldwin, Battelle Energy Alliance 
Heidi Barber, Idaho National Lab/BEA 
Sara Barczak, SACE 
David E. Bare, Vietnam Veterans of 

America 
Brenda Barnett, Voorhees College 
Lia Barnett, Washington TRU Solutions 
Chip Barnhart, BWXT 
Shanna Barwick, North American Young 

Generation in Nuclear 

William F. Bassham, North Augusta 
Chamber of Commerce 

Ray Battaglini, Hobbs Chamber of 
Commerce 

Cassandra Bayer, BSRI 
Samuel E. Bays, Idaho National Laboratory 
Ron Bazter, Jefferson County Commissioner 
James Bcoodhart, E&CS, Inc 
Seth Beal, Butte County Commissioners 
Kathi Bearden, Hobbs News-Sun 
Dana Beck, Roswell Daily Reach 
Donna Benfield, Rexburg Chamber of 

Commerce 
Paul Bennett, Sheet Metal Workers 
Chuck Bernhant, BWXT Services 
James Berry, Weldstar Company 
Kenneth Berry, Roswell National Bank 
Frances Berting, NNMCAB 
Paul M. Bertsch, University of Georgia 
Roger Betow, Hittman Transport 
Bruce B. Bevard, Oak Ridge National 

Laboratory 
Jerry W. Beyer, McCracken County Fiscal 

Court 
Branden Bird, Bingham Economic 

Development Corp. 
Gretchen Birt, Barnwell County Chamber of 

Commerce 
Willis Bixby, Energy Solutions 
David Blee, Forrestal Group 
Robert Bodell, IBEW 
Erin Bogner, CHWGI 
Alan Bolind, LANL/UIUC 
Karen Bonavita, CNTA 
Kathleen Boutis, Southern Ohio Neighbors 

Group 
Tamara Bowden, CTAC 
Harry Bradley, American Nuclear Society 
Muike Breed, Plumbers & Pipefitters 
Landon Brittam, North American Young 

Generation in Nuclear 
P.A. Brodie, University Health Care 

Foundation 
Brenda Brooks, LES 
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Jeanette Brooks, Savannah River Site 
Chapter, National Management Assoc. 

Wayne T. Brower, Bingham County 
Commissioners 

Donald Brown, Quality Assurance 
Steve Brown, Pocatello Development 

Authority 
Sandy Burcenski, C.A.R.E. 
W.B. Burden, Pike Co. General Health 

District 
Edward Burgess, Community Development 

Services, Inc 
Tim Burkhard, AMEC 
Robert L. Burnham, Battelle Energy 

Alliance 
Mill Butler, NFS Inc. 
Meghan Butter, Philotechrics, Ltd. 
William Buyers, Idaho National Laboratory 
Larry and Cindy Callin, US Bank 
Charles Callis, CDM 
E. Michael Campbell, Energy Group 
Jim Campbell, ETEC 
Patricia Campbell, GE 
Mario Carelli, Westinghouse Elec. Co. 
James Carmain, Western Baptist Hospital 
Ted L. Carpenter, OBRAS 
Tom Carpenter, Government Accountability 

Project 
Michael Carpenter, Idaho National 

Laboratory 
Steven Carter, Scioto Economic 

Development Office 
Rich Cartney, Idaho Falls Good Samaritan 

Ctr 
Lisa Carver, Portsmouth Area Chamber of 

Commerce 
Annette Cary, Tri-City Herald 
Rebecca Casper, Ball Ventures, LLC 
Diane Cato, CWT 
John Chabliss, IRC 
Connie L. Chadwild, RDA 
Yoon Chang, Argonne National Lab 
Ernest Chaput, EDP 
Art Chavez, WRES 
Sandy Childers, LATA/Parallax 

Robb Chiles, Greater Idaho Falls Chamber 
of Commerce 

Hung-cheng Chiou, Washington TRU 
Solutions 

Sarah Chisholm, Carolina Chapter NAYGN 
Roger Christensen, Bonneville County, 

Idaho Board of Commissioners 
John Christenson, University of Cincinnati 
Robert Chutman, Bamberg County 

Development Commission 
Jim Clark, Battelle Columbus 
Randolph Clarke, WSRC Retired 
Brooks Clements, Idaho National Lab/BEA 
John Coffman, Denuke 
Marshall Cohen, Nuclear Energy Institute 
Mike Cohen, APR 
Howard Cohen, Burns & Roe 
Sandy Colegrove, Pike Co. General Health 

District 
Kevin Coleman, WKKJ/WBEX 
James Colson, Idaho National Laboratory 
James Conca, New Mexico State University, 

CEMRC 
Carl and Judith Connell, Fluor 
Joan M. Connolly, North Wind Inc. 
Gary Cooper, Pike Co. Chamber of 

Commerce 
Angie Copenhaver, ANR Group Inc. 
Nancy Corn, Office of Senator Pete 

Domenici 
Elaine and Peter Cosgriff, Econoimc 

Development Partnership 
Errel Coungton, Bingham County 
Kenneth Crase, Washington Savannah River 

Co. 
Dennis Cresswell, Citizen Multimedia 

Newspapers, Inc. 
Joe Cruz, BWXT 
L. Mike Cuddy, SAIC 
Bethe Cunningham, EDC of Lea Co. 
Cindy Cunningham, Office of Congressman 

Zack Space 
Steve Curley, Squrl Music 
Ray Dailey, New Page Corporation 
William Ellie Daniel, Southen Company/ 

Plant Vogtle 
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Raymond Danielson, RL Danielson & 
Associates LLC 

Matthew Danzico, Tokyo Shimbun 
Brad Day, City Council of Carlsbad 
Russ Dedrickson, Southern Nuclear 
Robert Defer, Lakeview 
Richard Denning, The Ohio State University 
Kim Denton, Oak Ridge Economic 

Partnership 
Dona Dewey, Stoller 
Jeffery Diamond, Diamond Law Firm 
Rudolf Dian, Pine Parkway Homeowners 

Assoc. 
Marilyn Dill, Economic Development of 

Lea County 
Bob Dingethal, Office of Senator Maria 

Cantwell 
Bill Dixon, Local 370 Operating Engineer 
Ken Dobbin, West Richland City Council 
J. Doersam, Doersam Marketing, Inc. 
Jean Dolling, Network 4-K, WRIA 32 
Mark Donham, RACE 
Bob Donnell, Chaves County Development 

Foundation 
Jeff Douthitt, GEO Consultants, LLC 
Sid du Mont, Golder Association, Inc. 
Marc Dunham, IPS 
Fred J. Dunhour, The Fred Dunhour 

Company 
Raymond Durante, Durante Associates, Inc. 
Robert W. Edward, Idaho Falls Realty 
Keith Emmons, Paducah Water 
Rob Ervin, United Steelworkers Local 550 
Mary Erwin, Battelle Energy Alliance—

Idaho National Lab 
Rudy Escher, Epsilon System 
Darwin Eubanks, Trico Power LLC/ 

Budwine 
D. Lynette Evans, United Steelworkers 

Local 5-689 
Allan Exley, BBWI 
David Falkingham, Idaho National 

Laboratory 
Dick Farley, Cape Cod Today.com 
James Farmer, Knowles Fire Dept. 
John Farmer, Knowles Fire Dept. 

Darrell P. Farrenstiel, Idaho National 
Laboratory 

Clarence Fennell, HCEDC 
Matt Fig, Idaho National Laboratory 
Pete Fledderman, Washington Savannah 

River Co. 
Stephen Flemming, Roswell Artist-In-

Residence Program 
John E. Flink, INL Retired Employees 

Association 
Mario H. Fontana, UT 
Lawrence C. Ford, Idaho State University 
Ben Forget, Idaho National Laboratory 
Nancy Foster, Bamberg City Council 
Lisa Corum, David & Max Fox, First 

Presbyterian Church 
Norman Frank, CTAC 
Steve Frankiewicz, Frankiewicz & 

Associates 
Ronnie J. Freeman, McCracken County 

Commissioner, 1st District 
Steve Freeman, WKCTC 
P.M. French, SRS Retiree Association 
Kenneth Fresquez, OSE 
Lynn Fusa, Foursquare Consulting Group, 

LLC 
Clint Galbraith, Interwest Cabinet 
Shawn Galer, Le Ritz Hotel & Suites 
David Gallagher, Fulton County, Kentucky 
S. R. Gamache, Battelle Energy Alliance—

Idaho National Lab 
Jon and Dianna Gandy, Gandy Marley 
Larry Gandy, Gandy Marley Inc. 
Della Garcia, Energy Communities Alliance 
Eric Garcia, IBEW 
John Garmon, NMSU-C 
Ray Garrett, Chamber of Commerce 
Richard Garwin, IBM Fellow Emeritus 
James Gaver, Palmetto Partnership, LLC 
Larry Gebhart, Idaho State University 
Kristin Geiger, UIUC NPRE 
Ceil Geitz, Wellston Chamber of Commerce 
Donald George, S.M. Stoller Corp. 
Mike Gerescher, WKCA-AGC 
Bill Gerrish, Carpenters Union 
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Mara Giglio, Appalachian Peace and Justice 
Network 

Erroll Gillman, IBEW 
Karen Golden, SAIC 
Jal Goodman, ITTA, Inc. 
Suzanne Goodson, USC Salkehatchie 
D. Lee Gorman, Ascendent 
Donald Grace, Burns & Roe Enterprises, 

Inc. 
Kim Granzow, NMED Dept. of Energy 

Oversight Bureau 
Gary Greene, First National Bank 
Phil Gregory, Washington TRU Solutions 
Preston Grisham, Office of Congressman 

Joe Wilson 
Lincoln Grisword, BBWI 
Spencer Gross, Oak Ridge Site Specific 

Advisory Board 
Ray Grosshans, INL/CAES 
Gary Gruver, IBEW 
Craig Guess, Vanguard Contractors 
Mike Haensel, WCSJ/WJDR Radio 
Abigail Hagel, Government Accountability 

Project 
Blake Hall, East Idaho Partner in Growth 
Jim Hall, Metropolis Planet 
Thomas L. Hallman, Ph.D., University of 

South Carolina, Aiken 
Thomas Hally, City Council Idaho Falls 
Chad Hammond, IE Productions 
Betsy Hanks, Bonneville County 
Tina Hanley, Gene S. Bobroff & Assoc. 
Carl Hanson, AREVA 
Kristi Hanson, RACE 
Greg Hansrote, WKCTC 
Lon Ann Hanvey, IPS 
Ida Hardcastle, City Council of Idaho Falls 
Parker Hardy, Oak Ridge Chamber of 

Commerce 
Lee Harley-Fitts, Town of Allendale 
Doug Harnice, McCracken County Fiscal 

Court 
Mike Hart, Communication Designs 
Steve Hartenstein, Idaho National 

Laboratory 
Jeremy Hartley, CWI-INL 

Dan Harvey, City Council of Allendale 
James R. Harvey, Idaho National Laboratory 
Jo Hayes, New Mexico Junior College 
Mark Haynes, General Atomics 
Harold Heacock, TRIDEC 
Vincent Headington, Vincent Headington, 

Ltd. 
Ian Headley, Office of Senator Jim DeMint 
John Hemmings, Ohio Valley Reg. Dev. 

Comm. 
Oren Hester, Battelle Energy Alliance 
Cathy Hickey, ETABA 
Debra Hicks, EDC of Lea Co. 
Kipp Hicks, Grow Idaho Falls, Inc. 
Andrew Hill, Benton Co. Fire Protection 

District 
Steve Hiller, Fluor 
Dennis Hofer, WRS 
Dean Hoffman, Washington Group 
Michael Holland, Washington Savannah 

River Co. 
Rebecca Holland, Hanford Atomic Metal 

Trades Council 
Jason Hollern, North American Young 

Generation in Nuclear-EIC 
Jason M. Hollern, North American Young 

Generation in Nuclear 
Laurie Hollick, Washington Group 

International 
Chrissy Holliday, Allendale County 

Chamber of Commerce 
Scotty Holloman, Maddox, Holloman & 

Kirksey, P.C. 
Kesha Holt, Carlsbad National Bank 
Mark M. Holzmer, Epsilon System 

Solutions 
Ronda Hornbeck, Lincoln County Board of 

Commissioners 
Daniel Horner, McGraw-Hill 
Bryan Howard, Los Alamos National 

Laboratory 
John Howartz, BWXT-Y-12 
Robert Huff, Southern Ohio Growth 

Partnership 
Fred E. Humes, Economic Development 

Partnership 
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Michael Hunt, Sheriff of Aiken County 
Matthew Hunter, Greater Pocatello Chamber 

of Commerce 
Shin Ikeu, Tokyo Shimbun 
John Isaaeson, Los Alamos National 

Laboratory 
A.E. Ismail, Sandia National Laboratories 
Rodney W. Jack, Teton Retinal Institute 
Bill Jaco, Washington Group International 
Richard T. Jacobsen, Idaho State University 
Leslie Janssen, Comfort Keepers 
Cash Jaszczak, Nye County, NV 
Jeff Jay, Washington Savannah River Co. 
Bobby Jeffers, Idaho National Laboratory 
Stan J. Jennings, Scioto County Joint 

Vocational School 
Jeffrey Joe, Idaho National Laboratory 
Darin Johnson, Energy Solutions 
Howard C. Johnson, CWI 
Merle Johnson, West Richland City Council 
Stephen C. Johnson, Idaho National 

Laboratory 
Tricia Johnson, Intera Inc. 
Bill Johnston, AFORR 
Cleone Jolley, Bingham County 
Colin Jones, Office of Senator Larry Craig 
Darrell C. Jones, USEC 
H. Matt Jones, Epsilon Systems Solutions 
Jeffrey E. Jones, Bank of Idaho 
Steve Jones, Atomic Trades and Labor 

Council 
Tom Jones, Andrews County Chamber of 

Commerce 
Granam Jonsson, Nexia Solutions 
Jiguid M. Jorensen, Battelle Energy 

Alliance—Idaho National Lab 
Phil Joslin, Bannock Development Corp. 
J. Kent Just, Idaho Chamber Alliance 
K.D. Justyn, Aiken Regional Medical Center 
Kathryn Kain, Idaho National Laboratory 
Paula Kair, Idaho National Laboratory 
Gayle Kaler, City Commission of Paducah 
Jim Katzaroff, Advanced Medical Isotopes 

Corp. 
Robert Kehrman, Washington Group 

International 

V. Rory Kenedy, Idaho National Laboratory 
Chris Kent, North Wind 
Don Keskey, Clark Hill PLC 
David Kessel, Sandia National Laboratories 
Lance Kinney, Knowles Fire Dept. 
Tom Kirchner, CERC-NMSU 
Dona Kirk, Benton Co. 
Tom Klein, Washington Group International 
Mark Kleinsteuber, Klein Security & Safety 

Systems 
Cathy Koon, Fremont County Economic 

Development 
Tetsuhito Koyasu, WPA 
Ryan Kubbe, Idaho National Laboratory 
Sunita Kumar, AREVA 
Robert Kustra, Boise State University 
Vincent Lahaye, Sierra Environmental, Inc. 
Dany Lamb, Tatum Municipal Schools 
Marsha Lambregts, Idaho National 

Laboratory 
Leroy Lane, Sowing Com 
Kyle LaPierre, Home Builders Association 

of Tri-Cities 
Anthony Laporta, Idaho National 

Laboratory 
William Lapsansky, Epsilon Systems 

Solutions, Inc. 
TK Larson, Idaho National Laboratory 
K.P. Lau, Senate Energy Committee 
M.G. Lauback, KLCC-FM 
Wm. Lawrence, Advisory Board 
Jacob H. Lawson, Atomic Trades and Labor 

Council 
Michael Lehto, City Council of Idaho Falls 
Barbara Lewis, Allendale County Chamber 

of Development 
Jackie M. and Giny Lewis, Idaho National 

Laboratory 
Kathleen Lewis, SICOG 
Ron Liikala, STMC 
Stefan and Renate Linden, Enrichment 

Technologies US Inc. 
Barb Lisk, Office of Congressman Doc 

Hastings 
Eric Loewen, GE 
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Cliff Long, Idaho Economic Development 
Association 

Joe Lopez, NCI Information Systems 
Teena Lord, Butte County Chamber of 

Commerce 
Wendy Love, P2 Solutions 
Jean-Francois Lucchini, Los Alamos 

National Laboratory 
Mark Lupher, Epicenter 
Guy Lutman, Eddy County Commission 
Scott Lyman, Battelle Energy Alliance 
Casey A. Lynn, USEC 
Larry Lyon, Idaho Falls City Council 
Scott MacGregor, Augusta Metro Chamber 
Richard Magnus, Coalition 21 
Beverly Majors, The Oak Ridger 
G. Ivan Maldonado, University of 

Cincinnati 
Taryn L. Malone, Shawnee State University 
James Maly, WRES 
Charles J. Marcinkiewicz, North Wind Inc. 
Orin Marcumd, CWI 
Kyle Marksteina, Current Argus 
Bill Marley, GMI 
Amy Marshall, North American Young 

Generation in Nuclear 
Doug Martin, East-Central Idaho 

Development Company 
Fay Martin, LOC/CAP 
Kerry Martin, Portage 
Stephen Martin, Pike Co. Career 

Technology Center 
Christi Mash, Office of Congressman 

Charlie Wilson 
Dwight A. Massie, First National Bank 
Daniel Mast, Office of Congressman Ed 

Whitfield 
Lynn Maxon, Shoats & Weaks Inc. 
Kay Maxwell, SCA 
Elizabeth McAndrew-Benavides, North 

American Young Generation in Nuclear 
Grant McClellar, EG&G 
Randall McCormick, Lea County 
Maria McCosh, Diversified Metal Products 
Rod McCullum, Nuclear Energy Institute 
Michael Mcguire, Battelle Energy Alliance 

Sylvia McIver, Alderman, Ward 6 
Laura McKenzie, The People Sentinel 
J.M. “Mal” McKibben, CNTA 
Nathan McMasters, Diversified Metal 

Products 
Rory McMinn, Sage Consulting, LCC 
Rick McNelly, Office of Jackson County 

Comissioners 
Brian Meeley, Potomac Communications 

Group 
Bruce W. Meppen, Idaho National 

Laboratory 
S. Kenneth Merrill, PRC 
Stan Michelson, Washington TRU Solutions 
Thomas Mikey, CWI 
Robert Miklos, Idaho National Laboratory 
Matt Miller, Office of Representative Tom 

Udall 
Takash Mizuno, Federation of Electric 

Power, Japan 
Pamela Moffat, Diocese of Washington, 

Commission on Peace 
Shane Mohundro, North American Young 

Generation in Nuclear 
Rich Molenhouse, North American Young 

Generation in Nuclear 
David Molnaa, Hanford Atomic Metal 

Trades Council 
Chris Monetta, General Manager 

Environment, Health & Safety, General 
Electric Co. 

Alvin Moore, WKCTC  
Brent Moore, Sheet Metal Workers #103 
Jim Moore, Washington Savannah River Co. 
Lathe Moore, Pike County Career 

Technology Center 
Steven Moore, Wastren Advantage, Inc 
Amy Morgan, Idaho National Laboratory 
Jim Morgan, SONIC, LLC 
David Mosby, City Council of Oak Ridge 
Brad Moss, Homeland Builders Inc. 
Phillip Mottel, Washington TRU Solutions 
Alice Q. Murphy, Energy Technology & 

Environmental Business Assoc. 
Erin Murphy-Trobisk, Morris Mental & 

Healthcare Services 
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William Murphy, North American Young 
Generation in Nuclear, Carolinas 
Chapter 

William Murphy, University of Kentucky 
Valerie Murrill, Carlsbad Dept. of 

Development 
Billie Jane Nauert, Tatum Rural 

Revitalization 
Robert Nei, Idaho National Laboratory 
Nolan Neiting, Mountain View Homes, Inc. 
Kristine Nelson, WRES 
Wyman Nettles, Perot Systems Government 

Services 
Joseph Nielsen, Battelle Energy Alliance—

Idaho National Lab 
Dave Nigg, Idaho National Laboratory 
John Noel, John Noel Company 
Daren Norman, Idaho National Laboratory 
Elizabeth Norseh, St. Andrews Womans 
Willis Norton, Idaho Building and Trades 

Council 
Mike O'Bleness, Development Workshop 

Inc. 
Lisa Obrentz, Council on Foreign Relations 
Brett Olaveson, Jefferson County 
Claude Oliver, Benton County 

Commissioner 
Paryl Olsen, Rexburg Chamber of 

Commerce 
Mary Olson, NIRS 
Charlotte O'Neil, SAIL 
Makoto Ooka, Japan Atomic Energy 

Agency 
Javier Ornelac, Century 21 Home Planning 
Javier Ortensi, ISU 
Anne Oswald, Allendale County 
Lynn Palmore, Halliburton 
Victoria Parker, Los Alamos National 

Laboratory 
Bob Parks, City Council of Kennewick 
Martin Parks, NMSU Carlsbad 
Rich Parris, Mackay Chamber of Commerce 
Dan Parsons, Pecos Valley Broadcasting 
Lillie Penn, ACOOA 
Danielle Perez, Idaho Falls University 

Julia Perie, Highland County Community 
Action Organization, Inc. 

Donald Petersen, LAEG 
Gary Petersen, TRIDEC 
Beth Phillips, University of Tennessee 
Jan Phillips, AREVA 
Bill Phoenix, Idaho National Laboratory 
Jeff Pinkerton, LATA/Parallax 
James Pinkney, Allendale County 
William Pirkle, USC Aiken 
Danny Poindexter, USEC 
Steve Polston, Swift & Staley Corp. 
Rebecca Ponkow, Advanced Energy 
Michael Pope, Battelle Energy Alliance 
Ty Pope, First American Title 
Caroline L Portlock, Grundy County 

Chamber of Commerce 
John Poteraok Jr., Alderman, Ward 3, City 

of Darien 
A. George Pradel, Dupage Mayors & 

Managers Conf 
Lessie Price, Aiken City Council 
Thomas Putnam, CTAC 
Dave Radford, Bonneville County 
Dave Radford, E.C.I.P.D.A. 
David Rager, Greater Cincinnati Water 

Works 
Evelyn Rainey, North Wind 
Brad Reed, Rexburg Area Chamber of 

Commerce 
Nathaniel Reen, STR 
Sherry Reese, Carlsbad Medical Center 
Ron Reeves, CEHMM 
Bob Reid, Lea County 
Carol Reid, Idaho National Laboratory 
Blair Reinarman, CSIS 
Tom Reiser, Scioto County Commission 
Zana Renfro, Merk County 

Commissioner/United Way Director 
Cristy Renner, WGI/WSMS 
Bruce Reynolds, Idaho National Laboratory 
John W. Rice, Epsilon Systems Solutions 
Wayne Rickman, Rickman Group 
Kimber Ricks, Madison County 
Harry A. Rider, Pike County Board of 

Commissioners 
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Ann Ridesel, Arco/Butte County Business 
Incubation Center 

Walter and Joan Righton, Waterfall Glen 
Townhomes Assoc. 

Kate Riley, Seattle Times 
David E. Rivers, Medical Unviersity of 

South Carolina 
Eric Roberts, CAB Office 
William Robertson, Eastern Idaho Technical 

College 
Bill Robinson, Allendale County 
Robert Robinson, Center for Applied 

Research, Inc. 
Ralph Robison, Madison County 

Commissioner 
Shauna Rodgers, Western Commerce Bank 
Vince Rodriguez, Energy Solutions 
F. Wayne Rogers, Lower Savannah Council 

of Governments 
J. W. Rogers, Idaho National Laboratory 
Kay Rogers, Roswell Livestock and Farm 
Christopher Rojas, Exelon-NAYGN 
Paul Romrell, Fremont County Office of 

Economic Development 
Kenny Ruggles, Shawnee District Council 
Rick Runnels, Washington Savannah River 

Co. 
Ann Rydalch, National Foundation for 

Women Legislators 
Piyush Sabharwall, Idaho National 

Laboratory 
Brian Sack, Idaho National Laboratory 
David Samples, Tri-City & Olympia 

Railroad Company 
Lawrence Sanchez, Sandia National 

Laboratories 
Buddy Sandifer, City Council of Bamberg 
Brad Sandy, Brady's Inc 
Mark Sanford, South Carolina 
Vijay Sazawal, USEC 
Dawn Scales, Idaho National Laboratory 
Tim Schatzer, Triad, Inc 
Robert Schenter, PhD, American Nuclear 

Society 
Dale Schneider, The Childrens Center 
Gary Schubert, Lea County 

Rose Scott, Washington TRU 
Solutions/Wipp 

Geoffrey Sea, Southern Ohio Neighbors 
Group 

Todd Sellmer, Washington TRU Solutions 
Ronald Setina, Harborside Marina Inc. 
Connie Sevier, Lovington Economic 

Development Corp. 
Ben Shaw, IT Works, LL 
Jeff Shearer, NECA/IBEW 
Stacy Shelton, The Atlanta Journal-

Constitution 
C.W. Sheward, TPMC, LLC 
Tamara Shokes, Battelle Energy Alliance 
Jim Shows, Shows Real Estate 
Joel Siegel, Washington Group 
Mike Simon, White Pine County Nuclear 

Waste Project Office 
Don Simonton, Pike Co. Emergency 

Management Agency 
Dave Simpson, USEC 
Scott Singletary, EITC 
Keith Sloan, Barnwell County Council 
Richard Smalley, Energy Solutions 
B. Smith, City of Paducah Commissioner 
Charlene Smith, Idaho National Laboratory 
David Smith, Central WA BCTC 
Hoxie Smith, Midland College 
Miles Smith, Energy Solutions 
Norma Smith, Office of Congressman Steve 

Pearce 
Rex Smith, Jim Smith Contracting Co, LLC 
Sally Smith, Madison Economic Partners, 

Inc. 
Svend Soeyland, Bellona USA 
Tim Solomon, RDA 
Stephanie Sparkman, The Energy Initiative 
Laurie Sparks, LANL—Carlsbad 
Henry Spitz, University of Cincinnati 
Sharon Squassoni, CRS 
Bill St. John, Diamond Law Firm 
Mike Stears, Idaho National Laboratory 
David Steele, Honeywell-MTW 
E.A. Stevenson, Town of Allendale 
Kay Still, Southern Carolina Alliance 
Margie Stockton, North Wind Inc 
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Stephen Stoddard, LAEG 
Bill Stokes, CBCE 
Barry Stone, Roswell National Bank 
William Stratten, Los Alamos Education 

Group 
Steve Stricker, Village of Burr Ridge 
Cliff Stroud, Los Alamos National 

Laboratory 
Judy Stubbs, New Mexico Economic 

Development 
John Summers, New Wave Home 

Improvement 
David Swanson, Nye County Nuclear Waste 

Repository Project Office 
Jack Swickard, The Triton Group 
Dorothy C. Tatum, Chair, Bamberg County 

Council 
J'Tia Taylor, UIUC NPRE 
Richard and Diane Taylor, County 

Commission 
Steven Taylor, INC 
Harry Teague, Lea County Board of County 

Commissioners 
William Terry, Idaho National Laboratory 
Kent and Darlene Tew, Identity Theft 

Solutions 
Catherine Thomas, SEMA 
Gerran Thomas, WPSD-TV 
Dale Thompson, Laboratory Retiree Group 
Eric Thompson, SRS Community Reuse 

Organization 
David Thomson, LA Center 
Catherine Thorn, Allendale County 
Mary Alice Thorn, Battelle Energy Alliance 
Jana Thrift, GREEN 
Denice Traina, Georgia Green Party 
Kerry Tramerll, NAC 
Paul Tremblay, Idaho National Laboratory 
Steve Tribuzzi, Exelon Corp. 
Rich Trout, Hobbs News-Sun 
Leann Tuchett, Diversified Metal Products 
Bruce Turner, US Bank 
Barbara Turner, SRMS 
David W. Turner, Pastor, Barnwell 

Presbyterian Church 
Arthur C. Vailas, Idaho State University 

Melanie Valentine, SONIC, LLC 
Michael Valeriano, Village of Godley 
Gregory VanSoesr, LANL—Carlsbad 
Joseph Ventura, Advantech Air 

Conditioning & Heating 
Diane Venture, Office of Senator Jeff 

Bingaman 
David Vesco, AEA Tech 
Gary Vine, EPRI 
Vickie Viniard, Ballard Co. Fiscal Court 
Mike Virtue, City Council of Blackfoot 
Richard Volton, Idaho National Laboratory 
Frank von Hippel, Princeton University 
Bill Wabbersen, ANS 
Emily Waddell, Oak Ridge Utility District 
Kathryn Wade, Office of Congressman J. 

Gresham Barrett 
Cliff Waire, Parmor 
Joe Walker, Paducah Sun 
John Walsh, Idaho National Laboratory 
Tom Walton, Office of Jackson County 

Commissioners 
Cliff Watkins, Navarro Research & 

Engineering 
Bruce Watson, City of Bamberg 
Katherine Way, Community Action 

Committee of Pike County, Inc. 
Kirk Weisbrod, LANS 
Brett Welty, Portage 
Gray West, Oak Ridge National Laboratory 
Joseph West, EZ Net Tools 
John R. Whalon, BWXT-Y-12 
Robert M. Whan, Oak Ridge National 

Laboratory 
Brandon Whatley, Eastern New Mexico 

University-Roswell 
Miriam Whatley, Washington Group 

International 
Billy and Brenda White, BWXT-Y-12 
Gregory White, Battelle Energy Alliance—

Idaho National Lab 
Lynn White, Eunice News 
Timothy White, University of Idaho 
Garry Whitley, ATLC 
Mark C. Whitlow, Whitlow, Roberts, 

Houston & Straub, PLLC 
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Janell Whittock, Eddy County 
Bill Wierzbide, WEI 
Bill Wilburn, BWXT Y-12 
Martie Wiles, Office of Senator Mitch 

McConnell 
Art Williams, Allendale County 
Cindy Willard, Office of Congressman 

Steve Pearce 
Arthur Williams, Allendale County 

Government 
Steve Williams, SRS-WSRC 
Thomas Williams, Barnwell County Council 
Chad Wilson, Honeywell 
Chris Wilson, Bamberg City Council 
Jeanne Wilson, Office of Senator Sherrod 

Brown 
Jeff Wilson, LATA 

Pieen Wilson, Office of Congressman Jerry 
Weller 

Rev. Charles Wiltshire, Sedan Baptist 
Church 

Susan A. Winsor, Community Reuse 
Organization 

Roy T. Witherow, Village of Lyons 
Paul Wojtaszek, AREVA 
Lisa Wolford, Battelle Energy Alliance 
Alan Wood, USW-Local 652 
Susan Wood, Citizens for Nuclear 

Technology Awareness 
Gerald Woodcock, American Nuclear 

Society 
Daniel York, Landsun Homes, Inc 
Warren Zesiger, Z 5 Farms 
James Zumwalt, City of Paducah

 
Individuals 

 
P.J. Abell 
Scott Ackerman 
David Adams 
Michelle Ajamian 
Don Alexander 
Linda Alexander 
Connie and Doug Altman 
Robert Alvarez 
Alex Amonette 
Mark Andersen 
Steve Andersen 
Robert Anderson 
Sheryl Anderson 
Bill Andrews 
Bruce Angle 
Neil Archer 
Scott Archibald 
Rae Ann Archuleta 
Heather Armbrister 
Don and Kimberly Armour 
Judy Armstrong 
Steve Arneson 
Joyce Asfour 
Holly Ashley 
E.E. Attaya, O.D. 
Clay Atwood 

Frank Avila 
Martha Bacon 
Elizabeth Baggs 
Porter Bailey 
Hannelore Baker 
Tom Balhreg 
Wayne Ballard 
Mark Balzen 
Frank Barber 
Marianne Barisonek 
Tom Barnett 
Jack Barraclough 
Christopher Barry 
John and Margaret Barry 
Robert Bartholomeu 
Hal Bateman 
Adam Batson 
Robert Beach 
Victor D. Beaucaire 
Jane Becker 
Renata Beckner 
Michael Bejarano 
Melinda Bell 
Mary Benedict 
Ralph Bennett 
Danny Berry 

Janice Bertzer 
John Bigbee 
Helen Bilson 
August Binder 
Chris Bingham 
Mary Birch 
Bruce Biwer 
Natalie and Paul 

Blachowicz 
Anne Blanco 
Richard Bloom 
Alex Bohlin 
James Boland 
M. Bolt 
Sam Booher 
John Boonstra 
Lois Bounde 
William Bowen 
Alan Boyar, MD 
J. Blair Briggs 
Kenneth and Mary 

Brockman 
Steve Brown 
Chris Brust 
Mike Bryan 
Mary Elizabeth Bundy 
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Wally Burden 
Thomas Burke 
Allen Burnett 
Steve Burton 
Thomas Butterbaugh 
Dave Bybee 
Ray Camp 
David Cannon 
J. Capozzelli 
Mike Cappiello 
Janet Carbary 
Thomas Carlsoar 
Tim Carlson 
Jon Carmack 
Thomas Carpenter 
Aldo Carrasco 
Francis Jerry Carrico 
Madeline Carroll 
Clint Carter 
Andy Casella 
Bertha Cassingham 
Robert Caudle 
Steve and Mary Chastaim 
Robert Chatman 
David Chichester 
Cathryn Chucry 
M. H. Churney 
Cathy Cisco 
Frederick and Francine 

Clark 
Michel Clement 
Josh Clements 
Jeff Cobb 
Delia Cobos 
Lance Cole 
Bryan Coles 
Vina Colley 
Elizabeth A. Comeaux 
Clay Condig 
Kathleen Conley 
Corey Conn 
Elizabeth Connen 
Arlene Coon 
Roger Cooper 
Scott Coren 
Alison Corner 

Becky Coronado 
Bridget B. Correll 
Judith Cosby 
Joe Cosgrove 
Anne Craig 
Alex Creek 
Kevin M. Croft 
Janie Croswait 
Susan Garrett Crowley 
Julia Cullom 
Deborah Cummings 
Jim Curtis 
Stewart Curtis 
Catherine Cutcher 
Holly Daggett 
Judy Daggett 
Ken Daggett 
Katherine Daly 
William Dantel 
Hal Darrick 
Stephanie Darrow 
Jodi Dart 
Donald Davidson 
Teresa Davis-McKee 
Gerald Dearmond 
Janet Degan 
Dreba Dennis 
Genny Dennison 
Glenn Denton 
Rocky Deschamps 
Shane Devins 
Gregory Dewey 
Marilyn Dickenson 
Vincent Dolli 
Pamela Dorlier 
J. Dorny 
Jo AnnTilley Dortch 
Jason Draper 
Jack Dresser 
Kenhi Drewes 
Rose N. Dubston-Elliott 
Noel Duckwitz 
Patricia Duffy 
Dan Durocher 
Millie Dyer 
Norm Dyer 

Michael and Donna 
Eastlake 

Sabrina Eckles 
Gary Eder 
Deborah Edmonds 
Teri Ehresman 
John Eisele 
John Eisenmenyer 
Robert Elliott 
Don Engelman 
Mark England 
Ruby English 
Joe and Barbara Epstein 
Lindsey Eskeli 
Earleen E. Eskildsen 
Susan Evans 
Erich Evered 
Stephanie M. Fairchild 
Jack Farber 
Mary Farina 
Bill and Meredith Farris 
Eileen Farvin 
Rebecca Logan Fay 
Bill and Betty Ferguson 
Gemma Ferguson 
Kevin Ferguson 
Tom Ferns 
Jim Finlay 
Eleanor Finney 
Homer Fisher 
Amy Fitzgerald 
Dennis Fitzgerald 
Nancy Fleming 
Martha Fly 
Fran Forgette 
Brent Foster 
Dianne Foster, RN, ARNP 
Nancy Foster 
Robert Foster 
Marion Fox 
Ann Fraley 
Bill Franz 
Larry Franz 
Linwood Fraser 
Peter and Elvida 

Frothingham 
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Jim and Louise Fry 
Casey Gadburg 
Jimi S. Gadzia 
Jon Gahm 
Ron Galbraith 
Larry Galuszka 
Kris Gann 
Richard N. Garley 
Donald C. Gatchell 
Larry and Mary Gates 
Donald Gatlin 
Michael Gaussa 
Richard Geddes 
Stephen Gedeon 
Robert Gelave 
Kathy Gere 
April Gerstung 
Peter Gibbons 
Robert Gillette 
Gynii A. Gillian 
Weldon Gilmore 
W.R. Goddard 
Charles Goergen 
Mike Goff 
Rick Gold 
Lynn Goldman 
Marcia Goldstein 
Carl Gooding 
Joan Govedare 
Vernon F. Grady 
Jim Graham 
Glen Graves 
Isabel Graziani, Ph.D. 
Joe Graziano 
Jeffrey Greenwood 
Richard J. Gregosky 
Paula Grieves 
Michole Grilli 
Richard Groendyke 
Clinton Gross 
Jason Grover 
Logan Guajardo 
Johne Gualming 
St. Clair P. Guess, III 
Ed Gulfbrunsen 
David Gunzel 

Sol Guttenberg 
William Guzaski 
Jeanette Hakey 
Morgan and Gaylyn Hall 
Kurt D. Hamman 
Barbara Hanek-Reschke 
Bob Hansen 
Audrey Hanson 
Larry Hanson 
George Harben 
John Harber 
John Harbin 
Russell Hardy 
Barbara Harper 
Christopher N. Harper 
Dianne Harris 
Richland and Shirley 

Harvey 
Leonard and Nancy 

Harville 
Cherie Haskins 
Joanna Haskins 
Garth Hassel 
Aafiz Heartsun 
Robert Hedlund 
Mary Heimert 
Charles T. Hein, Ph.D. 
Connie Heinrich 
Gerald W. Heinrich 
Dorothy Behlen Heinrichs 
Jack Heinzman 
Debbie Henley 
Jerry Henrich 
Neal S. Henry 
Roger Henry 
Paul Henslee 
Brian Herman 
Tony Hernandez 
David Herold 
Charles Herrmann 
Bill Hewitt 
Peggy and Scott Hill 
Bruce Hilton 
Greg Hinkle 
Brad and Dona Hippert 
Floyd Hodges 

Hollis W. Hoffmeng 
James Hoge 
Charles Holden 
Carl Holder 
Roger Holmen 
Ben Holtzman 
Cindy Hong 
Norman Hook 
Michael D. Horton 
Donald W. and Janice E. 

Hoylman 
Lee Huckins 
Leslie Huddleston 
Anezka Huff 
Leslie Hugo 
Dean and Kathryn 

Humphrys 
Ellen Hutchings 
James Hylko 
Fred Ingram 
Joe Jacobsen 
Bob Jacovec 
Ira James 
Mary Jean 
Ted Jely 
Arlene Jenkins Cossels 
Thomas Jennings 
Frances S. Jobasen 
Robert E. Johannesen 
Mark Johnson 
Michael Johnson 
Kenneth Johnson 
Ralph Johnson 
Tiffany Johnson 
Barbara Jones 
Greg Jones 
John Jones 
Stewart Jones 
Arun Joshi 
Bob Jurick 
Charles and Vicky Jurka 
Carolina Jurovic 
R. Kaester 
Dave Kahn 
Pamela Kanner 
Joseph Kanney 
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Blair D. Kay 
Nancy Keene 
Mike Keizer 
Jill Kekzisnik 
Deanna Kelley 
Richard A. Kemmey 
Merryman Kemp 
Marcia Kerman 
Eric Kerzisnik 
Ron King 
Bob Kingsbury 
Gene Kinsey 
Dona Kirk 
Walter Kirkpatick 
Shane Kirkwood 
Janni Kirovac 
Robert Klein 
Weni Klevan 
D.B. Klos 
Robert Klouman 
Jason Knopp 
Gary Kodman 
Kenneth D. Kok 
Susanne and Curtis 

Kooiker 
Charlotte Kosek 
Jennifer Kozlowski 
Kenneth Krasin 
Michael Kravitz 
Jon Krenek 
Michele Collet Kriz 
Adam M. Kulaga 
Jonathan W. Kulaga 
Michael Kulaga 
Peter Kulik 
David Kump 
Bud Kunkel 
Jason Lacy 
Michael Lafreniere 
James Laidler 
Brent Laird 
Sally Lamson 
William Lanouette 
Carter Latimer 
Susan Laughlin 
Deb Layton 

Wayne Ledford 
Breanna Lee 
Wayne Lei 
Richard Lemire 
Adam Levin 
Diana Lewis 
Heidi Lhofer 
Cymantha Liakos 
Daniel Lichtenwald 
Sylvia Lieb 
Patricia Lightstone 
Sandra Lilligren 
Mike Lilly 
Jessika Lindfeldt 
John N. Lindsay 
Timothy L. Lingg, Jr. 
Diane Lipuma 
Charles Little 
Megan Lobaugh 
Robin Loeffler 
Heidi Logusz 
Linda Long 
Christopher C. Lowe 
David Lucoff 
Barbara Lund 
Susan Lyons 
Nathan and Sarah 

Machiela 
Paul MacMillan 
Tom Maddock 
Ken Maddox 
Jonathan Maffay, Ph.D. 
Teresa Mahan 
El Mahassni 
Albert Majeske 
William Mally 
Taryn Malone 
Jim Manhus 
Patrick Manion 
Carl Mansperger 
Larry Marchesi 
Patricia Marida 
Frances Marshall 
Leigh Martin 
Marshall C. Martin, Jr. 
Jane Masters 

Jake Maxey 
Shirley Ann May 
Craig Maydale 
James McBreen 
Don McBride 
Rick McCain 
Kate McCarthy 
Justin McClendon 
Loraine McCosker 
John McCoy 
Kurt McCracken 
Martin McDonough 
Jack McElroy 
Shawn McEntire 
David McGraw 
Gerry McGuire 
Danny McIlwain 
Michael McKee 
Tyler McKee 
John McKenze 
Susan McKenzie 
Judy McLemore 
Anna McNabb 
John McNabb 
Thomas and Joan McNeela 
Ed McPherson 
Jerri McTaggart 
Richard Meadows 
Kathleen Mello-Nelson 
H. Jay Melnick 
Mike Melville 
Donald Merrick 
M. Merrill 
Don Meyers 
Ian Migrate 
Diana Mika 
David Mikkelson 
J. Michael Milam 
Linda H. Milam 
Ariel Miller 
David W. and Shirley R. 

Miller 
Gerry Moll 
Glenn and Gail Miller 
Kendall Miller 
Larry Miller 
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John Moon 
Ken Moor 
Claris Morgan 
Martin Morris 
Alva Morrison 
Bruce Morson 
Elizabeth Motter 
Charles Mueller 
Sean Mullaney 
Manuel Munguia 
Robert A. Murdock 
Julie Murray 
Ed Nabeel David 
Autumn Najar 
Desiree Najar 
Jeff Neal 
Robert Neilson 
Karla Nelson 
John Nelson 
Morgan Nelson 
Joanie Nichols 
Nick Nichols 
Christine and Don Nielsen 
Robert Nielson, Jr. 
William Novak 
David Odfold 
Gai Oglesbee 
Marlene Oliver 
Stacie Oliver 
James T. O'Reilly 
Mark O'Riley 
Edmundo Orozco 
Penelope Overton 
Bill Owen 
Jim and Sheryl Paglieri 
Glenn Palmeri 
Michael L. Paris 
David T. Parn 
Richard K. Patrick 
Rick Patrick 
Cliff Patterson 
Russ Patterson 
Jerry Peltier 
Keith and Beverly Penny 
Howard Perry 
Rebecca Perry-Piper 

Christina Petrykiw 
Patricia Pettit 
Robert Phipps 
Roger Picitella 
Rosie Picklesimer 
Al Pines 
Katherine and David 

Pirnik 
Jim Pletscher 
Herbert Plum 
Jonathan Podbielski 
Andrew Poertner 
Cheryl Polston 
John Popham 
Sharon Poteraske 
David Prawdzik 
Robert A. and Bonnie M. 

Prots 
Howard Pulley 
Andrea Quintanar 
Carol Rainey 
Ron Ramsey 
Rich Rankin 
Stefano Ratti 
Rita Rebhand 
Ralph Reeves 
Gayle Reichert 
N.T. Rempe 
Scott L. Reno 
Bruce Renwick 
Fitz Reyes 
Neal Reynolds 
Bryce L. Rich 
Peter Rickards 
Lou Riepl 
Paul Ring 
Ralph Robinson 
Francis Roddy 
John M. Roebuck 
Paul Roeder 
Bridget Rorem 
Keith M. Roseland 
Sally Rosenberg 
Cynthia Rosenburry 
Sharon Russick 
Bruce Ruttenburg 

Jack Ryan 
James Ryckman 
John Saluke 
Gene Samberson 
Kelly Sampson 
Todd Samuel 
John J. Sandens 
Van Sandifer 
William Schramm 
Joey Schueler 
Lindon Schultz 
Randall Scott 
Don Segna 
Linda Sejfulla 
Lewis A. Seller 
Charles Sessions 
Alwyn Settles 
Stacey Shaw 
Barry Shedrow 
Michelle and Kevin 

Sheffield 
Janis Sherick 
Sham Shete 
Diana Shipley 
Kurt A. Shoemaker, PhD 
Linda Short 
Sheryl Silberman 
Richard Simester 
Carrie Simmons 
Jeff Sinnard 
Ellen Smith 
Howard Smith 
Keith Smith 
Madeline Smith 
Miles Smith 
Robert W. Smith 
Richard Smith 
Sarah Smith 
Timothy Solomon 
Edward Somers III 
Mark Staffer 
George Stanford 
Tim and Maureen Stanley 
Carol Stark 
Denise Stark 
Carolyn Stauffer  
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Mark Stauffer 
Carolyn Steele 
Carola Stepper 
Fred Stewart 
Jan Stewart 
Katherine Stewart 
Scott Stoddard 
Carlton Stoiber 
Scott Stone 
Richard Stout 
Jerry Straalsund 
Corrine Stranski 
Jim Stubbins 
Heather Sturgill 
Chris Suiter 
Nancy Sullivan 
Ellen O. Suna 
Lorry Swain 
John Swanson 
Reneé Swickard 
Crow Swimsamay 
Marilyn Szewczyk 
Vera N. Tanner 
George Taylor  
Russell Taylor 
Johnda Tecoma 
L. Edward Temple Jr. 
Jim Testin 
Roger Thiede 
Bobby Thomas  
Rick Thomas 
Rod Thomas 
Dale Thompson 
Jeff Thompson 
Jennifer Thompson 
T.K. Thompson 
Vanessa Thompson 
Terie Tietjen 
Terry A. Tomberlin 

Mary Toniolo 
William Toth, Ph.D. 
Tom Tramm 
Charles and Vicki Turks 
Kaye Turner 
Wayne Turucz 
Jaimes Valdez 
Dianne Valentin 
Damian Valenzuela 
Carol A. Van Brunt 
Gary Vander Boeck 
Jasper B. Varn, Jr. 
David Vaughn 
Ted Venetz 
John von Reis 
Gerald Wade 
James Waldo 
Dick Wallach 
Alan Waltar 
Barbara A. Walton 
Paul Waltz 
David H. Ward 
Michael Waterland 
Lisa Watson 
Mike Watson 
Dave Webster 
Alan Weiner 
Jack and Linda Wellbaum 
Marlin Wells 
Donald Wendling 
Brook Westheimer 
David Whealey 
Martin and Isabelle 

Wheeler 
Mary Whelen 
Joe Whetstone 
Nancy White 
Robin J. White 
Sean White 

Jean Wightman 
Lynn Wilber 
Deb and Bruce Wilcox 
Lynne and Mel Wilks 
Art Williams 
Gil Williams 
Kent A. Williams 
Lawrence Williams 
Lonnie M. Williams 
Ken Williams 
Thomas R. Williams 
Vernal Ann Williams 
J. Holt Williamson, Ph.D. 
Matt Wills 
Jeffrey Wilson 
Jennifer Wilson 
Joyce Wiltshire 
Steven Winter 
Wiley and Melodie 

Witherspoon 
Sybil Wolcott 
Jill Wood 
Rick, Victoria and Patrick 

Woods 
Mr. and Mrs. Tom Wood 
Camille Wrona 
Jim Wurtz 
Ralph Young 
Robert Yriart 
Kathy Yuracko 
Dan Yurnman 
Paul A. Zagene 
Peter Zalupski 
S. Zaman 
Edward and Carla 

Ziemianski 
Olivia Zivney
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