
 
PAPERWORK REDUCTION ACT SUBMISSION 

Please read the instructions before completing this form.  For additional forms or assistance in completing this form, contact your agency’s Paperwork Clearance Officer.  Send two copies of 
this form the collection instrument to be reviewed, the Supporting Statement, and any additional documentation to:  Office of Information and Regulatory Affairs, Office of Management and 
Budget, Docket Library, Room 101022, 725 17th Street, NW, Washington, DC  20503. 

1. Agency/Subagency originating request 
 
 Department of Labor , Occupational Safety and Health 
Administration, OSHA 

2. OMB control number  
 
a.  1 2 1 8 – 0 0 9 6                 b.   None                 (new)        

                   
3. Type of information collection (check one) 

a.  New Collection 

b.  Revision of a currently approved collection 

c.          Extension of a currently approved collection 

          d.  Reinstatement, without change, of a previously approved 
  collection for which approval has expired 
e.  Reinstatement, with change, of a previously approved 
  collection for which approval has expired 
f.  Existing collection in use without an OMB control number 

For b-f, note item A2 of Supporting Statement instructions 

4. Type of review requested (check one) 
a.  Regular submission

b.  Emergency - Approval requested by:     /  /__ 

c.  Delegated 
5. Small entities 

Will this information collection have a significant economic impact on a substantial 
number of small entities? 

     Yes      No 
6. Requested expiration date 

a.  Three years from approval date? 

b.  Other  Specify:      /      (month/ year) 

 
7.   Temporary Labor Camps (29 CFR 1910.142) 
 
8.    Agency form number(s)  (if applicable)   None 
 
9.    Keywords:  

 
10.  Abstract            
The Temporary Labor Camps Standard and its collections of information are designed to safeguard the health of temporary labor camp residents.  The information is used 
to reduce the incidence of comminicable disease among temporary residents.   

11. Affected public (Mark primary with “P” and all others that apply with “X”) 

a.    Individuals or households d.    Farms 

b.  P Business or other for-profit e.   Federal Government 

c.    Not-for-profit institutions f.   State, Local or Tribal Government 

12. Obligation to respond (Mark primary with “P” and all others that apply with “X”) 
a.     Voluntary 

           b.    Required to obtain or retain benefits 

           c. P  Mandatory 
13.  Annual reporting and recordkeeping hour burden 14.  Annual reporting and recordkeeping cost burden (in thousands of dollars) 

a.  Number of respondents 833  a.  Total annualized capital/startup 
costs  0  

b. Total annual responses   b. Total annual costs (O&M) 0  
  1. Percentages of these responses 
  collected electronically 

0% 
 

 c.   Total annualized cost                           
requested 

  

c. Total annual hours requested 67  d. Current OMB inventory 0  
d. Current OMB inventory 57  e. Difference 0  
e. Difference 10  f. Explanation of difference   
f. Explanation of difference      1. Program change   
  1. Program change      2. Adjustment 0  
  2. Adjustments 10     

15. Purpose of information collection (Mark primary with “P” and all others that apply 

with “X”) 

a.     Application for benefits        e.   Program planning or management 

b.  Program evaluation f. x Research 

c.        General purpose statistics g. P Regulatory or compliance 

d.        Audit 

16. Frequency of recordkeeping or reporting (check all that apply) 
a. Recordkeeping b.  Third party disclosure 
c.  Reporting 
   1.  On occasion 2.  Weekly 3.  Monthly 
   4.  Quarterly 5.   Semi-annually 6.  Annually 
   7.  Biennially 8.  Other (describe)  _______________ 

17. Statistical methods 
Does this information collection employ statistical methods? 

 
 Yes No 

18. Agency contact (person who can best answer questions regarding the content of this 
submission) 
Name: Todd Owen 

 
Phone: (202) 693-2222 

    OMB 83-I                                                                                                                                                                                                      10/95 



  
19. Certification for Paperwork Reduction Act Submissions 
 
On behalf of this Federal agency, I certify that the collection of information encompassed by this request complies with 5 
CFR 1320.9. 
 
 
NOTE: The text of 5 CFR 1320.9, and the related provisions of 5 CFR 1320.8 (b)(3), appear at the end of the 

instructions.  The certification is to be made with reference to those regulatory provisions as set forth in the 
instructions. 

 
The following is a summary of the topics, regarding the proposed collections of information,  that the certification 
covers: 
 
  (a) Is necessary for proper performance of the agency's functions and has practical utility; 

  (b) It avoids unnecessary duplication; 

  (c) It reduces burden on small entities; 

  (d) It uses plain, coherent and unambiguous terminology that is understandable to respondents; 

  (e) Its implementation will be consistent and compatible with current reporting and recordkeeping 

                   practices; 

  (f) It indicates the retention periods for recordkeeping requirements; 

  (g) It informs respondents of the information called for under 5 CFR 1320.8 (b)(3)  

  (h) Why the information is being collected; 

   (ii)   Use of information; 

   (iii)  Burden estimate; 

   (iv)  Nature of response (voluntary, required for a benefit, or mandatory); 

   (v)   Nature and extent of confidentiality; and 

   (vi)  Need to display currently valid OMB control number; 

(h)  It was developed by an office that has planned and allocated resources for the efficient and 

effective management and use of the information to be collected (see note in Item 19 of the 

Instructions); 

  (i) It uses effective and efficient statistical survey methodology; and, 

  (j) It makes appropriate use of information technology. 

   
If you are unable to certify compliance with any of these provisions, identify the item below and explain the reason in 
Item 18 of the Supporting Statement. 

Agency Clearance Officer 
 
 
Todd R. Owen, OSHA Clearance Officer 

Date 

Signature of Senior Departmental Official or Designee  
 
 
 

Date 

 
 



SUPPORTING STATEMENT FOR THE  
INFORMATION COLLECTION REQUIREMENTS IN 

THE TEMPORARY LABOR CAMPS STANDARD (1910.142)1  
OFFICE OF MANAGEMENT AND BUDGET (OMB) 

CONTROL NO. 1218-0096 (February 2009) 
      
 
1. Explain the circumstances that make the collection of information necessary.   Identify any legal 

or administrative requirements that necessitate the collection.  Attach a copy of the appropriate 
section of each statute and regulation mandating or authorizing the collection of information. 

 
The Occupational Safety and Health Act of 1970 (OSH Act) (29 U.S.C. 651 et. seq.) 
authorizes the promulgation of such health and safety standards as will be necessary to 
ensure that employees will be furnished “employment and a place of employment . . . free 
from recognized hazards that are causing or likely to cause death or serious physical 
harm.” 
 
The statute specifically authorizes recordkeeping by employers as “necessary or 
appropriate for the enforcement of the Act or for developing information regarding 
causes and prevention of occupational accidents and illness.”  This authority extends to 
medical and monitoring records, compliance, emergency plans, and employee training 
programs.  The OSH Act further makes appropriate provisions for the Occupational 
Safety and Health Administration (OSHA) to have access to these records to effectively 
determine whether or not employees are adversely affected by exposures (29 U.S.C. 
651(b)(12); 657(c)(1)). 
 
Pursuant to its statutory authority, OSHA promulgated an occupational health standard 
covering living conditions in temporary labor camps (29 CFR 1910.142).  A copy of the 
regulation is attached to this supporting statement.  The specific information collection 
provisions of the Temporary Labor Camps Standard require employers to report to the 
local public health officer the name and address of any individual in the camp known to 
have, or suspected of having, a communicable disease.  Employers are also required to 
notify local public health authorities of each occurrence of a suspected case of food 
poisoning or of an unusual prevalence of any illnesses in which fever, diarrhea, sore 
throat, vomiting, or jaundice is a prevalent symptom.  These reporting requirements are 
necessary to minimize the possibility of communicable disease epidemics spreading 
throughout the camps and endangering the health of the camp residents.  In addition, the 
Standard requires marking “for men” and “for women” on certain toilet rooms. 
 
2. Indicate how, by whom, and for what purpose the information is to be used.  Except for a new 

collection, indicate the actual use the agency has made of the information received from the 
current collection. 

 

                                                           
1The purpose of this Supporting Statement is to analyze and describe the burden hours and cost 

associated with provisions of this Standard that contain paperwork requirements; this Supporting Statement 
does not provide information or guidance on how to comply with, or how to enforce, these provisions. 
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The major purpose of these requirements is to limit the incidence of communicable 
disease outbreaks in temporary labor camps.  Compliance with this aspect of the Standard 
is necessary for the maintenance of a safe and healthful work environment. 
 
Reporting Communicable Disease (§ 1910.142(l)) 
 
The standard requires the camp superintendent to report immediately to the local health 
officer the name and address of any individual in the camp known to have or suspected of 
having a communicable disease.  Whenever there is a case of suspected food poisoning or 
an unusual prevalence of any illness in which fever, diarrhea, sore throat, vomiting, or 
jaundice is a prominent symptom, employers must report this to the local health authority 
by telegram, telephone, electronic mail or any method that is equally as fast. 
 
Toilet Facilities (§ 1910.142(d)) 
 
The Standard requires that where the toilet rooms are shared, separate toilet rooms must 
be provided for each sex.  These rooms must be marked “for men” and “for women” by 
signs printed in English and in the native language of the persons occupying the camp, or 
marked with easily understandable pictures or symbols.  
 
OSHA is taking no burden for marking the toilet rooms with “for men” and “for women.”  
Regulation 5 CFR 1320.3(c) exempts “public disclosure of information originally 
supplied by the Federal government to the recipient for the purpose of disclosure to the 
public” from the definition of a collection of information.  OSHA believes any additional 
marking of toilets indicating for use by men or women is a usual and customary activity. 
 
3. Describe whether, and to what extent, the collection of information involves the use of 

automated, electronic, mechanical, or other technological collection techniques or other forms of 
information technology, e.g., permitting electronic submission of responses, and the basis for the 
decision for adopting this means of collection.  Also, describe any consideration of using 
information technology to reduce burdens. 

 
To comply with the requirement to report outbreaks immediately, it is expected, but not 
required, that employers will use the telephone to report the necessary information to 
local health officials.  For informing health authorities of food poisoning or certain 
symptoms of illness the Standard states that the camp supervisor shall inform health 
authorities by telegram, telephone, electronic mail or any method that is equally as fast. 
 
4. Describe efforts to identify duplication.  Show specifically why any similar information already 

available cannot be used or modified for use for the purposes described in Item 2 above. 
 
No other Federal agency requires the reporting of this type of health information by labor 
camp superintendents.  
 
5. If the collection of information impacts small businesses or other small entities, describe any 

methods used to minimize burden. 
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The burden of the requirements is an equal obligation for all employers who operate 
temporary labor camps.  The collections of information do not have significant economic 
impact on a substantial number of small entities.  
 
6. Describe the consequence to Federal program or policy activities if the collection is not 

conducted or is conducted less frequently, as well as any technical or legal obstacles to reducing 
burden. 

 
The reporting frequencies specified in the Standard are the minimum necessary to protect 
the safety and health of employees and, in particular, to assure that the camp 
superintendent alerts local health authorities regarding potential communicable disease 
out-breaks among temporary labor camp residents. 
 
7. Explain any special circumstances that would cause an information collection to be conducted in 

a manner: 
 

• requiring respondents to report information to the agency more often than quarterly; 
 

• requiring respondents to prepare a written response to a collection of information in fewer 
than 30 days after receipt of it; 

 
• requiring respondents to submit more than an original and two copies of any document; 

 
• requiring respondents to retain records, other than health, medical, government contract, 

grant-in-aid, or tax records for more than three years;  
 

• in connection with a statistical survey, that is not designed to produce valid and reliable 
results that can be generalized to the universe of study; 

 
• requiring the use of a statistical data classification that has not been reviewed and approved 

by OMB;  
 

• that includes a pledge of confidentiality that is not supported by authority established in 
statute or regulation, that is not supported by disclosure and data security policies that are 
consistent with the pledge, or which unnecessarily impedes sharing of data with other 
agencies for compatible confidential use; or 

 
• requiring respondents to submit proprietary trade secret, or other confidential information 

unless the agency can demonstrate that it has instituted procedures to protect the 
information's confidentiality to the extent permitted by law. 

 
No special circumstances exist that require the employer to collect information in the 
manner discussed in item 7. 
 
8. If applicable, provide a copy and identify the data and page number of publication in the Federal 

Register of the agency's notice, required by 5 CFR 1320.8(d), soliciting comments on the 
information collection prior to submission to OMB.  Summarize public comments received in 
response to that notice and describe actions taken by the agency in response to these comments.  
Specifically address comments received on cost and hour burden. 

 
Describe efforts to consult with persons outside the agency to obtain their views on the 
availability of data, frequency of collection, the clarity of instructions and recordkeeping, 
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disclosure, or reporting format (if any), and on the data elements to be recorded, disclosed, or 
reported. 

 
Consultation with representatives of those from whom information is to be obtained or those 
who must compile records should occur at least once every 3 years -- even if the collection of 
information activity is the same as in prior periods.  There may be circumstances that may 
preclude consultation in a specific situation.  These circumstances should be explained. 

 
As required by the Paperwork Reduction Act of 1995 (44 U.S.C. 3506(c)(2)(A)), OSHA  
will publish a Federal Register notice requesting public comment on its proposal to 
extend the Office of Management and Budget’s (OMB) approval of the information 
collection requirements specified by the Standard.  This notice is part of a preclearance 
consultation program intended to provide those interested parties the opportunity to 
comment on OSHA’s request for an extension by the OMB of a previous approval of the 
information collection requirements found in the above standard.  The Agency will 
address any comments received in response to its notice.  
 
9. Explain any decision to provide any payment or gift to respondents, other than reenumeration of 

contractors or grantees. 
 
No payments or gifts will be provided to the respondents. 
  
10. Describe any assurance of confidentiality provided to respondents and the basis for the 

assurance in statute, regulation, or agency policy. 
 
As this regulation does not require the submission of any confidential information to the 
Federal government, assurances of confidentiality are not applicable. 
 
11. Provide additional justification for any questions of a sensitive nature, such as sexual behavior 

and attitudes, religious beliefs, and other matters that are commonly considered private.  This 
justification should include the reasons why the agency considers the questions necessary, the 
specific uses to be made of the information, the explanation to be given to persons from whom 
the information is requested, and any steps to be taken to obtain their consent. 

 
There are no provisions in this Standard requiring that questions of a sensitive nature be 
asked. 
 
12. Provide estimates of the hour burden of the collection of information.  The statement should: 
 

• Indicate the number of respondents, frequency of response, annual hour burden, and an 
explanation of how the burden was estimated.  Unless directed to do so, agencies should not 
conduct special surveys to obtain information on which to base hour burden estimates.  
Consultation with a sample (fewer than 10) of potential respondents is desirable.  If the hour 
burden on respondents is expected to vary widely because of differences in activity, size, or 
complexity, show the range of estimated hour burden, and explain the reasons for the 
variance.  Generally, estimates should not include burden hours for customary and usual 
business practices. 

 
• If this request for approval covers more than one form, provide separate hour burden 

estimates for each form. 
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• Provide estimates of annualized cost to respondents for the hour burdens for collections of 
information, identifying and using appropriate wage rate categories.   The cost of 
contracting out or paying outside parties for information collection activities should not be 
included here.  Instead, this cost should be included in Item 14. 

 
The burden hours and costs are for the temporary labor camp superintendent to report to 
local health officials the names and addresses of persons known to have, or suspected of 
having, a communicable disease; and to report the occurrence of any case of suspected 
food poisoning or an unusual prevalence of any illnesses in which fever, diarrhea, sore 
throat, vomiting, or jaundice is a prominent symptom among residents of temporary labor 
camps. 
 
To estimate the burden hours for temporary labor camp superintendents to report the 
information described above to local public health officials, the Agency determined how 
frequently migrant workers would have a communicable disease or any of the health 
symptoms mentioned above.  To determine this frequency, OSHA used data from the 
Centers for Disease Control and Prevention (CDC) publication Morbidity and Mortality 
Weekly Report (MMWR).  According to the MMWR, the total reported incidence of 
notifiable diseases in the United States in 2006 was 612.72 per 100,000 people.2  To 
estimate burden hours and costs associated with the Temporary Labor Camps Standard, 
OSHA is using this value even though the list of CDC notifiable diseases is more 
inclusive than reportable “communicable diseases.”  This overestimate, however; is 
partially offset by the fact that labor camp superintendents must also report the unusual 
prevalence of any illness in which fever, diarrhea, sore throat, vomiting, or jaundice is a 
prevalent symptom.  These symptoms may be a result of illnesses or diseases that may 
not be reported to CDC. 
 
While some States have individual data on farm labor camps frequently cited in reports, 
the Agency could not find one estimate for the total number of temporary labor camps, or 
the number of workers living in such camps.  According to the National Agricultural 
Workers Survey (NAWS) and the U.S. Department of Labor, there are approximately 
135,830 migrant workers living in employer owned or administered housing.3  While 
OSHA has no means to determine how many of these migrant workers actually live in 
                                                           

2Source:  Department of Health and Human Services, Centers for Disease Control and Prevention. 
Morbidity and Mortality Weekly Report, Summary of Notifiable Diseases--United States, 2006.  March 21, 
2008, Vol. 55 (23): 74-75. “Table 7: Reported Incidence of Notifiable Diseases--United States, 1996-
2006” [http://www.cdc.gov/mmwr/PDF/wk/mm5553.pdf].  The Agency calculated the total reported 
incidence of each notifiable disease per 100,000 to determine this total rate.  Because no updates for HIV 
or AIDS were provided in this summary, OSHA used 2005 data to estimate the incidence of AIDS in 
2006.  

 
3Source:  U.S. Department of Labor, Employment and Training Administration. National 

Agricultural Workers Survey.  Data was derived from personal correspondence with members of the 
Office of Policy Development and Research.  It was assumed that 1.7 million persons are employed at 
least one day per year on U.S. crop or nursery farms.  Of the 1.7 million persons, approximately 34 
percent, or 578,000 are migrant workers (NAWS data, fiscal years 2004 – 2007.  A migrant worker is 
defined as someone who traveled at least 75 miles for a farm job; an overnight stay away from permanent 
residence is not required for this definition of migrant). Of the 578,000 migrants, 23.5 percent, or 135,830, 
lived in employer (or contractor) owned or administered housing (NAWS data, fiscal years 2004 – 2007). 
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temporary labor camps, the Agency assumed that all 135,830 workers discussed above do 
so. While this method likely overestimates the number of migrant workers living in 
temporary labor camps, this is partially offset by the likely underestimate of the number 
of non-migrant workers living in temporary labor camps. 
 
Reporting Communicable Disease (§1910.142(l)) 
 
OSHA assumes that approximately 833 cases of such disease and symptoms (.613% of 
135,830) are reported by temporary labor camp supervisors each year. The time required 
to report each incident to local public health authorities has been estimated to be five 
minutes (.08 hour) of superintendent time. To estimate costs, the Agency is using an 
hourly wage rate of $38.42 derived from the National Compensation Survey (NCS), 
published by the Bureau of Labor Statistics.4  This wage has been adjusted to reflect the 
fact that fringe benefits comprise roughly 29.4 percent of total employee compensation in 
the private sector.5  The costs of labor used in this analysis are, therefore, estimates of 
total hourly compensation. The estimated burden hours and costs for this requirement are 
as follows: 
 

Burden hours:  833 reports × .08 hours per report = 67 hours 
  Costs:  67 hours × $38.42 = $2,574 

 
13. Provide an estimate of the total annual cost burden to respondents or recordkeepers 

resulting from the collection of information.  (Do not include the cost of any hour burden 
shown in Items 12 and 14). 

 
• The cost estimate should be split into two components:  (a) a total capital and start-up cost 

component (annualized over its expected useful life); and (b) a total operation and 
maintenance and purchase of services component.  The estimates should take into account 
costs associated with generating, maintaining, and disclosing or providing the information.  
Include descriptions of methods used to estimate major cost factors including system and 
technology acquisition, expected useful life of capital equipment, the discount rate(s), and the 
time period over which costs will be incurred.  Capital and start-up costs include, among 
other items, preparations for collecting information such as purchasing computers and 
software; monitoring, sampling, drilling and testing equipment; and record storage facilities. 

 
• If cost estimates are expected to vary widely, agencies should present ranges of cost burdens 

and explain the reasons for the variance.  The cost of purchasing or contracting out 
information collection services should be a part of this cost burden estimate.  In developing 
cost burden estimates, agencies may consult with a sample of respondents (fewer than 10), 
utilize the 60-day pre-OMB submission public comment process and use existing economic 

                                                           
4Source:  Bureau of Labor Statistics. National Compensation Survey: Occupational Wages in the 

United States, June 2008 Supplementary Tables. July 2008, Table 1.1.  The wage rate used in this analysis 
was derived from the following occupational category:   Supervisor--agriculture-related workers.  This 
wage rate has been adjusted to reflect the fact that fringe benefits comprise roughly 29.4 percent of total 
employee compensation in the private sector.  The costs of labor used in this analysis are therefore 
estimates of total hourly compensation. 

 
5Source:  Bureau of Labor Statistics. Employer Costs for Employee Compensation – March 2008, 

June 11, 2008.   
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or regulatory impact analysis associated with the rulemaking containing the information 
collection, as appropriate. 

 
• Generally, estimates should not include purchases of equipment or services, or portions 

thereof, made: (1) prior to October 1, 1995,  (2) to achieve regulatory compliance with 
requirements not associated with the information collection, (3) for reasons other than to 
provide information or keep records for the government, or (4) as part of customary and 
usual business or private practices. 

 
All costs are listed under item #12. 
  
14. Provide estimates of annualized cost to the Federal Government.  Also, provide a description of 

the method used to estimate cost, which should include quantification of hours, operational 
expenses (such as equipment, overhead, printing, and support staff), and any other expense that 
would not have been incurred without this collection of information.  Agencies also may 
aggregate cost estimates from Items 12, 13, and 14 in a single table. 

 
The cost to the Federal Government associated with the collection of information 
requirement described in this supporting statement is minimal.  During a temporary labor 
camp inspection, the Department does not request information regarding the 
communication between the camp superintendent and the local public health official, 
especially since camp superintendents typically do not keep records of such 
communications. The Agency estimates that an OSHA compliance officer will contact 
the local health authorities regarding communicable diseases or symptoms twice a year.  
The Agency estimates that an OSHA compliance officer (GS-12, step 5), with an hourly 
wage rate of $39.706 will spends about 10 minutes (.17 hour) to discuss the temporary 
labor camp with local health authorities. Therefore, the cost to the Federal Government 
related to these discussions is as follows: 
 

Burden hours:  2 contacts with local health officials × .17 hour = 1 hour 
    Cost:  1 hour × $39.70 = $39.70 

 
15. Explain the reasons for any program changes or adjustments. 
 
The Agency is requesting an increase of 10 burden hours from 57 to 67 hours.  Using 
updated data, the Agency identified an increase in the number of “incident of notifiable 
diseases” from 711 cases to 833 cases.  Additionally, based on data from the National 
Agricultural Statistics Service, the Agency increased the number of migrant workers from 
134,643 to 135,830 workers. 
 
16. For collections of information whose results will be published, outline plans for tabulation, and 

publication.  Address any complex analytical techniques that will be used.  Provide the time 
schedule for the entire project, including beginning and ending dates of the collection of 
information, completion of report, publication dates, and other actions. 

 

                                                           
6This rate represents the average 2009 Salary Table, General Schedule (GS) hourly wage rate for a 

compliance officer (GS-12, Step 5) in each of the 32 geographic regions as specified by the U.S. Office of 
Personnel Management. 
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The information collected under the Temporary Labor Camps Standard will not be 
published. 
 
17. If seeking approval to not display the expiration date for OMB approval of the information 

collection, explain the reasons that display would be inappropriate. 
 
There are no forms associated with this collection of information on which to display an 
expiration date. 
 
18. Explain each exception to the certification statement in ROCIS.  
 
OSHA is not requesting an exception to the certification statement in ROCIS. 
 



455 

Occupational Safety and Health Admin., Labor § 1910.142 

street clothes and separate storage fa-
cilities for the protective clothing 
shall be provided. 

(f) Clothes drying facilities. Where 
working clothes are provided by the 
employer and become wet or are 
washed between shifts, provision shall 
be made to insure that such clothing is 
dry before reuse. 

(g) Consumption of food and beverages 
on the premises—(1) Application. This 
paragraph shall apply only where em-
ployees are permitted to consume food 
or beverages, or both, on the premises. 

(2) Eating and drinking areas. No em-
ployee shall be allowed to consume 
food or beverages in a toilet room nor 
in any area exposed to a toxic mate-
rial. 

(3) Waste disposal containers. Recep-
tacles constructed of smooth, corrosion 
resistant, easily cleanable, or dispos-
able materials, shall be provided and 
used for the disposal of waste food. The 
number, size, and location of such re-
ceptacles shall encourage their use and 
not result in overfilling. They shall be 
emptied not less frequently than once 
each working day, unless unused, and 
shall be maintained in a clean and san-
itary condition. Receptacles shall be 
provided with a solid tight-fitting 
cover unless sanitary conditions can be 
maintained without use of a cover. 

(4) Sanitary storage. No food or bev-
erages shall be stored in toilet rooms 
or in an area exposed to a toxic mate-
rial. 

(h) Food handling. All employee food 
service facilities and operations shall 
be carried out in accordance with 
sound hygienic principles. In all places 
of employment where all or part of the 
food service is provided, the food dis-
pensed shall be wholesome, free from 
spoilage, and shall be processed, pre-
pared, handled, and stored in such a 
manner as to be protected against con-
tamination. 

[39 FR 23502, June 27, 1974, as amended at 40 
FR 18446, April 28, 1975; 40 FR 23073, May 28, 
1975; 43 FR 49748, Oct. 24, 1978; 63 FR 33466, 
June 18, 1998] 

§ 1910.142 Temporary labor camps. 
(a) Site. (1) All sites used for camps 

shall be adequately drained. They shall 
not be subject to periodic flooding, nor 
located within 200 feet of swamps, 

pools, sink holes, or other surface col-
lections of water unless such quiescent 
water surfaces can be subjected to mos-
quito control measures. The camp shall 
be located so the drainage from and 
through the camp will not endanger 
any domestic or public water supply. 
All sites shall be graded, ditched, and 
rendered free from depressions in which 
water may become a nuisance. 

(2) All sites shall be adequate in size 
to prevent overcrowding of necessary 
structures. The principal camp area in 
which food is prepared and served and 
where sleeping quarters are located 
shall be at least 500 feet from any area 
in which livestock is kept. 

(3) The grounds and open areas sur-
rounding the shelters shall be main-
tained in a clean and sanitary condi-
tion free from rubbish, debris, waste 
paper, garbage, or other refuse. 

(b) Shelter. (1) Every shelter in the 
camp shall be constructed in a manner 
which will provide protection against 
the elements. 

(2) Each room used for sleeping pur-
poses shall contain at least 50 square 
feet of floor space for each occupant. 
At least a 7–foot ceiling shall be pro-
vided. 

(3) Beds, cots, or bunks, and suitable 
storage facilities such as wall lockers 
for clothing and personal articles shall 
be provided in every room used for 
sleeping purposes. Such beds or similar 
facilities shall be spaced not closer 
than 36 inches both laterally and end 
to end, and shall be elevated at least 12 
inches from the floor. If double-deck 
bunks are used, they shall be spaced 
not less than 48 inches both laterally 
and end to end. The minimum clear 
space between the lower and upper 
bunk shall be not less than 27 inches. 
Triple-deck bunks are prohibited. 

(4) The floors of each shelter shall be 
constructed of wood, asphalt, or con-
crete. Wooden floors shall be of smooth 
and tight construction. The floors shall 
be kept in good repair. 

(5) All wooden floors shall be ele-
vated not less than 1 foot above the 
ground level at all points to prevent 
dampness and to permit free circula-
tion of air beneath. 

(6) Nothing in this section shall be 
construed to prohibit ‘‘banking’’ with 
earth or other suitable material around 
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29 CFR Ch. XVII (7–1–05 Edition) § 1910.142 

the outside walls in areas subject to ex-
treme low temperatures. 

(7) All living quarters shall be pro-
vided with windows the total of which 
shall be not less than one-tenth of the 
floor area. At least one-half of each 
window shall be so constructed that it 
can be opened for purposes of ventila-
tion. 

(8) All exterior openings shall be ef-
fectively screened with 16–mesh mate-
rial. All screen doors shall be equipped 
with self-closing devices. 

(9) In a room where workers cook, 
live, and sleep a minimum of 100 square 
feet per person shall be provided. Sani-
tary facilities shall be provided for 
storing and preparing food. 

(10) In camps where cooking facilities 
are used in common, stoves (in ratio of 
one stove to 10 persons or one stove to 
two families) shall be provided in an 
enclosed and screened shelter. Sanitary 
facilities shall be provided for storing 
and preparing food. 

(11) All heating, cooking, and water 
heating equipment shall be installed in 
accordance with State and local ordi-
nances, codes, and regulations gov-
erning such installations. If a camp is 
used during cold weather, adequate 
heating equipment shall be provided. 

(c) Water supply. (1) An adequate and 
convenient water supply, approved by 
the appropriate health authority, shall 
be provided in each camp for drinking, 
cooking, bathing, and laundry pur-
poses. 

(2) A water supply shall be deemed 
adequate if it is capable of delivering 35 
gallons per person per day to the camp-
site at a peak rate of 21⁄2 times the av-
erage hourly demand. 

(3) The distribution lines shall be ca-
pable of supplying water at normal op-
erating pressures to all fixtures for si-
multaneous operation. Water outlets 
shall be distributed throughout the 
camp in such a manner that no shelter 
is more than 100 feet from a yard hy-
drant if water is not piped to the shel-
ters. 

(4) Where water under pressure is 
available, one or more drinking foun-
tains shall be provided for each 100 oc-
cupants or fraction thereof. The con-
struction of drinking fountains shall 
comply with ANSI Standard Specifica-
tions for Drinking Fountains, Z4.2–1942, 

which is incorporated by reference as 
specified in § 1910.6. Common drinking 
cups are prohibited. 

(d) Toilet facilities. (1) Toilet facilities 
adequate for the capacity of the camp 
shall be provided. 

(2) Each toilet room shall be located 
so as to be accessible without any indi-
vidual passing through any sleeping 
room. Toilet rooms shall have a win-
dow not less than 6 square feet in area 
opening directly to the outside area or 
otherwise be satisfactorily ventilated. 
All outside openings shall be screened 
with 16–mesh material. No fixture, 
water closet, chemical toilet, or urinal 
shall be located in a room used for 
other than toilet purposes. 

(3) A toilet room shall be located 
within 200 feet of the door of each 
sleeping room. No privy shall be closer 
than 100 feet to any sleeping room, din-
ing room, lunch area, or kitchen. 

(4) Where the toilet rooms are shared, 
such as in multifamily shelters and in 
barracks type facilities, separate toilet 
rooms shall be provided for each sex. 
These rooms shall be distinctly marked 
‘‘for men’’ and ‘‘for women’’ by signs 
printed in English and in the native 
language of the persons occupying the 
camp, or marked with easily under-
stood pictures or symbols. If the facili-
ties for each sex are in the same build-
ing, they shall be separated by solid 
walls or partitions extending from the 
floor to the roof or ceiling. 

(5) Where toilet facilities are shared, 
the number of water closets or privy 
seats provided for each sex shall be 
based on the maximum number of per-
sons of that sex which the camp is de-
signed to house at any one time, in the 
ratio of one such unit to each 15 per-
sons, with a minimum of two units for 
any shared facility. 

(6) Urinals shall be provided on the 
basis of one unit or 2 linear feet of uri-
nal trough for each 25 men. The floor 
from the wall and for a distance not 
less than 15 inches measured from the 
outward edge of the urinals shall be 
constructed of materials impervious to 
moisture. Where water under pressure 
is available, urinals shall be provided 
with an adequate water flush. Urinal 
troughs in privies shall drain freely 
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into the pit or vault and the construc-
tion of this drain shall be such as to ex-
clude flies and rodents from the pit. 

(7) Every water closet installed on or 
after August 31, 1971, shall be located 
in a toilet room. 

(8) Each toilet room shall be lighted 
naturally, or artificially by a safe type 
of lighting at all hours of the day and 
night. 

(9) An adequate supply of toilet paper 
shall be provided in each privy, water 
closet, or chemical toilet compart-
ment. 

(10) Privies and toilet rooms shall be 
kept in a sanitary condition. They 
shall be cleaned at least daily. 

(e) Sewage disposal facilities. In camps 
where public sewers are available, all 
sewer lines and floor drains from build-
ings shall be connected thereto. 

(f) Laundry, handwashing, and bathing 
facilities. (1) Laundry, handwashing, 
and bathing facilities shall be provided 
in the following ratio: 

(i) Handwash basin per family shelter 
or per six persons in shared facilities. 

(ii) Shower head for every 10 persons. 
(iii) Laundry tray or tub for every 30 

persons. 
(iv) Slop sink in each building used 

for laundry, hand washing, and bath-
ing. 

(2) Floors shall be of smooth finish 
but not slippery materials; they shall 
be impervious to moisture. Floor 
drains shall be provided in all shower 
baths, shower rooms, or laundry rooms 
to remove waste water and facilitate 
cleaning. All junctions of the curbing 
and the floor shall be coved. The walls 
and partitions of shower rooms shall be 
smooth and impervious to the height of 
splash. 

(3) An adequate supply of hot and 
cold running water shall be provided 
for bathing and laundry purposes. Fa-
cilities for heating water shall be pro-
vided. 

(4) Every service building shall be 
provided with equipment capable of 
maintaining a temperature of at least 
70 °F. during cold weather. 

(5) Facilities for drying clothes shall 
be provided. 

(6) All service buildings shall be kept 
clean. 

(g) Lighting. Where electric service is 
available, each habitable room in a 

camp shall be provided with at least 
one ceiling-type light fixture and at 
least one separate floor- or wall-type 
convenience outlet. Laundry and toilet 
rooms and rooms where people con-
gregate shall contain at least one 
ceiling- or wall-type fixture. Light lev-
els in toilet and storage rooms shall be 
at least 20 foot-candles 30 inches from 
the floor. Other rooms, including 
kitchens and living quarters, shall be 
at least 30 foot-candles 30 inches from 
the floor. 

(h) Refuse disposal. (1) Fly-tight, ro-
dent-tight, impervious, cleanable or 
single service containers, approved by 
the appropriate health authority shall 
be provided for the storage of garbage. 
At least one such container shall be 
provided for each family shelter and 
shall be located within 100 feet of each 
shelter on a wooden, metal, or concrete 
stand. 

(2) Garbage containers shall be kept 
clean. 

(3) Garbage containers shall be 
emptied when full, but not less than 
twice a week. 

(i) Construction and operation of kitch-
ens, dining hall, and feeding facilities. (1) 
In all camps where central dining or 
multiple family feeding operations are 
permitted or provided, the food han-
dling facilities shall comply with the 
requirements of the ‘‘Food Service 
Sanitation Ordinance and Code,’’ Part 
V of the ‘‘Food Service Sanitation 
Manual,’’ U.S. Public Health Service 
Publication 934 (1965), which is incor-
porated by reference as specified in 
§ 1910.6. 

(2) A properly constructed kitchen 
and dining hall adequate in size, sepa-
rate from the sleeping quarters of any 
of the workers or their families, shall 
be provided in connection with all food 
handling facilities. There shall be no 
direct opening from living or sleeping 
quarters into a kitchen or dining hall. 

(3) No person with any communicable 
disease shall be employed or permitted 
to work in the preparation, cooking, 
serving, or other handling of food, food-
stuffs, or materials used therein, in 
any kitchen or dining room operated in 
connection with a camp or regularly 
used by persons living in a camp. 
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(j) Insect and rodent control. Effective 
measures shall be taken to prevent in-
festation by and harborage of animal 
or insect vectors or pests. 

(k) First aid. (1) Adequate first aid fa-
cilities approved by a health authority 
shall be maintained and made available 
in every labor camp for the emergency 
treatment of injured persons. 

(2) Such facilities shall be in charge 
of a person trained to administer first 
aid and shall be readily accessible for 
use at all times. 

(l) Reporting communicable disease. (1) 
It shall be the duty of the camp super-
intendent to report immediately to the 
local health officer the name and ad-
dress of any individual in the camp 
known to have or suspected of having a 
communicable disease. 

(2) Whenever there shall occur in any 
camp a case of suspected food poi-
soning or an unusual prevalence of any 
illness in which fever, diarrhea, sore 
throat, vomiting, or jaundice is a 
prominent symptom, it shall be the 
duty of the camp superintendent to re-
port immediately the existence of the 
outbreak to the health authority by 
telegram, telephone, electronic mail or 
any other method that is equally fast. 

[39 FR 23502, June 27, 1974, as amended at 47 
FR 14696, Apr. 6, 1982; 49 FR 18295, Apr. 30, 
1984; 61 FR 9238, Mar. 7, 1996; 63 FR 33466, 
June 18, 1998; 70 FR 1141, Jan. 5, 2005] 

§ 1910.143 Nonwater carriage disposal 
systems. [Reserved] 

§ 1910.144 Safety color code for mark-
ing physical hazards. 

(a) Color identification—(1) Red. Red 
shall be the basic color for the identi-
fication of: 

(i) Fire protection equipment and appa-
ratus. [Reserved] 

(ii) Danger. Safety cans or other port-
able containers of flammable liquids 
having a flash point at or below 80 °F, 
table containers of flammable liquids 
(open cup tester), excluding shipping 
containers, shall be painted red with 
some additional clearly visible identi-
fication either in the form of a yellow 
band around the can or the name of the 
contents conspicuously stenciled or 
painted on the can in yellow. Red 
lights shall be provided at barricades 
and at temporary obstructions, as spec-

ified in ANSI Safety Code for Building 
Construction, A10.2–1944, which is in-
corporated by reference as specified in 
§ 1910.6. Danger signs shall be painted 
red. 

(iii) Stop. Emergency stop bars on 
hazardous machines such as rubber 
mills, wire blocks, flat work ironers, 
etc., shall be red. Stop buttons or elec-
trical switches which letters or other 
markings appear, used for emergency 
stopping of machinery shall be red. 

(2) [Reserved] 
(3) Yellow. Yellow shall be the basic 

color for designating caution and for 
marking physical hazards such as: 
Striking against, stumbling, falling, 
tripping, and ‘‘caught in between.’’ 

(b) [Reserved] 

[39 FR 23502, June 27, 1974, as amended at 43 
FR 49748, Oct. 24, 1978; 49 FR 5322, Feb. 10, 
1984; 61 FR 9239, Mar. 7, 1996] 

§ 1910.145 Specifications for accident 
prevention signs and tags. 

(a) Scope. (1) These specifications 
apply to the design, application, and 
use of signs or symbols (as included in 
paragraphs (c) through (e) of this sec-
tion) intended to indicate and, insofar 
as possible, to define specific hazards of 
a nature such that failure to designate 
them may lead to accidental injury to 
workers or the public, or both, or to 
property damage. These specifications 
are intended to cover all safety signs 
except those designed for streets, high-
ways, railroads, and marine regula-
tions. These specifications do not apply 
to plant bulletin boards or to safety 
posters. 

(2) All new signs and replacements of 
old signs shall be in accordance with 
these specifications. 

(b) Definitions. As used in this sec-
tion, the word sign refers to a surface 
on prepared for the warning of, or safe-
ty instructions of, industrial workers 
or members of the public who may be 
exposed to hazards. Excluded from this 
definition, however, are news releases, 
displays commonly known as safety 
posters, and bulletins used for em-
ployee education. 

(c) Classification of signs according to 
use—(1) Danger signs. (i) There shall be 
no variation in the type of design of 
signs posted to warn of specific dangers 
and radiation hazards. 
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Occupational Safety and Health Administration 
 
 
[Docket No. OSHA-2009-0003] 
 
 
The Temporary Labor Camps Standard; Extension of the Office of Management 

and Budget’s (OMB) Approval of Information Collection (Paperwork) 

Requirements 

 
AGENCY:  Occupational Safety and Health Administration (OSHA), Labor. 
 
 
ACTION:  Request for public comment. 
 
 
SUMMARY:  OSHA solicits comments concerning its proposal to extend OMB 

approval of the information collection requirements contained in the Temporary Labor 

Camps Standard (29 CFR 1910.142).   

 
DATES:  Comments must be submitted (postmarked, sent, or received) by [INSERT 

DATE 60 DAYS AFTER DATE OF PUBLICATION IN THE FEDERAL REGISTER]. 

 
ADDRESSES:  
 
 Electronically:  You may submit comments and attachments electronically at  
 
http://www.regulations.gov, which is the Federal eRulemaking Portal.  Follow the  
 
instructions online for submitting comments.  
 
 Facsimile:  If your comments, including attachments, are not longer than 10 
 
pages, you may fax them to the OSHA Docket Office at (202) 693-1648. 



 

Mail, hand delivery, express mail, messenger, or courier service:  When using this 

method, you must submit three copies of your comments and attachments to the OSHA 

Docket Office, Docket No. OSHA-2009-0003, U.S. Department of Labor, Occupational 

Safety and Health Administration, Room N-2625, 200 Constitution Avenue, NW., 

Washington, DC 20210.  Deliveries (hand, express mail, messenger, and courier service) 

are accepted during the Department of Labor’s and Docket Office’s normal business 

hours, 8:15 a.m. to 4:45 p.m., e.t. 

   Instructions:  All submissions must include the Agency name and OSHA docket 

number for the ICR (OSHA-2009-0003).  All comments, including any personal 

information you provide, are placed in the public docket without change, and may be 

made available online at http://www.regulations.gov.  For further information on 

submitting comments see the “Public Participation” heading in the section of this notice 

titled “Supplementary Information.” 

Docket:  To read or download comments or other material in the docket, go to 

http://www.regulations.gov or the OSHA Docket Office at the address above.  All 

documents in the docket (including this Federal Register notice) are listed in the 

http://www.regulations.gov index; however, some information (e.g., copyrighted 

material) is not publicly available to read or download through the website.  All 

submissions, including copyrighted material, are available for inspection and copying at 

the OSHA Docket Office.  You may contact Jamaa Hill at the address below to obtain a 

copy of the Information Collection Request (ICR).   

 

FOR FURTHER INFORMATION CONTACT:  Jamaa N. Hill or Todd Owen, 

Directorate of Standards and Guidance, OSHA, U.S. Department of Labor, Room  

     2 
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N-3609, 200 Constitution Avenue, NW., Washington, DC 20210; telephone (202) 693-

2222. 

 
SUPPLEMENTARY INFORMATION: 
 
 
I.  Background 

The Department of Labor, as part of its continuing effort to reduce paperwork and 

respondent (i.e., employer) burden, conducts a preclearance consultation program to 

provide the public with an opportunity to comment on proposed and continuing 

information collection requirements in accordance with the Paperwork Reduction Act of 

1995 (PRA-95) (44 U.S.C. 3506(c)(2)(A)).   

This program ensures that information is in the desired format, reporting burden 

(time and costs) is minimal, collection instruments are clearly understood, and OSHA’s 

estimate of the information collection burden is accurate.  The Occupational Safety and 

Health Act of 1970 (the Act) (29 U.S.C. 651 et seq.) authorizes information collection by 

employers as necessary or appropriate for enforcement of the Act or for developing 

information regarding the causes and prevention of occupational injuries, illnesses, and 

accidents (29 U.S.C. 657). 

 OSHA is requesting approval from the Office of Management and Budget 

(OMB) for certain information collection requirements contained in the Temporary Labor 

Camps Standard (29 CFR 1910.142). The main purpose of these provisions is to 

eliminate the incidence of communicable disease among temporary labor camps 

residents. The Standard requires camp superintendents to report immediately to the local 

health officer the name and address of any individual in the camp known to have, or 

suspected of having, a communicable disease. Whenever there is a case of suspected food 

poisoning or an unusual prevalence of any illness in which fever, diarrhea, sore throat,  
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vomiting or jaundice is a prominent symptom, the Standard requires the camp 

superintendent to report that immediately to the health authority. In addition, the Standard 

requires that where the toilet rooms are shared, separate toilet rooms must be provided for 

each sex. These rooms must be marked ``for men'' and ``for women'' by signs printed in 

English and in the native language of the persons occupying the camp, or marked with 

easily understood pictures or symbols. 

 

II.  Special Issues for Comment 

 
OSHA has a particular interest in comments on the following issues: 

 ●  Whether the proposed information collection requirements are necessary for 

the proper performance of the Agency’s functions, including whether the information is 

useful; 

 ●  The accuracy of OSHA’s estimate of the burden (time and costs) of the 

information collection requirements, including the validity of the methodology and 

assumptions used; 

 ●  The quality, utility, and clarity of the information collected; and 

 ● Ways to minimize the burden on employers who must comply; for example, by 

using automated or other technological information collection and transmission 

techniques. 
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III.  Proposed Actions 
 
 OSHA is requesting that OMB extend its approval of the information collection 

requirements contained in the Temporary Labor Camps Standard (29 CFR 1910.142).  

OSHA is proposing to increase its existing burden hour estimate from 57 hours to 67 

hours, for a total increase of 10 hours.  Based upon a review of new data, the Agency 

increased the number of “incident of notifiable diseases” from 711 cases to 833 cases.  

Additionally, based on data from the National Agricultural Statistics Service the Agency 

increased the number of migrant workers from 134,643 to 135,830 workers.   

The Agency will summarize the comments submitted in response to this notice 

and will include this summary in the request to OMB. 

 

Type of Review: Extension of a currently approved collection. 

 
Title: Temporary Labor Camps (29 CFR 1910.142). 

 
OMB Number: 1218-0096. 
 

Affected Public: Business or other for-profits; Federal Government; State, Local, or 

Tribal Government. 

 
Number of  
Respondents:  833. 
 
 
Frequency 
of Response:  On occasion. 

Average Time  
Per Response: Time per response is 5 minutes (.08 hour) to report each incident to 

local public health authorities. 
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Estimated Total 
Burden Hours: 67 hours. 

 
Estimated Cost 
(Operation and 
Maintenance): $0. 
 
 
IV.  Public Participation ─ Submission of Comments on this Notice and Internet 
Access to Comments and Submissions 
 

You may submit comments in response to this document as follows:  (1) 

electronically at http://www.regulations.gov, which is the Federal eRulemaking Portal; 

(2) by facsimile (FAX); or (3) by hard copy.  All comments, attachments, and other 

material must identify the Agency name and the OSHA docket number for the ICR 

(Docket No. OSHA-2009-0003).  You may supplement electronic submissions by 

uploading document files electronically.  If you wish to mail additional materials in 

reference to an electronic or facsimile submission, you must submit them to the OSHA 

Docket Office (see the section of this notice titled “Addresses”).  The additional materials 

must clearly identify your electronic comments by your name, date, and the docket 

number so the Agency can attach them to your comments.  

Because of security procedures, the use of regular mail may cause a significant 

delay in the receipt of comments.  For information about security procedures concerning 

the delivery of materials by hand, express delivery, messenger, or courier service, please 

contact the OSHA Docket Office at (202) 693-2350 (TTY (877) 889-5627). 

Comments and submissions are posted without change at 

http://www.regulations.gov.  Therefore, OSHA cautions commenters about submitting 

personal information such as social security numbers and date of birth.  Although all 

submissions are listed in the http://www.regulations.gov index, some information (e.g., 

copyrighted material) is not publicly available to read or download through this website.  
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All submissions, including copyrighted material, are available for inspection and copying 

at the OSHA Docket Office.  Information on using the http://www.regulations.gov 

website to submit comments and access the docket is available at the website’s “User  

Tips” link.  Contact the OSHA Docket Office for information about materials not 

available through the website, and for assistance in using the Internet to locate docket 

submissions. 

 
V.  Authority and Signature 

 
 Donald G. Shalhoub, Deputy Assistant Secretary of Labor for Occupational  
 
Safety and Health, directed the preparation of this notice.  The authority for this notice is  
 
the Paperwork Reduction Act of 1995 (44 U.S.C. 3506 et seq.) and Secretary of Labor’s  
 
Order No. 5-2007 (72 FR 31159). 

 

Signed at Washington, DC, this ____________________ day of February 2009. 

 

_________________________________ 
Donald G. Shalhoub  
 
 Deputy Assistant Secretary of Labor  
   for Occupational Safety and Health.  
 

 
 
 
 
 
 
 
 

BILLING CODE:  4510-26-P 



SEC. 2. Congressional Findings and Purpose 

(a) The Congress finds that personal injuries and illnesses arising out of work 
situations impose a substantial burden upon, and are a hindrance to, interstate 
commerce in terms of lost production, wage loss, medical expenses, and disability 
compensation payments. 
 
(b) The Congress declares it to be its purpose and policy, through the exercise of 
its powers to regulate commerce among the several States and with foreign 
nations and to provide for the general welfare, to assure so far as possible every 
working man and woman in the Nation safe and healthful working conditions and 
to preserve our human resources -- 

29 USC 651 

  

(1) by encouraging employers and employees in their efforts to reduce the 
number of occupational safety and health hazards at their places of employment, 
and to stimulate employers and employees to institute new and to perfect 
existing programs for providing safe and healthful working conditions; (2) by 
providing that employers and employees have separate but dependent 
responsibilities and rights with respect to achieving safe and healthful working 
conditions; 
 
(3) by authorizing the Secretary of Labor to set mandatory occupational safety 
and health standards applicable to businesses affecting interstate commerce, 
and by creating an Occupational Safety and Health Review Commission for 
carrying out adjudicatory functions under the Act; 
 
(4) by building upon advances already made through employer and employee 
initiative for providing safe and healthful working conditions; 
 
(5) by providing for research in the field of occupational safety and health, 
including the psychological factors involved, and by developing innovative 
methods, techniques, and approaches for dealing with occupational safety and 
health problems; 
 
(6) by exploring ways to discover latent diseases, establishing causal 
connections between diseases and work in environmental conditions, and 
conducting other research relating to health problems, in recognition of the fact 
that occupational health standards present problems often different from those 
involved in occupational safety; 
 
(7) by providing medical criteria which will assure insofar as practicable that no 
employee will suffer diminished health, functional capacity, or life expectancy as 
a result of his work experience; 
 
(8) by providing for training programs to increase the number and competence 
of personnel engaged in the field of occupational safety and health; affecting the 
OSH Act since its passage in 1970 through January 1, 2004. 
 
(9) by providing for the development and promulgation of occupational safety 
and health standards; 
 
(10) by providing an effective enforcement program which shall include a 
prohibition against giving advance notice of any inspection and sanctions for any 
individual violating this prohibition; 
 

  



(11) by encouraging the States to assume the fullest responsibility for the 
administration and enforcement of their occupational safety and health laws by 
providing grants to the States to assist in identifying their needs and 
responsibilities in the area of occupational safety and health, to develop plans in 
accordance with the provisions of this Act, to improve the administration and 
enforcement of State occupational safety and health laws, and to conduct 
experimental and demonstration projects in connection therewith; 
 
(12) by providing for appropriate reporting procedures with respect to 
occupational safety and health which procedures will help achieve the objectives 
of this Act and accurately describe the nature of the occupational safety and 
health problem; 
 
(13) by encouraging joint labor-management efforts to reduce injuries and 
disease arising out of employment. 
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6. Occupational Safety and Health Standards  
 

29 USC 655: 

(a) Without regard to chapter 5 of title 5, United States Code, or to the other 
subsections of this section, the Secretary shall, as soon as practicable during 
the period beginning with the effective date of this Act and ending two years 
after such date, by rule promulgate as an occupational safety or health 
standard any national consensus standard, and any established Federal 
standard, unless he determines that the promulgation of such a standard 
would not result in improved safety or health for specifically designated 
employees. In the event of conflict among any such standards, the Secretary 
shall promulgate the standard which assures the greatest protection of the 
safety or health of the affected employees. 
 
(b) The Secretary may by rule promulgate, modify, or revoke any occupational 
safety or health standard in the following manner: 

 

(1) Whenever the Secretary, upon the basis of information submitted to him 
in writing by an interested person, a representative of any organization of 
employers or employees, a nationally recognized standards-producing 
organization, the Secretary of Health and Human Services, the National 
Institute for Occupational Safety and Health, or a State or political 
subdivision, or on the basis of information developed by the Secretary or 
otherwise available to him, determines that a rule should be promulgated in 
order to serve the objectives of this Act, the Secretary may request the 
recommendations of an advisory committee appointed under section 7 of this 
Act. The Secretary shall provide such an advisory committee with any 
proposals of his own or of the Secretary of Health and Human Services, 
together with all pertinent factual information developed by the Secretary or 
the Secretary of Health and Human Services, or otherwise available, including 
the results of research, demonstrations, and experiments. An advisory 
committee shall submit to the Secretary its recommendations regarding the 
rule to be promulgated within ninety days from the date of its appointment or 
within such longer or shorter period as may be prescribed by the Secretary, 
but in no event for a period which is longer than two hundred and seventy 
days. 
 
(2) The Secretary shall publish a proposed rule promulgating, modifying, or 
revoking an occupational safety or health standard in the Federal Register 
and shall afford interested persons a period of thirty days after publication to 
submit written data or comments. Where an advisory committee is appointed 
and the Secretary determines that a rule should be issued, he shall publish 
the proposed rule within sixty days after the submission of the advisory 
committee's recommendations or the expiration of the period prescribed by 
the Secretary for such submission. 
 
(3) On or before the last day of the period provided for the submission of 
written data or comments under paragraph (2), any interested person may 
file with the Secretary written objections to the proposed rule, stating the 
grounds therefore and requesting a public hearing on such objections. Within 
thirty days after the last day for filing such objections, the Secretary shall 
publish in the Federal Register a notice specifying the occupational safety or 
health standard to which objections have been filed and a hearing requested, 
and specifying a time and place for such hearing. 
 



(4) Within sixty days after the expiration of the period provided for the 
submission of written data or comments under paragraph (2), or within sixty 
days after the completion of any hearing held under paragraph (3), the 
Secretary shall issue a rule promulgating, modifying, or revoking an 
occupational safety or health standard or make a determination that a rule 
should not be issued. Such a rule may contain a provision delaying its 
effective date for such period (not in excess of ninety days) as the Secretary 
determines may be necessary to insure that affected employers and 
employees will be informed of the existence of the standard and of its terms 
and that employers affected are given an opportunity to familiarize 
themselves and their employees with the existence of the requirements of the 
standard. 
 
(5) The Secretary, in promulgating standards dealing with toxic materials or 
harmful physical agents under this subsection, shall set the standard which 
most adequately assures, to the extent feasible, on the basis of the best 
available evidence, that no employee will suffer material impairment of health 
or functional capacity even if such employee has regular exposure to the 
hazard dealt with by such standard for the period of his working life. 
Development of standards under this subsection shall be based upon 
research, demonstrations, experiments, and such other information as may 
be appropriate. In addition to the attainment of the highest degree of health 
and safety protection for the employee, other considerations shall be the 
latest available scientific data in the field, the feasibility of the standards, and 
experience gained under this and other health and safety laws. Whenever 
practicable, the standard promulgated shall be expressed in terms of 
objective criteria and of the performance desired. 
 
(6) (A) Any employer may apply to the Secretary for a temporary order 
granting a variance from a standard or any provision thereof promulgated 
under this section. Such temporary order shall be granted only if the 
employer files an application which meets the requirements of clause (B) and 
establishes 
 
that -- 

    

(i) he is unable to comply with a standard by its effective date because of 
unavailability of professional or technical personnel or of materials and 
equipment needed to come into compliance with the standard or because 
necessary construction or alteration of facilities cannot be completed by the 
effective date, 
 
(ii) he is taking all available steps to safeguard his employees against the 
hazards covered by the standard, and 
 
(iii) he has an effective program for coming into compliance with the 
standard as quickly as practicable. 

  

Any temporary order issued under this paragraph shall prescribe the 
practices, means, methods, operations, and processes which the employer 
must adopt and use while the order is in effect and state in detail his program 
for coming into compliance with the standard. Such a temporary order may 
be granted only after notice to employees and an opportunity for a hearing: 
Provided, That the Secretary may issue one interim order to be effective until 
a decision is made on the basis of the hearing. No temporary order may be in 
effect for longer than the period needed by the employer to achieve 
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compliance with the standard or one year, whichever is shorter, except that 
such an order may be renewed not more that twice (I) so long as the 
requirements of this paragraph are met and (II) if an application for renewal 
is filed at least 90 days prior to the expiration date of the order. No interim 
renewal of an order may remain in effect for longer than 180 days. 

    

(B) An application for temporary order under this paragraph (6) shall 
contain: 
 
(i) a specification of the standard or portion thereof from which the 
employer seeks a variance, 
 
(ii) a representation by the employer, supported by representations from 
qualified persons having firsthand knowledge of the facts represented, that 
he is unable to comply with the standard or portion thereof and a detailed 
statement of the reasons therefor, 
 
(iii) a statement of the steps he has taken and will take (with specific dates) 
to protect employees against the hazard covered by the standard, 
 
(iv) a statement of when he expects to be able to comply with the standard 
and what steps he has taken and what steps he will take (with dates 
specified) to come into compliance with the standard, and 
 
(v) a certification that he has informed his employees of the application by 
giving a copy thereof to their authorized representative, posting a 
statement giving a summary of the application and specifying where a copy 
may be examined at the place or places where notices to employees are 
normally posted, and by other appropriate means. 
 
A description of how employees have been informed shall be contained in 
the certification. The information to employees shall also inform them of 
their right to petition the Secretary for a hearing. 
 
(C) The Secretary is authorized to grant a variance from any standard or 
portion thereof whenever he determines, or the Secretary of Health and 
Human Services certifies, that such variance is necessary to permit an 
employer to participate in an experiment approved by him or the Secretary 
of Health and Human Services designed to demonstrate or validate new and 
improved techniques to safeguard the health or safety of workers. 

  

(7) Any standard promulgated under this subsection shall prescribe the use of 
labels or other appropriate forms of warning as are necessary to insure that 
employees are apprised of all hazards to which they are exposed, relevant 
symptoms and appropriate emergency treatment, and proper conditions and 
precautions of safe use or exposure. Where appropriate, such standard shall 
also prescribe suitable protective equipment and control or technological 
procedures to be used in connection with such hazards and shall provide for 
monitoring or measuring employee exposure at such locations and intervals, 
and in such manner as may be necessary for the protection of employees. In 
addition, where appropriate, any such standard shall prescribe the type and 
frequency of medical examinations or other tests which shall be made 
available, by the employer or at his cost, to employees exposed to such 
hazards in order to most effectively determine whether the health of such 
employees is adversely affected by such exposure. In the event such medical 
examinations are in the nature of research, as determined by the Secretary of 
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Health and Human Services, such examinations may be furnished at the 
expense of the Secretary of Health and Human Services. The results of such 
examinations or tests shall be furnished only to the Secretary or the 
Secretary of Health and Human Services, and, at the request of the 
employee, to his physician. The Secretary, in consultation with the Secretary 
of Health and Human Services, may by rule promulgated pursuant to section 
553 of title 5, United States Code, make appropriate modifications in the 
foregoing requirements relating to the use of labels or other forms of 
warning, monitoring or measuring, and medical examinations, as may be 
warranted by experience, information, or medical or technological 
developments acquired subsequent to the promulgation of the relevant 
standard. 

  

(8) Whenever a rule promulgated by the Secretary differs substantially from 
an existing national consensus standard, the Secretary shall, at the same 
time, publish in the Federal Register a statement of the reasons why the rule 
as adopted will better effectuate the purposes of this Act than the national 
consensus standard. 

(c) (1) The Secretary shall provide, without regard to the requirements of 
chapter 5, title 5, Unites States Code, for an emergency temporary standard to 
take immediate effect upon publication in the Federal Register if he determines 
-- 

    

(A) that employees are exposed to grave danger from exposure to 
substances or agents determined to be toxic or physically harmful or from 
new hazards, and 
 
(B) that such emergency standard is necessary to protect employees from 
such danger. 

  

(2) Such standard shall be effective until superseded by a standard 
promulgated in accordance with the procedures prescribed in paragraph (3) 
of this subsection. 
 
(3) Upon publication of such standard in the Federal Register the Secretary 
shall commence a proceeding in accordance with section 6 (b) of this Act, 
and the standard as published shall also serve as a proposed rule for the 
proceeding. The Secretary shall promulgate a standard under this paragraph 
no later than six months after publication of the emergency standard as 
provided in paragraph (2) of this subsection. 

(d) Any affected employer may apply to the Secretary for a rule or order for a 
variance from a standard promulgated under this section. Affected employees 
shall be given notice of each such application and an opportunity to participate 
in a hearing. The Secretary shall issue such rule or order if he determines on 
the record, after opportunity for an inspection where appropriate and a 
hearing, that the proponent of the variance has demonstrated by a 
preponderance of the evidence that the conditions, practices, means, methods, 
operations, or processes used or proposed to be used by an employer will 
provide employment and places of employment to his employees which are as 
safe and healthful as those which would prevail if he complied with the 
standard. The rule or order so issued shall prescribe the conditions the 
employer must maintain, and the practices, means, methods, operations, and 
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processes which he must adopt and utilize to the extent they differ from the 
standard in question. Such a rule or order may be modified or revoked upon 
application by an employer, employees, or by the Secretary on his own 
motion, in the manner prescribed for its issuance under this subsection at any 
time after six months from its issuance. 
 
(e) Whenever the Secretary promulgates any standard, makes any rule, order, 
or decision, grants any exemption or extension of time, or compromises, 
mitigates, or settles any penalty assessed under this Act, he shall include a 
statement of the reasons for such action, which shall be published in the 
Federal Register. 
 
(f) Any person who may be adversely affected by a standard issued under this 
section may at any time prior to the sixtieth day after such standard is 
promulgated file a petition challenging the validity of such standard with the 
United States court of appeals for the circuit wherein such person resides or 
has his principal place of business, for a judicial review of such standard. A 
copy of the petition shall be forthwith transmitted by the clerk of the court to 
the Secretary. The filing of such petition shall not, unless otherwise ordered by 
the court, operate as a stay of the standard. The determinations of the 
Secretary shall be conclusive if supported by substantial evidence in the record 
considered as a whole. 
 
(g) In determining the priority for establishing standards under this section, 
the Secretary shall give due regard to the urgency of the need for mandatory 
safety and health standards for particular industries, trades, crafts, 
occupations, businesses, workplaces or work environments. The Secretary 
shall also give due regard to the recommendations of the Secretary of Health 
and Human Services regarding the need for mandatory standards in 
determining the priority for establishing such standards. 
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SEC. 8. Inspections, Investigations, and Recordkeeping 

(a) In order to carry out the purposes of this Act, the Secretary, upon 
presenting appropriate credentials to the owner, operator, or agent in 
charge, is authorized -- 

  

(1) to enter without delay and at reasonable times any factory, 
plant, establishment, construction site, or other area, workplace or 
environment where work is performed by an employee of an 
employer; and 
 
(2) to inspect and investigate during regular working hours and at 
other reasonable times, and within reasonable limits and in a 
reasonable manner, any such place of employment and all pertinent 
conditions, structures, machines, apparatus, devices, equipment, 
and materials therein, and to question privately any such employer, 
owner, operator, agent or employee. 

(b) In making his inspections and investigations under this Act the 
Secretary may require the attendance and testimony of witnesses and 
the production of evidence under oath. Witnesses shall be paid the 
same fees and mileage that are paid witnesses in the courts of the 
United States. In case of a contumacy, failure, or refusal of any person 
to obey such an order, any district court of the United States or the 
United States courts of any territory or possession, within the 
jurisdiction of which such person is found, or resides or transacts 
business, upon the application by the Secretary, shall have jurisdiction 
to issue to such person an order requiring such person to appear to 
produce evidence if, as, and when so ordered, and to give testimony 
relating to the matter under investigation or in question, and any failure 
to obey such order of the court may be punished by said court as a 
contempt thereof. 
 
(c) (1) Each employer shall make, keep and preserve, and make 
available to the Secretary or the Secretary of Health and Human 
Services, such records regarding his activities relating to this Act as the 
Secretary, in cooperation with the Secretary of Health and Human 
Services, may prescribe by regulation as necessary or appropriate for 
the enforcement of this Act or for developing information regarding the 
causes and prevention of occupational accidents and illnesses. In order 
to carry out the provisions of this paragraph such regulations may 
include provisions requiring employers to conduct periodic inspections. 
The Secretary shall also issue regulations requiring that employers, 
through posting of notices or other appropriate means, keep their 
employees informed of their protections and obligations under this Act, 
including the provisions of applicable standards. 

  (2) The Secretary, in cooperation with the Secretary of Health and 
Human Services, shall prescribe regulations requiring employers to 
maintain accurate records of, and to make periodic reports on, 
work-related deaths, injuries and illnesses other than minor injuries 
requiring only first aid treatment and which do not involve medical 
treatment, loss of consciousness, restriction of work or motion, or 
transfer to another job. 

29 USC 657 



 
(3) The Secretary, in cooperation with the Secretary of Health and 
Human Services, shall issue regulations requiring employers to 
maintain accurate records of employee exposures to potentially toxic 
materials or harmful physical agents which are required to be 
monitored or measured under section 6. Such regulations shall 
provide employees or their representatives with an opportunity to 
observe such monitoring or measuring, and to have access to the 
records thereof. Such regulations shall also make appropriate 
provision for each employee or former employee to have access to 
such records as will indicate his own exposure to toxic materials or 
harmful physical agents. Each employer shall promptly notify any 
employee who has been or is being exposed to toxic materials or 
harmful physical agents in concentrations or at levels which exceed 
those prescribed by an applicable occupational safety and health 
standard promulgated under section 6, and shall inform any 
employee who is being thus exposed of the corrective action being 
taken. 

(d) Any information obtained by the Secretary, the Secretary of Health 
and Human Services, or a State agency under this Act shall be obtained 
with a minimum burden upon employers, especially those operating 
small businesses. Unnecessary duplication of efforts in obtaining 
information shall be reduced to the maximum extent feasible. 
 
(e) Subject to regulations issued by the Secretary, a representative of 
the employer and a representative authorized by his employees shall be 
given an opportunity to accompany the Secretary or his authorized 
representative during the physical inspection of any workplace under 
subsection (a) for the purpose of aiding such inspection. Where there is 
no authorized employee representative, the Secretary or his authorized 
representative shall consult with a reasonable number of employees 
concerning matters of health and safety in the workplace. 
 
(f) (1) Any employees or representative of employees who believe that 
a violation of a safety or health standard exists that threatens physical 
harm, or that an imminent danger exists, may request an inspection by 
giving notice to the Secretary or his authorized representative of such 
violation or danger. Any such notice shall be reduced to writing, shall 
set forth with reasonable particularity the grounds for the notice, and 
shall be signed by the employees or representative of employees, and a 
copy shall be provided the employer or his agent no later than at the 
time of inspection, except that, upon the request of the person giving 
such notice, his name and the names of individual employees referred 
to therein shall not appear in such copy or on any record published, 
released, or made available pursuant to subsection (g) of this section. If 
upon receipt of such notification the Secretary determines there are 
reasonable grounds to believe that such violation or danger exists, he 
shall make a special inspection in accordance with the provisions of this 
section as soon as practicable, to determine if such violation or danger 
exists. If the Secretary determines there are no reasonable grounds to 
believe that a violation or danger exists he shall notify the employees or 
representative of the employees in writing of such determination. 

  (2) Prior to or during any inspection of a workplace, any employees 
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or representative of employees employed in such workplace may 
notify the Secretary or any representative of the Secretary 
responsible for conducting the inspection, in writing, of any violation 
of this Act which they have reason to believe exists in such 
workplace. The Secretary shall, by regulation, establish procedures 
for informal review of any refusal by a representative of the 
Secretary to issue a citation with respect to any such alleged 
violation and shall furnish the employees or representative of 
employees requesting such review a written statement of the 
reasons for the Secretary's final disposition of the case. 

(g) (1) The Secretary and Secretary of Health and Human Services are 
authorized to compile, analyze, and publish, either in summary or 
detailed form, all reports or information obtained under this section. 

  

(2) The Secretary and the Secretary of Health and Human Services 
shall each prescribe such rules and regulations as he may deem 
necessary to carry out their responsibilities under this Act, including 
rules and regulations dealing with the inspection of an employer's 
establishment. 

(h) The Secretary shall not use the results of enforcement activities, 
such as the number of citations issued or penalties assessed, to 
evaluate employees directly involved in enforcement activities under 
this Act or to impose quotas or goals with regard to the results of such 
activities. 

Pub. L. 105-198 added 
subsection (h). 
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(b) Criteria for protective eye and face 
devices. (1) Protective eye and face de-
vices purchased after July 5, 1994 shall 
comply with ANSI Z87.1–1989, ‘‘Amer-
ican National Standard Practice for 
Occupational and Educational Eye and 
Face Protection,’’ which is incor-
porated by reference as specified in 
§ 1910.6, or shall be demonstrated by the 
employer to be equally effective. 

(2) Eye and face protective devices 
purchased before July 5, 1994 shall com-
ply with the ANSI ‘‘USA standard for 
Occupational and Educational Eye and 
Face Protection,’’ Z87.1–1968, which is 
incorporated by reference as specified 
in § 1910.6, or shall be demonstrated by 
the employer to be equally effective. 

[59 FR 16360, Apr. 6, 1994; 59 FR 33911, July 1, 
1994, as amended at 61 FR 9238, Mar. 7, 1996; 
61 FR 19548, May 2, 1996] 

§ 1910.134 Respiratory protection. 
This section applies to General In-

dustry (part 1910), Shipyards (part 
1915), Marine Terminals (part 1917), 
Longshoring (part 1918), and Construc-
tion (part 1926). 

(a) Permissible practice. (1) In the con-
trol of those occupational diseases 
caused by breathing air contaminated 
with harmful dusts, fogs, fumes, mists, 
gases, smokes, sprays, or vapors, the 
primary objective shall be to prevent 
atmospheric contamination. This shall 
be accomplished as far as feasible by 
accepted engineering control measures 
(for example, enclosure or confinement 
of the operation, general and local ven-
tilation, and substitution of less toxic 
materials). When effective engineering 
controls are not feasible, or while they 
are being instituted, appropriate res-
pirators shall be used pursuant to this 
section. 

(2) Respirators shall be provided by 
the employer when such equipment is 
necessary to protect the health of the 
employee. The employer shall provide 
the respirators which are applicable 
and suitable for the purpose intended. 
The employer shall be responsible for 
the establishment and maintenance of 
a respiratory protection program 
which shall include the requirements 
outlined in paragraph (c) of this sec-
tion. 

(b) Definitions. The following defini-
tions are important terms used in the 

respiratory protection standard in this 
section. 

Air-purifying respirator means a res-
pirator with an air-purifying filter, 
cartridge, or canister that removes spe-
cific air contaminants by passing am-
bient air through the air-purifying ele-
ment. 

Assigned protection factor (APF) [Re-
served] 

Atmosphere-supplying respirator means 
a respirator that supplies the res-
pirator user with breathing air from a 
source independent of the ambient at-
mosphere, and includes supplied-air 
respirators (SARs) and self-contained 
breathing apparatus (SCBA) units. 

Canister or cartridge means a con-
tainer with a filter, sorbent, or cata-
lyst, or combination of these items, 
which removes specific contaminants 
from the air passed through the con-
tainer. 

Demand respirator means an atmos-
phere-supplying respirator that admits 
breathing air to the facepiece only 
when a negative pressure is created in-
side the facepiece by inhalation. 

Emergency situation means any occur-
rence such as, but not limited to, 
equipment failure, rupture of con-
tainers, or failure of control equipment 
that may or does result in an uncon-
trolled significant release of an air-
borne contaminant. 

Employee exposure means exposure to 
a concentration of an airborne con-
taminant that would occur if the em-
ployee were not using respiratory pro-
tection. 

End-of-service-life indicator (ESLI) 
means a system that warns the res-
pirator user of the approach of the end 
of adequate respiratory protection, for 
example, that the sorbent is approach-
ing saturation or is no longer effective. 

Escape-only respirator means a res-
pirator intended to be used only for 
emergency exit. 

Filter or air purifying element means a 
component used in respirators to re-
move solid or liquid aerosols from the 
inspired air. 

Filtering facepiece (dust mask) means 
a negative pressure particulate res-
pirator with a filter as an integral part 
of the facepiece or with the entire face-
piece composed of the filtering me-
dium. 
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Fit factor means a quantitative esti-
mate of the fit of a particular res-
pirator to a specific individual, and 
typically estimates the ratio of the 
concentration of a substance in ambi-
ent air to its concentration inside the 
respirator when worn. 

Fit test means the use of a protocol to 
qualitatively or quantitatively evalu-
ate the fit of a respirator on an indi-
vidual. (See also Qualitative fit test 
QLFT and Quantitative fit test QNFT.) 

Helmet means a rigid respiratory 
inlet covering that also provides head 
protection against impact and penetra-
tion. 

High efficiency particulate air (HEPA) 
filter means a filter that is at least 
99.97% efficient in removing 
monodisperse particles of 0.3 microm-
eters in diameter. The equivalent 
NIOSH 42 CFR 84 particulate filters are 
the N100, R100, and P100 filters. 

Hood means a respiratory inlet cov-
ering that completely covers the head 
and neck and may also cover portions 
of the shoulders and torso. 

Immediately dangerous to life or health 
(IDLH) means an atmosphere that 
poses an immediate threat to life, 
would cause irreversible adverse health 
effects, or would impair an individual’s 
ability to escape from a dangerous at-
mosphere. 

Interior structural firefighting means 
the physical activity of fire suppres-
sion, rescue or both, inside of buildings 
or enclosed structures which are in-
volved in a fire situation beyond the 
incipient stage. (See 29 CFR 1910.155) 

Loose-fitting facepiece means a res-
piratory inlet covering that is designed 
to form a partial seal with the face. 

Maximum use concentration (MUC) 
[Reserved]. 

Negative pressure respirator (tight fit-
ting) means a respirator in which the 
air pressure inside the facepiece is neg-
ative during inhalation with respect to 
the ambient air pressure outside the 
respirator. 

Oxygen deficient atmosphere means an 
atmosphere with an oxygen content 
below 19.5% by volume. 

Physician or other licensed health care 
professional (PLHCP) means an indi-
vidual whose legally permitted scope of 
practice (i.e., license, registration, or 
certification) allows him or her to 

independently provide, or be delegated 
the responsibility to provide, some or 
all of the health care services required 
by paragraph (e) of this section. 

Positive pressure respirator means a 
respirator in which the pressure inside 
the respiratory inlet covering exceeds 
the ambient air pressure outside the 
respirator. 

Powered air-purifying respirator 
(PAPR) means an air-purifying res-
pirator that uses a blower to force the 
ambient air through air-purifying ele-
ments to the inlet covering. 

Pressure demand respirator means a 
positive pressure atmosphere-supplying 
respirator that admits breathing air to 
the facepiece when the positive pres-
sure is reduced inside the facepiece by 
inhalation. 

Qualitative fit test (QLFT) means a 
pass/fail fit test to assess the adequacy 
of respirator fit that relies on the indi-
vidual’s response to the test agent. 

Quantitative fit test (QNFT) means an 
assessment of the adequacy of res-
pirator fit by numerically measuring 
the amount of leakage into the res-
pirator. 

Respiratory inlet covering means that 
portion of a respirator that forms the 
protective barrier between the user’s 
respiratory tract and an air-purifying 
device or breathing air source, or both. 
It may be a facepiece, helmet, hood, 
suit, or a mouthpiece respirator with 
nose clamp. 

Self-contained breathing apparatus 
(SCBA) means an atmosphere-sup-
plying respirator for which the breath-
ing air source is designed to be carried 
by the user. 

Service life means the period of time 
that a respirator, filter or sorbent, or 
other respiratory equipment provides 
adequate protection to the wearer. 

Supplied-air respirator (SAR) or airline 
respirator means an atmosphere-sup-
plying respirator for which the source 
of breathing air is not designed to be 
carried by the user. 

This section means this respiratory 
protection standard. 

Tight-fitting facepiece means a res-
piratory inlet covering that forms a 
complete seal with the face. 
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User seal check means an action con-
ducted by the respirator user to deter-
mine if the respirator is properly seat-
ed to the face. 

(c) Respiratory protection program. 
This paragraph requires the employer 
to develop and implement a written 
respiratory protection program with 
required worksite-specific procedures 
and elements for required respirator 
use. The program must be administered 
by a suitably trained program adminis-
trator. In addition, certain program 
elements may be required for vol-
untary use to prevent potential haz-
ards associated with the use of the res-
pirator. The Small Entity Compliance 
Guide contains criteria for the selec-
tion of a program administrator and a 
sample program that meets the re-
quirements of this paragraph. Copies of 
the Small Entity Compliance Guide 
will be available on or about April 8, 
1998 from the Occupational Safety and 
Health Administration’s Office of Pub-
lications, Room N 3101, 200 Constitu-
tion Avenue, NW, Washington, DC, 
20210 (202–219–4667). 

(1) In any workplace where res-
pirators are necessary to protect the 
health of the employee or whenever 
respirators are required by the em-
ployer, the employer shall establish 
and implement a written respiratory 
protection program with worksite-spe-
cific procedures. The program shall be 
updated as necessary to reflect those 
changes in workplace conditions that 
affect respirator use. The employer 
shall include in the program the fol-
lowing provisions of this section, as ap-
plicable: 

(i) Procedures for selecting res-
pirators for use in the workplace; 

(ii) Medical evaluations of employees 
required to use respirators; 

(iii) Fit testing procedures for tight- 
fitting respirators; 

(iv) Procedures for proper use of res-
pirators in routine and reasonably fore-
seeable emergency situations; 

(v) Procedures and schedules for 
cleaning, disinfecting, storing, inspect-
ing, repairing, discarding, and other-
wise maintaining respirators; 

(vi) Procedures to ensure adequate 
air quality, quantity, and flow of 
breathing air for atmosphere-supplying 
respirators; 

(vii) Training of employees in the 
respiratory hazards to which they are 
potentially exposed during routine and 
emergency situations; 

(viii) Training of employees in the 
proper use of respirators, including 
putting on and removing them, any 
limitations on their use, and their 
maintenance; and 

(ix) Procedures for regularly evalu-
ating the effectiveness of the program. 

(2) Where respirator use is not re-
quired: 

(i) An employer may provide res-
pirators at the request of employees or 
permit employees to use their own res-
pirators, if the employer determines 
that such respirator use will not in 
itself create a hazard. If the employer 
determines that any voluntary res-
pirator use is permissible, the em-
ployer shall provide the respirator 
users with the information contained 
in Appendix D to this section (‘‘Infor-
mation for Employees Using Res-
pirators When Not Required Under the 
Standard’’); and 

(ii) In addition, the employer must 
establish and implement those ele-
ments of a written respiratory protec-
tion program necessary to ensure that 
any employee using a respirator volun-
tarily is medically able to use that res-
pirator, and that the respirator is 
cleaned, stored, and maintained so that 
its use does not present a health hazard 
to the user. Exception: Employers are 
not required to include in a written 
respiratory protection program those 
employees whose only use of res-
pirators involves the voluntary use of 
filtering facepieces (dust masks). 

(3) The employer shall designate a 
program administrator who is qualified 
by appropriate training or experience 
that is commensurate with the com-
plexity of the program to administer or 
oversee the respiratory protection pro-
gram and conduct the required evalua-
tions of program effectiveness. 

(4) The employer shall provide res-
pirators, training, and medical evalua-
tions at no cost to the employee. 

(d) Selection of respirators. This para-
graph requires the employer to evalu-
ate respiratory hazard(s) in the work-
place, identify relevant workplace and 
user factors, and base respirator selec-
tion on these factors. The paragraph 

VerDate Aug<31>2005 08:29 Jul 20, 2006 Jkt 208111 PO 00000 Frm 00431 Fmt 8010 Sfmt 8010 Y:\SGML\208111.XXX 208111



422 

29 CFR Ch. XVII (7–1–06 Edition) § 1910.134 

also specifies appropriately protective 
respirators for use in IDLH 
atmospheres, and limits the selection 
and use of air-purifying respirators. 

(1) General requirements. (i) The em-
ployer shall select and provide an ap-
propriate respirator based on the res-
piratory hazard(s) to which the worker 
is exposed and workplace and user fac-
tors that affect respirator performance 
and reliability. 

(ii) The employer shall select a 
NIOSH-certified respirator. The res-
pirator shall be used in compliance 
with the conditions of its certification. 

(iii) The employer shall identify and 
evaluate the respiratory hazard(s) in 
the workplace; this evaluation shall in-
clude a reasonable estimate of em-
ployee exposures to respiratory haz-
ard(s) and an identification of the con-
taminant’s chemical state and physical 
form. Where the employer cannot iden-
tify or reasonably estimate the em-
ployee exposure, the employer shall 
consider the atmosphere to be IDLH. 

(iv) The employer shall select res-
pirators from a sufficient number of 
respirator models and sizes so that the 
respirator is acceptable to, and cor-
rectly fits, the user. 

(2) Respirators for IDLH atmospheres. 
(i) The employer shall provide the fol-
lowing respirators for employee use in 
IDLH atmospheres: 

(A) A full facepiece pressure demand 
SCBA certified by NIOSH for a min-
imum service life of thirty minutes, or 

(B) A combination full facepiece pres-
sure demand supplied-air respirator 
(SAR) with auxiliary self-contained air 
supply. 

(ii) Respirators provided only for es-
cape from IDLH atmospheres shall be 
NIOSH-certified for escape from the at-
mosphere in which they will be used. 

(iii) All oxygen-deficient 
atmospheres shall be considered IDLH. 
Exception: If the employer dem-
onstrates that, under all foreseeable 
conditions, the oxygen concentration 
can be maintained within the ranges 
specified in Table II of this section 
(i.e., for the altitudes set out in the 
table), then any atmosphere-supplying 
respirator may be used. 

(3) Respirators for atmospheres that are 
not IDLH. (i) The employer shall pro-
vide a respirator that is adequate to 

protect the health of the employee and 
ensure compliance with all other OSHA 
statutory and regulatory requirements, 
under routine and reasonably foresee-
able emergency situations. 

(A) Assigned Protection Factors (APFs) 
[Reserved] 

(B) Maximum Use Concentration (MUC) 
[Reserved] 

(ii) The respirator selected shall be 
appropriate for the chemical state and 
physical form of the contaminant. 

(iii) For protection against gases and 
vapors, the employer shall provide: 

(A) An atmosphere-supplying res-
pirator, or 

(B) An air-purifying respirator, pro-
vided that: 

(1) The respirator is equipped with an 
end-of-service-life indicator (ESLI) cer-
tified by NIOSH for the contaminant; 
or 

(2) If there is no ESLI appropriate for 
conditions in the employer’s work-
place, the employer implements a 
change schedule for canisters and car-
tridges that is based on objective infor-
mation or data that will ensure that 
canisters and cartridges are changed 
before the end of their service life. The 
employer shall describe in the res-
pirator program the information and 
data relied upon and the basis for the 
canister and cartridge change schedule 
and the basis for reliance on the data. 

(iv) For protection against particu-
lates, the employer shall provide: 

(A) An atmosphere-supplying res-
pirator; or 

(B) An air-purifying respirator 
equipped with a filter certified by 
NIOSH under 30 CFR part 11 as a high 
efficiency particulate air (HEPA) fil-
ter, or an air-purifying respirator 
equipped with a filter certified for par-
ticulates by NIOSH under 42 CFR part 
84; or 

(C) For contaminants consisting pri-
marily of particles with mass median 
aerodynamic diameters (MMAD) of at 
least 2 micrometers, an air-purifying 
respirator equipped with any filter cer-
tified for particulates by NIOSH. 
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TABLE I—ASSIGNED PROTECTION 
FACTORS [RESERVED] 

TABLE II 

Altitude (ft.) 

Oxygen deficient 
Atmospheres (% 02) for 

which the employer may rely 
on atmosphere-supplying res-

pirators 

Less than 3,001 ..................... 16.0–19.5 
3,001–4,000 ........................... 16.4–19.5 
4,001–5,000 ........................... 17.1–19.5 
5,001–6,000 ........................... 17.8–19.5 
6,001–7,000 ........................... 18.5–19.5 
7,001–8,0001 ......................... 19.3–19.5. 

1 Above 8,000 feet the exception does not apply. Oxygen- 
enriched breathing air must be supplied above 14,000 feet. 

(e) Medical evaluation. Using a res-
pirator may place a physiological bur-
den on employees that varies with the 
type of respirator worn, the job and 
workplace conditions in which the res-
pirator is used, and the medical status 
of the employee. Accordingly, this 
paragraph specifies the minimum re-
quirements for medical evaluation that 
employers must implement to deter-
mine the employee’s ability to use a 
respirator. 

(1) General. The employer shall pro-
vide a medical evaluation to determine 
the employee’s ability to use a res-
pirator, before the employee is fit test-
ed or required to use the respirator in 
the workplace. The employer may dis-
continue an employee’s medical eval-
uations when the employee is no longer 
required to use a respirator. 

(2) Medical evaluation procedures. (i) 
The employer shall identify a physi-
cian or other licensed health care pro-
fessional (PLHCP) to perform medical 
evaluations using a medical question-
naire or an initial medical examination 
that obtains the same information as 
the medical questionnaire. 

(ii) The medical evaluation shall ob-
tain the information requested by the 
questionnaire in Sections 1 and 2, Part 
A of Appendix C of this section. 

(3) Follow-up medical examination. (i) 
The employer shall ensure that a fol-
low-up medical examination is pro-
vided for an employee who gives a posi-
tive response to any question among 
questions 1 through 8 in Section 2, Part 
A of Appendix C or whose initial med-
ical examination demonstrates the 
need for a follow-up medical examina-
tion. 

(ii) The follow-up medical examina-
tion shall include any medical tests, 
consultations, or diagnostic procedures 
that the PLHCP deems necessary to 
make a final determination. 

(4) Administration of the medical ques-
tionnaire and examinations. (i) The med-
ical questionnaire and examinations 
shall be administered confidentially 
during the employee’s normal working 
hours or at a time and place conven-
ient to the employee. The medical 
questionnaire shall be administered in 
a manner that ensures that the em-
ployee understands its content. 

(ii) The employer shall provide the 
employee with an opportunity to dis-
cuss the questionnaire and examina-
tion results with the PLHCP. 

(5) Supplemental information for the 
PLHCP. (i) The following information 
must be provided to the PLHCP before 
the PLHCP makes a recommendation 
concerning an employee’s ability to use 
a respirator: 

(A) The type and weight of the res-
pirator to be used by the employee; 

(B) The duration and frequency of 
respirator use (including use for rescue 
and escape); 

(C) The expected physical work ef-
fort; 

(D) Additional protective clothing 
and equipment to be worn; and 

(E) Temperature and humidity ex-
tremes that may be encountered. 

(ii) Any supplemental information 
provided previously to the PLHCP re-
garding an employee need not be pro-
vided for a subsequent medical evalua-
tion if the information and the PLHCP 
remain the same. 

(iii) The employer shall provide the 
PLHCP with a copy of the written res-
piratory protection program and a 
copy of this section. 

NOTE TO PARAGRAPH ≤(e)(5)(iii): When the 
employer replaces a PLHCP, the employer 
must ensure that the new PLHCP obtains 
this information, either by providing the 
documents directly to the PLHCP or having 
the documents transferred from the former 
PLHCP to the new PLHCP. However, OSHA 
does not expect employers to have employees 
medically reevaluated solely because a new 
PLHCP has been selected. 

(6) Medical determination. In deter-
mining the employee’s ability to use a 
respirator, the employer shall: 
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(i) Obtain a written recommendation 
regarding the employee’s ability to use 
the respirator from the PLHCP. The 
recommendation shall provide only the 
following information: 

(A) Any limitations on respirator use 
related to the medical condition of the 
employee, or relating to the workplace 
conditions in which the respirator will 
be used, including whether or not the 
employee is medically able to use the 
respirator; 

(B) The need, if any, for follow-up 
medical evaluations; and 

(C) A statement that the PLHCP has 
provided the employee with a copy of 
the PLHCP’s written recommendation. 

(ii) If the respirator is a negative 
pressure respirator and the PLHCP 
finds a medical condition that may 
place the employee’s health at in-
creased risk if the respirator is used, 
the employer shall provide a PAPR if 
the PLHCP’s medical evaluation finds 
that the employee can use such a res-
pirator; if a subsequent medical eval-
uation finds that the employee is medi-
cally able to use a negative pressure 
respirator, then the employer is no 
longer required to provide a PAPR. 

(7) Additional medical evaluations. At a 
minimum, the employer shall provide 
additional medical evaluations that 
comply with the requirements of this 
section if: 

(i) An employee reports medical signs 
or symptoms that are related to ability 
to use a respirator; 

(ii) A PLHCP, supervisor, or the res-
pirator program administrator informs 
the employer that an employee needs 
to be reevaluated; 

(iii) Information from the respiratory 
protection program, including observa-
tions made during fit testing and pro-
gram evaluation, indicates a need for 
employee reevaluation; or 

(iv) A change occurs in workplace 
conditions (e.g., physical work effort, 
protective clothing, temperature) that 
may result in a substantial increase in 
the physiological burden placed on an 
employee. 

(f) Fit testing. This paragraph requires 
that, before an employee may be re-
quired to use any respirator with a 
negative or positive pressure tight-fit-
ting facepiece, the employee must be 
fit tested with the same make, model, 

style, and size of respirator that will be 
used. This paragraph specifies the 
kinds of fit tests allowed, the proce-
dures for conducting them, and how 
the results of the fit tests must be 
used. 

(1) The employer shall ensure that 
employees using a tight-fitting face-
piece respirator pass an appropriate 
qualitative fit test (QLFT) or quan-
titative fit test (QNFT) as stated in 
this paragraph. 

(2) The employer shall ensure that an 
employee using a tight-fitting face-
piece respirator is fit tested prior to 
initial use of the respirator, whenever 
a different respirator facepiece (size, 
style, model or make) is used, and at 
least annually thereafter. 

(3) The employer shall conduct an ad-
ditional fit test whenever the employee 
reports, or the employer, PLHCP, su-
pervisor, or program administrator 
makes visual observations of, changes 
in the employee’s physical condition 
that could affect respirator fit. Such 
conditions include, but are not limited 
to, facial scarring, dental changes, cos-
metic surgery, or an obvious change in 
body weight. 

(4) If after passing a QLFT or QNFT, 
the employee subsequently notifies the 
employer, program administrator, su-
pervisor, or PLHCP that the fit of the 
respirator is unacceptable, the em-
ployee shall be given a reasonable op-
portunity to select a different res-
pirator facepiece and to be retested. 

(5) The fit test shall be administered 
using an OSHA-accepted QLFT or 
QNFT protocol. The OSHA-accepted 
QLFT and QNFT protocols and proce-
dures are contained in Appendix A of 
this section. 

(6) QLFT may only be used to fit test 
negative pressure air-purifying res-
pirators that must achieve a fit factor 
of 100 or less. 

(7) If the fit factor, as determined 
through an OSHA-accepted QNFT pro-
tocol, is equal to or greater than 100 for 
tight-fitting half facepieces, or equal 
to or greater than 500 for tight-fitting 
full facepieces, the QNFT has been 
passed with that respirator. 

(8) Fit testing of tight-fitting atmos-
phere-supplying respirators and tight- 
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fitting powered air-purifying res-
pirators shall be accomplished by per-
forming quantitative or qualitative fit 
testing in the negative pressure mode, 
regardless of the mode of operation 
(negative or positive pressure) that is 
used for respiratory protection. 

(i) Qualitative fit testing of these res-
pirators shall be accomplished by tem-
porarily converting the respirator 
user’s actual facepiece into a negative 
pressure respirator with appropriate 
filters, or by using an identical nega-
tive pressure air-purifying respirator 
facepiece with the same sealing sur-
faces as a surrogate for the atmos-
phere-supplying or powered air-puri-
fying respirator facepiece. 

(ii) Quantitative fit testing of these 
respirators shall be accomplished by 
modifying the facepiece to allow sam-
pling inside the facepiece in the 
breathing zone of the user, midway be-
tween the nose and mouth. This re-
quirement shall be accomplished by in-
stalling a permanent sampling probe 
onto a surrogate facepiece, or by using 
a sampling adapter designed to tempo-
rarily provide a means of sampling air 
from inside the facepiece. 

(iii) Any modifications to the res-
pirator facepiece for fit testing shall be 
completely removed, and the facepiece 
restored to NIOSH-approved configura-
tion, before that facepiece can be used 
in the workplace. 

(g) Use of respirators. This paragraph 
requires employers to establish and im-
plement procedures for the proper use 
of respirators. These requirements in-
clude prohibiting conditions that may 
result in facepiece seal leakage, pre-
venting employees from removing res-
pirators in hazardous environments, 
taking actions to ensure continued ef-
fective respirator operation throughout 
the work shift, and establishing proce-
dures for the use of respirators in IDLH 
atmospheres or in interior structural 
firefighting situations. 

(1) Facepiece seal protection. (i) The 
employer shall not permit respirators 
with tight-fitting facepieces to be worn 
by employees who have: 

(A) Facial hair that comes between 
the sealing surface of the facepiece and 
the face or that interferes with valve 
function; or 

(B) Any condition that interferes 
with the face-to-facepiece seal or valve 
function. 

(ii) If an employee wears corrective 
glasses or goggles or other personal 
protective equipment, the employer 
shall ensure that such equipment is 
worn in a manner that does not inter-
fere with the seal of the facepiece to 
the face of the user. 

(iii) For all tight-fitting respirators, 
the employer shall ensure that employ-
ees perform a user seal check each 
time they put on the respirator using 
the procedures in Appendix B–1 or pro-
cedures recommended by the respirator 
manufacturer that the employer dem-
onstrates are as effective as those in 
Appendix B–1 of this section. 

(2) Continuing respirator effectiveness. 
(i) Appropriate surveillance shall be 
maintained of work area conditions 
and degree of employee exposure or 
stress. When there is a change in work 
area conditions or degree of employee 
exposure or stress that may affect res-
pirator effectiveness, the employer 
shall reevaluate the continued effec-
tiveness of the respirator. 

(ii) The employer shall ensure that 
employees leave the respirator use 
area: 

(A) To wash their faces and res-
pirator facepieces as necessary to pre-
vent eye or skin irritation associated 
with respirator use; or 

(B) If they detect vapor or gas break-
through, changes in breathing resist-
ance, or leakage of the facepiece; or 

(C) To replace the respirator or the 
filter, cartridge, or canister elements. 

(iii) If the employee detects vapor or 
gas breakthrough, changes in breath-
ing resistance, or leakage of the face-
piece, the employer must replace or re-
pair the respirator before allowing the 
employee to return to the work area. 

(3) Procedures for IDLH atmospheres. 
For all IDLH atmospheres, the em-
ployer shall ensure that: 

(i) One employee or, when needed, 
more than one employee is located out-
side the IDLH atmosphere; 

(ii) Visual, voice, or signal line com-
munication is maintained between the 
employee(s) in the IDLH atmosphere 
and the employee(s) located outside 
the IDLH atmosphere; 
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(iii) The employee(s) located outside 
the IDLH atmosphere are trained and 
equipped to provide effective emer-
gency rescue; 

(iv) The employer or designee is noti-
fied before the employee(s) located out-
side the IDLH atmosphere enter the 
IDLH atmosphere to provide emer-
gency rescue; 

(v) The employer or designee author-
ized to do so by the employer, once no-
tified, provides necessary assistance 
appropriate to the situation; 

(vi) Employee(s) located outside the 
IDLH atmospheres are equipped with: 

(A) Pressure demand or other posi-
tive pressure SCBAs, or a pressure de-
mand or other positive pressure sup-
plied-air respirator with auxiliary 
SCBA; and either 

(B) Appropriate retrieval equipment 
for removing the employee(s) who 
enter(s) these hazardous atmospheres 
where retrieval equipment would con-
tribute to the rescue of the employee(s) 
and would not increase the overall risk 
resulting from entry; or 

(C) Equivalent means for rescue 
where retrieval equipment is not re-
quired under paragraph (g)(3)(vi)(B). 

(4) Procedures for interior structural 
firefighting. In addition to the require-
ments set forth under paragraph (g)(3), 
in interior structural fires, the em-
ployer shall ensure that: 

(i) At least two employees enter the 
IDLH atmosphere and remain in visual 
or voice contact with one another at 
all times; 

(ii) At least two employees are lo-
cated outside the IDLH atmosphere; 
and 

(iii) All employees engaged in inte-
rior structural firefighting use SCBAs. 

NOTE 1 TO PARAGRAPH (g): One of the two 
individuals located outside the IDLH atmos-
phere may be assigned to an additional role, 
such as incident commander in charge of the 
emergency or safety officer, so long as this 
individual is able to perform assistance or 
rescue activities without jeopardizing the 
safety or health of any firefighter working at 
the incident. 

NOTE 2 TO PARAGRAPH (g): Nothing in this 
section is meant to preclude firefighters 
from performing emergency rescue activities 
before an entire team has assembled. 

(h) Maintenance and care of res-
pirators. This paragraph requires the 
employer to provide for the cleaning 

and disinfecting, storage, inspection, 
and repair of respirators used by em-
ployees. 

(1) Cleaning and disinfecting. The em-
ployer shall provide each respirator 
user with a respirator that is clean, 
sanitary, and in good working order. 
The employer shall ensure that res-
pirators are cleaned and disinfected 
using the procedures in Appendix B–2 
of this section, or procedures rec-
ommended by the respirator manufac-
turer, provided that such procedures 
are of equivalent effectiveness. The 
respirators shall be cleaned and dis-
infected at the following intervals: 

(i) Respirators issued for the exclu-
sive use of an employee shall be 
cleaned and disinfected as often as nec-
essary to be maintained in a sanitary 
condition; 

(ii) Respirators issued to more than 
one employee shall be cleaned and dis-
infected before being worn by different 
individuals; 

(iii) Respirators maintained for 
emergency use shall be cleaned and dis-
infected after each use; and 

(iv) Respirators used in fit testing 
and training shall be cleaned and dis-
infected after each use. 

(2) Storage. The employer shall ensure 
that respirators are stored as follows: 

(i) All respirators shall be stored to 
protect them from damage, contamina-
tion, dust, sunlight, extreme tempera-
tures, excessive moisture, and dam-
aging chemicals, and they shall be 
packed or stored to prevent deforma-
tion of the facepiece and exhalation 
valve. 

(ii) In addition to the requirements of 
paragraph (h)(2)(i) of this section, 
emergency respirators shall be: 

(A) Kept accessible to the work area; 
(B) Stored in compartments or in 

covers that are clearly marked as con-
taining emergency respirators; and 

(C) Stored in accordance with any ap-
plicable manufacturer instructions. 

(3) Inspection. (i) The employer shall 
ensure that respirators are inspected as 
follows: 

(A) All respirators used in routine 
situations shall be inspected before 
each use and during cleaning; 
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(B) All respirators maintained for use 
in emergency situations shall be in-
spected at least monthly and in accord-
ance with the manufacturer’s rec-
ommendations, and shall be checked 
for proper function before and after 
each use; and 

(C) Emergency escape-only res-
pirators shall be inspected before being 
carried into the workplace for use. 

(ii) The employer shall ensure that 
respirator inspections include the fol-
lowing: 

(A) A check of respirator function, 
tightness of connections, and the con-
dition of the various parts including, 
but not limited to, the facepiece, head 
straps, valves, connecting tube, and 
cartridges, canisters or filters; and 

(B) A check of elastomeric parts for 
pliability and signs of deterioration. 

(iii) In addition to the requirements 
of paragraphs (h)(3)(i) and (ii) of this 
section, self-contained breathing appa-
ratus shall be inspected monthly. Air 
and oxygen cylinders shall be main-
tained in a fully charged state and 
shall be recharged when the pressure 
falls to 90% of the manufacturer’s rec-
ommended pressure level. The em-
ployer shall determine that the regu-
lator and warning devices function 
properly. 

(iv) For respirators maintained for 
emergency use, the employer shall: 

(A) Certify the respirator by docu-
menting the date the inspection was 
performed, the name (or signature) of 
the person who made the inspection, 
the findings, required remedial action, 
and a serial number or other means of 
identifying the inspected respirator; 
and 

(B) Provide this information on a tag 
or label that is attached to the storage 
compartment for the respirator, is kept 
with the respirator, or is included in 
inspection reports stored as paper or 
electronic files. This information shall 
be maintained until replaced following 
a subsequent certification. 

(4) Repairs. The employer shall ensure 
that respirators that fail an inspection 
or are otherwise found to be defective 
are removed from service, and are dis-
carded or repaired or adjusted in ac-
cordance with the following proce-
dures: 

(i) Repairs or adjustments to res-
pirators are to be made only by persons 
appropriately trained to perform such 
operations and shall use only the res-
pirator manufacturer’s NIOSH-ap-
proved parts designed for the res-
pirator; 

(ii) Repairs shall be made according 
to the manufacturer’s recommenda-
tions and specifications for the type 
and extent of repairs to be performed; 
and 

(iii) Reducing and admission valves, 
regulators, and alarms shall be ad-
justed or repaired only by the manufac-
turer or a technician trained by the 
manufacturer. 

(i) Breathing air quality and use. This 
paragraph requires the employer to 
provide employees using atmosphere- 
supplying respirators (supplied-air and 
SCBA) with breathing gases of high pu-
rity. 

(1) The employer shall ensure that 
compressed air, compressed oxygen, 
liquid air, and liquid oxygen used for 
respiration accords with the following 
specifications: 

(i) Compressed and liquid oxygen 
shall meet the United States Pharma-
copoeia requirements for medical or 
breathing oxygen; and 

(ii) Compressed breathing air shall 
meet at least the requirements for 
Grade D breathing air described in 
ANSI/Compressed Gas Association 
Commodity Specification for Air, G– 
7.1–1989, to include: 

(A) Oxygen content (v/v) of 19.5– 
23.5%; 

(B) Hydrocarbon (condensed) content 
of 5 milligrams per cubic meter of air 
or less; 

(C) Carbon monoxide (CO) content of 
10 ppm or less; 

(D) Carbon dioxide content of 1,000 
ppm or less; and 

(E) Lack of noticeable odor. 
(2) The employer shall ensure that 

compressed oxygen is not used in at-
mosphere-supplying respirators that 
have previously used compressed air. 

(3) The employer shall ensure that 
oxygen concentrations greater than 
23.5% are used only in equipment de-
signed for oxygen service or distribu-
tion. 

(4) The employer shall ensure that 
cylinders used to supply breathing air 
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to respirators meet the following re-
quirements: 

(i) Cylinders are tested and main-
tained as prescribed in the Shipping 
Container Specification Regulations of 
the Department of Transportation (49 
CFR part 173 and part 178); 

(ii) Cylinders of purchased breathing 
air have a certificate of analysis from 
the supplier that the breathing air 
meets the requirements for Grade D 
breathing air; and 

(iii) The moisture content in the cyl-
inder does not exceed a dew point of 
¥50 °F (¥45.6 °C) at 1 atmosphere pres-
sure. 

(5) The employer shall ensure that 
compressors used to supply breathing 
air to respirators are constructed and 
situated so as to: 

(i) Prevent entry of contaminated air 
into the air-supply system; 

(ii) Minimize moisture content so 
that the dew point at 1 atmosphere 
pressure is 10 degrees F (5.56 °C) below 
the ambient temperature; 

(iii) Have suitable in-line air-puri-
fying sorbent beds and filters to fur-
ther ensure breathing air quality. Sor-
bent beds and filters shall be main-
tained and replaced or refurbished peri-
odically following the manufacturer’s 
instructions. 

(iv) Have a tag containing the most 
recent change date and the signature of 
the person authorized by the employer 
to perform the change. The tag shall be 
maintained at the compressor. 

(6) For compressors that are not oil- 
lubricated, the employer shall ensure 
that carbon monoxide levels in the 
breathing air do not exceed 10 ppm. 

(7) For oil-lubricated compressors, 
the employer shall use a high-tempera-
ture or carbon monoxide alarm, or 
both, to monitor carbon monoxide lev-
els. If only high-temperature alarms 
are used, the air supply shall be mon-
itored at intervals sufficient to prevent 
carbon monoxide in the breathing air 
from exceeding 10 ppm. 

(8) The employer shall ensure that 
breathing air couplings are incompat-
ible with outlets for nonrespirable 
worksite air or other gas systems. No 
asphyxiating substance shall be intro-
duced into breathing air lines. 

(9) The employer shall use breathing 
gas containers marked in accordance 

with the NIOSH respirator certifi-
cation standard, 42 CFR part 84. 

(j) Identification of filters, cartridges, 
and canisters. The employer shall en-
sure that all filters, cartridges and can-
isters used in the workplace are labeled 
and color coded with the NIOSH ap-
proval label and that the label is not 
removed and remains legible. 

(k) Training and information. This 
paragraph requires the employer to 
provide effective training to employees 
who are required to use respirators. 
The training must be comprehensive, 
understandable, and recur annually, 
and more often if necessary. This para-
graph also requires the employer to 
provide the basic information on res-
pirators in Appendix D of this section 
to employees who wear respirators 
when not required by this section or by 
the employer to do so. 

(1) The employer shall ensure that 
each employee can demonstrate knowl-
edge of at least the following: 

(i) Why the respirator is necessary 
and how improper fit, usage, or mainte-
nance can compromise the protective 
effect of the respirator; 

(ii) What the limitations and capa-
bilities of the respirator are; 

(iii) How to use the respirator effec-
tively in emergency situations, includ-
ing situations in which the respirator 
malfunctions; 

(iv) How to inspect, put on and re-
move, use, and check the seals of the 
respirator; 

(v) What the procedures are for main-
tenance and storage of the respirator; 

(vi) How to recognize medical signs 
and symptoms that may limit or pre-
vent the effective use of respirators; 
and 

(vii) The general requirements of this 
section. 

(2) The training shall be conducted in 
a manner that is understandable to the 
employee. 

(3) The employer shall provide the 
training prior to requiring the em-
ployee to use a respirator in the work-
place. 

(4) An employer who is able to dem-
onstrate that a new employee has re-
ceived training within the last 12 
months that addresses the elements 
specified in paragraph (k)(1)(i) through 
(vii) is not required to repeat such 
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training provided that, as required by 
paragraph (k)(1), the employee can 
demonstrate knowledge of those ele-
ment(s). Previous training not repeated 
initially by the employer must be pro-
vided no later than 12 months from the 
date of the previous training. 

(5) Retraining shall be administered 
annually, and when the following situ-
ations occur: 

(i) Changes in the workplace or the 
type of respirator render previous 
training obsolete; 

(ii) Inadequacies in the employee’s 
knowledge or use of the respirator indi-
cate that the employee has not re-
tained the requisite understanding or 
skill; or 

(iii) Any other situation arises in 
which retraining appears necessary to 
ensure safe respirator use. 

(6) The basic advisory information on 
respirators, as presented in Appendix D 
of this section, shall be provided by the 
employer in any written or oral for-
mat, to employees who wear res-
pirators when such use is not required 
by this section or by the employer. 

(l) Program evaluation. This section 
requires the employer to conduct eval-
uations of the workplace to ensure that 
the written respiratory protection pro-
gram is being properly implemented, 
and to consult employees to ensure 
that they are using the respirators 
properly. 

(1) The employer shall conduct eval-
uations of the workplace as necessary 
to ensure that the provisions of the 
current written program are being ef-
fectively implemented and that it con-
tinues to be effective. 

(2) The employer shall regularly con-
sult employees required to use res-
pirators to assess the employees’ views 
on program effectiveness and to iden-
tify any problems. Any problems that 
are identified during this assessment 
shall be corrected. Factors to be as-
sessed include, but are not limited to: 

(i) Respirator fit (including the abil-
ity to use the respirator without inter-
fering with effective workplace per-
formance); 

(ii) Appropriate respirator selection 
for the hazards to which the employee 
is exposed; 

(iii) Proper respirator use under the 
workplace conditions the employee en-
counters; and 

(iv) Proper respirator maintenance. 
(m) Recordkeeping. This section re-

quires the employer to establish and 
retain written information regarding 
medical evaluations, fit testing, and 
the respirator program. This informa-
tion will facilitate employee involve-
ment in the respirator program, assist 
the employer in auditing the adequacy 
of the program, and provide a record 
for compliance determinations by 
OSHA. 

(1) Medical evaluation. Records of 
medical evaluations required by this 
section must be retained and made 
available in accordance with 29 CFR 
1910.1020. 

(2) Fit testing. (i) The employer shall 
establish a record of the qualitative 
and quantitative fit tests administered 
to an employee including: 

(A) The name or identification of the 
employee tested; 

(B) Type of fit test performed; 
(C) Specific make, model, style, and 

size of respirator tested; 
(D) Date of test; and 
(E) The pass/fail results for QLFTs or 

the fit factor and strip chart recording 
or other recording of the test results 
for QNFTs. 

(ii) Fit test records shall be retained 
for respirator users until the next fit 
test is administered. 

(3) A written copy of the current res-
pirator program shall be retained by 
the employer. 

(4) Written materials required to be 
retained under this paragraph shall be 
made available upon request to af-
fected employees and to the Assistant 
Secretary or designee for examination 
and copying. 

(n) [Reserved] 
(o) Appendices. (1) Compliance with 

Appendix A, Appendix B–1, Appendix B– 
2, and Appendix C of this section is 
mandatory. 

(2) Appendix D of this section is non- 
mandatory and is not intended to cre-
ate any additional obligations not oth-
erwise imposed or to detract from any 
existing obligations. 
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APPENDIX A TO § 1910.134—FIT TESTING 
PROCEDURES (MANDATORY) 

PART I. OSHA-ACCEPTED FIT TEST 
PROTOCOLS 

A. Fit Testing Procedures—General 
Requirements 

The employer shall conduct fit testing 
using the following procedures. The require-
ments in this appendix apply to all OSHA-ac-
cepted fit test methods, both QLFT and 
QNFT. 

1. The test subject shall be allowed to pick 
the most acceptable respirator from a suffi-
cient number of respirator models and sizes 
so that the respirator is acceptable to, and 
correctly fits, the user. 

2. Prior to the selection process, the test 
subject shall be shown how to put on a res-
pirator, how it should be positioned on the 
face, how to set strap tension and how to de-
termine an acceptable fit. A mirror shall be 
available to assist the subject in evaluating 
the fit and positioning of the respirator. This 
instruction may not constitute the subject’s 
formal training on respirator use, because it 
is only a review. 

3. The test subject shall be informed that 
he/she is being asked to select the respirator 
that provides the most acceptable fit. Each 
respirator represents a different size and 
shape, and if fitted and used properly, will 
provide adequate protection. 

4. The test subject shall be instructed to 
hold each chosen facepiece up to the face and 
eliminate those that obviously do not give 
an acceptable fit. 

5. The more acceptable facepieces are 
noted in case the one selected proves unac-
ceptable; the most comfortable mask is 
donned and worn at least five minutes to as-
sess comfort. Assistance in assessing comfort 
can be given by discussing the points in the 
following item A.6. If the test subject is not 
familiar with using a particular respirator, 
the test subject shall be directed to don the 
mask several times and to adjust the straps 
each time to become adept at setting proper 
tension on the straps. 

6. Assessment of comfort shall include a re-
view of the following points with the test 
subject and allowing the test subject ade-
quate time to determine the comfort of the 
respirator: 

(a) Position of the mask on the nose 
(b) Room for eye protection 
(c) Room to talk 
(d) Position of mask on face and cheeks 
7. The following criteria shall be used to 

help determine the adequacy of the res-
pirator fit: 

(a) Chin properly placed; 
(b) Adequate strap tension, not overly 

tightened; 
(c) Fit across nose bridge; 

(d) Respirator of proper size to span dis-
tance from nose to chin; 

(e) Tendency of respirator to slip; 
(f) Self-observation in mirror to evaluate 

fit and respirator position. 
8. The test subject shall conduct a user 

seal check, either the negative and positive 
pressure seal checks described in Appendix 
B–1 of this section or those recommended by 
the respirator manufacturer which provide 
equivalent protection to the procedures in 
Appendix B–1. Before conducting the nega-
tive and positive pressure checks, the subject 
shall be told to seat the mask on the face by 
moving the head from side-to-side and up 
and down slowly while taking in a few slow 
deep breaths. Another facepiece shall be se-
lected and retested if the test subject fails 
the user seal check tests. 

9. The test shall not be conducted if there 
is any hair growth between the skin and the 
facepiece sealing surface, such as stubble 
beard growth, beard, mustache or sideburns 
which cross the respirator sealing surface. 
Any type of apparel which interferes with a 
satisfactory fit shall be altered or removed. 

10. If a test subject exhibits difficulty in 
breathing during the tests, she or he shall be 
referred to a physician or other licensed 
health care professional, as appropriate, to 
determine whether the test subject can wear 
a respirator while performing her or his du-
ties. 

11. If the employee finds the fit of the res-
pirator unacceptable, the test subject shall 
be given the opportunity to select a different 
respirator and to be retested. 

12. Exercise regimen. Prior to the com-
mencement of the fit test, the test subject 
shall be given a description of the fit test 
and the test subject’s responsibilities during 
the test procedure. The description of the 
process shall include a description of the test 
exercises that the subject will be performing. 
The respirator to be tested shall be worn for 
at least 5 minutes before the start of the fit 
test. 

13. The fit test shall be performed while 
the test subject is wearing any applicable 
safety equipment that may be worn during 
actual respirator use which could interfere 
with respirator fit. 

14. Test Exercises. (a) Employers must per-
form the following test exercises for all fit 
testing methods prescribed in this appendix, 
except for the CNP quantitative fit testing 
protocol and the CNP REDON quantitative 
fit testing protocol. For these two protocols, 
employers must ensure that the test subjects 
(i.e., employees) perform the exercise proce-
dure specified in Part I.C.4(b) of this appen-
dix for the CNP quantitative fit testing pro-
tocol, or the exercise procedure described in 
Part I.C.5(b) of this appendix for the CNP 
REDON quantitative fit-testing protocol. 
For the remaining fit testing methods, em-
ployers must ensure that employees perform 
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the test exercises in the appropriate test en-
vironment in the following manner: 

(1) Normal breathing. In a normal standing 
position, without talking, the subject shall 
breathe normally. 

(2) Deep breathing. In a normal standing 
position, the subject shall breathe slowly 
and deeply, taking caution so as not to 
hyperventilate. 

(3) Turning head side to side. Standing in 
place, the subject shall slowly turn his/her 
head from side to side between the extreme 
positions on each side. The head shall be held 
at each extreme momentarily so the subject 
can inhale at each side. 

(4) Moving head up and down. Standing in 
place, the subject shall slowly move his/her 
head up and down. The subject shall be in-
structed to inhale in the up position (i.e., 
when looking toward the ceiling). 

(5) Talking. The subject shall talk out loud 
slowly and loud enough so as to be heard 
clearly by the test conductor. The subject 
can read from a prepared text such as the 
Rainbow Passage, count backward from 100, 
or recite a memorized poem or song. 

Rainbow Passage 

When the sunlight strikes raindrops in the 
air, they act like a prism and form a rain-
bow. The rainbow is a division of white light 
into many beautiful colors. These take the 
shape of a long round arch, with its path 
high above, and its two ends apparently be-
yond the horizon. There is, according to leg-
end, a boiling pot of gold at one end. People 
look, but no one ever finds it. When a man 
looks for something beyond reach, his 
friends say he is looking for the pot of gold 
at the end of the rainbow. 

(6) Grimace. The test subject shall grimace 
by smiling or frowning. (This applies only to 
QNFT testing; it is not performed for QLFT) 

(7) Bending over. The test subject shall 
bend at the waist as if he/she were to touch 
his/her toes. Jogging in place shall be sub-
stituted for this exercise in those test envi-
ronments such as shroud type QNFT or 
QLFT units that do not permit bending over 
at the waist. 

(8) Normal breathing. Same as exercise (1). 
(b) Each test exercise shall be performed 

for one minute except for the grimace exer-
cise which shall be performed for 15 seconds. 
The test subject shall be questioned by the 
test conductor regarding the comfort of the 
respirator upon completion of the protocol. 
If it has become unacceptable, another 
model of respirator shall be tried. The res-
pirator shall not be adjusted once the fit test 
exercises begin. Any adjustment voids the 
test, and the fit test must be repeated. 

B. Qualitative Fit Test (QLFT) Protocols 

1. General 

(a) The employer shall ensure that persons 
administering QLFT are able to prepare test 
solutions, calibrate equipment and perform 
tests properly, recognize invalid tests, and 
ensure that test equipment is in proper 
working order. 

(b) The employer shall ensure that QLFT 
equipment is kept clean and well maintained 
so as to operate within the parameters for 
which it was designed. 

2. Isoamyl Acetate Protocol 

NOTE: This protocol is not appropriate to 
use for the fit testing of particulate res-
pirators. If used to fit test particulate res-
pirators, the respirator must be equipped 
with an organic vapor filter. 

(a) Odor Threshold Screening 
Odor threshold screening, performed with-

out wearing a respirator, is intended to de-
termine if the individual tested can detect 
the odor of isoamyl acetate at low levels. 

(1) Three 1 liter glass jars with metal lids 
are required. 

(2) Odor-free water (e.g., distilled or spring 
water) at approximately 25 °C (77 °F) shall be 
used for the solutions. 

(3) The isoamyl acetate (IAA) (also known 
at isopentyl acetate) stock solution is pre-
pared by adding 1 ml of pure IAA to 800 ml 
of odor-free water in a 1 liter jar, closing the 
lid and shaking for 30 seconds. A new solu-
tion shall be prepared at least weekly. 

(4) The screening test shall be conducted in 
a room separate from the room used for ac-
tual fit testing. The two rooms shall be well- 
ventilated to prevent the odor of IAA from 
becoming evident in the general room air 
where testing takes place. 

(5) The odor test solution is prepared in a 
second jar by placing 0.4 ml of the stock so-
lution into 500 ml of odor-free water using a 
clean dropper or pipette. The solution shall 
be shaken for 30 seconds and allowed to 
stand for two to three minutes so that the 
IAA concentration above the liquid may 
reach equilibrium. This solution shall be 
used for only one day. 

(6) A test blank shall be prepared in a third 
jar by adding 500 cc of odor-free water. 

(7) The odor test and test blank jar lids 
shall be labeled (e.g., 1 and 2) for jar identi-
fication. Labels shall be placed on the lids so 
that they can be peeled off periodically and 
switched to maintain the integrity of the 
test. 

(8) The following instruction shall be typed 
on a card and placed on the table in front of 
the two test jars (i.e., 1 and 2): ‘‘The purpose 
of this test is to determine if you can smell 
banana oil at a low concentration. The two 
bottles in front of you contain water. One of 
these bottles also contains a small amount 
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of banana oil. Be sure the covers are on 
tight, then shake each bottle for two sec-
onds. Unscrew the lid of each bottle, one at 
a time, and sniff at the mouth of the bottle. 
Indicate to the test conductor which bottle 
contains banana oil.’’ 

(9) The mixtures used in the IAA odor de-
tection test shall be prepared in an area sep-
arate from where the test is performed, in 
order to prevent olfactory fatigue in the sub-
ject. 

(10) If the test subject is unable to cor-
rectly identify the jar containing the odor 
test solution, the IAA qualitative fit test 
shall not be performed. 

(11) If the test subject correctly identifies 
the jar containing the odor test solution, the 
test subject may proceed to respirator selec-
tion and fit testing. 

(b) Isoamyl Acetate Fit Test 
(1) The fit test chamber shall be a clear 55- 

gallon drum liner suspended inverted over a 
2-foot diameter frame so that the top of the 
chamber is about 6 inches above the test sub-
ject’s head. If no drum liner is available, a 
similar chamber shall be constructed using 
plastic sheeting. The inside top center of the 
chamber shall have a small hook attached. 

(2) Each respirator used for the fitting and 
fit testing shall be equipped with organic 
vapor cartridges or offer protection against 
organic vapors. 

(3) After selecting, donning, and properly 
adjusting a respirator, the test subject shall 
wear it to the fit testing room. This room 
shall be separate from the room used for 
odor threshold screening and respirator se-
lection, and shall be well-ventilated, as by an 
exhaust fan or lab hood, to prevent general 
room contamination. 

(4) A copy of the test exercises and any 
prepared text from which the subject is to 
read shall be taped to the inside of the test 
chamber. 

(5) Upon entering the test chamber, the 
test subject shall be given a 6-inch by 5-inch 
piece of paper towel, or other porous, absorb-
ent, single-ply material, folded in half and 
wetted with 0.75 ml of pure IAA. The test 
subject shall hang the wet towel on the hook 
at the top of the chamber. An IAA test swab 
or ampule may be substituted for the IAA 
wetted paper towel provided it has been dem-
onstrated that the alternative IAA source 
will generate an IAA test atmosphere with a 
concentration equivalent to that generated 
by the paper towel method. 

(6) Allow two minutes for the IAA test con-
centration to stabilize before starting the fit 
test exercises. This would be an appropriate 
time to talk with the test subject; to explain 
the fit test, the importance of his/her co-
operation, and the purpose for the test exer-
cises; or to demonstrate some of the exer-
cises. 

(7) If at any time during the test, the sub-
ject detects the banana-like odor of IAA, the 

test is failed. The subject shall quickly exit 
from the test chamber and leave the test 
area to avoid olfactory fatigue. 

(8) If the test is failed, the subject shall re-
turn to the selection room and remove the 
respirator. The test subject shall repeat the 
odor sensitivity test, select and put on an-
other respirator, return to the test area and 
again begin the fit test procedure described 
in (b) (1) through (7) above. The process con-
tinues until a respirator that fits well has 
been found. Should the odor sensitivity test 
be failed, the subject shall wait at least 5 
minutes before retesting. Odor sensitivity 
will usually have returned by this time. 

(9) If the subject passes the test, the effi-
ciency of the test procedure shall be dem-
onstrated by having the subject break the 
respirator face seal and take a breath before 
exiting the chamber. 

(10) When the test subject leaves the cham-
ber, the subject shall remove the saturated 
towel and return it to the person conducting 
the test, so that there is no significant IAA 
concentration buildup in the chamber during 
subsequent tests. The used towels shall be 
kept in a self-sealing plastic bag to keep the 
test area from being contaminated. 

3. Saccharin Solution Aerosol Protocol 

The entire screening and testing procedure 
shall be explained to the test subject prior to 
the conduct of the screening test. 

(a) Taste threshold screening. The sac-
charin taste threshold screening, performed 
without wearing a respirator, is intended to 
determine whether the individual being test-
ed can detect the taste of saccharin. 

(1) During threshold screening as well as 
during fit testing, subjects shall wear an en-
closure about the head and shoulders that is 
approximately 12 inches in diameter by 14 
inches tall with at least the front portion 
clear and that allows free movements of the 
head when a respirator is worn. An enclosure 
substantially similar to the 3M hood assem-
bly, parts # FT 14 and # FT 15 combined, is 
adequate. 

(2) The test enclosure shall have a 3⁄4-inch 
(1.9 cm) hole in front of the test subject’s 
nose and mouth area to accommodate the 
nebulizer nozzle. 

(3) The test subject shall don the test en-
closure. Throughout the threshold screening 
test, the test subject shall breathe through 
his/her slightly open mouth with tongue ex-
tended. The subject is instructed to report 
when he/she detects a sweet taste. 

(4) Using a DeVilbiss Model 40 Inhalation 
Medication Nebulizer or equivalent, the test 
conductor shall spray the threshold check 
solution into the enclosure. The nozzle is di-
rected away from the nose and mouth of the 
person. This nebulizer shall be clearly 
marked to distinguish it from the fit test so-
lution nebulizer. 
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(5) The threshold check solution is pre-
pared by dissolving 0.83 gram of sodium sac-
charin USP in 100 ml of warm water. It can 
be prepared by putting 1 ml of the fit test so-
lution (see (b)(5) below) in 100 ml of distilled 
water. 

(6) To produce the aerosol, the nebulizer 
bulb is firmly squeezed so that it collapses 
completely, then released and allowed to 
fully expand. 

(7) Ten squeezes are repeated rapidly and 
then the test subject is asked whether the 
saccharin can be tasted. If the test subject 
reports tasting the sweet taste during the 
ten squeezes, the screening test is completed. 
The taste threshold is noted as ten regard-
less of the number of squeezes actually com-
pleted. 

(8) If the first response is negative, ten 
more squeezes are repeated rapidly and the 
test subject is again asked whether the sac-
charin is tasted. If the test subject reports 
tasting the sweet taste during the second ten 
squeezes, the screening test is completed. 
The taste threshold is noted as twenty re-
gardless of the number of squeezes actually 
completed. 

(9) If the second response is negative, ten 
more squeezes are repeated rapidly and the 
test subject is again asked whether the sac-
charin is tasted. If the test subject reports 
tasting the sweet taste during the third set 
of ten squeezes, the screening test is com-
pleted. The taste threshold is noted as thirty 
regardless of the number of squeezes actually 
completed. 

(10) The test conductor will take note of 
the number of squeezes required to solicit a 
taste response. 

(11) If the saccharin is not tasted after 30 
squeezes (step 10), the test subject is unable 
to taste saccharin and may not perform the 
saccharin fit test. 

NOTE TO PARAGRAPH 3(a): If the test subject 
eats or drinks something sweet before the 
screening test, he/she may be unable to taste 
the weak saccharin solution. 

(12) If a taste response is elicited, the test 
subject shall be asked to take note of the 
taste for reference in the fit test. 

(13) Correct use of the nebulizer means 
that approximately 1 ml of liquid is used at 
a time in the nebulizer body. 

(14) The nebulizer shall be thoroughly 
rinsed in water, shaken dry, and refilled at 
least each morning and afternoon or at least 
every four hours. 

(b) Saccharin solution aerosol fit test pro-
cedure. 

(1) The test subject may not eat, drink (ex-
cept plain water), smoke, or chew gum for 15 
minutes before the test. 

(2) The fit test uses the same enclosure de-
scribed in 3. (a) above. 

(3) The test subject shall don the enclosure 
while wearing the respirator selected in sec-

tion I. A. of this appendix. The respirator 
shall be properly adjusted and equipped with 
a particulate filter(s). 

(4) A second DeVilbiss Model 40 Inhalation 
Medication Nebulizer or equivalent is used 
to spray the fit test solution into the enclo-
sure. This nebulizer shall be clearly marked 
to distinguish it from the screening test so-
lution nebulizer. 

(5) The fit test solution is prepared by add-
ing 83 grams of sodium saccharin to 100 ml of 
warm water. 

(6) As before, the test subject shall breathe 
through the slightly open mouth with tongue 
extended, and report if he/she tastes the 
sweet taste of saccharin. 

(7) The nebulizer is inserted into the hole 
in the front of the enclosure and an initial 
concentration of saccharin fit test solution 
is sprayed into the enclosure using the same 
number of squeezes (either 10, 20 or 30 squeez-
es) based on the number of squeezes required 
to elicit a taste response as noted during the 
screening test. A minimum of 10 squeezes is 
required. 

(8) After generating the aerosol, the test 
subject shall be instructed to perform the ex-
ercises in section I. A. 14. of this appendix. 

(9) Every 30 seconds the aerosol concentra-
tion shall be replenished using one half the 
original number of squeezes used initially 
(e.g., 5, 10 or 15). 

(10) The test subject shall indicate to the 
test conductor if at any time during the fit 
test the taste of saccharin is detected. If the 
test subject does not report tasting the sac-
charin, the test is passed. 

(11) If the taste of saccharin is detected, 
the fit is deemed unsatisfactory and the test 
is failed. A different respirator shall be tried 
and the entire test procedure is repeated 
(taste threshold screening and fit testing). 

(12) Since the nebulizer has a tendency to 
clog during use, the test operator must make 
periodic checks of the nebulizer to ensure 
that it is not clogged. If clogging is found at 
the end of the test session, the test is in-
valid. 

4. BitrexTM (Denatonium Benzoate) Solution 
Aerosol Qualitative Fit Test Protocol 

The BitrexTM (Denatonium benzoate) solu-
tion aerosol QLFT protocol uses the pub-
lished saccharin test protocol because that 
protocol is widely accepted. Bitrex is rou-
tinely used as a taste aversion agent in 
household liquids which children should not 
be drinking and is endorsed by the American 
Medical Association, the National Safety 
Council, and the American Association of 
Poison Control Centers. The entire screening 
and testing procedure shall be explained to 
the test subject prior to the conduct of the 
screening test. 

(a) Taste Threshold Screening. 
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The Bitrex taste threshold screening, per-
formed without wearing a respirator, is in-
tended to determine whether the individual 
being tested can detect the taste of Bitrex. 

(1) During threshold screening as well as 
during fit testing, subjects shall wear an en-
closure about the head and shoulders that is 
approximately 12 inches (30.5 cm) in diame-
ter by 14 inches (35.6 cm) tall. The front por-
tion of the enclosure shall be clear from the 
respirator and allow free movement of the 
head when a respirator is worn. An enclosure 
substantially similar to the 3M hood assem-
bly, parts # FT 14 and # FT 15 combined, is 
adequate. 

(2) The test enclosure shall have a 3⁄4 inch 
(1.9 cm) hole in front of the test subject’s 
nose and mouth area to accommodate the 
nebulizer nozzle. 

(3) The test subject shall don the test en-
closure. Throughout the threshold screening 
test, the test subject shall breathe through 
his or her slightly open mouth with tongue 
extended. The subject is instructed to report 
when he/she detects a bitter taste. 

(4) Using a DeVilbiss Model 40 Inhalation 
Medication Nebulizer or equivalent, the test 
conductor shall spray the Threshold Check 
Solution into the enclosure. This Nebulizer 
shall be clearly marked to distinguish it 
from the fit test solution nebulizer. 

(5) The Threshold Check Solution is pre-
pared by adding 13.5 milligrams of Bitrex to 
100 ml of 5% salt (NaCl) solution in distilled 
water. 

(6) To produce the aerosol, the nebulizer 
bulb is firmly squeezed so that the bulb col-
lapses completely, and is then released and 
allowed to fully expand. 

(7) An initial ten squeezes are repeated rap-
idly and then the test subject is asked 
whether the Bitrex can be tasted. If the test 
subject reports tasting the bitter taste dur-
ing the ten squeezes, the screening test is 
completed. The taste threshold is noted as 
ten regardless of the number of squeezes ac-
tually completed. 

(8) If the first response is negative, ten 
more squeezes are repeated rapidly and the 
test subject is again asked whether the 
Bitrex is tasted. If the test subject reports 
tasting the bitter taste during the second 
ten squeezes, the screening test is completed. 
The taste threshold is noted as twenty re-
gardless of the number of squeezes actually 
completed. 

(9) If the second response is negative, ten 
more squeezes are repeated rapidly and the 
test subject is again asked whether the 
Bitrex is tasted. If the test subject reports 
tasting the bitter taste during the third set 
of ten squeezes, the screening test is com-
pleted. The taste threshold is noted as thirty 
regardless of the number of squeezes actually 
completed. 

(10) The test conductor will take note of 
the number of squeezes required to solicit a 
taste response. 

(11) If the Bitrex is not tasted after 30 
squeezes (step 10), the test subject is unable 
to taste Bitrex and may not perform the 
Bitrex fit test. 

(12) If a taste response is elicited, the test 
subject shall be asked to take note of the 
taste for reference in the fit test. 

(13) Correct use of the nebulizer means 
that approximately 1 ml of liquid is used at 
a time in the nebulizer body. 

(14) The nebulizer shall be thoroughly 
rinsed in water, shaken to dry, and refilled 
at least each morning and afternoon or at 
least every four hours. 

(b) Bitrex Solution Aerosol Fit Test Proce-
dure. 

(1) The test subject may not eat, drink (ex-
cept plain water), smoke, or chew gum for 15 
minutes before the test. 

(2) The fit test uses the same enclosure as 
that described in 4. (a) above. 

(3) The test subject shall don the enclosure 
while wearing the respirator selected accord-
ing to section I. A. of this appendix. The res-
pirator shall be properly adjusted and 
equipped with any type particulate filter(s). 

(4) A second DeVilbiss Model 40 Inhalation 
Medication Nebulizer or equivalent is used 
to spray the fit test solution into the enclo-
sure. This nebulizer shall be clearly marked 
to distinguish it from the screening test so-
lution nebulizer. 

(5) The fit test solution is prepared by add-
ing 337.5 mg of Bitrex to 200 ml of a 5% salt 
(NaCl) solution in warm water. 

(6) As before, the test subject shall breathe 
through his or her slightly open mouth with 
tongue extended, and be instructed to report 
if he/she tastes the bitter taste of Bitrex. 

(7) The nebulizer is inserted into the hole 
in the front of the enclosure and an initial 
concentration of the fit test solution is 
sprayed into the enclosure using the same 
number of squeezes (either 10, 20 or 30 squeez-
es) based on the number of squeezes required 
to elicit a taste response as noted during the 
screening test. 

(8) After generating the aerosol, the test 
subject shall be instructed to perform the ex-
ercises in section I. A. 14. of this appendix. 

(9) Every 30 seconds the aerosol concentra-
tion shall be replenished using one half the 
number of squeezes used initially (e.g., 5, 10 
or 15). 

(10) The test subject shall indicate to the 
test conductor if at any time during the fit 
test the taste of Bitrex is detected. If the 
test subject does not report tasting the 
Bitrex, the test is passed. 

(11) If the taste of Bitrex is detected, the 
fit is deemed unsatisfactory and the test is 
failed. A different respirator shall be tried 
and the entire test procedure is repeated 
(taste threshold screening and fit testing). 
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5. Irritant Smoke (Stannic Chloride) 
Protocol 

This qualitative fit test uses a person’s re-
sponse to the irritating chemicals released 
in the ‘‘smoke’’ produced by a stannic chlo-
ride ventilation smoke tube to detect leak-
age into the respirator. 

(a) General Requirements and Precautions 
(1) The respirator to be tested shall be 

equipped with high efficiency particulate air 
(HEPA) or P100 series filter(s). 

(2) Only stannic chloride smoke tubes shall 
be used for this protocol. 

(3) No form of test enclosure or hood for 
the test subject shall be used. 

(4) The smoke can be irritating to the eyes, 
lungs, and nasal passages. The test con-
ductor shall take precautions to minimize 
the test subject’s exposure to irritant smoke. 
Sensitivity varies, and certain individuals 
may respond to a greater degree to irritant 
smoke. Care shall be taken when performing 
the sensitivity screening checks that deter-
mine whether the test subject can detect ir-
ritant smoke to use only the minimum 
amount of smoke necessary to elicit a re-
sponse from the test subject. 

(5) The fit test shall be performed in an 
area with adequate ventilation to prevent 
exposure of the person conducting the fit 
test or the build-up of irritant smoke in the 
general atmosphere. 

(b) Sensitivity Screening Check 
The person to be tested must demonstrate 

his or her ability to detect a weak con-
centration of the irritant smoke. 

(1) The test operator shall break both ends 
of a ventilation smoke tube containing 
stannic chloride, and attach one end of the 
smoke tube to a low flow air pump set to de-
liver 200 milliliters per minute, or an aspi-
rator squeeze bulb. The test operator shall 
cover the other end of the smoke tube with 
a short piece of tubing to prevent potential 
injury from the jagged end of the smoke 
tube. 

(2) The test operator shall advise the test 
subject that the smoke can be irritating to 
the eyes, lungs, and nasal passages and in-
struct the subject to keep his/her eyes closed 
while the test is performed. 

(3) The test subject shall be allowed to 
smell a weak concentration of the irritant 
smoke before the respirator is donned to be-
come familiar with its irritating properties 
and to determine if he/she can detect the ir-
ritating properties of the smoke. The test 
operator shall carefully direct a small 
amount of the irritant smoke in the test sub-
ject’s direction to determine that he/she can 
detect it. 

(c) Irritant Smoke Fit Test Procedure 
(1) The person being fit tested shall don the 

respirator without assistance, and perform 
the required user seal check(s). 

(2) The test subject shall be instructed to 
keep his/her eyes closed. 

(3) The test operator shall direct the 
stream of irritant smoke from the smoke 
tube toward the faceseal area of the test sub-
ject, using the low flow pump or the squeeze 
bulb. The test operator shall begin at least 12 
inches from the facepiece and move the 
smoke stream around the whole perimeter of 
the mask. The operator shall gradually make 
two more passes around the perimeter of the 
mask, moving to within six inches of the res-
pirator. 

(4) If the person being tested has not had 
an involuntary response and/or detected the 
irritant smoke, proceed with the test exer-
cises. 

(5) The exercises identified in section I.A. 
14. of this appendix shall be performed by the 
test subject while the respirator seal is being 
continually challenged by the smoke, di-
rected around the perimeter of the respirator 
at a distance of six inches. 

(6) If the person being fit tested reports de-
tecting the irritant smoke at any time, the 
test is failed. The person being retested must 
repeat the entire sensitivity check and fit 
test procedure. 

(7) Each test subject passing the irritant 
smoke test without evidence of a response 
(involuntary cough, irritation) shall be given 
a second sensitivity screening check, with 
the smoke from the same smoke tube used 
during the fit test, once the respirator has 
been removed, to determine whether he/she 
still reacts to the smoke. Failure to evoke a 
response shall void the fit test. 

(8) If a response is produced during this 
second sensitivity check, then the fit test is 
passed. 

C. Quantitative Fit Test (QNFT) Protocols 

The following quantitative fit testing pro-
cedures have been demonstrated to be ac-
ceptable: Quantitative fit testing using a 
non-hazardous test aerosol (such as corn oil, 
polyethylene glycol 400 [PEG 400], di-2-ethyl 
hexyl sebacate [DEHS], or sodium chloride) 
generated in a test chamber, and employing 
instrumentation to quantify the fit of the 
respirator; Quantitative fit testing using am-
bient aerosol as the test agent and appro-
priate instrumentation (condensation nuclei 
counter) to quantify the respirator fit; Quan-
titative fit testing using controlled negative 
pressure and appropriate instrumentation to 
measure the volumetric leak rate of a face-
piece to quantify the respirator fit. 

1. General 

(a) The employer shall ensure that persons 
administering QNFT are able to calibrate 
equipment and perform tests properly, recog-
nize invalid tests, calculate fit factors prop-
erly and ensure that test equipment is in 
proper working order. 
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(b) The employer shall ensure that QNFT 
equipment is kept clean, and is maintained 
and calibrated according to the manufactur-
er’s instructions so as to operate at the pa-
rameters for which it was designed. 

2. Generated Aerosol Quantitative Fit 
Testing Protocol 

(a) Apparatus. 
(1) Instrumentation. Aerosol generation, 

dilution, and measurement systems using 
particulates (corn oil, polyethylene glycol 
400 [PEG 400], di-2-ethyl hexyl sebacate 
[DEHS] or sodium chloride) as test aerosols 
shall be used for quantitative fit testing. 

(2) Test chamber. The test chamber shall 
be large enough to permit all test subjects to 
perform freely all required exercises without 
disturbing the test agent concentration or 
the measurement apparatus. The test cham-
ber shall be equipped and constructed so that 
the test agent is effectively isolated from 
the ambient air, yet uniform in concentra-
tion throughout the chamber. 

(3) When testing air-purifying respirators, 
the normal filter or cartridge element shall 
be replaced with a high efficiency particu-
late air (HEPA) or P100 series filter supplied 
by the same manufacturer. 

(4) The sampling instrument shall be se-
lected so that a computer record or strip 
chart record may be made of the test show-
ing the rise and fall of the test agent con-
centration with each inspiration and expira-
tion at fit factors of at least 2,000. Integra-
tors or computers that integrate the amount 
of test agent penetration leakage into the 
respirator for each exercise may be used pro-
vided a record of the readings is made. 

(5) The combination of substitute air-puri-
fying elements, test agent and test agent 
concentration shall be such that the test 
subject is not exposed in excess of an estab-
lished exposure limit for the test agent at 
any time during the testing process, based 
upon the length of the exposure and the ex-
posure limit duration. 

(6) The sampling port on the test specimen 
respirator shall be placed and constructed so 
that no leakage occurs around the port (e.g., 
where the respirator is probed), a free air 
flow is allowed into the sampling line at all 
times, and there is no interference with the 
fit or performance of the respirator. The in- 
mask sampling device (probe) shall be de-
signed and used so that the air sample is 
drawn from the breathing zone of the test 
subject, midway between the nose and mouth 
and with the probe extending into the face-
piece cavity at least 1/4 inch. 

(7) The test setup shall permit the person 
administering the test to observe the test 
subject inside the chamber during the test. 

(8) The equipment generating the test at-
mosphere shall maintain the concentration 
of test agent constant to within a 10 percent 
variation for the duration of the test. 

(9) The time lag (interval between an event 
and the recording of the event on the strip 
chart or computer or integrator) shall be 
kept to a minimum. There shall be a clear 
association between the occurrence of an 
event and its being recorded. 

(10) The sampling line tubing for the test 
chamber atmosphere and for the respirator 
sampling port shall be of equal diameter and 
of the same material. The length of the two 
lines shall be equal. 

(11) The exhaust flow from the test cham-
ber shall pass through an appropriate filter 
(i.e., high efficiency particulate filter) before 
release. 

(12) When sodium chloride aerosol is used, 
the relative humidity inside the test cham-
ber shall not exceed 50 percent. 

(13) The limitations of instrument detec-
tion shall be taken into account when deter-
mining the fit factor. 

(14) Test respirators shall be maintained in 
proper working order and be inspected regu-
larly for deficiencies such as cracks or miss-
ing valves and gaskets. 

(b) Procedural Requirements. 
(1) When performing the initial user seal 

check using a positive or negative pressure 
check, the sampling line shall be crimped 
closed in order to avoid air pressure leakage 
during either of these pressure checks. 

(2) The use of an abbreviated screening 
QLFT test is optional. Such a test may be 
utilized in order to quickly identify poor fit-
ting respirators that passed the positive and/ 
or negative pressure test and reduce the 
amount of QNFT time. The use of the CNC 
QNFT instrument in the count mode is an-
other optional method to obtain a quick esti-
mate of fit and eliminate poor fitting res-
pirators before going on to perform a full 
QNFT. 

(3) A reasonably stable test agent con-
centration shall be measured in the test 
chamber prior to testing. For canopy or 
shower curtain types of test units, the deter-
mination of the test agent’s stability may be 
established after the test subject has entered 
the test environment. 

(4) Immediately after the subject enters 
the test chamber, the test agent concentra-
tion inside the respirator shall be measured 
to ensure that the peak penetration does not 
exceed 5 percent for a half mask or 1 percent 
for a full facepiece respirator. 

(5) A stable test agent concentration shall 
be obtained prior to the actual start of test-
ing. 

(6) Respirator restraining straps shall not 
be over-tightened for testing. The straps 
shall be adjusted by the wearer without as-
sistance from other persons to give a reason-
ably comfortable fit typical of normal use. 
The respirator shall not be adjusted once the 
fit test exercises begin. 
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(7) The test shall be terminated whenever 
any single peak penetration exceeds 5 per-
cent for half masks and 1 percent for full 
facepiece respirators. The test subject shall 
be refitted and retested. 

(8) Calculation of fit factors. 
(i) The fit factor shall be determined for 

the quantitative fit test by taking the ratio 
of the average chamber concentration to the 
concentration measured inside the respirator 
for each test exercise except the grimace ex-
ercise. 

(ii) The average test chamber concentra-
tion shall be calculated as the arithmetic av-
erage of the concentration measured before 
and after each test (i.e., 7 exercises) or the 
arithmetic average of the concentration 
measured before and after each exercise or 
the true average measured continuously dur-
ing the respirator sample. 

(iii) The concentration of the challenge 
agent inside the respirator shall be deter-
mined by one of the following methods: 

(A) Average peak penetration method 
means the method of determining test agent 
penetration into the respirator utilizing a 
strip chart recorder, integrator, or com-

puter. The agent penetration is determined 
by an average of the peak heights on the 
graph or by computer integration, for each 
exercise except the grimace exercise. Inte-
grators or computers that calculate the ac-
tual test agent penetration into the res-
pirator for each exercise will also be consid-
ered to meet the requirements of the average 
peak penetration method. 

(B) Maximum peak penetration method 
means the method of determining test agent 
penetration in the respirator as determined 
by strip chart recordings of the test. The 
highest peak penetration for a given exercise 
is taken to be representative of average pen-
etration into the respirator for that exercise. 

(C) Integration by calculation of the area 
under the individual peak for each exercise 
except the grimace exercise. This includes 
computerized integration. 

(D) The calculation of the overall fit factor 
using individual exercise fit factors involves 
first converting the exercise fit factors to 
penetration values, determining the average, 
and then converting that result back to a fit 
factor. This procedure is described in the fol-
lowing equation: 

Overall Fit Factor
Number of exercises=

+ + + + + +1 1 1 1 1 1 11 2 3 4 5 7 8ff ff ff ff ff ff ff

Where ff1, ff2, ff3, etc. are the fit factors for 
exercises 1, 2, 3, etc. 

(9) The test subject shall not be permitted 
to wear a half mask or quarter facepiece res-
pirator unless a minimum fit factor of 100 is 
obtained, or a full facepiece respirator unless 
a minimum fit factor of 500 is obtained. 

(10) Filters used for quantitative fit testing 
shall be replaced whenever increased breath-
ing resistance is encountered, or when the 
test agent has altered the integrity of the 
filter media. 

3. Ambient aerosol condensation nuclei 
counter (CNC) quantitative fit testing pro-
tocol. 

The ambient aerosol condensation nuclei 
counter (CNC) quantitative fit testing 
(Portacount TM ) protocol quantitatively fit 
tests respirators with the use of a probe. The 
probed respirator is only used for quan-
titative fit tests. A probed respirator has a 
special sampling device, installed on the res-
pirator, that allows the probe to sample the 
air from inside the mask. A probed res-
pirator is required for each make, style, 
model, and size that the employer uses and 
can be obtained from the respirator manu-
facturer or distributor. The CNC instrument 
manufacturer, TSI Inc., also provides probe 

attachments (TSI sampling adapters) that 
permit fit testing in an employee’s own res-
pirator. A minimum fit factor pass level of 
at least 100 is necessary for a half-mask res-
pirator and a minimum fit factor pass level 
of at least 500 is required for a full facepiece 
negative pressure respirator. The entire 
screening and testing procedure shall be ex-
plained to the test subject prior to the con-
duct of the screening test. 

(a) Portacount Fit Test Requirements. (1) 
Check the respirator to make sure the sam-
pling probe and line are properly attached to 
the facepiece and that the respirator is fitted 
with a particulate filter capable of pre-
venting significant penetration by the ambi-
ent particles used for the fit test (e.g., 
NIOSH 42 CFR 84 series 100, series 99, or se-
ries 95 particulate filter) per manufacturer’s 
instruction. 

(2) Instruct the person to be tested to don 
the respirator for five minutes before the fit 
test starts. This purges the ambient par-
ticles trapped inside the respirator and per-
mits the wearer to make certain the res-
pirator is comfortable. This individual shall 
already have been trained on how to wear 
the respirator properly. 

(3) Check the following conditions for the 
adequacy of the respirator fit: Chin properly 
placed; Adequate strap tension, not overly 
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tightened; Fit across nose bridge; Respirator 
of proper size to span distance from nose to 
chin; Tendency of the respirator to slip; Self- 
observation in a mirror to evaluate fit and 
respirator position. 

(4) Have the person wearing the respirator 
do a user seal check. If leakage is detected, 
determine the cause. If leakage is from a 
poorly fitting facepiece, try another size of 
the same model respirator, or another model 
of respirator. 

(5) Follow the manufacturer’s instructions 
for operating the Portacount and proceed 
with the test. 

(6) The test subject shall be instructed to 
perform the exercises in section I. A. 14. of 
this appendix. 

(7) After the test exercises, the test subject 
shall be questioned by the test conductor re-
garding the comfort of the respirator upon 
completion of the protocol. If it has become 
unacceptable, another model of respirator 
shall be tried. 

(b) Portacount Test Instrument. 
(1) The Portacount will automatically stop 

and calculate the overall fit factor for the 
entire set of exercises. The overall fit factor 
is what counts. The Pass or Fail message 
will indicate whether or not the test was 
successful. If the test was a Pass, the fit test 
is over. 

(2) Since the pass or fail criterion of the 
Portacount is user programmable, the test 
operator shall ensure that the pass or fail 
criterion meet the requirements for min-
imum respirator performance in this Appen-
dix. 

(3) A record of the test needs to be kept on 
file, assuming the fit test was successful. 
The record must contain the test subject’s 
name; overall fit factor; make, model, style, 
and size of respirator used; and date tested. 

4. Controlled negative pressure (CNP) 
quantitative fit testing protocol. 

The CNP protocol provides an alternative 
to aerosol fit test methods. The CNP fit test 
method technology is based on exhausting 
air from a temporarily sealed respirator 
facepiece to generate and then maintain a 
constant negative pressure inside the face-
piece. The rate of air exhaust is controlled so 
that a constant negative pressure is main-
tained in the respirator during the fit test. 
The level of pressure is selected to replicate 
the mean inspiratory pressure that causes 
leakage into the respirator under normal use 
conditions. With pressure held constant, air 
flow out of the respirator is equal to air flow 
into the respirator. Therefore, measurement 
of the exhaust stream that is required to 
hold the pressure in the temporarily sealed 
respirator constant yields a direct measure 
of leakage air flow into the respirator. The 
CNP fit test method measures leak rates 
through the facepiece as a method for deter-
mining the facepiece fit for negative pres-

sure respirators. The CNP instrument manu-
facturer Occupational Health Dynamics of 
Birmingham, Alabama also provides attach-
ments (sampling manifolds) that replace the 
filter cartridges to permit fit testing in an 
employee’s own respirator. To perform the 
test, the test subject closes his or her mouth 
and holds his/her breath, after which an air 
pump removes air from the respirator face-
piece at a pre-selected constant pressure. 
The facepiece fit is expressed as the leak 
rate through the facepiece, expressed as mil-
liliters per minute. The quality and validity 
of the CNP fit tests are determined by the 
degree to which the in-mask pressure tracks 
the test pressure during the system measure-
ment time of approximately five seconds. In-
stantaneous feedback in the form of a real- 
time pressure trace of the in-mask pressure 
is provided and used to determine test valid-
ity and quality. A minimum fit factor pass 
level of 100 is necessary for a half-mask res-
pirator and a minimum fit factor of at least 
500 is required for a full facepiece respirator. 
The entire screening and testing procedure 
shall be explained to the test subject prior to 
the conduct of the screening test. 

(a) CNP Fit Test Requirements. 
(1) The instrument shall have a non-adjust-

able test pressure of 15.0 mm water pressure. 
(2) The CNP system defaults selected for 

test pressure shall be set at ¥15 mm of water 
(-0.58 inches of water) and the modeled in-
spiratory flow rate shall be 53.8 liters per 
minute for performing fit tests. 

NOTE: CNP systems have built-in capa-
bility to conduct fit testing that is specific 
to unique work rate, mask, and gender situa-
tions that might apply in a specific work-
place. Use of system default values, which 
were selected to represent respirator wear 
with medium cartridge resistance at a low- 
moderate work rate, will allow inter-test 
comparison of the respirator fit.) 

(3) The individual who conducts the CNP 
fit testing shall be thoroughly trained to 
perform the test. 

(4) The respirator filter or cartridge needs 
to be replaced with the CNP test manifold. 
The inhalation valve downstream from the 
manifold either needs to be temporarily re-
moved or propped open. 

(5) The employer must train the test sub-
ject to hold his or her breath for at least 10 
seconds. 

(6) The test subject must don the test res-
pirator without any assistance from the test 
administrator who is conducting the CNP fit 
test. The respirator must not be adjusted 
once the fit-test exercises begin. Any adjust-
ment voids the test, and the test subject 
must repeat the fit test. 

(7) The QNFT protocol shall be followed ac-
cording to section I. C. 1. of this appendix 
with an exception for the CNP test exercises. 

(b) CNP Test Exercises. 
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(1) Normal breathing. In a normal standing 
position, without talking, the subject shall 
breathe normally for 1 minute. After the 
normal breathing exercise, the subject needs 
to hold head straight ahead and hold his or 
her breath for 10 seconds during the test 
measurement. 

(2) Deep breathing. In a normal standing 
position, the subject shall breathe slowly 
and deeply for 1 minute, being careful not to 
hyperventilate. After the deep breathing ex-
ercise, the subject shall hold his or her head 
straight ahead and hold his or her breath for 
10 seconds during test measurement. 

(3)Turning head side to side. Standing in 
place, the subject shall slowly turn his or her 
head from side to side between the extreme 
positions on each side for 1 minute. The head 
shall be held at each extreme momentarily 
so the subject can inhale at each side. After 
the turning head side to side exercise, the 
subject needs to hold head full left and hold 
his or her breath for 10 seconds during test 
measurement. Next, the subject needs to 
hold head full right and hold his or her 
breath for 10 seconds during test measure-
ment. 

(4) Moving head up and down. Standing in 
place, the subject shall slowly move his or 
her head up and down for 1 minute. The sub-
ject shall be instructed to inhale in the up 
position (i.e., when looking toward the ceil-
ing). After the moving head up and down ex-
ercise, the subject shall hold his or her head 
full up and hold his or her breath for 10 sec-
onds during test measurement. Next, the 
subject shall hold his or her head full down 
and hold his or her breath for 10 seconds dur-
ing test measurement. 

(5) Talking. The subject shall talk out loud 
slowly and loud enough so as to be heard 
clearly by the test conductor. The subject 
can read from a prepared text such as the 
Rainbow Passage, count backward from 100, 
or recite a memorized poem or song for 1 
minute. After the talking exercise, the sub-
ject shall hold his or her head straight ahead 
and hold his or her breath for 10 seconds dur-
ing the test measurement. 

(6) Grimace. The test subject shall grimace 
by smiling or frowning for 15 seconds. 

(7) Bending Over. The test subject shall 
bend at the waist as if he or she were to 
touch his or her toes for 1 minute. Jogging in 
place shall be substituted for this exercise in 

those test environments such as shroud-type 
QNFT units that prohibit bending at the 
waist. After the bending over exercise, the 
subject shall hold his or her head straight 
ahead and hold his or her breath for 10 sec-
onds during the test measurement. 

(8) Normal Breathing. The test subject 
shall remove and re-don the respirator with-
in a one-minute period. Then, in a normal 
standing position, without talking, the sub-
ject shall breathe normally for 1 minute. 
After the normal breathing exercise, the sub-
ject shall hold his or her head straight ahead 
and hold his or her breath for 10 seconds dur-
ing the test measurement. After the test ex-
ercises, the test subject shall be questioned 
by the test conductor regarding the comfort 
of the respirator upon completion of the pro-
tocol. If it has become unacceptable, another 
model of a respirator shall be tried. 

(c) CNP Test Instrument. 
(1) The test instrument must have an effec-

tive audio-warning device, or a visual-warn-
ing device in the form of a screen tracing, 
that indicates when the test subject fails to 
hold his or her breath during the test. The 
test must be terminated and restarted from 
the beginning when the test subject fails to 
hold his or her breath during the test. The 
test subject then may be refitted and re-
tested. 

(2) A record of the test shall be kept on 
file, assuming the fit test was successful. 
The record must contain the test subject’s 
name; overall fit factor; make, model, style 
and size of respirator used; and date tested. 

5. Controlled negative pressure (CNP) 
REDON quantitative fit testing protocol. 

(a) When administering this protocol to 
test subjects, employers must comply with 
the requirements specified in paragraphs (a) 
and (c) of Part I.C.4 of this appendix (‘‘Con-
trolled negative pressure (CNP) quantitative 
fit testing protocol’’), as well as use the test 
exercises described below in paragraph (b) of 
this protocol instead of the test exercises 
specified in paragraph (b) of Part I.C.4 of this 
appendix. 

(b) Employers must ensure that each test 
subject being fit tested using this protocol 
follows the exercise and measurement proce-
dures, including the order of administration, 
described below in Table A–1 of this appen-
dix. 

TABLE A–1—CNP REDON QUANTITATIVE FIT TESTING PROTOCOL 

Exercises1 Exercise procedure Measurement procedure 

Facing Forward ............................... Stand and breathe normally, without talking, for 30 
seconds.

Face forward, while holding breath 
for 10 seconds. 

Bending Over .................................. Bend at the waist, as if going to touch his or her 
toes, for 30 seconds.

Face parallel to the floor, while 
holding breath for 10 seconds 

Head Shaking ................................. For about three seconds, shake head back and forth 
vigorously several times while shouting.

Face forward, while holding breath 
for 10 seconds 

REDON 1 ........................................ Remove the respirator mask, loosen all facepiece 
straps, and then redon the respirator mask.

Face forward, while holding breath 
for 10 seconds. 
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TABLE A–1—CNP REDON QUANTITATIVE FIT TESTING PROTOCOL—Continued 

Exercises1 Exercise procedure Measurement procedure 

REDON 2 ........................................ Remove the respirator mask, loosen all facepiece 
straps, and then redon the respirator mask again.

Face forward, while holding breath 
for 10 seconds. 

1 Exercises are listed in the order in which they are to be administered. 

(c) After completing the test exercises, the 
test administrator must question each test 
subject regarding the comfort of the res-
pirator. When a test subject states that the 
respirator is unacceptable, the employer 
must ensure that the test administrator re-
peats the protocol using another respirator 
model. 

(d) Employers must determine the overall 
fit factor for each test subject by calculating 
the harmonic mean of the fit testing exer-
cises as follows: 

Overall Fit Factor =
N

1/FF ...  1 + +[ ]1 12/ /FF FFN

Where: 

N = The number of exercises; 
FF1 = The fit factor for the first exercise; 
FF2 = The fit factor for the second exercise; 

and 
FFN = The fit factor for the nth exercise. 

PART II. NEW FIT TEST PROTOCOLS 

A. Any person may submit to OSHA an ap-
plication for approval of a new fit test pro-
tocol. If the application meets the following 
criteria, OSHA will initiate a rulemaking 
proceeding under section 6(b)(7) of the OSH 
Act to determine whether to list the new 
protocol as an approved protocol in this Ap-
pendix A. 

B. The application must include a detailed 
description of the proposed new fit test pro-
tocol. This application must be supported by 
either: 

1. A test report prepared by an independent 
government research laboratory (e.g., Law-
rence Livermore National Laboratory, Los 
Alamos National Laboratory, the National 
Institute for Standards and Technology) 
stating that the laboratory has tested the 
protocol and had found it to be accurate and 
reliable; or 

2. An article that has been published in a 
peer-reviewed industrial hygiene journal de-
scribing the protocol and explaining how test 
data support the protocol’s accuracy and re-
liability. 

C. If OSHA determines that additional in-
formation is required before the Agency 
commences a rulemaking proceeding under 
this section, OSHA will so notify the appli-
cant and afford the applicant the oppor-
tunity to submit the supplemental informa-
tion. Initiation of a rulemaking proceeding 

will be deferred until OSHA has received and 
evaluated the supplemental information. 

APPENDIX B–1 TO § 1910.134: USER SEAL CHECK 
PROCEDURES (MANDATORY) 

The individual who uses a tight-fitting res-
pirator is to perform a user seal check to en-
sure that an adequate seal is achieved each 
time the respirator is put on. Either the 
positive and negative pressure checks listed 
in this appendix, or the respirator manufac-
turer’s recommended user seal check method 
shall be used. User seal checks are not sub-
stitutes for qualitative or quantitative fit 
tests. 

I. Facepiece Positive and/or Negative Pressure 
Checks 

A. Positive pressure check. Close off the ex-
halation valve and exhale gently into the 
facepiece. The face fit is considered satisfac-
tory if a slight positive pressure can be built 
up inside the facepiece without any evidence 
of outward leakage of air at the seal. For 
most respirators this method of leak testing 
requires the wearer to first remove the exha-
lation valve cover before closing off the ex-
halation valve and then carefully replacing 
it after the test. 

B. Negative pressure check. Close off the 
inlet opening of the canister or cartridge(s) 
by covering with the palm of the hand(s) or 
by replacing the filter seal(s), inhale gently 
so that the facepiece collapses slightly, and 
hold the breath for ten seconds. The design 
of the inlet opening of some cartridges can-
not be effectively covered with the palm of 
the hand. The test can be performed by cov-
ering the inlet opening of the cartridge with 
a thin latex or nitrile glove. If the facepiece 
remains in its slightly collapsed condition 
and no inward leakage of air is detected, the 
tightness of the respirator is considered sat-
isfactory. 

II. Manufacturer’s Recommended User Seal 
Check Procedures 

The respirator manufacturer’s rec-
ommended procedures for performing a user 
seal check may be used instead of the posi-
tive and/or negative pressure check proce-
dures provided that the employer dem-
onstrates that the manufacturer’s proce-
dures are equally effective. 
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APPENDIX B–2 TO § 1910.134: RESPIRATOR 
CLEANING PROCEDURES (MANDATORY) 

These procedures are provided for em-
ployer use when cleaning respirators. They 
are general in nature, and the employer as 
an alternative may use the cleaning rec-
ommendations provided by the manufacturer 
of the respirators used by their employees, 
provided such procedures are as effective as 
those listed here in Appendix B–2. Equivalent 
effectiveness simply means that the proce-
dures used must accomplish the objectives 
set forth in Appendix B–2, i.e., must ensure 
that the respirator is properly cleaned and 
disinfected in a manner that prevents dam-
age to the respirator and does not cause 
harm to the user. 

I. Procedures for Cleaning Respirators 

A. Remove filters, cartridges, or canisters. 
Disassemble facepieces by removing speak-
ing diaphragms, demand and pressure-de-
mand valve assemblies, hoses, or any compo-
nents recommended by the manufacturer. 
Discard or repair any defective parts. 

B. Wash components in warm (43 °C [110 °F] 
maximum) water with a mild detergent or 
with a cleaner recommended by the manu-
facturer. A stiff bristle (not wire) brush may 
be used to facilitate the removal of dirt. 

C. Rinse components thoroughly in clean, 
warm (43 °C [110 °F] maximum), preferably 
running water. Drain. 

D. When the cleaner used does not contain 
a disinfecting agent, respirator components 
should be immersed for two minutes in one 
of the following: 

1. Hypochlorite solution (50 ppm of chlo-
rine) made by adding approximately one mil-
liliter of laundry bleach to one liter of water 
at 43 °C (110 °F); or, 

2. Aqueous solution of iodine (50 ppm io-
dine) made by adding approximately 0.8 mil-
liliters of tincture of iodine (6–8 grams am-
monium and/or potassium iodide/100 cc of 
45% alcohol) to one liter of water at 43 °C 
(110 °F); or, 

3. Other commercially available cleansers 
of equivalent disinfectant quality when used 
as directed, if their use is recommended or 
approved by the respirator manufacturer. 

E. Rinse components thoroughly in clean, 
warm (43 °C [110 °F] maximum), preferably 
running water. Drain. The importance of 
thorough rinsing cannot be overemphasized. 
Detergents or disinfectants that dry on 
facepieces may result in dermatitis. In addi-
tion, some disinfectants may cause deterio-
ration of rubber or corrosion of metal parts 
if not completely removed. 

F. Components should be hand-dried with a 
clean lint-free cloth or air-dried. 

G. Reassemble facepiece, replacing filters, 
cartridges, and canisters where necessary. 

H. Test the respirator to ensure that all 
components work properly. 

APPENDIX C TO § 1910.134: OSHA RESPIRATOR 
MEDICAL EVALUATION QUESTIONNAIRE (MAN-
DATORY) 

To the employer: Answers to questions in 
Section 1, and to question 9 in Section 2 of 
Part A, do not require a medical examina-
tion. 

To the employee: 
Can you read (circle one): Yes/No 

Your employer must allow you to answer 
this questionnaire during normal working 
hours, or at a time and place that is conven-
ient to you. To maintain your confiden-
tiality, your employer or supervisor must 
not look at or review your answers, and your 
employer must tell you how to deliver or 
send this questionnaire to the health care 
professional who will review it. 

Part A. Section 1. (Mandatory) The fol-
lowing information must be provided by 
every employee who has been selected to use 
any type of respirator (please print). 
1. Today’s date: lllllllllllllll

2. Your name: llllllllllllllll

3. Your age (to nearest year): llllllll

4. Sex (circle one): Male/Female 
5. Your height: ll ft. ll in. 

6. Your weight: ll lbs. 

7. Your job title: llllllllllllll

8. A phone number where you can be reached 
by the health care professional who re-
views this questionnaire (include the Area 
Code): lll 

9. The best time to phone you at this num-
ber: ll 

10. Has your employer told you how to con-
tact the health care professional who will 
review this questionnaire (circle one): Yes/ 
No 

11. Check the type of respirator you will use 
(you can check more than one category): 

a. ll N, R, or P disposable respirator (fil-
ter-mask, non-cartridge type only). 

b. ll Other type (for example, half- or 
full-facepiece type, powered-air puri-
fying, supplied-air, self-contained breath-
ing apparatus). 

12. Have you worn a respirator (circle one): 
Yes/No 

7 If ‘‘yes,’’ what type(s): llllllllll

llllllllllllllllllllllll

Part A. Section 2. (Mandatory) Questions 1 
through 9 below must be answered by every 
employee who has been selected to use any 
type of respirator (please circle ‘‘yes’’ or 
‘‘no’’). 

1. Do you currently smoke tobacco, or have 
you smoked tobacco in the last month: 
Yes/No 

2. Have you ever had any of the following 
conditions? 

a. Seizures (fits): Yes/No 
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b. Diabetes (sugar disease): Yes/No 
c. Allergic reactions that interfere with 

your breathing: Yes/No 
d. Claustrophobia (fear of closed-in places): 

Yes/No 
e. Trouble smelling odors: Yes/No 

3. Have you ever had any of the following pul-
monary or lung problems? 

a. Asbestosis: Yes/No 
b. Asthma: Yes/No 
c. Chronic bronchitis: Yes/No 
d. Emphysema: Yes/No 
e. Pneumonia: Yes/No 
f. Tuberculosis: Yes/No 
g. Silicosis: Yes/No 
h. Pneumothorax (collapsed lung): Yes/No 
i. Lung cancer: Yes/No 
j. Broken ribs: Yes/No 
k. Any chest injuries or surgeries: Yes/No 
l. Any other lung problem that you’ve been 

told about: Yes/No 
4. Do you currently have any of the following 

symptoms of pulmonary or lung illness? 
a. Shortness of breath: Yes/No 
b. Shortness of breath when walking fast 

on level ground or walking up a slight 
hill or incline: Yes/No 

c. Shortness of breath when walking with 
other people at an ordinary pace on level 
ground: Yes/No 

d. Have to stop for breath when walking at 
your own pace on level ground: Yes/No 

e. Shortness of breath when washing or 
dressing yourself: Yes/No 

f. Shortness of breath that interferes with 
your job: Yes/No 

g. Coughing that produces phlegm (thick 
sputum): Yes/No 

h. Coughing that wakes you early in the 
morning: Yes/No 

i. Coughing that occurs mostly when you 
are lying down: Yes/No 

j. Coughing up blood in the last month: 
Yes/No 

k. Wheezing: Yes/No 
l. Wheezing that interferes with your job: 

Yes/No 
m. Chest pain when you breathe deeply: 

Yes/No 
n. Any other symptoms that you think 

may be related to lung problems: Yes/No 
5. Have you ever had any of the following car-

diovascular or heart problems? 
a. Heart attack: Yes/No 
b. Stroke: Yes/No 
c. Angina: Yes/No 
d. Heart failure: Yes/No 
e. Swelling in your legs or feet (not caused 

by walking): Yes/No 
f. Heart arrhythmia (heart beating irregu-

larly): Yes/No 
g. High blood pressure: Yes/No 
h. Any other heart problem that you’ve 

been told about: Yes/No 
6. Have you ever had any of the following car-

diovascular or heart symptoms? 

a. Frequent pain or tightness in your 
chest: Yes/No 

b. Pain or tightness in your chest during 
physical activity: Yes/No 

c. Pain or tightness in your chest that 
interferes with your job: Yes/No 

d. In the past two years, have you noticed 
your heart skipping or missing a beat: 
Yes/No 

e. Heartburn or indigestion that is not re-
lated to eating: Yes/No 

f. Any other symptoms that you think may 
be related to heart or circulation prob-
lems: Yes/No 

7. Do you currently take medication for any 
of the following problems? 

a. Breathing or lung problems: Yes/No 
b. Heart trouble: Yes/No 
c. Blood pressure: Yes/No 
d. Seizures (fits): Yes/No 

8. If you’ve used a respirator, have you ever 
had any of the following problems? (If 
you’ve never used a respirator, check the 
following space and go to question 9:) 

a. Eye irritation: Yes/No 
b. Skin allergies or rashes: Yes/No 
c. Anxiety: Yes/No 
d. General weakness or fatigue: Yes/No 
e. Any other problem that interferes with 

your use of a respirator: Yes/No 
9. Would you like to talk to the health care 

professional who will review this ques-
tionnaire about your answers to this 
questionnaire: Yes/No 

Questions 10 to 15 below must be answered 
by every employee who has been selected to 
use either a full-facepiece respirator or a 
self-contained breathing apparatus (SCBA). 
For employees who have been selected to use 
other types of respirators, answering these 
questions is voluntary. 
10. Have you ever lost vision in either eye 

(temporarily or permanently): Yes/No 
11. Do you currently have any of the following 

vision problems? 
a. Wear contact lenses: Yes/No 
b. Wear glasses: Yes/No 
c. Color blind: Yes/No 
d. Any other eye or vision problem: Yes/No 

12. Have you ever had an injury to your ears, 
including a broken ear drum: Yes/No 

13. Do you currently have any of the following 
hearing problems? 

a. Difficulty hearing: Yes/No 
b. Wear a hearing aid: Yes/No 
c. Any other hearing or ear problem: Yes/ 

No 
14. Have you ever had a back injury: Yes/No 
15. Do you currently have any of the following 

musculoskeletal problems? 
a. Weakness in any of your arms, hands, 

legs, or feet: Yes/No 
b. Back pain: Yes/No 
c. Difficulty fully moving your arms and 

legs: Yes/No 
d. Pain or stiffness when you lean forward 

or backward at the waist: Yes/No 
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e. Difficulty fully moving your head up or 
down: Yes/No 

f. Difficulty fully moving your head side to 
side: Yes/No 

g. Difficulty bending at your knees: Yes/No 
h. Difficulty squatting to the ground: Yes/ 

No 
i. Climbing a flight of stairs or a ladder 

carrying more than 25 lbs: Yes/No 
j. Any other muscle or skeletal problem 

that interferes with using a respirator: 
Yes/No 

Part B Any of the following questions, 
and other questions not listed, may be added 
to the questionnaire at the discretion of the 
health care professional who will review the 
questionnaire. 
1. In your present job, are you working at 

high altitudes (over 5,000 feet) or in a 
place that has lower than normal 
amounts of oxygen: Yes/No 

If ‘‘yes,’’ do you have feelings of dizziness, 
shortness of breath, pounding in your 
chest, or other symptoms when you’re 
working under these conditions: Yes/No 

2. At work or at home, have you ever been 
exposed to hazardous solvents, hazardous 
airborne chemicals (e.g., gases, fumes, or 
dust), or have you come into skin con-
tact with hazardous chemicals: Yes/No 

If ‘‘yes,’’ name the chemicals if you know 
them: lllllllllllllllllll

3. Have you ever worked with any of the ma-
terials, or under any of the conditions, 
listed below: 

a. Asbestos: Yes/No 
b. Silica (e.g., in sandblasting): Yes/No 
c. Tungsten/cobalt (e.g., grinding or weld-

ing this material): Yes/No 
d. Beryllium: Yes/No 
e. Aluminum: Yes/No 
f. Coal (for example, mining): Yes/No 
g. Iron: Yes/No 
h. Tin: Yes/No 
i. Dusty environments: Yes/No 
j. Any other hazardous exposures: Yes/No 
If ‘‘yes,’’ describe these exposures: llll

llllllllllllllllllllllll

4. List any second jobs or side businesses you 
have: lllllllllllllllllll

llllllllllllllllllllllll

5. List your previous occupations: lllll

llllllllllllllllllllllll

6. List your current and previous hobbies: l

llllllllllllllllllllllll

7. Have you been in the military services? 
Yes/No 

If ‘‘yes,’’ were you exposed to biological or 
chemical agents (either in training or 
combat): Yes/No 

8. Have you ever worked on a HAZMAT 
team? Yes/No 

9. Other than medications for breathing and 
lung problems, heart trouble, blood pres-

sure, and seizures mentioned earlier in 
this questionnaire, are you taking any 
other medications for any reason (includ-
ing over-the-counter medications): Yes/ 
No 

If ‘‘yes,’’ name the medications if you 
know them: llllllllllllllll

10. Will you be using any of the following 
items with your respirator(s)? 

a. HEPA Filters: Yes/No 
b. Canisters (for example, gas masks): Yes/ 

No 
c. Cartridges: Yes/No 

11. How often are you expected to use the 
respirator(s) (circle ‘‘yes’’ or ‘‘no’’ for all 
answers that apply to you)?: 

a. Escape only (no rescue): Yes/No 
b. Emergency rescue only: Yes/No 
c. Less than 5 hours per week: Yes/No 
d. Less than 2 hours per day: Yes/No 
e. 2 to 4 hours per day: Yes/No 
f. Over 4 hours per day: Yes/No 

12. During the period you are using the res-
pirator(s), is your work effort: 

a. Light (less than 200 kcal per hour): Yes/ 
No 

If ‘‘yes,’’ how long does this period last dur-
ing the average 
shift:llllllhrs.llllllmins. 

Examples of a light work effort are sitting 
while writing, typing, drafting, or per-
forming light assembly work; or standing 
while operating a drill press (1–3 lbs.) or con-
trolling machines. 

b. Moderate (200 to 350 kcal per hour): Yes/ 
No 

If ‘‘yes,’’ how long does this period last 
during the average 
shift:llllllhrs.llllllmins. 

Examples of moderate work effort are sit-
ting while nailing or filing; driving a truck or 
bus in urban traffic; standing while drilling, 
nailing, performing assembly work, or trans-
ferring a moderate load (about 35 lbs.) at 
trunk level; walking on a level surface about 
2 mph or down a 5-degree grade about 3 mph; 
or pushing a wheelbarrow with a heavy load 
(about 100 lbs.) on a level surface. 

c. Heavy (above 350 kcal per hour): Yes/No 

If ‘‘yes,’’ how long does this period last 
during the average 
shift:llllllhrs.llllllmins. 

Examples of heavy work are lifting a heavy 
load (about 50 lbs.) from the floor to your 
waist or shoulder; working on a loading dock; 
shoveling; standing while bricklaying or chip-
ping castings; walking up an 8-degree grade 
about 2 mph; climbing stairs with a heavy 
load (about 50 lbs.). 

13. Will you be wearing protective clothing 
and/or equipment (other than the res-
pirator) when you’re using your res-
pirator: Yes/No 
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If ‘‘yes,’’ describe this protective clothing 
and/or equipment: lllllllllllll

llllllllllllllllllllllll

14. Will you be working under hot conditions 
(temperature exceeding 77 °F): Yes/No 

15. Will you be working under humid condi-
tions: Yes/No 

16. Describe the work you’ll be doing while 
you’re using your respirator(s): 

llllllllllllllllllllllll

llllllllllllllllllllllll

17. Describe any special or hazardous condi-
tions you might encounter when you’re 
using your respirator(s) (for example, 
confined spaces, life-threatening gases): 

llllllllllllllllllllllll

llllllllllllllllllllllll

18. Provide the following information, if you 
know it, for each toxic substance that 
you’ll be exposed to when you’re using 
your respirator(s): 

Name of the first toxic substance: llll

Estimated maximum exposure level per 
shift: lllllllllllllllllll

Duration of exposure per shift llllll

Name of the second toxic substance: lll

Estimated maximum exposure level per 
shift: lllllllllllllllllll

Duration of exposure per shift: llllll

Name of the third toxic substance: llll

Estimated maximum exposure level per 
shift: lllllllllllllllllll

Duration of exposure per shift: llllll

The name of any other toxic substances 
that you’ll be exposed to while using 
your respirator: 

llllllllllllllllllllllll

llllllllllllllllllllllll

llllllllllllllllllllllll

19. Describe any special responsibilities 
you’ll have while using your respirator(s) 
that may affect the safety and well-being 
of others (for example, rescue, security): 

llllllllllllllllllllllll

APPENDIX D TO § 1910.134 (MANDATORY) INFOR-
MATION FOR EMPLOYEES USING RESPIRATORS 
WHEN NOT REQUIRED UNDER THE STAND-
ARD 

Respirators are an effective method of pro-
tection against designated hazards when 
properly selected and worn. Respirator use is 
encouraged, even when exposures are below 
the exposure limit, to provide an additional 
level of comfort and protection for workers. 
However, if a respirator is used improperly 
or not kept clean, the respirator itself can 
become a hazard to the worker. Sometimes, 
workers may wear respirators to avoid expo-
sures to hazards, even if the amount of haz-
ardous substance does not exceed the limits 

set by OSHA standards. If your employer 
provides respirators for your voluntary use, 
or if you provide your own respirator, you 
need to take certain precautions to be sure 
that the respirator itself does not present a 
hazard. 

You should do the following: 
1. Read and heed all instructions provided 

by the manufacturer on use, maintenance, 
cleaning and care, and warnings regarding 
the respirators limitations. 

2. Choose respirators certified for use to 
protect against the contaminant of concern. 
NIOSH, the National Institute for Occupa-
tional Safety and Health of the U.S. Depart-
ment of Health and Human Services, cer-
tifies respirators. A label or statement of 
certification should appear on the respirator 
or respirator packaging. It will tell you what 
the respirator is designed for and how much 
it will protect you. 

3. Do not wear your respirator into 
atmospheres containing contaminants for 
which your respirator is not designed to pro-
tect against. For example, a respirator de-
signed to filter dust particles will not pro-
tect you against gases, vapors, or very small 
solid particles of fumes or smoke. 

4. Keep track of your respirator so that 
you do not mistakenly use someone else’s 
respirator. 

[63 FR 1270, Jan. 8, 1998; 63 FR 20098, 20099, 
Apr. 23, 1998, as amended at 69 FR 46993, Aug. 
4, 2004; 71 FR 16672, Apr. 3, 2006] 

§ 1910.135 Head protection. 
(a) General requirements. (1) The em-

ployer shall ensure that each affected 
employee wears a protective helmet 
when working in areas where there is a 
potential for injury to the head from 
falling objects. 

(2) The employer shall ensure that a 
protective helmet designed to reduce 
electrical shock hazard is worn by each 
such affected employee when near ex-
posed electrical conductors which 
could contact the head. 

(b) Criteria for protective helmets. (1) 
Protective helmets purchased after 
July 5, 1994 shall comply with ANSI 
Z89.1–1986, ‘‘American National Stand-
ard for Personnel Protection—Protec-
tive Headwear for Industrial Workers- 
Requirements,’’ which is incorporated 
by reference as specified in § 1910.6, or 
shall be demonstrated to be equally ef-
fective. 

(2) Protective helmets purchased be-
fore July 5, 1994 shall comply with the 
ANSI standard ‘‘American National 
Standard Safety Requirements for In-
dustrial Head Protection,’’ ANSI Z89.1– 
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§ 1912a.14 Petitions for changes in the 
rules; complaints. 

(a) Any interested person shall have 
the right to petition for the issuance, 
amendment, or repeal of rules pub-
lished in this part. Any such petition 
will be considered in a reasonable time. 
Prompt notice shall be given of the de-
nial in whole or in part of any petition. 
Except in affirming a prior denial or 
when the denial is self-explanatory the 
notice shall be accompanied by a brief 
statement of the reasons therefor. 

(b) Any advisory committee member 
or any other aggrieved person may file 
a written complaint with the Assistant 
Secretary alleging noncompliance with 
the rules in this part. Any complaint 
must be timely filed, but in no case 
shall any complaint be filed later than 
thirty (30) days following the day on 
which the act of alleged noncompliance 
occurred. Any complaint shall be acted 
upon promptly and a written notice of 
the disposition of the complaint shall 
be provided to the complainant. 

(c) Complaints and petitions should 
make reference to this § 1912a.14 and be 
filed and addressed as follows: 

Assistant Secretary of Labor for Occupa-
tional Safety and Health 

United States Department of Labor 
Washington, D.C. 20210. 

PART 1913—RULES OF AGENCY 
PRACTICE AND PROCEDURE 
CONCERNING OSHA ACCESS TO 
EMPLOYEE MEDICAL RECORDS 

AUTHORITY: Sec. 8, Occupational Safety 
and Health Act of 1970 (29 U.S.C. 657); Sec. e, 
Privacy Act (5 U.S.C. 552a(e); 5 U.S.C. 301); 
Secretary of Labor’s Order No. 8–76 (41 FR 
25059), or 5–2002 (67 FR 65008) as applicable. 

§ 1913.10 Rules of agency practice and 
procedure concerning OSHA access 
to employee medical records. 

(a) General policy. OSHA access to 
employee medical records will in cer-
tain circumstances be important to the 
agency’s performance of its statutory 
functions. Medical records, however, 
contain personal details concerning the 
lives of employees. Due to the substan-
tial personal privacy interests in-
volved, OSHA authority to gain access 
to personally identifiable employee 

medical information will be exercised 
only after the agency has made a care-
ful determination of its need for this 
information, and only with appropriate 
safeguards to protect individual pri-
vacy. Once this information is ob-
tained, OSHA examination and use of 
it will be limited to only that informa-
tion needed to accomplish the purpose 
for access. Personally identifiable em-
ployee medical information will be re-
tained by OSHA only for so long as 
needed to accomplish the purpose for 
access, will be kept secure while being 
used, and will not be disclosed to other 
agencies or members of the public ex-
cept in narrowly defined cir-
cumstances. This section establishes 
procedures to implement these poli-
cies. 

(b) Scope and application. (1) Except 
as provided in paragraphs (b) (3) 
through (6) below, this section applies 
to all requests by OSHA personnel to 
obtain access to records in order to ex-
amine or copy personally identifiable 
employee medical information, wheth-
er or not pursuant to the access provi-
sions of 29 CFR 1910.1020(e). 

(2) For the purposes of this section, 
‘‘personally identifiable employee med-
ical information’’ means employee 
medical information accompanied by 
either direct identifiers (name, address, 
social security number, payroll num-
ber, etc.) or by information which 
could reasonably be used in the par-
ticular circumstances indirectly to 
identify specific employees (e.g., exact 
age, height, weight, race, sex, date of 
initial employment, job title, etc.). 

(3) This section does not apply to 
OSHA access to, or the use of, aggre-
gate employee medical information or 
medical records on individual employ-
ees which is not in a personally identi-
fiable form. This section does not apply 
to records required by 29 CFR part 1904, 
to death certificates, or to employee 
exposure records, including biological 
monitoring records treated by 29 CFR 
1910.1020(c)(5) or by specific occupa-
tional safety and health standards as 
exposure records. 

(4) This section does not apply where 
OSHA compliance personnel conduct 
an examination of employee medical 
records solely to verify employer com-
pliance with the medical surveillance 
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recordkeeping requirements of an occu-
pational safety and health standard, or 
with 29 CFR 1910.1020. An examination 
of this nature shall be conducted on- 
site and, if requested, shall be con-
ducted under the observation of the 
recordholder. The OSHA compliance 
personnel shall not record and take off- 
site any information from medical 
records other than documentation of 
the fact of compliance or non-compli-
ance. 

(5) This section does not apply to 
agency access to, or the use of, person-
ally identifiable employee medical in-
formation obtained in the course of 
litigation. 

(6) This section does not apply where 
a written directive by the Assistant 
Secretary authorizes appropriately 
qualified personnel to conduct limited 
reviews of specific medical information 
mandated by an occupational safety 
and health standard, or of specific bio-
logical monitoring test results. 

(7) Even if not covered by the terms 
of this section, all medically related 
information reported in a personally 
identifiable form shall be handled with 
appropriate discretion and care befit-
ting all information concerning spe-
cific employees. There may, for exam-
ple, be personal privacy interests in-
volved which militate against disclo-
sure of this kind of information to the 
public (See, 29 CFR 70.26 and 70a.3). 

(c) Responsible persons—(1) Assistant 
Secretary. The Assistant Secretary of 
Labor for Occupational Safety and 
Health (Assistant Secretary) shall be 
responsible for the overall administra-
tion and implementation of the proce-
dures contained in this section, includ-
ing making final OSHA determinations 
concerning: 

(i) Access to personally identifiable 
employee medical information (para-
graph (d)), and 

(ii) Inter-agency transfer or public 
disclosure of personally identifiable 
employee medical information (para-
graph (m)). 

(2) OSHA Medical Records Officer. The 
Assistant Secretary shall designate an 
OSHA official with experience or train-
ing in the evaluation, use, and privacy 
protection of medical records to be the 
OSHA Medical Records Officer. The 
OSHA Medical Records Officer shall re-

port directly to the Assistant Sec-
retary on matters concerning this sec-
tion and shall be responsible for: 

(i) Making recommendations to the 
Assistant Secretary as to the approval 
or denial of written access orders 
(paragraph (d)), 

(ii) Assuring that written access or-
ders meet the requirements of para-
graphs (d) (2) and (3) of this section, 

(iii) Responding to employee, collec-
tive bargaining agent, and employer 
objections concerning written access 
orders (paragraph (f)), 

(iv) Regulating the use of direct per-
sonal identifiers (paragraph (g)), 

(v) Regulating internal agency use 
and security of personally identifiable 
employee medical information (para-
graphs (h) through (j)), 

(vi) Assuring that the results of agen-
cy analyses of personally identifiable 
medical information are, where appro-
priate, communicated to employees 
(paragraph (k)), 

(vii) Preparing an annual report of 
OSHA’s experience under this section 
(paragraph (l)), and 

(viii) Assuring that advance notice is 
given of intended inter-agency trans-
fers or public disclosures (paragraph 
(m)). 

(3) Principal OSHA Investigator. The 
Principal OSHA Investigator shall be 
the OSHA employee in each instance of 
access to personally identifiable em-
ployee medical information who is 
made primarily responsible for assur-
ing that the examination and use of 
this information is performed in the 
manner prescribed by a written access 
order and the requirements of this sec-
tion (paragraphs (d) through (m). When 
access is pursuant to a written access 
order, the Principal OSHA Investigator 
shall be professionally trained in medi-
cine, public health, or allied fields (epi-
demiology, toxicology, industrial hy-
giene, biostatistics, environmental 
health, etc.). 

(d) Written access orders—(1) Require-
ment for written access order. Except as 
provided in paragraph (d)(4) below, 
each request by an OSHA representa-
tive to examine or copy personally 
identifiable employee medical informa-
tion contained in a record held by an 
employer or other recordholder shall be 
made pursuant to a written access 

VerDate Aug<31>2005 12:49 Jul 31, 2007 Jkt 211114 PO 00000 Frm 00033 Fmt 8010 Sfmt 8010 Y:\SGML\211114.XXX 211114



24 

29 CFR Ch. XVII (7–1–07 Edition) § 1913.10 

order which has been approved by the 
Assistant Secretary upon the rec-
ommendation of the OSHA Medical 
Records Officer. If deemed appropriate, 
a written access order may constitute, 
or be accompanied by, an administra-
tive subpoena. 

(2) Approval criteria for written access 
order. Before approving a written ac-
cess order, the Assistant Secretary and 
the OSHA Medical Records Officer 
shall determine that: 

(i) The medical information to be ex-
amined or copied is relevant to a statu-
tory purpose and there is a need to 
gain access to this personally identifi-
able information, 

(ii) The personally identifiable med-
ical information to be examined or cop-
ied is limited to only that information 
needed to accomplish the purpose for 
access, and 

(iii) The personnel authorized to re-
view and analyze the personally identi-
fiable medical information are limited 
to those who have a need for access and 
have appropriate professional quali-
fications. 

(3) Content of written access order. 
Each written access order shall state 
with reasonable particularity: 

(i) The statutory purposes for which 
access is sought, 

(ii) A general description of the kind 
of employee medical information that 
will be examined and why there is a 
need to examine personally identifiable 
information, 

(iii) Whether medical information 
will be examined on-site, and what 
type of information will be copied and 
removed off-site, 

(iv) The name, address, and phone 
number of the Principal OSHA Investi-
gator and the names of any other au-
thorized persons who are expected to 
review and analyze the medical infor-
mation. 

(v) The name, address, and phone 
number of the OSHA Medical Records 
Officer, and 

(vi) The anticipated period of time 
during which OSHA expects to retain 
the employee medical information in a 
personally identifiable form. 

(4) Special situations. Written access 
orders need not be obtained to examine 
or copy personally identifiable em-

ployee medical information under the 
following circumstances: 

(i) Specific written consent. If the spe-
cific written consent of an employee is 
obtained pursuant to 29 CFR 
1910.1020(e)(2)(ii), and the agency or an 
agency employee is listed on the au-
thorization as the designated rep-
resentative to receive the medical in-
formation, then a written access order 
need not be obtained. Whenever person-
ally identifiable employee medical in-
formation is obtained through specific 
written consent and taken off-site, a 
Principal OSHA Investigator shall be 
promptly named to assure protection 
of the information, and the OSHA Med-
ical Records Officer shall be notified of 
this person’s identity. The personally 
identifiable medical information ob-
tained shall thereafter be subject to 
the use and security requirements of 
paragraphs (h) through (m) of this sec-
tion. 

(ii) Physician consultations. A written 
access order need not be obtained 
where an OSHA staff or contract physi-
cian consults with an employer’s physi-
cian concerning an occupational safety 
or health issue. In a situation of this 
nature, the OSHA physician may con-
duct on-site evaluation of employee 
medical records in consultation with 
the employer’s physician, and may 
make necessary personal notes of his 
or her findings. No employee medical 
records, however, shall be taken off- 
site in the absence of a written access 
order or the specific written consent of 
an employee, and no notes of person-
ally identifiable employee medical in-
formation made by the OSHA physi-
cian shall leave his or her control with-
out the permission of the OSHA Med-
ical Records Officer. 

(e) Presentation of written access order 
and notice to employees. (1) The Prin-
cipal OSHA Investigator, or someone 
under his or her supervision, shall 
present at least two (2) copies each of 
the written access order and an accom-
panying cover letter to the employer 
prior to examining or obtaining med-
ical information subject to a written 
access order. At least one copy of the 
written access order shall not identify 
specific employees by direct personal 
identifier. The accompanying cover let-
ter shall summarize the requirements 
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of this section and indicate that ques-
tions or objections concerning the 
written access order may be directed to 
the Principal OSHA Investigator or to 
the OSHA Medical Records Officer. 

(2) The Principal OSHA Investigator 
shall promptly present a copy of the 
written access order (which does not 
identify specific employees by direct 
personal identifier) and its accom-
panying cover letter to each collective 
bargaining agent representing employ-
ees whose medical records are subject 
to the written access order. 

(3) The Principal OSHA Investigator 
shall indicate that the employer must 
promptly post a copy of the written ac-
cess order which does not identify spe-
cific employees by direct personal iden-
tifier, as well as post its accompanying 
cover letter (See, 29 CFR 
1910.1020(e)(3)(ii)). 

(4) The Principal OSHA Investigator 
shall discuss with any collective bar-
gaining agent and with the employer 
the appropriateness of individual no-
tice to employees affected by the writ-
ten access order. Where it is agreed 
that individual notice is appropriate, 
the Principal OSHA Investigator shall 
promptly provide to the employer an 
adequate number of copies of the writ-
ten access order (which does not iden-
tify specific employees by direct per-
sonal identifier) and its accompanying 
cover letter to enable the employer ei-
ther to individually notify each em-
ployee or to place a copy in each em-
ployee’s medical file. 

(f) Objections concerning a written ac-
cess order. All employee, collective bar-
gaining agent, and employer written 
objections concerning access to records 
pursuant to a written access order 
shall be transmitted to the OSHA Med-
ical Records Officer. Unless the agency 
decides otherwise, access to the records 
shall proceed without delay notwith-
standing the lodging of an objection. 
The OSHA Medical Records Officer 
shall respond in writing to each em-
ployee’s and collective bargaining 
agent’s written objection to OSHA ac-
cess. Where appropriate, the OSHA 
Medical Records Officer may revoke a 
written access order and direct that 
any medical information obtained by it 
be returned to the original 
recordholder or destroyed. The Prin-

cipal OSHA Investigator shall assure 
that such instructions by the OSHA 
Medical Records Officer are promptly 
implemented. 

(g) Removal of direct personal identi-
fiers. Whenever employee medical in-
formation obtained pursuant to a writ-
ten access order is taken off-site with 
direct personal identifiers included, the 
Principal OSHA Investigator shall, un-
less otherwise authorized by the OSHA 
Medical Records Officer, promptly sep-
arate all direct personal identifiers 
from the medical information, and 
code the medical information and the 
list of direct identifiers with a unique 
identifying number for each employee. 
The medical information with its nu-
merical code shall thereafter be used 
and kept secured as though still in a 
directly identifiable form. The Prin-
cipal OSHA Investigator shall also 
hand deliver or mail the list of direct 
personal identifiers with their cor-
responding numerical codes to the 
OSHA Medical Records Officer. The 
OSHA Medical Records Officer shall 
thereafter limit the use and distribu-
tion of the list of coded identifiers to 
those with a need to know its contents. 

(h) Internal agency use of personally 
identifiable employee medical information. 
(1) The Principal OSHA Investigator 
shall in each instance of access be pri-
marily responsible for assuring that 
personally identifiable employee med-
ical information is used and kept se-
cured in accordance with this section. 

(2) The Principal OSHA Investigator, 
the OSHA Medical Records Officer, the 
Assistant Secretary, and any other au-
thorized person listed on a written ac-
cess order may permit the examination 
or use of personally identifiable em-
ployee medical information by agency 
employees and contractors who have a 
need for access, and appropriate quali-
fications for the purpose for which they 
are using the information. No OSHA 
employee or contractor is authorized 
to examine or otherwise use personally 
identifiable employee medical informa-
tion unless so permitted. 

(3) Where a need exists, access to per-
sonally identifiable employee medical 
information may be provided to attor-
neys in the Office of the Solicitor of 
Labor, and to agency contractors who 
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are physicians or who have contrac-
tually agreed to abide by the require-
ments of this section and imple-
menting agency directives and instruc-
tions. 

(4) OSHA employees and contractors 
are only authorized to use personally 
identifiable employee medical informa-
tion for the purposes for which it was 
obtained, unless the specific written 
consent of an employee is obtained as 
to a secondary purpose, or the proce-
dures of paragraphs (d) through (g) of 
this section are repeated with respect 
to the secondary purpose. 

(5) Whenever practicable, the exam-
ination of personally identifiable em-
ployee medical information shall be 
performed on-site with a minimum of 
medical information taken off-site in a 
personally identifiable form. 

(i) Security procedures. (1) Agency files 
containing personally identifiable em-
ployee medical information shall be 
segregated from other agency files. 
When not in active use, files containing 
this information shall be kept secured 
in a locked cabinet or vault. 

(2) The OSHA Medical Records Offi-
cer and the Principal OSHA Investi-
gator shall each maintain a log of uses 
and transfers of personally identifiable 
employee medical information and 
lists of coded direct personal identi-
fiers, except as to necessary uses by 
staff under their direct personal super-
vision. 

(3) The photocopying or other dupli-
cation of personally identifiable em-
ployee medical information shall be 
kept to the minimum necessary to ac-
complish the purposes for which the in-
formation was obtained. 

(4) The protective measures estab-
lished by this section apply to all 
worksheets, duplicate copies, or other 
agency documents containing person-
ally identifiable employee medical in-
formation. 

(5) Intra-agency transfers of person-
ally identifiable employee medical in-
formation shall be by hand delivery, 
United States mail, or equally protec-
tive means. Inter-office mailing chan-
nels shall not be used. 

(j) Retention and destruction of records. 
(1) Consistent with OSHA records dis-
position programs, personally identifi-
able employee medical information and 

lists of coded direct personal identi-
fiers shall be destroyed or returned to 
the original recordholder when no 
longer needed for the purposes for 
which they were obtained. 

(2) Personally identifiable employee 
medical information which is currently 
not being used actively but may be 
needed for future use shall be trans-
ferred to the OSHA Medical Records 
Officer. The OSHA Medical Records Of-
ficer shall conduct an annual review of 
all centrally-held information to deter-
mine which information is no longer 
needed for the purposes for which it 
was obtained. 

(k) Results of an agency analysis using 
personally identifiable employee medical 
information. The OSHA Medical Records 
Officer shall, as appropriate, assure 
that the results of an agency analysis 
using personally identifiable employee 
medical information are communicated 
to the employees whose personal med-
ical information was used as a part of 
the analysis. 

(l) Annual report. The OSHA Medical 
Records Officer shall on an annual 
basis review OSHA’s experience under 
this section during the previous year, 
and prepare a report to the Assistant 
Secretary which shall be made avail-
able to the public. This report shall 
discuss: 

(1) The number of written access or-
ders approved and a summary of the 
purposes for access, 

(2) The nature and disposition of em-
ployee, collective bargaining agent, 
and employer written objections con-
cerning OSHA access to personally 
identifiable employee medical informa-
tion, and 

(3) The nature and disposition of re-
quests for inter-agency transfer or pub-
lic disclosure of personally identifiable 
employee medical information. 

(m) Inter-agency transfer and public 
disclosure. (1) Personally identifiable 
employee medical information shall 
not be transferred to another agency or 
office outside of OSHA (other than to 
the Office of the Solicitor of Labor) or 
disclosed to the public (other than to 
the affected employee or the original 
recordholder) except when required by 
law or when approved by the Assistant 
Secretary. 
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(2) Except as provided in paragraph 
(m)(3) of this section, the Assistant 
Secretary shall not approve a request 
for an inter-agency transfer of person-
ally identifiable employee medical in-
formation, which has not been con-
sented to by the affected employees, 
unless the request is by a public health 
agency which: 

(i) Needs the requested information 
in a personally identifiable form for a 
substantial public health purpose, 

(ii) Will not use the requested infor-
mation to make individual determina-
tions concerning affected employees 
which could be to their detriment, 

(iii) Has regulations or established 
written procedures providing protec-
tion for personally identifiable medical 
information substantially equivalent 
to that of this section, and 

(iv) Satisfies an exemption to the 
Privacy Act to the extent that the Pri-
vacy Act applies to the requested infor-
mation (See, 5 U.S.C. 552a(b); 29 CFR 
70a.3). 

(3) Upon the approval of the Assist-
ant Secretary, personally identifiable 
employee medical information may be 
transferred to: 

(i) The National Institute for Occupa-
tional Safety and Health (NIOSH) and 

(ii) The Department of Justice when 
necessary with respect to a specific ac-
tion under the Occupational Safety and 
Health Act. 

(4) The Assistant Secretary shall not 
approve a request for public disclosure 
of employee medical information con-
taining direct personal identifiers un-
less there are compelling cir-
cumstances affecting the health or 
safety of an individual. 

(5) The Assistant Secretary shall not 
approve a request for public disclosure 
of employee medical information which 
contains information which could rea-
sonably be used indirectly to identify 
specific employees when the disclosure 
would constitute a clearly unwarranted 
invasion of personal privacy (See, 5 
U.S.C. 552(b)(6); 29 CFR 70.26). 

(6) Except as to inter-agency trans-
fers to NIOSH or the Department of 
Justice, the OSHA Medical Records Of-
ficer shall assure that advance notice 
is provided to any collective bar-
gaining agent representing affected 
employees and to the employer on each 

occasion that OSHA intends to either 
transfer personally identifiable em-
ployee medical information to another 
agency or disclose it to a member of 
the public other than to an affected 
employee. When feasible, the OSHA 
Medical Records Officer shall take rea-
sonable steps to assure that advance 
notice is provided to affected employ-
ees when the employee medical infor-
mation to be transferred or disclosed 
contains direct personal identifiers. 

[45 FR 35294, May 23, 1980; 45 FR 54334, Aug. 
15, 1980, as amended at 71 FR 16674, Apr. 3, 
2006] 
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